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	Doc1stevel
	Specifica
	CR
	R
	Phase
	Subject
	Ca
	VersCu
	Doc2ndLev
	WorkitemsID

	SP-040791
	32.111-2
	033
	--
	Rel-5
	Correct the time carried by the eventTime parameter of notifyComments
	F
	5.4.0
	S5-046987
	OAM-NIM

	SP-040791
	32.111-2
	034
	--
	Rel-6
	Correct the time carried by the eventTime parameter of notifyComments
	A
	6.2.0
	S5-046981
	OAM-NIM

	SP-040791
	32.111-2
	035
	--
	Rel-6
	Remove redundant ackTime parameter in notifyAckStateChanged
	C
	6.2.0
	S5-046978
	OAM-NIM

	SP-040791
	32.111-2
	036
	--
	Rel-6
	Correct description of thresholdInformation – Align with 32.401
	F
	6.2.0
	S5-047023
	OAM-NIM

	SP-040791
	32.111-2
	037
	--
	Rel-6
	Correction of probable cause for alarms.
	F
	6.2.0
	S5-047078
	OAM-NIM

	SP-040791
	32.111-3
	034
	--
	Rel-6
	Remove redundant ackTime parameter in notifyAckStateChanged
	C
	6.0.0
	S5-046979
	OAM-NIM

	SP-040791
	32.111-3
	035
	--
	Rel-6
	Correction of probable cause definition for AlarmIRP IDL file.
	F
	6.0.0
	S5-047079
	OAM-NIM

	SP-040791
	32.111-3
	036
	--
	Rel-6
	Add mandatory exception operationNotSupported for optional operations in AlarmIRP - Align IDL style with IDL Style Guide in 32.150
	F
	6.0.0
	S5-047118
	OAM-NIM

	SP-040791
	32.111-3
	037
	--
	Rel-6
	Correction of filterable parameters - Align with the IS in 32.111-2
	F
	6.0.0
	S5-047134
	OAM-NIM

	SP-040791
	32.111-4
	029
	--
	Rel-6
	Remove redundant ackTime parameter in notifyAckStateChanged
	C
	6.2.0
	S5-046980
	OAM-NIM
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