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6.1
General

The purpose of this clause is to define the necessary structure for integration of the H.263, MPEG-4 video, AMR, AMR-WB, Extended AMR-WB (AMR-WB+), Enhanced aacPlus and AAC media specific information in a 3GP file. Clause 6.2 gives some background information about the Sample Description box in the ISO base media file format [7] and clauses 6.3 and 6.4 about the MP4VisualSampleEntry box and the MP4AudioSampleEntry box in the MPEG-4 file format [14]. The definitions of the Sample Entry boxes for AMR, AMR-WB, AMR-WB+ and H.263 are given in clauses 6.5 to 6.10. The integration of timed text in a 3GP file is specified in [4] and the integration of H.264 (AVC) is specified in [20].

AMR and AMR-WB data is stored in the stream according to the AMR and AMR-WB storage format for single channel header of Annex E [15], without the AMR magic numbers.

The 3GPP file format is the native storage format AMR-WB+. The data stream, stored in samples of a 3GP file, shall be formatted according to clause 8.3 of [21]. Each sample contains one or more AMR-WB+ storage units. The number of storage units per sample may differ from sample to sample.
… <cut text> …

6.10
AMRWPSpecificBox field for AMRWPSampleEntry box

The AMRWPSpecificBox fields for AMR-WB+ shall be as defined in table 6.10. The AMRWPSpecificBox for the AMRWPSampleEntry Box shall always be included if the 3GP file contains AMR-WB+ media.

Table 6.10: The AMRWPSpecificBox fields for AMRWPSampleEntry

	Field
	Type
	Details
	Value

	BoxHeader.Size
	Unsigned int(32)
	
	

	BoxHeader.Type
	Unsigned int(32)
	
	‘dawp’

	DecSpecificInfo
	AMRWPDecSpecStruc
	Structure which holds the AMR-WB+ Specific information
	


BoxHeader Size and Type: indicate the size and type of the AMR-WB+ decoder-specific box.  The type must be ‘dawp’.

DecSpecificInfo: the structure where the AMR-WB+ stream specific information resides.

The AMRWPDecSpecStruc is defined as follows:

struct AMRWPDecSpecStruc{
 
Unsigned int (32)

vendor
 
Unsigned int (8)

decoder_version
}

The definitions of AMRWPDecSpecStruc members are as follows:

vendor: four character code of the manufacturer of the codec, e.g. 'VXYZ'. The vendor field gives information about the vendor whose codec is used to create the encoded data. It is an informative field, which may be used by the decoding end. If a manufacturer already has a four-character code, it is recommended that it uses the same code in this field. Else, it is recommended that the manufacturer creates a four character code which best addresses the manufacturer’s name. It can be safely ignored.

decoder_version: version of the vendor’s decoder which can decode the encoded stream in the best (i.e. optimal) way. This field is closely tied to the vendor field. It may give advantage to the vendor which has optimal encoder-decoder version pairs. The value is set to 0 if decoder version has no importance for the vendor. It can be safely ignored.

NOTE:
For AMR and AMR-WB the AMRSpecificBox defines the number of frames that are stored in a sample. For AMR-WB+, however, the AMRWPSpecificBox does not specify an overall sample structure, as the number of storage units per sample may differ from sample to sample.
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