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B.3
Intercept related information (HI2 PS and IMS)

Declaration of ROSE operation umts-sending-of-IRI is ROSE delivery mechanism specific. When using FTP delivery mechanism, data UmtsIRIsContent must be considered.

ASN1 description of IRI (HI2 interface)

UmtsHI2Operations {itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulintercept(2) threeGPP(4) hi2(1) r6(6) version-6(6)} 

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

IMPORTS 



OPERATION, 



ERROR 




FROM Remote-Operations-Information-Objects 




{joint-iso-itu-t(2) remote-operations(4) informationObjects(5) version1(0)}



LawfulInterceptionIdentifier,



TimeStamp,



Network-Identifier,



National-Parameters,



National-HI2-ASN1parameters,



DataNodeAddress,



IPAddress,



IP-value,



X25Address




FROM HI2Operations




{itu-t(0) identified-organization(4) etsi(0) securityDomain(2)

 



  lawfulIntercept(2) hi2(1) version7(7)}; -- Imported from TS 101 671v2.11.1
-- Object Identifier Definitions

-- Security DomainId

lawfulInterceptDomainId OBJECT IDENTIFIER ::= {itu-t(0) identified-organization(4) etsi(0)

securityDomain(2) lawfulIntercept(2)}

-- Security Subdomains

threeGPPSUBDomainId OBJECT IDENTIFIER ::= {lawfulInterceptDomainId threeGPP(4)}

hi2DomainId OBJECT IDENTIFIER
::= {threeGPPSUBDomainId hi2(1) r6(6) version-6(6)}

*** Next modification ***

-- Parameters having the same tag numbers must be identical in Rel-5 and Rel-6 modules.

IRI-Parameters

::= SEQUENCE 

{


hi2DomainId


[0]
OBJECT IDENTIFIER,  -- 3GPP HI2 domain


iRIversion


[23] ENUMERATED


{



version2(2),



…,



version3(3),


version4(4),



version6(6)

} OPTIONAL,



-- if not present, it means version 1 is handled

*** Next modification ***

B.3a
Interception related information (HI2 CS)

For North America the use of J-STD-25 A[23] is recommended.

Declaration of ROSE operation sending-of-IRI is ROSE delivery mechanism specific. When using FTP delivery mechanism, data IRI-Content must be considered.

ASN1 description of IRI (HI2 CS interface)

UmtsCS-HI2Operations 

{ itu-t (0) identified-organization (4) etsi (0) securityDomain (2) lawfulIntercept (2) threeGPP(4) hi2CS (3) r6(6) version-3 (3)} 

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

IMPORTS OPERATION, 


ERROR 



FROM Remote-Operations-Information-Objects 



{joint-iso-itu-t (2) remote-operations(4) informationObjects(5) version1(0)}


LawfulInterceptionIdentifier,


TimeStamp,


Intercepted-Call-State,


PartyInformation,


CallContentLinkCharacteristics,


CommunicationIdentifier,


CC-Link-Identifier,


National-Parameters,


National-HI2-ASN1parameters,


FROM HI2Operations



{itu-t(0) identified-organization(4) etsi(0) securityDomain(2)




lawfulIntercept(2) hi2(1) version7(7)} –- Imported from TS 101 671v2.11.1 

Location,


SMS-report


FROM UmtsHI2Operations



{itu-t(0) identified-organization(4) etsi(0) securityDomain(2)




lawfulintercept(2) threeGPP(4) hi2(1) r6(6) version-6(6)}; 




–- Imported from TS 33.108v6.8.0
-- Object Identifier Definitions

-- Security DomainId

lawfulInterceptDomainId OBJECT IDENTIFIER ::= {itu-t(0) identified-organization(4) etsi(0)

securityDomain(2) lawfulIntercept(2)}

-- Security Subdomains

threeGPPSUBDomainId OBJECT IDENTIFIER ::= {lawfulInterceptDomainId threeGPP(4)}

hi2CSDomainId OBJECT IDENTIFIER ::= {threeGPPSUBDomainId hi2CS(3) r6(6) version-3(3)}
*** Next modification ***

IRI-Parameters

::= SEQUENCE 

{


hi2CSDomainId





[0]
OBJECT IDENTIFIER OPTIONAL, -- 3GPP HI2 CS domain


iRIversion






[23] ENUMERATED


{



version1(1),



...,



version2(2),



version3(3)

} OPTIONAL,



-- if not present, it means version 1 is handled

*** Next modification ***
B.4
Contents of communication (HI3 PS)

Umts-HI3-PS {itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulintercept(2) threeGPP(4) hi3(2) r6(6) version-3(3)}

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

IMPORTS

GPRSCorrelationNumber


FROM UmtsHI2Operations


{itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulintercept(2) threeGPP(4) 
hi2(1) r6(6) version-6(6)}    -- Imported from TS 33.108v6.8.0
LawfulInterceptionIdentifier,

TimeStamp

FROM HI2Operations 


{itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulIntercept(2) hi2(1) 
version7(7)};  -- from ETSI HI2Operations TS 101 671v2.11.1
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