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	Reason for change:
(
	The way the term “VOID” is used in 3GPP specs is inconsitent. This CR clarifies correct use.

	
	

	Summary of change:
(
	In 5.2.1A the paragraph after EXAMPLE 2 is changed to allow, rather than mandate, that when a subclause is deleted the existing subclause title remains. Also some minor editorials.
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	The use of “VOID” may be inconsistent.
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5.2.1A
General numbering issues

Every attempt shall be made to use continuous numbering as described in the remainder of 5.2. However, if continuous numbering cannot be maintained, a new element may be inserted in existing text using an appropriate alphanumeric designation that does not disturb the existing numbering scheme. This applies to all elements (e.g. clause, subclause, annex, figure, table, note, list).

EXAMPLE 1:
It is necessary to update a 3GPP TS. A new clause needs to be inserted between the existing clauses 8 and 9. A new clause 8A may be inserted in preference to re-numbering the existing clauses.

EXAMPLE 2:
A new figure needs to be inserted between existing figures 4 and 5. A new figure 4A may be inserted to avoid re-numbering of all subsequent figures.

Similarly, an existing element may be deleted and replaced with the term "Void." to minimize disruption to the numbering scheme. However, the title of the deleted element  may be retained.

EXAMPLE 3:
During the updating of a 3GPP TS, it is decided that annex C is no longer required. The title of annex C remains while the content simply becomes "Void.". Later annexes may therefore remain unchanged.

EXAMPLE 4:
It is decided to delete a note 3, so the text of note 3 becomes "Void." and there is no need to re‑number note 4.
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