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H.5
Supported file formats

Software tools to be used for document development within 3GPP are detailed in table H.3

Table H.3: Permitted software tools

	Type
	Tool(s)
	Comments

	Text
	Microsoft Word 2003 or earlier.

Note:
File compatibility with Word 2000 shall be retained.
	

	Graphics
	Micrografx Designer version 3.x or 6.0 or 7.0 (preferred)
	

	
	MS Draw 98
	Freeware from Microsoft. The built-in drawing package of Word is not recommended.

All other graphical formats are treated as bitmaps which cannot be modified.

	
	MS Visio
(file compatibility with version Professional 2003 shall be maintained)
	For general graphics; the rapporteur shall supply the source file.
Not to be used for formal SDL diagrams.

	SDL, MSC
	Telelogic SDT (version supplied by Support Team)
	Rapporteurs can obtain this software on loan from the 3GPP Support Team.

SDL diagrams can be copy and pasted into Word.  Rapporteurs shall supply the source files.

	TTCN
	Telelogic ITEX version 3.4
	

	Databases
	Microsoft Access 2003 or earlier.

Note:
File compatibility with Access 2000 shall be maintained.
	

	General Tools
	Microsoft Office 2003 or earlier software suite (Excel, Powerpoint, etc.) 

Note:
File compatibility with Office version 2000 shall be maintained.
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