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	Reason for change:
(

	TS 32.299 contains the common principles by which service charging should be based. PoC charging in TS 32.272 includes some information that has been determined as "Not used in 3GPP". In order to enable talk burst charging based on the number of participants it is necessary to modify the usage of the service identifier parameter. 

	
	

	Summary of change:
(

	Remove CC-Subsession-Id, CC-Correlation-Id, Check-Balance-Result, User-Name and Acct-Multi-Session-Id from the relevant parts of the CCR and CCA. Update text description for the service-identifier.

	
	

	Consequences if 
(

not approved:
	Incorrect reference to TS 32.299 and inclusion of 3GPP unrecognised information and inclusion of unnecessary information for PoC charging. Inability to meet PoC charging principles
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	6.2.1.1, 6.2.1.2
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	Other comments:
(

	IEC related information being marked as not used are dependent on the CR in S5-054999 (Granted-Service-Unit, Used-Service-Unit, DDFH).


Change in Clause 6.2.1.1

6.2.1.1
Credit-Control-Request Message

Table 6.2.1.1 illustrates the basic structure of a Diameter CCR message from the PoC Server as used for PoC online charging.

Table 6.2.1.1: Credit-Control-Request (CCR) Message Contents
	Field
	Category
	Description

	Session-Id
	M
	Used as described in 3GPP TS 32.299 [50].

	Origin-Host
	M
	Used as described in 3GPP TS 32.299 [50].

	Origin-Realm
	M
	Used as described in 3GPP TS 32.299 [50].

	Destination-Realm
	M
	Used as described in 3GPP TS 32.299 [50].

	Auth-Application-Id
	M
	Used as described in 3GPP TS 32.299 [50].

	Service-Context-Id
	M
	Used as described in 3GPP TS 32.299 [50]

	CC-Request-Type
	M
	Used as described in 3GPP TS 32.299 [50].

	CC-Request-Number
	M
	Used as described in 3GPP TS 32.299 [50].

	Destination-Host
	OC
	Used as described in 3GPP TS 32.299 [50].

	User-Name
	OC
	Used as described in 3GPP TS 32.299 [50].

	
	
	

	
	
	

	Origin-State-Id
	OC
	Used as described in 3GPP TS 32.299 [50].

	Event-Timestamp
	OC
	Used as described in 3GPP TS 32.299 [50].

	Subscription-Id
	OC
	Used as described in 3GPP TS 32.299 [50].

	Service-Identifier
	-
	Not used at command level but within the Multiple-Services-Credit-Control. The values are operator defined.

	Termination-Cause
	OC
	Used as described in 3GPP TS 32.299 [50].

	Requested-Service-Unit
	OC
	Used as described in 3GPP TS 32.299 [50].

	Requested-Action
	OC
	Used as described in 3GPP TS 32.299 [50].

	Used-Service-Unit
	-
	Not used at command level but within the Multiple-Services-Credit-Control.

	Multiple-Services-Indicator
	OC
	Used as described in 3GPP TS 32.299 [50].

	Multiple-Services-Credit Control
	OC
	Used as described in 3GPP TS 32.299 [50].

	
	
	

	
	
	

	User-Equipment-Info
	-
	Not used in PoC charging.

	Proxy-Info
	-
	Not used in 3GPP.

	
Proxy-Host 
	-
	Not used in 3GPP.

	
Proxy-State
	-
	Not used in 3GPP.

	Route-Record
	OC
	Used as described in 3GPP TS 32.299 [50].

	Service-Information 

   PS-Information

   IMS-Information

   PoC-Information
	OM
	This field holts the PoC specific parameter and is described in subclause 6.3.

	Extension
	OC
	Used as described in 3GPP TS 32.299 [50].


The protocol specific parameter definition is specified in 3GPP TS 32.299 [50].

Change in Clause 6.2.1.2

6.2.1.2
Credit-Control-Answer Message

Table 6.2.1.2 illustrates the basic structure of a Diameter CCA message as used for the PoC Server. This message is always used by the OCS as specified below, independent of the receiving PoC server and the CCR request type that is being replied to.

Table 6.2.1.2: Credit-Control-Answer (CCA) Message
	Field
	Category
	Description

	Session-Id
	M
	Used as described in 3GPP TS 32.299 [50].

	Result-Code
	M
	Used as described in 3GPP TS 32.299 [50].

	Origin-Host
	M
	Used as described in 3GPP TS 32.299 [50].

	Origin-Realm
	M
	Used as described in 3GPP TS 32.299 [50].

	Auth-Application-Id
	M
	Used as described in 3GPP TS 32.299 [50].

	CC-Request-Type
	M
	Used as described in 3GPP TS 32.299 [50].

	CC-Request-Number
	M
	Used as described in 3GPP TS 32.299 [50].

	
	
	

	CC-Session-Failover 
	OC
	Used as described in 3GPP TS 32.299 [50].

	
	
	

	
	
	

	
	
	

	
	
	

	Granted-Service-Unit
	-
	Not used in PoC charging.

	Multiple-Services-Credit-Control
	OC
	Used as described in 3GPP TS 32.299 [50].

	
	
	

	
	
	

	Credit-Control-Failure-Handling
	OC
	Used as described in 3GPP TS 32.299 [50].

	Direct-Debiting-Failure-Handling
	-
	Not used in PoC charging.

	
	
	

	Redirect-Host
	OC
	Used as described in 3GPP TS 32.299 [50].

	Redirect-Host-Usage
	OC
	Used as described in 3GPP TS 32.299 [50].

	Redirect-Max-Cache-Time
	OC
	Used as described in 3GPP TS 32.299 [50].

	Proxy-Info
	-
	Not used in 3GPP.

	Route-Record
	OC
	Used as described in 3GPP TS 32.299 [50].

	Failed-AVP
	OC
	Used as described in 3GPP TS 32.299 [50].

	
	
	

	
	
	

	Trigger
	Oc
	Used as described in 3GPP TS 32.299 [50]
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