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Annex F:
Status of all 3GPP CRs after TSG SA #30 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	CP-050483
	11.10-4
	A114
	-
	8.13.1
	R99
	Corrections of  Set Up Call (second alpha identifier) test
	approved
	F
	8.14.0
	TEI
	C6

	CP-050483
	11.10-4
	A129
	-
	8.13.1
	R99
	Essential Corrections of Set Up Menu test
	approved
	F
	8.14.0
	TEI
	C6

	CP-050483
	11.10-4
	A130
	-
	8.13.1
	R99
	Essential Corrections in clause 27.22.4.11
	approved
	F
	8.14.0
	TEI
	C6

	CP-050483
	11.10-4
	A131
	-
	8.13.1
	R99
	Corrections to Select Item (icons support)
	approved
	F
	8.14.0
	TEI
	C6

	CP-050483
	11.10-4
	A132
	-
	8.13.1
	R99
	 Location Status Event (normal)
	approved
	F
	8.14.0
	TEI
	C6

	CP-050483
	11.10-4
	A134
	-
	8.13.1
	R99
	 Correction of applicability table
	approved
	F
	8.14.0
	TEI
	C6

	CP-050483
	11.10-4
	A135
	-
	8.13.1
	R99
	Correction in SMS-PP 1.4.1 TPDU of clause 27.22.4.22.1
	approved
	F
	8.14.0
	TEI
	C6

	CP-050483
	11.10-4
	A136
	-
	8.13.1
	R99
	Essential Corrections of SMS-PP download message in Refresh test case
	approved
	F
	8.14.0
	TEI
	C6

	CP-050483
	11.10-4
	A137
	-
	8.13.1
	R99
	Essential Correction in MO SHORT MESSAGE CONTROL BY SIM Deletion of sequence 1.9
	approved
	F
	8.14.0
	TEI
	C6

	CP-050483
	11.10-4
	A138
	-
	8.13.1
	R99
	Deletion of SEQ 1.3 in clause 27.22.4.13.1
	approved
	F
	8.14.0
	TEI
	C6

	SP-050683
	21.101
	0034
	-
	6.3.0
	Rel-6
	Corrections to list of specs
	revised
	F
	
	TEI6
	SP

	SP-050845
	21.101
	0034
	1
	6.3.0
	Rel-6
	Corrections to list of specs
	approved
	F
	6.4.0
	TEI6
	SP

	CP-050498
	21.111
	0016
	-
	6.2.0
	Rel-7
	Addition of Instant Messaging addresses in the phonebook
	rejected
	B
	
	TEI7
	C6

	SP-050689
	21.801
	0015
	-
	7.1.0
	Rel-7
	Inclusion of version identity for Visio
	approved
	C
	7.2.0
	TEI7
	SP

	SP-050749
	22.071
	0074
	2
	7.3.0
	Rel-7
	Identification of the UE based on the IMEI
	approved
	B
	7.4.0
	LCS3
	S1

	SP-050744
	22.078
	0192
	-
	7.5.0
	Rel-7
	Correction to trunk originated dialled services
	approved
	F
	7.6.0
	TTCAMEL
	S1

	SP-050737
	22.101
	0175
	2
	6.10.0
	Rel-6
	Introduction of Cell capability indicator
	approved
	F
	6.11.0
	TEI6
	S1

	SP-050750
	22.101
	0176
	-
	7.3.0
	Rel-7
	Correcting reference to OMA DM and Client provisioning specifications
	approved
	F
	7.4.0
	TEI7
	S1

	SP-050746
	22.101
	0177
	-
	7.3.0
	Rel-7
	Clarification of supplementary servces requirements for VCC
	approved
	F
	7.4.0
	VCC
	S1

	SP-050746
	22.101
	0178
	-
	7.3.0
	Rel-7
	Clarification of VCC Triggers
	approved
	F
	7.4.0
	VCC
	S1

	SP-050737
	22.101
	0179
	-
	7.3.0
	Rel-7
	Introduction of Cell capability indicator
	approved
	A
	7.4.0
	TEI6
	S1

	SP-050751
	22.101
	0180
	-
	7.3.0
	Rel-7
	Emergency sip uri to be stored in MT
	revised
	B
	
	EMC1
	S1

	SP-050805
	22.101
	0180
	1
	7.3.0
	Rel-7
	Emergency sip uri to be stored in MT
	approved
	B
	7.4.0
	EMC1
	S1

	SP-050738
	22.115
	0022
	-
	6.5.0
	Rel-6
	Clarification of Charging Implications of SCUDIF
	revised
	F
	
	CS_VSS
	S1

	SP-050657
	22.115
	0022
	1
	6.5.0
	Rel-6
	Clarification of Charging Implications of SCUDIF
	rejected
	F
	
	CS_VSS
	S1

	SP-050808
	22.115
	0022
	2
	6.5.0
	Rel-6
	Clarification of Charging Implications of SCUDIF
	approved
	F
	6.6.0
	CS video and voice improvements
	S1

	SP-050736
	22.141
	0021
	-
	6.4.1
	Rel-6
	Correction to Reference in Presence TS
	revised
	F
	
	PRESNC
	S1

	SP-050806
	22.141
	0021
	1
	6.4.1
	Rel-6
	Correction to Reference in Presence TS
	approved
	F
	6.5.0
	PRESNC
	S1

	SP-050747
	22.141
	0022
	-
	6.4.1
	Rel-7
	Introduction of generic (non-wireless specific) Presence Service
	approved
	F
	7.0.0
	FBI
	S1

	SP-050742
	22.146
	0046
	-
	6.6.0
	Rel-7
	Enabling IMS to use the MBMS bearer service
	approved
	B
	7.0.0
	MBMSE
	S1

	SP-050748
	22.228
	0035
	-
	7.2.0
	Rel-7
	Ability for a service to address a user on a unique UE in an IMS system when multiple UEs are registered with the same IMS Public User Identity
	approved
	B
	7.3.0
	GRUU
	S1

	SP-050752
	22.228
	0036
	-
	7.2.0
	Rel-7
	Clarify multiple applications per service
	approved
	B
	7.3.0
	ISB
	S1

	SP-050739
	22.234
	0019
	-
	7.2.0
	Rel-7
	Addition of missing reference in TS 22.234
	approved
	F
	7.3.0
	I-WLAN
	S1

	SP-050745
	22.279
	0001
	-
	7.0.0
	Rel-7
	UE behaviour for simultaneous rendering of CS call and IMS media (Action A29-07 from SA#29)
	approved
	F
	7.1.0
	CSICS
	S1

	SP-050745
	22.279
	0002
	-
	7.0.0
	Rel-7
	CR to TS22.279 for correction of the term
	approved
	F
	7.1.0
	CSICS
	S1

	SP-050745
	22.279
	0003
	-
	7.0.0
	Rel-7
	Clarification of supplementary servces requirements for CSICS
	approved
	F
	7.1.0
	CSICS
	S1

	SP-050670
	23.002
	0161
	3
	6.9.0
	Rel-7
	Routing by the MGCF
	approved
	B
	7.0.0
	FBI
	S2

	SP-050664
	23.002
	0163
	1
	6.9.0
	Rel-6
	Interface between I-CSCF and AS
	approved
	F
	6.10.0
	IMS2
	S2

	CP-050621
	23.007
	0014
	-
	6.1.0
	Rel-6
	Incorrect References
	withdrawn
	F
	
	TEI6
	C4

	CP-050665
	23.007
	0014
	-
	6.1.0
	Rel-6
	Incorrect References
	approved
	F
	6.2.0
	TEI6
	C4

	CP-050621
	23.008
	0163
	1
	6.7.0
	Rel-6
	Incorrect References
	withdrawn
	F
	
	TEI6
	C4

	CP-050665
	23.008
	0163
	1
	6.7.0
	Rel-6
	Incorrect References
	approved
	F
	6.8.0
	TEI6
	C4

	CP-050610
	23.008
	0164
	1
	6.7.0
	Rel-6
	Correction on I-WLAN Service Data Storage table
	approved
	F
	6.8.0
	WLAN-IW
	C4

	CP-050610
	23.008
	0165
	2
	6.7.0
	Rel-6
	Updating the table of I-WLAN Data Storage.     
	approved
	F
	6.8.0
	WLAN-IW
	C4

	CP-050536
	23.009
	0112
	-
	5.9.0
	Rel-5
	Subsequent Inter-MSC handover/relocation interactions with other RANAP procedures (Alternative Proposal)
	APPROVED
	F
	5.10.0
	TEI5
	C1

	CP-050536
	23.009
	0113
	-
	6.2.0
	Rel-6
	Subsequent Inter-MSC handover/relocation interactions with other RANAP procedures (Alternative Proposal)
	APPROVED
	A
	6.3.0
	TEI5
	C1

	CP-050536
	23.009
	0114
	-
	5.9.0
	Rel-5
	Correction to Intra-3G_MSC-B handover/relocation interactions with other RANAP procedures for the security mode control procedure
	APPROVED
	F
	5.10.0
	TEI5
	C1

	CP-050536
	23.009
	0115
	-
	6.2.0
	Rel-6
	Correction to Intra-3G_MSC-B handover/relocation interactions with other RANAP procedures for the security mode control procedure
	APPROVED
	A
	6.3.0
	TEI5
	C1

	CP-050621
	23.018
	0147
	-
	6.4.0
	Rel-6
	Incorrect References
	withdrawn
	F
	
	TEI6
	C4

	CP-050665
	23.018
	0147
	-
	6.4.0
	Rel-6
	Incorrect References
	approved
	F
	6.5.0
	TEI6
	C4

	CP-050665
	23.018
	0148
	-
	7.1.0
	Rel-7
	Incorrect References
	approved
	A
	7.2.0
	TEI6
	C4

	CP-050632
	23.018
	0148
	-
	7.1.0
	Rel-7
	Incorrect References
	withdrawn
	A
	
	TEI6
	C4

	CP-050545
	23.040
	0082
	1
	6.5.0
	Rel-6
	Reference corrections
	approved
	F
	6.6.0
	TEI6
	C1

	SP-050662
	23.060
	0535
	1
	6.10.0
	Rel-6
	RAB preservation and service requests
	approved
	A
	6.11.0
	TEI5
	S2

	SP-050662
	23.060
	0540
	2
	5.11.0
	Rel-5
	Handling of double Iu signalling connection in the SGSN
	approved
	F
	5.12.0
	TEI5
	S2

	SP-050662
	23.060
	0541
	1
	6.10.0
	Rel-6
	Handling of double Iu signalling connection in the SGSN
	approved
	A
	6.11.0
	TEI5
	S2

	SP-050662
	23.060
	0542
	-
	5.11.0
	Rel-5
	RAB preservation and service requests
	approved
	F
	5.12.0
	TEI5
	S2

	CP-050631
	23.067
	0017
	-
	6.1.0
	Rel-7
	Correction to priority for calling subscribers link in a voice group/ voice broadcast calll
	approved
	F
	7.0.0
	TEI7
	C4

	CP-050626
	23.078
	0792
	2
	7.1.0
	Rel-7
	Trunk Originated CAMEL triggering - DTMF and CollectInfo parameters in SDL
	approved
	F
	7.2.0
	CAMELR7
	C4

	CP-050626
	23.078
	0793
	1
	7.1.0
	Rel-7
	Modification Procedure CAMEL_OCH_LEG1_MSC 11(13)
	approved
	F
	7.2.0
	CAMELR7
	C4

	CP-050606
	23.079
	0082
	2
	5.5.0
	Rel-5
	Clarification of the relationship between SOR and CAMEL
	approved
	F
	5.6.0
	TEI5
	C4

	CP-050606
	23.079
	0083
	2
	6.0.0
	Rel-6
	Clarification of the relationship between SOR and CAMEL
	approved
	A
	6.1.0
	TEI5
	C4

	CP-050621
	23.085
	0002
	-
	6.0.0
	Rel-6
	Incorrect References
	withdrawn
	F
	
	TEI6
	C4

	CP-050665
	23.085
	0002
	-
	6.0.0
	Rel-6
	Incorrect References
	approved
	F
	6.1.0
	TEI6
	C4

	CP-050621
	23.086
	0002
	-
	6.0.0
	Rel-6
	Incorrect References
	withdrawn
	F
	
	TEI6
	C4

	CP-050665
	23.086
	0002
	-
	6.0.0
	Rel-6
	Incorrect References
	approved
	F
	6.1.0
	TEI6
	C4

	CP-050621
	23.090
	0003
	1
	6.0.0
	Rel-6
	Incorrect References
	withdrawn
	F
	
	TEI6
	C4

	CP-050665
	23.090
	0003
	1
	6.0.0
	Rel-6
	Incorrect References
	approved
	F
	6.1.0
	TEI6
	C4

	CP-050621
	23.096
	0001
	-
	6.0.0
	Rel-6
	Incorrect References
	withdrawn
	F
	
	TEI6
	C4

	CP-050665
	23.096
	0001
	-
	6.0.0
	Rel-6
	Incorrect References
	approved
	F
	6.1.0
	TEI6
	C4

	SP-050663
	23.125
	0136
	1
	6.6.0
	Rel-6
	Diameter Credit Control References Update
	approved
	F
	6.7.0
	CH-FBC
	S2

	SP-050663
	23.125
	0138
	-
	6.6.0
	Rel-6
	Precedence of CRF provided wildcarded charging rule
	approved
	F
	6.7.0
	CH-FBC
	S2

	CP-050600
	23.140
	0200
	-
	6.10.0
	Rel-6
	Correction of Section 3.1
	revised
	F
	
	MMS6
	CP

	CP-050675
	23.140
	0200
	1
	6.10.0
	Rel-6
	Correction of Section 3.1
	approved
	F
	6.11.0
	MMS6
	CP

	CP-050601
	23.140
	0201
	-
	6.10.0
	Rel-6
	Correction regarding the deletion of multimedia messages on a MMS Relay/Server
	approved
	F
	6.11.0
	MMS6
	CP

	CP-050602
	23.140
	0202
	-
	6.10.0
	Rel-6
	Addition of Routeing Address Resolution indicator
	approved
	F
	6.11.0
	MMS6
	CP

	SP-050665
	23.141
	0079
	1
	6.8.0
	Rel-6
	Correction of some references to release 6 replacements
	approved
	F
	6.9.0
	PRESNC
	S2

	SP-050665
	23.141
	0080
	1
	7.0.0
	Rel-7
	Correction of some references to release 6 replacements
	approved
	A
	7.1.0
	PRESNC
	S2

	CP-050628
	23.153
	0099
	2
	7.0.0
	Rel-7
	Informative Annex to describe the handling of CS data calls in inhomogeneous networks
	approved
	B
	7.1.0
	TEI7
	C4

	CP-050629
	23.205
	0089
	2
	6.3.0
	Rel-7
	Clean-up of hanging contexts and terminations
	approved
	F
	7.0.0
	TEI7
	C4

	CP-050629
	23.205
	0092
	1
	6.3.0
	Rel-7
	Corrections for Delayed Backward Bearer Establishment with IP Transport
	approved
	F
	7.0.0
	TEI7
	C4

	CP-050608
	23.205
	0094
	-
	5.9.0
	Rel-5
	Corrrection of Notify establish bearer information element
	approved
	F
	5.10.0
	TEI5
	C4

	CP-050608
	23.205
	0095
	-
	6.3.0
	Rel-6
	Corrrection of Notify establish bearer information element
	approved
	A
	6.4.0
	TEI5
	C4

	CP-050603
	23.205
	0096
	-
	4.9.0
	Rel-4
	Missing stage 2 definition for Bearer Modified and Bearer Modification Failed procedures
	approved
	F
	4.10.0
	TEI4
	C4

	CP-050603
	23.205
	0097
	-
	5.9.0
	Rel-5
	Missing stage 2 definition for Bearer Modified and Bearer Modification Failed procedures
	approved
	A
	5.10.0
	TEI4
	C4

	CP-050603
	23.205
	0098
	-
	6.3.0
	Rel-6
	Missing stage 2 definition for Bearer Modified and Bearer Modification Failed procedures
	approved
	A
	6.4.0
	TEI4
	C4

	CP-050603
	23.205
	0100
	-
	4.9.0
	Rel-4
	Corrrection of term Bearer Termination in procedures that concern the whole MGW
	approved
	F
	4.10.0
	TEI4
	C4

	CP-050603
	23.205
	0101
	-
	5.9.0
	Rel-5
	Corrrection of term Bearer Termination in procedures that concern the whole MGW
	approved
	A
	5.10.0
	TEI4
	C4

	CP-050603
	23.205
	0102
	-
	6.3.0
	Rel-6
	Corrrection of term Bearer Termination in procedures that concern the whole MGW
	approved
	A
	6.4.0
	TEI4
	C4

	CP-050603
	23.205
	0103
	-
	4.9.0
	Rel-4
	Adding missing termination ID to Acknowledgement part of notification procedures
	approved
	F
	4.10.0
	TEI4
	C4

	CP-050603
	23.205
	0104
	-
	5.9.0
	Rel-5
	Adding missing termination ID to Acknowledgement part of notification procedures
	approved
	A
	5.10.0
	TEI4
	C4

	CP-050603
	23.205
	0105
	-
	6.3.0
	Rel-6
	Adding missing termination ID to Acknowledgement part of notification procedures
	approved
	A
	6.4.0
	TEI4
	C4

	CP-050608
	23.205
	0106
	-
	5.9.0
	Rel-5
	Removing Notify Bearer Modification Information element from Prepare IP transport procedure
	approved
	F
	5.10.0
	TEI5
	C4

	CP-050608
	23.205
	0107
	-
	6.3.0
	Rel-6
	Removing Notify Bearer Modification Information element from Prepare IP transport procedure
	approved
	A
	6.4.0
	TEI5
	C4

	CP-050607
	23.205
	0108
	1
	6.3.0
	Rel-6
	Bearer Released Event to Reserve Circuit procedure stage 2
	approved
	A
	6.4.0
	TEI5
	C4

	CP-050618
	23.205
	0110
	2
	6.3.0
	Rel-7
	Correct two errors
	approved
	F
	7.0.0
	TEI7
	C4

	CP-050607
	23.205
	0113
	-
	5.9.0
	Rel-5
	Bearer Released Event to Reserve Circuit procedure stage 2
	approved
	F
	5.10.0
	TEI5
	C4

	CP-050550
	23.218
	0079
	-
	6.3.0
	Rel-7
	Mobile originated request unregistered
	approved
	B
	7.0.0
	IMSProtoc
	C1

	SP-050670
	23.228
	0520
	5
	7.1.0
	Rel-7
	Use of IMS as a transit network
	approved
	B
	7.2.0
	FBI
	S2

	SP-050674
	23.228
	0525
	1
	7.1.0
	Rel-7
	Identifiers grouped by service profile
	revised
	B
	
	TEI7
	S2

	SP-050820
	23.228
	0525
	2
	7.1.0
	Rel-7
	Identifiers grouped by service profile
	approved
	B
	7.2.0
	TEI7
	S2

	SP-050671
	23.228
	0542
	1
	7.1.0
	Rel-7
	Introduction of IMS communication Service Identifier to TS 23.228
	revised
	B
	
	ServID
	S2

	SP-050824
	23.228
	0542
	2
	7.1.0
	Rel-7
	Introduction of IMS communication Service Identifier to TS 23.228
	revised
	B
	
	ServID
	S2

	SP-050842
	23.228
	0542
	3
	7.1.0
	Rel-7
	Introduction of IMS communication Service Identifier to TS 23.228
	approved
	B
	7.2.0
	ServID
	S2

	SP-050664
	23.228
	0543
	1
	6.11.0
	Rel-6
	Charging References Update
	approved
	F
	6.12.0
	IMS2
	S2

	SP-050664
	23.228
	0544
	1
	7.1.0
	Rel-7
	Charging References Update
	approved
	A
	7.2.0
	IMS2
	S2

	SP-050670
	23.228
	0545
	-
	7.1.0
	Rel-7
	TISPAN IBCF functionality added to IMS specs
	revised
	C
	
	FBI
	S2

	SP-050794
	23.228
	0545
	1
	7.1.0
	Rel-7
	TISPAN IBCF functionality added to IMS specs
	approved
	C
	7.2.0
	FBI
	S2

	SP-050666
	23.234
	0138
	1
	6.6.0
	Rel-6
	Correction of some references to release 6 replacements
	approved
	F
	6.7.0
	WLAN
	S2

	SP-050666
	23.234
	0139
	2
	6.6.0
	Rel-6
	Corrections to policy update in WLAN Direct Access Authorization information update procedure
	approved
	F
	6.7.0
	WLAN
	S2

	SP-050672
	23.234
	0141
	2
	6.6.0
	Rel-7
	Technical requirements for private network access from WLAN 3GPP IP Access
	approved
	B
	7.0.0
	WLAN-PNA
	S2

	SP-050667
	23.236
	0029
	2
	6.1.0
	Rel-6
	Introducing load re-distribution for Gs interface
	approved
	F
	6.2.0
	TEI6
	S2

	SP-050667
	23.246
	0167
	1
	6.8.0
	Rel-6
	Clarification of the MBMS 2G/3G access coordination issue
	approved
	F
	6.9.0
	TEI6
	S2

	SP-050673
	23.271
	0312
	3
	7.2.0
	Rel-7
	Clarification on notification based on current location of target UE
	approved
	C
	7.3.0
	LCS3
	S2

	SP-050673
	23.271
	0313
	3
	7.2.0
	Rel-7
	Addition of Periodic Location Procedures
	approved
	B
	7.3.0
	LCS3
	S2

	SP-050673
	23.271
	0314
	1
	7.2.0
	Rel-7
	Addition of U-TDOA positioning method to UTRAN
	approved
	B
	7.3.0
	LCS3
	S2

	SP-050673
	23.271
	0318
	1
	7.2.0
	Rel-7
	Missing Allocation of Broadcast Function
	approved
	F
	7.3.0
	LCS3
	S2

	CP-050665
	23.278
	0049
	-
	6.1.0
	Rel-6
	Incorrect References
	approved
	F
	6.2.0
	TEI6
	C4

	CP-050621
	23.278
	0049
	-
	6.1.0
	Rel-6
	Incorrect References
	withdrawn
	F
	
	TEI6
	C4

	SP-050669
	23.279
	0001
	1
	7.0.0
	Rel-7
	Deletion of Radio Capability Information when adding a CS Call to an ongoing IMS session
	approved
	F
	7.1.0
	CSICS
	S2

	SP-050669
	23.279
	0002
	1
	7.0.0
	Rel-7
	Cleanup of CS flow
	approved
	F
	7.1.0
	CSICS
	S2

	SP-050669
	23.279
	0003
	2
	7.0.0
	Rel-7
	IMS registration trigger
	approved
	F
	7.1.0
	CSICS
	S2

	SP-050669
	23.279
	0004
	1
	7.0.0
	Rel-7
	Information about the current radio environment
	approved
	F
	7.1.0
	CSICS
	S2

	SP-050669
	23.279
	0005
	1
	7.0.0
	Rel-7
	Clarification to missing up-to-date information
	approved
	F
	7.1.0
	CSICS
	S2

	SP-050669
	23.279
	0006
	2
	7.0.0
	Rel-7
	Send UE capability update notification
	approved
	F
	7.1.0
	CSICS
	S2

	SP-050669
	23.279
	0009
	1
	7.0.0
	Rel-7
	Clarify the interaction between CSI and Call Forwarding
	approved
	F
	7.1.0
	CSICS
	S2

	SP-050668
	23.867
	0002
	1
	7.0.0
	Rel-7
	Radio network considerations in case of IMS emergency calls
	revised
	C
	
	eCALL
	S2

	SP-050803
	23.867
	0002
	2
	7.0.0
	Rel-7
	Radio network considerations in case of IMS emergency calls
	approved
	C
	7.1.0
	not eCALL
	S2

	CP-050537
	24.008
	1017
	1
	5.14.0
	Rel-5
	Correction for Service Request of type Data
	approved
	F
	5.15.0
	TEI5
	C1

	CP-050546
	24.008
	1018
	5
	6.10.0
	Rel-6
	Correction for Service Request of type Data
	approved
	F
	6.11.0
	TEI6
	C1

	CP-050540
	24.008
	1024
	-
	6.10.0
	Rel-6
	MBMS INACTIVE state does not exist
	approved
	F
	6.11.0
	MBMS
	C1

	CP-050540
	24.008
	1025
	-
	7.1.0
	Rel-7
	MBMS INACTIVE state does not exist
	approved
	A
	7.2.0
	MBMS
	C1

	CP-050553
	24.008
	1027
	3
	7.1.0
	Rel-7
	Rationalised guard timer for Service Request (Service Type = Data)
	approved
	A
	7.2.0
	TEI7
	C1

	CP-050535
	24.008
	1028
	1
	3.19.0
	R99
	Description of 8-PSK capability on the uplink in MS Classmark 3
	approved
	F
	3.20.0
	DTM, EDGE
	C1

	CP-050535
	24.008
	1029
	1
	4.15.0
	Rel-4
	Description of 8-PSK capability on the uplink in MS Classmark 3
	approved
	A
	4.16.0
	DTM, EDGE
	C1

	CP-050535
	24.008
	1030
	1
	5.14.0
	Rel-5
	Description of 8-PSK capability on the uplink in MS Classmark 3
	approved
	A
	5.15.0
	DTM, EDGE
	C1

	CP-050535
	24.008
	1031
	1
	6.10.0
	Rel-6
	Description of 8-PSK capability on the uplink in MS Classmark 3
	approved
	A
	6.11.0
	DTM, EDGE
	C1

	CP-050535
	24.008
	1032
	1
	7.1.0
	Rel-7
	Description of 8-PSK capability on the uplink in MS Classmark 3
	approved
	A
	7.2.0
	DTM, EDGE
	C1

	CP-050536
	24.008
	1033
	-
	5.14.0
	Rel-5
	Correction of wrong codepoint in the user-user information IE 
	approved
	F
	5.15.0
	TEI5
	C1

	CP-050536
	24.008
	1034
	-
	6.10.0
	Rel-6
	Correction of wrong codepoint in the user-user information IE 
	approved
	A
	6.11.0
	TEI5
	C1

	CP-050536
	24.008
	1035
	-
	7.1.0
	Rel-7
	Correction of wrong codepoint in the user-user information IE 
	approved
	A
	7.2.0
	TEI5
	C1

	CP-050534
	24.008
	1036
	-
	5.14.0
	Rel-5
	Negotiated QoS length in SECONDARY PDP CONTEXT ACCEPT
	approved
	F
	5.15.0
	HSDPA
	C1

	CP-050536
	24.008
	1037
	-
	5.14.0
	Rel-5
	Emergency number length in Emergency Number List IE
	approved
	F
	5.15.0
	TEI5
	C1

	CP-050536
	24.008
	1038
	-
	6.10.0
	Rel-6
	Emergency number length in Emergency Number List IE
	approved
	A
	6.11.0
	TEI5
	C1

	CP-050536
	24.008
	1039
	-
	7.1.0
	Rel-7
	Emergency number length in Emergency Number List IE
	approved
	A
	7.2.0
	TEI5
	C1

	CP-050545
	24.008
	1040
	-
	6.10.0
	Rel-6
	Correction of Mobile Identity used in PAGING RESPONSE message
	approved
	F
	6.11.0
	TEI6
	C1

	CP-050545
	24.008
	1041
	1
	7.1.0
	Rel-7
	Correction of Mobile Identity used in PAGING RESPONSE message
	approved
	A
	7.2.0
	TEI6
	C1

	CP-050539
	24.109
	0021
	-
	6.4.0
	Rel-6
	Reference correction
	approved
	F
	6.5.0
	SEC1-SC
	C1

	CP-050539
	24.109
	0022
	-
	7.0.0
	Rel-7
	Reference correction
	approved
	A
	7.1.0
	SEC1-SC
	C1

	CP-050551
	24.109
	0023
	1
	7.0.0
	Rel-7
	2GGBA
	approved
	B
	7.1.0
	2GGBA
	C1

	CP-050552
	24.147
	0026
	-
	6.3.0
	Rel-7
	Support of floor control
	approved
	B
	7.0.0
	IMSconf
	C1

	CP-050544
	24.167
	0011
	-
	6.2.0
	Rel-6
	AppID for the 3GPP_IMS MO determined by OMA
	approved
	F
	6.3.0
	IMS2
	C1

	CP-050538
	24.228
	0139
	1
	5.13.0
	Rel-5
	Clarification to scope of 3GPP TS 24.228
	approved
	F
	5.14.0
	IMS-CCR
	C1

	CP-050542
	24.229
	0981
	3
	6.8.0
	Rel-6
	Access Type of P-Access-Network-Info header
	approved
	F
	6.9.0
	IMS2
	C1

	CP-050542
	24.229
	0982
	3
	7.1.1
	Rel-7
	Access Type of P-Access-Network-Info header
	approved
	F
	7.2.0
	IMS2
	C1

	CP-050550
	24.229
	0990
	1
	7.1.1
	Rel-7
	Authentication related Clarification
	approved
	A
	7.2.0
	IMSProtoc
	C1

	CP-050542
	24.229
	0993
	-
	6.8.0
	Rel-6
	cdma2000
	approved
	F
	6.9.0
	IMS2
	C1

	CP-050542
	24.229
	0994
	-
	7.1.1
	Rel-7
	cdma2000
	approved
	A
	7.2.0
	IMS2
	C1

	CP-050550
	24.229
	0995
	2
	7.1.1
	Rel-7
	Default public user ID
	approved
	F
	7.2.0
	IMSProtoc
	C1

	CP-050550
	24.229
	0996
	1
	7.1.1
	Rel-7
	UE initiated deregistration
	approved
	F
	7.2.0
	IMSProtoc
	C1

	CP-050550
	24.229
	0997
	1
	7.1.1
	Rel-7
	P-Preferred-Identity header
	approved
	F
	7.2.0
	IMSProtoc
	C1

	CP-050541
	24.229
	1001
	1
	6.8.0
	Rel-6
	Modification to the definition of Security Association 
	approved
	F
	6.9.0
	WLAN
	C1

	CP-050541
	24.229
	1002
	1
	7.1.1
	Rel-7
	Modification to the definition of Security Association
	approved
	F
	7.2.0
	WLAN
	C1

	CP-050542
	24.229
	1004
	2
	6.8.0
	Rel-6
	Refreshes of SUBSCRIBE to reg-event (Fix for Rel 6)
	approved
	F
	6.9.0
	IMS2
	C1

	CP-050542
	24.229
	1005
	2
	7.1.1
	Rel-7
	Refreshes of SUBSCRIBE to reg-event (Fix for Rel 7)
	approved
	A
	7.2.0
	IMS2
	C1

	CP-050538
	24.229
	1010
	1
	5.14.0
	Rel-5
	Correction to section 5.4.3.2 of TS 24.229
	approved
	F
	5.15.0
	IMS-CCR
	C1

	CP-050538
	24.229
	1011
	1
	6.8.0
	Rel-6
	Correction to section 5.4.3.2 of TS 24.229
	approved
	A
	6.9.0
	IMS-CCR
	C1

	CP-050538
	24.229
	1012
	1
	7.1.1
	Rel-7
	Correction to section 5.4.3.2 t of TS 24.229
	approved
	A
	7.2.0
	IMS-CCR
	C1

	CP-050542
	24.229
	1016
	-
	6.8.0
	Rel-6
	Correction to subclause 5.7.5.1. of TS 24229
	approved
	F
	6.9.0
	IMS2
	C1

	CP-050542
	24.229
	1017
	-
	7.1.1
	Rel-7
	Correction to subclause 5.7.5.1. of TS 24229
	approved
	A
	7.2.0
	IMS2
	C1

	CP-050550
	24.229
	1019
	2
	7.1.1
	Rel-7
	Receipt of SIP URI with user equal phone at I-CSCF
	approved
	A
	7.2.0
	IMSProtoc
	C1

	CP-050538
	24.229
	1024
	-
	5.14.0
	Rel-5
	Handling of P-Charging-Function-Address
	approved
	F
	5.15.0
	IMS-CCR
	C1

	CP-050538
	24.229
	1025
	-
	6.8.0
	Rel-6
	Handling of P-Charging-Function-Address
	approved
	A
	6.9.0
	IMS-CCR
	C1

	CP-050538
	24.229
	1026
	-
	7.1.1
	Rel-7
	Handling of P-Charging-Function-Adress
	approved
	A
	7.2.0
	IMS-CCR
	C1

	CP-050550
	24.229
	1027
	1
	7.1.1
	Rel-7
	Mobile originated Request for unregistered user
	approved
	B
	7.2.0
	IMSProtoc
	C1

	CP-050542
	24.229
	1028
	1
	6.8.0
	Rel-6
	B2B UA AS handling
	approved
	F
	6.9.0
	IMS2
	C1

	CP-050542
	24.229
	1029
	1
	7.1.1
	Rel-7
	B2B UA AS handling
	approved
	A
	7.2.0
	IMS2
	C1

	CP-050542
	24.229
	1042
	-
	6.8.0
	Rel-6
	Correction of a reference in some tables in Appendix A
	approved
	A
	6.9.0
	IMS2
	C1

	CP-050542
	24.229
	1043
	-
	7.1.1
	Rel-7
	Correction of a reference in some tables in Appendix A
	approved
	A
	7.2.0
	IMS2
	C1

	CP-050538
	24.229
	1044
	2
	5.14.0
	Rel-5
	Mobile originating call related requests
	approved
	F
	5.15.0
	IMS-CCR
	C1

	CP-050538
	24.229
	1045
	2
	6.8.0
	Rel-6
	Mobile originating call related requests
	approved
	A
	6.9.0
	IMS-CCR
	C1

	CP-050538
	24.229
	1046
	2
	7.1.1
	Rel-7
	Mobile originating call related requests
	approved
	A
	7.2.0
	IMS-CCR
	C1

	CP-050538
	24.229
	1047
	-
	5.14.0
	Rel-5
	Replace "originated" with "terminated"
	approved
	F
	5.15.0
	IMS-CCR
	C1

	CP-050538
	24.229
	1048
	-
	6.8.0
	Rel-6
	Replace "originated" with "terminated"
	approved
	A
	6.9.0
	IMS-CCR
	C1

	CP-050538
	24.229
	1049
	-
	7.1.1
	Rel-7
	Replace "originated" with "terminated"
	approved
	A
	7.2.0
	IMS-CCR
	C1

	CP-050542
	24.229
	1053
	-
	6.8.0
	Rel-6
	Adjusting section reference in section 6.3
	approved
	F
	6.9.0
	IMS2
	C1

	CP-050542
	24.229
	1054
	-
	7.1.1
	Rel-7
	Adjusting section reference in section 6.3
	approved
	A
	7.2.0
	IMS2
	C1

	CP-050550
	24.229
	1055
	-
	7.1.1
	Rel-7
	Editorial Changes
	approved
	D
	7.2.0
	IMSProtoc
	C1

	CP-050542
	24.229
	1058
	-
	6.8.0
	Rel-6
	Replace "served" by "Originating" UE
	approved
	F
	6.9.0
	IMS2
	C1

	CP-050542
	24.229
	1059
	-
	7.1.1
	Rel-7
	Replace "served" by "Originating" UE
	approved
	A
	7.2.0
	IMS2
	C1

	CP-050542
	24.229
	1062
	2
	7.1.1
	Rel-7
	Correction to 3rd party registration procedures for SESSION_TERMINATED default handling
	approved
	A
	7.2.0
	IMS2
	C1

	CP-050542
	24.229
	1063
	2
	6.8.0
	Rel-6
	Correction to 3rd party registration procedures for SESSION_TERMINATED default handling
	approved
	F
	6.9.0
	IMS2
	C1

	CP-050542
	24.229
	1064
	1
	6.8.0
	Rel-6
	Charging terms correction
	approved
	F
	6.9.0
	IMS2
	C1

	CP-050542
	24.229
	1065
	1
	7.1.1
	Rel-7
	Charging terms correction
	approved
	A
	7.2.0
	IMS2
	C1

	CP-050548
	24.229
	1069
	2
	7.1.1
	Rel-7
	IBCF
	approved
	B
	7.2.0
	FBI
	C1

	CP-050538
	24.229
	1070
	-
	6.8.0
	Rel-6
	Correction Syntax P-Charging Vector
	approved
	F
	6.9.0
	IMS-CCR
	C1

	CP-050538
	24.229
	1071
	-
	7.1.1
	Rel-7
	Correction Syntax P-Charging Vector
	approved
	A
	7.2.0
	IMS-CCR
	C1

	CP-050542
	24.229
	1072
	5
	6.8.0
	Rel-6
	Short Session Setup in IMS
	approved
	F
	6.9.0
	IMS2
	C1

	CP-050542
	24.229
	1073
	2
	7.1.1
	Rel-7
	Short Session Setup in IMS
	approved
	A
	7.2.0
	IMS2
	C1

	CP-050543
	24.229
	1074
	3
	6.8.0
	Rel-6
	Definition of principles for IOI exchange and storage
	REVISED
	F
	
	IMS2
	C1

	CP-050638
	24.229
	1074
	4
	6.8.0
	Rel-6
	Definition of principles for IOI exchange and storage
	postponed
	F
	
	IMS2
	C1

	CP-050543
	24.229
	1075
	3
	7.1.1
	Rel-7
	Definition of principles for IOI exchange and storage
	REVISED
	A
	
	IMS2
	C1

	CP-050639
	24.229
	1075
	4
	7.1.1
	Rel-7
	Definition of principles for IOI exchange and storage
	postponed
	A
	
	IMS2
	C1

	CP-050543
	24.229
	1076
	2
	6.8.0
	Rel-6
	Type 1 IOI exchange between the P-CSCF and the S-CSCF
	REVISED
	F
	
	IMS2
	C1

	CP-050640
	24.229
	1076
	3
	6.8.0
	Rel-6
	Type 1 IOI exchange between the P-CSCF and the S-CSCF
	revised
	F
	
	IMS2
	C1

	CP-050671
	24.229
	1076
	4
	6.8.0
	Rel-6
	Type 1 IOI exchange between the P-CSCF and the S-CSCF
	postponed
	B
	
	IMS2
	C1

	CP-050635
	24.229
	1077
	2
	7.1.1
	Rel-7
	Type 1 IOI exchange between the P-CSCF and the S-CSCF
	REVISED
	A
	
	IMS2
	C1

	CP-050641
	24.229
	1077
	3
	7.1.1
	Rel-7
	Type 1 IOI exchange between the P-CSCF and the S-CSCF
	revised
	A
	
	IMS2
	C1

	CP-050672
	24.229
	1077
	4
	7.1.1
	Rel-7
	Type 1 IOI exchange between the P-CSCF and the S-CSCF
	postponed
	A
	
	IMS2
	C1

	CP-050543
	24.229
	1078
	3
	6.8.0
	Rel-6
	Type 3 IOI exchange between the S-CSCF and the AS
	REVISED
	F
	
	IMS2
	C1

	CP-050642
	24.229
	1078
	4
	6.8.0
	Rel-6
	Type 3 IOI exchange between the S-CSCF and the AS
	revised
	F
	
	IMS2
	C1

	CP-050673
	24.229
	1078
	5
	6.8.0
	Rel-6
	Type 3 IOI exchange between the S-CSCF and the AS
	postponed
	B
	
	IMS2
	C1

	CP-050636
	24.229
	1079
	2
	7.1.1
	Rel-7
	Type 3 IOI exchange between the S-CSCF and the AS
	REVISED
	A
	
	IMS2
	C1

	CP-050643
	24.229
	1079
	4
	7.1.1
	Rel-7
	Type 3 IOI exchange between the S-CSCF and the AS
	revised
	A
	
	IMS2
	C1

	CP-050674
	24.229
	1079
	5
	7.1.1
	Rel-7
	Type 3 IOI exchange between the S-CSCF and the AS
	postponed
	A
	
	IMS2
	C1

	CP-050554
	24.229
	1080
	1
	7.1.1
	Rel-7
	Incorporating of TR 24.819 fixed broadband access impacts into TS 24.229
	withdrawn
	B
	
	FBI
	C1

	CP-050548
	24.229
	1081
	-
	7.1.1
	Rel-7
	Change of originating and terminating terminal terminology
	approved
	F
	7.2.0
	FBI
	C1

	CP-050550
	24.229
	1082
	1
	7.1.1
	Rel-7
	P-CSCF discovery
	approved
	C
	7.2.0
	IMSProtoc
	C1

	CP-050555
	24.229
	1085
	-
	7.1.1
	Rel-7
	Incorporating of TR 24.819 fixed broadband access impacts into TS 24.229
	REVISED
	B
	
	FBI
	C1

	CP-050632
	24.229
	1085
	1
	7.1.1
	Rel-7
	Incorporating of TR 24.819 fixed broadband access impacts into TS 24.229
	revised
	B
	
	FBI
	C1

	CP-050677
	24.229
	1085
	2
	7.1.1
	Rel-7
	Incorporating of fixed broadband access impacts into TS 24.229
	approved
	B
	7.2.0
	FBI
	C1

	CP-050541
	24.234
	0028
	-
	6.4.0
	Rel-6
	Removal of RFC 2486 reference
	approved
	F
	6.5.0
	WLAN
	C1

	CP-050541
	24.234
	0029
	1
	6.4.0
	Rel-6
	Correction of TS 24.234
	approved
	F
	6.5.0
	WLAN
	C1

	CP-050544
	24.247
	0018
	1
	6.3.0
	Rel-6
	Call flow corrections
	approved
	F
	6.4.0
	IMS2
	C1

	CP-050544
	24.247
	0019
	-
	6.3.0
	Rel-6
	Corrections to TS 24.247 to align with Draft-ietf-simple-message-sessions12
	approved
	F
	6.4.0
	IMS2
	C1

	RP-050738
	25.101
	0458
	1
	6.9.0
	Rel-6
	Compressed Mode Layer 1 Requirements
	withdrawn
	F
	
	TEI6
	R4

	RP-050840
	25.101
	0458
	1
	6.9.0
	Rel-6
	Compressed Mode Layer 1 Requirements
	approved
	F
	6.10.0
	TEI6
	R4

	RP-050738
	25.101
	0459
	1
	7.1.0
	Rel-7
	Compressed Mode Layer 1 Requirements
	withdrawn
	A
	
	TEI6
	R4

	RP-050840
	25.101
	0459
	1
	7.1.0
	Rel-7
	Compressed Mode Layer 1 Requirements
	approved
	A
	7.2.0
	TEI6
	R4

	RP-050738
	25.101
	0460
	-
	6.9.0
	Rel-6
	Combined compressed mode patterns for RRM test
	withdrawn
	F
	
	TEI6
	R4

	RP-050840
	25.101
	0460
	-
	6.9.0
	Rel-6
	Combined compressed mode patterns for RRM test
	approved
	F
	6.10.0
	TEI6
	R4

	RP-050840
	25.101
	0461
	-
	7.1.0
	Rel-7
	Combined compressed mode patterns for RRM test
	approved
	A
	7.2.0
	TEI6
	R4

	RP-050738
	25.101
	0461
	-
	7.1.0
	Rel-7
	Combined compressed mode patterns for RRM test
	withdrawn
	A
	
	TEI6
	R4

	RP-050744
	25.101
	0462
	-
	7.1.0
	Rel-7
	Addition of spurious emission requirements for protection of UMTS band VII
	approved
	F
	7.2.0
	RInImp-UMTS2600
	R4

	RP-050734
	25.101
	0463
	1
	6.9.0
	Rel-6
	Fractional DPCH DL power control test
	approved
	B
	6.10.0
	RANimp-RABSE-CodeOptFDD
	R4

	RP-050734
	25.101
	0464
	1
	7.1.0
	Rel-7
	Fractional DPCH DL power control test
	approved
	B
	7.2.0
	RANimp-RABSE-CodeOptFDD
	R4

	RP-050736
	25.101
	0465
	1
	6.9.0
	Rel-6
	UE additional spurious emissions required in the 800MHz band in Japan
	approved
	F
	6.10.0
	RInImp-UMTS800
	R4

	RP-050736
	25.101
	0466
	1
	7.1.0
	Rel-7
	UE additional spurious emissions required in the 800MHz band in Japan
	approved
	A
	7.2.0
	RInImp-UMTS800
	R4

	RP-050743
	25.101
	0467
	2
	6.9.0
	Rel-6
	MBMS requirements in 25.101
	approved
	F
	6.10.0
	MBMS-RAN-RF
	R4

	RP-050743
	25.101
	0468
	3
	7.1.0
	Rel-7
	MBMS requirements in 25.101
	approved
	A
	7.2.0
	MBMS-RAN-RF
	R4

	RP-050742
	25.101
	0469
	1
	7.1.0
	Rel-7
	Introduction of UMTS1700 requirements
	approved
	B
	7.2.0
	RInImp-UMTS1700
	R4

	RP-050735
	25.101
	0470
	1
	6.9.0
	Rel-6
	Corrections to UE E-DCH performance requirements
	approved
	F
	6.10.0
	EDCH-RF
	R4

	RP-050735
	25.101
	0471
	1
	7.1.0
	Rel-7
	Corrections to UE E-DCH performance requirements
	approved
	A
	7.2.0
	EDCH-RF
	R4

	RP-050731
	25.101
	0472
	1
	5.16.0
	Rel-5
	Introduction of requirements for UE outer loop power control behaviour with different transport formats
	approved
	F
	5.17.0
	TEI5
	R4

	RP-050731
	25.101
	0473
	1
	6.9.0
	Rel-6
	Introduction of requirements for UE outer loop power control behaviour with different transport formats
	approved
	A
	6.10.0
	TEI5
	R4

	RP-050731
	25.101
	0474
	1
	7.1.0
	Rel-7
	Introduction of requirements for UE outer loop power control behaviour with different transport formats
	approved
	A
	7.2.0
	TEI5
	R4

	RP-050735
	25.101
	0475
	-
	6.9.0
	Rel-6
	ACLR and Spectrum mask for E-DCH
	approved
	F
	6.10.0
	EDCH-RF
	R4

	RP-050735
	25.101
	0476
	-
	7.1.0
	Rel-7
	ACLR and Spectrum mask for E-DCH
	approved
	A
	7.2.0
	EDCH-RF
	R4

	RP-050741
	25.101
	0477
	1
	7.1.0
	Rel-7
	Band VIII in UTRA-FDD UE spec TS25.101
	approved
	B
	7.2.0
	RInImp-UMTS900
	R4

	RP-050732
	25.101
	0485
	1
	5.16.0
	Rel-5
	New UARFCN scheme and re-numbering
	approved
	F
	5.17.0
	TEI5
	R4

	RP-050732
	25.101
	0486
	1
	6.9.0
	Rel-6
	New UARFCN scheme and re-numbering
	approved
	A
	6.10.0
	TEI5
	R4

	RP-050732
	25.101
	0487
	1
	7.1.0
	Rel-7
	New UARFCN scheme and re-numbering
	approved
	A
	7.2.0
	TEI5
	R4

	RP-050740
	25.102
	0160
	1
	7.0.0
	Rel-7
	Additional UE Tx Spurious Emission for co-existence with 2.6 GHz FDD
	approved
	B
	7.1.0
	RInImp-UMTS2600TDD
	R4

	RP-050737
	25.104
	0259
	-
	6.10.0
	Rel-6
	UMTS850 Spurious emissions correction
	withdrawn
	F
	
	RInImp-UMTS850
	R4

	RP-050839
	25.104
	0259
	-
	6.10.0
	Rel-6
	UMTS850 Spurious emissions correction
	approved
	F
	6.11.0
	RInImp-UMTS850
	R4

	RP-050737
	25.104
	0260
	-
	7.10
	Rel-7
	UMTS850 Spurious emissions correction
	withdrawn
	A
	
	RInImp-UMTS850
	R4

	RP-050839
	25.104
	0260
	-
	7.1.0
	Rel-7
	UMTS850 Spurious emissions correction
	approved
	A
	7.2.0
	RInImp-UMTS850
	R4

	RP-050735
	25.104
	0262
	-
	6.10.0
	Rel-6
	Corrections to BS performance requirements for EDCH uplink channels
	approved
	F
	6.11.0
	EDCH-RF
	R4

	RP-050735
	25.104
	0263
	-
	7.1.0
	Rel-7
	Corrections to BS performance requirements for EDCH uplink channels
	approved
	A
	7.2.0
	EDCH-RF
	R4

	RP-050739
	25.104
	0264
	1
	6.10.0
	Rel-6
	"Redrafted ""Minimum Requirement"" clauses impact in 25.104"
	revised
	D
	
	TEI6
	R4

	RP-050862
	25.104
	0264
	2
	6.10.0
	Rel-6
	Redrafted "Minimum Requirement" clauses impact in 25.104
	approved
	F
	6.11.0
	TEI6
	R4

	RP-050739
	25.104
	0265
	1
	7.1.0
	Rel-7
	"Redrafted ""Minimum Requirement"" clauses impact in 25.104"
	revised
	D
	
	TEI6
	R4

	RP-050862
	25.104
	0265
	2
	7.1.0
	Rel-7
	Redrafted "Minimum Requirement" clauses impact in 25.104
	approved
	A
	7.2.0
	TEI6
	R4

	RP-050741
	25.104
	0267
	-
	7.1.0
	Rel-7
	Introduction of 900 MHz band (Band VIII) in UTRA-FDD BS spec TS25.104
	approved
	B
	7.2.0
	RInImp-UMTS900
	R4

	RP-050742
	25.104
	0268
	-
	7.1.0
	Rel-7
	Introduction of UMTS1700 requirements
	approved
	B
	7.2.0
	RInImp-UMTS1700
	R4

	RP-050732
	25.104
	0269
	1
	5.11.0
	Rel-5
	New UARFCN scheme and re-numbering
	approved
	F
	5.12.0
	TEI5
	R4

	RP-050732
	25.104
	0270
	1
	6.10.0
	Rel-6
	New UARFCN scheme and re-numbering
	approved
	A
	6.11.0
	TEI5
	R4

	RP-050732
	25.104
	0271
	1
	7.1.0
	Rel-7
	New UARFCN scheme and re-numbering
	approved
	A
	7.2.0
	TEI5
	R4

	RP-050740
	25.105
	0168
	-
	7.0.0
	Rel-7
	Introduction of UMTS 2.6 BS transmitter specification for 1.28Mcps TDD
	approved
	B
	7.1.0
	RInImp-UMTS2600TDD
	R4

	RP-050740
	25.105
	0169
	-
	7.0.0
	Rel-7
	Introduction of UMTS 2.6 BS receiver specification for 1.28Mcps TDD
	approved
	B
	7.1.0
	RInImp-UMTS2600TDD
	R4

	RP-050730
	25.106
	0037
	-
	4.8.0
	Rel-4
	"Clarification of ""12.5MHz rule"" and modification of spurious emissions for protection of PHS"
	approved
	F
	4.9.0
	TEI4
	R4

	RP-050730
	25.106
	0038
	-
	5.8.0
	Rel-5
	"Clarification of ""12.5MHz rule"" and modification of spurious emissions for protection of PHS"
	approved
	A
	5.9.0
	TEI4
	R4

	RP-050730
	25.106
	0039
	-
	6.2.0
	Rel-6
	"Clarification of ""12.5MHz rule"" and modification of spurious emissions for protection of PHS"
	approved
	A
	6.3.0
	TEI4
	R4

	RP-050738
	25.113
	0029
	-
	6.2.0
	Rel-6
	Radiated emissions from ancillary equipment above 1 GHz
	withdrawn
	B
	
	TEI6
	R4

	RP-050840
	25.113
	0029
	-
	6.2.0
	Rel-6
	Radiated emissions from ancillary equipment above 1 GHz
	approved
	B
	6.3.0
	TEI6
	R4

	RP-050840
	25.113
	0030
	-
	7.1.0
	Rel-7
	Radiated emissions from ancillary equipment above 1 GHz
	approved
	B
	7.2.0
	TEI6
	R4

	RP-050738
	25.113
	0030
	-
	7.1.0
	Rel-7
	Radiated emissions from ancillary equipment above 1 GHz
	withdrawn
	B
	
	TEI6
	R4

	RP-050741
	25.113
	0031
	-
	7.1.0
	Rel-7
	Specification of receiver exclusion band for Band VIII (UMTS900)
	approved
	B
	7.2.0
	RInImp-UMTS900
	R4

	RP-050742
	25.113
	0032
	-
	7.1.0
	Rel-7
	Introduction of UMTS1700 requirements
	approved
	B
	7.2.0
	RInImp-UMTS1700
	R4

	RP-050840
	25.123
	0352
	1
	6.4.0
	Rel-6
	Alignment of the activation time definition between TS 25.123 and TS 25.331
	approved
	F
	6.5.0
	TEI6
	R4

	RP-050738
	25.123
	0352
	1
	6.4.0
	Rel-6
	Alignment of the activation time definition between TS 25.123 and TS 25.331
	withdrawn
	F
	
	TEI6
	R4

	RP-050738
	25.123
	0353
	-
	6.4.0
	Rel-6
	Correction to UE transmitted power test case
	withdrawn
	F
	
	TEI6
	R4

	RP-050840
	25.123
	0353
	-
	6.4.0
	Rel-6
	Correction to UE transmitted power test case
	approved
	F
	6.5.0
	TEI6
	R4

	RP-050840
	25.123
	0354
	1
	6.4.0
	Rel-6
	Correction to TDD/TDD, TDD/FDD, TDD/GSM handover test cases
	approved
	F
	6.5.0
	TEI6
	R4

	RP-050738
	25.123
	0354
	1
	6.4.0
	Rel-6
	Correction to TDD/TDD, TDD/FDD, TDD/GSM handover test cases
	withdrawn
	F
	
	TEI6
	R4

	RP-050738
	25.123
	0355
	-
	4.13.0
	Rel-6
	Clarification on Section 4 filtering requirements for HCR TDD
	withdrawn
	F
	
	TEI6
	R4

	RP-050840
	25.123
	0355
	-
	6.4.0
	Rel-6
	Clarification on Section 4 filtering requirements for HCR TDD
	approved
	F
	6.5.0
	TEI6
	R4

	RP-050733
	25.133
	0800
	-
	5.16.0
	Rel-5
	Feature Clean Up: Removal of CPCH
	approved
	C
	5.17.0
	TEI5
	R4

	RP-050733
	25.133
	0801
	-
	6.11.0
	Rel-6
	Feature Clean Up: Removal of CPCH
	approved
	C
	6.12.0
	TEI5
	R4

	RP-050733
	25.133
	0802
	-
	7.1.0
	Rel-7
	Feature Clean Up: Removal of CPCH
	approved
	C
	7.2.0
	TEI5
	R4

	RP-050841
	25.133
	0803
	2
	6.11.0
	Rel-6
	RRM combined compressed mode test case
	approved
	F
	6.12.0
	TEI6
	R4

	RP-050738
	25.133
	0803
	2
	6.11.0
	Rel-6
	RRM combined compressed mode test case
	withdrawn
	F
	
	TEI6
	R4

	RP-050841
	25.133
	0804
	2
	7.1.0
	Rel-7
	RRM combined compressed mode test case
	approved
	A
	7.2.0
	TEI6
	R4

	RP-050738
	25.133
	0804
	2
	7.1.0
	Rel-7
	RRM combined compressed mode test case
	withdrawn
	A
	
	TEI6
	R4

	RP-050743
	25.133
	0811
	2
	6.11.0
	Rel-6
	MBMS requirements in 25.133
	approved
	F
	6.12.0
	MBMS-RAN-RF
	R4

	RP-050743
	25.133
	0812
	2
	7.1.0
	Rel-7
	MBMS requirements in 25.133
	approved
	A
	7.2.0
	MBMS-RAN-RF
	R4

	RP-050744
	25.133
	0816
	-
	7.1.0
	Rel-7
	Frequency Band VII corrections
	approved
	F
	7.2.0
	RInImp-UMTS2600
	R4

	RP-050742
	25.133
	0819
	-
	7.1.0
	Rel-7
	Introduction of UMTS1700 requirements
	approved
	B
	7.2.0
	RInImp-UMTS1700
	R4

	RP-050735
	25.133
	0824
	3
	6.11.0
	Rel-6
	TFC and E-TFC selection requirements
	approved
	F
	6.12.0
	EDCH-RF
	R4

	RP-050735
	25.133
	0825
	3
	7.1.0
	Rel-7
	TFC and E-TFC selection requirements
	approved
	A
	7.2.0
	EDCH-RF
	R4

	RP-050841
	25.133
	0828
	2
	6.11.0
	Rel-6
	Introduction of PRACH timing test
	approved
	F
	6.12.0
	TEI6
	R4

	RP-050738
	25.133
	0828
	2
	6.11.0
	Rel-6
	Introduction of PRACH timing test
	withdrawn
	F
	
	TEI6
	R4

	RP-050841
	25.133
	0829
	2
	7.1.0
	Rel-7
	Introduction of PRACH timing test
	approved
	A
	7.2.0
	TEI6
	R4

	RP-050738
	25.133
	0829
	2
	7.1.0
	Rel-7
	Introduction of PRACH timing test
	withdrawn
	A
	
	TEI6
	R4

	RP-050741
	25.133
	0830
	-
	7.1.0
	Rel-7
	Introduction of Band VIII (900 MHz) in UTRA FDD specification TS 25.133
	approved
	B
	7.2.0
	RInImp-UMTS900
	R4

	RP-050839
	25.141
	0401
	-
	6.11.0
	Rel-6
	UMTS850 Spurious emissions correction
	approved
	F
	6.12.0
	RInImp-UMTS850
	R4

	RP-050737
	25.141
	0401
	-
	6.11.0
	Rel-6
	UMTS850 Spurious emissions correction
	withdrawn
	F
	
	RInImp-UMTS850
	R4

	RP-050839
	25.141
	0402
	-
	7.1.0
	Rel-7
	UMTS850 Spurious emissions correction
	approved
	A
	7.2.0
	RInImp-UMTS850
	R4

	RP-050737
	25.141
	0402
	-
	7.1.0
	Rel-7
	UMTS850 Spurious emissions correction
	withdrawn
	A
	
	RInImp-UMTS850
	R4

	RP-050741
	25.141
	0403
	-
	7.1.0
	Rel-7
	Introduction of Band VIII (UMTS900) requirements in TS 25.141
	approved
	B
	7.2.0
	RInImp-UMTS900
	R4

	RP-050735
	25.141
	0407
	-
	6.11.0
	Rel-6
	Corrections to BS performance requirements for EDCH uplink channels
	approved
	F
	6.12.0
	EDCH-RF
	R4

	RP-050735
	25.141
	0408
	-
	7.1.0
	Rel-7
	Corrections to BS performance requirements for EDCH uplink channels
	approved
	A
	7.2.0
	EDCH-RF
	R4

	RP-050739
	25.141
	0409
	1
	6.11.0
	Rel-6
	"Redrafted ""Minimum Requirement"" clauses (Part 2)"
	revised
	D
	
	TEI6
	R4

	RP-050862
	25.141
	0409
	2
	6.11.0
	Rel-6
	Redrafted "Minimum Requirement" clauses Part 2
	approved
	F
	6.12.0
	TEI6
	R4

	RP-050739
	25.141
	0410
	1
	7.1.0
	Rel-7
	"Redrafted ""Minimum Requirement"" clauses (Part 2)"
	revised
	D
	
	TEI6
	R4

	RP-050862
	25.141
	0410
	2
	7.1.0
	Rel-7
	Redrafted "Minimum Requirement" clauses Part 2
	approved
	A
	7.2.0
	TEI6
	R4

	RP-050739
	25.141
	0411
	-
	6.11.0
	Rel-6
	"Redrafted ""Minimum Requirement"" clauses (Part 3)"
	revised
	D
	
	TEI6
	R4

	RP-050862
	25.141
	0411
	1
	6.11.0
	Rel-6
	Redrafted "Minimum Requirement" clauses Part 3
	approved
	F
	6.12.0
	TEI6
	R4

	RP-050739
	25.141
	0412
	-
	7.1.0
	Rel-7
	"Redrafted ""Minimum Requirement"" clauses (Part 3)"
	revised
	D
	
	TEI6
	R4

	RP-050862
	25.141
	0412
	1
	7.1.0
	Rel-7
	Redrafted "Minimum Requirement" clauses Part 3
	approved
	A
	7.2.0
	TEI6
	R4

	RP-050841
	25.141
	0413
	-
	6.11.0
	Rel-6
	Correction of reference
	approved
	F
	6.12.0
	TEI6
	R4

	RP-050738
	25.141
	0413
	-
	6.11.0
	Rel-6
	Correction of reference
	withdrawn
	F
	
	TEI6
	R4

	RP-050841
	25.141
	0414
	-
	7.1.0
	Rel-7
	Correction of reference
	approved
	A
	7.2.0
	TEI6
	R4

	RP-050738
	25.141
	0414
	-
	7.1.0
	Rel-7
	Correction of reference
	withdrawn
	A
	
	TEI6
	R4

	RP-050841
	25.141
	0416
	1
	6.11.0
	Rel-6
	Clarification of the Total Power dynamic range test procedure
	approved
	F
	6.12.0
	TEI6
	R4

	RP-050738
	25.141
	0416
	1
	7.1.0
	Rel-6
	Clarification of the Total Power dynamic range test procedure
	withdrawn
	F
	
	TEI6
	R4

	RP-050841
	25.141
	0417
	1
	7.1.0
	Rel-7
	Clarification of the Total Power dynamic range test procedure
	approved
	A
	7.2.0
	TEI6
	R4

	RP-050738
	25.141
	0417
	1
	7.1.0
	Rel-7
	Clarification of the Total Power dynamic range test procedure
	withdrawn
	A
	
	TEI6
	R4

	RP-050742
	25.141
	0418
	1
	7.1.0
	Rel-7
	Introduction of UMTS1700 requirements
	approved
	B
	7.2.0
	RInImp-UMTS1700
	R4

	RP-050732
	25.141
	0419
	1
	5.11.0
	Rel-5
	New UARFCN scheme and re-numbering
	approved
	F
	5.12.0
	TEI5
	R4

	RP-050732
	25.141
	0420
	1
	6.11.0
	Rel-6
	New UARFCN scheme and re-numbering
	approved
	A
	6.12.0
	TEI5
	R4

	RP-050732
	25.141
	0421
	1
	7.1.0
	Rel-7
	New UARFCN scheme and re-numbering
	approved
	A
	7.2.0
	TEI5
	R4

	RP-050740
	25.142
	0183
	-
	7.0.0
	Rel-7
	Introduction of UMTS 2.6 BS transmitter specification for 1.28Mcps TDD
	approved
	B
	7.1.0
	RInImp-UMTS2600TDD
	R4

	RP-050740
	25.142
	0184
	-
	7.0.0
	Rel-7
	Introduction of UMTS 2.6 BS receiver specification for 1.28Mcps TDD
	approved
	B
	7.1.0
	RInImp-UMTS2600TDD
	R4

	RP-050738
	25.142
	0185
	-
	6.3.0
	Rel-6
	Name correction of logical and transport channels in Annex 2
	withdrawn
	F
	
	TEI6
	R4

	RP-050841
	25.142
	0185
	-
	6.3.0
	Rel-6
	Name correction of logical and transport channels in Annex 2
	approved
	F
	6.4.0
	TEI6
	R4

	RP-050841
	25.142
	0186
	-
	7.0.0
	Rel-7
	Name correction of logical and transport channels in Annex 2
	approved
	A
	7.1.0
	TEI6
	R4

	RP-050738
	25.142
	0186
	-
	7.0.0
	Rel-7
	Name correction of logical and transport channels in Annex 2
	withdrawn
	A
	
	TEI6
	R4

	RP-050730
	25.143
	0048
	-
	4.10.0
	Rel-4
	Modification of spurious emissions for protection of PHS
	approved
	F
	4.11.0
	TEI4
	R4

	RP-050730
	25.143
	0049
	-
	5.8.0
	Rel-5
	Modification of spurious emissions for protection of PHS
	approved
	A
	5.9.0
	TEI4
	R4

	RP-050730
	25.143
	0050
	-
	6.2.0
	Rel-6
	Modification of spurious emissions for protection of PHS
	approved
	A
	6.3.0
	TEI4
	R4

	RP-050726
	25.211
	0224
	-
	6.6.0
	Rel-6
	Clean up due to removal of NTPC=1
	approved
	F
	6.7.0
	TEI
	R1

	RP-050727
	25.211
	0225
	2
	6.6.0
	Rel-6
	Combination of DPCCH and E-DCH
	approved
	F
	6.7.0
	EDCH-Phys
	R1

	RP-050725
	25.211
	0226
	-
	5.7.0
	Rel-5
	Clean up due to removal of CSICH
	approved
	F
	5.8.0
	TEI
	R1

	RP-050725
	25.211
	0227
	-
	6.6.0
	Rel-6
	Clean up due to removal of CSICH
	approved
	A
	6.7.0
	TEI
	R1

	RP-050727
	25.212
	0228
	-
	6.6.0
	Rel-6
	Plmax alignment over all UE categories
	approved
	F
	6.7.0
	EDCH-Phys
	R1

	RP-050727
	25.212
	0229
	-
	6.6.0
	Rel-6
	Correction of SF when a CCTrCH is mapped onto four E-DPDCHs
	approved
	F
	6.7.0
	EDCH-Phys
	R1

	RP-050727
	25.212
	0231
	1
	6.6.0
	Rel-6
	Usage of 2xSF4 with puncturing
	approved
	F
	6.7.0
	EDCH-Phys
	R1

	RP-050728
	25.223
	0037
	-
	6.0.0
	Rel-6
	Correction to 16QAM modulation function
	approved
	F
	6.1.0
	HSDPA-Phys
	R1

	RP-050724
	25.224
	0145
	1
	5.8.0
	Rel-5
	Clarify the power comtrol procedure of HS-SCCH for TDD
	approved
	F
	5.9.0
	HSDPA-Phys
	R1

	RP-050724
	25.224
	0146
	1
	6.5.0
	Rel-6
	Clarify the power comtrol procedure of HS-SCCH for TDD
	approved
	A
	6.6.0
	HSDPA-Phys
	R1

	RP-050788
	25.304
	0150
	-
	6.7.0
	Rel-6
	Structure and use of TMGI for MBMS notification
	approved
	F
	6.8.0
	MBMS-RAN
	R2

	RP-050796
	25.306
	0133
	-
	6.6.0
	Rel-6
	Tx/Rx frequency separation capability (FDD)
	approved
	F
	6.7.0
	TEI6
	R2

	RP-050784
	25.306
	0134
	-
	6.6.0
	Rel-6
	Feature cleanup and other leftovers
	approved
	A
	6.7.0
	TEI5
	R2

	RP-050790
	25.306
	0135
	-
	6.6.0
	Rel-6
	E-DCH L2 Buffer sizes
	rejected
	F
	
	EDCH-L23
	R2

	RP-050790
	25.306
	0135
	1
	6.6.0
	Rel-6
	E-DCH L2 Buffer sizes
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050795
	25.306
	0136
	-
	6.6.0
	Rel-6
	Introduction of Support of Handover to GAN
	revised
	B
	
	GAAI
	R2

	RP-050861
	25.306
	0136
	1
	6.6.0
	Rel-6
	Introduction of Support of Handover to GAN
	approved
	F
	6.7.0
	GAAI
	R2

	RP-050784
	25.306
	0137
	-
	5.12.0
	Rel-5
	Feature cleanup and other leftovers
	approved
	F
	5.13.0
	TEI5
	R2

	RP-050801
	25.307
	0031
	-
	3.5.0
	R99
	Introduction of UMTS1700
	approved
	B
	3.6.0
	RInImp-UMTS1700
	R2

	RP-050801
	25.307
	0032
	-
	4.5.0
	Rel-4
	Introduction of UMTS1700
	approved
	B
	4.6.0
	RInImp-UMTS1700
	R2

	RP-050801
	25.307
	0033
	-
	5.4.0
	Rel-5
	Introduction of UMTS1700
	approved
	B
	5.5.0
	RInImp-UMTS1700
	R2

	RP-050801
	25.307
	0034
	-
	6.2.0
	Rel-6
	Introduction of UMTS1700
	approved
	B
	6.3.0
	RInImp-UMTS1700
	R2

	RP-050800
	25.307
	0039
	-
	3.5.0
	R99
	Introduction of UMTS 900 (Band VIII)
	approved
	B
	3.6.0
	RInImp-UMTS900
	R2

	RP-050800
	25.307
	0040
	-
	4.5.0
	Rel-4
	Introduction of UMTS 900 (Band VIII)
	approved
	B
	4.6.0
	RInImp-UMTS900
	R2

	RP-050800
	25.307
	0041
	-
	5.4.0
	Rel-5
	Introduction of UMTS 900 (Band VIII)
	approved
	B
	5.5.0
	RInImp-UMTS900
	R2

	RP-050800
	25.307
	0042
	-
	6.2.0
	Rel-6
	Introduction of UMTS 900 (Band VIII)
	approved
	B
	6.3.0
	RInImp-UMTS900
	R2

	RP-050789
	25.309
	0016
	1
	6.4.0
	Rel-6
	Criteria for the Happy Bit
	approved
	F
	6.5.0
	EDCH-L23
	R2

	RP-050789
	25.309
	0017
	2
	6.4.0
	Rel-6
	HARQ process restricition/reservation for non-scheduled/scheduled transmissions
	approved
	F
	6.5.0
	EDCH-L23
	R2

	RP-050789
	25.309
	0018
	-
	6.4.0
	Rel-6
	Simultaneous E-DCH and DCH (DCH UL capability)
	approved
	F
	6.5.0
	EDCH-L23
	R2

	RP-050789
	25.309
	0019
	1
	6.4.0
	Rel-6
	E-DCH RRM measurements in case of multi-cell RLS
	approved
	F
	6.5.0
	EDCH-L23
	R2

	RP-050789
	25.309
	0020
	1
	6.4.0
	Rel-6
	Secondary Absolute Grant Scope
	approved
	F
	6.5.0
	EDCH-L23
	R2

	RP-050789
	25.309
	0021
	-
	6.4.0
	Rel-6
	Alignment to stage 3 and removal of details
	approved
	F
	6.5.0
	EDCH-L23
	R2

	RP-050791
	25.321
	0223
	-
	6.6.0
	Rel-6
	Multi-step handling for E-RGCH
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050791
	25.321
	0224
	-
	6.6.0
	Rel-6
	Clarifications and Corrections of E-TFC Selection
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050791
	25.321
	0225
	1
	6.6.0
	Rel-6
	Criteria for the Happy Bit
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050791
	25.321
	0226
	1
	6.6.0
	Rel-6
	Correction to definition of reference_ETPR
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050791
	25.321
	0227
	-
	6.6.0
	Rel-6
	TEBS and HLBS Coding
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050791
	25.321
	0228
	-
	6.6.0
	Rel-6
	Correction on MAC-e PDU format
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050791
	25.321
	0229
	-
	6.6.0
	Rel-6
	SI Triggering Timer
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050791
	25.321
	0230
	-
	6.6.0
	Rel-6
	Maximum number of transmissions for control-only information
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050791
	25.321
	0231
	-
	6.6.0
	Rel-6
	Additional error case on the Absolute Grant channel
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050791
	25.321
	0232
	-
	6.6.0
	Rel-6
	HARQ process restricition/reservation
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050791
	25.321
	0233
	-
	6.6.0
	Rel-6
	Behavior at E-DCH TTI change
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050792
	25.321
	0234
	-
	6.6.0
	Rel-6
	Buffer status for Scheduling Information
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050792
	25.321
	0235
	-
	6.6.0
	Rel-6
	Buffer definition for Happy Bit setting
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050792
	25.321
	0236
	-
	6.6.0
	Rel-6
	Specification of rate control combining rules in baseline procedure for Serving Grant update
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050792
	25.321
	0237
	-
	6.6.0
	Rel-6
	Definition of sample for E-DCH bit rate measurement
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050792
	25.321
	0238
	-
	6.6.0
	Rel-6
	Size of Absolute Grant field
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050792
	25.321
	0239
	-
	6.6.0
	Rel-6
	Transmission of Scheduling Information without higher layer data
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050792
	25.321
	0241
	-
	6.6.0
	Rel-6
	Size of UPH field and assembly of Scheduling Information message
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050792
	25.321
	0242
	-
	6.6.0
	Rel-6
	E-DCH SI MAC-e PDU and SI timers
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050792
	25.321
	0243
	-
	6.6.0
	Rel-6
	MAC es/e reset indicator
	approved
	B
	6.7.0
	EDCH-L23
	R2

	RP-050792
	25.321
	0244
	-
	6.6.0
	Rel-6
	E-DCH handling at serving cell change
	approved
	F
	6.7.0
	EDCH-L23
	R2

	RP-050792
	25.321
	0245
	-
	6.6.0
	Rel-6
	RSN sequence in the presence of compressed mode transmission gaps
	approved
	C
	6.7.0
	EDCH-L23
	R2

	RP-050784
	25.322
	0289
	-
	5.12.0
	Rel-5
	Correction on transmission of AMD PDU
	approved
	F
	5.13.0
	TEI5
	R2

	RP-050784
	25.322
	0290
	-
	6.5.0
	Rel-6
	Correction on transmission of AMD PDU
	approved
	A
	6.6.0
	TEI5
	R2

	RP-050788
	25.322
	0293
	-
	6.5.0
	Rel-6
	Initiation of state variable VR(UOH)
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050788
	25.322
	0294
	-
	6.5.0
	Rel-6
	Clarification on reception of UMD PDU when OSD function is configured
	approved
	F
	6.6.0
	MBMS-RAN
	R2

	RP-050797
	25.322
	0296
	-
	6.5.0
	Rel-6
	Corrections to RLC re-establishment
	approved
	F
	6.6.0
	TEI6
	R2

	RP-050802
	25.322
	0297
	1
	6.5.0
	Rel-6
	RLC UMD header optimisation for RT services over HSDPA/HSUPA
	approved
	B
	6.6.0
	RInImp-IMSRealTime
	R2

	RP-050784
	25.323
	0066
	1
	5.4.0
	Rel-5
	Correction of the ROHC context relocation procedure
	approved
	F
	5.5.0
	TEI5
	R2

	RP-050784
	25.323
	0067
	1
	6.3.0
	Rel-6
	Correction of the ROHC context relocation procedure
	approved
	A
	6.4.0
	TEI5
	R2

	RP-050801
	25.331
	2617
	2
	6.7.0
	Rel-6
	Introduction of UMTS1700
	approved
	B
	6.8.0
	RInImp-UMTS1700
	R2

	RP-050787
	25.331
	2683
	4
	6.7.0
	Rel-6
	Introduction of the HSDPA and E-DCH Capable Cell Indicator
	approved
	B
	6.8.0
	HSDPA-L23, EDCH-L23
	R2

	RP-050785
	25.331
	2684
	1
	5.14.0
	Rel-5
	PRACH for CCCH in SIB 6
	approved
	F
	5.15.0
	TEI5
	R2

	RP-050785
	25.331
	2685
	1
	6.7.0
	Rel-6
	PRACH for CCCH in SIB 6
	approved
	F
	6.8.0
	TEI6
	R2

	RP-050796
	25.331
	2686
	1
	6.7.0
	Rel-6
	Tx/Rx frequency separation capability (FDD)
	approved
	F
	6.8.0
	TEI6
	R2

	RP-050827
	25.331
	2687
	-
	6.7.0
	Rel-6
	E-DCH mobility corrections and multi-step handling for E-RGCH
	rejected
	F
	
	EDCH-L23
	R2

	RP-050827
	25.331
	2687
	1
	6.7.0
	Rel-6
	E-DCH mobility corrections and multi-step handling for E-RGCH
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-050797
	25.331
	2688
	1
	6.7.0
	Rel-6
	L1 synchronisation at HHO
	approved
	F
	6.8.0
	TEI6
	R2

	RP-050786
	25.331
	2689
	-
	5.14.0
	Rel-5
	Correction to UE positioning measurements in CELL_PCH/URA_PCH state
	rejected
	F
	
	TEI5
	R2

	RP-050786
	25.331
	2689
	1
	5.14.0
	Rel-5
	Correction to UE positioning measurements in CELL_PCH/URA_PCH state
	approved
	F
	5.15.0
	TEI5
	R2

	RP-050786
	25.331
	2690
	-
	6.7.0
	Rel-6
	Correction to UE positioning measurements in CELL_PCH/URA_PCH state
	approved
	A
	6.8.0
	TEI5
	R2

	RP-050785
	25.331
	2691
	-
	5.14.0
	Rel-5
	Clarification of Delta in Inter/Intra-frequency measurement reporting criteria
	approved
	F
	5.15.0
	TEI5
	R2

	RP-050785
	25.331
	2692
	-
	6.7.0
	Rel-6
	Clarification of Delta in Inter/Intra-frequency measurement reporting criteria
	approved
	A
	6.8.0
	TEI5
	R2

	RP-050785
	25.331
	2693
	-
	5.14.0
	Rel-5
	"Clarification of the usage of ""Ack-Nack Power Offset"" in HSDPA for TDD"
	approved
	F
	5.15.0
	HSDPA-L23
	R2

	RP-050785
	25.331
	2694
	-
	6.7.0
	Rel-6
	"Clarification of the usage of ""Ack-Nack Power Offset"" in HSDPA for TDD"
	approved
	A
	6.8.0
	HSDPA-L23
	R2

	RP-050785
	25.331
	2695
	-
	5.14.0
	Rel-5
	Modification of WB-AMR default configuration
	approved
	F
	5.15.0
	TEI5
	R2

	RP-050785
	25.331
	2696
	-
	6.7.0
	Rel-6
	Modification of WB-AMR default configuration
	approved
	A
	6.8.0
	TEI5
	R2

	RP-050785
	25.331
	2697
	-
	5.14.0
	Rel-5
	Serving HS-DSCH radio link indicator
	approved
	F
	5.15.0
	HSDPA-L23
	R2

	RP-050785
	25.331
	2698
	-
	6.7.0
	Rel-6
	Serving E-DCH radio link indication
	approved
	F
	6.8.0
	EDCH-L23, HSDPA-L23
	R2

	RP-050800
	25.331
	2699
	-
	6.7.0
	Rel-6
	Introduction of UMTS 900 (Band VIII)
	approved
	B
	6.8.0
	RInImp-UMTS900
	R2

	RP-050788
	25.331
	2700
	-
	6.7.0
	Rel-6
	MCCH configuration information
	approved
	F
	6.8.0
	MBMS-RAN
	R2

	RP-050788
	25.331
	2701
	-
	6.7.0
	Rel-6
	Correction of default TFCS for MBMS
	approved
	F
	6.8.0
	MBMS-RAN
	R2

	RP-050797
	25.331
	2702
	-
	6.7.0
	Rel-6
	Unidirectional RLC reconfiguration
	approved
	C
	6.8.0
	TEI6
	R2

	RP-050793
	25.331
	2703
	1
	6.7.0
	Rel-6
	Misalignments for E-DCH
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-050793
	25.331
	2704
	-
	6.7.0
	Rel-6
	Update for E-DCH Serving Grant IE value range
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-050793
	25.331
	2705
	-
	6.7.0
	Rel-6
	Clarification on MAC-d flow multiplexing list
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-050793
	25.331
	2706
	-
	6.7.0
	Rel-6
	Addition of E-DCH power offsets to active set update
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-050793
	25.331
	2707
	-
	6.7.0
	Rel-6
	E-RNTI validity
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-050793
	25.331
	2708
	-
	6.7.0
	Rel-6
	Clarification of bit strings for EUL
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-050793
	25.331
	2709
	1
	6.7.0
	Rel-6
	Modification of SI periodicity
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-050793
	25.331
	2710
	-
	6.7.0
	Rel-6
	E-DCH PO signalling
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-050793
	25.331
	2711
	1
	6.7.0
	Rel-6
	MAC es/e reset indicator
	approved
	B
	6.8.0
	EDCH-L23
	R2

	RP-050803
	25.331
	2713
	1
	6.7.0
	Rel-7
	Enabling the Providing of Velocity
	rejected
	B
	
	LCS3-UEPos-Velocity
	R2

	RP-050788
	25.331
	2714
	1
	6.7.0
	Rel-6
	MBMS corrections on default TFCS, service identity and PL Service Information
	approved
	F
	6.8.0
	MBMS-RAN
	R2

	RP-050794
	25.331
	2716
	2
	6.7.0
	Rel-6
	E-DCH Measurement Reporting (new event 1J)
	rejected
	B
	
	EDCH-L23
	R2

	RP-050798
	25.331
	2717
	-
	6.7.0
	Rel-6
	Corrections of inconsistencies in Rel-6 RRC messages (ASN.1 review)
	revised
	F
	
	TEI6
	R2

	RP-050831
	25.331
	2717
	1
	6.7.0
	Rel-6
	Corrections of inconsistencies in Rel-6 RRC messages (ASN.1 review)
	approved
	F
	6.8.0
	TEI6
	R2

	RP-050795
	25.331
	2718
	-
	6.7.0
	Rel-6
	Introduction of Support of Handover to GAN
	revised
	B
	
	GAAI
	R2

	RP-050861
	25.331
	2718
	1
	6.7.0
	Rel-6
	Introduction of Support of Handover to GAN
	approved
	F
	6.8.0
	GAAI
	R2

	RP-050788
	25.346
	0020
	-
	6.6.0
	Rel-6
	Correction to MBMS Cell Group
	approved
	F
	6.7.0
	MBMS-RAN
	R2

	RP-050707
	25.401
	0100
	1
	6.7.0
	Rel-7
	Enabling the Providing of Velocity
	postponed
	B
	
	LCS3-UEPos-Velocity
	R3

	RP-050707
	25.410
	0064
	1
	6.4.0
	Rel-7
	Enabling the Providing of Velocity
	postponed
	B
	
	LCS3-UEPos-Velocity
	R3

	RP-050690
	25.412
	0020
	-
	6.2.0
	Rel-6
	M3UA Client in IP Transport Option
	approved
	F
	6.3.0
	TEI6
	R3

	RP-050691
	25.412
	0021
	1
	6.2.0
	Rel-6
	Addition of ANSI protocol options
	approved
	B
	6.3.0
	TEI6
	R3

	RP-050705
	25.413
	0769
	1
	6.7.0
	Rel-7
	Addition of the U-TDOA positioning method to the UTRAN
	approved
	B
	7.0.0
	LCS3-UEPos-UTDOA
	R3

	RP-050707
	25.413
	0770
	6
	6.7.0
	Rel-7
	Enabling the Providing of Velocity
	postponed
	B
	
	LCS3-UEPos-Velocity
	R3

	RP-050692
	25.413
	0791
	1
	6.7.0
	Rel-6
	Introduction of the Time to MBMS Data Trasfer
	approved
	B
	6.8.0
	MBMS-RAN
	R3

	RP-050693
	25.413
	0796
	-
	6.7.0
	Rel-6
	Correction of SCUDIF Relocation
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050693
	25.413
	0797
	1
	6.7.0
	Rel-6
	Error Handling of unused IEs
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050693
	25.413
	0801
	1
	6.7.0
	Rel-6
	Rewording of interaction text from CR784 
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050693
	25.413
	0803
	1
	6.7.0
	Rel-6
	Rapporteur's Review of 25.413
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050692
	25.413
	0804
	1
	6.7.0
	Rel-6
	MBMS Service Area List IE Encoding Correction 
	approved
	F
	6.8.0
	MBMS-RAN
	R3

	RP-050690
	25.422
	0017
	-
	6.1.0
	Rel-6
	M3UA Client in IP Transport Option
	approved
	F
	6.2.0
	TEI6
	R3

	RP-050691
	25.422
	0018
	1
	6.1.0
	Rel-6
	Addition of ANSI protocol options
	approved
	B
	6.2.0
	TEI6
	R3

	RP-050698
	25.423
	1101
	2
	6.7.0
	Rel-6
	Indexed Inter-frequency RACH measurement reporting
	approved
	B
	6.8.0
	TEI6
	R3

	RP-050695
	25.423
	1104
	-
	6.7.0
	Rel-6
	FDD Downlink Unidirectional DCH Indicator
	approved
	C
	6.8.0
	EDCH-IurIub
	R3

	RP-050695
	25.423
	1105
	3
	6.7.0
	Rel-6
	FDD Unidirectional DCH Indicator reconfiguration
	approved
	C
	6.8.0
	EDCH-IurIub
	R3

	RP-050698
	25.423
	1106
	1
	6.7.0
	Rel-6
	Correctios to the synchronised radio link reconfiguration procedure for 1.28Mcps TDD
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050694
	25.423
	1107
	4
	6.7.0
	Rel-6
	HARQ Process Management for E-DCH
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050694
	25.423
	1108
	2
	6.7.0
	Rel-6
	E-DCH processing issue and rate limitation
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050698
	25.423
	1109
	1
	6.7.0
	Rel-6
	Cleanup of editorials found during the Rel6 review before specification freezing
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050694
	25.423
	1111
	3
	6.7.0
	Rel-6
	Alignment of RNSAP with latest HSUPA agreements
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050697
	25.423
	1112
	1
	6.7.0
	Rel-6
	Correction on E-DCH MAC-Flow to Add IE
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050696
	25.423
	1113
	2
	6.7.0
	Rel-6
	Correction for HARQ Preamble and Postamble
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050696
	25.423
	1114
	4
	6.7.0
	Rel-6
	HSPA Serving Cell Change by RL Addition Procedure
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050694
	25.423
	1117
	1
	6.7.0
	Rel-6
	EDCH setup by unsynchronised reconfiguration
	approved
	F
	6.8.0
	EDCHTDD-IurIub
	R3

	RP-050688
	25.423
	1118
	1
	4.12.1
	Rel-4
	ASN.1 error corrections to RADIO LINK RECONFIGURATION READY TDD
	approved
	F
	4.13.0
	TEI4
	R3

	RP-050688
	25.423
	1119
	1
	5.15.0
	Rel-5
	ASN.1 error corrections to RADIO LINK RECONFIGURATION READY TDD
	approved
	A
	5.16.0
	TEI4
	R3

	RP-050688
	25.423
	1120
	1
	6.7.0
	Rel-6
	ASN.1 error corrections to RADIO LINK RECONFIGURATION READY TDD
	approved
	A
	6.8.0
	TEI4
	R3

	RP-050696
	25.423
	1121
	-
	6.7.0
	Rel-6
	FDPCH and HS-SCCH power offset
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050695
	25.423
	1123
	1
	6.7.0
	Rel-6
	EDCH Cell Capability Enhancement
	approved
	C
	6.8.0
	EDCH-IurIub
	R3

	RP-050818
	25.423
	1124
	-
	6.7.0
	Rel-6
	E-DCH HARQ Combining Capability
	revised
	F
	
	EDCH-IurIub
	R3

	RP-050856
	25.423
	1124
	1
	6.7.0
	Rel-6
	E-DCH HARQ Combining Capability
	rejected
	F
	
	EDCH-IurIub
	R3

	RP-050807
	25.423
	1125
	-
	6.7.0
	Rel-6
	E-DCH HARQ RV Configuration
	revised
	F
	
	EDCH-IurIub
	R3

	RP-050849
	25.423
	1125
	1
	6.7.0
	Rel-6
	E-DCH HARQ RV Configuration
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050702
	25.427
	0120
	1
	6.4.0
	Rel-6
	Conditions for sending HARQ Failure
	approved
	F
	6.5.0
	EDCH-IurIub
	R3

	RP-050702
	25.427
	0121
	1
	6.4.0
	Rel-6
	HARQ failure shall be sent on highest bearer. 
	approved
	F
	6.5.0
	EDCH-IurIub
	R3

	RP-050700
	25.433
	1151
	1
	6.7.0
	Rel-6
	Compressed Mode Reconfiguration
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050699
	25.433
	1155
	3
	6.7.0
	Rel-6
	NBAP clean-up
	approved
	D
	6.8.0
	EDCH-IurIub
	R3

	RP-050695
	25.433
	1156
	2
	6.7.0
	Rel-6
	EDCH Cell Capability Enhancement
	approved
	C
	6.8.0
	EDCH-IurIub
	R3

	RP-050695
	25.433
	1157
	-
	6.7.0
	Rel-6
	FDD Downlink Unidirectional DCH Indicator
	approved
	C
	6.8.0
	EDCH-IurIub
	R3

	RP-050695
	25.433
	1158
	3
	6.7.0
	Rel-6
	FDD Unidirectional DCH Indicator reconfiguration
	approved
	C
	6.8.0
	EDCH-IurIub
	R3

	RP-050694
	25.433
	1160
	4
	6.7.0
	Rel-6
	HARQ Process Management for E-DCH
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050694
	25.433
	1161
	2
	6.7.0
	Rel-6
	E-DCH processing issue and rate limitation
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050696
	25.433
	1162
	3
	6.7.0
	Rel-6
	HSPA Serving Cell Change by RL Addition Procedure
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050694
	25.433
	1165
	3
	6.7.0
	Rel-6
	Alignment of NBAP with latest HSUPA agreements
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050699
	25.433
	1166
	1
	6.7.0
	Rel-6
	Abnormal Condition for Maximum Target Received Total Wideband Power
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050699
	25.433
	1167
	-
	6.7.0
	Rel-6
	HSUPA DL Channel Code Allocation per Cell Portion
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050696
	25.433
	1168
	2
	6.7.0
	Rel-6
	Correction for HARQ Preamble and Postamble
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050700
	25.433
	1169
	-
	6.7.0
	Rel-6
	Alignment of Tables in the Common Measurement Description 
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050699
	25.433
	1173
	1
	6.7.0
	Rel-6
	Update of EDCH Capacity consumption law
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050694
	25.433
	1174
	1
	6.7.0
	Rel-6
	EDCH setup by unsynchronised reconfiguration
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050696
	25.433
	1175
	-
	6.7.0
	Rel-6
	FDPCH and HS-SCCH power offset
	approved
	F
	6.8.0
	TEI6
	R3

	RP-050818
	25.433
	1178
	-
	6.7.0
	Rel-6
	E-DCH HARQ Combining Capability
	revised
	F
	
	EDCH-IurIub
	R3

	RP-050856
	25.433
	1178
	1
	6.7.0
	Rel-6
	E-DCH HARQ Combining Capability
	rejected
	F
	
	EDCH-IurIub
	R3

	RP-050807
	25.433
	1179
	-
	6.7.0
	Rel-6
	E-DCH HARQ RV Configuration
	revised
	F
	
	EDCH-IurIub
	R3

	RP-050849
	25.433
	1179
	1
	6.7.0
	Rel-6
	E-DCH HARQ RV Configuration
	approved
	F
	6.8.0
	EDCH-IurIub
	R3

	RP-050707
	25.453
	0084
	6
	7.0.0
	Rel-7
	Enabling the Providing of Velocity
	postponed
	B
	
	LCS3-UEPos-Velocity
	R3

	RP-050701
	25.453
	0085
	-
	6.9.0
	Rel-6
	PCAP Review
	approved
	F
	6.10.0
	TEI6
	R3

	RP-050705
	25.453
	0086
	2
	7.0.0
	Rel-7
	Addition of TDD aspects of the U-TDOA positioning method
	approved
	B
	7.1.0
	LCS3-UEPos-UTDOA
	R3

	RP-050701
	25.453
	0087
	-
	7.0.0
	Rel-7
	PCAP Review
	approved
	A
	7.1.0
	TEI6
	R3

	RP-050706
	25.453
	0088
	-
	7.0.0
	Rel-7
	Wording Alignment for Procedure Text 
	approved
	D
	7.1.0
	LCS3-UEPos-UTDOA
	R3

	RP-050704
	25.461
	0032
	1
	7.1.0
	Rel-7
	Introduction of UMTS 1700 requirements
	approved
	B
	7.2.0
	RInImp-UMTS1700
	R3

	RP-050703
	25.461
	0033
	-
	7.1.0
	Rel-7
	Introduction of UMTS 900
	approved
	B
	7.2.0
	RInImp-UMTS900
	R3

	RP-050689
	25.461
	0034
	-
	6.4.0
	Rel-6
	Test Procedures
	approved
	F
	6.5.0
	RANimp-TiltAnt
	R3

	RP-050689
	25.461
	0035
	-
	7.1.0
	Rel-7
	Test Procedures
	approved
	A
	7.2.0
	RANimp-TiltAnt
	R3

	RP-050689
	25.461
	0036
	-
	6.4.0
	Rel-6
	Correction to modem isolation and emission
	approved
	F
	6.5.0
	RANimp-TiltAnt
	R3

	RP-050689
	25.461
	0037
	-
	7.1.0
	Rel-7
	Correction to modem isolation and emission
	approved
	A
	7.2.0
	RANimp-TiltAnt
	R3

	RP-050689
	25.461
	0038
	-
	6.4.0
	Rel-6
	correction of referencing
	approved
	F
	6.5.0
	RANimp-TiltAnt
	R3

	RP-050689
	25.461
	0039
	-
	7.1.0
	Rel-7
	correction of referencing
	approved
	A
	7.2.0
	RANimp-TiltAnt
	R3

	RP-050689
	25.461
	0040
	1
	6.4.0
	Rel-6
	RET Control Unit spurious emission simplified version
	approved
	F
	6.5.0
	RANimp-TiltAnt
	R3

	RP-050689
	25.461
	0041
	1
	7.1.0
	Rel-7
	RET Control Unit spurious emission simplified version
	approved
	A
	7.2.0
	RANimp-TiltAnt
	R3

	RP-050703
	25.463
	0055
	-
	7.1.0
	Rel-7
	Introduction of UMTS 900 
	approved
	B
	7.2.0
	RInImp-UMTS900
	R3

	RP-050704
	25.463
	0056
	-
	7.1.0
	Rel-7
	Introduction of UMTS 1700 
	approved
	B
	7.2.0
	RInImp-UMTS1700
	R3

	RP-050834
	25.913
	0008
	-
	7.1.0
	Rel-7
	The support of 1.6MHz bandwidth
	rejected
	C
	
	RANFS-Evo
	RP

	RP-050905
	25.913
	0009
	-
	7.1.0
	Rel-7
	Revision of LTE Work Plan
	approved
	F
	7.2.0
	RANFS-Evo
	RP

	RP-050799
	25.993
	0048
	3
	6.11.0
	Rel-6
	Addition of VoIP RAB combinations
	approved
	F
	6.12.0
	RANimp-RABSE
	R2

	RP-050799
	25.993
	0049
	3
	6.11.0
	Rel-6
	Addition of VoIP RAB combination for multiplexed RTP and RTCP flows
	approved
	F
	6.12.0
	RANimp-RABSE
	R2

	RP-050799
	25.993
	0051
	1
	6.11.0
	Rel-6
	Addition of multi-rate AMR-NB configuration with SRB#5
	approved
	F
	6.12.0
	TEI4
	R2

	RP-050799
	25.993
	0052
	1
	6.11.0
	Rel-6
	Introduction of high bit rate SRB
	approved
	F
	6.12.0
	TEI
	R2

	RP-050799
	25.993
	0053
	3
	6.11.0
	Rel-6
	Addition of multi-rate AMR configuration over HSDPA
	approved
	F
	6.12.0
	RANimp-RABSE
	R2

	RP-050799
	25.993
	0054
	1
	6.11.0
	Rel-6
	Miscellaneous corrections
	approved
	F
	6.12.0
	TEI
	R2

	RP-050799
	25.993
	0055
	-
	6.11.0
	Rel-6
	Introduction of conversational mono rate AMR 5.9 kbps RAB with SF 128.
	approved
	F
	6.12.0
	TEI
	R2

	RP-050799
	25.993
	0056
	-
	6.11.0
	Rel-6
	Reference RAB configurations for MBMS
	rejected
	B
	
	MBMS-RAN
	R2

	RP-050799
	25.993
	0057
	-
	6.11.0
	Rel-6
	PL for Conversational / speech (12.65, 8.85, 6.6) kbps + Interactive 0 kbps
	approved
	F
	6.12.0
	TEI6
	R2

	RP-050799
	25.993
	0060
	-
	6.11.0
	Rel-6
	WB-AMR configurations
	approved
	F
	6.12.0
	TEI5
	R2

	RP-050799
	25.993
	0061
	1
	6.11.0
	Rel-6
	Addition of VoIP RAB combinations
	approved
	F
	6.12.0
	RANimp-RABSE
	R2

	RP-050799
	25.993
	0062
	-
	6.11.0
	Rel-6
	Addition of VoIP RAB combination for multiplexed RTP and RTCP flows
	approved
	F
	6.12.0
	RANimp-RABSE
	R2

	SP-050791
	26.102
	0017
	-
	6.0.0
	Rel-7
	20 ms packetisation time for PCM coded speech over IP Nb
	revised
	B
	
	TEI7
	S4

	SP-050829
	26.102
	0017
	1
	6.0.0
	Rel-7
	20 ms packetisation time for PCM coded speech over IP Nb
	revised
	B
	
	TEI7
	S4

	SP-050843
	26.102
	0017
	2
	6.0.0
	Rel-7
	20 ms packetisation time for PCM coded speech over IP Nb
	approved
	B
	7.0.0
	TEI7
	S4

	SP-050790
	26.141
	0002
	5
	6.1.0
	Rel-7
	CSI interoperability of media types and format
	approved
	B
	7.0.0
	CSICS-Codec
	S4

	SP-050789
	26.141
	0003
	2
	6.1.0
	Rel-6
	Adding missing reference numbers
	approved
	F
	6.2.0
	PRESNC-COFIMP
	S4

	SP-050787
	26.234
	0089
	2
	6.5.0
	Rel-6
	Correction of the SVGT1.2 content creation guideline
	approved
	F
	6.6.0
	PSSrel6-Stage3
	S4

	SP-050790
	26.235
	0014
	3
	6.4.0
	Rel-7
	CSI interoperability of media types and formats
	approved
	B
	7.0.0
	CSICS-Codec
	S4

	SP-050785
	26.273
	0013
	-
	6.2.0
	Rel-6
	Correction to scaling of decimation filter memory
	approved
	F
	6.3.0
	AMRWB+
	S4

	SP-050785
	26.274
	0002
	-
	6.1.0
	Rel-6
	Correction to AMR-WB+ bit exact test vectors
	approved
	F
	6.2.0
	AMRWB+
	S4

	SP-050788
	26.346
	0034
	1
	6.2.0
	Rel-6
	MBMS User Service Announcement Application ID
	approved
	F
	6.3.0
	MBMS-TSMBMS
	S4

	SP-050788
	26.346
	0037
	3
	6.2.0
	Rel-6
	Time Synchronization between BM-SCs and MBMS Ues
	approved
	F
	6.3.0
	MBMS-TSMBMS
	S4

	SP-050788
	26.346
	0038
	2
	6.2.0
	Rel-6
	Reference and definition correction for MBMS user service
	approved
	F
	6.3.0
	MBMS-TSMBMS
	S4

	SP-050788
	26.346
	0039
	2
	6.2.0
	Rel-6
	PtP file repair URI correction
	approved
	F
	6.3.0
	MBMS-TSMBMS
	S4

	SP-050788
	26.346
	0040
	2
	6.2.0
	Rel-6
	Allocation of FEC Encoding IDs
	approved
	F
	6.3.0
	MBMS-TSMBMS
	S4

	SP-050786
	26.406
	0001
	2
	6.0.0
	Rel-6
	Correction to Enhanced aacPlus Encoder conformance
	approved
	F
	6.1.0
	PSSrel6-Stage3
	S4

	SP-050786
	26.410
	0027
	-
	6.4.0
	Rel-6
	Correction to C-code: encoder bitrate switching simulation toolset
	approved
	F
	6.5.0
	PSSrel6-Stage3
	S4

	SP-050786
	26.410
	0028
	-
	6.4.0
	Rel-6
	Correction to C-code: encoder tuning table entry for 44.1 kHz was wrong
	approved
	F
	6.5.0
	PSSrel6-Stage3
	S4

	SP-050786
	26.410
	0029
	-
	6.4.0
	Rel-6
	Correction to C-code: fix to make decoder more robust against corrupt input data
	approved
	F
	6.5.0
	PSSrel6-Stage3
	S4

	SP-050786
	26.410
	0030
	-
	6.4.0
	Rel-6
	Correction to C-code: removal of unused coefficients in resampler
	approved
	F
	6.5.0
	PSSrel6-Stage3
	S4

	SP-050786
	26.411
	0011
	-
	6.2.0
	Rel-6
	Correction to C-code: encoder tuning table entry for 44.1 kHz was wrong
	approved
	F
	6.3.0
	PSSrel6-Stage3
	S4

	SP-050786
	26.411
	0012
	-
	6.2.0
	Rel-6
	Correction to C-code: encoder bitrate switching simulation toolset
	approved
	F
	6.3.0
	PSSrel6-Stage3
	S4

	SP-050792
	28.062
	0048
	2
	6.1.0
	Rel-6
	PCM-Idle Pattern Problem
	approved
	F
	6.2.0
	TFO
	S4

	SP-050792
	28.062
	0049
	1
	6.1.0
	Rel-6
	TFO Decision on Preferred Configurations
	approved
	F
	6.2.0
	TFO
	S4

	SP-050792
	28.062
	0050
	1
	6.1.0
	Rel-6
	TFO Decision Algorithm in C-Code
	approved
	F
	6.2.0
	TFO
	S4

	SP-050792
	28.062
	0051
	2
	6.1.0
	Rel-6
	Codec Type in TFO Frames
	approved
	F
	6.2.0
	TFO
	S4

	SP-050792
	28.062
	0052
	1
	6.1.0
	Rel-6
	Rate Control on Call Setup
	approved
	F
	6.2.0
	TFO
	S4

	SP-050792
	28.062
	0053
	2
	6.1.0
	Rel-6
	Determination of the TFO Frame Format
	approved
	F
	6.2.0
	TFO
	S4

	CP-050615
	29.002
	0782
	2
	6.11.0
	Rel-6
	Addition of UMTS Trace parameters to handover procedure
	approved
	F
	6.12.0
	TEI6
	C4

	CP-050615
	29.002
	0783
	2
	7.1.0
	Rel-7
	Addition of UMTS Trace parameters to handover procedure
	approved
	A
	7.2.0
	TEI6
	C4

	CP-050627
	29.002
	0784
	2
	7.1.0
	Rel-7
	Improvements to VGCS Call Establishment
	postponed
	C
	
	TEI7
	C4

	CP-050506
	29.007
	0131
	2
	4.13.0
	Rel-4
	Corrections to transport at access side of IWF
	approved
	F
	4.14.0
	CS Data
	C3

	CP-050506
	29.007
	0132
	2
	5.12.0
	Rel-5
	Corrections to transport at access side of IWF
	approved
	A
	5.13.0
	CS Data
	C3

	CP-050506
	29.007
	0133
	2
	6.2.0
	Rel-6
	Corrections to transport at access side of IWF
	approved
	A
	6.3.0
	CS Data
	C3

	CP-050506
	29.007
	0134
	2
	7.0.0
	Rel-7
	Corrections to transport at access side of IWF
	approved
	A
	7.1.0
	CS Data
	C3

	CP-050507
	29.007
	0135
	1
	7.0.0
	Rel-7
	"Corrections to the A-TRAU' and A-TRAU"" descriptions"
	approved
	A
	7.1.0
	TEI7
	C3

	CP-050507
	29.007
	0137
	1
	5.12.0
	Rel-5
	"Corrections to the A-TRAU' and A-TRAU"" descriptions"
	approved
	F
	5.13.0
	TEI5
	C3

	CP-050507
	29.007
	0138
	-
	6.2.0
	Rel-6
	"Corrections to the A-TRAU' and A-TRAU"" descriptions"
	approved
	A
	6.3.0
	TEI6
	C3

	CP-050547
	29.018
	0045
	2
	6.2.0
	Rel-6
	Introduction of load re-distribution on the Gs interface
	REVISED
	F
	
	IUFLEX
	C1

	CP-050556
	29.018
	0045
	3
	6.2.0
	Rel-6
	Introduction of load re-distribution on the Gs interface
	approved
	F
	6.3.0
	IUFLEX
	C1

	CP-050547
	29.018
	0046
	2
	7.0.0
	Rel-7
	Introduction of load re-distribution on the Gs interface
	REVISED
	A
	
	IUFLEX
	C1

	CP-050557
	29.018
	0046
	3
	7.0.0
	Rel-7
	Introduction of load re-distribution on the Gs interface
	approved
	A
	7.1.0
	IUFLEX
	C1

	CP-050616
	29.060
	0565
	-
	6.10.0
	Rel-6
	Inter-system Intra-SGSN change
	approved
	F
	6.11.0
	MBMS
	C4

	CP-050637
	29.060
	0566
	2
	6.10.0
	Rel-7
	Clarification of format for IMEI IE
	approved
	F
	7.0.0
	TEI7
	C4

	CP-050617
	29.060
	0568
	-
	6.10.0
	Rel-6
	PS handover procedure in GERAN A/Gb mode
	approved
	F
	6.11.0
	TEI6
	C4

	CP-050616
	29.060
	0569
	-
	6.10.0
	Rel-6
	MBMS data transfer coding
	approved
	F
	6.11.0
	MBMS
	C4

	CP-050617
	29.060
	0570
	-
	6.10.0
	Rel-6
	New cause IE for PS Handover
	approved
	F
	6.11.0
	TEI6
	C4

	CP-050509
	29.061
	0178
	-
	6.6.0
	Rel-6
	Correction of the Time to Data transfer
	approved
	F
	6.7.0
	MBMS
	C3

	CP-050509
	29.061
	0179
	-
	6.6.0
	Rel-6
	Inter-system Intra-SGSN change
	approved
	F
	6.7.0
	MBMS
	C3

	CP-050626
	29.078
	0396
	1
	7.1.0
	Rel-7
	Support of an Operation Arg & Errors for CollectInformation
	approved
	F
	7.2.0
	CAMELR7
	C4

	CP-050613
	29.109
	0018
	3
	6.4.0
	Rel-6
	XML syntax correction
	approved
	F
	6.5.0
	TEI6
	C4

	CP-050613
	29.109
	0019
	1
	7.0.0
	Rel-7
	XML syntax correction
	approved
	A
	7.1.0
	TEI6
	C4

	CP-050624
	29.109
	0022
	1
	7.0.0
	Rel-7
	2G GBA implementation to Zh and Zn
	approved
	B
	7.1.0
	TEI7
	C4

	CP-050609
	29.109
	0023
	-
	6.4.0
	Rel-6
	Authentication error handling in Zh and Zn
	approved
	F
	6.5.0
	TEI6
	C4

	CP-050620
	29.140
	0003
	1
	6.2.0
	Rel-6
	Addition of Routeing Address Resolution indicator
	approved
	F
	6.3.0
	MMS6
	CP

	CP-050515
	29.163
	0070
	2
	7.0.0
	Rel-7
	Mapping of codec
	approved
	B
	7.1.0
	FBI
	C3

	CP-050521
	29.163
	0080
	2
	7.0.0
	Rel-7
	Clean-up of hanging contexts and terminations
	approved
	F
	7.1.0
	IMS-CCR-IWCS
	C3

	CP-050515
	29.163
	0081
	3
	7.0.0
	Rel-7
	Interworking of 3PTY and CONF with SIP
	approved
	B
	7.1.0
	FBI
	C3

	CP-050515
	29.163
	0082
	2
	7.0.0
	Rel-7
	Interworking of ACR
	approved
	B
	7.1.0
	FBI
	C3

	CP-050654
	29.163
	0083
	-
	7.0.0
	Rel-7
	Interworking of FCI and BCI
	revised
	B
	
	FBI
	C3

	CP-050594
	29.163
	0083
	2
	7.0.0
	Rel-7
	Interworking of FCI and BCI
	revised
	B
	
	FBI
	C3

	CP-050595
	29.163
	0083
	3
	7.0.0
	Rel-7
	Interworking of FCI and BCI
	withdrawn
	B
	
	FBI
	C3

	CP-050513
	29.163
	0086
	2
	7.0.0
	Rel-7
	Support of TEL and SIP URI
	approved
	B
	7.1.0
	FBI
	C3

	CP-050515
	29.163
	0087
	1
	7.0.0
	Rel-7
	"Support of Tel and SIP URImapping of ""restriction by the network"""
	approved
	B
	7.1.0
	FBI
	C3

	CP-050514
	29.163
	0088
	2
	7.0.0
	Rel-7
	IMS Terminating Callflows without preconditions
	approved
	B
	7.1.0
	FBI
	C3

	CP-050514
	29.163
	0089
	2
	7.0.0
	Rel-7
	IMS Originating  Callflows without preconditions
	approved
	B
	7.1.0
	FBI
	C3

	CP-050514
	29.163
	0090
	2
	7.0.0
	Rel-7
	IMS Terminating Procedures  without preconditions
	approved
	B
	7.1.0
	FBI
	C3

	CP-050514
	29.163
	0091
	3
	7.0.0
	Rel-7
	IMS Originating Procedures without preconditions
	approved
	B
	7.1.0
	FBI
	C3

	CP-050512
	29.163
	0093
	3
	7.0.0
	Rel-7
	Handling of Overlap signalling
	approved
	B
	7.1.0
	FBI
	C3

	CP-050516
	29.163
	0094
	1
	7.0.0
	Rel-7
	Incorporating of TR 24.819 fixed broadband access impacts into TS 29.163
	approved
	B
	7.1.0
	FBI
	C3

	CP-050659
	29.163
	0095
	1
	7.0.0
	Rel-7
	Interworking of FCI and BCI
	approved
	B
	7.1.0
	FBI
	C3

	CP-050562
	29.198-02
	0051
	-
	4.7.0
	Rel-4
	Correct references to ISO 4217 to make them undated
	approved
	F
	4.8.0
	OSA1
	C5

	CP-050562
	29.198-02
	0052
	-
	5.9.1
	Rel-5
	Correct references to ISO 4217 to make them undated
	approved
	A
	5.10.0
	OSA1
	C5

	CP-050562
	29.198-02
	0053
	-
	6.3.1
	Rel-6
	Correct references to ISO 4217 to make them undated
	approved
	A
	6.4.0
	OSA1
	C5

	CP-050564
	29.198-03
	0130
	-
	6.4.0
	Rel-6
	Definition of floating point service property types
	approved
	F
	6.5.0
	OSA3
	C5

	CP-050581
	29.198-05
	0067
	-
	6.4.1
	Rel-7
	Support confirmed response to reportEventNotification
	approved
	C
	7.0.0
	OSA7
	C5

	CP-050561
	29.198-06
	0054
	-
	4.5.0
	Rel-4
	Correct definition of time duration units and usage
	approved
	F
	4.6.0
	OSA1
	C5

	CP-050561
	29.198-06
	0055
	-
	5.7.1
	Rel-5
	Correct definition of time duration units and usage
	approved
	A
	5.8.0
	OSA1
	C5

	CP-050561
	29.198-06
	0056
	-
	6.4.1
	Rel-6
	Correct definition of time duration units and usage
	approved
	A
	6.5.0
	OSA1
	C5

	CP-050563
	29.198-06
	0057
	-
	4.5.0
	Rel-4
	Correction to allow generation of an immediate triggered report
	approved
	F
	4.6.0
	OSA1
	C5

	CP-050563
	29.198-06
	0058
	-
	5.7.1
	Rel-5
	Correction to allow generation of an immediate triggered report
	approved
	A
	5.8.0
	OSA1
	C5

	CP-050563
	29.198-06
	0059
	-
	6.4.1
	Rel-6
	Correction to allow generation of an immediate triggered report
	approved
	A
	6.5.0
	OSA1
	C5

	CP-050562
	29.198-08
	0040
	-
	4.8.0
	Rel-4
	Correct references to ISO 4217 to make them undated
	approved
	F
	4.9.0
	OSA1
	C5

	CP-050562
	29.198-08
	0041
	-
	5.8.1
	Rel-5
	Correct references to ISO 4217 to make them undated
	approved
	A
	5.9.0
	OSA1
	C5

	CP-050562
	29.198-08
	0042
	-
	6.3.1
	Rel-6
	Correct references to ISO 4217 to make them undated
	approved
	A
	6.4.0
	OSA1
	C5

	CP-050562
	29.198-11
	0035
	-
	4.5.0
	Rel-4
	Correct references to ISO 4217 to make them undated
	approved
	F
	4.6.0
	OSA1
	C5

	CP-050562
	29.198-11
	0036
	-
	5.7.1
	Rel-5
	Correct references to ISO 4217 to make them undated
	approved
	A
	5.8.0
	OSA1
	C5

	CP-050562
	29.198-11
	0037
	-
	6.3.1
	Rel-6
	Correct references to ISO 4217 to make them undated
	approved
	A
	6.4.0
	OSA1
	C5

	CP-050562
	29.198-12
	0036
	-
	4.5.0
	Rel-4
	Correct references to ISO 4217 to make them undated
	approved
	F
	4.6.0
	OSA1
	C5

	CP-050562
	29.198-12
	0037
	-
	5.8.2
	Rel-5
	Correct references to ISO 4217 to make them undated
	approved
	A
	5.9.0
	OSA1
	C5

	CP-050562
	29.198-12
	0038
	-
	6.3.1
	Rel-6
	Correct references to ISO 4217 to make them undated
	approved
	A
	6.4.0
	OSA1
	C5

	CP-050565
	29.199-01
	0004
	-
	6.2.0
	Rel-6
	Correction to description of Correlator element of SimpleReference
	approved
	F
	6.3.0
	OSA3
	C5

	CP-050565
	29.199-01
	0005
	-
	6.2.0
	Rel-6
	Provide definition for Shortcodes
	approved
	F
	6.3.0
	OSA3
	C5

	CP-050565
	29.199-01
	0007
	-
	6.2.0
	Rel-6
	Make elements of the Union structure optional
	approved
	F
	6.3.0
	OSA3
	C5

	CP-050565
	29.199-01
	0008
	-
	6.2.0
	Rel-6
	Add data: URI as a URI for addresses - Align with 22.127
	approved
	F
	6.3.0
	OSA3
	C5

	CP-050565
	29.199-01
	0009
	-
	6.2.0
	Rel-6
	Add Namespace Usage Information
	approved
	F
	6.3.0
	OSA3
	C5

	CP-050566
	29.199-02
	0002
	-
	6.1.0
	Rel-6
	Inconsistent part naming in PX response messages
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050582
	29.199-02
	0003
	-
	6.1.0
	Rel-7
	Modify TPC to allow playing annonucement
	approved
	C
	7.0.0
	OSA7
	C5

	CP-050567
	29.199-03
	0004
	-
	6.1.0
	Rel-6
	Clarify sequence diagram
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050567
	29.199-03
	0005
	-
	6.1.0
	Rel-6
	Correction to Call Notification for missing management interface
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050567
	29.199-03
	0006
	-
	6.1.0
	Rel-6
	Inconsistent part naming in PX response messages
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050568
	29.199-04
	0006
	-
	6.3.0
	Rel-6
	"Correct the reference to ""the means to provision notifications offline"""
	approved
	F
	6.4.0
	OSA3
	C5

	CP-050568
	29.199-04
	0007
	-
	6.3.0
	Rel-6
	Clarify description of DeliveryInformation structure, extract common text
	approved
	F
	6.4.0
	OSA3
	C5

	CP-050568
	29.199-04
	0008
	-
	6.3.0
	Rel-6
	Inconsistent part naming in PX response messages
	approved
	F
	6.4.0
	OSA3
	C5

	CP-050569
	29.199-04
	0009
	-
	6.3.0
	Rel-6
	Add support for short codes in the API
	approved
	F
	6.4.0
	OSA3
	C5

	CP-050569
	29.199-05
	0005
	-
	6.3.0
	Rel-6
	Add support for short codes in the API
	approved
	F
	6.4.0
	OSA3
	C5

	CP-050570
	29.199-05
	0006
	-
	6.3.0
	Rel-6
	Missing asynchronus notification of delivery receipt for Multimedia Messaging
	approved
	F
	6.4.0
	OSA3
	C5

	CP-050570
	29.199-05
	0007
	-
	6.3.0
	Rel-6
	Inconsistent part naming in PX response messages
	approved
	F
	6.4.0
	OSA3
	C5

	CP-050571
	29.199-06
	0004
	-
	6.1.0
	Rel-6
	Clarify scope of currency and volume reservations
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050571
	29.199-06
	0005
	-
	6.1.0
	Rel-6
	Inconsistent part naming in PX response messages
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050572
	29.199-07
	0003
	-
	6.1.0
	Rel-6
	Make balance expiry date an optional parameter
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050572
	29.199-07
	0004
	-
	6.1.0
	Rel-6
	Inconsistent part naming in PX response messages
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050573
	29.199-08
	0002
	-
	6.1.0
	Rel-6
	Make the CurrentStatus element an optional parameter
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050573
	29.199-08
	0003
	-
	6.1.0
	Rel-6
	Allow list of addresses in StatusNotificationRequest
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050574
	29.199-09
	0003
	-
	6.2.0
	Rel-6
	Add missing parameters for quality of position in PXWS Terminal Location
	approved
	F
	6.3.0
	OSA3
	C5

	CP-050574
	29.199-09
	0004
	-
	6.2.0
	Rel-6
	Need Address element in LocationData since CurrentLocation element is optional
	approved
	F
	6.3.0
	OSA3
	C5

	CP-050575
	29.199-10
	0002
	-
	6.1.0
	Rel-6
	Make elements of the VoiceInteraction & CallHandlingRules structure optional
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050575
	29.199-10
	0003
	-
	6.1.0
	Rel-6
	Inconsistent part naming in PX response messages
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050576
	29.199-11
	0002
	-
	6.1.0
	Rel-6
	Inconsistent part naming in PX response messages
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050577
	29.199-12
	0002
	-
	6.1.0
	Rel-6
	Inconsistent part naming in PX response messages
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050578
	29.199-13
	0002
	-
	6.1.0
	Rel-6
	Inconsistent part naming in PX response messages
	approved
	F
	6.2.0
	OSA3
	C5

	CP-050579
	29.199-14
	0005
	-
	6.2.0
	Rel-6
	Clarify how to specify an unlimited notifications count
	approved
	F
	6.3.0
	OSA3
	C5

	CP-050579
	29.199-14
	0006
	-
	6.2.0
	Rel-6
	Inconsistent part naming in PX response messages
	approved
	F
	6.3.0
	OSA3
	C5

	CP-050583
	29.199-14
	0007
	-
	6.2.0
	Rel-7
	Parameterization for requester of Presence Web service
	approved
	B
	7.0.0
	OSA7
	C5

	CP-050583
	29.199-14
	0008
	-
	6.2.0
	Rel-7
	Adding communication means' Status in Presence Web service
	approved
	B
	7.0.0
	OSA7
	C5

	CP-050508
	29.208
	0104
	2
	6.5.0
	Rel-6
	Correction and clarification of the identity of the radio access network
	approved
	F
	6.6.0
	QoS1
	C3

	CP-050510
	29.210
	0029
	-
	6.3.0
	Rel-6
	Diameter Credit Control Sessions
	approved
	F
	6.4.0
	CH-FBC
	C3

	CP-050510
	29.210
	0030
	1
	6.3.0
	Rel-6
	No Event triggers without bearer modification
	approved
	F
	6.4.0
	CH-FBC
	C3

	CP-050511
	29.211
	0018
	-
	6.2.0
	Rel-6
	Rx Application Identifier
	approved
	F
	6.3.0
	CH-FBC
	C3

	CP-050611
	29.228
	0097
	1
	6.8.0
	Rel-6
	Private User Id in RTR
	approved
	F
	6.9.0
	IMS2-CCR
	C4

	CP-050604
	29.228
	0197
	4
	5.13.0
	Rel-5
	XML syntax correction
	approved
	F
	5.14.0
	IMS
	C4

	CP-050604
	29.228
	0198
	5
	6.8.0
	Rel-6
	XML syntax correction
	approved
	F
	6.9.0
	IMS
	C4

	CP-050611
	29.228
	0220
	1
	6.8.0
	Rel-6
	PSI impacts on the Cx Interface
	approved
	F
	6.9.0
	IMS2-CCR
	C4

	CP-050611
	29.228
	0221
	3
	6.8.0
	Rel-6
	Routing for PSIs Matching a Wildcarded PSI
	approved
	F
	6.9.0
	IMS2-CCR
	C4

	CP-050611
	29.228
	0222
	2
	6.8.0
	Rel-6
	Removal of overhead in Private Identities handling in RTR
	approved
	F
	6.9.0
	IMS2-CCR
	C4

	CP-050605
	29.228
	0228
	2
	5.13.0
	Rel-5
	User-Data description correction
	approved
	F
	5.14.0
	IMS-CCR
	C4

	CP-050605
	29.228
	0229
	2
	6.8.0
	Rel-6
	User-Data description correction
	approved
	A
	6.9.0
	IMS-CCR
	C4

	CP-050605
	29.228
	0231
	2
	5.13.0
	Rel-5
	S-CSCF assignment checking for not registered state
	approved
	F
	5.14.0
	IMS-CCR
	C4

	CP-050605
	29.228
	0232
	2
	6.8.0
	Rel-6
	S-CSCF assignment checking for not registered state
	approved
	A
	6.9.0
	IMS-CCR
	C4

	CP-050605
	29.228
	0235
	3
	5.13.0
	Rel-5
	RTR correction
	approved
	F
	5.14.0
	IMS-CCR
	C4

	CP-050605
	29.228
	0236
	4
	6.8.0
	Rel-6
	RTR correction
	approved
	A
	6.9.0
	IMS-CCR
	C4

	CP-050611
	29.228
	0246
	1
	6.8.0
	Rel-6
	Service capabilities association with the features
	approved
	F
	6.9.0
	IMS2-CCR
	C4

	CP-050611
	29.229
	0095
	1
	6.6.0
	Rel-6
	Removal of overhead in Private Identities handling in RTR
	approved
	F
	6.7.0
	IMS2-CCR
	C4

	CP-050611
	29.229
	0098
	1
	6.6.0
	Rel-6
	Incorrect Definition of Supported Applications AVP
	approved
	F
	6.7.0
	IMS2-CCR
	C4

	CP-050624
	29.230
	0058
	-
	7.0.0
	Rel-7
	Addition of GBA-Type AVP
	approved
	F
	7.1.0
	TEI6
	C4

	CP-050610
	29.230
	0061
	1
	6.5.0
	Rel-6
	New AVPs for WLAN
	approved
	F
	6.6.0
	WLAN-IW
	C4

	CP-050612
	29.230
	0062
	-
	6.5.0
	Rel-6
	Additional Gmb AVP Allocation
	approved
	F
	6.6.0
	TEI6
	C4

	CP-050612
	29.230
	0063
	-
	7.0.0
	Rel-7
	Additional Gmb AVP Allocation
	approved
	A
	7.1.0
	TEI6
	C4

	CP-050612
	29.230
	0064
	-
	6.5.0
	Rel-6
	Reservation of AVP codes for 32.299
	approved
	F
	6.6.0
	TEI6
	C4

	CP-050612
	29.230
	0065
	-
	7.0.0
	Rel-7
	Reservation of AVP codes for 32.299
	approved
	A
	7.1.0
	TEI6
	C4

	CP-050625
	29.230
	0066
	-
	7.0.0
	Rel-7
	Management of Sh subscriptions
	approved
	C
	7.1.0
	TEI7
	C4

	CP-050620
	29.230
	0066
	-
	6.5.0
	Rel-6
	Routing Address resolution
	approved
	F
	6.6.0
	MMS6
	CP

	CP-050620
	29.230
	0067
	-
	7.0.0
	Rel-7
	Routing Address resolution
	approved
	A
	7.1.0
	MMS6
	CP

	CP-050603
	29.232
	0259
	2
	4.13.0
	Rel-4
	Correction to TFO procedure
	approved
	F
	4.14.0
	TEI4
	C4

	CP-050603
	29.232
	0260
	2
	5.12.0
	Rel-5
	Correction to TFO procedure
	approved
	A
	5.13.0
	TEI4
	C4

	CP-050603
	29.232
	0261
	2
	6.3.0
	Rel-6
	Correction to TFO procedure
	approved
	A
	6.4.0
	TEI4
	C4

	CP-050607
	29.232
	0287
	1
	5.12.0
	Rel-5
	Clarification to client/server behaviour with regards to SCTP Initiation
	approved
	F
	5.13.0
	TEI5
	C4

	CP-050607
	29.232
	0288
	1
	6.3.0
	Rel-6
	Clarification to client/server behaviour with regards to SCTP Initiation
	approved
	A
	6.4.0
	TEI5
	C4

	CP-050618
	29.232
	0290
	1
	6.3.0
	Rel-6
	Continuity Check Procedures
	approved
	F
	6.4.0
	TEI6
	C4

	CP-050607
	29.232
	0295
	1
	5.12.0
	Rel-5
	Setting of CNOut Nb termination prior to bearer establishment
	approved
	F
	5.13.0
	TEI5
	C4

	CP-050607
	29.232
	0296
	1
	6.3.0
	Rel-6
	Setting of CNOut Nb termination prior to bearer establishment
	approved
	A
	6.4.0
	TEI5
	C4

	CP-050629
	29.232
	0302
	2
	6.3.0
	Rel-7
	Clean-up of hanging contexts and terminations
	approved
	F
	7.0.0
	TEI5
	C4

	CP-050607
	29.232
	0303
	1
	5.12.0
	Rel-5
	Correction to use of BITRATE for CSD calls
	approved
	F
	5.13.0
	TEI5
	C4

	CP-050607
	29.232
	0304
	2
	6.3.0
	Rel-6
	Correction to use of BITRATE for CSD calls
	approved
	A
	6.4.0
	TEI5
	C4

	CP-050607
	29.232
	0305
	-
	5.12.0
	Rel-5
	Alignment of flexible warning tone burst interval duration with 29.078
	approved
	F
	5.13.0
	TEI5
	C4

	CP-050607
	29.232
	0308
	1
	6.3.0
	Rel-6
	Generic Cause event to Reserve Circuit procedure
	approved
	A
	6.4.0
	TEI5
	C4

	CP-050629
	29.232
	0309
	1
	6.3.0
	Rel-7
	Clarification of MGW capability change
	approved
	F
	7.0.0
	TEI7
	C4

	CP-050607
	29.232
	0321
	1
	5.12.0
	Rel-5
	Clarification to use of GSM-Channel Coding for CSD
	approved
	F
	5.13.0
	TEI5
	C4

	CP-050607
	29.232
	0322
	1
	6.3.0
	Rel-6
	Clarification to use of GSM-Channel Coding for CSD
	approved
	A
	6.4.0
	TEI5
	C4

	CP-050618
	29.232
	0323
	3
	6.3.0
	Rel-6
	Correct MCC Error in implementing CR #238
	approved
	F
	6.4.0
	TEI6
	C4

	CP-050607
	29.232
	0324
	-
	5.12.0
	Rel-5
	Generic Cause event to Reserve Circuit procedure
	approved
	F
	5.13.0
	TEI5
	C4

	CP-050610
	29.234
	0073
	1
	6.4.0
	Rel-6
	Update of IETF references
	approved
	F
	6.5.0
	WLAN-IW
	C4

	CP-050610
	29.234
	0074
	1
	6.4.0
	Rel-6
	IETF  references update
	approved
	F
	6.5.0
	WLAN-IW
	C4

	CP-050610
	29.234
	0077
	1
	6.4.0
	Rel-6
	Updating the Routing Policy   
	approved
	F
	6.5.0
	WLAN-IW
	C4

	CP-050604
	29.328
	0143
	4
	5.11.0
	Rel-5
	XML syntax correction
	approved
	F
	5.12.0
	IMS
	C4

	CP-050604
	29.328
	0144
	5
	6.7.0
	Rel-6
	XML syntax correction
	approved
	F
	6.8.0
	IMS
	C4

	CP-050611
	29.328
	0161
	2
	6.7.0
	Rel-6
	Correction of the use of Data Reference 10 for Public Service Identities
	approved
	F
	6.8.0
	IMS2-CCR
	C4

	CP-050625
	29.328
	0162
	3
	6.7.0
	Rel-7
	Notification Efficiency
	approved
	C
	7.0.0
	TEI7
	C4

	CP-050625
	29.328
	0163
	3
	6.7.0
	Rel-7
	Management of Sh subscriptions
	approved
	C
	7.0.0
	TEI7
	C4

	CP-050605
	29.328
	0166
	-
	5.11.0
	Rel-5
	PSUserState correction
	approved
	F
	5.12.0
	IMS-CCR
	C4

	CP-050605
	29.328
	0167
	-
	6.7.0
	Rel-6
	PSUserState correction
	approved
	A
	6.8.0
	IMS-CCR
	C4

	CP-050611
	29.329
	0098
	3
	6.6.0
	Rel-7
	Notification & Query Efficiency
	approved
	C
	7.0.0
	TEI7
	C4

	CP-050625
	29.329
	0099
	1
	6.6.0
	Rel-7
	Management of Sh subscriptions
	approved
	C
	7.0.0
	TEI7
	C4

	CP-050619
	29.332
	0009
	1
	6.3.0
	Rel-6
	Alignment of Rel6 Mn specification with Rel7 changes 
	approved
	F
	6.4.0
	IMS2-Mn
	C4

	CP-050619
	29.332
	0010
	1
	6.3.0
	Rel-6
	Open Mn 
	approved
	F
	6.4.0
	IMS2-Mn
	C4

	CP-050630
	29.332
	0015
	3
	7.0.0
	Rel-7
	Clean-up of hanging contexts and terminations
	approved
	F
	7.1.0
	TEI7
	C4

	CP-050619
	29.332
	0016
	1
	6.3.0
	Rel-6
	Addition of TFO procedure
	approved
	F
	6.4.0
	IMS2-Mn
	C4

	CP-050619
	29.332
	0017
	1
	7.0.0
	Rel-7
	Addition of TFO procedure
	approved
	A
	7.1.0
	IMS2-Mn
	C4

	CP-050630
	29.332
	0019
	2
	7.0.0
	Rel-7 
	Add virtual media gateway function
	approved
	B
	7.1.0
	TEI7
	C4

	CP-050619
	29.332
	0022
	-
	7.0.0
	Rel-7
	Allignment with TISPAN
	approved
	F
	7.1.0
	TEI7
	C4

	CP-050619
	29.332
	0023
	-
	7.0.0
	Rel-7
	Open Mn
	approved
	A
	7.1.0
	IMS2-Mn
	C4

	CP-050517
	29.414
	0018
	2
	6.0.0
	Rel-7
	20ms ptime for PCM coded speech over Nb
	approved
	B
	7.0.0
	TEI7
	C3

	CP-050491
	31.102
	0296
	-
	6.11.0
	Rel-6
	NAF Id alignment with TS 33.246; Rel-6
	approved
	F
	6.12.0
	TEI6
	C6

	CP-050499
	31.102
	0297
	-
	7.2.0
	Rel-7
	NAF Id alignment with TS 33.246; Rel-7
	approved
	A
	7.3.0
	TEI7
	C6

	CP-050499
	31.102
	0298
	-
	7.2.0
	Rel-7
	CR 31.102 Rel-7: Clarifications in DF_PHONEBOOK level
	approved
	F
	7.3.0
	TEI7
	C6

	CP-050488
	31.103
	0032
	-
	5.11.0
	Rel-5
	Encoding of IMPI, IMPU and Domain; Rel-5
	approved
	F
	5.12.0
	TEI5
	C6

	CP-050492
	31.103
	0033
	-
	6.9.0
	Rel-6
	Encoding of IMPI, IMPU and Domain; Rel-6
	approved
	F
	6.10.0
	TEI6
	C6

	CP-050488
	31.103
	0034
	-
	5.11.0
	Rel-5
	"CR 31.103 Rel-5: Removal of "Subscription related procedures"""
	approved
	F
	5.12.0
	TEI5
	C6

	CP-050492
	31.103
	0035
	-
	6.9.0
	Rel-6
	"CR 31.103 Rel-6: Removal of "Subscription related procedures"""
	approved
	F
	6.10.0
	TEI6
	C6

	CP-050493
	31.111
	0149
	-
	6.6.0
	Rel-6
	Correction of the length of Bearer parameters for UTRAN Packet Service; Rel-6
	approved
	F
	6.7.0
	TEI6
	C6

	CP-050500
	31.111
	0150
	-
	7.1.0
	Rel-7
	Correction of the length of Bearer parameters for UTRAN Packet Service; Rel-7
	approved
	A
	7.2.0
	TEI7
	C6

	CP-050493
	31.111
	0151
	-
	6.6.0
	Rel-6
	CR 31.111: missing data objects concerning Frames; Rel-6
	approved
	F
	6.7.0
	TEI6
	C6

	CP-050497
	31.111
	0152
	-
	7.1.0
	Rel-7
	CR 31.111: missing data objects concerning Frames; Rel-7
	approved
	A
	7.2.0
	TEI7
	C6

	CP-050500
	31.111
	0153
	-
	7.1.0
	Rel-7
	Extension of BIP bearers with I-WLAN
	approved
	B
	7.2.0
	WLAN
	C6

	CP-050494
	31.121
	0090
	-
	6.1.0
	Rel-6
	CR 31.121: CR to create combined R99 – Rel-6 version
	approved
	F
	6.2.0
	TEI6
	C6

	CP-050484
	31.121
	0091
	-
	3.14.0
	R99
	CR 31.121, R99: CR to reference to next release of TS 31.121
	revised
	D
	
	TEI
	C6

	CP-050666
	31.121
	0091
	1
	3.14.0
	R99
	CR 31.121, R99: CR to reference to next release of TS 31.121
	approved
	F
	3.15.0
	TEI
	C6

	CP-050485
	31.121
	0092
	-
	4.13.0
	Rel-4
	CR 31.121, Rel-4: CR to reference to next release of TS 31.121
	revised
	D
	
	TEI4
	C6

	CP-050667
	31.121
	0092
	1
	4.13.0
	Rel-4
	CR 31.121, Rel-4: CR to reference to next release of TS 31.121
	approved
	A
	4.14.0
	TEI4
	C6

	CP-050489
	31.121
	0093
	-
	5.3.0
	Rel-5
	CR 31.121, Rel-5: CR to reference to next release of TS 31.121
	revised
	D
	
	TEI5
	C6

	CP-050669
	31.121
	0093
	1
	5.3.0
	Rel-5
	CR 31.121, Rel-5: CR to reference to next release of TS 31.121
	approved
	A
	5.4.0
	TEI5
	C6

	CP-050495
	31.124
	0028
	-
	6.2.1
	Rel-6
	CR 31.124: Correction of Send SS (UCS2) tests
	approved
	F
	6.3.0
	TEI6
	C6

	CP-050495
	31.124
	0029
	-
	6.2.1
	Rel-6
	CR 31.124: Essential Corrections in clause 27.22.4.11
	approved
	F
	6.3.0
	TEI6
	C6

	CP-050495
	31.124
	0030
	-
	6.2.1
	Rel-6
	CR 31.124 Rel-6: Corrections to Select Item (icons support)
	approved
	F
	6.3.0
	TEI6
	C6

	CP-050495
	31.124
	0031
	-
	6.2.1
	Rel-6
	CR 31.124: 27.22.7.4.1 Location Status Event (normal)
	approved
	F
	6.3.0
	TEI6
	C6

	CP-050495
	31.124
	0032
	-
	6.2.1
	Rel-6
	CR 31.124: Essential Corrections of Set Up Menu test
	approved
	F
	6.3.0
	TEI6
	C6

	CP-050495
	31.124
	0033
	-
	6.2.1
	Rel-6
	CR 31.124: Correction of applicability table and related addition of missing test sequences
	approved
	F
	6.3.0
	TEI6
	C6

	CP-050495
	31.124
	0034
	-
	6.2.1
	Rel-6
	CR 31.124: Correction in SMS-PP 1.4.1 TPDU of clause 27.22.4.22.1
	approved
	F
	6.3.0
	TEI6
	C6

	CP-050495
	31.124
	0035
	-
	6.2.1
	Rel-6
	CR 31.124: Essential Corrections of SMS-PP download message in Refresh test case
	approved
	F
	6.3.0
	TEI6
	C6

	CP-050495
	31.124
	0036
	-
	6.2.1
	Rel-6
	CR 31.124: Essential Correction in MO SHORT MESSAGE CONTROL BY USIM Deletion of sequence 1.9
	approved
	F
	6.3.0
	TEI6
	C6

	CP-050495
	31.124
	0037
	-
	6.2.1
	Rel-6
	CR 31.124: Deletion of SEQ 1.3 in clause 27.22.4.13.1
	approved
	F
	6.3.0
	TEI6
	C6

	CP-050486
	31.124
	0038
	-
	6.2.1
	Rel-5
	CR 31.124: Creation of a void Rel-5 specification pointing to Rel-6
	revised
	F
	
	TEI
	C6

	CP-050668
	31.124
	0038
	1
	6.2.1
	Rel-5
	CR 31.124: Creation of a void Rel-5 specification pointing to Rel-6
	approved
	A
	5.0.0
	TEI
	C6

	CP-050486
	31.124
	0039
	-
	6.2.1
	Rel-4
	CR 31.124: Creation of a void Rel-4 specification pointing to Rel-5
	revised
	F
	
	TEI
	C6

	CP-050668
	31.124
	0039
	1
	6.2.1
	Rel-4
	CR 31.124: Creation of a void Rel-4 specification pointing to Rel-5
	approved
	A
	4.0.0
	TEI
	C6

	CP-050486
	31.124
	0040
	-
	6.2.1
	R99
	CR 31.124: Creation of a void R99 specification pointing to Rel-4
	revised
	F
	
	TEI
	C6

	CP-050668
	31.124
	0040
	1
	6.2.1
	R99
	CR 31.124: Creation of a void R99 specification pointing to Rel-4
	approved
	F
	3.0.0
	TEI
	C6

	CP-050501
	31.900
	0017
	-
	6.1.0
	Rel-7
	Mapping of EF_LOCI for SIM and USIM application
	approved
	F
	7.0.0
	TEI7
	C6

	SP-050694
	32.111-2
	0046
	-
	5.7.0
	Rel-5
	Correction to getAlarmList
	approved
	F
	5.8.0
	OAM-NIM
	S5

	SP-050694
	32.111-2
	0047
	-
	6.5.0
	Rel-6
	Correction to getAlarmList
	approved
	A
	6.6.0
	OAM-NIM
	S5

	SP-050694
	32.111-3
	0046
	-
	5.6.0
	Rel-5
	Add missing definitions of the getAlarmList return value
	approved
	F
	5.7.0
	OAM-NIM
	S5

	SP-050694
	32.111-3
	0047
	-
	6.4.0
	Rel-6
	Add missing definitions of the getAlarmList return value
	approved
	A
	6.5.0
	OAM-NIM
	S5

	SP-050729
	32.152
	0005
	-
	6.3.0
	Rel-7
	Apply IS template - Align with 32.151
	approved
	F
	7.0.0
	OAM7-NIM
	S5

	SP-050693
	32.225
	0044
	-
	5.9.0
	Rel-5
	Correct RecordExtensions ASN.1 definitons  - Align with 32.205
	approved
	F
	5.10.0
	OAM-CH
	S5

	SP-050696
	32.251
	0025
	-
	6.4.0
	Rel-6
	Align Failure Handling procedure with new information added to eGCDRs
	approved
	F
	6.5.0
	CH-BC
	S5

	SP-050697
	32.251
	0026
	-
	6.4.0
	Rel-6
	Correct the List of Downstream nodes at the SGSN for MBMS charging - Align with 23.246 (MBMS stage 2)
	approved
	F
	6.5.0
	MBMS-CH
	S5

	SP-050696
	32.251
	0027
	-
	6.4.0
	Rel-6
	Add Abort Session Request as a trigger for starting and stopping PDP context and Flow Based Charging Credit Control sessions
	approved
	F
	6.5.0
	CH-BC
	S5

	SP-050696
	32.251
	0028
	-
	6.4.0
	Rel-6
	Align with common DCCA principles in 32.299
	approved
	F
	6.5.0
	CH-BC
	S5

	SP-050698
	32.260
	0011
	-
	6.3.0
	Rel-6
	Correct Diameter parts - Align with TS 32.299
	approved
	F
	6.4.0
	IMS2-CH
	S5

	SP-050698
	32.260
	0012
	-
	6.3.0
	Rel-6
	Add missing "DEREGISTER" to the currently identified triggers
	approved
	F
	6.4.0
	IMS2-CH
	S5

	SP-050701
	32.270
	0014
	-
	6.4.0
	Rel-6
	Align with 32.299: remove CC-Subsession-Id, CC-Correlation-Id, User-Name and Acct-Multi-Session-Id from the relevant parts of the CCR and CCA messages
	approved
	F
	6.5.0
	MMS6-CH
	S5

	SP-050701
	32.270
	0015
	-
	6.4.0
	Rel-6
	Correct Message-Type AVP to reflect trigger point for MM submission
	withdrawn
	F
	
	MMS6-CH
	S5

	SP-050701
	32.270
	0016
	-
	6.4.0
	Rel-6
	Use of User location information and RAT type in MMS charging - Align with 22.140 requirements
	approved
	F
	6.5.0
	MMS6-CH
	S5

	SP-050702
	32.272
	0005
	-
	6.1.0
	Rel-6
	Align PoC online charging with common DCCA principles in 32.299
	approved
	F
	6.2.0
	POC-CH
	S5

	SP-050702
	32.272
	0006
	-
	6.1.0
	Rel-6
	Complete online charging for Instant personal alerts
	approved
	F
	6.2.0
	POC-CH
	S5

	SP-050702
	32.272
	0007
	-
	6.1.0
	Rel-6
	Correct IMS-related information in PoC CDRs
	approved
	F
	6.2.0
	POC-CH
	S5

	SP-050702
	32.272
	0008
	-
	6.1.0
	Rel-6
	Correct PoC specific information for charging provided by PoC servers
	approved
	F
	6.2.0
	POC-CH
	S5

	SP-050703
	32.273
	0002
	-
	6.1.0
	Rel-6
	Align with common Diameter handling principles in 32.299
	approved
	F
	6.2.0
	MBMS-CH
	S5

	SP-050703
	32.273
	0003
	-
	6.1.0
	Rel-6
	Correction of PS information usage in MBMS - Align with 29.061 and 23.060
	approved
	F
	6.2.0
	MBMS-CH
	S5

	SP-050699
	32.298
	0016
	-
	6.1.0
	Rel-6
	Add missing FBC Parameter description - Align with 23.125 requirements
	approved
	F
	6.2.0
	CH-BC
	S5

	SP-050699
	32.298
	0017
	-
	6.1.0
	Rel-6
	Add ASN.1 definition of Failure Handling parameters - Align with 32.251
	approved
	F
	6.2.0
	CH-BC
	S5

	SP-050699
	32.298
	0018
	-
	6.1.0
	Rel-6
	Correct MMS CDR descriptions - Align with 22.140. Align ASN.1 definitions, include missing ASN.1
	approved
	F
	6.2.0
	MMS6-CH
	S5

	SP-050697
	32.298
	0019
	-
	6.1.0
	Rel-6
	Correct List of Downstream nodes at the SGSN for MBMS charging - Align with 23.246 (MBMS stage 2).
	approved
	F
	6.2.0
	MBMS-CH
	S5

	SP-050699
	32.298
	0020
	-
	6.1.0
	Rel-6
	Correct datatype Service Change Cause and include of cause values from the failure handling procedure.
	approved
	F
	6.2.0
	CH-BC
	S5

	SP-050702
	32.299
	0029
	-
	6.4.0
	Rel-6
	Correct the PoC specific information for charging provided by PoC servers
	approved
	F
	6.5.0
	POC-CH
	S5

	SP-050700
	32.299
	0030
	-
	6.4.0
	Rel-6
	Correct Debit Units operation parameter - Align with IETF RFC 4006
	approved
	F
	6.5.0
	IMS2-CH
	S5

	SP-050802
	32.299
	0031
	-
	6.4.0
	Rel-6
	Correct Message-Type AVP to reflect trigger point for MM submission
	approved
	F
	6.5.0
	MMS6-CH
	S5

	SP-050726
	32.300
	0006
	-
	6.2.0
	Rel-6
	Clarify DN string encoding applicability to all IRP technologies other than CMIP
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050716
	32.300
	0007
	-
	6.2.0
	Rel-6
	Add Annex A from 32.622t
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050710
	32.303
	0017
	-
	6.5.0
	Rel-6
	Correct CORBA method optional parameter types to optional CORBA types
	approved
	F
	6.6.0
	OAM-NIM
	S5

	SP-050711
	32.362
	0003
	-
	6.2.0
	Rel-6
	Apply Generic System Context
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050727
	32.403
	0080
	-
	7.0.0
	Rel-7
	Add TDD Radio Frequency Power counters for PM
	approved
	B
	7.1.0
	OAM7-PM
	S5

	SP-050727
	32.403
	0081
	-
	7.0.0
	Rel-7
	Correction for TDD Code Counters for PM
	approved
	F
	7.1.0
	OAM7-PM
	S5

	SP-050704
	32.403
	0082
	-
	7.0.0
	Rel-7
	Add DNS query measurements into 3GPP specifications.
	approved
	B
	7.1.0
	OAM-PM
	S5

	SP-050704
	32.403
	0083
	-
	7.0.0
	Rel-7
	Add AAA authentication measurements into 3GPP specifications.
	approved
	B
	7.1.0
	OAM-PM
	S5

	SP-050704
	32.403
	0084
	-
	7.0.0
	Rel-7
	Add periodic RA update measurements into 3GPP specifications.
	approved
	B
	7.1.0
	OAM-PM
	S5

	SP-050704
	32.403
	0085
	-
	7.0.0
	Rel-7
	Add failed RA update per cause measurements into 3GPP specifications.
	approved
	B
	7.1.0
	OAM-PM
	S5

	SP-050727
	32.403
	0086
	-
	7.0.0
	Rel-7
	Add UTRAN cell carrier RF loading PM measurements
	approved
	B
	7.1.0
	OAM7-PM
	S5

	SP-050727
	32.403
	0087
	-
	7.0.0
	Rel-7
	Add measurements about the number of OVSF codes used
	approved
	B
	7.1.0
	OAM7-PM
	S5

	SP-050706
	32.413
	0010
	-
	6.6.0
	Rel-6
	IDL errors causing Compilation errors in PM IRP CORBA solution set
	approved
	F
	6.7.0
	OAM-NIM
	S5

	SP-050708
	32.422
	0019
	-
	6.4.0
	Rel-6
	Correct Trace Activation/Deactivation Message names - Align with 29.002, 29.060, 29.232
	approved
	F
	6.5.0
	OAM-Trace
	S5

	SP-050708
	32.422
	0020
	-
	6.4.0
	Rel-6
	Align trace parameters in Signalling Based Activation (SBA) with 29.002
	approved
	F
	6.5.0
	OAM-Trace
	S5

	SP-050709
	32.423
	0005
	-
	6.3.0
	Rel-6
	Remove SFN-SFN observed time difference - Align with 25.331
	approved
	F
	6.4.0
	OAM-Trace
	S5

	SP-050709
	32.423
	0006
	-
	6.3.0
	Rel-6
	Correct name space URI
	approved
	F
	6.4.0
	OAM-Trace
	S5

	SP-050690
	32.423
	0007
	-
	7.0.0
	Rel-7
	Differentiate Trace Contents for FDD and TDD
	approved
	B
	7.1.0
	OAM7-Trace
	S5

	SP-050709
	32.423
	0008
	-
	7.0.0
	Rel-7
	Remove SFN-SFN observed time difference - Align with 25.331
	approved
	A
	7.1.0
	OAM-Trace
	S5

	SP-050709
	32.423
	0009
	-
	7.0.0
	Rel-7
	Correction to name space URI
	approved
	A
	7.1.0
	OAM-Trace
	S5

	SP-050707
	32.435
	0002
	-
	6.0.0
	Rel-6
	Inconsistent support for measurement values of type real between XML and ASN.1
	approved
	F
	6.1.0
	OAM-PM
	S5

	SP-050707
	32.435
	0003
	-
	7.0.0
	Rel-7
	Inconsistent support for measurement values of type real between XML and ASN.1
	approved
	A
	7.1.0
	OAM-PM
	S5

	SP-050712
	32.622
	0023
	-
	6.4.0
	Rel-6
	Correct Compliance rules
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-050716
	32.622
	0024
	-
	6.4.0
	Rel-6
	Delete Annex A (moved to 32.300)
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-050724
	32.622
	0025
	-
	6.4.0
	Rel-6
	Apply IS Template - Align with 32.151 and 32.152
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-050695
	32.632
	0018
	-
	5.7.0
	Rel-5
	Correct multiplicities of Containment/Naming and Association relationship in CN UTRAN NRM
	approved
	F
	5.8.0
	OAM-NIM
	S5

	SP-050695
	32.632
	0019
	-
	6.2.1
	Rel-6
	Correct multiplicities of Containment/Naming and Association relationship in CN UTRAN NRM
	approved
	A
	6.3.0
	OAM-NIM
	S5

	SP-050725
	32.634
	0011
	-
	6.1.0
	Rel-6
	Add link objects to the CN Resource Model IRP CMIP SS - Align with 32.632
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050717
	32.645
	0025
	-
	6.5.0
	Rel-6
	Correct errors in the definitions of some parameters in XML schema
	approved
	F
	6.6.0
	OAM-NIM
	S5

	SP-050713
	32.652
	0020
	-
	6.1.0
	Rel-6
	Correct relationships for External IOCs
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050723
	32.652
	0021
	-
	6.1.0
	Rel-6
	Apply IS Template and the UML Repertoire - Align with 32.151 and 32.152
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050721
	32.653
	0010
	-
	6.0.0
	Rel-6
	Correct IDL syntax errors preventing clean compilation
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050713
	32.655
	0012
	-
	6.1.0
	Rel-6
	Correct relationships for External IOCs - Align with IS in 32.652
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050722
	32.673
	0008
	-
	6.3.0
	Rel-6
	Correct IDL errors prevent compilation
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050715
	32.675
	0001
	-
	6.0.0
	Rel-6
	Correct State Management XML FFD
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050714
	32.692
	0003
	-
	6.1.0
	Rel-6
	Correct support qualifier - Align IS with requirements in 32.690
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050718
	32.713
	0001
	-
	6.0.0
	Rel-6
	Correct the inconsistency of TransportNetworkInterface - Align with IS in 32.712
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050720
	32.742
	0001
	-
	6.0.0
	Rel-6
	Correct definition of linkTpStatus in IS - Align with ITU-T Q.751.1
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050720
	32.743
	0001
	-
	6.0.0
	Rel-6
	Correct definition of LinkStatusType in IDL - Align with 32.742 (ITU-T Q.751.1)
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050720
	32.745
	0001
	-
	6.0.0
	Rel-6
	Correct definition of linkTpStatus in XML Schema - Align with 32.742 (ITU-T Q.751.1)
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050719
	32.745
	0002
	-
	6.0.0
	Rel-6
	Correct inconsistency of MtpSignPoint in XML schema - Align with IS in 32.742
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050771
	33.102
	0196
	-
	6.4.0
	Rel-6
	Clarify key set handling for PS handover
	approved
	F
	6.5.0
	SPSHAGB
	S3

	SP-050761
	33.102
	0197
	-
	5.6.0
	Rel-5
	Correction on Keystatus sent by CN node in Security Mode Command
	approved
	F
	5.7.0
	TEI
	S3

	SP-050761
	33.102
	0198
	-
	6.4.0
	Rel-6
	Correction on Keystatus sent by CN node in Security Mode Command
	approved
	A
	6.5.0
	TEI
	S3

	SP-050779
	33.107
	0054
	-
	7.1.0
	Rel-7
	Start of interception for already attached UE
	approved
	B
	7.2.0
	LI-7A
	S3

	SP-050763
	33.107
	0055
	-
	6.5.0
	Rel-6
	Availability of IMSI at PDG
	approved
	F
	6.6.0
	SEC1-LI
	S3

	SP-050763
	33.107
	0056
	-
	7.1.0
	Rel-7
	Availability of IMSI at PDG
	approved
	A
	7.2.0
	SEC1-LI
	S3

	SP-050778
	33.108
	0077
	-
	7.2.0
	Rel-7
	ASN.1 module cleanup.
	approved
	F
	7.3.0
	LI-7A
	S3

	SP-050778
	33.108
	0078
	-
	7.2.0
	Rel-7
	Adding definition for 'Precision'.
	approved
	D
	7.3.0
	LI-7A
	S3

	SP-050779
	33.108
	0079
	-
	7.2.0
	Rel-7
	Start of interception for already attached UE
	approved
	B
	7.3.0
	LI-7A
	S3

	SP-050762
	33.108
	0080
	-
	6.9.0
	Rel-6
	Wrong references to tables for subaddress
	approved
	F
	6.10.0
	SEC1-LI
	S3

	SP-050762
	33.108
	0081
	-
	7.2.0
	Rel-7
	Wrong references to tables for subaddress
	approved
	A
	7.3.0
	SEC1-LI
	S3

	SP-050778
	33.108
	0082
	-
	7.2.0
	Rel-7
	Alignment with ETSI TS 101 671 - Clarification on CIN
	approved
	F
	7.3.0
	LI-7A
	S3

	SP-050764
	33.203
	0088
	-
	6.8.0
	Rel-6
	Correction of text on negotiation of confidentiality algorithms
	approved
	F
	6.9.0
	IMS2
	S3

	SP-050773
	33.203
	0089
	-
	6.8.0
	Rel-7
	Extension of scope to encompass TISPAN NGN by addition of normative annex
	revised
	B
	
	FBI
	S3

	SP-050821
	33.203
	0089
	1
	6.8.0
	Rel-7
	Extension of scope to encompass fixed broadband networks by addition of normative annex
	revised
	B
	
	FBI
	S3

	SP-050840
	33.203
	0089
	2
	6.8.0
	Rel-7
	Extension of scope to encompass fixed broadband networks by addition of normative annex
	revised
	B
	
	FBI
	S3

	SP-050844
	33.203
	0089
	3
	6.8.0
	Rel-7
	Extension of scope to encompass fixed broadband networks by addition of normative annex
	approved
	B
	7.0.0
	FBI
	S3

	SP-050774
	33.210
	0017
	-
	6.5.0
	Rel-7
	Extension of scope to encompass TISPAN NGN
	revised
	C
	
	FBI
	S3

	SP-050822
	33.210
	0017
	1
	6.5.0
	Rel-7
	Extension of scope to encompass TISPAN NGN
	revised
	C
	
	FBI
	S3

	SP-050841
	33.210
	0017
	2
	6.5.0
	Rel-7
	Extension of scope to encompass fixed broadband networks
	approved
	C
	7.0.0
	IMS-SE
	S3

	SP-050768
	33.220
	0072
	-
	6.6.0
	Rel-6
	NAF_Id encoding
	approved
	F
	6.7.0
	SEC1-SC
	S3

	SP-050768
	33.220
	0073
	-
	7.1.1
	Rel-7
	NAF_Id encoding
	approved
	A
	7.2.0
	SEC1-SC
	S3

	SP-050775
	33.220
	0074
	-
	7.1.1
	Rel-7
	Informative annex with examples on interoperator GBA usage
	approved
	B
	7.2.0
	GAA2
	S3

	SP-050775
	33.220
	0075
	-
	7.1.1
	Rel-7
	Clarification of local policy enforcement
	approved
	F
	7.2.0
	GAA2
	S3

	SP-050777
	33.220
	0076
	-
	7.1.1
	Rel-7
	Alignment of 2G GBA with recent CRs
	approved
	F
	7.2.0
	2GGBA
	S3

	SP-050777
	33.220
	0077
	-
	7.1.1
	Rel-7
	Addition of information requested by SA plenary on 2G GBA
	approved
	F
	7.2.0
	2GGBA
	S3

	SP-050777
	33.220
	0078
	-
	7.1.1
	Rel-7
	IMPI obtained from IMSI in 2G GBA
	approved
	F
	7.2.0
	2GGBA
	S3

	SP-050775
	33.220
	0079
	-
	7.1.1
	Rel-7
	Removal of possible interoperability problems
	approved
	F
	7.2.0
	GAA2
	S3

	SP-050765
	33.234
	0072
	-
	6.6.0
	Rel-6
	IMSI availability at PDG
	approved
	F
	6.7.0
	WLAN
	S3

	SP-050766
	33.246
	0079
	-
	6.4.0
	Rel-6
	ROC synchronization
	approved
	F
	6.5.0
	MBMS
	S3

	SP-050766
	33.246
	0080
	-
	6.4.0
	Rel-6
	Correction on MSK processing in case of solicited pull procedure
	approved
	F
	6.5.0
	MBMS
	S3

	SP-050766
	33.246
	0081
	-
	6.4.0
	Rel-6
	Handling several status codes in one response message
	approved
	F
	6.5.0
	MBMS
	S3

	SP-050766
	33.246
	0082
	-
	6.4.0
	Rel-6
	Definition of newer MSK
	approved
	F
	6.5.0
	MBMS
	S3

	SP-050769
	33.978
	0010
	-
	6.2.0
	Rel-6
	Correction of CR implementation
	approved
	F
	6.3.0
	SEC-IMS
	S3

	SP-050769
	33.978
	0011
	-
	6.2.0
	Rel-6
	Use of IMPU in HTTP header for HTTP security mechanism
	approved
	F
	6.3.0
	SEC-IMS
	S3

	SP-050769
	33.978
	0012
	-
	6.2.0
	Rel-6
	Correction of Sh Secure IP Address Binding Information Notification Inconsistency
	approved
	F
	6.3.0
	SEC-IMS
	S3

	RP-050767
	34.108
	0461
	-
	6.0.0
	Rel-6
	Correction to 34.108: RF Radio Bearer setup message for HSDPA testing
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050720
	34.108
	0462
	-
	6.0.0
	Rel-6
	Changes, additions and corrections to GPS scenarios and assistance data in TS 34.108
	approved
	F
	6.1.0
	AGPS_Test
	R5

	RP-050716
	34.108
	0463
	-
	6.0.0
	Rel-6
	Generic test procedure for EDCH RF testing
	approved
	F
	6.1.0
	EDCH_Test
	R5

	RP-050769
	34.108
	0464
	-
	6.0.0
	Rel-6
	Correction of UE test states for RF testing.
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050769
	34.108
	0465
	-
	6.0.0
	Rel-6
	Removal of temporary BLER measurement configuration
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050780
	34.108
	0466
	-
	6.0.0
	Rel-6
	Introduction of UMTS1700 for TS34.108
	approved
	B
	6.1.0
	RInlmp-UMTS1700
	R5

	RP-050767
	34.108
	0467
	-
	6.0.0
	Rel-6
	Re-definition of reference radio bearer configuration for MAC-hs test case 7.1.5.2
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050767
	34.108
	0468
	-
	6.0.0
	Rel-6
	Introduction of additional HSDPA radio bearer combination
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050717
	34.108
	0469
	-
	6.0.0
	Rel-6
	CR to 34.108; Correction to default message content in INITIAL DIRECT TRANSFER
	approved
	F
	6.1.0
	NTShar-UTRANEnh_Test
	R5

	RP-050716
	34.108
	0470
	-
	6.0.0
	Rel-6
	CR to 34.108 Rel-6; Generic Setup Procedure and Default RRC Messages for Enhanced Uplink Tests
	approved
	F
	6.1.0
	EDCH_Test
	R5

	RP-050716
	34.108
	0471
	-
	6.0.0
	Rel-6
	Generic reference bearer radio configurations for E-DCH testing
	approved
	F
	6.1.0
	EDCH_Test
	R5

	RP-050716
	34.108
	0472
	-
	6.0.0
	Rel-6
	Addition of basic radio bearer combinations for E-DCH testing
	approved
	F
	6.1.0
	EDCH_Test
	R5

	RP-050718
	34.108
	0473
	-
	6.0.0
	Rel-6
	CR to TS34.108; Correction to the default system information block type3 for DSAC
	approved
	F
	6.1.0
	ACBOP_Test
	R5

	RP-050769
	34.108
	0474
	-
	6.0.0
	Rel-6
	Editorial corrections to TS 34.108
	approved
	D
	6.1.0
	TEI_Test
	R5

	RP-050769
	34.108
	0475
	-
	6.0.0
	Rel-6
	Removal of deprecated values from the default contents for RRC Connection Setup (Cell FACH) and RRC Connection Release (Cell DCH) messages.
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050769
	34.108
	0476
	-
	6.0.0
	Rel-6
	Correction to the default RRC message contents for the IE "UARFCN uplink (Nu)"
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050769
	34.108
	0477
	-
	6.0.0
	Rel-6
	Correction of references to IB UL:8 DL:8 kbps transport channel parameters in reference radio bearer configuration 6.10.2.4.1.58a
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050769
	34.108
	0478
	-
	6.0.0
	Rel-6
	Correction of UE states tables for Generic setup procedures.
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050769
	34.108
	0479
	-
	6.0.0
	Rel-6
	Corrections to default message contents of 'HANDOVER FROM UTRAN COMMAND-GSM' message.
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050776
	34.108
	0480
	-
	6.0.0
	Rel-6
	Addition of multi-rate AMR-NB configuration with SRB#5
	approved
	F
	6.1.0
	TEI4_Test
	R5

	RP-050769
	34.108
	0481
	-
	6.0.0
	Rel-6
	Proposed CR to 34.108 [R6 version, R99 affected] to change slot format for AMR 5.9 mono rate RAB
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050769
	34.108
	0482
	-
	6.0.0
	Rel-6
	Correction to puncturing limit in radio bearer configuration 6.10.2.4.1.38a
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050777
	34.108
	0483
	-
	6.0.0
	Rel-6
	Introduction of third RAB sublfow to WB-AMR test configurations
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050833
	34.108
	0484
	-
	6.0.0
	Rel-6
	Correction to RADIO BEARER SETUP message for HSDPA RF testing
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050832
	34.108
	0485
	-
	6.0.0
	Rel-6
	Correction to test procedure for HSDPA RF testing
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050767
	34.121
	0595
	-
	6.2.0
	Rel-6
	Correction to 34.121 for HSDPA test case 5.7A: HS-DPCCH
	approved
	F
	6.3.0
	HSDPA_Test
	R5

	RP-050767
	34.121
	0596
	-
	6.2.0
	Rel-6
	Correction to 34.121: UE Capabilities for HSDPA testing
	approved
	F
	6.3.0
	HSDPA_Test
	R5

	RP-050767
	34.121
	0597
	-
	6.2.0
	Rel-6
	Correction to power step size for HSDPA test case 5.7A: HS-DPCCH
	approved
	F
	6.3.0
	HSDPA_Test
	R5

	RP-050716
	34.121
	0598
	-
	6.2.0
	Rel-6
	Addition of reference measurement channel for E-DCH RF testing
	approved
	F
	6.3.0
	EDCH_Test
	R5

	RP-050719
	34.121
	0599
	-
	6.2.0
	Rel-6
	Restructuring of chapter 9.4 (HS-SCCH detection performance)
	approved
	F
	6.3.0
	RInImp-HSPerf-RxDiv_Test
	R5

	RP-050719
	34.121
	0600
	-
	6.2.0
	Rel-6
	Addition of HSDPA Enhanced performance requirements plus splitting of Test Cases in Sections 9.2.1, 9.2.2 and 9.2.3
	approved
	B
	6.3.0
	RInImp-HSPerf-RxDiv_Test
	R5

	RP-050767
	34.121
	0601
	-
	6.2.0
	Rel-6
	Addition of Open and Closed loop diversity Rel-6 test cases for CQI reporting in section 9.3 and calculation of BLER during CQI reporting tests
	approved
	B
	6.3.0
	HSDPA_Test
	R5

	RP-050770
	34.121
	0602
	-
	6.2.0
	Rel-6
	Modification of the protection band for PHS
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0603
	-
	6.2.0
	Rel-6
	Revision of additional receiver spurious emissions requirements on 800MHz band in Japan
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0604
	-
	6.2.0
	Rel-6
	Clarification of UE measurement reference point
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0605
	-
	6.2.0
	Rel-6
	Addition of test tolerance to Change of TFC Test Case
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0606
	-
	6.2.0
	Rel-6
	Addition of test tolerance to Power setting in Uplink compressed mode Test Case
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0607
	-
	6.2.0
	Rel-6
	Correction to TC5.4.1 and 5.5.2 <REFIor> and levels
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0608
	-
	6.2.0
	Rel-6
	Correction to TS34.121 TC7.7.3
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0609
	-
	6.2.0
	Rel-6
	Correction to Measurement Configuration in TS34.121 Chapter 7
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0610
	-
	6.2.0
	Rel-6
	Clarification on TFCS size for DCH demodulation requirements
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0611
	-
	6.2.0
	Rel-6
	Correction to TC7.7.2 statistical requirements
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050776
	34.121
	0612
	-
	6.2.0
	Rel-6
	Test time optimization for test cases 7.11 and 7.12
	approved
	F
	6.3.0
	TEI4_Test
	R5

	RP-050770
	34.121
	0613
	-
	6.2.0
	Rel-6
	Modification of BLER target in RRM hard handover test cases
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0614
	-
	6.2.0
	Rel-6
	Removal of some event 1C reporting which may fill RLC buffer in RRM testcases 8.6.1.2 and 8.6.1.2A
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0615
	-
	6.2.0
	Rel-6
	Correction to 8.2.3.1 and 8.2.3.2 Monitored cell list information added
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0616
	-
	6.2.0
	Rel-6
	Correction to  8.3.1 Test procedure
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0617
	-
	6.2.0
	Rel-6
	Clarification of monitored cell list
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0618
	-
	6.2.0
	Rel-6
	Correction to 8.3.7 Cell Re-selection in URA_PCH
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0619
	-
	6.2.0
	Rel-6
	Addition of integrity check info in MEASUREMENT CONTROL messages
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050777
	34.121
	0620
	-
	6.2.0
	Rel-6
	Correction to SIB 11 of 8.6.2.2 in Annex I
	approved
	F
	6.3.0
	TEI5_Test
	R5

	RP-050779
	34.121
	0621
	-
	6.2.0
	Rel-6
	New test scenario: 8.2.3.3 Scenario 3: HCS with only UTRA level changed.
	approved
	F
	6.3.0
	TEI6_Test
	R5

	RP-050779
	34.121
	0622
	-
	6.2.0
	Rel-6
	Introduction of PRACH timing accuracy test
	approved
	F
	6.3.0
	TEI6_Test
	R5

	RP-050770
	34.121
	0623
	-
	6.2.0
	Rel-6
	Correction to Measurement Report messages
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0624
	-
	6.2.0
	Rel-6
	Corrections to Annex F for Change of TFC
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050770
	34.121
	0625
	-
	6.2.0
	Rel-6
	Removal of temporary BLER measurement configuration
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-050780
	34.121
	0626
	-
	6.2.0
	Rel-6
	Introduction of UMTS1700 for TS34.121
	approved
	B
	6.3.0
	RInlmp-UMTS1700
	R5

	RP-050777
	34.122
	0194
	-
	5.1.0
	Rel-5
	Adding terminal Baseline and Service Implementation Capabilities of 1.28Mcps TDD
	approved
	F
	5.2.0
	TEI5_Test
	R5

	RP-050777
	34.122
	0195
	-
	5.1.0
	Rel-5
	Correction to power control downlink – 1.28 Mcps TDD option
	approved
	F
	5.2.0
	TEI5_Test
	R5

	RP-050777
	34.122
	0196
	-
	5.1.0
	Rel-5
	Correction to blocking exceptions for 1.28 Mcps TDD option
	approved
	F
	5.2.0
	TEI5_Test
	R5

	RP-050777
	34.122
	0197
	-
	5.1.0
	Rel-5
	Name correction of logical and transport channels
	approved
	F
	5.2.0
	TEI5_Test
	R5

	RP-050777
	34.122
	0198
	-
	5.1.0
	Rel-5
	Correction to power definitions
	approved
	F
	5.2.0
	TEI5_Test
	R5

	RP-050777
	34.122
	0199
	-
	5.1.0
	Rel-5
	Completing 1.28Mcps TDD/FDD cell reselection in idle mode
	approved
	F
	5.2.0
	TEI5_Test
	R5

	RP-050777
	34.122
	0200
	-
	5.1.0
	Rel-5
	Adding OCNS_Ec/Ior and correcting Ioc
	approved
	F
	5.2.0
	TEI5_Test
	R5

	RP-050777
	34.122
	0201
	-
	5.1.0
	Rel-5
	Correction of Cell Re-selection in CELL_FACH
	approved
	F
	5.2.0
	TEI5_Test
	R5

	RP-050781
	34.123-1
	1368
	-
	6.0.0
	Rel-6
	Correction to WI 14/1 HSDPA RRC testcase 8.2.2.40
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1369
	-
	6.0.0
	Rel-6
	Correction to WI 14/2 HSDPA RRC testcase 8.2.6.41
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1370
	-
	6.0.0
	Rel-6
	Correction to WI 14 HSDPA RRC testcases 8.3.1.34 and 8.3.1.36
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1371
	-
	6.0.0
	Rel-6
	Correction to WI 14/1 HSDPA RRC testcase 8.2.1.32
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1372
	-
	6.0.0
	Rel-6
	Correction to WI 14 Inter-RAT cell change order from UTRAN testcase 8.3.11.10
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1373
	-
	6.0.0
	Rel-6
	Correction to WI 14 HSDPA RRC testcases 8.2.1.30, 8.2.2.39, 8.2.2.42, 8.2.3.32, 8.2.3.33, 8.2.6.41, 8.2.6.42, 8.2.6.46.
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1374
	-
	6.0.0
	Rel-6
	Correction to WI 14 HSDPA RRC testcase 8.3.1.33
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1375
	-
	6.0.0
	Rel-6
	Correction to WI 14/2 HSDPA RRC testcase 8.3.1.37
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1376
	-
	6.0.0
	Rel-6
	Correction to HSDPA generic radio bearer test procedure (section 14.1.3)
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1377
	-
	6.0.0
	Rel-6
	Correction to WI-14/1 HSDPA test case 7.1.5.5
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1378
	-
	6.0.0
	Rel-6
	Correction to WI-14/2 HSDPA test case 8.2.6.46
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1379
	-
	6.0.0
	Rel-6
	Corrections to WI-14 test case 8.3.7.14
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1380
	-
	6.0.0
	Rel-6
	Correction to Testcase 8.2.2.41
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1381
	-
	6.0.0
	Rel-6
	Correction to Radio Bearer Release Testcases (with HS-DSCH)
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1382
	-
	6.0.0
	Rel-6
	Correction to Testcase 8.3.4.9
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1383
	-
	6.0.0
	Rel-6
	Correction to Testcase 7.1.5.3
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1384
	-
	6.0.0
	Rel-6
	Correction to Testcase 7.1.5.4
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1385
	-
	6.0.0
	Rel-6
	Correction to Testcase 8.3.1.36
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050781
	34.123-1
	1386
	-
	6.0.0
	Rel-6
	New radio bearer test cases for HSDPA WB AMR
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050717
	34.123-1
	1387
	-
	6.0.0
	Rel-6
	New test case:  (6.1.2.11 Cell reselection in shared network environment)
	approved
	F
	6.1.0
	NTShar-UTRANEnh_Test
	R5

	RP-050717
	34.123-1
	1388
	-
	6.0.0
	Rel-6
	New RRC test case:  8.3.3.4 UTRAN Mobility Information: Shared Network
	approved
	F
	6.1.0
	NTShar-UTRANEnh_Test
	R5

	RP-050716
	34.123-1
	1389
	-
	6.0.0
	Rel-6
	Addition of RADIO BEARER SETUP test case for EDCH
	approved
	F
	6.1.0
	EDCH_Test
	R5

	RP-050716
	34.123-1
	1390
	-
	6.0.0
	Rel-6
	Addition of RADIO BEARER RELEASE test case for EDCH
	approved
	F
	6.1.0
	EDCH_Test
	R5

	RP-050718
	34.123-1
	1391
	-
	6.0.0
	Rel-6
	CR to TS34.123-1; Adding a new test case for DSAC
	approved
	F
	6.1.0
	ACBOP_Test
	R5

	RP-050718
	34.123-1
	1392
	-
	6.0.0
	Rel-6
	Addition of new MM location updating test case for DSAC.
	approved
	F
	6.1.0
	ACBOP_Test
	R5

	RP-050718
	34.123-1
	1393
	-
	6.0.0
	Rel-6
	Addition of new MM connection test case for DSAC.
	approved
	F
	6.1.0
	ACBOP_Test
	R5

	RP-050718
	34.123-1
	1394
	-
	6.0.0
	Rel-6
	Introduction of new GMM test cases for Domain Specific Access Control in a network that operates in mode II.
	approved
	F
	6.1.0
	ACBOP_Test
	R5

	RP-050718
	34.123-1
	1395
	-
	6.0.0
	Rel-6
	Introduction of new GMM test cases for Domain Specific Access Control in a network that operates in mode I.
	approved
	F
	6.1.0
	ACBOP_Test
	R5

	RP-050777
	34.123-1
	1396
	-
	6.0.0
	Rel-6
	Change the System Information 11 (TDD) in 8.1.2.10.
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050777
	34.123-1
	1397
	-
	6.0.0
	Rel-6
	Change the cell 1 power (TDD) at T1 and T2 in 8.3.1.21
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050777
	34.123-1
	1398
	-
	6.0.0
	Rel-6
	Change Request to TC 8.3.1.22
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050777
	34.123-1
	1399
	-
	6.0.0
	Rel-6
	Change the context of TRANSPORT CHANNEL RECONFIGURATION(TDD) in TC 8.2.4.1
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050777
	34.123-1
	1400
	-
	6.0.0
	Rel-6
	Add the context of TRANSPORT CHANNEL RECONFIGURATION (TDD) in TC 8.2.4.1a, 8.2.4.3, 8.2.4.4, 8.2.4.10
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050777
	34.123-1
	1401
	-
	6.0.0
	Rel-6
	Add  P-CCPCH  power for TDD in TC 8.3.11.6
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050771
	34.123-1
	1402
	-
	6.0.0
	Rel-6
	Corrections to WI-10 test case 6.1.1.4
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1403
	-
	6.0.0
	Rel-6
	CR to 34.123-1: Correction to WI-010 (P2) test case 6.2.2.3
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1404
	-
	6.0.0
	Rel-6
	Editorial correction of missing generic test procedures to check UE's state according to Annex C.
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1405
	-
	6.0.0
	Rel-6
	Correction to WI 10 and WI 12 RRC testcases 8.1.2.4, 8.1.2.10, 8.1.2.11, 8.1.10.1
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1406
	-
	6.0.0
	Rel-6
	Correction to WI 10/4 RRC test case 8.1.3.9
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1407
	-
	6.0.0
	Rel-6
	Corrections to WI-10 test case 8.1.10.1
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1408
	-
	6.0.0
	Rel-6
	Correction of WI-12 InterRAT test cases 8.1.2.12 and 8.1.2.13
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050777
	34.123-1
	1409
	-
	6.0.0
	Rel-6
	Correction to Testcase 8.1.2.14
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050777
	34.123-1
	1410
	-
	6.0.0
	Rel-6
	Correction to Testcase 8.1.2.15
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050771
	34.123-1
	1411
	-
	6.0.0
	Rel-6
	Correction to WI 10 and WI 12 RRC testcases 8.2.1.24, 8.2.1.34, 8.2.2.31, 8.2.2.43, 8.2.6.37, 8.2.6.38
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1412
	-
	6.0.0
	Rel-6
	Corrections to WI-10 test case 8.2.2.35
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1413
	-
	6.0.0
	Rel-6
	Correction to WI-010 RRC test case 8.2.6.37
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1414
	-
	6.0.0
	Rel-6
	Correction to WI-12 test case 8.2.6.44
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1415
	-
	6.0.0
	Rel-6
	Correction to WI 10/4 Inter-RAT cell change order from UTRAN testcase 8.3.11.4
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1416
	-
	6.0.0
	Rel-6
	Correction to WI 10/4 Inter-system Handover from UTRAN to GSM testcase 8.3.7.12
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1417
	-
	6.0.0
	Rel-6
	Corrections to WI-10 test case 8.3.1.21
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1418
	-
	6.0.0
	Rel-6
	Corrections to WI-10 test case 8.3.2.13
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050777
	34.123-1
	1419
	-
	6.0.0
	Rel-6
	Correction to WI-013 test case 8.3.1.40
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050771
	34.123-1
	1420
	-
	6.0.0
	Rel-6
	Correction of WI-10 InterRAT test cases 8.3.7.x
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1421
	-
	6.0.0
	Rel-6
	Corrections to WI-10 test case 8.3.1.18
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1422
	-
	6.0.0
	Rel-6
	Correction to WI-10/4 InterRAT test cases 8.3.11.1, 8.3.11.4
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050777
	34.123-1
	1423
	-
	6.0.0
	Rel-6
	Correction to WI-13 InterRAT test cases 8.3.11.12, 8.3.11.13
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050771
	34.123-1
	1424
	-
	6.0.0
	Rel-6
	Correction to WI-10/4 InterRAT test cases 8.3.9.1, 8.3.9.3, 8.3.9.5
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1425
	-
	6.0.0
	Rel-6
	Correction to WI-12 RRC test case 8.3.1.30
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1426
	-
	6.0.0
	Rel-6
	Correction to WI 10 and WI 12 RRC testcases 8.4.1.2, 8.4.1.6, 8.4.1.8, 8.4.1.25, 8.4.1.42, 8.4.1.43
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1427
	-
	6.0.0
	Rel-6
	Correction to WI 12 RRC testcase 8.4.1.6
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1428
	-
	6.0.0
	Rel-6
	Corrections to WI-12 test case 8.4.1.14
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1429
	-
	6.0.0
	Rel-6
	Corrections to WI-10 test case 8.4.1.3
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1430
	-
	6.0.0
	Rel-6
	Corrections to WI-10 test case 8.4.1.41
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1431
	-
	6.0.0
	Rel-6
	Corrections to WI-12 test case 8.4.1.6
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1432
	-
	6.0.0
	Rel-6
	Corrections to WI-10 test case 8.4.1.7
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1433
	-
	6.0.0
	Rel-6
	Correction to WI-10/3 InterRAT test cases 8.4.1.31, 8.4.1.33, 8.4.1.34, 8.4.1.35, 8.4.1.36, 8.4.1.40
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1434
	-
	6.0.0
	Rel-6
	Corrections to WI-010 test cases 8.4.1.33, 8.4.1.34, 8.4.1.35, 8.4.1.36, 8.4.1.37, 8.4.1.38, 8.4.1.39 and 8.4.1.40
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1435
	-
	6.0.0
	Rel-6
	Correction of RRC test cases 8.4.1.6 and 8.4.1.7
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1436
	-
	6.0.0
	Rel-6
	Correction of test case 8.4.1.8
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1437
	-
	6.0.0
	Rel-6
	Correction to MM section 9 to clarify test procedure for the PS registration in case of manual attach UE
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1438
	-
	6.0.0
	Rel-6
	Correction to WI 12 NAS test case 9.4.3.3
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1439
	-
	6.0.0
	Rel-6
	Correction of MM test case 9.4.2.4
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1440
	-
	6.0.0
	Rel-6
	Correction to WI 10 NAS test cases 12.9.12, 12.9.13 & 12.9.14
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1441
	-
	6.0.0
	Rel-6
	Correction to GMM test cases in clause12
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1442
	-
	6.0.0
	Rel-6
	Correction to WI-12 GMM test case 12.3.2.7
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1443
	-
	6.0.0
	Rel-6
	Correction to DPCCH Power Offset IE in RADIO BEARER SETUP message: AM or UM (Packet to CELL_DCH from CELL_DCH in PS).
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1444
	-
	6.0.0
	Rel-6
	Correction to WI 10/3 RB CTCH test case 14.4.4
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1445
	-
	6.0.0
	Rel-6
	Corrections to WI-12 test case 14.2.9
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050772
	34.123-1
	1446
	-
	6.0.0
	Rel-6
	Corrections to low priority test cases 14.2.10 and 14.2.11
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050776
	34.123-1
	1447
	-
	6.0.0
	Rel-6
	Addition of test case for multi-rate AMR-NB configuration using SRB#5
	approved
	F
	6.1.0
	TEI4_Test
	R5

	RP-050772
	34.123-1
	1448
	-
	6.0.0
	Rel-6
	Correction to WI 12 Short message service cell broadcast test case 16.3
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050771
	34.123-1
	1449
	-
	6.0.0
	Rel-6
	Corrections to GCF WI-15 test case 17.2.4.10
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050781
	34.123-1
	1450
	-
	6.0.0
	Rel-6
	New radio bearer test cases for HSDPA streaming
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050771
	34.123-1
	1451
	-
	6.0.0
	Rel-6
	Corrections to WI-10 NAS test case 9.4.5.4.1
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050777
	34.123-1
	1452
	-
	6.0.0
	Rel-6
	Correction to GCF WI-10  RLC test cases 7.1.3.1, 7.2.2.2, 7.2.2.3, 7.2.2.4, 7.2.2.5, 7.2.2.6 and 7.2.2.7
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050781
	34.123-1
	1453
	-
	6.0.0
	Rel-6
	Correction to RAB HSDPA generic procedure.
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050767
	34.123-2
	0220
	-
	6.0.0
	Rel-6
	Update of applicability for HSDPA radio bearer test cases
	approved
	F
	6.1.0
	HSDPA_Test
	R5

	RP-050717
	34.123-2
	0221
	-
	6.0.0
	Rel-6
	New test case (applicability):  (6.1.2.11 Cell reselection in shared network environment)
	approved
	F
	6.1.0
	NTShar-UTRANEnh_Test
	R5

	RP-050717
	34.123-2
	0222
	-
	6.0.0
	Rel-6
	New RRC test case (applicability):  8.3.3.4 UTRAN Mobility Information: Shared Network
	approved
	F
	6.1.0
	NTShar-UTRANEnh_Test
	R5

	RP-050716
	34.123-2
	0223
	-
	6.0.0
	Rel-6
	Addition of RRC test cases for E-DCH to applicability table
	approved
	F
	6.1.0
	EDCH_Test
	R5

	RP-050718
	34.123-2
	0224
	-
	6.0.0
	Rel-6
	Addition of new DSAC test case to the applicability table
	approved
	F
	6.1.0
	ACBOP_Test
	R5

	RP-050718
	34.123-2
	0225
	-
	6.0.0
	Rel-6
	Addition of MM test cases for DSAC to applicability table
	approved
	F
	6.1.0
	ACBOP_Test
	R5

	RP-050718
	34.123-2
	0226
	-
	6.0.0
	Rel-6
	Update of Applicability table for GMM test cases of DSAC
	approved
	F
	6.1.0
	ACBOP_Test
	R5

	RP-050769
	34.123-2
	0227
	-
	6.0.0
	Rel-6
	Corrections to TS 34.123-2, Table1: Applicability of Tests and Table A.18c: FDD interoperability radio bearer capabilities for combinations on DPCH for R99 low prio TCs
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050769
	34.123-2
	0228
	-
	6.0.0
	Rel-6
	Corrections to TS 34.123-2, Table1: Applicability of Tests and Table A.18c: FDD interoperability radio bearer capabilities for combinations on DPCH for R99 high prio TCs
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050777
	34.123-2
	0229
	-
	6.0.0
	Rel-6
	Correction to the applicability of WI-013 test cases 8.3.1.38 & 8.3.1.39
	approved
	F
	6.1.0
	TEI5_Test
	R5

	RP-050776
	34.123-2
	0230
	-
	6.0.0
	Rel-6
	Addition of applicability statements for new AMR-NB test case
	approved
	F
	6.1.0
	TEI4_Test
	R5

	RP-050769
	34.123-2
	0231
	-
	6.0.0
	Rel-6
	Addition of Mnemonic-column and parameters to ICS proforma tables in Annex A.
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050769
	34.123-2
	0232
	-
	6.0.0
	Rel-6
	Corrections to conditional statements and removal of one test.
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050769
	34.123-2
	0233
	-
	6.0.0
	Rel-6
	Corrections to the applicability of WI-010 test cases 8.4.1.33, 8.4.1.34, 8.4.1.35, 8.4.1.36, 8.4.1.37, 8.4.1.38, 8.4.1.39 and 8.4.1.40
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050769
	34.123-2
	0234
	-
	6.0.0
	Rel-6
	Correction to the Applicability table for the test cases 8.3.7.2 and 8.3.7.3
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050769
	34.123-2
	0235
	-
	6.0.0
	Rel-6
	Correction to A-GPS test case applicability 17.2.4.7 and 17.2.4.8
	approved
	F
	6.1.0
	TEI_Test
	R5

	RP-050713
	34.123-3
	1441
	-
	5.2.0
	Rel-5
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050766
	34.123-3
	1442
	-
	5.2.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.4.7 to AGPS ATS V5.2.0
	approved
	B
	5.3.0
	AGPS_Test
	R5

	RP-050766
	34.123-3
	1443
	-
	5.2.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.4.6 to AGPS ATS V5.2.0
	approved
	B
	5.3.0
	AGPS_Test
	R5

	RP-050766
	34.123-3
	1444
	-
	5.2.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.4.10 to AGPS ATS V5.2.0
	approved
	B
	5.3.0
	AGPS_Test
	R5

	RP-050766
	34.123-3
	1445
	-
	5.2.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.4.3 to RLC ATS V5.1.0
	approved
	B
	5.3.0
	AGPS_Test
	R5

	RP-050766
	34.123-3
	1446
	-
	5.2.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.4.1 to RLC ATS V5.1.0
	approved
	B
	5.3.0
	AGPS_Test
	R5

	RP-050768
	34.123-3
	1447
	-
	5.2.0
	Rel-5
	Addition of GCF WI-14/2 test case 8.2.3.32 to HS_ENH ATS V5.2.0 (Revision of R5s050451)
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1448
	-
	5.2.0
	Rel-5
	Addition of GCF WI-14/2 test case 8.2.3.34 to HS_ENH ATS V5.2.0
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1449
	-
	5.2.0
	Rel-5
	Addition of GCF WI-014 test case 8.2.2.41 to HS_ENH ATS V5.2.0  (Revision of R5s050455)
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1450
	-
	5.2.0
	Rel-5
	Addition of GCF WI-014  RAB test case 14.6.3a to HS_ENH ATS V5.2.0
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1451
	-
	5.2.0
	Rel-5
	Addition of GCF WI-014  RAB test case 14.6.3 to HS_ENH ATS V5.2.0
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1452
	-
	5.2.0
	Rel-5
	Addition of GCF WI-014 test case 8.3.4.9 to HS_ENH ATS V5.2.0
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1453
	-
	5.2.0
	Rel-5
	Addition of GCF WI-014 test case 8.2.3.31 to HS_ENH ATS V5.2.0
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1454
	-
	5.2.0
	Rel-5
	Addition of GCF WI-014  RAB test case 14.6.2 to HS_ENH ATS V5.1.0
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1455
	-
	5.2.0
	Rel-5
	Additional Changes to GCF WI-014 test case 8.3.1.37
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1456
	-
	5.2.0
	Rel-5
	Addition of  GCF WI-014 test case 8.3.11.10 to RRC ATS V5.1.0
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1457
	-
	5.2.0
	Rel-5
	Addition of GCF WI-014 test case 8.2.3.35 to HS_ENH ATS V5.1.0
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1458
	-
	5.2.0
	Rel-5
	Addition of GCF WI-14/2 test case 8.2.6.46 to HS_ENH ATS V5.1.0
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1459
	-
	5.2.0
	Rel-5
	Addition of GCF WI-14/2 test case 8.2.6.41 to HS_ENH ATS V5.1.0
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1460
	-
	5.2.0
	Rel-5
	Addition of GCF WI-14/2 test case 8.3.1.36 to HS_ENH ATS V5.1.0
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1461
	-
	5.2.0
	Rel-5
	Addition of RRC GCF WI-14 test case 7.1.5.6 to RRC ATS v5.1.0
	approved
	B
	5.3.0
	HSDPA_Test
	R5

	RP-050775
	34.123-3
	1462
	-
	5.2.0
	Rel-5
	Addition of BMC GCF WI-10/3 test case 14.4.4 to RAB ATS V5.1.0
	approved
	B
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1463
	-
	5.2.0
	Rel-5
	Revision of R5s050442 - Addition of GCF WI-10 Idle Mode Test Case 6.1.1.4 to RRC ATS 5.2.0
	approved
	B
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1464
	-
	5.2.0
	Rel-5
	Addition of NAS GCF WI-12 test case 9.4.3.3 to NAS ATS V5.1.0
	approved
	B
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1465
	-
	5.2.0
	Rel-5
	Addition of Cell Broadcast GCF WI-12 test case 16.3 to SMS ATS V5.1.0
	approved
	B
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1466
	-
	5.2.0
	Rel-5
	Addition of NAS GCF WI-10 P4 test case 12.9.12 to NAS ATS V5.1.0
	approved
	B
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1467
	-
	5.2.0
	Rel-5
	Addition of NAS GCF WI-12 test case 9.4.2.4 proc 4 to NAS ATS V5.1.0
	approved
	B
	5.3.0
	TEI_Test
	R5

	RP-050778
	34.123-3
	1468
	-
	5.2.0
	Rel-5
	Addition of GCF WI-013 RRC test case 8.1.2.15 to HS_ENH ATS V5.2.0
	approved
	B
	5.3.0
	TEI5_Test
	R5

	RP-050778
	34.123-3
	1469
	-
	5.2.0
	Rel-5
	Addition of GCF WI-013 RRC test case 8.1.2.14 to HS_ENH ATS V5.2.0
	approved
	B
	5.3.0
	TEI5_Test
	R5

	RP-050778
	34.123-3
	1470
	-
	5.2.0
	Rel-5
	Addition of GCF WI-013 test case 8.3.11.13 to HS_ENH_r5 ATS V5.2.0.
	approved
	B
	5.3.0
	TEI5_Test
	R5

	RP-050778
	34.123-3
	1471
	-
	5.2.0
	Rel-5
	Addition of GCF WI-13 RRC test case 8.1.6.5 to HS_ENH ATS V5.2.0
	approved
	B
	5.3.0
	TEI5_Test
	R5

	RP-050778
	34.123-3
	1472
	-
	5.2.0
	Rel-5
	Addition of GCF WI-013 RRC test case 8.3.1.40 to HS_ENH ATS V5.2.0
	approved
	B
	5.3.0
	TEI5_Test
	R5

	RP-050768
	34.123-3
	1473
	-
	5.2.0
	Rel-5
	Removal of use of deprecated alternative value in RRC Connection Release message (Cell DCH) in HS_ENH suite
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1474
	-
	5.2.0
	Rel-5
	Removal of use of deprecated alternative value in RRC Connection Setup message (Cell FACH) in HS_ENH suite
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1475
	-
	5.2.0
	Rel-5
	Correction to GCF WI-14/2 HSDPA RRC test case 8.3.1.37
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1476
	-
	5.2.0
	Rel-5
	Additional changes required for addition of GCF WI-014 test case 8.3.11.10 to RRC ATS V5.2.0.
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1477
	-
	5.2.0
	Rel-5
	Correction to GCF WI-14/2 testcase 8.3.1.36
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1478
	-
	5.2.0
	Rel-5
	Corrections to GCF WI-014/1 test cases 8.3.1.34
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-050768
	34.123-3
	1479
	-
	5.2.0
	Rel-5
	Correction to RRC HSDPA testcase 8.2.2.40
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-050773
	34.123-3
	1480
	-
	5.2.0
	Rel-5
	Removal of use of deprecated alternative value in RRC Connection Release message (Cell DCH) in all GCF WI-10 and WI-12 test suites
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1481
	-
	5.2.0
	Rel-5
	Correction to GCF WI-12 RRC test case 8.4.1.6
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1482
	-
	5.2.0
	Rel-5
	Corrections to RLC test cases to add check for the PIXIT px_CipheringOnOff
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1483
	-
	5.2.0
	Rel-5
	Removal of use of deprecated alternative value in RRC Connection Setup message (Cell FACH) in all GCF WI-10 and WI-12 test suites
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1484
	-
	5.2.0
	Rel-5
	Correction to the GCF WI-10 NAS test case 12.2.1.2
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1485
	-
	5.2.0
	Rel-5
	Correction to GCF WI-10 MAC test case 7.1.2.3.1
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1486
	-
	5.2.0
	Rel-5
	Correction to GCF WI-10 Idle Mode Test Case 6.1.2.1
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1487
	-
	5.2.0
	Rel-5
	Corrections required to GCF WI-10 approved test case 8.3.1.18
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1488
	-
	5.2.0
	Rel-5
	Corrections required to GCF WI-14 approved HSDPA test cases
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1489
	-
	5.2.0
	Rel-5
	TTCN correction to RRC TC 8.2.4.1
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1490
	-
	5.2.0
	Rel-5
	Corrections required to GCF W-I10 approved test case 8.4.1.40
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1491
	-
	5.2.0
	Rel-5
	Correction to the NAS Test Case 12.9.7a
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1492
	-
	5.2.0
	Rel-5
	Correction to the IR_U Test Case 8.3.7.3
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1493
	-
	5.2.0
	Rel-5
	Correction to MultiRAB Test Cases
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1494
	-
	5.2.0
	Rel-5
	Correction to GCF WI-10/2 RRC test case 8.3.1.21
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1495
	-
	5.2.0
	Rel-5
	Summary of regression errors in the wk38 ATS
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1496
	-
	5.2.0
	Rel-5
	Summary of regression errors in wk38 of RRC ATS
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1497
	-
	5.2.0
	Rel-5
	Correction in TTCN for test case 7.2.3.19
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1498
	-
	5.2.0
	Rel-5
	Regression Error report based on wk36 ATS
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050773
	34.123-3
	1499
	-
	5.2.0
	Rel-5
	Summary of regression results for wk36 version of IR_U ATS V5.1.0
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1500
	-
	5.2.0
	Rel-5
	Corrections required to GCF WI-10 approved test cases 6.2.1.7 and 6.2.1.8
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1501
	-
	5.2.0
	Rel-5
	Corrections required to GCF WI-10 approved test cases 8.3.7.5, 8.3.7.7 and 8.3.7.12
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1502
	-
	5.2.0
	Rel-5
	Correction to teststep ts_RRC_NAS_SessionActPS_MO_DCH_ToFACH.
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1503
	-
	5.2.0
	Rel-5
	Correction to GCF WI-10/4 RRC test case 8.1.3.9
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1504
	-
	5.2.0
	Rel-5
	Summary of regression errors in the wk36 ATS
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1505
	-
	5.2.0
	Rel-5
	Summary of regression errors in the wk36 IR_U ATS.
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1506
	-
	5.2.0
	Rel-5
	Correction to HS_ENH_wk36 – Regression errors
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1507
	-
	5.2.0
	Rel-5
	Correction to GCF WI-12 RRC test case 8.4.1.6
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1508
	-
	5.2.0
	Rel-5
	Correction to Inter-RAT IR_U test case 8.3.11.4
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1509
	-
	5.2.0
	Rel-5
	Correction to generic procedure C.1 (Idle mode check)
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1510
	-
	5.2.0
	Rel-5
	Summary of regression errors in the wk31 ATS
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1511
	-
	5.2.0
	Rel-5
	Correction to the test case 14.2.43.1
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1512
	-
	5.2.0
	Rel-5
	Correction to the NAS Test Case 12.9.13
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1513
	-
	5.2.0
	Rel-5
	Correction to all approved Test Cases using ciphering
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1514
	-
	5.2.0
	Rel-5
	Corrections required for approved GCF WI-10 RRC test cases 8.3.1.21 and 8.3.2.11
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1515
	-
	5.2.0
	Rel-5
	Corrections required for approved GCF WI-10 NAS test cases 9.4.2.3 and 9.4.2.5
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1516
	-
	5.2.0
	Rel-5
	Summary of regression errors in the wk31 ATS Batch 2.
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1517
	-
	5.2.0
	Rel-5
	Correction to GCF WI-010 test case 6.1.2.1 for manual attach UE
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1518
	-
	5.2.0
	Rel-5
	Correction to agreed testcase 8.2.6.8
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050774
	34.123-3
	1519
	-
	5.2.0
	Rel-5
	Correction to agreed IR_U_wk31 MRAT testcases 8.3.9.1 and 8.3.9.5
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1520
	-
	5.2.0
	Rel-5
	Correction to P1 NAS Test Case 11.3.1 for AT command confirmation
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1521
	-
	5.2.0
	Rel-5
	Correction of the NAS Test Case 12.9.14
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1522
	-
	5.2.0
	Rel-5
	Correction to the test step ts_RRC_ReceiveRB_RelCmpl
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1523
	-
	5.2.0
	Rel-5
	Corrections required for QOS constraint in R99 ATS
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1524
	-
	5.2.0
	Rel-5
	Corrections required for QOS constraint in HSDPA/Rel-5 enhancement ATS
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1525
	-
	5.2.0
	Rel-5
	Summary of regression errors in the wk42 ATS.
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1526
	-
	5.2.0
	Rel-5
	Correction to Approved RRC TC 8.3.11.1
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050769
	34.123-3
	1527
	-
	5.2.0
	Rel-5
	Update PIXIT and TSO, clarifications of a TSO and an AT / MMI commands in 34.123-3
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050775
	34.123-3
	1528
	-
	5.2.0
	Rel-5
	Correction to iWD_wk38 IR_U ATS
	approved
	F
	5.3.0
	TEI_Test
	R5

	RP-050741
	34.124
	0019
	-
	7.1.0
	Rel-7
	Specification of receiver exclusion band for Band VIII (UMTS900)
	approved
	B
	7.2.0
	RInImp-UMTS900
	R4

	RP-050740
	34.124
	0020
	1
	7.1.0
	Rel-7
	Introduction of UMTS 2.6 GHz requirements in 34.124
	approved
	B
	7.2.0
	RInImp-UMTS2600TDD
	R4

	RP-050742
	34.124
	0021
	-
	7.1.0
	Rel-7
	Introduction of UMTS1700 requirements
	approved
	B
	7.2.0
	RInImp-UMTS1700
	R4

	RP-050720
	34.171
	0005
	-
	6.1.0
	Rel-6
	Changes to test procedure in Test Case 5.6
	approved
	F
	6.2.0
	AGPS_Test
	R5

	SP-050683
	41.101
	0017
	-
	6.3.0
	Rel-6
	Corrections to list of specs
	revised
	F
	
	TEI6
	SP

	SP-050845
	41.101
	0017
	1
	6.3.0
	Rel-6
	Corrections to list of specs
	approved
	F
	6.4.0
	TEI6
	SP

	SP-050683
	41.101
	0018
	-
	4.14.0
	Rel-4
	Corrections to list of specs
	revised
	F
	
	TEI4
	SP

	SP-050845
	41.101
	0018
	1
	4.14.0
	Rel-4
	Corrections to list of specs
	approved
	F
	4.15.0
	TEI4
	SP

	CP-050549
	43.068
	0059
	2
	7.1.0
	Rel-7
	Talker priority: Priority Uplink Request validation mechanism
	approved
	B
	7.2.0
	EVGCS
	C1

	CP-050549
	43.068
	0060
	1
	7.1.0
	Rel-7
	VGCS A-interface link sharing
	approved
	B
	7.2.0
	EVGCS
	C1

	CP-050549
	43.068
	0063
	1
	7.1.0
	Rel-7
	AMR for VGCS
	approved
	B
	7.2.0
	EVGCS
	C1

	CP-050549
	43.068
	0064
	3
	7.1.0
	Rel-7
	Point to point short message during an ongoing voice group call
	approved
	B
	7.2.0
	EVGCS
	C1

	CP-050549
	43.068
	0068
	-
	7.1.0
	Rel-7
	Editorial corrections
	approved
	D
	7.2.0
	EVGCS
	C1

	CP-050490
	51.013
	0021
	-
	5.5.0
	Rel-5
	Modification of the triggering event to test the post() and postAsBERTLV() methods.
	withdrawn
	F
	
	TEI
	C6

	CP-050670
	51.013
	0022
	-
	5.5.0
	Rel-5
	Essential correction of the triggering event to test the post() and postAsBERTLV() methods.
	approved
	F
	5.6.0
	TEI
	C6

	CP-050487
	51.017
	0002
	-
	4.1.0
	Rel-4
	Correction of clock stop mode test
	approved
	F
	4.2.0
	TEI4
	C6

	SP-050705
	52.402
	0003
	-
	6.0.0
	Rel-6
	Correct counter name nbrOfGreyAnswerInSgsn
	approved
	F
	6.1.0
	OAM-PM
	S5


F.1
Status of TSG GERAN CRs after TSG SA #30 Meeting (TSG GERAN Meeting #27)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	GP-052667
	05.05
	A248
	2
	8.19.0
	R99
	Performance requirements for E-TCH/F32.0
	approved
	F
	8.20.0
	TEI
	G1

	GP-052746
	05.08
	A382
	1
	8.22.0
	R99
	Accuracy requirements of MS MEAN_BEP estimation
	approved
	F
	8.23.0
	TEI
	G1

	GP-052812
	11.21
	A162
	1
	8.9.0
	R99
	Performance requirements for E-TCH/F32.0
	approved
	F
	8.10.0
	TEI
	G1

	GP-052804
	43.055
	0042
	1
	6.11.0
	Rel-7
	DTM stage 2 alignments with stage 3
	approved
	F
	7.0.0
	TEI7
	G1

	GP-052843
	43.055
	0043
	1
	6.11.0
	Rel-6
	Provision of MBMS parameters in "GPRS cell options" inband to CS connected DTM capable MS
	approved
	F
	6.12.0
	MBMS
	G1

	GP-052528
	43.055
	0044
	-
	6.11.0
	Rel-6
	RR connection establishment using enhanced DTM CS establishment in response to an encapsulated DTM ASSIGNMENT message
	approved
	F
	6.12.0
	PSIntDTM
	G1

	GP-052636
	43.055
	0046
	-
	6.11.0
	Rel-6
	Sending DTM Information after Handover 
	approved
	F
	6.12.0
	TEI6
	G1

	GP-052818
	43.055
	0047
	1
	6.11.0
	Rel-7
	SGSNR during DTM
	approved
	F
	7.0.0
	TEI7
	G1

	GP-052844
	43.064
	0033
	1
	6.8.0
	Rel-6
	MBMS transfer mode
	approved
	F
	6.9.0
	MBMS
	G1

	GP-052543
	43.129
	0008
	4
	6.4.0
	Rel-6
	Transferring of UE RAC and START PS from the MS to the BSC
	approved
	F
	6.5.0
	SPSHAGB
	G1

	GP-052541
	43.129
	0026
	-
	6.4.0
	Rel-6
	Removal of FFSes related to NAS container
	approved
	F
	6.5.0
	SPSHAGB
	G1

	GP-052542
	43.129
	0027
	-
	6.4.0
	Rel-6
	Security clean-up
	approved
	F
	6.5.0
	SPSHAGB
	G1

	GP-052800
	43.129
	0028
	1
	6.4.0
	Rel-6
	Various corrections to TS 43.129
	approved
	F
	6.5.0
	SPSHAGB
	G1

	GP-052799
	43.129
	0029
	1
	6.4.0
	Rel-6
	Corrections to Source RNC to Target RNC container
	approved
	F
	6.5.0
	SPSHAGB
	G1

	GP-052461
	43.246
	0036
	-
	6.5.0
	Rel-6
	Correction to MBMS notification for mobile stations in DTM or MAC-DTM state
	approved
	F
	6.6.0
	MBMS-GERAN
	G1

	GP-052462
	43.246
	0037
	-
	6.5.0
	Rel-6
	Correction to passive mode
	approved
	F
	6.6.0
	MBMS-GERAN
	G1

	GP-052878
	43.246
	0038
	3
	6.5.0
	Rel-6
	MBMS transfer mode
	approved
	F
	6.6.0
	MBMS
	G1

	GP-052796
	43.318
	0010
	1
	6.3.0
	Rel-6
	Clarifications to GAN Stage 2
	approved
	F
	6.4.0
	GAAG
	G1

	GP-052810
	44.004
	0012
	2
	6.0.0
	Rel-6
	Repeated SACCH signalling
	Approved
	B
	6.1.0
	TEI6
	G2

	GP-052896
	44.005
	0002
	1
	6.0.0
	Rel-7
	Inclusion of SACCH and SDCCH
	Approved
	F
	7.0.0
	TEI7
	G2

	GP-052891
	44.005
	0003
	1
	6.0.0
	Rel-6
	Repeated SACCH
	Approved
	B
	6.1.0
	TEI6
	G2

	GP-052879
	44.006
	0006
	5
	6.1.0
	Rel-6
	Repeated SACCH description
	Approved
	B
	6.2.0
	TEI6
	G2

	GP-052604
	44.006
	0008
	-
	6.1.0
	Rel-6
	Handling of Reject frame in case of Repeated Downlink FACCH and miscellaneous corrections
	Approved
	F
	6.2.0
	TEI6
	G2

	GP-052895
	44.018
	0489
	2
	7.1.0
	Rel-7
	Fast RACH – Removal of Random Spreading at initiation of Immediate Assignment procedure
	Approved
	C
	7.2.0
	TEI7
	G2

	GP-052687
	44.018
	0500
	1
	6.14.0
	Rel-6
	Introduction of the MBMS Session Repetition Number
	Approved
	B
	6.15.0
	MBMS
	G2

	GP-052688
	44.018
	0501
	1
	7.1.0
	Rel-7
	Introduction of the MBMS Session Repetition Number
	Approved
	B
	7.2.0
	MBMS
	G2

	GP-052682
	44.018
	0502
	1
	5.20.0
	Rel-5
	Transparent UMTS specific information in Classmark Change
	Approved
	A
	5.21.0
	TEI4
	G2

	GP-052683
	44.018
	0503
	1
	6.14.0
	Rel-6
	Transparent UMTS specific information in Classmark Change
	Approved
	A
	6.15.0
	TEI4
	G2

	GP-052684
	44.018
	0504
	1
	7.1.0
	Rel-7
	Transparent UMTS specific information in Classmark Change
	Approved
	F
	7.2.0
	TEI7
	G2

	GP-052685
	44.018
	0507
	-
	4.21.0
	Rel-4
	Transparent UMTS specific information in Classmark Change
	Approved
	F
	4.22.0
	TEI4
	G2

	GP-052691
	44.018
	0508
	-
	6.14.0
	Rel-6
	Condition for sending DTM INFORMATION message
	Approved
	F
	6.15.0
	TEI6
	G2

	GP-052692
	44.018
	0509
	-
	7.1.0
	Rel-7
	Condition for sending DTM INFORMATION message
	Approved
	F
	7.2.0
	TEI6
	G2

	GP-052752
	44.018
	0510
	1
	4.21.0
	Rel-4
	Corrections to UTRAN TDD cell information for 1.28Mcps TDD
	Approved
	F
	4.22.0
	TEI4
	G2

	GP-052753
	44.018
	0511
	1
	5.20.0
	Rel-5
	Corrections to UTRAN TDD cell information for 1.28Mcps TDD
	Approved
	F
	5.21.0
	TEI5
	G2

	GP-052754
	44.018
	0512
	1
	6.14.0
	Rel-6
	Corrections to UTRAN TDD cell information for 1.28Mcps TDD
	Approved
	A
	6.15.0
	TEI5
	G2

	GP-052755
	44.018
	0513
	1
	7.1.0
	Rel-7
	Corrections to UTRAN TDD cell information for 1.28Mcps TDD
	Approved
	A
	7.2.0
	TEI5
	G2

	GP-052906
	44.018
	0514
	2
	6.14.0
	Rel-6
	Provision of MBMS parameters in "GPRS cell options" inband to CS connected DTM capable MS.
	Approved
	F
	6.15.0
	MBMS
	G2

	GP-052907
	44.018
	0515
	2
	7.1.0
	Rel-7
	Provision of MBMS parameters in "GPRS cell options" inband to CS connected DTM capable MS.
	Approved
	A
	7.2.0
	MBMS
	G2

	GP-052792
	44.018
	0516
	1
	6.14.0
	Rel-6
	MBMS transfer mode
	Approved
	F
	6.15.0
	MBMS
	G2

	GP-052793
	44.018
	0517
	1
	7.1.0
	Rel-7
	MBMS transfer mode
	Approved
	A
	7.2.0
	MBMS
	G2

	GP-052570
	44.018
	0519
	-
	7.1.0
	Rel-7
	Correction of length for LAI in VGCS Ciphering Parameters
	Approved
	F
	7.2.0
	TEI7
	G2

	GP-052765
	44.018
	0522
	1
	6.14.0
	Rel-6
	Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command
	Approved
	F
	6.15.0
	PSintDTM-Reduct
	G2

	GP-052908
	44.018
	0523
	2
	7.1.0
	Rel-7
	Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command
	Approved
	A
	7.2.0
	PSintDTM-Reduct
	G2

	GP-052807
	44.018
	0524
	1
	7.1.0
	Rel-7
	New talker information for pre-empted talker
	Approved
	B
	7.2.0
	EVGCS
	G2

	GP-052760
	44.018
	0528
	1
	7.1.0
	Rel-7
	No activation of ciphering during UTRAN to GERAN A/Gb mode handover
	Approved
	A
	7.2.0
	TEI5
	G2

	GP-052490
	44.031
	0142
	-
	7.1.0
	Rel-7
	Correction to the velocity request encoding
	Approved
	F
	7.2.0
	LCS3-LBS
	G2

	GP-052491
	44.031
	0143
	-
	7.1.0
	Rel-7
	Fractional Chips definition contradiction
	Approved
	A
	7.2.0
	TEI6
	G2

	GP-052689
	44.060
	0727
	1
	6.14.0
	Rel-6
	Introduction of the MBMS Session Repetition Number
	Approved
	B
	6.15.0
	MBMS
	G2

	GP-052690
	44.060
	0728
	1
	7.1.0
	Rel-7
	Introduction of the MBMS Session Repetition Number
	Approved
	B
	7.2.0
	MBMS
	G2

	GP-052693
	44.060
	0729
	1
	6.14.0
	Rel-6
	Introduction of fast reception resumption for MBMS
	Approved
	B
	6.15.0
	MBMS
	G2

	GP-052694
	44.060
	0730
	1
	7.1.0
	Rel-7
	Introduction of fast reception resumption for MBMS
	Approved
	B
	7.2.0
	MBMS
	G2

	GP-052702
	44.060
	0731
	1
	7.1.0
	Rel-7
	Permission to access the network during DL TBF
	Approved
	F
	7.2.0
	TEI7
	G2

	GP-052696
	44.060
	0732
	1
	6.14.0
	Rel-6
	Correction of reference to NAS Container for PS HO IE
	Approved
	F
	6.15.0
	SPSHAGB
	G2

	GP-052697
	44.060
	0733
	1
	7.1.0
	Rel-7
	Correction of reference to NAS Container for PS HO IE
	Approved
	A
	7.2.0
	SPSHAGB
	G2

	GP-052705
	44.060
	0734
	2
	6.14.0
	Rel-6
	Less Restrictive PS HO Triggers
	Approved
	F
	6.15.0
	SPSHAGB
	G2

	GP-052706
	44.060
	0735
	2
	7.1.0
	Rel-7
	Less Restrictive PS HO Triggers
	Approved
	A
	7.2.0
	SPSHAGB
	G2

	GP-052700
	44.060
	0737
	1
	6.14.0
	Rel-6
	LB_MS_TXPWR_MAX_CCH to PSI13 and PSI14 on PACCH
	Approved
	F
	6.15.0
	TEI6
	G2

	GP-052701
	44.060
	0738
	1
	7.1.0
	Rel-7
	LB_MS_TXPWR_MAX_CCH to PSI13 and PSI14 on PACCH
	Approved
	A
	7.2.0
	TEI7
	G2

	GP-052756
	44.060
	0741
	1
	4.22.0
	Rel-4
	Corrections to UTRAN TDD cell information for 1.28Mcps TDD
	Approved
	F
	4.23.0
	TEI4
	G2

	GP-052757
	44.060
	0742
	1
	5.17.0
	Rel-5
	Corrections to UTRAN TDD cell information for 1.28Mcps TDD
	Approved
	A
	5.18.0
	TEI4
	G2

	GP-052758
	44.060
	0743
	1
	6.14.0
	Rel-6
	Corrections to UTRAN TDD cell information for 1.28Mcps TDD
	Approved
	F
	6.15.0
	TEI6
	G2

	GP-052759
	44.060
	0744
	1
	7.1.0
	Rel-7
	Corrections to UTRAN TDD cell information for 1.28Mcps TDD
	Approved
	A
	7.2.0
	TEI6
	G2

	GP-052897
	44.060
	0746
	1
	7.1.0
	Rel-7
	Clarification to N3104 counting procedures for EGPRS header type 1 RLC blocks.
	Approved
	F
	7.2.0
	TEI7
	G2

	GP-052492
	44.060
	0747
	-
	6.14.0
	Rel-6
	Correction to MBMS notification for mobile stations in DTM
	Approved
	F
	6.15.0
	MBMS-GERAN
	G2

	GP-052493
	44.060
	0748
	-
	7.1.0
	Rel-7
	Correction to MBMS notification for mobile stations in DTM
	Approved
	A
	7.2.0
	MBMS-GERAN
	G2

	GP-052494
	44.060
	0749
	-
	6.14.0
	Rel-6
	Correction to the MS_ID Request Indication field
	Approved
	F
	6.15.0
	MBMS-GERAN
	G2

	GP-052495
	44.060
	0750
	-
	7.1.0
	Rel-7
	Correction to the MS_ID Request Indication field
	Approved
	A
	7.2.0
	MBMS-GERAN
	G2

	GP-052496
	44.060
	0751
	-
	6.14.0
	Rel-6
	Correction to the conditions triggering MBMS non-DRX mode
	Approved
	F
	6.15.0
	MBMS-GERAN
	G2

	GP-052497
	44.060
	0752
	-
	7.1.0
	Rel-7
	Correction to the conditions triggering MBMS non-DRX mode
	Approved
	A
	7.2.0
	MBMS-GERAN
	G2

	GP-052514
	44.060
	0753
	-
	6.14.0
	Rel-6
	Correction to Dynamic Allocation struct in Packet Timeslot Reconfigure
	Approved
	F
	6.15.0
	TEI6
	G2

	GP-052515
	44.060
	0754
	-
	7.1.0
	Rel-7
	Correction to Dynamic Allocation struct in Packet Timeslot Reconfigure
	Approved
	A
	7.2.0
	TEI6
	G2

	GP-052529
	44.060
	0755
	-
	6.14.0
	Rel-6
	Correction to list reference in the MBMS DOWNLINK ACK/NACK message
	Approved
	F
	6.15.0
	MBMS
	G2

	GP-052530
	44.060
	0756
	-
	7.1.0
	Rel-7
	Correction to list reference in the MBMS DOWNLINK ACK/NACK message
	Approved
	A
	7.2.0
	MBMS
	G2

	GP-052769
	44.060
	0757
	1
	6.14.0
	Rel-6
	Correction to the rules of reporting neighbouring cells in the MBMS DOWNLINK ACK/NACK message
	Approved
	F
	6.15.0
	MBMS
	G2

	GP-052770
	44.060
	0758
	1
	7.1.0
	Rel-7
	Correction to the rules of reporting neighbouring cells in the MBMS DOWNLINK ACK/NACK message
	Approved
	A
	7.2.0
	MBMS
	G2

	GP-052533
	44.060
	0759
	-
	6.14.0
	Rel-6
	Inclusion of (BCCH) ARFCN to the PS Handover Radio Resources IE
	Approved
	F
	6.15.0
	SPSHAGB
	G2

	GP-052534
	44.060
	0760
	-
	7.1.0
	Rel-7
	Inclusion of (BCCH) ARFCN to the PS Handover Radio Resources IE
	Approved
	A
	7.2.0
	SPSHAGB
	G2

	GP-052761
	44.060
	0764
	1
	6.14.0
	Rel-6
	Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command
	Approved
	F
	6.15.0
	PSintDTM-Reduct
	G2

	GP-052762
	44.060
	0765
	1
	7.1.0
	Rel-7
	Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command
	Approved
	A
	7.2.0
	PSintDTM-Reduct
	G2

	GP-052601
	44.060
	0766
	-
	6.14.0
	Rel-6
	Correction to reference to TS 45.010 for PS handover 
	Approved
	F
	6.15.0
	SPSHAGB
	G2

	GP-052602
	44.060
	0767
	-
	7.1.0
	Rel-7
	Correction to reference to TS 45.010 for PS handover 
	Approved
	A
	7.2.0
	SPSHAGB
	G2

	GP-052909
	44.318
	0016
	2
	6.2.0
	Rel-6
	Clarifications to GAN Stage 3
	Approved
	F
	6.3.0
	GAAG
	G2

	GP-052845
	45.001
	0044
	1
	6.6.0
	Rel-6
	MBMS transfer mode 
	approved
	F
	6.7.0
	MBMS
	G1

	GP-052846
	45.001
	0045
	1
	7.1.0
	Rel-7
	MBMS transfer mode 
	approved
	A
	7.2.0
	MBMS
	G1

	GP-052847
	45.002
	0103
	1
	6.11.0
	Rel-6
	MBMS transfer mode 
	approved
	F
	6.12.0
	MBMS
	G1

	GP-052849
	45.002
	0106
	-
	6.11.0
	Rel-6
	Correction on the transmission of SI1
	approved
	F
	6.12.0
	TEI6
	G1

	GP-052668
	45.005
	0117
	2
	4.17.0
	Rel-4
	Performance requirements for E-TCH/F32.0
	approved
	A
	4.18.0
	TEI
	G1

	GP-052669
	45.005
	0118
	2
	5.13.0
	Rel-5
	Performance requirements for E-TCH/F32.0
	approved
	A
	5.14.0
	TEI
	G1

	GP-052670
	45.005
	0119
	2
	6.11.0
	Rel-6
	Performance requirements for E-TCH/F32.0
	approved
	A
	6.12.0
	TEI
	G1

	GP-052671
	45.005
	0120
	2
	7.2.0
	Rel-7
	Performance requirements for E-TCH/F32.0
	approved
	A
	7.3.0
	TEI
	G1

	GP-052672
	45.005
	0130
	1
	6.11.0
	Rel-6
	Performance requirements for FLO
	approved
	F
	6.12.0
	FLOGER
	G1

	GP-052673
	45.005
	0131
	1
	7.2.0
	Rel-7
	Performance requirements for FLO
	approved
	A
	7.3.0
	FLOGER
	G1

	GP-052841
	45.005
	0132
	1
	6.11.0
	Rel-6
	Repeated SACCH performance requirements
	approved
	F
	6.12.0
	TEI6
	G1

	GP-052606
	45.005
	0133
	-
	7.2.0
	Rel-7
	Repeated SACCH performance requirements
	approved
	A
	7.3.0
	TEI6
	G1

	GP-052817
	45.008
	0278
	1
	7.0.0
	Rel-7
	Clarification to usage of uplink power control parameters provided on PACCH
	approved
	F
	7.1.0
	TEI7
	G1

	GP-052459
	45.008
	0279
	-
	6.14.0
	Rel-6
	Correction to the list of logical channels where LB_MS_TXPWR_MAX_CCH is sent
	approved
	F
	6.15.0
	TEI6
	G1

	GP-052460
	45.008
	0280
	-
	7.0.0
	Rel-7
	Correction to the list of logical channels where LB_MS_TXPWR_MAX_CCH is sent
	approved
	A
	7.1.0
	TEI6
	G1

	GP-052750
	45.008
	0286
	1
	7.0.0
	Rel-7
	RSCP suitability criterion parameters handling
	approved
	F
	7.1.0
	TEI7
	G1

	GP-052620
	45.008
	0287
	-
	4.16.0
	Rel-4
	Accuracy requirements of MS MEAN_BEP estimation
	approved
	A
	4.17.0
	TEI
	G1

	GP-052621
	45.008
	0288
	-
	5.20.0
	Rel-5
	Accuracy requirements of MS MEAN_BEP estimation
	approved
	A
	5.21.0
	TEI
	G1

	GP-052916
	45.008
	0289
	3
	6.14.0
	Rel-6
	Accuracy requirements of MS MEAN_BEP estimation
	approved
	F
	6.15.0
	TEI6
	G1

	GP-052917
	45.008
	0290
	3
	7.0.0
	Rel-7
	Accuracy requirements of MS MEAN_BEP estimation: removal of brackets
	approved
	A
	7.1.0
	TEI-6
	G1

	GP-052749
	45.010
	0034
	1
	6.5.0
	Rel-6
	Introduction of PS handover in TS 45.010
	approved
	F
	6.6.0
	SPSHAGB
	G1

	GP-052707
	48.008
	0177
	2
	7.2.0
	Rel-7
	Correction of reference to 2G-3G handover IE
	Approved
	D
	7.3.0
	TEI7
	G2

	GP-052583
	48.008
	0178
	-
	7.2.0
	Rel-7
	Correction to channel type IE
	Approved
	F
	7.3.0
	TEI7
	G2

	GP-052678
	48.016
	0027
	-
	6.4.0
	Rel-7
	Correction of Size and Configuration Procedures for an IP Sub-network
	Approved
	F
	7.0.0
	TEI7
	G2

	GP-052681
	48.016
	0028
	-
	6.4.0
	Rel-7
	Miscellaneous corrections and clean-up
	Approved
	F
	7.0.0
	TEI7
	G2

	GP-052698
	48.016
	0029
	1
	6.4.0
	Rel-6
	Additional pre-configured IP endpoint in BSS
	Approved
	F
	6.5.0
	TEI6
	G2

	GP-052699
	48.016
	0030
	1
	6.4.0
	Rel-7
	Additional pre-configured IP endpoint in BSS
	Approved
	A
	7.0.0
	TEI6
	G2

	GP-052695
	48.018
	0157
	3
	6.10.0
	Rel-6
	Handling of START PS and UE RAC during PS handover
	Approved
	F
	6.11.0
	SPSHAGB
	G2

	GP-052704
	48.018
	0158
	3
	7.2.0
	Rel-7
	Handling of START PS and UE RAC during PS handover
	Approved
	A
	7.3.0
	SPSHAGB
	G2

	GP-052686
	48.018
	0159
	2
	6.10.0
	Rel-6
	Introduction of the MBMS Session Repetition Number
	Approved
	B
	6.11.0
	MBMS
	G2

	GP-052703
	48.018
	0160
	1
	7.2.0
	Rel-7
	Introduction of the MBMS Session Repetition Number
	Approved
	B
	7.3.0
	MBMS
	G2

	GP-052676
	48.018
	0161
	-
	6.10.0
	Rel-6
	Correction to the reference for the MBMS Session Identity IE coding
	Approved
	F
	6.11.0
	MBMS
	G2

	GP-052677
	48.018
	0162
	-
	7.2.0
	Rel-7
	Correction to the reference for the MBMS Session Identity IE coding
	Approved
	A
	7.3.0
	MBMS
	G2

	GP-052679
	48.018
	0167
	-
	6.10.0
	Rel-6
	Extension of "Service UTRAN CCO" meaning to cover PS Handover
	Approved
	F
	6.11.0
	SPSHAGB
	G2

	GP-052680
	48.018
	0168
	-
	7.2.0
	Rel-7
	Extension of "Service UTRAN CCO" meaning to cover PS Handover
	Approved
	A
	7.3.0
	SPSHAGB
	G2

	GP-052867
	48.018
	0169
	2
	6.10.0
	Rel-6
	Allowing Extensions to PS Handover target-BSS to source-BSS Transparent Container
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-052868
	48.018
	0170
	2
	7.2.0
	Rel-7
	Allowing Extensions to PS Handover target-BSS to source-BSS Transparent Container
	Approved
	A
	7.3.0
	TEI6
	G2

	GP-052342
	51.010-1
	3137
	-
	6.4.1
	Rel-6
	CR 051.010-1 42.9.2.2.3 Extended Dynamic Allocation / Uplink Transfer / configuration change / Reduction in number of uplink slots using PACKET UPLINK ASSIGNMENT.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052343
	51.010-1
	3138
	-
	6.4.1
	Rel-6
	CR 051.010-1 Section 52.9.2.1.4 Extended Dynamic Allocation / Uplink Transfer / Normal / PACCH operation in downlink
	Approved
	F
	6.5.0
	EDGE
	G3new

	GP-052344
	51.010-1
	3139
	-
	6.4.1
	Rel-6
	CR 051.010-1 Section 41.3.1.2 TBF Release / Uplink / Normal / MS initiated / Unacknowledged mode
	-
	F
	
	GPRS
	G3new

	GP-052777
	51.010-1
	3139
	1
	6.4.1
	Rel-6
	CR 051.010-1 Section 41.3.1.2 TBF Release / Uplink / Normal / MS initiated / Unacknowledged mode
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052345
	51.010-1
	3140
	-
	6.4.1
	Rel-6
	CR 051.010-1 Section 51.3.1.2 TBF Release / Uplink / Normal / MS initiated / Unacknowledged mode
	-
	F
	
	EDGE
	G3new

	GP-052778
	51.010-1
	3140
	1
	6.4.1
	Rel-6
	CR 051.010-1 Section 51.3.1.2 TBF Release / Uplink / Normal / MS initiated / Unacknowledged mode
	Approved
	F
	6.5.0
	EDGE
	G3new

	GP-052346
	51.010-1
	3141
	-
	6.4.1
	Rel-6
	CR 051.010-1   45.2.4.3  Network initiated PDP context activation request for an already activated PDP context (on the MS side)
	-
	F
	
	GPRS
	G3new

	GP-052830
	51.010-1
	3141
	1
	6.4.1
	Rel-6
	CR 051.010-1   45.2.4.3  Network initiated PDP context activation request for an already activated PDP context (on the MS side)
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052347
	51.010-1
	3142
	-
	6.4.1
	Rel-6
	CR 051.010-1 Section 51.2.5.3 Packet access rejection / Interpretation of Extended RA i / Correct value of Extended RA i
	-
	F
	
	EDGE
	G3new

	GP-052833
	51.010-1
	3142
	1
	6.4.1
	Rel-6
	CR 051.010-1 Section 51.2.5.3 Packet access rejection / Interpretation of Extended RA i / Correct value of Extended RA i
	Approved
	F
	6.5.0
	EDGE
	G3new

	GP-052358
	51.010-1
	3143
	-
	6.4.1
	Rel-6
	14.12.1.2 – Correction of power level for DCS 1800 /1900 MS
	Approved
	F
	6.5.0
	DARP
	G3new

	GP-052408
	51.010-1
	3144
	-
	6.4.1
	Rel-6
	14.16 - GPRS receiver tests – Minimum number of "blocks " for USF tests
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052409
	51.010-1
	3145
	-
	6.4.1
	Rel-6
	14.18 - EGPRS receiver tests – Minimum number of "blocks " for USF tests
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052410
	51.010-1
	3146
	-
	6.4.1
	Rel-6
	14.18.1 - Inconsistency in GMSK Power Levels
	Approved
	F
	6.5.0
	EGPRS
	G3new

	GP-052352
	51.010-1
	3147
	-
	6.4.1
	Rel-6
	Editorial Changes for Extended Dynamic Allocation / Shifted USF test cases.
	-
	D
	
	ExtendedDynamicAllocation
	G3new

	GP-052787
	51.010-1
	3147
	1
	6.4.1
	Rel-6
	Changes for Extended Dynamic Allocation / Shifted USF test cases 42.9.3.1.1-3
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052353
	51.010-1
	3148
	-
	6.4.1
	Rel-6
	Changes to Conformance Statement for Extended Dynamic Allocation test cases.
	-
	D
	
	ExtendedDynamicAllocation
	G3new

	GP-052788
	51.010-1
	3148
	1
	6.4.1
	Rel-6
	42.9.2.1.1.1, 42.9.2.1.2.1 Changes to Conformance Statement.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052355
	51.010-1
	3149
	-
	6.4.1
	Rel-6
	46.2.2.4.1 - corrected for header compression
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052356
	51.010-1
	3150
	-
	6.4.1
	Rel-6
	42.4.4.1 - Increase the value of NC_REPORTING_PERIOD_T
	-
	F
	
	GPRS
	G3new

	GP-052852
	51.010-1
	3150
	1
	6.4.1
	Rel-6
	42.4.4.1 – Clarification of Packet Measurement Report handling during initial conditions
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052357
	51.010-1
	3151
	-
	-
	Rel-6
	20.22.30.2 - Increase the value of NC_REPORTING_PERIOD_I
	-
	-
	
	-
	G3new

	GP-052348
	51.010-1
	3152
	-
	6.4.1
	Rel-6
	Editorial correction to TC42.3.3.2.1
	-
	D
	
	GPRS
	G3new

	GP-052786
	51.010-1
	3152
	1
	6.4.1
	Rel-6
	Correction to TC42.3.3.2.1
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052349
	51.010-1
	3153
	-
	6.4.1
	Rel-6
	Removal of TC53.1.1.5 from TS 51.010-1
	-
	F
	
	EDGE
	G3new

	GP-052360
	51.010-1
	3154
	-
	6.4.1
	Rel-6
	14.1.3, 14.1.4, 14.2.9, 14.4.3, 14.7.3, 14.7.4 – Tests reduction (tests deleted)
	-
	F
	
	AMR
	G3new

	GP-052771
	51.010-1
	3154
	1
	6.4.1
	Rel-6
	14.1.3, 14.1.4, 14.4.3 – Tests reduction (tests deleted)
	Approved
	F
	6.5.0
	AMR
	G3new

	GP-052361
	51.010-1
	3155
	-
	6.4.1
	Rel-6
	14.4.16 – Removal of fixed test limits
	Approved
	F
	6.5.0
	AMR
	G3new

	GP-052362
	51.010-1
	3156
	-
	6.4.1
	Rel-6
	14.4.17 – Tests reduction
	Approved
	F
	6.5.0
	AMR
	G3new

	GP-052363
	51.010-1
	3157
	-
	6.4.1
	Rel-6
	14.4.8 – Correction of test limits
	Approved
	F
	6.5.0
	AMR
	G3new

	GP-052364
	51.010-1
	3158
	-
	6.4.1
	Rel-6
	14.5.1.2 – Corrections to test procedure
	Approved
	F
	6.5.0
	AMR
	G3new

	GP-052365
	51.010-1
	3159
	-
	6.4.1
	Rel-6
	14.5.1.4 – Corrections to test procedure
	-
	F
	
	8PSK-AH
	G3new

	GP-052776
	51.010-1
	3159
	1
	6.4.1
	Rel-6
	14.5.1.4 – Corrections to test procedure
	Approved
	F
	6.5.0
	8PSK-AH
	G3new

	GP-052368
	51.010-1
	3160
	-
	6.4.1
	Rel-6
	14.2.19, 14.2.20, 14.4.17, 14.4.18 – clarification of Loop I operation
	Approved
	F
	6.5.0
	AMR
	G3new

	GP-052369
	51.010-1
	3161
	-
	6.4.1
	Rel-6
	14 – Remove reference to tests which no longer use fixed test limits.
	Approved
	F
	6.5.0
	AMR
	G3new

	GP-052336
	51.010-1
	3162
	-
	6.4.1
	Rel-6
	Deletion of all the TC in section 51.1 "RR/Paging"
	-
	F
	
	EGPRS
	G3new

	GP-052337
	51.010-1
	3163
	-
	6.4.1
	Rel-6
	Deletion of some TC in section 51.2 "RR procedures on CCCH related to temporary block flow establishment"
	-
	F
	
	EGPRS
	G3new

	GP-052338
	51.010-1
	3164
	-
	6.4.1
	Rel-6
	Deletion of some TC in section 51.3 "MAC/RLC Release"
	-
	F
	
	EGPRS
	G3new

	GP-052339
	51.010-1
	3165
	-
	6.4.1
	Rel-6
	Section 50 : Changes due to test removal
	-
	F
	
	EGPRS
	G3new

	GP-052371
	51.010-1
	3166
	-
	6.4.1
	Rel-6
	53.1.1.24 – Bad implementation of previous CR
	-
	F
	
	EGPRS
	G3new

	GP-052790
	51.010-1
	3166
	1
	6.4.1
	Rel-6
	53.1.1.24 – Bad implementation of previous CR
	Approved
	F
	6.5.0
	EGPRS
	G3new

	GP-052372
	51.010-1
	3167
	-
	6.4.1
	Rel-6
	53.1.1.6 / 53.1.1.9 Changes to PICS/PIXIT part
	Approved
	F
	6.5.0
	EGPRS
	G3new

	GP-052373
	51.010-1
	3168
	-
	6.4.1
	Rel-6
	53.1.1.13/15/16/21/22 Changes to PICS/PIXIT part
	Approved
	F
	6.5.0
	EGPRS
	G3new

	GP-052374
	51.010-1
	3169
	-
	6.4.1
	Rel-6
	53.1.1.14 / 53.1.1.17 Update the procedure to deal 'EGPRS 8PSK in Uplink' PICS
	Approved
	F
	6.5.0
	EGPRS
	G3new

	GP-052375
	51.010-1
	3170
	-
	6.4.1
	Rel-6
	53.1.1.18 / 53.1.1.20 Update the procedure to deal 'EGPRS 8PSK in Uplink' PICS
	Approved
	F
	6.5.0
	EGPRS
	G3new

	GP-052376
	51.010-1
	3171
	-
	6.4.1
	Rel-6
	53.1.1.19 Update the procedure to deal 'EGPRS 8PSK in Uplink' PICS
	Approved
	F
	6.5.0
	EGPRS
	G3new

	GP-052377
	51.010-1
	3172
	-
	6.4.1
	Rel-6
	Section 41, update of some Conformance Requirements not in line with Core Specifications
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052370
	51.010-1
	3173
	-
	6.4.1
	Rel-6
	Clarifications in 20.22.9
	-
	F
	
	GPRS
	G3new

	GP-052713
	51.010-1
	3174
	-
	6.4.1
	Rel-6
	CR 51.010-1-3174 cl. 13.4 - Change of measurement window to eliminate test system variations
	Approved
	F
	6.5.0
	GSM
	G3new

	GP-052714
	51.010-1
	3175
	-
	6.4.1
	Rel-6
	CR 51.010-1-3175 cl. 13.16.3 - Change of measurement window to eliminate test system variations
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052715
	51.010-1
	3176
	-
	6.4.1
	Rel-6
	CR 51.010-1-3176 cl. 13.17.4 - Change of measurement window to eliminate test system variations
	Approved
	F
	6.5.0
	EDGE
	G3new

	GP-052380
	51.010-1
	3177
	-
	6.4.1
	Rel-6
	51010-1:Changes in the expected sequence of the testcase 41.3.3
	-
	F
	
	GPRS
	G3new

	GP-052779
	51.010-1
	3177
	1
	6.4.1
	Rel-6
	51010-1:Changes in the expected sequence of the testcase 41.3.3
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052381
	51.010-1
	3178
	-
	6.4.1
	Rel-6
	51010-1:Changes in the expected sequence of the testcase 42.1.2.1.10.1
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052382
	51.010-1
	3179
	-
	6.4.1
	Rel-6
	51010-1:Changes in the expected sequence of the testcase 42.1.2.1.8.1.4.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052383
	51.010-1
	3180
	-
	6.4.1
	Rel-6
	51010-1:Removal of PSI13 scheduling from the initial conditions of the testcase 42.3.1.1.9
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052384
	51.010-1
	3181
	-
	6.4.1
	Rel-6
	51010-1:Changes in the expected sequence of the testcase 44.2.1.1.5.3.
	-
	F
	
	GPRS
	G3new

	GP-052828
	51.010-1
	3181
	1
	6.4.1
	Rel-6
	51010-1:Changes in the expected sequence of the testcase 44.2.1.1.5.3.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052385
	51.010-1
	3182
	-
	6.4.1
	Rel-6
	51010-1:Allowing the sending of PDP DEACTIVATE REQUEST while waiting for any extra SABMs in the testcase 46.1.2.2.1.5.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052386
	51.010-1
	3183
	-
	6.4.1
	Rel-6
	51010-1:Changes in the expected sequence of the testcase 46.1.2.2.3.1.
	-
	F
	
	GPRS
	G3new

	GP-052831
	51.010-1
	3183
	1
	6.4.1
	Rel-6
	51010-1:Changes in the expected sequence of the testcase 46.1.2.2.3.1.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052838
	51.010-1
	3183
	2
	6.4.1
	-
	Changes in the expected sequence of the testcase 46.1.2.2.3.1
	-
	F
	
	GPRS
	G3new

	GP-052387
	51.010-1
	3184
	-
	6.4.1
	Rel-6
	51010-1:Changes in the expected sequence of the testcase 51.3.3
	-
	F
	
	EGPRS
	G3new

	GP-052780
	51.010-1
	3184
	1
	6.4.1
	Rel-6
	51010-1:Changes in the expected sequence of the testcase 51.3.3
	Approved
	F
	6.5.0
	EGPRS
	G3new

	GP-052388
	51.010-1
	3185
	-
	6.4.1
	Rel-6
	51010-1:Addition of an USF after the uplink assignment in step 3, of the testcase 52.1.2.1.10.1
	-
	F
	
	EGPRS
	G3new

	GP-052789
	51.010-1
	3185
	1
	6.4.1
	Rel-6
	51010-1:Addition of an USF after the uplink assignment in step 5, of the testcase 52.1.2.1.10.1
	Approved
	F
	6.5.0
	EGPRS
	G3new

	GP-052389
	51.010-1
	3186
	-
	6.4.1
	Rel-6
	51010-1:Changes in the expected sequence of the testcase 52.1.2.1.8.1.4.
	Approved
	F
	6.5.0
	EGPRS
	G3new

	GP-052391
	51.010-1
	3187
	-
	6.4.1
	Rel-6
	14.16.1 - Inconsistency in GMSK Power Levels
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052392
	51.010-1
	3188
	-
	6.4.1
	Rel-6
	20.22.9 – MS may access Carrier 2 after Test procedure
	-
	F
	
	GPRS
	G3new

	GP-052393
	51.010-1
	3189
	-
	6.4.1
	Rel-6
	40.5 – Addition of R5 QOS Parameters to Test PDP Contexts.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052394
	51.010-1
	3190
	-
	6.4.1
	Rel-6
	50.5 – Addition of R5 QOS Parameters to Test PDP Contexts.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052395
	51.010-1
	3191
	-
	6.4.1
	Rel-6
	41.3.6.8 – All Packet System Information for Cell B is exchanged to Packet Downlink Dummy Control Block on PBCCH. The data trigger at Step1 is reduced to 1200 octets
	-
	F
	
	GPRS
	G3new

	GP-052781
	51.010-1
	3191
	1
	6.4.1
	Rel-6
	41.3.6.8 – All Packet System Information for Cell B is replaced by Packet Downlink Dummy Control Block on PBCCH. The data trigger at Step1 is reduced to 1200 octets
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052396
	51.010-1
	3192
	-
	6.4.1
	Rel-6
	51.3.6.8 - All Packet System Information for Cell B is exchanged to Packet Downlink Dummy Control Block on PBCCH. The data trigger at Step1 is reduced to 1200 octets
	-
	F
	
	EDGE
	G3new

	GP-052782
	51.010-1
	3192
	1
	6.4.1
	Rel-6
	51.3.6.8 - All Packet System Information for Cell B is replaced by Packet Downlink Dummy Control Block on PBCCH. The data trigger at Step1 is reduced to 1200 octets
	Approved
	F
	6.5.0
	EDGE
	G3new

	GP-052397
	51.010-1
	3193
	-
	6.4.1
	Rel-6
	42.4.1.4 - Step 8 is updated to allow for the DRX period for the first measurement report sent by the MS on moving to Idle mode ( for Rel4 and earlier).
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052398
	51.010-1
	3194
	-
	6.4.1
	Rel-6
	42.4.5.4 & 42.4.5.9 - Ready timer is deactivated
	-
	F
	
	GPRS
	G3new

	GP-052775
	51.010-1
	3194
	1
	6.4.1
	Rel-6
	42.4.5.4 & 42.4.5.9 - Ready timer is deactivated
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052399
	51.010-1
	3195
	-
	6.4.1
	Rel-6
	42.4.5.8 – Test sequence modified to handle Packet Measurement Reports appropriately after MS enters NC2 mode.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052400
	51.010-1
	3196
	-
	6.4.1
	Rel-6
	42.4.8.4.1 and 42.4.8.4.3 – BS_PA_MFRMS parameter value is changed.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052401
	51.010-1
	3197
	-
	6.4.1
	Rel-6
	51.3.6.6, 51.3.6.7, 51.3.6.8, 51.3.6.9, 51.3.6.10 – EGPRS Test Cases incorrectly refer to GPRS messages and values.
	Approved
	F
	6.5.0
	EDGE
	G3new

	GP-052402
	51.010-1
	3198
	-
	6.4.1
	Rel-6
	53.1.1.24 - Change the no.of repetitions of steps 23 & 24 to 10 instead of 9.
	-
	F
	
	EDGE
	G3new

	GP-052403
	51.010-1
	3199
	-
	6.4.1
	Rel-6
	70.8.1, 70.8.2, 70.8.3, 70.8.5.1, 70.8.5.2 – Correction to comment field of Expected Sequence; minor drafting errors
	Approved
	F
	6.5.0
	AGPS
	G3new

	GP-052404
	51.010-1
	3200
	-
	6.4.1
	Rel-6
	70.8.4.4, 70.8.4.5 – Correction to Reference Number in Specific Message Contents
	Approved
	F
	6.5.0
	AGPS
	G3new

	GP-052405
	51.010-1
	3201
	-
	6.4.1
	Rel-6
	70.9.2.1, 70.9.2.2,  70.9.3.1, 70.9.3.2 - Addition of PICS "Support of privacy option"
	-
	B
	
	AGPS
	G3new

	GP-052836
	51.010-1
	3201
	1
	6.4.1
	Rel-6
	70.9.2.1, 70.9.2.2,  70.9.3.1, 70.9.3.2 - Addition of PICS "Support of privacy option"
	Approved
	B
	6.5.0
	AGPS
	G3new

	GP-052406
	51.010-1
	3203
	-
	6.4.1
	Rel-6
	41.2.2.2 – Handling of timer T3146
	-
	F
	
	GPRS
	G3new

	GP-052407
	51.010-1
	3204
	-
	6.4.1
	Rel-6
	51.2.2.2 – Handling of timer T3146
	-
	F
	
	EDGE
	G3new

	GP-052415
	51.010-1
	3205
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 20.22.30.1 Clarification of timing for requirement checks
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052416
	51.010-1
	3206
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 20.22.30.2 - Clarification of timing for requirement checks
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052417
	51.010-1
	3207
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 40.4.3.9 Conditional parameter check in Two Phase Access macro.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052418
	51.010-1
	3208
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 41.3.6.6 Clarification on the Access Type of Packet Resource Request in step 16.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052419
	51.010-1
	3209
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 51.3.6.6 Clarification on the Access Type of Packet Resource Request in step 16.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052420
	51.010-1
	3210
	-
	6.4.1
	Rel-6
	41.3.6.8 removed PSI3/PSI3bis information from IC and ack. data.
	-
	F
	
	GPRS
	G3new

	GP-052421
	51.010-1
	3211
	-
	6.4.1
	Rel-6
	51.3.6.8 removed PSI3/PSI3bis information from IC and ack. data
	-
	F
	
	GPRS
	G3new

	GP-052422
	51.010-1
	3212
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 41.3.6.9 missing steps to prevent retransmission of old LLC PDU and to handle inactive period
	-
	F
	
	GPRS
	G3new

	GP-052783
	51.010-1
	3212
	1
	6.4.1
	Rel-6
	CR 51.010-1 Section 41.3.6.9 missing steps to prevent retransmission of old LLC PDU and to handle inactive period
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052423
	51.010-1
	3213
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 51.3.6.9 missing steps to prevent retransmission of old LLC PDU and to handle inactive period
	-
	F
	
	GPRS
	G3new

	GP-052784
	51.010-1
	3213
	1
	6.4.1
	Rel-6
	CR 51.010-1 Section 51.3.6.9 missing steps to prevent retransmission of old LLC PDU and to handle inactive period
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052424
	51.010-1
	3214
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section – 41.5.1.1.2.1 Ambiguous note in step 4 removed
	-
	F
	
	GPRS
	G3new

	GP-052785
	51.010-1
	3214
	1
	6.4.1
	Rel-6
	CR 51.010-1 Section – 41.5.1.1.2.1 Ambiguous note in step 4 removed
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052425
	51.010-1
	3215
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section – 51.5.1.1.2.1 Ambiguous note in step 4 removed
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052426
	51.010-1
	3216
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section – 41.5.1.2.1.1 Clarification of step 1 (ambiguous Note)
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052427
	51.010-1
	3217
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section – 51.5.1.2.1.1 Clarification of step 1 (ambiguous Note)
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052428
	51.010-1
	3218
	-
	6.4.1
	Rel-6
	51.010-1 section 42.4.5.3 Step B18 and B35: Incorrect comment deleted
	-
	F
	
	GPRS
	G3new

	GP-052822
	51.010-1
	3218
	1
	6.4.1
	Rel-6
	51.010-1 section 42.4.5.3 Step B18 and B35: Incorrect comment deleted
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052429
	51.010-1
	3219
	-
	6.4.1
	Rel-6
	51.010-1 section 42.4.5.5 Step 22: Incorrect comment deleted.
	-
	F
	
	GPRS
	G3new

	GP-052823
	51.010-1
	3219
	1
	6.4.1
	Rel-6
	51.010-1 section 42.4.5.5 Step 22: Incorrect comment deleted.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052430
	51.010-1
	3220
	-
	6.4.1
	Rel-6
	51.010-1 section 42.4.5.7 Step 13: Incorrect comment deleted.
	-
	F
	
	GPRS
	G3new

	GP-052824
	51.010-1
	3220
	1
	6.4.1
	Rel-6
	51.010-1 section 42.4.5.7 Step 13: Incorrect comment deleted.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052431
	51.010-1
	3221
	-
	6.4.1
	Rel-6
	CR 51.010-1 section 42.4.8.5.1 Superfluous step removed from expected sequence
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052432
	51.010-1
	3222
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 81.2.1.4, 81.2.2.1, 81.2.2.2 Incorrect references.
	Approved
	F
	6.5.0
	GAN
	G3new

	GP-052433
	51.010-1
	3223
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 83.1.4.2, 83.1.4.3: Test procedure and the expected sequence are not aligned
	Approved
	F
	6.5.0
	GAN
	G3new

	GP-052434
	51.010-1
	3224
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 83.1.6.4: Test procedure and Expected Sequence alignment
	Approved
	F
	6.5.0
	GAN
	G3new

	GP-052435
	51.010-1
	3225
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 83.1.8.1 and 83.1.8.2 Removal both Test Cases
	Approved
	F
	6.5.0
	GAN
	G3new

	GP-052436
	51.010-1
	3226
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 83.4.1.1: Test procedure and Expected Sequence alignment
	Approved
	F
	6.5.0
	GAN
	G3new

	GP-052438
	51.010-1
	3227
	-
	6.4.1
	Rel-6
	70.9.4.6 - New Test Case for MS-Based A-GPS: RR Management Commands
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052439
	51.010-1
	3228
	-
	6.4.1
	Rel-6
	70.8.5.3 - New Test Case for MS-Based A-GPS: MO-LR Basic Self Location Request in Idle Mode (Alternative Case)
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052440
	51.010-1
	3229
	-
	6.4.1
	Rel-6
	70.8.5.4 - New Test Case for MS-Based A-GPS: MO-LR Basic Self Location Request in Dedicated Mode (Alternative Case)
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052441
	51.010-1
	3230
	-
	6.4.1
	Rel-6
	70.8.6 - New Test Case for MS-Based A-GPS: MO-LR Transfer to 3rd Party
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052443
	51.010-1
	3231
	-
	6.4.1
	Rel-6
	Modification of description of testsignal I3 in Annex 5
	-
	F
	
	GSM
	G3new

	GP-052774
	51.010-1
	3231
	1
	6.4.1
	Rel-6
	Modification of description of testsignal I3 in Annex 5
	-
	F
	
	GSM
	G3new

	GP-052444
	51.010-1
	3232
	-
	6.4.1
	Rel-6
	51.010-1; TC 21.3.X: Change of interferer signal
	-
	F
	
	GPRS
	G3new

	GP-052772
	51.010-1
	3232
	1
	6.4.1
	Rel-6
	51.010-1; TC 21.3.X: Change of interferer signal
	-
	F
	
	GPRS
	G3new

	GP-052445
	51.010-1
	3233
	-
	6.4.1
	Rel-6
	51.010-1; TC 21.4.X: Change of interferer signal
	-
	F
	
	GPRS
	G3new

	GP-052773
	51.010-1
	3233
	1
	6.4.1
	Rel-6
	51.010-1; TC 21.4.X: Change of interferer signal
	-
	F
	
	GPRS
	G3new

	GP-052446
	51.010-1
	3234
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section – 51.5.3.1.1 Mismatch between Conformance Requirements and test procedure
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052447
	51.010-1
	3235
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 52.1.2.1.9.3 Specific message content (GSM 1800 / GSM 1900)
	-
	F
	
	GPRS
	G3new

	GP-052834
	51.010-1
	3235
	1
	6.4.1
	Rel-6
	CR 51.010-1 Section 52.1.2.1.9.3 Specific message content (GSM 1800 / GSM 1900)
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052448
	51.010-1
	3236
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section – 57.2.1 Incorrect macro in step 5
	Approved
	F
	6.5.0
	EGPRS
	G3new

	GP-052449
	51.010-1
	3237
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 50.4.3.6 Conditional parameter check in Two Phase Access macro.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052450
	51.010-1
	3238
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 50.2.4 DTM Assignment Command missing in EGPRS default messages section.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052451
	51.010-1
	3239
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 42.4.8.4.5 Correction of Expected Sequence
	-
	F
	
	GPRS
	G3new

	GP-052827
	51.010-1
	3239
	1
	6.4.1
	Rel-6
	CR 51.010-1 Section 42.4.8.4.5 Correction of Expected Sequence
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052452
	51.010-1
	3240
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 42.9.2.2.4 Correction of Test Procedure and Expected Sequence
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052453
	51.010-1
	3241
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 42.9.2.2.5 Correction of Expected Sequence
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052454
	51.010-1
	3242
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 40.4.3.22 New macro Bring MS in the active state (U10)
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052455
	51.010-1
	3242
	-
	6.4.1
	Rel-6
	60.1, 60.2a, 60.2b, 60.3a, 60.3b, 60.4, 60.5, 60.6 – add applicability for 850 / 1900.
	Approved
	F
	6.5.0
	Intersystem_Change
	G3new

	GP-052463
	51.010-1
	3243
	-
	6.4.1
	Rel-6
	22.3 corrections to the test procedure
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052464
	51.010-1
	3244
	-
	6.4.1
	Rel-6
	22.8 corrections to the test procedure
	Approved
	F
	6.5.0
	EDGE
	G3new

	GP-052465
	51.010-1
	3245
	-
	6.4.1
	Rel-6
	test reduction, removal of test cases 13.6, 13.7 and 13.8
	-
	F
	
	GSM
	G3new

	GP-052468
	51.010-1
	3246
	-
	6.4.1
	Rel-6
	14.5.1.2 & 14.5.1.3 correction to purpose
	Approved
	F
	6.5.0
	GSM
	G3new

	GP-052469
	51.010-1
	3247
	-
	6.4.1
	Rel-6
	14.18.3 corrections to the test procedure
	Approved
	F
	6.5.0
	EDGE
	G3new

	GP-052472
	51.010-1
	3248
	-
	6.4.1
	Rel-6
	CR 51.010-1 section 47.3.1.3.1 Branch A and B redundant
	-
	F
	
	GPRS
	G3new

	GP-052832
	51.010-1
	3248
	1
	6.4.1
	Rel-6
	CR 51.010-1 section 47.3.1.3.1 Branch A and B redundant
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052473
	51.010-1
	3249
	-
	6.4.1
	Rel-7
	CR 51.010-1 section 44.2.10 Incorrect note in Contents of Attach Request message.
	-
	F
	
	GPRS
	G3new

	GP-052829
	51.010-1
	3249
	1
	6.4.1
	Rel-6
	CR 51.010-1 section 44.2.10 Incorrect note in Contents of Attach Request message.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052474
	51.010-1
	3250
	-
	-
	Rel-6
	Section 53.1.1.19 Correction of test procedure
	-
	-
	
	-
	G3new

	GP-052475
	51.010-1
	3251
	-
	6.4.1
	Rel-6
	CR 51.010-1 Section 26.9.7 - Correction to erroneous Mobile Allocation
	Approved
	F
	6.5.0
	GSM
	G3new

	GP-052476
	51.010-1
	3252
	-
	6.4.1
	Rel-6
	CR 51.010-1 42.9.2.1.1 Incorrect step reference in comments of step 21
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052500
	51.010-1
	3253
	-
	6.4.1
	Rel-6
	13.1 removal of vibration condition
	-
	F
	
	GSM
	G3new

	GP-052501
	51.010-1
	3254
	-
	6.4.1
	Rel-6
	13.6 removal of vibration condition
	Approved
	F
	6.5.0
	GSM
	G3new

	GP-052502
	51.010-1
	3255
	-
	6.4.1
	Rel-6
	13.16.1 removal of vibration condition
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052503
	51.010-1
	3256
	-
	6.4.1
	Rel-6
	13.17.1 removal of vibration condition
	-
	F
	
	EDGE
	G3new

	GP-052524
	51.010-1
	3257
	-
	6.4.1
	Rel-6
	CR 051.010-1 Section 41.5.1.1.1.4, 47.3.4.1 and 47.3.4.2
	Approved
	F
	6.5.0
	DTM
	G3new

	GP-052525
	51.010-1
	3258
	-
	6.4.1
	Rel-6
	Deletion of testcases 52.1.2.2.1 and 52.1.2.2.6
	-
	F
	
	EGPRS
	G3new

	GP-052526
	51.010-1
	3259
	-
	6.4.1
	Rel-6
	Deletion of section 52.5.5 "Downlink Transfer / Reestablishment"
	-
	F
	
	EGPRS
	G3new

	GP-052518
	51.010-1
	3260
	-
	6.4.1
	Rel-6
	Section 21.4.3 Editorial Correction To Surplus Statement Added In Recent Update
	Approved
	F
	6.5.0
	DARP
	G3new

	GP-052519
	51.010-1
	3261
	-
	6.4.1
	Rel-6
	Section 42.4.5.3 Needs To Allow Multiple Packet PSI Status Messages
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052520
	51.010-1
	3262
	-
	6.4.1
	Rel-6
	Section 44.2.2.1.7 Invalid Test Requirement Set After The Detach Procedure (IMSI)
	-
	F
	
	GPRS
	G3new

	GP-052523
	51.010-1
	3263
	-
	6.4.1
	Rel-6
	26.1.1 – Use of 3 digit MNC in GSM 700, GSM850
	Approved
	F
	6.5.0
	AGPS
	G3new

	GP-052625
	51.010-1
	3264
	-
	6.4.1
	Rel-6
	51.010-1 section 42.4.5.4 Step 18 and 33: Comment deleted.
	-
	F
	
	GPRS
	G3new

	GP-052825
	51.010-1
	3264
	1
	6.4.1
	Rel-6
	51.010-1 section 42.4.5.4 Step 18 and 33: Comment deleted.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052626
	51.010-1
	3265
	-
	6.4.1
	Rel-6
	51.010-1 section  42.4.5.9 Step 22 and 37: Comment deleted.
	-
	F
	
	GPRS
	G3new

	GP-052826
	51.010-1
	3265
	1
	6.4.1
	Rel-6
	51.010-1 section  42.4.5.9 Step 22 and 37: Comment deleted.
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052649
	51.010-1
	3266
	-
	6.4.1
	Rel-6
	Corrections to GMM test case 44.2.8.1.2
	-
	F
	
	TEI
	G3new

	GP-052853
	51.010-1
	3267
	-
	6.4.1
	Rel-6
	CR 051.010-1 53.1.1.25 Acknowledged Mode/ Uplink TBF/ TBF Reallocation/Window Size
	Approved
	F
	6.5.0
	EDGE
	G3new

	GP-052858
	51.010-1
	3268
	-
	6.4.1
	Rel-6
	20.22.23 Removal of the TC
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052351
	51.010-2
	0299
	-
	6.4.0
	Rel-6
	Annex B: Correction to applicability for Extended Dynamic Allocation
	Approved
	F
	6.5.0
	EDA
	G3new

	GP-052350
	51.010-2
	0300
	-
	6.4.0
	Rel-6
	Removal of TC53.1.1.5 from table B1.
	-
	F
	
	EDGE
	G3new

	GP-052366
	51.010-2
	0301
	-
	6.4.0
	Rel-6
	Applicability of 14.1.3, 14.1.4, 14.2.9, 14.4.3, 14.7.3, 14.7.4 – Tests reduction (tests deleted)
	-
	F
	
	AMR
	G3new

	GP-052835
	51.010-2
	0301
	1
	6.4.0
	Rel-6
	Applicability of 14.1.3, 14.1.4, 14.4.3 – Tests reduction (tests deleted)
	Approved
	F
	6.5.0
	AMR
	G3new

	GP-052367
	51.010-2
	0302
	-
	6.4.0
	Rel-6
	Applicability of 14.1.6, 14.2.5, 14.2.19 – Tests reduction
	Approved
	F
	6.5.0
	AMR
	G3new

	GP-052341
	51.010-2
	0303
	-
	6.4.1
	Rel-6
	Removal of some 51.x tests
	-
	F
	
	EGPRS
	G3new

	GP-052378
	51.010-2
	0304
	-
	6.4.1
	Rel-6
	Update of the Applicability for some EGPRS TC
	-
	F
	
	EGPRS
	G3new

	GP-052821
	51.010-2
	0304
	1
	6.4.0
	Rel-6
	Update of the Applicability for some EGPRS TC
	Approved
	F
	6.5.0
	EGPRS
	G3new

	GP-052390
	51.010-2
	0305
	-
	6.4.0
	Rel-6
	CR 51.010-2  Correction of Table A.2 concering Ciphering Algorith A5/2
	Approved
	F
	6.5.0
	GSM
	G3new

	GP-052437
	51.010-2
	0306
	-
	6.4.0
	Rel-6
	CR 51.010-2 Section 83.1.8.1 and 83.1.8.2 Removal of both Test Cases
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052442
	51.010-2
	0307
	-
	6.4.0
	Rel-6
	PICS/PIXIT for new MS-Based A-GPS test cases
	-
	F
	
	TEI
	G3new

	GP-052840
	51.010-2
	0307
	1
	6.4.0
	Rel-6
	Introduction of new MS-Based A-GPS test cases
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052456
	51.010-2
	0308
	-
	6.4.0
	Rel-6
	Applicability of 60.x to add GSM 850 / PCS 1900
	Approved
	F
	6.5.0
	Intersystem_Change
	G3new

	GP-052466
	51.010-2
	0309
	-
	6.4.0
	Rel-6
	Part2, test reduction, removal of test cases 13.6, 13.7 and 13.8
	-
	F
	
	GSM
	G3new

	GP-052467
	51.010-2
	0310
	-
	6.4.0
	Rel-6
	part2 test reduction, change of applicability for 13.1, 13.3 and 13.4
	Approved
	F
	6.5.0
	GSM
	G3new

	GP-052470
	51.010-2
	0311
	-
	6.4.0
	Rel-6
	CR 51.010-2 Separate PICS for GPRS EDA and EGPRS EDA required
	-
	F
	
	GPRS-EGPRS
	G3new

	GP-052471
	51.010-2
	0312
	-
	6.4.0
	Rel-6
	CR 51.010-2 PICS for Multiple TBF Release 6 feature missing
	-
	F
	
	GPRS
	G3new

	GP-052527
	51.010-2
	0313
	-
	6.4.0
	Rel-6
	CR 051.010-2-0313 Removal of testcases 52.1.2.2.1, 51.1.2.2.6, 52.5.5.1, 52.5.5.2 and 52.5.5.3 from table B1 (Rel-6)
	-
	F
	
	EGPRS
	G3new

	GP-052521
	51.010-2
	0314
	-
	6.4.0
	Rel-6
	Section 42.3.3.1.3 Should Only Apply From Rel-6 And Onwards
	-
	F
	
	GPRS
	G3new

	GP-052857
	51.010-2
	0315
	-
	6.4.0
	Rel-6
	Part2, test reduction, change of applicability for test cases 13.6, 13.7 and 13.8
	Approved
	F
	6.5.0
	GSM
	G3new

	GP-052859
	51.010-2
	0316
	-
	6.4.0
	Rel-6
	Removal of 20.22.23
	Approved
	F
	6.5.0
	GPRS
	G3new

	GP-052504
	51.010-5
	0024
	-
	6.4.0
	Rel-6
	Update for latest version of TTCN
	Approved
	F
	6.5.0
	Inter_System_Handover
	G3new

	GP-052506
	51.010-5
	0025
	-
	6.4.0
	Rel-6
	Correction of approved WI-012 test case 20.22.29.
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052507
	51.010-5
	0026
	-
	6.4.0
	Rel-6
	Corrections to approved GCF WI-10 P4 test cases 60.1 and 60.3a.
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052508
	51.010-5
	0027
	-
	6.4.0
	Rel-6
	Corrections to approved IR_G test case 60.3a
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052509
	51.010-5
	0028
	-
	6.4.0
	Rel-6
	Correction to the IR_G test case 60.6
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052510
	51.010-5
	0029
	-
	6.4.0
	Rel-6
	Summary of regression errors in the wk36 IR_G ATS.
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052511
	51.010-5
	0030
	-
	6.4.0
	Rel-6
	Summary of regression results for wk36 version of IR_G ATS V6.3.0
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052512
	51.010-5
	0031
	-
	6.4.0
	Rel-6
	Summary of regression errors in the wk38 IR_G ATS
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052513
	51.010-5
	0032
	-
	6.4.0
	Rel-6
	Summary of regression errors in the wk38 ATS.
	Approved
	F
	6.5.0
	TEI
	G3new

	GP-052813
	51.021
	0026
	1
	4.4.0
	Rel-4
	Performance requirements for E-TCH/F32.0
	approved
	A
	4.5.0
	TEI
	G1

	GP-052814
	51.021
	0027
	1
	5.3.0
	Rel-5
	Performance requirements for E-TCH/F32.0
	approved
	A
	5.4.0
	TEI
	G1

	GP-052815
	51.021
	0028
	1
	6.2.0
	Rel-6
	Performance requirements for E-TCH/F32.0
	approved
	A
	6.3.0
	TEI
	G1

	GP-052816
	51.021
	0030
	-
	7.0.0
	Rel-7
	Performance requirements for E-TCH/F32.0
	approved
	A
	7.1.0
	TEI
	G1
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