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6.2
Class diagram

Change in Clause 6.2.1

6.2.1
Attributes and relationships

This clause depicts the set of IOCs that encapsulate information relevant for this service. This clause provides the overview of all information object classes in UML.  Subsequent clauses provide more detailed specification of various aspects of these information object classes.

The figures below show the containment/naming hierarchy and the associations of the information object classes defined in the present document. They are split in several figures only for a readability purpose.
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NOTE 1:
The listed cardinality numbers represent transient as well as steady state numbers, and reflect all managed object creation and deletion scenarios.

NOTE 2:
The IOC AntennaFunction is required when supporting RET, For a description and clarification of RET, please refer to Annex B.

NOTE 3:
The instances of the AntennaFunction associated with a particular instance of NodeBFunction shall be contained by the same ManagedElement instance.

Figure 6.1: Transport view UTRAN NRM Containment/Naming and Association diagram
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NOTE 1:
The listed cardinality numbers represent transient as well as steady state numbers, and reflect all managed object creation and deletion scenarios.

NOTE 2:
The relation between GsmRelation and GsmCell is optional. It may be present if both the UtranCell and the GsmCell are managed by the same management node.
NOTE 3:
The UtranRelation and GsmRelation can be name-contained under IOCs defined in other NRMs.

NOTE 4:
ExternalUtranCell is contained under SubNetwork or ExternalRncFunction.
Figure 6.2: Cell view UTRAN NRM Containment/Naming and Association diagram

...
End of Change in Clause 6.2.1
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