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Annex F:
Status of all 3GPP CRs after TSG SA #31 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	CP-060108
	23.009
	0118
	1
	5.10.0
	Rel-5
	Clarification of directed retry handover failure cases
	approved
	F
	5.11.0
	TEI5
	C1

	CP-060108
	23.009
	0119
	1
	6.3.0
	Rel-6
	Clarification of directed retry handover failure cases
	approved
	A
	6.4.0
	TEI5
	C1

	CP-060113
	23.009
	0120
	-
	6.3.0
	Rel-6
	Aligning release 6 with release 5
	approved
	F
	6.4.0
	TEI6
	C1

	CP-060126
	23.038
	0015
	1
	6.1.0
	Rel-7
	CBS  - Reference removal
	approved
	F
	7.0.0
	TEI7
	C1

	CP-060113
	23.040
	0084
	-
	6.6.0
	Rel-6
	Correction of reference [28]
	approved
	F
	6.7.0
	TEI6
	C1

	CP-060126
	23.041
	0017
	1
	6.2.0
	Rel-7
	CBS - Reference correction
	approved
	F
	7.0.0
	TEI7
	C1

	CP-060126
	23.122
	0094
	-
	7.3.0
	Rel-7
	EPLMN list is not invalid on receipt of reject cause values #12 and #15
	approved
	F
	7.4.0
	TEI7
	C1

	CP-060126
	23.122
	0095
	-
	7.3.0
	Rel-7
	EHPLMN in automatic network selection mode
	approved
	F
	7.4.0
	TEI7
	C1

	CP-060127
	23.122
	0096
	2
	7.3.0
	Rel-7
	First higher priority PLMN scan in VPLMN
	revised
	C
	
	TEI7
	C1

	CP-060167
	23.122
	0096
	3
	7.3.0
	Rel-7
	First higher priority PLMN scan in VPLMN
	revised
	C
	
	TEI7
	C1

	CP-060175
	23.122
	0096
	4
	7.3.0
	Rel-7
	First higher priority PLMN scan in VPLMN
	approved
	C
	7.4.0
	TEI7
	C1

	CP-060118
	23.218
	0080
	1
	7.0.0
	Rel-7
	Change of originating and terminating terminal terminology
	revised
	F
	
	FBI
	C1

	CP-060160
	23.218
	0080
	2
	7.0.0
	Rel-7
	Change of originating and terminating terminal terminology
	approved
	F
	7.1.0
	FBI
	C1

	CP-060124
	23.218
	0081
	1
	7.0.0
	Rel-7
	Editorial corrections
	approved
	F
	7.1.0
	IMSProtoc
	C1

	CP-060124
	23.218
	0082
	-
	7.0.0
	Rel-7
	Correction for the description of the contents of the clauses
	approved
	F
	7.1.0
	IMSProtoc
	C1

	CP-060126
	24.008
	1044
	1
	7.2.0
	Rel-7
	Use on cause #12 in VPLMNs
	approved
	F
	7.3.0
	TEI7
	C1

	CP-060114
	24.008
	1049
	4
	6.11.0
	Rel-6
	Correction of domain specific access control
	approved
	F
	6.12.0
	ACBOP
	C1

	CP-060114
	24.008
	1050
	4
	7.2.0
	Rel-7
	Correction of domain specific access control
	approved
	A
	7.3.0
	ACBOP
	C1

	CP-060115
	24.008
	1051
	-
	6.11.0
	Rel-6
	Missing subclause in TS 24.008
	approved
	F
	6.12.0
	SCSAGB
	C1

	CP-060115
	24.008
	1052
	-
	7.2.0
	Rel-7
	Missing subclause in TS 24.008
	approved
	A
	7.3.0
	SCSAGB
	C1

	CP-060131
	24.008
	1054
	1
	7.2.0
	Rel-7
	Inclusion of support for DTM Handover for GERAN A/Gb mode
	revised
	B
	
	HO-DSRDTM
	C1

	CP-060179
	24.008
	1054
	2
	7.2.0
	Rel-7
	Inclusion of support for DTM Handover for GERAN A/Gb mode
	approved
	B
	7.3.0
	HO-DSRDTM
	C1

	CP-060126
	24.008
	1056
	1
	7.2.0
	Rel-7
	Clarification for collision of PDP context activation
	approved
	F
	7.3.0
	TEI7
	C1

	CP-060121
	24.008
	1062
	1
	7.2.0
	Rel-7
	Transfer of Text from the Combinational Services TR 24.879 to TS 24.008
	approved
	B
	7.3.0
	CSICS
	C1

	CP-060113
	24.008
	1063
	-
	6.11.0
	Rel-6
	Inclusion of support for Repeated SACCH
	approved
	F
	6.12.0
	TEI6
	C1

	CP-060113
	24.008
	1064
	-
	7.2.0
	Rel-7
	Inclusion of support for Repeated SACCH
	approved
	A
	7.3.0
	TEI6
	C1

	CP-060116
	24.109
	0024
	-
	6.5.0
	Rel-6
	Extension of the XML schema
	approved
	F
	6.6.0
	SEC1-SC
	C1

	CP-060116
	24.109
	0025
	-
	7.1.0
	Rel-7
	Extension of the XML schema
	approved
	A
	7.2.0
	SEC1-SC
	C1

	CP-060116
	24.109
	0026
	-
	6.5.0
	Rel-6
	Update of Reference PSK TLS
	approved
	F
	6.6.0
	SEC1-SC
	C1

	CP-060116
	24.109
	0027
	-
	7.1.0
	Rel-7
	Update of Reference PSK TLS
	approved
	A
	7.2.0
	SEC1-SC
	C1

	CP-060126
	24.141
	0053
	1
	7.0.0
	Rel-7
	Editorial Changes
	revised
	D
	
	TEI7
	C1

	CP-060163
	24.141
	0053
	2
	7.0.0
	Rel-7
	Clarifications to text on presence information
	approved
	F
	7.1.0
	TEI7
	C1

	CP-060109
	24.141
	0054
	1
	7.0.0
	Rel-7
	Miscellanous Text Changes
	approved
	A
	7.1.0
	PRESNC
	C1

	CP-060109
	24.141
	0055
	1
	7.0.0
	Rel-7
	Reference Change
	approved
	A
	7.1.0
	PRESNC
	C1

	CP-060109
	24.141
	0056
	1
	7.0.0
	Rel-7
	Replace UA-Profile instead of SIP-profile
	approved
	A
	7.1.0
	PRESNC
	C1

	CP-060109
	24.141
	0059
	-
	6.5.0
	Rel-6
	Miscellanous Text Changes
	approved
	F
	6.6.0
	PRESNC
	C1

	CP-060109
	24.141
	0060
	-
	6.5.0
	Rel-6
	Reference Change
	approved
	F
	6.6.0
	PRESNC
	C1

	CP-060109
	24.141
	0061
	-
	6.5.0
	Rel-6
	Replace UA-Profile instead of SIP-profile
	approved
	F
	6.6.0
	PRESNC
	C1

	CP-060118
	24.147
	0027
	1
	7.0.0
	Rel-7
	Shift conference material from 24.819 to 24.147
	approved
	B
	7.1.0
	FBI
	C1

	CP-060126
	24.147
	0028
	1
	7.0.0
	Rel-7
	Editorial Changes
	revised
	D
	
	TEI7
	C1

	CP-060163
	24.147
	0028
	2
	7.0.0
	Rel-7
	Removal of the PDF
	approved
	F
	7.1.0
	TEI7
	C1

	CP-060126
	24.147
	0029
	-
	7.0.0
	Rel-7
	Inviting to a Conference
	approved
	F
	7.1.0
	TEI7
	C1

	CP-060126
	24.147
	0030
	1
	7.0.0
	Rel-7
	Joining a Conferece
	approved
	F
	7.1.0
	TEI7
	C1

	CP-060111
	24.147
	0031
	1
	7.0.0
	Rel-7
	Correcting requirement of conference mixer
	approved
	A
	7.1.0
	IMS2
	C1

	CP-060111
	24.147
	0033
	1
	6.3.0
	Rel-6
	IETF reference updates
	approved
	F
	6.4.0
	IMS2
	C1

	CP-060111
	24.147
	0034
	1
	7.0.0
	Rel-7
	IETF reference updates
	approved
	A
	7.1.0
	IMS2
	C1

	CP-060111
	24.147
	0035
	1
	6.3.0
	Rel-6
	Correcting requirement of conference mixer
	approved
	F
	6.4.0
	IMS2
	C1

	CP-060118
	24.229
	1086
	1
	7.2.0
	Rel-7
	Addition of TISPAN supported internet-drafts
	approved
	B
	7.3.0
	FBI
	C1

	CP-060118
	24.229
	1088
	4
	7.2.0
	Rel-7
	IBCF enhancements
	approved
	B
	7.3.0
	FBI
	C1

	CP-060118
	24.229
	1089
	1
	7.2.0
	Rel-7
	IBCF corrections
	approved
	F
	7.3.0
	FBI
	C1

	CP-060118
	24.229
	1092
	3
	7.2.0
	Rel-7
	Optionality of P-Access-Network-Info header
	approved
	B
	7.3.0
	FBI
	C1

	CP-060118
	24.229
	1093
	2
	7.2.0
	Rel-7
	P-Access-Network-Info header absence for emergency call detection
	approved
	B
	7.3.0
	FBI
	C1

	CP-060118
	24.229
	1095
	1
	7.2.0
	Rel-7
	Reference to new annexes on NAT
	approved
	B
	7.3.0
	FBI
	C1

	CP-060120
	24.229
	1096
	5
	7.2.0
	Rel-7
	Emergency service - UE impact
	approved
	C
	7.3.0
	EMC1
	C1

	CP-060120
	24.229
	1097
	5
	7.2.0
	Rel-7
	Emergency service - P-CSCF impact
	approved
	C
	7.3.0
	EMC1
	C1

	CP-060120
	24.229
	1098
	4
	7.2.0
	Rel-7
	Emergency service S-CSCF impact
	approved
	B
	7.3.0
	EMC1
	C1

	CP-060120
	24.229
	1099
	5
	7.2.0
	Rel-7
	Emergency service - E-CSCF impact
	approved
	B
	7.3.0
	EMC1
	C1

	CP-060124
	24.229
	1100
	2
	7.2.0
	Rel-7
	Support of call forwarding at the S-CSCF
	rejected
	F
	
	IMSProtoc
	C1

	CP-060118
	24.229
	1101
	-
	7.2.0
	Rel-7
	Replaces header in Profile Tables
	approved
	B
	7.3.0
	FBI
	C1

	CP-060118
	24.229
	1103
	1
	7.2.0
	Rel-7
	Editor's Note on xDSL bearer
	approved
	F
	7.3.0
	FBI
	C1

	CP-060118
	24.229
	1106
	4
	7.2.0
	Rel-7
	Completion of IBCF routing procedures
	approved
	F
	7.3.0
	FBI
	C1

	CP-060124
	24.229
	1107
	1
	7.2.0
	Rel-7
	Reference Update of TS24.229
	approved
	F
	7.3.0
	IMSProtoc
	C1

	CP-060106
	24.229
	1112
	1
	5.15.0
	Rel-5
	IMS AKA - content of initial authentication header
	approved
	F
	5.16.0
	IMS-CCR
	C1

	CP-060106
	24.229
	1113
	1
	6.9.0
	Rel-6
	IMS AKA - content of initial authentication header
	approved
	A
	6.10.0
	IMS-CCR
	C1

	CP-060106
	24.229
	1114
	1
	7.2.0
	Rel-7
	IMS AKA - content of initial authentication header
	approved
	A
	7.3.0
	IMS-CCR
	C1

	CP-060106
	24.229
	1115
	1
	5.15.0
	Rel-5
	IMS AKA - SQN resync clarifications
	approved
	F
	5.16.0
	IMS-CCR
	C1

	CP-060106
	24.229
	1116
	1
	6.9.0
	Rel-6
	IMS AKA - SQN resync clarifications
	approved
	A
	6.10.0
	IMS-CCR
	C1

	CP-060106
	24.229
	1117
	1
	7.2.0
	Rel-7
	IMS AKA - SQN resync clarifications
	approved
	A
	7.3.0
	IMS-CCR
	C1

	CP-060111
	24.229
	1118
	2
	6.9.0
	Rel-6
	IMS Short Session Setup - Clarifications
	approved
	F
	6.10.0
	IMS2
	C1

	CP-060111
	24.229
	1119
	2
	7.2.0
	Rel-7
	IMS Short Session Setup - Clarifications
	approved
	A
	7.3.0
	IMS2
	C1

	CP-060124
	24.229
	1125
	-
	7.2.0
	Rel-7
	Pre-loaded Route header
	approved
	F
	7.3.0
	IMSProtoc
	C1

	CP-060111
	24.229
	1128
	2
	6.9.0
	Rel-6
	Tel URI
	approved
	F
	6.10.0
	IMS2
	C1

	CP-060111
	24.229
	1129
	2
	7.2.0
	Rel-7
	Tel URI
	approved
	A
	7.3.0
	IMS2
	C1

	CP-060110
	24.229
	1131
	1
	6.9.0
	Rel-6
	P-Asserted-Identity
	approved
	F
	6.10.0
	IMS2
	C1

	CP-060110
	24.229
	1132
	1
	7.2.0
	Rel-7
	P-Asserted-Identity
	approved
	A
	7.3.0
	IMS2
	C1

	CP-060110
	24.229
	1133
	-
	6.9.0
	Rel-6
	Preconditions required
	approved
	F
	6.10.0
	IMS2
	C1

	CP-060110
	24.229
	1134
	-
	7.2.0
	Rel-7
	Preconditions required
	approved
	A
	7.3.0
	IMS2
	C1

	CP-060110
	24.229
	1135
	1
	6.9.0
	Rel-6
	SDP answer
	approved
	F
	6.10.0
	IMS2
	C1

	CP-060110
	24.229
	1136
	1
	7.2.0
	Rel-7
	SDP answer
	approved
	A
	7.3.0
	IMS2
	C1

	CP-060124
	24.229
	1137
	1
	7.2.0
	Rel-7
	Session termination by S-CSCF
	approved
	F
	7.3.0
	IMSProtoc
	C1

	CP-060124
	24.229
	1138
	2
	7.2.0
	Rel-7
	Session termination by P-CSCF
	approved
	F
	7.3.0
	IMSProtoc
	C1

	CP-060107
	24.229
	1140
	1
	5.15.0
	Rel-5
	Support of call forwarding at the S-CSCF
	approved
	F
	5.16.0
	IMS-CCR
	C1

	CP-060107
	24.229
	1141
	1
	6.9.0
	Rel-6
	Support of call forwarding at the S-CSCF
	approved
	A
	6.10.0
	IMS-CCR
	C1

	CP-060125
	24.229
	1145
	2
	7.2.0
	Rel-7
	Transport of HSS address from I-CSCF to S-CSCF
	revised
	B
	
	IMSProtoc
	C1

	CP-060058
	24.229
	1145
	3
	7.2.0
	Rel-7
	Transport of HSS address from I-CSCF to S-CSCF
	rejected
	B
	
	IMSprotoc
	C1

	CP-060107
	24.229
	1146
	1
	5.15.0
	Rel-5
	UE processing 305 (Use Proxy)
	revised
	F
	
	IMS-CCR
	C1

	CP-060152
	24.229
	1146
	2
	5.15.0
	Rel-5
	UE processing 305 (Use Proxy)
	approved
	F
	5.16.0
	IMS-CCR
	C1

	CP-060107
	24.229
	1147
	1
	6.9.0
	Rel-6
	UE processing 305 (Use Proxy)
	approved
	A
	6.10.0
	IMS-CCR
	C1

	CP-060107
	24.229
	1148
	1
	7.2.0
	Rel-7
	UE processing 305 (Use Proxy)
	approved
	A
	7.3.0
	IMS-CCR
	C1

	CP-060124
	24.229
	1152
	1
	7.2.0
	Rel-7
	Editorial Changes
	approved
	D
	7.3.0
	IMSProtoc
	C1

	CP-060110
	24.229
	1155
	1
	6.9.0
	Rel-6
	Tables Change in Appendix A
	approved
	F
	6.10.0
	IMS2
	C1

	CP-060110
	24.229
	1156
	1
	7.2.0
	Rel-7
	Tables Change in Appendix A
	approved
	A
	7.3.0
	IMS2
	C1

	CP-060124
	24.229
	1157
	3
	7.2.0
	Rel-7
	Support for RFC 4145
	approved
	B
	7.3.0
	IMSProtoc
	C1

	CP-060107
	24.229
	1159
	1
	5.15.0
	Rel-5
	DHCPv6 options for Domain Name Servers
	approved
	F
	5.16.0
	IMS-CCR
	C1

	CP-060107
	24.229
	1160
	1
	6.9.0
	Rel-6
	DHCPv6 options for Domain Name Servers
	approved
	A
	6.10.0
	IMS-CCR
	C1

	CP-060107
	24.229
	1161
	1
	7.2.0
	Rel-7
	DHCPv6 options for Domain Name Servers
	approved
	A
	7.3.0
	IMS-CCR
	C1

	CP-060107
	24.229
	1162
	1
	5.15.0
	Rel-5
	Clarifications on P-CSCF discovery
	approved
	F
	5.16.0
	IMS-CCR
	C1

	CP-060107
	24.229
	1163
	1
	6.9.0
	Rel-6
	Clarifications on P-CSCF discovery
	approved
	A
	6.10.0
	IMS-CCR
	C1

	CP-060107
	24.229
	1164
	1
	7.2.0
	Rel-7
	Clarifications on P-CSCF discovery
	approved
	A
	7.3.0
	IMS-CCR
	C1

	CP-060119
	24.229
	1177
	1
	7.2.0
	Rel-7
	PacketCable Extensions to P-Charging-Vector header
	approved
	C
	7.3.0
	FBI-PCBL
	C1

	CP-060121
	24.229
	1183
	-
	7.2.0
	Rel-7
	Transfer of Text from the Combinational Services TR 24.879 to TS 24.229
	approved
	B
	7.3.0
	CSICS
	C1

	CP-060124
	24.229
	1184
	3
	7.2.0
	Rel-7
	Registration of multiple PUIs - CR
	approved
	F
	7.3.0
	IMSProtoc
	C1

	CP-060106
	24.229
	1185
	-
	5.15.0
	Rel-5
	Removal of Warning header non-compliance with RFC 3261
	approved
	F
	5.16.0
	IMS-CCR
	C1

	CP-060106
	24.229
	1186
	-
	6.9.0
	Rel-6
	Removal of Warning header non-compliance with RFC 3261
	approved
	A
	6.10.0
	IMS-CCR
	C1

	CP-060106
	24.229
	1187
	-
	7.2.0
	Rel-7
	Removal of Warning header non-compliance with RFC 3261
	approved
	A
	7.3.0
	IMS-CCR
	C1

	CP-060111
	24.229
	1188
	3
	6.9.0
	Rel-6
	Definition of principles for IOI exchange and storage
	approved
	B
	6.10.0
	IMS2
	C1

	CP-060111
	24.229
	1189
	3
	7.2.0
	Rel-7
	Definition of principles for IOI exchange and storage
	approved
	A
	7.3.0
	IMS2
	C1

	CP-060124
	24.229
	1190
	1
	7.2.0
	Rel-7
	Mandationof RFC 4320 fixes for issues found with the Session Initiation Protocol's (SIP) Non-INVITE Transactions
	rejected
	F
	
	IMSProtoc
	C1

	CP-060118
	24.229
	1196
	1
	7.2.0
	Rel-7
	correction for the procedure of changing media data
	approved
	F
	7.3.0
	FBI
	C1

	CP-060118
	24.229
	1197
	1
	7.2.0
	Rel-7
	Editorial Changes
	approved
	D
	7.3.0
	FBI
	C1

	CP-060106
	24.229
	1202
	-
	5.15.0
	Rel-5
	Syntax and operation for Security-Client, Security-Server and Security-Verify headers
	approved
	F
	5.16.0
	IMS-CCR
	C1

	CP-060106
	24.229
	1203
	-
	6.9.0
	Rel-6
	Syntax and operation for Security-Client, Security-Server and Security-Verify headers
	approved
	A
	6.10.0
	IMS-CCR
	C1

	CP-060106
	24.229
	1204
	-
	7.2.0
	Rel-7
	Syntax and operation for Security-Client, Security-Server and Security-Verify headers
	approved
	A
	7.3.0
	IMS-CCR
	C1

	CP-060110
	24.229
	1205
	-
	6.9.0
	Rel-6
	Inclusion of Ma reference point
	approved
	F
	6.10.0
	IMS2
	C1

	CP-060110
	24.229
	1206
	-
	7.2.0
	Rel-7
	Inclusion of Ma reference point
	approved
	A
	7.3.0
	IMS2
	C1

	CP-060117
	24.229
	1209
	1
	6.9.0
	Rel-6
	Coding of P-Access-Network-Info header for 3GPP2 IMS
	approved
	F
	6.10.0
	IMSCOOP
	C1

	CP-060117
	24.229
	1210
	1
	7.2.0
	Rel-7
	Coding of P-Access-Network-Info header for 3GPP2 IMS
	approved
	A
	7.3.0
	IMSCOOP, IMSProtoc
	C1

	CP-060111
	24.229
	1213
	1
	6.9.0
	Rel-6
	Reference Update of TS24.229, Rel6
	approved
	F
	6.10.0
	IMS2
	C1

	CP-060111
	24.229
	1219
	-
	7.2.0
	Rel-7
	Reference Update of TS24.229, Rel7
	approved
	A
	7.3.0
	IMS2
	C1

	CP-060107
	24.229
	1220
	-
	5.15.0
	Rel-5
	Reference Update of TS24.229
	approved
	F
	5.16.0
	IMS-CCR
	C1

	CP-060134
	24.229
	1222
	-
	7.2.0
	Rel-7
	Mandationof RFC 4320 fixes for issues found with the Session Initiation Protocol's (SIP) Non-INVITE Transactions
	revised
	F
	
	IMSProtoc
	C1

	CP-060140
	24.229
	1222
	1
	7.2.0
	Rel-7
	Mandationof RFC 4320 fixes for issues found with the Session Initiation Protocol's (SIP) Non-INVITE Transactions
	revised
	F
	
	IMSProtoc
	C1

	CP-060153
	24.229
	1222
	2
	7.2.0
	Rel-7
	Mandationof RFC 4320 fixes for issues found with the Session Initiation Protocol's (SIP) Non-INVITE Transactions
	approved
	F
	7.3.0
	IMSProtoc
	C1

	CP-060132
	24.229
	1223
	-
	7.2.0
	Rel-7
	Emergency service - P-CSCF impact with P-CSCF optional use of emergency URIs
	withdrawn
	C
	
	EMC1
	C1

	CP-060133
	24.229
	1224
	-
	7.2.0
	Rel-7
	Emergency service - E-CSCF impact with P-CSCF optional use of emergency URIs
	withdrawn
	B
	
	EMC1
	C1

	CP-060136
	24.229
	1225
	-
	7.2.0
	Rel-7
	Support of call forwarding at the S-CSCF
	revised
	F
	
	IMS-CCR
	C1

	CP-060161
	24.229
	1225
	-
	7.2.0
	Rel-7
	Support of call forwarding at the S-CSCF
	revised
	F
	
	IMS-CCR
	C1

	CP-060176
	24.229
	1225
	2
	7.2.0
	Rel-7
	Support of call forwarding at the S-CSCF
	approved
	F
	7.3.0
	IMS-CCR, IMSProtoc
	C1

	CP-060142
	24.229
	1226
	-
	7.2.0
	Rel-7
	Transport of HSS address from I-CSCF to S-CSCF
	approved
	B
	7.3.0
	IMSprotoc
	C1

	CP-060112
	24.234
	0030
	1
	6.5.0
	Rel-6
	IETF References Update
	approved
	F
	6.6.0
	WLAN
	C1

	CP-060112
	24.234
	0031
	1
	6.5.0
	Rel-6
	Corrections to the counter used for additional tunnel establishment
	approved
	F
	6.6.0
	WLAN
	C1

	CP-060112
	24.234
	0032
	1
	7.0.0
	Rel-7
	Corrections to the counter used for additional tunnel establishment
	approved
	A
	7.1.0
	WLAN
	C1

	CP-060112
	24.234
	0034
	-
	7.0.0
	Rel-7
	IETF References Update
	approved
	A
	7.1.0
	WLAN
	C1

	CP-060110
	24.247
	0020
	-
	6.4.0
	Rel-6
	Corrections to references in TS 24.247 to align with draft-ietf-simple-message-sessions-13 and draft-ietf-sipping-uri-list-message-06
	approved
	F
	6.5.0
	IMS2
	C1

	CP-060126
	27.005
	0005
	-
	6.0.1
	Rel-7
	Correction to <vp> and <fo> in examples
	approved
	F
	7.0.0
	TEI7
	C1

	CP-060126
	27.007
	0137
	-
	6.8.0
	Rel-7
	QoS additions for the AT commands +CGEQREQ and +CGEQMIN
	approved
	F
	7.0.0
	TEI7
	C1

	CP-060114
	29.018
	0047
	-
	6.3.0
	Rel-6
	Paging during PS domain specific access control
	approved
	F
	6.4.0
	ACBOP
	C1

	CP-060114
	29.018
	0048
	-
	7.1.0
	Rel-7
	Paging during PS domain specific access control
	approved
	A
	7.2.0
	ACBOP
	C1

	CP-060123
	43.068
	0069
	1
	7.2.0
	Rel-7
	Data confidentiality for p-t-p SMS in an active voice group call
	approved
	F
	7.3.0
	IVGCS
	C1

	CP-060122
	43.068
	0070
	-
	7.2.0
	Rel-7
	Clarification of prefix for an SMS to an active voice group call
	approved
	B
	7.3.0
	EVGCS
	C1

	CP-060122
	43.068
	0071
	1
	7.2.0
	Rel-7
	Enhanced support of AMR for VGCS
	approved
	B
	7.3.0
	EVGCS
	C1

	CP-060113
	43.068
	0072
	2
	6.6.0
	Rel-6
	Correction of muting/un-muting procedure
	approved
	F
	6.7.0
	TEI6
	C1

	CP-060113
	43.068
	0073
	2
	7.2.0
	Rel-7
	Correction of muting/un-muting procedure
	approved
	A
	7.3.0
	TEI6
	C1

	CP-060122
	43.068
	0074
	-
	7.2.0
	Rel-7
	Correction of the distribution of emergency indications
	approved
	B
	7.3.0
	EVGCS
	C1

	CP-060122
	43.068
	0076
	1
	7.2.0
	Rel-7
	Modification of conditions for VGCS call establishment
	approved
	C
	7.3.0
	EVGCS
	C1

	CP-060122
	43.068
	0078
	1
	7.2.0
	Rel-7
	Addition to group call SM procedures
	approved
	F
	7.3.0
	EVGCS
	C1

	CP-060122
	43.068
	0080
	1
	7.2.0
	Rel-7
	EPRT - Corrections and clarifications to the procedures for releasing the calling service subscribers dedicated connection to the anchor MSC
	approved
	F
	7.3.0
	EVGCS
	C1

	CP-060122
	43.068
	0081
	1
	7.2.0
	Rel-7
	EPRT - Correction/ clarification of voice group call termination procedures
	approved
	F
	7.3.0
	EVGCS
	C1

	CP-060122
	43.068
	0082
	2
	7.2.0
	Rel-7
	Clarification of the no activity time
	approved
	F
	7.3.0
	EVGCS
	C1

	CP-060122
	43.068
	0083
	2
	7.2.0
	Rel-7
	Indication of the channel to be used for uplink requests
	approved
	B
	7.3.0
	EVGCS
	C1

	CP-060162
	43.069
	0029
	1
	7.0.0
	Rel-7
	EPRT - Correction/ clarification of voice broadcast call release procedures
	approved
	F
	7.1.0
	TEI7
	C1

	CP-060126
	43.069
	0029
	1
	7.0.0
	Rel-7
	EPRT - Correction/ clarification of voice broadcast call release procedures
	withdrawn
	F
	
	TEI7
	C1

	CP-060126
	43.069
	0077
	2
	7.0.0
	Rel-7
	Modification of conditions for VBS call establishment
	approved
	C
	7.1.0
	TEI7
	C1

	CP-060050
	23.172
	0043
	1
	6.3.0
	Rel-6
	Indication of Network-Initiated Service Change
	approved
	F
	6.4.0
	SCUDIF
	C3

	CP-060053
	29.007
	0139
	1
	7.1.0
	Rel-7
	Clarification of the speech followed by fax case in an splitted (BICC) architecture
	approved
	F
	7.2.0
	TEI7
	C3

	CP-060051
	29.162
	0005
	2
	7.0.0
	Rel-7
	IBCF
	approved
	B
	7.1.0
	FBI
	C3

	CP-060056
	29.163
	0096
	-
	7.1.0
	Rel-7
	Clarification of IAM to SIP Invite message mapping
	approved
	F
	7.2.0
	IMS-CCR-IWCS
	C3

	CP-060056
	29.163
	0098
	1
	7.1.0
	Rel-7
	SCTP transport
	approved
	F
	7.2.0
	IMS-CCR-IWCS
	C3

	CP-060046
	29.163
	0099
	-
	6.7.0
	Rel-6
	Bearer Released use with TDM circuit
	approved
	F
	6.8.0
	IMS-CCR-IWCS
	C3

	CP-060046
	29.163
	0100
	-
	7.1.0
	Rel-7
	Bearer Released use with TDM circuit
	approved
	A
	7.2.0
	IMS-CCR-IWCS
	C3

	CP-060048
	29.163
	0102
	1
	6.7.0
	Rel-6
	Removal of reason header from responses
	approved
	F
	6.8.0
	IMS-CCR-IWCS
	C3

	CP-060052
	29.163
	0103
	2
	7.1.0
	Rel-7
	Removal of reason header from responses
	rejected
	F
	
	FBI
	C3

	CP-060046
	29.163
	0104
	-
	6.7.0
	Rel-6
	488 status code
	approved
	F
	6.8.0
	IMS-CCR-IWCS
	C3

	CP-060046
	29.163
	0105
	-
	7.1.0
	Rel-7
	488 status code
	approved
	A
	7.2.0
	IMS-CCR-IWCS
	C3

	CP-060047
	29.163
	0108
	3
	6.7.0
	Rel-6
	Interworking RTP timestamps and IuFP frame numbers
	approved
	F
	6.8.0
	IMS-CCR-IWCS
	C3

	CP-060047
	29.163
	0109
	4
	7.1.0
	Rel-7
	Interworking RTP timestamps and IuFP frame numbers
	approved
	A
	7.2.0
	IMS-CCR-IWCS
	C3

	CP-060129
	29.163
	0110
	-
	7.1.0
	Rel-7
	Status Code 433 for ACR
	approved
	F
	7.2.0
	FBI
	C3

	CP-060049
	29.210
	0032
	1
	6.4.0
	Rel-6
	Use of UTF8String instead of OctetString
	approved
	F
	6.5.0
	CH-FBC
	C3

	CP-060049
	29.210
	0033
	1
	6.4.0
	Rel-6
	Destination IP Address in TFT Filter Type AVP
	approved
	F
	6.5.0
	CH-FBC
	C3

	CP-060073
	23.003
	0106
	1
	6.8.0
	Rel-6
	IETF  references update
	approved
	F
	6.9.0
	WLAN-IW
	C4

	CP-060073
	23.008
	0168
	1
	6.8.0
	Rel-6
	Correction to the Max Requested Bandwidth in I-WLAN data storage
	approved
	F
	6.9.0
	WLAN-IW
	C4

	CP-060073
	23.008
	0169
	1
	7.0.0
	Rel-7
	Correction to the Max Requested Bandwidth in I-WLAN data storage
	approved
	A
	7.1.0
	WLAN-IW
	C4

	CP-060080
	23.012
	0020
	1
	6.3.0
	Rel-7
	Enhancement of the administrative restriction of subscribers' access feature
	approved
	C
	7.0.0
	TEI7
	C4

	CP-060074
	23.067
	0018
	-
	7.0.0
	Rel-7
	Correction on references to non existing specifications
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060082
	23.078
	0794
	-
	7.2.0
	Rel-7
	Specification of gsmSCF Address format in AnyTime request messages
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060064
	23.205
	0111
	4
	5.10.0
	Rel-5
	Correction to Termination State Handling
	approved
	F
	5.11.0
	TEI5
	C4

	CP-060064
	23.205
	0112
	4
	6.4.0
	Rel-6
	Correction to Termination State Handling
	approved
	A
	6.5.0
	TEI5
	C4

	CP-060064
	23.205
	0117
	3
	7.0.0
	Rel-7
	Correction to Termination State Handling
	approved
	A
	7.1.0
	TEI5
	C4

	CP-060078
	23.205
	0120
	2
	7.0.0
	Rel-7
	Physical termination state handling in connection with Physical Termination  Removal from/ Restoration to Service procedures
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060064
	23.205
	0121
	1
	5.10.0
	Rel-5
	Miscellaneous corrections to messages/procedures
	approved
	F
	5.11.0
	TEI5
	C4

	CP-060064
	23.205
	0122
	1
	6.4.0
	Rel-6
	Miscellaneous corrections to messages/procedures
	approved
	A
	6.5.0
	TEI5
	C4

	CP-060064
	23.205
	0123
	1
	7.0.0
	Rel-7
	Miscellaneous corrections to messages/procedures
	approved
	A
	7.1.0
	TEI5
	C4

	CP-060078
	23.205
	0126
	1
	7.0.0
	Rel-7
	Internal bearer for multiparty service
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060078
	23.205
	0127
	1
	7.0.0
	Rel-7
	Wrong implementation of CP-050629 / C4-051767 (CR#089rev2)
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060078
	23.205
	0128
	-
	7.0.0
	Rel-7
	ServiceChangeVersion in MGW Re-Register procedure
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060078
	23.205
	0132
	-
	7.0.0
	Rel-7
	Correction termination error in figure13.19
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060064
	23.205
	0133
	1
	5.10.0
	Rel-5
	Removal of Stream Mode Modification at Bearer Release
	approved
	F
	5.11.0
	TEI5
	C4

	CP-060064
	23.205
	0134
	1
	6.4.0
	Rel-6
	Removal of Stream Mode Modification at Bearer Release
	approved
	A
	6.5.0
	TEI5
	C4

	CP-060064
	23.205
	0135
	1
	7.0.0
	Rel-7
	Removal of Stream Mode Modification at Bearer Release
	approved
	A
	7.1.0
	TEI5
	C4

	CP-060064
	23.205
	0139
	-
	5.10.0
	Rel-5
	Replacing Notify Bearer Modification information element with Notify Bearer Event in Prepare_IP_Transport procedure
	approved
	F
	5.11.0
	TEI5
	C4

	CP-060064
	23.205
	0140
	-
	6.4.0
	Rel-6
	Replacing Notify Bearer Modification information element with Notify Bearer Event in Prepare_IP_Transport procedure
	approved
	A
	6.5.0
	TEI5
	C4

	CP-060064
	23.205
	0141
	-
	7.0.0
	Rel-7
	Replacing Notify Bearer Modification information element with Notify Bearer Event in Prepare_IP_Transport procedure
	approved
	A
	7.1.0
	TEI5
	C4

	CP-060082
	23.278
	0050
	-
	7.0.0
	Rel-7
	Specification of gsmSCF Address format in AnyTime request messages
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060081
	24.030
	0025
	-
	7.0.0
	Rel-7
	Addition of Periodic Location Feature Support
	approved
	B
	7.1.0
	LCS3
	C4

	CP-060081
	24.080
	0047
	-
	7.0.0
	Rel-7
	Addition of Periodic Location Feature Support
	approved
	B
	7.1.0
	LCS3
	C4

	CP-060081
	29.002
	0781
	3
	7.2.0
	Rel-7
	New LocationType for the notification based on current location of target UE
	approved
	C
	7.3.0
	LCS3
	C4

	CP-060080
	29.002
	0786
	-
	7.2.0
	Rel-7
	Addition of authentication domains in Send Authentication Info
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060080
	29.002
	0787
	1
	7.2.0
	Rel-7
	"Addition of ""supported RAT type indicator"" during location/routing area update"
	approved
	C
	7.3.0
	TEI7
	C4

	CP-060080
	29.002
	0788
	1
	7.2.0
	Rel-7
	SMS Relay Application Context Names for Version 1
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060080
	29.002
	0789
	-
	7.2.0
	Rel-7
	Precision on segmentation of MAP GPRSSubscriptionData parameter
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060088
	29.002
	0790
	1
	7.2.0
	Rel-7
	Removal of MAPsec material
	approved
	C
	7.3.0
	SEC7-TCAP
	C4

	CP-060081
	29.002
	0792
	1
	7.2.0
	Rel-7
	Addition of Periodic Location Feature Support
	approved
	B
	7.3.0
	LCS3
	C4

	CP-060070
	29.002
	0793
	1
	6.12.1
	Rel-6
	Addition of UMTS Trace parameters to handover procedure
	approved
	F
	6.13.0
	TEI6
	C4

	CP-060070
	29.002
	0794
	1
	7.2.0
	Rel-7
	Addition of UMTS Trace parameters to handover procedure
	approved
	A
	7.3.0
	TEI6
	C4

	CP-060079
	29.002
	0801
	-
	7.2.0
	Rel-7
	Improvements to VGCS Call Establishment
	approved
	C
	7.3.0
	TEI7
	C4

	CP-060080
	29.010
	0117
	2
	6.7.0
	Rel-7
	"Addition of new cause ""additional roaming not allowed "" in RAU and LUP"
	approved
	C
	7.0.0
	TEI7
	C4

	CP-060070
	29.010
	0118
	-
	6.7.0
	Rel-6
	Addition of UMTS Trace parameters to handover procedure
	approved
	F
	6.8.0
	TEI6
	C4

	CP-060069
	29.060
	0571
	1
	6.11.0
	Rel-6
	Adding Required MBMS Bearer Capabilities IE to MBMS Registration Response
	approved
	F
	6.12.0
	MBMS
	C4

	CP-060069
	29.060
	0572
	1
	7.0.0
	Rel-7
	Adding Required MBMS Bearer Capabilities IE to MBMS Registration Response
	approved
	A
	7.1.0
	MBMS
	C4

	CP-060075
	29.060
	0574
	1
	7.0.0
	Rel-7
	Introduction of System Type in SGSN Context Request message.
	approved
	B
	7.1.0
	TEI7
	C4

	CP-060068
	29.060
	0575
	1
	6.11.0
	Rel-6
	SGSN Address for User-Plane Data Forwarding in Inter-RAT PS Handove
	approved
	F
	6.12.0
	TEI6
	C4

	CP-060068
	29.060
	0580
	-
	7.0.0
	Rel-7
	SGSN Address for User-Plane Data Forwarding in Inter-RAT PS Handove
	approved
	A
	7.1.0
	TEI6
	C4

	CP-060071
	29.109
	0024
	1
	6.5.0
	Rel-6
	Correction of NAF_ID
	approved
	F
	6.6.0
	TEI6
	C4

	CP-060071
	29.109
	0025
	1
	7.1.0
	Rel-7
	Correction of NAF_ID
	approved
	A
	7.2.0
	TEI6
	C4

	CP-060083
	29.109
	0026
	1
	7.1.0
	Rel-7
	HTTP based Zn interface
	approved
	B
	7.2.0
	TEI7
	C4

	CP-060083
	29.109
	0027
	1
	7.1.0
	Rel-7
	Liberty authentication context for GAA
	approved
	B
	7.2.0
	TEI7
	C4

	CP-060084
	29.228
	0243
	1
	7.0.0
	Rel-7
	SPT for mobile orig unregistered
	approved
	B
	7.1.0
	IMS Protoc
	C4

	CP-060076
	29.228
	0247
	1
	7.0.0
	Rel-7
	Removal of Terms Mobile Originated and Mobile Terminated
	revised
	F
	
	FBI
	C4

	CP-060159
	29.228
	0247
	2
	7.0.0
	Rel-7
	Removal of Terms Mobile Originated and Mobile Terminated
	approved
	F
	7.1.0
	FBI
	C4

	CP-060072
	29.228
	0253
	-
	6.9.0
	Rel-6
	Alignment of Annex E with .xsd file
	withdrawn
	F
	
	IMS2-CCR
	C4

	CP-060154
	29.228
	0253
	-
	6.9.0
	Rel-6
	Alignment of Annex E with .xsd file
	approved
	F
	6.10.0
	IMS2-CCR
	C4

	CP-060072
	29.228
	0254
	-
	7.0.0
	Rel-7
	Alignment of Annex E with .xsd file
	withdrawn
	A
	
	IMS2-CCR
	C4

	CP-060154
	29.228
	0254
	-
	7.0.0
	Rel-7
	Alignment of Annex E with .xsd file
	approved
	A
	7.1.0
	IMS2-CCR
	C4

	CP-060154
	29.228
	0255
	-
	6.9.0
	Rel-6
	Incorrect implementation of CR 0198
	approved
	F
	6.10.0
	IMS2-CCR
	C4

	CP-060072
	29.228
	0255
	-
	6.9.0
	Rel-6
	Incorrect implementation of CR 0198
	withdrawn
	F
	
	IMS2-CCR
	C4

	CP-060154
	29.228
	0256
	-
	7.0.0
	Rel-7
	Incorrect implementation of CR 0198
	approved
	A
	7.1.0
	IMS2-CCR
	C4

	CP-060072
	29.228
	0256
	-
	7.0.0
	Rel-7
	Incorrect implementation of CR 0198
	withdrawn
	A
	
	IMS2-CCR
	C4

	CP-060065
	29.228
	0258
	2
	5.14.0
	Rel-5
	Handling of unknown errors
	approved
	F
	5.15.0
	IMS-CCR
	C4

	CP-060065
	29.228
	0259
	2
	6.9.0
	Rel-6
	Handling of unknown errors
	approved
	A
	6.10.0
	IMS2-CCR
	C4

	CP-060065
	29.228
	0260
	2
	7.0.0
	Rel-7
	Handling of unknown errors
	approved
	A
	7.1.0
	IMS-CCR
	C4

	CP-060154
	29.228
	0262
	2
	6.9.0
	Rel-6
	Private User ID in PPR
	approved
	F
	6.10.0
	IMS2-CCR
	C4

	CP-060072
	29.228
	0262
	2
	6.9.0
	Rel-6
	Private User ID in PPR
	withdrawn
	F
	
	IMS2-CCR
	C4

	CP-060072
	29.228
	0263
	2
	7.0.0
	Rel-7
	Private User ID in PPR
	withdrawn
	A
	
	IMS2-CCR
	C4

	CP-060154
	29.228
	0263
	2
	7.0.0
	Rel-7
	Private User ID in PPR
	approved
	A
	7.1.0
	IMS2-CCR
	C4

	CP-060065
	29.228
	0267
	-
	5.14.0
	Rel-5
	Message flow correction
	approved
	F
	5.15.0
	IMS-CCR
	C4

	CP-060065
	29.228
	0268
	-
	6.9.0
	Rel-6
	Message flow correction
	approved
	A
	6.10.0
	IMS-CCR
	C4

	CP-060065
	29.228
	0269
	-
	7.0.0
	Rel-7
	Message flow correction
	approved
	A
	7.1.0
	IMS-CCR
	C4

	CP-060065
	29.228
	0272
	-
	5.14.0
	Rel-5
	Default public-id and PPR
	approved
	F
	5.15.0
	IMS-CCR
	C4

	CP-060065
	29.228
	0273
	-
	6.9.0
	Rel-6
	Default public-id and PPR
	approved
	A
	6.10.0
	IMS-CCR
	C4

	CP-060065
	29.228
	0274
	-
	7.0.0
	Rel-7
	Default public-id and PPR
	approved
	A
	7.1.0
	IMS-CCR
	C4

	CP-060084
	29.229
	0099
	-
	7.0.0
	Rel-7
	Supported Features Text missing
	approved
	F
	7.1.0
	IMS Protoc
	C4

	CP-060073
	29.230
	0068
	-
	6.6.0
	Rel-6
	Adding data type of some of WLAN-related AVPs
	approved
	F
	6.7.0
	WLAN-IW
	C4

	CP-060073
	29.230
	0069
	-
	7.1.0
	Rel-7
	Adding data type of some of WLAN-related AVPs
	approved
	A
	7.2.0
	WLAN-IW
	C4

	CP-060084
	29.230
	0071
	-
	7.1.0
	Rel-7
	User-Data in the response to Sh-Subs-Notif
	approved
	C
	7.2.0
	TEI7
	C4

	CP-060084
	29.230
	0072
	1
	7.1.0
	Rel-7
	New error indications for the Sh-Subs-Notif procedure
	approved
	F
	7.2.0
	TEI7
	C4

	CP-060064
	29.232
	0285
	3
	5.13.0
	Rel-5
	Correction to Termination State Handling
	approved
	F
	5.14.0
	TEI5
	C4

	CP-060064
	29.232
	0286
	3
	6.4.0
	Rel-6
	Correction to Termination State Handling
	approved
	A
	6.5.0
	TEI5
	C4

	CP-060078
	29.232
	0307
	2
	7.0.0
	Rel-7
	Clarification of Termination Restoration and Termination Out-of-Service procedures
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060064
	29.232
	0326
	2
	7.0.0
	Rel-7
	Correction to Termination State Handling
	approved
	A
	7.1.0
	TEI5
	C4

	CP-060064
	29.232
	0327
	1
	5.13.0
	Rel-5
	Send Tone procedure
	approved
	F
	5.14.0
	TEI5
	C4

	CP-060064
	29.232
	0328
	1
	6.4.0
	Rel-6
	Send Tone procedure
	approved
	A
	6.5.0
	TEI5
	C4

	CP-060064
	29.232
	0329
	1
	7.0.0
	Rel-7
	Send Tone procedure
	approved
	A
	7.1.0
	TEI5
	C4

	CP-060064
	29.232
	0330
	1
	7.0.0
	Rel-7
	Context ID in change flow direction response
	approved
	A
	7.1.0
	TEI5
	C4

	CP-060064
	29.232
	0331
	1
	5.13.0
	Rel-5
	Correction to DTMF Detection
	approved
	F
	5.14.0
	TEI5
	C4

	CP-060064
	29.232
	0332
	1
	6.4.0
	Rel-6
	Correction to DTMF Detection
	approved
	A
	6.5.0
	TEI5
	C4

	CP-060064
	29.232
	0333
	1
	7.0.0
	Rel-7
	Correction to DTMF Detection
	approved
	A
	7.1.0
	TEI5
	C4

	CP-060078
	29.232
	0337
	1
	7.0.0
	Rel-7
	Clarification to ServiceChangeMGCId
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060078
	29.232
	0338
	 
	7.0.0
	Rel-7
	Clarification to Cut-Through Procedure
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060078
	29.232
	0342
	1
	7.0.0
	Rel-7
	Event Handling Syntax
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060064
	29.232
	0343
	2
	5.13.0
	Rel-5
	Adding missing termination ID to Acknowledgement part of notification procedures
	approved
	F
	5.14.0
	TEI5
	C4

	CP-060064
	29.232
	0344
	2
	6.4.0
	Rel-6
	Adding missing termination ID to Acknowledgement part of notification procedures
	approved
	A
	6.5.0
	TEI5
	C4

	CP-060064
	29.232
	0345
	2
	7.0.0
	Rel-7
	Adding missing termination ID to Acknowledgement part of notification procedures
	approved
	A
	7.1.0
	TEI5
	C4

	CP-060064
	29.232
	0346
	-
	5.13.0
	Rel-5
	Adding missing Codec, Bearer Characteristics and Bearer Service Characteristics to Prepare IP transport procedure
	approved
	F
	5.14.0
	TEI5
	C4

	CP-060064
	29.232
	0347
	-
	6.4.0
	Rel-6
	Adding missing Codec, Bearer Characteristics and Bearer Service Characteristics to Prepare IP transport procedure
	approved
	A
	6.5.0
	TEI5
	C4

	CP-060064
	29.232
	0348
	-
	7.0.0
	Rel-7
	Adding missing Codec, Bearer Characteristics and Bearer Service Characteristics to Prepare IP transport procedure
	approved
	A
	7.1.0
	TEI5
	C4

	CP-060067
	29.232
	0352
	1
	7.0.0
	Rel-7
	Correction on the used descriptor for trace package
	approved
	A
	7.1.0
	TEI6
	C4

	CP-060064
	29.232
	0360
	-
	5.13.0
	Rel-5
	Context ID in change flow direction response
	approved
	F
	5.14.0
	TEI5
	C4

	CP-060064
	29.232
	0361
	-
	6.4.0
	Rel-6
	Context ID in change flow direction response
	approved
	A
	6.5.0
	TEI5
	C4

	CP-060067
	29.232
	0362
	-
	6.4.0
	Rel-6
	Correction on the used descriptor for trace package
	approved
	F
	6.5.0
	TEI6
	C4

	CP-060073
	29.234
	0079
	-
	6.5.0
	Rel-6
	Adding definition of Maximum-Number-Accesses AVP and some other corrections
	approved
	F
	6.6.0
	WLAN-IW
	C4

	CP-060073
	29.234
	0080
	-
	7.0.0
	Rel-7
	Adding definition of Maximum-Number-Accesses AVP and some other
	approved
	A
	7.1.0
	WLAN-IW
	C4

	CP-060073
	29.234
	0081
	-
	6.5.0
	Rel-6
	Transfer of Max-Requested-Bandwidth AVP over Wx reference point
	approved
	F
	6.6.0
	WLAN-IW
	C4

	CP-060073
	29.234
	0082
	-
	7.0.0
	Rel-7
	Transfer of Max-Requested-Bandwidth AVP over Wx reference point
	approved
	A
	7.1.0
	WLAN-IW
	C4

	CP-060073
	29.234
	0083
	1
	6.5.0
	Rel-6
	IETF  references update
	approved
	F
	6.6.0
	WLAN-IW
	C4

	CP-060073
	29.234
	0084
	1
	7.0.0
	Rel-7
	IETF  references update
	approved
	A
	7.1.0
	WLAN-IW
	C4

	CP-060073
	29.234
	0085
	-
	6.5.0
	Rel-6
	Correction to the Max Requested Bandwidth
	approved
	F
	6.6.0
	WLAN-IW
	C4

	CP-060073
	29.234
	0086
	-
	7.0.0
	Rel-7
	Correction to the Max Requested Bandwidth
	approved
	A
	7.1.0
	WLAN-IW
	C4

	CP-060073
	29.234
	0087
	1
	6.5.0
	Rel-6
	Correction to procedure for handling of Authorization Request in Wm interface
	approved
	F
	6.6.0
	WLAN-IW
	C4

	CP-060073
	29.234
	0088
	1
	7.0.0
	Rel-7
	Correction to procedure for handling of Authorization Request in Wm interface
	approved
	A
	7.1.0
	WLAN-IW
	C4

	CP-060084
	29.328
	0168
	2
	7.0.0
	Rel-7
	User-Data in the response to Sh-Subs-Notif
	approved
	C
	7.1.0
	TEI7
	C4

	CP-060084
	29.328
	0169
	1
	7.0.0
	Rel-7
	New error indications for the Sh-Subs-Notif procedure
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060065
	29.328
	0170
	2
	5.12.0
	Rel-5
	Handling of unknown errors
	approved
	F
	5.13.0
	IMS-CCR
	C4

	CP-060065
	29.328
	0171
	2
	6.8.0
	Rel-6
	Handling of unknown errors
	approved
	A
	6.9.0
	IMS-CCR
	C4

	CP-060065
	29.328
	0172
	2
	7.0.0
	Rel-7
	Handling of unknown errors
	approved
	A
	7.1.0
	IMS-CCR
	C4

	CP-060154
	29.328
	0175
	2
	6.8.0
	Rel-6
	PSI Activation
	approved
	F
	6.9.0
	IMS2-CCR
	C4

	CP-060072
	29.328
	0175
	2
	6.8.0
	Rel-6
	PSI Activation
	withdrawn
	F
	
	IMS2-CCR
	C4

	CP-060154
	29.328
	0176
	2
	7.0.0
	Rel-7
	PSI Activation
	approved
	A
	7.1.0
	IMS2-CCR
	C4

	CP-060072
	29.328
	0176
	2
	7.0.0
	Rel-7
	PSI Activation
	withdrawn
	A
	
	IMS2-CCR
	C4

	CP-060084
	29.329
	0100
	1
	7.0.0
	Rel-7
	User-Data in the response to Sh-Subs-Notif
	approved
	C
	7.1.0
	TEI7
	C4

	CP-060084
	29.329
	0101
	3
	7.0.0
	Rel-7
	New error indications for the Sh-Subs-Notif procedure
	approved
	F
	7.1.0
	TEI7
	C4

	CP-060077
	29.332
	0024
	1
	7.1.0
	Rel-7
	Add the UDPTL transport for T.38
	approved
	F
	7.2.0
	TEI7
	C4

	CP-060077
	29.332
	0026
	2
	7.1.0
	Rel-7
	SDP used in BICC IP side
	approved
	F
	7.2.0
	TEI7
	C4

	CP-060077
	29.332
	0028
	-
	7.1.0
	Rel-7
	Remove the redundant description
	approved
	F
	7.2.0
	TEI7
	C4

	CP-060066
	29.332
	0029
	1
	6.4.0
	Rel-6
	Bearer Released Event to Reserve TDM Circuit procedure
	approved
	F
	6.5.0
	IMS-CCR-Mn
	C4

	CP-060066
	29.332
	0030
	1
	7.1.0
	Rel-7
	Bearer Released Event to Reserve TDM Circuit procedure
	approved
	A
	7.2.0
	IMS-CCR-Mn
	C4

	CP-060066
	29.332
	0031
	1
	6.4.0
	Rel-6
	BICC packages in Mn profile
	approved
	F
	6.5.0
	IMS-CCR-Mn
	C4

	CP-060066
	29.332
	0032
	1
	7.1.0
	Rel-7
	BICC packages in Mn profile
	approved
	A
	7.2.0
	IMS-CCR-Mn
	C4

	CP-060066
	29.332
	0033
	-
	6.4.0
	Rel-6
	"Service Change Method ""Disconnected"" and ""Failover"" removal from Service Changes sent by MGCF  "
	approved
	F
	6.5.0
	IMS-CCR-Mn
	C4

	CP-060066
	29.332
	0034
	-
	7.1.0
	Rel-7
	"Service Change Method ""Disconnected"" and ""Failover"" removal from Service Changes sent by MGCF  "
	approved
	A
	7.2.0
	IMS-CCR-Mn
	C4

	CP-060157
	31.111
	0160
	2
	6.7.0
	Rel-6
	Correction on "USIM Service table" in data SMS-PP download
	approved
	F
	6.8.0
	TEI6
	C6

	CP-060157
	31.111
	0161
	-
	7.2.0
	Rel-7
	Correction on "USIM Service table" in data SMS-PP download
	approved
	A
	7.3.0
	TEI6
	C6

	CP-060158
	31.122
	0022
	1
	6.0.0
	Rel-6
	Essential Corrections to many test cases, which, if not implemented, would otherwise cause the USIM to fail essential tests
	approved
	F
	6.1.0
	TEI6
	C6

	CP-060157
	31.124
	0059
	3
	6.3.0
	Rel-6
	add SMS PP Data Download RP-ERROR Test Case and Correction on "USIM Service table" in data SMS-PP download
	approved
	F
	6.4.0
	TEI6
	C6

	CP-060146
	23.140
	0203
	-
	6.11.1
	Rel-6
	Deletion of Annexes K.5, K.7 and K.8
	Approved
	F
	6.12.0
	MMS6
	CP

	CP-060147
	23.140
	0204
	-
	6.11.1
	Rel-6
	Introduction of missing MM11 interface
	Approved
	F
	6.12.0
	MMS6
	CP

	CP-060148
	23.140
	0205
	-
	6.11.1
	Rel-6
	Align ENUM usage in Annex G with current specs of IETF's ENUM working group
	revised
	
	
	MMS6
	CP

	CP-060174
	23.140
	0205
	1
	6.11.1
	Rel-6
	Align ENUM usage in Annex G with current specs of IETF's ENUM working group
	revised
	F
	
	MMS6
	CP

	CP-060182
	23.140
	0205
	2
	6.11.1
	Rel-6
	Align ENUM usage in Annex G with current specs of IETF's ENUM working group
	approved
	F
	6.12.0
	MMS6
	CP

	RP-060079
	25.201
	0023
	-
	6.2.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-Phys
	R1

	RP-060076
	25.213
	0084
	1
	6.4.0
	Rel-6
	Correction to number of configured DPDCHs when E-DPDCH is configured
	approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-060076
	25.214
	0416
	-
	6.7.1
	Rel-6
	Correction to number of configured DPDCHs in relation to E-DPDCH power scaling
	approved
	F
	6.8.0
	EDCH-Phys
	R1

	RP-060078
	25.221
	0135
	-
	6.5.0
	Rel-7
	Introduction of the Physical Layer Common Control Channel (PLCCH)
	approved
	B
	7.0.0
	RANimp-RABSE-CodOptLCRTDD
	R1

	RP-060079
	25.221
	0136
	-
	6.5.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-Phys
	R1

	RP-060078
	25.222
	0126
	-
	6.2.0
	Rel-7
	Introduction of the Physical Layer Common Control Channel (PLCCH)
	approved
	B
	7.0.0
	RANimp-RABSE-CodOptLCRTDD
	R1

	RP-060079
	25.222
	0127
	-
	6.2.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-Phys
	R1

	RP-060079
	25.223
	0038
	-
	6.1.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-Phys
	R1

	RP-060078
	25.224
	0149
	-
	6.6.0
	Rel-7
	Introduction of the Physical Layer Common Control Channel (PLCCH)
	approved
	B
	7.0.0
	RANimp-RABSE-CodOptLCRTDD
	R1

	RP-060079
	25.224
	0150
	-
	6.6.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-Phys
	R1

	RP-060079
	25.225
	0079
	-
	6.1.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-Phys
	R1

	RP-060077
	25.804
	0001
	3
	6.0.0
	Rel-6
	Simulation results of LCR TDD enhanced uplink
	approved
	B
	6.1.0
	RInImp-FSUpEnhTDD
	R1

	RP-060098
	25.301
	0082
	-
	6.4.0
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	approved
	B
	7.0.0
	VHCRTDD-L23
	R2

	RP-060090
	25.302
	0166
	-
	6.5.0
	Rel-6
	Editorial correction on the Model of the UE's physical layer - downlink TDD mode
	approved
	F
	6.6.0
	TEI6
	R2

	RP-060098
	25.302
	0167
	-
	6.5.0
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	approved
	B
	7.0.0
	VHCRTDD-L23
	R2

	RP-060090
	25.304
	0151
	1
	6.8.0
	Rel-6
	Effect of partial roaming restrictions on cell reselection and proposed performance enhancement
	rejected
	F
	
	TEI6
	R2

	RP-060188
	25.304
	0151
	2
	6.8.0
	Rel-6
	CR151r2 to TS 25.304 (Rel-6) Effect of partial roaming restrictions on cell reselection and proposed performance enhancement
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060090
	25.304
	0152
	1
	6.8.0
	Rel-6
	Corrected UE behaviour at LR reject
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060090
	25.304
	0153
	-
	6.8.0
	Rel-6
	Clarification regarding Access Class and Initial Direct Transfer
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060098
	25.304
	0154
	-
	6.8.0
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	approved
	B
	7.0.0
	VHCRTDD-L23
	R2

	RP-060098
	25.305
	0108
	-
	7.1.0
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	approved
	B
	7.2.0
	VHCRTDD-L23
	R2

	RP-060090
	25.306
	0138
	-
	6.7.0
	Rel-6
	Correction to number of RLC AM instances for HS
	approved
	F
	6.8.0
	TEI6
	R2

	RP-060098
	25.306
	0139
	-
	6.7.0
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	approved
	B
	7.0.0
	VHCRTDD-L23
	R2

	RP-060099
	25.306
	0140
	-
	6.7.0
	Rel-7
	Introduction of REL-7 access stratum release indicator
	approved
	B
	7.0.0
	TEI7
	R2

	RP-060093
	25.306
	0141
	1
	6.7.0
	Rel-6
	Inter-RAT PS Handover capability
	approved
	F
	6.8.0
	SPSHAGB
	R2

	RP-060069
	25.309
	0022
	-
	6.5.0
	Rel-6
	Correction to signalling of reference power offset
	approved
	F
	6.6.0
	EDCH-L23
	R2

	RP-060084
	25.309
	0023
	-
	6.5.0
	Rel-6
	Correction to signalling of load excess indicator
	approved
	F
	6.6.0
	EDCH-L23
	R2

	RP-060086
	25.309
	0024
	1
	6.5.0
	Rel-6
	Support for different E-DCH and HS-DSCH serving cells
	approved
	F
	6.6.0
	EDCH-L23
	R2

	RP-060085
	25.309
	0025
	-
	6.5.0
	Rel-6
	Non-serving to total E-DCH power ratio clarification
	approved
	F
	6.6.0
	EDCH-L23
	R2

	RP-060085
	25.321
	0246
	-
	6.7.0
	Rel-6
	Definition of reference_ETPR
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-060085
	25.321
	0247
	1
	6.7.0
	Rel-6
	AG_Timer for IE "Serving Grant"
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-060085
	25.321
	0248
	-
	6.7.0
	Rel-6
	TEBS and HLBS Coding
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-060085
	25.321
	0249
	-
	6.7.0
	Rel-6
	Correction related to automatic triggering of SI retransmissions
	revised
	F
	
	EDCH-L23
	R2

	RP-060194
	25.321
	0249
	1
	6.7.0
	Rel-6
	Correction related to automatic triggering of SI retransmissions
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-060085
	25.321
	0250
	-
	6.7.0
	Rel-6
	Clarifications at TTI Change
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-060085
	25.321
	0251
	2
	6.7.0
	Rel-6
	MAC-es/e and MAC-hs reset procedure
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-060098
	25.321
	0253
	-
	6.7.0
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	approved
	B
	7.0.0
	VHCRTDD-L23
	R2

	RP-060085
	25.321
	0254
	-
	6.7.0
	Rel-6
	Enhanced Uplink Corrections
	approved
	A
	6.8.0
	EDCH-L23
	R2

	RP-060085
	25.321
	0255
	-
	6.7.0
	Rel-6
	E-TFC Selection Pseudo Code Correction
	approved
	A
	6.8.0
	EDCH-L23
	R2

	RP-060088
	25.321
	0256
	-
	6.7.0
	Rel-6
	Correction of MBMS-Id field (MAC header of MTCH)
	approved
	F
	6.8.0
	MBMS-RAN
	R2

	RP-060085
	25.321
	0257
	-
	6.7.0
	Rel-6
	E-DCH Serving Grant Update
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-060085
	25.321
	0258
	-
	6.7.0
	Rel-6
	One PDU size per logical channel per TTI
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-060090
	25.322
	0292
	2
	6.6.0
	Rel-6
	Correction to RLC Re-establishment Procedure
	approved
	F
	6.7.0
	TEI6
	R2

	RP-060090
	25.322
	0298
	-
	6.6.0
	Rel-6
	Correction to RLC reset procedure
	approved
	F
	6.7.0
	TEI6
	R2

	RP-060094
	25.322
	0299
	-
	6.6.0
	Rel-6
	"Introducing missing ""and"" to the RLC UMD operation with LI optimisation"
	approved
	F
	6.7.0
	RInImp-IMSRealTime
	R2

	RP-060083
	25.323
	0068
	-
	5.5.0
	Rel-5
	Reference model for generating ROHC performance requirements
	approved
	F
	5.6.0
	RANimp-RABSE5
	R2

	RP-060083
	25.323
	0069
	-
	6.4.0
	Rel-6
	Reference model for generating ROHC performance requirements
	approved
	A
	6.5.0
	RANimp-RABSE5
	R2

	RP-060090
	25.324
	0028
	-
	6.4.0
	Rel-6
	Introduction of Serial Number in BMC Schedule Message
	approved
	B
	6.5.0
	TEI6
	R2

	RP-060097
	25.331
	2713
	3
	6.8.0
	Rel-7
	Enabling the Providing of Velocity
	approved
	B
	7.0.0
	LCS3-UEPos-Velocity
	R2

	RP-060087
	25.331
	2716
	5
	6.8.0
	Rel-6
	E-DCH Measurement Event 1J
	approved
	B
	6.9.0
	EDCH-L23
	R2

	RP-060083
	25.331
	2719
	-
	5.15.0
	Rel-5
	Default configuration 11 for multirate AMR with SRB5
	approved
	F
	5.16.0
	TEI5
	R2

	RP-060083
	25.331
	2720
	-
	6.8.0
	Rel-6
	Default configuration 11 for multirate AMR with SRB5
	approved
	A
	6.9.0
	TEI5
	R2

	RP-060083
	25.331
	2721
	-
	5.15.0
	Rel-5
	Addition of synchronization parameters  in RRC for HS-SICH in 1.28Mcps TDD
	revised
	F
	
	HSDPA-L23
	R2

	RP-060081
	25.331
	2721
	1
	5.15.0
	Rel-5
	Addition of synchronization parameters  in RRC for HS-SICH in 1.28Mcps TDD
	approved
	F
	5.16.0
	HSDPA-L23
	R2

	RP-060083
	25.331
	2722
	-
	6.8.0
	Rel-6
	Addition of synchronization parameters  in RRC for HS-SICH in 1.28Mcps TDD
	revised
	A
	
	HSDPA-L23
	R2

	RP-060081
	25.331
	2722
	1
	6.8.0
	Rel-6
	Addition of synchronization parameters  in RRC for HS-SICH in 1.28Mcps TDD
	approved
	A
	6.9.0
	HSDPA-L23
	R2

	RP-060091
	25.331
	2723
	-
	6.8.0
	Rel-6
	Integrity Protection check for NAS messages
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060087
	25.331
	2724
	-
	6.8.0
	Rel-6
	E-DCH radio link addition using ASU of RL already in DCH active set
	approved
	F
	6.9.0
	EDCH-L23
	R2

	RP-060087
	25.331
	2725
	-
	6.8.0
	Rel-6
	Addition of SF128 and SF256 in E-DCH maximum channelisation codes
	approved
	F
	6.9.0
	EDCH-L23
	R2

	RP-060087
	25.331
	2726
	2
	6.8.0
	Rel-6
	RRC signaling efficiency changes for E-DCH
	approved
	F
	6.9.0
	EDCH-L23
	R2

	RP-060087
	25.331
	2727
	-
	6.8.0
	Rel-6
	E-DCH HARQ Info signalling
	approved
	F
	6.9.0
	EDCH-L23
	R2

	RP-060087
	25.331
	2728
	-
	6.8.0
	Rel-6
	Secondary Scrambling Code in F-DPCH RL information
	approved
	F
	6.9.0
	EDCH-L23
	R2

	RP-060087
	25.331
	2729
	-
	6.8.0
	Rel-6
	Correction to E-DCH IEs
	approved
	F
	6.9.0
	E-DCH-L23
	R2

	RP-060087
	25.331
	2730
	-
	6.8.0
	Rel-6
	Non-scheduled grant
	approved
	F
	6.9.0
	EDCH-L23
	R2

	RP-060087
	25.331
	2731
	-
	6.8.0
	Rel-6
	IE handling for E-DCH
	approved
	F
	6.9.0
	EDCH-L23
	R2

	RP-060087
	25.331
	2732
	-
	6.8.0
	Rel-6
	E-RNTI handling in Active Set Update procedure
	approved
	F
	6.9.0
	EDCH-L23
	R2

	RP-060087
	25.331
	2733
	-
	6.8.0
	Rel-6
	Editorial correction on "E-DCH information"
	approved
	F
	6.9.0
	EDCH-L23
	R2

	RP-060120
	25.331
	2734
	1
	6.8.0
	Rel-6
	Corrections of inconsistencies in Rel-6 RRC messages (ASN.1 review)
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060121
	25.331
	2734
	2
	6.8.0
	Rel-6
	Corrections of inconsistencies in Rel-6 RRC messages (ASN.1 review), issue 224 reverted
	withdrawn
	F
	
	TEI6
	R2

	RP-060091
	25.331
	2735
	-
	6.8.0
	Rel-6
	Correction to Modifying Integrity Protection Configuration for TM SRB
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060091
	25.331
	2736
	-
	6.8.0
	Rel-6
	Correction to Security Mode Control Procedure
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060091
	25.331
	2737
	-
	6.8.0
	Rel-6
	Resolving problems from CR implementation
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060093
	25.331
	2738
	-
	6.8.0
	Rel-6
	Removal of GPRS encryption algorithm info
	approved
	F
	6.9.0
	SCSAGB-PSH
	R2

	RP-060092
	25.331
	2739
	1
	6.8.0
	Rel-6
	Default configurations for Multi-mode AMR
	approved
	B
	6.9.0
	TEI6
	R2

	RP-060091
	25.331
	2740
	-
	6.8.0
	Rel-6
	Periodic URA Update in OOS
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060091
	25.331
	2741
	-
	6.8.0
	Rel-6
	Correction in IE UE positioning capability
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060091
	25.331
	2742
	-
	6.8.0
	Rel-6
	F-DPCH, HSDPA and E-DCH in HANDOVER TO UTRAN COMMAND (Rel-6 ASN.1 review issue 013)
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060091
	25.331
	2743
	-
	6.8.0
	Rel-6
	"Representation of IE ""latestConfiguredCN-Domain"" in the r3 branch of SRNS Relocation Info"
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060083
	25.331
	2745
	1
	5.15.0
	Rel-5
	7.95kbps NB AMR Default Configuration removal
	approved
	F
	5.16.0
	TEI5
	R2

	RP-060083
	25.331
	2746
	1
	6.8.0
	Rel-6
	7.95kbps NB AMR Default Configuration removal
	approved
	A
	6.9.0
	TEI5
	R2

	RP-060091
	25.331
	2747
	-
	6.8.0
	Rel-6
	Periodic BMC Schedule Message
	approved
	B
	6.9.0
	TEI6
	R2

	RP-060092
	25.331
	2748
	1
	6.8.0
	Rel-6
	Introduction of additional Default configuration identities
	approved
	B
	6.9.0
	TEI6
	R2

	RP-060095
	25.331
	2749
	1
	6.8.0
	Rel-6
	PS default configurations
	approved
	C
	6.9.0
	RANimp-DelayOpt
	R2

	RP-060091
	25.331
	2751
	-
	6.8.0
	Rel-6
	Configuration of DL TFCS as 'Same as UL'
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060091
	25.331
	2752
	-
	6.8.0
	Rel-6
	NAS synchronization indicator in RB setup
	approved
	B
	6.9.0
	TEI6
	R2

	RP-060088
	25.331
	2753
	-
	6.8.0
	Rel-6
	General error handling in case of ASN.1 violation and for MBMS channels
	approved
	F
	6.9.0
	MBMS-RAN, TEI6
	R2

	RP-060091
	25.331
	2754
	-
	6.8.0
	Rel-6
	Clarification of UE action upon receiving the IE RB information to change list
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060091
	25.331
	2755
	-
	6.8.0
	Rel-6
	Removal of unnecessary checking for HS-DSCH and E-DCH configuration
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060091
	25.331
	2756
	-
	6.8.0
	Rel-6
	Introduction of WB-AMR default configuration without SRB#5
	approved
	B
	6.9.0
	TEI6
	R2

	RP-060091
	25.331
	2757
	-
	6.8.0
	Rel-6
	Initial DPCH frame offset for F-DPCH
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060096
	25.331
	2758
	-
	6.8.0
	Rel-7
	Release 7 HS-DSCH operation without a DL DPCH for 1.28 Mcps TDD - synchronisation and power control of UL DPCH via PLCCH
	approved
	B
	7.0.0
	RANimp-RADSE-CodeOPTLCRTDD
	R2

	RP-060098
	25.331
	2759
	-
	6.8.0
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	approved
	B
	7.0.0
	VHCRTDD-L23
	R2

	RP-060086
	25.331
	2760
	1
	6.8.0
	Rel-6
	Support for different E-DCH and HS-DSCH serving cells
	approved
	F
	6.9.0
	EDCH-L23
	R2

	RP-060088
	25.331
	2761
	-
	6.8.0
	Rel-6
	Correction to S-CCPCH power offset for MBMS
	approved
	F
	6.9.0
	MBMS-RAN
	R2

	RP-060099
	25.331
	2762
	-
	6.8.0
	Rel-7
	Introduction of REL-7 access stratum release indicator
	approved
	B
	7.0.0
	TEI7
	R2

	RP-060093
	25.331
	2764
	-
	6.8.0
	Rel-6
	Inter-RAT PS Handover capability
	approved
	F
	6.9.0
	SPSHAGB
	R2

	RP-060095
	25.331
	2765
	-
	6.8.0
	Rel-6
	Indication of HSPA capability and conversation call type for CS
	approved
	C
	6.9.0
	RANimp-DelayOpt ,TEI6
	R2

	RP-060090
	25.922
	0034
	-
	6.2.0
	Rel-6
	Removal of DSCH
	approved
	F
	6.3.0
	TEI6
	R2

	RP-060083
	25.922
	0035
	-
	6.2.0
	Rel-6
	Examples of RRM strategies for HSDPA
	approved
	F
	6.3.0
	HSDPA-L23
	R2

	RP-060090
	25.922
	0036
	-
	6.2.0
	Rel-6
	Clarification regarding ROHC context transfer
	approved
	F
	6.3.0
	TEI6
	R2

	RP-060088
	25.993
	0056
	2
	6.12.0
	Rel-6
	Reference RAB configurations for MBMS
	approved
	B
	6.13.0
	MBMS-RAN
	R2

	RP-060082
	25.993
	0063
	-
	6.12.0
	Rel-6
	Corrections to TR 25.993
	approved
	F
	6.13.0
	TEI
	R2

	RP-060083
	25.993
	0064
	-
	6.12.0
	Rel-6
	VT bearer configurations
	approved
	F
	6.13.0
	TEI5
	R2

	RP-060083
	25.993
	0065
	-
	6.12.0
	Rel-6
	Introduction of additional WB-AMR RAB combinations
	approved
	F
	6.13.0
	TEI5
	R2

	RP-060087
	25.993
	0066
	-
	6.12.0
	Rel-6
	Introduction of EUL RB configurations
	approved
	F
	6.13.0
	EDCH-L23
	R2

	RP-060082
	25.993
	0067
	1
	6.12.0
	Rel-6
	Uplink Streaming 128 kbps combinations
	approved
	B
	6.13.0
	TEI
	R2

	RP-060087
	25.993
	0068
	1
	6.12.0
	Rel-6
	VoIP reference configuration for E-DCH
	approved
	B
	6.13.0
	E-DCH-L23
	R2

	RP-060089
	25.993
	0069
	-
	6.12.0
	Rel-6
	Alternative reference RB configurations for MBMS
	approved
	B
	6.13.0
	MBMS-RAN
	R2

	RP-060072
	25.401
	0100
	2
	6.7.0
	Rel-7
	Enabling the Providing of Velocity
	approved
	B
	7.0.0
	LCS3-UEPos-Velocity
	R3

	RP-060073
	25.401
	0102
	1
	6.7.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-IurIub
	R3

	RP-060073
	25.402
	0051
	1
	6.3.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-IurIub
	R3

	RP-060072
	25.410
	0064
	2
	6.4.0
	Rel-7
	Enabling the Providing of Velocity
	approved
	B
	7.0.0
	LCS3-UEPos-Velocity
	R3

	RP-060062
	25.410
	0066
	1
	6.4.0
	Rel-6
	Iu Release when detecting double Iu
	approved
	F
	6.5.0
	TEI6
	R3

	RP-060072
	25.413
	0770
	10
	7.0.0
	Rel-7
	Enabling the Providing of Velocity
	approved
	B
	7.1.0
	LCS3-UEPos-Velocity
	R3

	RP-060061
	25.413
	0805
	-
	6.8.0
	Rel-6
	Correction of IE name in procedure text for MBMS Session Update
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060061
	25.413
	0806
	-
	7.0.0
	Rel-7
	Correction of IE name in procedure text for MBMS Session Update
	approved
	A
	7.1.0
	TEI6
	R3

	RP-060061
	25.413
	0809
	2
	6.8.0
	Rel-6
	Correction of signaling bearer mode for MBMS Registration Failure
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060061
	25.413
	0810
	2
	7.0.0
	Rel-7
	Correction of signaling bearer mode for MBMS Registration Failure
	approved
	A
	7.1.0
	TEI6
	R3

	RP-060061
	25.413
	0824
	2
	6.8.0 
	Rel-6
	PS/CS coordination in shared RAN for MOCN
	approved
	F
	6.9.0
	NTShar-UTRANEnh
	R3

	RP-060061
	25.413
	0825
	2
	7.0.0
	Rel-7
	PS/CS coordination in shared RAN for MOCN
	approved
	A
	7.1.0
	NTShar-UTRANEnh
	R3

	RP-060061
	25.413
	0826
	2
	6.8.0 
	Rel-6
	Inclusion of redirect attempt flag in Initial UE Message
	approved
	F
	6.9.0
	NTShar-UTRANEnh
	R3

	RP-060061
	25.413
	0827
	2
	7.0.0
	Rel-7
	Inclusion of redirect attempt flag in Initial UE Message
	approved
	A
	7.1.0
	NTShar-UTRANEnh
	R3

	RP-060061
	25.413
	0828
	-
	6.8.0
	Rel-6
	SRB mapping toward HS-DSCH and E-DCH MAC-d flows
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060061
	25.413
	0829
	-
	7.0.0
	Rel-7
	SRB mapping toward HS-DSCH and E-DCH MAC-d flows
	approved
	A
	7.1.0
	TEI6
	R3

	RP-060062
	25.413
	0830
	1
	6.8.0
	Rel-6
	Iu Release when detecting double Iu
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060062
	25.413
	0831
	1
	7.0.0
	Rel-7
	Iu Release when detecting double Iu
	approved
	A
	7.1.0
	TEI6
	R3

	RP-060064
	25.423
	1124
	1
	6.8.0
	Rel-6
	E-DCH HARQ Combining Capability
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060070
	25.423
	1127
	1
	6.8.0
	Rel-7
	Introduction of the PLCCH
	approved
	B
	7.0.0
	RANimp-RABSE-CodeOptTDD
	R3

	RP-060073
	25.423
	1128
	1
	6.8.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-IurIub
	R3

	RP-060063
	25.423
	1130
	1
	6.8.0
	Rel-6
	Combined Active Set Update and E-DCH Serving Cell Change with Radio Link Addition Request (Inter RNC Case)
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060064
	25.423
	1133
	1
	6.8.0
	Rel-6
	E-DCH Mac-D PDU Size List Alignment
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060064
	25.423
	1134
	2
	6.8.0
	Rel-6
	Non serving HSDPA indicator for E-DCH
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060064
	25.423
	1136
	-
	6.8.0
	Rel-6
	Clarification on serving EDCH cell change
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060066
	25.423
	1139
	-
	6.8.0
	Rel-6
	Error Correction Radio Link Parameter Update
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060063
	25.423
	1140
	1
	6.8.0
	Rel-6
	CR cross-dependencies for HS cell change by RL ADDITION
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060064
	25.423
	1142
	-
	6.8.0
	Rel-6
	Alignment of E-DCH RL Set ID
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060063
	25.423
	1143
	-
	6.8.0
	Rel-6
	Compressed Mode Correction
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060063
	25.423
	1145
	1
	6.8.0
	Rel-6
	Correction to the on demand mesurement for the HS-SICH in the dedicated measurement procedure for TDD
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060064
	25.423
	1146
	-
	6.8.0
	Rel-6
	Correction of criticality for Unirectional DCH Indictor
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060066
	25.423
	1147
	1
	6.8.0
	Rel-6
	HARQ Failure Indication due to MAC-e Reset in UE
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060069
	25.423
	1152
	2
	6.8.0
	Rel-6
	Introduction of E-DCH Reference Power Offset 
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060060
	25.423
	1153
	-
	5.16.0
	Rel-5
	Correction of the presence of the cell capacity class value IE
	approved
	F
	5.17.0
	TEI5
	R3

	RP-060060
	25.423
	1154
	-
	6.8.0
	Rel-6
	Correction of the presence of the cell capacity class value IE
	approved
	A
	6.9.0
	TEI5
	R3

	RP-060065
	25.423
	1155
	1
	6.8.0
	Rel-6
	Adding HS-DSCH TDD Info in Radio Link Addition procedure
	approved
	B
	6.9.0
	TEI6
	R3

	RP-060073
	25.425
	0101
	1
	6.3.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-IurIub
	R3

	RP-060073
	25.427
	0124
	-
	6.5.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-IurIub
	R3

	RP-060066
	25.427
	0125
	1
	6.5.0
	Rel-6
	HARQ Failure Indication due to MAC-e Reset in UE
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-060066
	25.427
	0126
	2
	6.5.0
	Rel-6
	Clarification for HARQ Failure Indication
	approved
	F
	6.6.0
	EDCH-IurIub
	R3

	RP-060070
	25.430
	0064
	-
	6.5.0
	Rel-7
	Introduction of the PLCCH
	approved
	B
	7.0.0
	RANimp-RABSE-CodeOptTDD
	R3

	RP-060064
	25.433
	1178
	2
	6.8.0
	Rel-6
	E-DCH HARQ Combining Capability
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060067
	25.433
	1182
	1
	6.8.0
	Rel-6
	F-DPCH Cell Capability Enhancement
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060070
	25.433
	1184
	1
	6.8.0
	Rel-7
	Introduction of the PLCCH
	approved
	B
	7.0.0
	RANimp-RABSE-CodeOptTDD
	R3

	RP-060073
	25.433
	1185
	1
	6.8.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-IurIub
	R3

	RP-060067
	25.433
	1186
	-
	6.8.0
	Rel-6
	Correction of Notification Indicator
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060065
	25.433
	1188
	3
	6.8.0
	Rel-6
	Adding HS-DSCH TDD Info in Radio Link Addition procedure
	approved
	B
	6.9.0
	TEI6
	R3

	RP-060063
	25.433
	1189
	1
	6.8.0
	Rel-6
	Combined Active Set Update and E-DCH Serving Cell Change with Radio Link Addition Request (Inter Node B Case)
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060067
	25.433
	1190
	-
	6.8.0
	Rel-6
	NBAP Review before Freezing
	approved
	D
	6.9.0
	TEI6
	R3

	RP-060064
	25.433
	1191
	1
	6.8.0
	Rel-6
	E-DCH Mac-D PDU Size List Alignment
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060064
	25.433
	1192
	2
	6.8.0
	Rel-6
	Non serving HSDPA indicator for E-DCH
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060064
	25.433
	1193
	-
	6.8.0
	Rel-6
	Clarification on serving EDCH cell change
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060068
	25.433
	1196
	-
	6.8.0
	Rel-6
	Error Correction ASN.1 Radio Link Parameter Update
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060063
	25.433
	1197
	-
	6.8.0
	Rel-6
	CR cross-dependencies for HS cell change by RL ADDITION
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060064
	25.433
	1199
	-
	6.8.0
	Rel-6
	Alignment of E-DCH RL Set ID
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060063
	25.433
	1200
	-
	6.8.0
	Rel-6
	Compressed Mode Correction
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060060
	25.433
	1202
	1
	5.13.0
	Rel-5
	Addition of the SIR Target for HS-SICH in 1.28Mcps TDD
	approved
	F
	5.14.0
	TEI5
	R3

	RP-060060
	25.433
	1203
	1
	6.8.0
	Rel-6
	Addition of the SIR Target for HS-SICH in 1.28Mcps TDD
	approved
	A
	6.9.0
	TEI5
	R3

	RP-060063
	25.433
	1204
	1
	6.8.0
	Rel-6
	Correction to the on demand mesurement for the HS-SICH in the dedicated measurement procedure for TDD
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060064
	25.433
	1205
	-
	6.8.0
	Rel-6
	Correction of criticality for Unirectional DCH Indictor
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060066
	25.433
	1206
	1
	6.8.0
	Rel-6
	HARQ Failure Indication due to MAC-e Reset in UE
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060068
	25.433
	1208
	-
	6.8.0
	Rel-6
	General Corrections and Improvements for E-DCH
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060067
	25.433
	1209
	1
	6.8.0
	Rel-6
	Correction on HSPA Serving Cell Change using RL Addition procedure
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060084
	25.433
	1211
	1
	6.8.0
	Rel-6
	Non-serving E-DCH Load Excess Indication 
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060069
	25.433
	1212
	2
	6.8.0
	Rel-6
	Introduction of E-DCH Reference Power Offset 
	approved
	F
	6.9.0
	EDCH-IurIub
	R3

	RP-060067
	25.433
	1213
	-
	6.8.0
	Rel-6
	Clarification on SCCH  TPC step size for LCR TDD
	approved
	F
	6.9.0
	TEI6
	R3

	RP-060073
	25.435
	0145
	-
	6.3.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.0.0
	VHCRTDD-IurIub
	R3

	RP-060072
	25.453
	0084
	10
	7.1.0
	Rel-7
	Enabling the Providing of Velocity
	approved
	B
	7.2.0
	LCS3-UEPos-Velocity
	R3

	RP-060071
	25.453
	0089
	1
	7.1.0
	Rel-7
	Completion of SAS-centric mode 
	approved
	B
	7.2.0
	LCS3-UEPos-UTDOA
	R3

	RP-060073
	25.453
	0090
	1
	7.1.0
	Rel-7
	Introduction of 7.68Mcps TDD option
	approved
	B
	7.2.0
	VHCRTDD-IurIub
	R3

	RP-060059
	25.931
	0039
	-
	4.4.0
	Rel-4
	SRNS Relocation example correction
	approved
	F
	4.5.0
	TEI4
	R3

	RP-060059
	25.931
	0040
	-
	5.2.0
	Rel-5
	SRNS Relocation example correction
	approved
	A
	5.3.0
	TEI4
	R3

	RP-060059
	25.931
	0041
	-
	6.2.0
	Rel-6
	SRNS Relocation example correction
	approved
	A
	6.3.0
	TEI4
	R3

	RP-060101
	25.101
	0492
	1
	6.10.0
	Rel-6
	Minimum performance requirements for MBMS testing of 80 ms TTI
	approved
	F
	6.11.0
	MBMS-RAN-RF
	R4

	RP-060101
	25.101
	0493
	1
	7.2.0
	Rel-7
	Minimum performance requirements for MBMS testing of 80 ms TTI
	approved
	A
	7.3.0
	MBMS-RAN-RF
	R4

	RP-060103
	25.101
	0494
	2
	6.10.0
	Rel-6
	Clarification for testing of receiver diversity terminals
	approved
	F
	6.11.0
	TEI6
	R4

	RP-060103
	25.101
	0495
	2
	7.2.0
	Rel-7
	Clarification for testing of receiver diversity terminals
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060112
	25.101
	0496
	1
	7.2.0
	Rel-7
	Specification of enhanced performance requirements type 3 for HSDPA based on receiver diversity and chip level equaliser.
	approved
	B
	7.3.0
	RInImp-HSPerf-Type3
	R4

	RP-060110
	25.101
	0497
	1
	7.2.0
	Rel-7
	Band VIII TX spurious emission
	approved
	F
	7.3.0
	RInImp-UMTS900
	R4

	RP-060103
	25.101
	0500
	2
	5.17.0
	Rel-5
	Clarification of modulation accuracy requirements for signals containing HS-DPCCH
	approved
	F
	5.18.0
	TEI5
	R4

	RP-060103
	25.101
	0501
	2
	6.10.0
	Rel-6
	Clarification of modulation accuracy requirements for signals containing HS-DPCCH
	approved
	A
	6.11.0
	TEI5
	R4

	RP-060103
	25.101
	0502
	2
	7.2.0
	Rel-7
	Clarification of modulation accuracy requirements for signals containing HS-DPCCH
	approved
	A
	7.3.0
	TEI5
	R4

	RP-060103
	25.101
	0505
	1
	6.10.0
	Rel-6
	Clarification of HS-SCCH performance requirements
	approved
	F
	6.11.0
	TEI6
	R4

	RP-060103
	25.101
	0506
	1
	7.2.0
	Rel-7
	Clarification of HS-SCCH performance requirements
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060181
	25.101
	0507
	-
	6.10.0
	Rel-6
	UE maximum output, power with HS-DPCCH and E-DCH
	approved
	F
	6.11.0
	EDCH-RF
	R4

	RP-060181
	25.101
	0508
	-
	7.2.0
	Rel-7
	UE maximum output, power with HS-DPCCH and E-DCH
	approved
	A
	7.3.0
	EDCH-RF
	R4

	RP-060104
	25.102
	0161
	1
	6.2.0
	Rel-6
	Modifications to HSDPA test parameters for 1.28Mcps TDD
	approved
	F
	6.3.0
	TEI6
	R4

	RP-060104
	25.102
	0162
	1
	7.1.0
	Rel-7
	Modifications to HSDPA test parameters for 1.28Mcps TDD
	approved
	A
	7.2.0
	TEI6
	R4

	RP-060113
	25.102
	0163
	1
	7.1.0
	Rel-7
	MBMS Requirements for MCCH & MTCH channels
	approved
	B
	7.2.0
	MBMS-RAN-RF-TDD
	R4

	RP-060108
	25.104
	0272
	1
	6.11.0
	Rel-6
	Clarifications on birth/death propagation channel for BS with receiver diversity
	approved
	F
	6.12.0
	TEI6
	R4

	RP-060108
	25.104
	0273
	1
	7.2.0
	Rel-7
	Clarifications on birth/death propagation channel for BS with receiver diversity
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060105
	25.104
	0274
	1
	6.11.0
	Rel-6
	Correction of the regional requirement on BS classification
	approved
	F
	6.12.0
	TEI6
	R4

	RP-060105
	25.104
	0275
	1
	7.2.0
	Rel-7
	Correction of the regional requirement on BS classification
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060110
	25.104
	0276
	1
	7.2.0
	Rel-7
	Correction of spurious emissions for coexistence with GSM900 in same geographic area
	approved
	F
	7.3.0
	RInImp-UMTS900
	R4

	RP-060106
	25.104
	0277
	-
	6.11.0
	Rel-6
	Corrections of tables and references in 25.104
	approved
	F
	6.12.0
	TEI6
	R4

	RP-060106
	25.104
	0278
	-
	7.2.0
	Rel-7
	Corrections of tables and references in 25.104
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060100
	25.106
	0040
	1
	5.9.0
	Rel-5
	Introduction of operating band III requirements in 25.106
	approved
	B
	5.10.0
	TEI5
	R4

	RP-060100
	25.106
	0041
	2
	6.3.0
	Rel-6
	Introduction of operating band III to VI requirements in 25.106
	approved
	B
	6.4.0
	TEI6
	R4

	RP-060100
	25.106
	0042
	2
	6.3.0
	Rel-7
	Introduction of operating band III to IX requirements in 25.106
	approved
	B
	7.0.0
	TEI7
	R4

	RP-060110
	25.106
	0043
	-
	6.3.0
	Rel-7
	Correction of spurious emissions for coexistence with GSM900 in same geographic area
	approved
	F
	7.0.0
	RInImp-UMTS900
	R4

	RP-060107
	25.113
	0033
	1
	6.3.0
	Rel-6
	Frequency range for RF Immunity
	approved
	F
	6.4.0
	TEI6
	R4

	RP-060107
	25.113
	0034
	1
	7.2.0
	Rel-7
	Frequency range for RF Immunity
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060104
	25.123
	0356
	-
	6.5.0
	Rel-6
	Introduction of Timing Advance Test Case
	approved
	F
	6.6.0
	TEI6
	R4

	RP-060104
	25.123
	0357
	-
	6.5.0
	Rel-6
	Correction of channel number in TDD/FDD cell re-selection test case for 1.28Mcps TDD
	approved
	F
	6.6.0
	TEI6
	R4

	RP-060104
	25.123
	0358
	-
	6.5.0
	Rel-6
	Correction to TDD/TDD, TDD/FDD, TDD/GSM handover test cases
	approved
	F
	6.6.0
	TEI6
	R4

	RP-060104
	25.123
	0359
	2
	4.13.0
	Rel-4
	Correction to inter RAT cell re-selection test case for 1.28Mcps TDD
	approved
	F
	4.14.0
	TEI4
	R4

	RP-060104
	25.123
	0360
	2
	5.10.0
	Rel-5
	Correction to inter RAT cell re-selection test case for 1.28Mcps TDD
	approved
	A
	5.11.0
	TEI4
	R4

	RP-060104
	25.123
	0361
	2
	6.5.0
	Rel-6
	Correction to inter RAT cell re-selection test case for 1.28Mcps TDD
	approved
	A
	6.6.0
	TEI4
	R4

	RP-060111
	25.133
	0832
	-
	7.2.0
	Rel-7
	Introduction of measurement performance requirements for Band III/IX UE
	approved
	B
	7.3.0
	RInImp-UMTS1700
	R4

	RP-060101
	25.133
	0833
	1
	6.12.0
	Rel-6
	Test case for MTCH reception and mobility requirements in Cell-PCH state
	approved
	F
	6.13.0
	MBMS-RAN-RF
	R4

	RP-060101
	25.133
	0834
	1
	7.2.0
	Rel-7
	Test case for MTCH reception and mobility requirements in Cell-PCH state
	approved
	A
	7.3.0
	MBMS-RAN-RF
	R4

	RP-060114
	25.133
	0835
	-
	7.2.0
	Rel-7
	Requirements for cross-band measurements
	approved
	F
	7.3.0
	TEI7
	R4

	RP-060109
	25.133
	0842
	2
	6.12.0
	Rel-6
	Requirement for HS-DSCH cell change
	approved
	F
	6.13.0
	TEI6
	R4

	RP-060109
	25.133
	0843
	2
	7.2.0
	Rel-7
	Requirement for HS-DSCH cell change
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060109
	25.133
	0844
	1
	6.12.0
	Rel-6
	Testcase for HS-DSCH cell change
	approved
	F
	6.13.0
	TEI6
	R4

	RP-060109
	25.133
	0845
	1
	7.2.0
	Rel-7
	Testcase for HS-DSCH cell change
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060103
	25.133
	0846
	-
	6.12.0
	Rel-6
	Correction of a reference to Table A.22.A in 25.101.
	approved
	F
	6.13.0
	TEI6
	R4

	RP-060103
	25.133
	0847
	-
	7.2.0
	Rel-7
	Correction of a reference to Table A.22.A in 25.101.
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060103
	25.133
	0848
	1
	6.12.0
	Rel-6
	New test scenario: UTRAN to GSM reselection in Idle mode with SIB18 present
	approved
	F
	6.13.0
	TEI6
	R4

	RP-060103
	25.133
	0849
	3
	6.12.0
	Rel-6
	Correction of test requirement in the Combined Interfrequency and GSM measurements testcase
	approved
	F
	6.13.0
	TEI6
	R4

	RP-060103
	25.133
	0850
	3
	7.2.0
	Rel-7
	Correction of test requirement in the Combined Interfrequency and GSM measurements testcase
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060102
	25.133
	0851
	1
	6.12.0
	Rel-6
	Changes to E-TFC restriction requirements
	approved
	F
	6.13.0
	EDCH-RF
	R4

	RP-060102
	25.133
	0852
	1
	7.2.0
	Rel-7
	Changes to  E-TFC restriction requirements
	approved
	A
	7.3.0
	EDCH-RF
	R4

	RP-060114
	25.133
	0855
	-
	7.2.0
	Rel-7
	Clarification of UE TX timing requirements
	approved
	F
	7.3.0
	TEI7
	R4

	RP-060103
	25.133
	0856
	-
	7.2.0
	Rel-7
	New test scenario: UTRAN to GSM reselection in Idle mode with SIB18 present
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060102
	25.133
	0857
	2
	6.12.0
	Rel-6
	UPH measurement requirements
	approved
	F
	6.13.0
	EDCH-RF
	R4

	RP-060102
	25.133
	0858
	2
	7.2.0
	Rel-7
	UPH measurement requirements
	approved
	A
	7.3.0
	EDCH-RF
	R4

	RP-060103
	25.133
	0859
	-
	4.16.0
	Rel-4
	Deletion of Annex A of 25.133 Rel-4
	approved
	C
	4.17.0
	TEI4
	R4

	RP-060114
	25.133
	0860
	-
	7.2.0
	Rel-7
	Correction of CPICH intra-frequency test parameter for band VIII
	approved
	F
	7.3.0
	TEI7
	R4

	RP-060114
	25.141
	0422
	-
	7.2.0
	Rel-7
	Additional UARFCN correction
	approved
	F
	7.3.0
	TEI7
	R4

	RP-060108
	25.141
	0423
	1
	6.12.0
	Rel-6
	Clarifications on moving and birth/death propagation channels for BS with receiver diversity
	approved
	F
	6.13.0
	TEI6
	R4

	RP-060108
	25.141
	0424
	1
	7.2.0
	Rel-7
	Clarifications on moving and birth/death propagation channels for BS with receiver diversity
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060105
	25.141
	0425
	1
	6.12.0
	Rel-6
	Correction of the regional requirement on BS classification
	approved
	F
	6.13.0
	TEI6
	R4

	RP-060105
	25.141
	0426
	1
	7.2.0
	Rel-7
	Correction of the regional requirement on BS classification
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060106
	25.141
	0429
	2
	6.12.0
	Rel-6
	Correction of tables and references in 25.141
	approved
	F
	6.13.0
	TEI6
	R4

	RP-060106
	25.141
	0430
	2
	7.2.0
	Rel-7
	Correction of tables and references in 25.141
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060110
	25.141
	0431
	1
	7.2.0
	Rel-7
	Correction of spurious emissions for coexistence with GSM900 in same geographic area
	approved
	F
	7.3.0
	RInImp-UMTS900
	R4

	RP-060100
	25.143
	0051
	1
	5.9.0
	Rel-5
	Introduction of operating band III requirements in 25.143
	approved
	B
	5.10.0
	TEI5
	R4

	RP-060100
	25.143
	0052
	2
	6.3.0
	Rel-6
	Introduction of operating band III to VI requirements in 25.143
	approved
	B
	6.4.0
	TEI6
	R4

	RP-060100
	25.143
	0053
	2
	6.3.0
	Rel-7
	Introduction of operating band III to IX requirements in 25.143
	approved
	B
	7.0.0
	TEI7
	R4

	RP-060110
	25.143
	0054
	-
	6.3.0
	Rel-7
	Correction of spurious emissions for coexistence with GSM900 in same geographic area
	approved
	F
	7.0.0
	RInImp-UMTS900
	R4

	RP-060103
	34.124
	0022
	-
	6.1.0
	Rel-6
	Radiated Emission Test method
	approved
	F
	6.2.0
	TEI6
	R4

	RP-060103
	34.124
	0023
	-
	7.2.0
	Rel-7
	Radiated Emission Test method
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060107
	34.124
	0024
	-
	6.1.0
	Rel-6
	Frequency range for RF Immunity
	approved
	F
	6.2.0
	TEI6
	R4

	RP-060107
	34.124
	0025
	-
	7.2.0
	Rel-7
	Frequency range for RF Immunity
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060154
	34.108
	0486
	-
	6.1.1
	Rel-6
	Corrections to GPS data files for signalling tests.
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060163
	34.108
	0487
	-
	6.1.1
	Rel-6
	Corrections for reference RABs
	approved
	F
	6.2.0
	TEI4_Test
	R5

	RP-060144
	34.108
	0488
	-
	6.1.1
	Rel-6
	Corrections to the RADIO BEARER SETUP message for Enhanced uplink
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060150
	34.108
	0489
	-
	6.1.1
	Rel-6
	Correction to default message content in INITIAL DIRECT TRANSFER
	approved
	F
	6.2.0
	NTShar-UTRANEnh_Test
	R5

	RP-060154
	34.108
	0490
	-
	6.1.1
	Rel-6
	Corrections to default message contents for signaling
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060163
	34.108
	0491
	-
	6.1.1
	Rel-6
	Update of RB configuration 6.10.2.4.1.4b to increase test coverage for multi-mode AMR configurations
	approved
	F
	6.2.0
	TEI4_Test
	R5

	RP-060144
	34.108
	0492
	-
	6.1.1
	Rel-6
	Correction of UE RRC states table for common procedures (section 7.4.1)
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060154
	34.108
	0493
	-
	6.1.1
	Rel-6
	Correction to DPCCH power offset value in RADIO BEARER SETUP messages
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060153
	34.108
	0494
	-
	6.1.1
	Rel-6
	Introduction of Band VII and Band VIII to TS34.108 Chapter 5 and introduction of new UARFCN scheme
	approved
	F
	6.2.0
	UMTS900_Test
	R5

	RP-060154
	34.108
	0495
	-
	6.1.1
	Rel-6
	Clarification of RB Test Mode State for RF testing
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060144
	34.108
	0496
	-
	6.1.1
	Rel-6
	Common message content for E-DCH RF testing
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060144
	34.108
	0497
	-
	6.1.1
	Rel-6
	Generic test procedure for E-DCH RF testing
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060166
	34.108
	0498
	-
	6.1.1
	Rel-6
	Correction to GPS Assistance Data for Performance tests
	approved
	F
	6.2.0
	TEI6_Test
	R5

	RP-060154
	34.108
	0499
	-
	6.1.1
	Rel-6
	Corrections to default message contents for RF
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060163
	34.108
	0500
	-
	6.1.1
	Rel-6
	Adding of RB Configuration 6.11.4b to clause 6.11 to increase test coverage for Interactive or background PS RAB UL 0kbps/DL 0kbps.
	approved
	F
	6.2.0
	TEI4_Test
	R5

	RP-060144
	34.121
	0627
	-
	6.3.0
	Rel-6
	Introduction of test case 5.9B Spectrum Emission Mask with E-DCH
	approved
	F
	6.4.0
	E-DCH_Test
	R5

	RP-060155
	34.121
	0628
	-
	6.3.0
	Rel-6
	Allowance of alternative DL power control response time
	approved
	D
	6.4.0
	TEI_Test
	R5

	RP-060153
	34.121
	0629
	-
	6.3.0
	Rel-6
	Introduction of Band VII and Band VIII to Chapter 5
	approved
	F
	6.4.0
	UMTS900_Test
	R5

	RP-060155
	34.121
	0630
	-
	6.3.0
	Rel-6
	Allowance of DL power control response time in TC 7.8.2
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060155
	34.121
	0631
	-
	6.3.0
	Rel-6
	Correction to SIB11 signaling for interfrequency test cases
	approved
	F
	6.4.0
	TEI_TEST
	R5

	RP-060144
	34.121
	0632
	-
	6.3.0
	Rel-6
	Introduction of test case 5.10B Adjacent Channel Leakage Ratio (ACLR) with E-DCH
	approved
	F
	6.4.0
	E-DCH_Test
	R5

	RP-060155
	34.121
	0633
	-
	6.3.0
	Rel-6
	Correction to tolerance of setting -20 dBm output power in tests 5.13.1 and 5.13.2
	approved
	F
	6.4.0
	TEI_test
	R5

	RP-060155
	34.121
	0634
	-
	6.3.0
	Rel-6
	Correction to spurious emissions requirements in TC 5.11
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060155
	34.121
	0635
	-
	6.3.0
	Rel-6
	Clarification of Connection Diagrams in Annex A
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060166
	34.121
	0636
	-
	6.3.0
	Rel-6
	New Rel-6 RRM test case for combined inter-frequency and GSM measurements
	approved
	F
	6.4.0
	TEI6_Test
	R5

	RP-060155
	34.121
	0637
	-
	6.3.0
	Rel-6
	Alignment of 34.121 and 25.133 for TC 8.4.1.2
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060153
	34.121
	0638
	-
	6.3.0
	Rel-6
	Introduction of UMTS band VII and VIII test cases for TS34.121 chapter 8 and annex D
	approved
	F
	6.4.0
	Rlnlmp-UMTS900_Test
	R5

	RP-060146
	34.121
	0639
	-
	6.3.0
	Rel-6
	Correction to Performance requirements for HSDPA in Clause 9
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060146
	34.121
	0640
	-
	6.3.0
	Rel-6
	Correction to 34.121 for HSDPA: UE max output power with HS-DPCCH
	approved
	F
	6.4.0
	HSDPA_test
	R5

	RP-060151
	34.121
	0641
	-
	6.3.0
	Rel-6
	Correction to Annex F Statistical Requirements for HSDPA tests
	approved
	F
	6.4.0
	RInImp-HSPerf-RxDiv_Test
	R5

	RP-060146
	34.121
	0642
	-
	6.3.0
	Rel-6
	Correction to TRANSPORT CHANNEL RECONFIGURATION message for test cases with HSDPA
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060146
	34.121
	0643
	-
	6.3.0
	Rel-6
	Missing references and definitions for performance requirements for HSDPA
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060146
	34.121
	0644
	-
	6.3.0
	Rel-6
	Definition of downlink power level for HSDPA RF transmitter test cases
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060146
	34.121
	0645
	-
	6.3.0
	Rel-6
	Addition of Test System Uncertainties for 9.3.x
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060155
	34.121
	0646
	-
	6.3.0
	Rel-6
	Correction to monitored cell lists
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060155
	34.121
	0647
	-
	6.3.0
	Rel-6
	Clarification of CN domain for BLER measurements
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060164
	34.121
	0648
	-
	6.3.0
	Rel-6
	Editorial errors and missing changes in Section 9 and related annexes
	approved
	F
	6.4.0
	TEI5_Test
	R5

	RP-060155
	34.121
	0649
	-
	6.3.0
	Rel-6
	Correction to 7.7.3 Combining of reliable TPC commands from radio links of different radio link sets
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060155
	34.121
	0650
	-
	6.3.0
	Rel-6
	Correction to TC7.7.2 power step threshold
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060155
	34.121
	0651
	-
	6.3.0
	Rel-6
	Editorial errors in Clause 5
	approved
	D
	6.4.0
	TEI_Test
	R5

	RP-060155
	34.121
	0652
	-
	6.3.0
	Rel-6
	Band IX additions to tables 5.4.1.3 and 5.5.2.3
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060144
	34.121
	0653
	-
	6.3.0
	Rel-6
	Code allocation for EDCH testing
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060163
	34.121
	0654
	-
	6.3.0
	Rel-6
	Correction to 34.121: FDD/TDD Cell Re-selection, TDD measurements and P-CCPCH RSCP test cases
	approved
	F
	6.4.0
	TEI4_Test
	R5

	RP-060155
	34.121
	0655
	-
	6.3.0
	Rel-6
	Detection and measurements of new cells not belonging to monitored set
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060152
	34.121
	0656
	-
	6.3.0
	Rel-6
	Introduction of Band VII and Band VIII to Chapter 6
	approved
	F
	6.4.0
	UMTS2600_Test
	R5

	RP-060152
	34.121
	0657
	-
	6.3.0
	Rel-6
	Introduction of Band VII and Band VIII to Chapter 4 and introduction of new UARFCN scheme
	approved
	F
	6.4.0
	UMTS2600_Test
	R5

	RP-060146
	34.121
	0658
	-
	6.3.0
	Rel-6
	Correction to HSDPA call setup levels in 34.121
	approved
	F
	6.4.0
	HSDPA_TEST
	R5

	RP-060155
	34.121
	0659
	-
	6.3.0
	Rel-6
	Corrections to downlink code allocation tables in Annex E.6
	approved
	F
	6.4.0
	TEI_test
	R5

	RP-060163
	34.121
	0660
	-
	6.3.0
	Rel-6
	Clarifications to TC 8.6.1.4A
	approved
	F
	6.4.0
	TEI4-Test
	R5

	RP-060155
	34.121
	0661
	-
	6.3.0
	Rel-6
	Correction to 8.7.4.2 Inter frequency measurement requirement
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060163
	34.121
	0662
	-
	6.3.0
	Rel-6
	Correction to MEASUREMENT CONTROL message in 8.6.1.2A
	approved
	F
	6.4.0
	TEI4_Test
	R5

	RP-060155
	34.121
	0663
	-
	6.3.0
	Rel-6
	Correction to 8.3.2.2 FDD/FDD Hard Handover to inter-frequency cell
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060155
	34.121
	0664
	-
	6.3.0
	Rel-6
	Change to the statistical analysis of multiple events in 8.6.x.x. tests
	approved
	F
	6.4.0
	TEITest
	R5

	RP-060163
	34.121
	0665
	-
	6.3.0
	Rel-6
	Correction to 7.12
	approved
	F
	6.4.0
	TEI4_Test
	R5

	RP-060155
	34.121
	0666
	-
	6.3.0
	Rel-6
	Correction to 7.8.2
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060155
	34.121
	0667
	-
	6.3.0
	Rel-6
	Correction of TGD parameter for compressed mode tests
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060155
	34.121
	0668
	-
	6.3.0
	Rel-6
	Correction to Frequency Error
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060155
	34.121
	0669
	-
	6.3.0
	Rel-6
	Correction to the operating conditions in TS34.121 5.13.1 and 5.13.1A
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060144
	34.121
	0670
	-
	6.3.0
	Rel-6
	Correction to 34.121: HSDPA and E-DCH beta configurations
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060146
	34.121
	0671
	-
	6.3.0
	Rel-6
	Correction of HSDPA EVM test case 5.13.1A
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060164
	34.121
	0672
	-
	6.3.0
	Rel-6
	New Test Case Introduction to 34.121: Power control in the downlink, different transport formats
	approved
	F
	6.4.0
	TEI5_Test
	R5

	RP-060166
	34.121
	0673
	-
	6.3.0
	Rel-6
	Replace the content of 34.121 with reference pointer to Version 7.0.0
	approved
	F
	6.4.0
	TEI6_Test
	R5

	RP-060167
	34.121
	0674
	-
	6.3.0
	Rel-7
	Convert 34.121 to a multipart specification; 34.121-1 modification
	approved
	F
	7.0.0
	TEI7_Test
	R5

	RP-060163
	34.122
	0202
	-
	5.2.0
	Rel-5
	Correcting cell reselection test procedure
	approved
	F
	5.3.0
	TEI4_Test
	R5

	RP-060146
	34.122
	0203
	-
	5.2.0
	Rel-5
	Adding statistical Testing of HSDPA Receiver Performance
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-060146
	34.122
	0204
	-
	5.2.0
	Rel-5
	Completing the test of reporting of HS-DSCH Channel Quality Indicator
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-060146
	34.122
	0205
	-
	5.2.0
	Rel-5
	Completing HS-SCCH Detection Performance test
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-060146
	34.122
	0206
	-
	5.2.0
	Rel-5
	Completing HS-DSCH throughput for variable reference channels
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-060146
	34.122
	0207
	-
	5.2.0
	Rel-5
	Completing HS-DSCH throughput for fixed reference channels
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-060146
	34.122
	0208
	-
	5.2.0
	Rel-5
	Adding general test conditions and declarations for HSDPA
	approved
	F
	5.3.0
	HSDPA_Test
	R5

	RP-060145
	34.123-1
	1454
	-
	6.1.0
	Rel-6
	New test cases for MAC-es/e E-TFC selection
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060156
	34.123-1
	1455
	-
	6.1.0
	Rel-6
	Correction to WI-12 GMM test case 12.3.2.8.1
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1456
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-10 and 12 test case RRC Test Case 8.2.6.37, 8.2.6.38, 8.4.1.2, 8.4.1.6, 8.4.1.8, 8.4.1.24, 8.4.1.25, 8.4.1.42, 8.4.1.43
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1457
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-010 RRC test case 8.4.1.23
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060164
	34.123-1
	1458
	-
	6.1.0
	Rel-6
	Correction to Testcase 8.4.1.47
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-060145
	34.123-1
	1459
	-
	6.1.0
	Rel-6
	New test case for MAC-es/e transport block size selection
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1460
	-
	6.1.0
	Rel-6
	CR to 34.123-1;Adding new test cases for Enhanced Uplink
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1461
	-
	6.1.0
	Rel-6
	New test cases for MAC-es/e E-DCH retransmissions
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1462
	-
	6.1.0
	Rel-6
	New test cases for MAC-es/e scheduling
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1463
	-
	6.1.0
	Rel-6
	New test cases for MAC-es/e multiplexing
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1464
	-
	6.1.0
	Rel-6
	New Radio Bearer Reconfiguration test cases for Enhanced uplink
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1465
	-
	6.1.0
	Rel-6
	Addition of a new FDD Enhanced Uplink Physical Channel Reconfiguration test case
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1466
	-
	6.1.0
	Rel-6
	Addition of two Cell Update test cases for FDD Enhanced Uplink testing
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1467
	-
	6.1.0
	Rel-6
	Addition of one test case about Physical Channel Reconfiguration for FDD    Enhanced Uplink
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060150
	34.123-1
	1468
	-
	6.1.0
	Rel-6
	New test case: 6.2.2.4 Cell reselection in multi-mode shared network environment
	approved
	F
	6.2.0
	NTShar-UTRANEnh_Test
	R5

	RP-060150
	34.123-1
	1469
	-
	6.1.0
	Rel-6
	New test case:  6.2.1.11 Selection of PLMN and RAT in shared network environment, Manual mode
	approved
	F
	6.2.0
	NTShar-UTRANEnh_Test
	R5

	RP-060150
	34.123-1
	1470
	-
	6.1.0
	Rel-6
	New test case: 6.1.1.9 PLMN selection in shared network environment, Manual Mode
	approved
	F
	6.2.0
	NTShar-UTRANEnh_Test
	R5

	RP-060147
	34.123-1
	1471
	-
	6.1.0
	Rel-6
	Corrections to HSDPA RB test cases 14.6.8
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060156
	34.123-1
	1472
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-10 NAS test case 12.4.1.4c Proc 1
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1473
	-
	6.1.0
	Rel-6
	Correction of initial condition of TC 8.1.1.1 and TC 8.1.1.9 for CS domain
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060150
	34.123-1
	1474
	-
	6.1.0
	Rel-6
	Correction of  initial condition of TC 8.1.1.11 for CS domain
	approved
	F
	6.2.0
	NTShar-UTRANEnh_Test
	R5

	RP-060147
	34.123-1
	1475
	-
	6.1.0
	Rel-6
	Correction to the HS-SCCH channelisation code used in the Radio Bearer control procedure test cases
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060145
	34.123-1
	1476
	-
	6.1.0
	Rel-6
	Generic test procedure for E-DCH radio bearer testing
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1477
	-
	6.1.0
	Rel-6
	New E-DCH radio bearer test cases 14.7.5
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1478
	-
	6.1.0
	Rel-6
	New E-DCH radio bearer test cases 14.7.4
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1479
	-
	6.1.0
	Rel-6
	New EDCH Physical Channel Reconfiguration test case for transition from CELL_DCH to CELL_DCH: Success (with ongoing E-DCH transmission)
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1480
	-
	6.1.0
	Rel-6
	New E-DCH radio bearer test cases 14.7.1, 14.7.2 and 14.7.3
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060156
	34.123-1
	1481
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-10 RRC test case 8.3.2.13
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060147
	34.123-1
	1482
	-
	6.1.0
	Rel-6
	Correction to GCF WI 14/2 Inter-system hard handover from UTRAN to GSM test case 8.3.7.14
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060156
	34.123-1
	1483
	-
	6.1.0
	Rel-6
	Correction to GCF WI-012 MM test case 9.4.5.4.6
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1484
	-
	6.1.0
	Rel-6
	Correction to GCF WI 10/4 NAS test case 12.4.1.1b
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1485
	-
	6.1.0
	Rel-6
	Correction to RRC test cases 8.1.1.1, 8.1.1.9 and 8.1.1.11
	approved
	F
	6.2.0
	TEI_test
	R5

	RP-060156
	34.123-1
	1486
	-
	6.1.0
	Rel-6
	Correction to approved WI-10 test case 8.3.7.5
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1487
	-
	6.1.0
	Rel-6
	Correction to approved WI-10 test case 8.4.1.31
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1488
	-
	6.1.0
	Rel-6
	Correction of WI-10 InterRAT test cases 6.2.X.X
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1489
	-
	6.1.0
	Rel-6
	CR to 34.123-1: Correction to WI-010 (P2) test case 6.2.2.3
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060145
	34.123-1
	1490
	-
	6.1.0
	Rel-6
	New Physical Channel Reconfiguration test case for Enhanced uplink
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060145
	34.123-1
	1491
	-
	6.1.0
	Rel-6
	Addition of two new FDD Enhanced Uplink Radio Bearer Reconfiguration test cases
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060147
	34.123-1
	1492
	-
	6.1.0
	Rel-6
	Downlink compressed mode method when using HS-DSCH
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060147
	34.123-1
	1493
	-
	6.1.0
	Rel-6
	Corrections to HSDPA RB test cases 14.6.6 and 14.6.7
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060156
	34.123-1
	1494
	-
	6.1.0
	Rel-6
	Correction to testcase 14.2.58a and 14.2.51b.1
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1495
	-
	6.1.0
	Rel-6
	Correction to approved GMM test case 12.4.2.4
	approved
	F
	6.2.0
	TEI_test
	R5

	RP-060156
	34.123-1
	1496
	-
	6.1.0
	Rel-6
	Correction to GCF WI-12/1 NAS test case 12.3.2.7
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1497
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-10 test case 12.4.1.4c.1
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1498
	-
	6.1.0
	Rel-6
	Correction to approved MM test case 9.4.3.3
	approved
	F
	6.2.0
	TEI_test
	R5

	RP-060156
	34.123-1
	1499
	-
	6.1.0
	Rel-6
	Correction to TC 9.4.5.4.1
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1500
	-
	6.1.0
	Rel-6
	Corrections to testcases 8.2.1.24 & 8.2.1.34
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060156
	34.123-1
	1501
	-
	6.1.0
	Rel-6
	Correction to approved RRC test case 8.3.4.2
	approved
	F
	6.2.0
	TEI_test
	R5

	RP-060157
	34.123-1
	1502
	-
	6.1.0
	Rel-6
	Correction to approved WI-10 test case 8.1.7.1d
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1503
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-10 RRC test case 8.4.1.14
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1504
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-12 RRC_ActSetUpdate test case 8.3.4.8
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1505
	-
	6.1.0
	Rel-6
	Correction of WI-10/3 Inter-RAT test case 8.4.1.31
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1506
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-010 RRC test case 8.3.1.24
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1507
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-010 RRC test case 8.3.1.18
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1508
	-
	6.1.0
	Rel-6
	Correction to WI-10/3  RRC testcase 8.4.1.36
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060164
	34.123-1
	1509
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-13/1 test case 8.3.1.40
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-060157
	34.123-1
	1510
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-010/4 test case 8.3.11.4
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1511
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-10/4 test case 8.3.7.12
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1512
	-
	6.1.0
	Rel-6
	Corrections to approved GCF WI-10 test case 7.1.2.4a
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1513
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-10 test case 7.2.3.21 and 7.2.3.22
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1514
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-10/1 Idle Mode test case 6.1.2.1
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1515
	-
	6.1.0
	Rel-6
	Correction to GCF WI-010 Idle Mode test case 6.1.1.4
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1516
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-10/2 Idle Mode test case 6.1.2.8
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060166
	34.123-1
	1517
	-
	6.1.0
	Rel-6
	CR to TS34.123-1; Correction to DSAC test cases at clause 12.
	approved
	F
	6.2.0
	TEI6_Test
	R5

	RP-060166
	34.123-1
	1518
	-
	6.1.0
	Rel-6
	CR to TS34.123-1; Correction to the applicability in 9.4.3.6 and 9.5.9.
	approved
	F
	6.2.0
	TEI6_Test
	R5

	RP-060166
	34.123-1
	1519
	-
	6.1.0
	Rel-6
	CR to TS34.123-1; Correction to RRC test case 8.1.2.16
	approved
	F
	6.2.0
	TEI6_Test
	R5

	RP-060157
	34.123-1
	1520
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-010/1 Idle Mode test case 6.1.2.2
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1521
	-
	6.1.0
	Rel-6
	Correction to GCF WI-010 HCS idle mode test cases 6.1.2.3, 6.1.2.4 and 6.1.2.5
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060164
	34.123-1
	1522
	-
	6.1.0
	Rel-6
	Correction to GCF WI-013 HCS idle mode test case 6.1.2.10
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-060164
	34.123-1
	1523
	-
	6.1.0
	Rel-6
	Correction to GCF WI-013 RAB test case 14.2.62
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-060163
	34.123-1
	1524
	-
	6.1.0
	Rel-6
	Update of GCF WI-013 RB test case 14.2.4b
	approved
	F
	6.2.0
	TEI4_Test
	R5

	RP-060150
	34.123-1
	1525
	-
	6.1.0
	Rel-6
	Removal of all references to TDD in 34.123-1
	approved
	F
	6.2.0
	NTShar-UTRANEnh_Test
	R5

	RP-060150
	34.123-1
	1526
	-
	6.1.0
	Rel-6
	Corrections to broadcasted PLMN codes in idle mode tests (Network Sharing)
	approved
	F
	6.2.0
	NTShar-UTRANEnh_Test
	R5

	RP-060147
	34.123-1
	1527
	-
	6.1.0
	Rel-6
	CR to TS34.123-1:New test case for HSDPA RAB combination with uplink 128 kpbs
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060147
	34.123-1
	1528
	-
	6.1.0
	Rel-6
	Correction to testcase 14.6.5
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060147
	34.123-1
	1529
	-
	6.1.0
	Rel-6
	Correction to Testcase 7.1.5.2
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060147
	34.123-1
	1530
	-
	6.1.0
	Rel-6
	Corrections to testcases 8.2.3.33, 8.2.6.39a & 8.2.6.39b
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060147
	34.123-1
	1531
	-
	6.1.0
	Rel-6
	Correction to GCF WI 14/2 Inter-RAT cell change order from UTRAN test case 8.3.11.10
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060147
	34.123-1
	1532
	-
	6.1.0
	Rel-6
	Corrections to WI-14 HSDPA UL 64 kbps RAB test cases
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060147
	34.123-1
	1533
	-
	6.1.0
	Rel-6
	Correction to WI-14 test case 8.3.11.10
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060147
	34.123-1
	1534
	-
	6.1.0
	Rel-6
	Introduction of generic test procedure for testing of HSDPA radio bearers in combination with AMR using SRB#5 for TFC control
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060147
	34.123-1
	1535
	-
	6.1.0
	Rel-6
	Correction to GCF WI 14/2 RRC testcase 8.2.3.33
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060147
	34.123-1
	1536
	-
	6.1.0
	Rel-6
	Correction to GCF WI 14/2 RRC testcase 8.2.2.42
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060147
	34.123-1
	1537
	-
	6.1.0
	Rel-6
	Correction to GCF WI 14/2 RRC test case 8.3.4.9
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060157
	34.123-1
	1538
	-
	6.1.0
	Rel-6
	Addition of T309 timer value
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1539
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-010 RRC test case 8.4.1.43
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060157
	34.123-1
	1540
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-12/1 InterRAT test case 8.4.1.48
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060144
	34.123-2
	0236
	-
	6.1.0
	Rel-6
	Applicability fo new Radio Bearer Reconfiguration test cases for Enhanced uplink
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060144
	34.123-2
	0237
	-
	6.1.0
	Rel-6
	Addition of the applicability of the new FDD Enhanced Uplink Physical Channel Reconfiguration test case
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060154
	34.123-2
	0238
	-
	6.1.0
	Rel-6
	Addition of missing mnemonic parameters to ICS proforma tables.
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-060144
	34.123-2
	0239
	-
	6.1.0
	Rel-6
	Applicability of new E-DCH radio bearer test cases
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060144
	34.123-2
	0240
	-
	6.1.0
	Rel-6
	Addition of the applicability of one test case about Physical Channel Reconfiguration for FDD Enhanced Uplink
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060144
	34.123-2
	0241
	-
	6.1.0
	Rel-6
	Addition of the applicability of two Cell Update test cases for FDD Enhanced Uplink testing
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060144
	34.123-2
	0242
	-
	6.1.0
	Rel-6
	Applicability for new EDCH Physical channel reconfiguration test case
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060144
	34.123-2
	0243
	-
	6.1.0
	Rel-6
	CR to 34.123-2; Addition of new Enhanced Uplink test cases to the applicability table
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060144
	34.123-2
	0244
	-
	6.1.0
	Rel-6
	Applicability of new MAC-es/e test cases
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060144
	34.123-2
	0245
	-
	6.1.0
	Rel-6
	Applicability of new Physical Channel Reconfiguration test case for Enhanced uplink
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060144
	34.123-2
	0246
	-
	6.1.0
	Rel-6
	Addition of the applicability of two new FDD Enhanced Uplink Radio Bearer Reconfiguration test cases
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-060166
	34.123-2
	0247
	-
	6.1.0
	Rel-6
	CR to TS34.123-2; Correction to the applicability table for DSAC
	approved
	F
	6.2.0
	TEI6_Test
	R5

	RP-060163
	34.123-2
	0248
	-
	6.1.0
	Rel-6
	Update of title for GCF WI-013 RB test case 14.2.4b
	approved
	F
	6.2.0
	TEI4_Test
	R5

	RP-060150
	34.123-2
	0249
	-
	6.1.0
	Rel-6
	New test case (applicability):  6.2.2.4 Cell reselection in multi-mode shared network environment
	approved
	F
	6.2.0
	NTShar-UTRANEnh_Test
	R5

	RP-060150
	34.123-2
	0250
	-
	6.1.0
	Rel-6
	New test case (applicability):  6.2.1.11 Selection of PLMN and RAT in shared network environment, Manual mode
	approved
	F
	6.2.0
	NTShar-UTRANEnh_Test
	R5

	RP-060150
	34.123-2
	0251
	-
	6.1.0
	Rel-6
	New test case (applicability):  6.1.1.9 PLMN selection in shared network environment, Manual Mode
	approved
	F
	6.2.0
	NTShar-UTRANEnh_Test
	R5

	RP-060150
	34.123-2
	0252
	-
	6.1.0
	Rel-6
	Removal of all references to TDD in 34.123-2
	approved
	F
	6.2.0
	NTShar-UTRANEnh_Test
	R5

	RP-060147
	34.123-2
	0253
	-
	6.1.0
	Rel-6
	CR to TS34.123-2; Addition of new test case to Table A.18f.1: FDD interoperability radio bearer capabilities for combinations on DPCH and HS-PDSCH
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060147
	34.123-2
	0254
	-
	6.1.0
	Rel-6
	Correction to WI-14 test case 8.3.11.10 Title
	approved
	F
	6.2.0
	HSDPA_Test
	R5

	RP-060158
	34.123-3
	1529
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.2.1 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1530
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.2.2 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1531
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.2.3 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1532
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.2.4 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1533
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.3.2 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1534
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.3.3 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1535
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.3.4 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1536
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.3.8 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1537
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.3.9 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1538
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.4.2 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1539
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.4.4 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1540
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.4.5 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1541
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.4.8 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1542
	-
	5.3.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.4.9 to AGPS ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060148
	34.123-3
	1543
	-
	5.3.0
	Rel-5
	Addition of GCF WI-014  RAB test case 14.6.4 to HS_ENH ATS V5.3.0
	approved
	B
	5.4.0
	HSDPA_Test
	R5

	RP-060148
	34.123-3
	1544
	-
	5.3.0
	Rel-5
	Addition of GCF WI-014  RAB test case 14.6.4a to HS_ENH ATS V5.3.0
	approved
	B
	5.4.0
	HSDPA_Test
	R5

	RP-060148
	34.123-3
	1545
	-
	5.3.0
	Rel-5
	Addition of GCF WI-014  RAB test case 14.6.5 to HS_ENH ATS V5.3.0
	approved
	B
	5.4.0
	HSDPA_Test
	R5

	RP-060148
	34.123-3
	1546
	-
	5.3.0
	Rel-5
	Addition of GCF WI-014  RAB test case 14.6.5a to HS_ENH ATS V5.3.0
	approved
	B
	5.4.0
	HSDPA_Test
	R5

	RP-060148
	34.123-3
	1547
	-
	5.3.0
	Rel-5
	Addition of GCF WI-014/1 test case 7.1.5.2 to HS_ENH ATS V5.2.0
	approved
	B
	5.4.0
	HSDPA_Test
	R5

	RP-060148
	34.123-3
	1548
	-
	5.3.0
	Rel-5
	Addition of RRC GCF WI-14 test case 8.2.2.39 to RRC ATS v5.2.0
	approved
	B
	5.4.0
	HSDPA_Test
	R5

	RP-060148
	34.123-3
	1549
	-
	5.3.0
	Rel-5
	Addition of GCF WI-014 test case 8.2.2.42 to HS_ENH ATS V5.2.0
	approved
	B
	5.4.0
	HSDPA_Test
	R5

	RP-060148
	34.123-3
	1550
	-
	5.3.0
	Rel-5
	Addition of GCF WI-014/2 test case 8.2.3.33 to HS_ENH ATS V5.2.0
	approved
	B
	5.4.0
	HSDPA_Test
	R5

	RP-060148
	34.123-3
	1551
	-
	5.3.0
	Rel-5
	Addition of GCF WI-014 RRC test case 8.2.6.39a to HS_ENH ATS V5.2.0
	approved
	B
	5.4.0
	HSDPA_Test
	R5

	RP-060148
	34.123-3
	1552
	-
	5.3.0
	Rel-5
	Addition of GCF WI-014 RRC test case 8.2.6.39b to HS_ENH ATS V5.3.0
	approved
	B
	5.4.0
	HSDPA_Test
	R5

	RP-060148
	34.123-3
	1553
	-
	5.3.0
	Rel-5
	Addition of GCF WI 14/2 test case 8.3.7.14 to HS_ENH ATS V5.3.0
	approved
	B
	5.4.0
	HSDPA_Test
	R5

	RP-060158
	34.123-3
	1554
	-
	5.3.0
	Rel-5
	Addition of GCF WI-10/1 test case 6.1.2.2 to RRC ATS v5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1555
	-
	5.3.0
	Rel-5
	Addition of RRC GCF WI-10 test case 6.1.2.3 to RRC ATS v5.3.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1556
	-
	5.3.0
	Rel-5
	Addition of GCF WI-10 Idle Mode test case 6.1.2.5
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1557
	-
	5.3.0
	Rel-5
	Addition of GCF WI-10 RRC test case 6.1.2.6 to RRC ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1558
	-
	5.3.0
	Rel-5
	Addition of GCF WI-10/2 RRC test case 6.1.2.8 to RRC ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1559
	-
	5.3.0
	Rel-5
	Addition of GCF WI-010/2 test case 6.2.2.3 to IR_U ATS V5.2.0
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060158
	34.123-3
	1560
	-
	5.3.0
	Rel-5
	Addition of GCF WI-12 test case 8.4.1.48
	approved
	B
	5.4.0
	TEI_Test
	R5

	RP-060165
	34.123-3
	1561
	-
	5.3.0
	Rel-5
	Addition of GCF WI-13 test case 6.1.2.10
	approved
	B
	5.4.0
	TEI5_Test
	R5

	RP-060165
	34.123-3
	1562
	-
	5.3.0
	Rel-5
	Addition of GCF WI-013 RRC test case 8.3.1.38 to HS_ENH ATS V5.3.0
	approved
	B
	5.4.0
	TEI5_Test
	R5

	RP-060165
	34.123-3
	1563
	-
	5.3.0
	Rel-5
	Addition of GCF WI-013 RRC test case 8.3.1.39 to HS_ENH ATS V5.3.0
	approved
	B
	5.4.0
	TEI5_Test
	R5

	RP-060149
	34.123-3
	1564
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk03 HSD_ENH ATS
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1565
	-
	5.3.0
	Rel-5
	Corrections to GCF WI-014 RAB testcases 14.6.4 and 14.6.4a
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1566
	-
	5.3.0
	Rel-5
	Corrections to Approved GCF WI-014 RRC testcases 8.2.3.33
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1567
	-
	5.3.0
	Rel-5
	Summary of regression errors in wk03 HSDPA ATS.
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1568
	-
	5.3.0
	Rel-5
	Wk49 regression errors in HS_ENH ATS
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1569
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk49 HS_ENH ATS
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1570
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk49 HS_ENH ATS
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1571
	-
	5.3.0
	Rel-5
	Correction to GCF WI14 test case 8.3.4.9
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1572
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk49 HS_ENH ATS
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1573
	-
	5.3.0
	Rel-5
	Correction to GCF WI14 test case 14.6.1 and 14.6.2
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1574
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk47 HS_ENH ATS
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1575
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk47 HSDPA ATS
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1576
	-
	5.3.0
	Rel-5
	Summary of regression errors in the HSENH_r5_wk42 ATS.
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1577
	-
	5.3.0
	Rel-5
	Correction to GCF WI-014/2 test case 8.2.2.41
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1578
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk42 HS_ENH ATS
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1579
	-
	5.3.0
	Rel-5
	Corrections to Testcase 8.3.1.35
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1580
	-
	5.3.0
	Rel-5
	Update to HS_ENH_r5 ATS to allow 64k uplink data rate to be tested for RRC Testcases.
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1581
	-
	5.3.0
	Rel-5
	Errors identified in RAB HSDPA testcases in wk42 ATS.
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060149
	34.123-3
	1582
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk42 HSDPA ATS
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060159
	34.123-3
	1583
	-
	5.3.0
	Rel-5
	Correction to GCF WI-10 test case 8.4.1.14
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1584
	-
	5.3.0
	Rel-5
	TTCN correction to Approved RRC TCs 8.3.4.1, 8.3.4.2 and 8.3.4.3
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1585
	-
	5.3.0
	Rel-5
	Summary of regression errors in wk03 RRC and RAB ATS.
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1586
	-
	5.3.0
	Rel-5
	Correction of GCF WI-10 RRC test case 8.4.1.2,8.4.1.24,8.4.1.25
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1587
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk03 GCF WI-10 and GCF WI-12 ATS
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1588
	-
	5.3.0
	Rel-5
	Correction to GCF WI-10 RRC Test Case 6.1.1.4
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1589
	-
	5.3.0
	Rel-5
	Correction to GCF WI-12 Testcase 9.4.5.4.6
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1590
	-
	5.3.0
	Rel-5
	Correction to GCF WI-10 NAS Test Case 12.4.1.4a
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1591
	-
	5.3.0
	Rel-5
	Correction of GCF WI-10 RRC test case 8.1.7.1d
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1592
	-
	5.3.0
	Rel-5
	Corrections to approved GCF  WI-12/1 Inter-RAT test case 8.4.1.48
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1593
	-
	5.3.0
	Rel-5
	Corrections to approved GCF WI-10/3 InterRAT test case 8.4.1.31
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1594
	-
	5.3.0
	Rel-5
	Corrections to GCF WI-012 GMM testcase 12.9.9
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1595
	-
	5.3.0
	Rel-5
	Corrections to Approved GCF WI-012 RRC testcases 8.2.1.24 & 8.2.1.34
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1596
	-
	5.3.0
	Rel-5
	Correction of GCF WI-10 RRC test case 8.4.1.26
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1597
	-
	5.3.0
	Rel-5
	Correction of GCF WI-12 MM test case 9.4.3.3
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1598
	-
	5.3.0
	Rel-5
	Summary of regression errors in wk49 ATS.
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1599
	-
	5.3.0
	Rel-5
	Correction to GCF WI-12 RLC Test Case 7.2.3.35
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1600
	-
	5.3.0
	Rel-5
	Correction to GCF WI-10 test case 6.1.2.9
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1601
	-
	5.3.0
	Rel-5
	Correction to GCF WI-10 test case 8.1.3.9
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060159
	34.123-3
	1602
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk49 IR_U ATS.
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1603
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk47 ATS.
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1604
	-
	5.3.0
	Rel-5
	TTCN correction to Approved GMM TC 12.4.2.4
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1605
	-
	5.3.0
	Rel-5
	Corrections to GCF WI-012 approved testcases 9.4.3.3
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1606
	-
	5.3.0
	Rel-5
	Correction to GCF WI-10 RRC Test Case 8.1.7.1c
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1607
	-
	5.3.0
	Rel-5
	TTCN Correction for  GCF WI-10 RRC test case 6.1.2.8
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1608
	-
	5.3.0
	Rel-5
	TTCN correction to Approved IRAT TCs  8.3.7.1, 8.3.7.2, 8.3.7.3, 8.3.7.4, 8.3.7.13, 8.3.7.16 and 8.3.11.1 .
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1609
	-
	5.3.0
	Rel-5
	Correction to approved RRC test cases 8.1.6.3, 8.4.1.1, 8.4.1.3 and 8.4.1.29 on Wk49 ATS
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1610
	-
	5.3.0
	Rel-5
	Correction to GCF WI 10 RLC testcase 7.2.2.2
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1611
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk49 GCF WI-10 and GCF WI-12 ATS
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1612
	-
	5.3.0
	Rel-5
	Corrections to approved GCF WI-010 / GCF WI-012 test cases 14.2.51b.1 and 14.2.58a
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1613
	-
	5.3.0
	Rel-5
	TTCN correction to Approved IRAT TC 8.3.7.16
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1614
	-
	5.3.0
	Rel-5
	Correction to GCF WI-10 approved RRC Test Case 8.1.7.1d
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1615
	-
	5.3.0
	Rel-5
	Correction to GCF Test Case 8.4.1.2, 8.4.1.24, 8.4.1.25, 8.4.1.6, 8.4.1.8 and HSDPA Test Cases
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1616
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk47 GCF WI-10 and GCF WI-12 ATS
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1617
	-
	5.3.0
	Rel-5
	Correction to the GCF WI 10 testcase 7.2.3.13
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1618
	-
	5.3.0
	Rel-5
	Correction to GCF WI 10 MAC test case 7.1.2.3.1
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1619
	-
	5.3.0
	Rel-5
	Correction to IR_U test cases 8.3.7.1, 8.3.7.2, 8.3.7.3, 8.3.7.12 and 8.3.7.16
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1620
	-
	5.3.0
	Rel-5
	Correction to GCF WI 10 test case 7.1.2.4a
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1621
	-
	5.3.0
	Rel-5
	Corrections to GCF WI-012 approved test case 16.3
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060160
	34.123-3
	1622
	-
	5.3.0
	Rel-5
	Correction to approved GCF WI-010 Test Case 16.1.1
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1623
	-
	5.3.0
	Rel-5
	TTCN correction to Approved RRC TC 8.1.2.7
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1624
	-
	5.3.0
	Rel-5
	Correction to GCF WI-10 RRC Test Case 8.3.1.18
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1625
	-
	5.3.0
	Rel-5
	Correction to GCF WI-10 RRC Test Case 8.1.1.9
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1626
	-
	5.3.0
	Rel-5
	Correction to GCF WI-12 test case 8.1.6.3
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1627
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk42 ATS.
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1628
	-
	5.3.0
	Rel-5
	Correction to GCF WI-10/3 Testcase 12.4.2.4
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1629
	-
	5.3.0
	Rel-5
	Correction to test step ts_Exit_Testcase used in MultiRAB test cases
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1630
	-
	5.3.0
	Rel-5
	Correction to GCF WI-010/1 test case 7.1.2.4a
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1631
	-
	5.3.0
	Rel-5
	Correction to the GCF WI 12 NAS Test Case 9.4.3.3
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1632
	-
	5.3.0
	Rel-5
	Correction to GCF WI 10 and GCF WI 12 ATS to support IPv6 format for PDP Context
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1633
	-
	5.3.0
	Rel-5
	Summary of regression errors in the wk42 GCF WI-10 and GCF WI-12 ATS
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1634
	-
	5.3.0
	Rel-5
	Correction to GCF WI-13 test case 8.1.2.14
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1635
	-
	5.3.0
	Rel-5
	Correction to GCF WI-13 test case 8.1.2.15
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1636
	-
	5.3.0
	Rel-5
	Correction to GCF WI-12 test case 9.4.3.3
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1637
	-
	5.3.0
	Rel-5
	Correction to GCF WI-10 test case 8.1.3.9
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1638
	-
	5.3.0
	Rel-5
	Corrections of TC_16_2_1, TC_16_2_2, TC_16_1_9_1, TC_16_1_9_2
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060161
	34.123-3
	1639
	-
	5.3.0
	Rel-5
	Correction to GCF WI-10 RAB Test Case 14.2.38c
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060165
	34.123-3
	1640
	-
	5.3.0
	Rel-5
	Correction to GCF WI 13/1 RRC testcases 8.3.1.38 and 8.3.1.39
	approved
	F
	5.4.0
	TEI5_Test
	R5

	RP-060165
	34.123-3
	1641
	-
	5.3.0
	Rel-5
	Corrections to Approved GCF WI-013 RRC testcase 8_1_2_14 &  WI-014 RRC testcase 8_2_2_42
	approved
	F
	5.4.0
	TEI5_Test
	R5

	RP-060165
	34.123-3
	1642
	-
	5.3.0
	Rel-5
	Summary of regression errors in wk03 HSDPA ATS (GCF WI-13).
	approved
	F
	5.4.0
	TEI5_Test
	R5

	RP-060165
	34.123-3
	1643
	-
	5.3.0
	Rel-5
	Corrections to GCF WI-013 test cases 8.1.6.5 and 8.3.1.40
	approved
	F
	5.4.0
	TEI5_Test
	R5

	RP-060165
	34.123-3
	1644
	-
	5.3.0
	Rel-5
	Correction to Rel-5 (HSENH) ATS to support IPv6 format for PDP Context.
	approved
	F
	5.4.0
	TEI5_Test
	R5

	RP-060162
	34.123-3
	1645
	-
	5.3.0
	Rel-5
	Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060166
	34.123-3
	1646
	-
	5.3.0
	Rel-5
	Introduce ASP for HSUPA in 34.123-3
	approved
	B
	5.4.0
	TEI6_Test
	R5

	RP-060147
	34.123-3
	1647
	-
	5.3.0
	Rel-5
	Introduce ASP for HSDPA of LCR TDD
	approved
	B
	5.4.0
	HSDPA_Test
	R5

	RP-060147
	34.123-3
	1648
	-
	5.3.0
	Rel-5
	Updating Information in section 8.2.4 (Table 35 )
	approved
	F
	5.4.0
	HSDPA_Test
	R5

	RP-060154
	34.123-3
	1649
	-
	5.3.0
	Rel-5
	Correction of default value for IXIT parameter æpx_CipherAlgÆ.
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060154
	34.123-3
	1650
	-
	5.3.0
	Rel-5
	New ASP for DTM and other corrections in 34.123-3 û Release 99
	approved
	F
	5.4.0
	TEI_Test
	R5

	RP-060164
	34.123-3
	1651
	-
	5.3.0
	Rel-5
	Update configurations, introduce frequency band indicator for SS in 34.123-3 - Release 5.
	approved
	F
	5.4.0
	TEI5_Test
	R5

	RP-060166
	34.171
	0006
	-
	6.2.0
	Rel-6
	Correction of SIBs to be broadcast
	approved
	F
	6.3.0
	TEI6_Test
	R5

	RP-060166
	34.171
	0007
	-
	6.2.0
	Rel-6
	Correction of ô5.6 Moving scenario and periodic updatingö concerning statistics
	approved
	F
	6.3.0
	TEI6_Test
	R5

	RP-060197
	25.913
	0010
	-
	7.2.0
	Rel-7
	Introducing the support of 1.6MHz bandwidth
	revised
	C
	
	RANFS-Evo
	RP

	RP-060080
	25.913
	0010
	-
	7.1.0
	Rel-7
	Introducing the support of 1.6MHz bandwidth
	revised
	C
	
	RANFS-Evo
	RP

	RP-060210
	25.913
	0010
	1
	7.2.0
	Rel-7
	Introducing the support of 1.6MHz bandwidth
	approved
	B
	7.3.0
	RANFS-Evo
	RP

	RP-060132
	25.913
	0011
	-
	7.2.0
	Rel-7
	Introduction of specfic requirements for support of Broadcast mode in MBMS in LTE
	revised
	A
	
	RANFS-Evo
	RP

	RP-060200
	25.913
	0011
	1
	7.2.0
	Rel-7
	Introduction of specfic requirements for support of Broadcast mode in MBMS in LTE
	rejected
	D
	
	RANFS-Evo
	RP

	RP-060206
	25.913
	0012
	-
	7.2.0
	Rel-7
	Broadcast in LTE
	rejected
	A
	
	RANFS-Evo
	RP

	RP-060207
	25.913
	0013
	-
	7.2.0
	Rel-7
	Revision of LTE Work Plan
	approved
	F
	7.3.0
	RANFS-Evo
	RP

	SP-060033
	21.905
	0068
	-
	7.0.0
	Rel-7
	Correction of terminology
	approved
	F
	7.1.0
	NSP-CR
	S1

	SP-060033
	22.011
	0069
	-
	7.2.0
	Rel-7
	The Last RPLMN
	revised
	C
	
	NSP-CR
	S1

	SP-060118
	22.011
	0069
	1
	7.2.0
	Rel-7
	The Last RPLMN
	revised
	C
	
	NSP-CR
	S1

	SP-060221
	22.011
	0069
	2
	7.2.0
	Rel-7
	The Last RPLMN
	approved
	C
	7.3.0
	NSP-CR
	S1

	SP-060033
	22.011
	0070
	-
	7.2.0
	Rel-7
	Confirmed Roaming
	approved
	B
	7.3.0
	NSP-CR
	S1

	SP-060033
	22.011
	0071
	-
	7.2.0
	Rel-7
	Capability of UE to read USIM information for Network Selection
	approved
	F
	7.3.0
	NSP-CR
	S1

	SP-060033
	22.011
	0072
	-
	7.2.0
	Rel-7
	Displaying all available EHPLMNs in Manual Mode
	approved
	C
	7.3.0
	NSP-CR
	S1

	SP-060033
	22.011
	0073
	-
	7.2.0
	Rel-7
	Requirement for presentation of additional information in manual mode
	approved
	B
	7.3.0
	NSP-CR
	S1

	SP-060033
	22.011
	0074
	-
	7.2.0
	Rel-7
	Network selection mode at switch-on
	approved
	B
	7.3.0
	NSP-CR
	S1

	SP-060033
	22.011
	0075
	-
	7.2.0
	Rel-7
	Steering of Roaming
	approved
	B
	7.3.0
	NSP-CR
	S1

	SP-060029
	22.067
	0006
	-
	6.1.0
	Rel-7
	EPRT - Correction to priority requirement on setting up group call
	approved
	F
	7.0.0
	TEI7
	S1

	SP-060034
	22.101
	0181
	-
	7.4.0
	Rel-7
	Clarification of the use of IMS emergency identifier
	approved
	F
	7.5.0
	EMC1
	S1

	SP-060022
	22.101
	0182
	-
	7.4.0
	Rel-7
	Inclusion of AIPN within the 3GPP service principles specification
	revised
	F
	
	AIPN
	S1

	SP-060207
	22.101
	0182
	1
	7.4.0
	Rel-8
	Inclusion of AIPN within the 3GPP service principles specification
	approved
	F
	8.0.0
	AIPN
	S1

	SP-060021
	22.101
	0183
	-
	6.11.0
	Rel-6
	Requirements on charging differentiation related to services rendering
	postponed
	F
	
	TEI6
	S1

	SP-060021
	22.101
	0184
	-
	7.4.0
	Rel-7
	Requirements on charging differentiation related to services rendering
	revised
	F
	
	TEI6
	S1

	SP-060196
	22.101
	0184
	1
	7.4.0
	Rel-7
	Requirements on charging differentiation related to services rendering
	approved
	B
	7.5.0
	TEI7
	S1

	SP-060030
	22.101
	0185
	-
	7.4.0
	Rel-7
	Clarification on MO and MT call handling
	approved
	F
	7.5.0
	TEI7
	S1

	SP-060020
	22.115
	0023
	2
	6.6.0
	Rel-6
	Making charging principles also applicable to prepay services
	revised
	F
	
	TEI6
	S1

	SP-060203
	22.115
	0023
	3
	6.6.0
	Rel-6
	Making charging principles also applicable to prepay services
	approved
	F
	6.7.0
	TEI6
	S1

	SP-060035
	22.127
	0077
	-
	7.0.0
	Rel-7
	Add requirement to include Application management of QoS
	approved
	B
	7.1.0
	OSA7
	S1

	SP-060023
	22.129
	0029
	-
	6.1.0
	Rel-7
	Introduction of reference to the AIPN Stage 1 in TS 22.129
	revised
	F
	
	AIPN
	S1

	SP-060208
	22.129
	0029
	1
	6.1.0
	Rel-8
	Introduction of reference to the AIPN Stage 1 in TS 22.129
	approved
	F
	8.0.0
	AIPN
	S1

	SP-060019
	22.146
	0047
	-
	6.6.0
	Rel-6
	Alignment of 22.146 with MBMS stage 3
	approved
	F
	6.7.0
	MBMS
	S1

	SP-060019
	22.146
	0048
	-
	7.0.0
	Rel-7
	Alignment of 22.146 with MBMS stage 3
	approved
	A
	7.1.0
	MBMS
	S1

	SP-060017
	22.228
	0037
	-
	5.6.0
	Rel-5
	Removal of requirement to redirect based on individual media
	approved
	F
	5.7.0
	IMS
	S1

	SP-060017
	22.228
	0038
	-
	6.10.0
	Rel-6
	Removal of requirement to redirect based on individual media
	approved
	A
	6.11.0
	IMS
	S1

	SP-060018
	22.246
	0008
	-
	6.2.0
	Rel-6
	Removal of Service Classes in MBMS
	approved
	F
	6.3.0
	MBMS
	S1

	SP-060024
	22.258
	0001
	-
	7.0.0
	Rel-7
	Support of legacy services in the AIPN
	revised
	F
	
	AIPN
	S1

	SP-060209
	22.258
	0001
	1
	7.0.0
	Rel-8
	Support of legacy services in the AIPN
	approved
	F
	8.0.0
	AIPN
	S1

	SP-060024
	22.258
	0002
	-
	7.0.0
	Rel-7
	Handover between GSM/UMTS CS and EUTRAN
	revised
	F
	
	AIPN
	S1

	SP-060209
	22.258
	0002
	1
	7.0.0
	Rel-8
	Handover between GSM/UMTS CS and EUTRAN
	approved
	F
	8.0.0
	AIPN
	S1

	SP-060024
	22.258
	0003
	-
	7.0.0
	Rel-7
	Access system discovery and -information in AIPN
	revised
	C
	
	AIPN
	S1

	SP-060209
	22.258
	0003
	1
	7.0.0
	Rel-8
	Access system discovery and -information in AIPN
	approved
	C
	8.0.0
	AIPN
	S1

	SP-060032
	22.811
	0001
	-
	7.0.0
	Rel-7
	Clarification of using EHPLMN for Network Selection Principles
	approved
	F
	7.1.0
	NSP-CR
	S1

	SP-060043
	22.936
	0001
	-
	7.0.0
	Rel-7
	Revision of the Scope of TR22.936
	approved
	F
	7.1.0
	BMSU
	S1

	SP-060026
	42.068
	0019
	-
	7.4.0
	Rel-7
	EPRT - Modification to setup to remove the need for full conditions
	approved
	C
	7.5.0
	EGCS
	S1

	SP-060026
	42.068
	0020
	-
	7.4.0
	Rel-7
	EPRT - Modification to allow delivery of SMS messages to users not in the actual group call
	approved
	C
	7.5.0
	EGCS
	S1

	SP-060037
	42.068
	0021
	-
	7.4.0
	Rel-8
	Enhancements for VGCS Applications
	approved
	B
	8.0.0
	VGCS-App
	S1

	SP-060205
	42.068
	0021
	1
	7.4.0
	Rel-8
	Enhancements for VGCS Applications
	withdrawn
	B
	
	VGCS-App
	S1

	SP-060026
	42.068
	0022
	-
	7.4.0
	Rel-7
	Increasing maximum number of dispatchers to 20 as an optional requirement
	revised
	C
	
	EGCS
	S1

	SP-060204
	42.068
	0022
	1
	7.4.0
	Rel-7
	Increasing maximum number of dispatchers to 20 as an optional requirement
	postponed
	C
	
	EGCS
	S1

	SP-060026
	42.068
	0023
	-
	7.4.0
	Rel-7
	Data confidentiality for P2P SMS when delivered via an ongoing group call
	postponed
	B
	
	EVGCS
	S1

	SP-060028
	42.069
	0006
	-
	6.1.0
	Rel-7
	Modification to setup to remove the need for full conditions
	approved
	C
	7.0.0
	TEI7
	S1

	SP-060027
	42.069
	0007
	-
	6.1.0
	Rel-7
	Increasing maximum number of dispatchers to 20 as an optional requirement
	approved
	C
	7.0.0
	EGCS
	S1

	SP-060129
	23.002
	0169
	1
	7.0.0
	Rel-7
	Introduction of IBCF in 23.002
	approved
	C
	7.1.0
	FBI
	S2

	SP-060137
	23.060
	0549
	2
	6.11.0
	Rel-7
	Improved reliability of network initiated PDP context modification procedure
	approved
	F
	7.0.0
	TEI7
	S2

	SP-060125
	23.060
	0551
	1
	6.11.0
	Rel-6
	Clarification of MS location in RANAP procedure
	approved
	F
	6.12.0
	TEI6
	S2

	SP-060137
	23.060
	0552
	1
	6.11.0
	Rel-7
	Clarification of QoS upgrade in network initiated PDP context modification
	approved
	F
	7.0.0
	TEI7
	S2

	SP-060138
	23.107
	0159
	-
	6.3.0
	Rel-6
	Peak throughput class reference
	approved
	F
	6.4.0
	TEI7
	S2

	SP-060124
	23.125
	0137
	4
	6.7.0
	Rel-6
	Clarification of TPF/CRF dialogue
	approved
	F
	6.8.0
	CH-FBC
	S2

	SP-060124
	23.125
	0139
	2
	6.7.0
	Rel-6
	Reporting per AF record information
	approved
	F
	6.8.0
	CH-FBC
	S2

	SP-060131
	23.221
	0051
	1
	6.3.0
	Rel-7
	Support of PS domain IMS emergency calls
	approved
	B
	7.0.0
	IMS-EMER
	S2

	SP-060139
	23.226
	0003
	-
	6.0.0
	Rel-7
	Update of three references on real time text
	approved
	F
	7.0.0
	TEI7
	S2

	SP-060140
	23.228
	0546
	3
	7.2.0
	Rel-7
	Distribution of the information of the Identifiers grouped by service profile
	approved
	C
	7.3.0
	TEI7
	S2

	SP-060133
	23.228
	0547
	1
	7.2.0
	Rel-7
	Introduction of IMS application reference to TS 23.228
	approved
	B
	7.3.0
	ServID
	S2

	SP-060126
	23.228
	0549
	2
	6.12.0
	Rel-6
	An editorial change request for TS 23.228
	withdrawn
	B
	
	TEI6
	S2

	SP-060126
	23.228
	0550
	2
	7.2.0
	Rel-7
	An editorial change request for TS 23.228
	revised
	A
	
	TEI6
	S2

	SP-060178
	23.228
	0550
	3
	7.2.0
	Rel-7
	An editorial change request for TS 23.228, Figure 4.0
	approved
	D
	7.3.0
	TEI7
	S2

	SP-060140
	23.228
	0551
	1
	7.2.0
	Rel-7
	S-CSCF reselection and failure recovery changes
	approved
	C
	7.3.0
	TEI7
	S2

	SP-060130
	23.228
	0552
	2
	7.2.0
	Rel-7
	Reference and Terminology Changes for Fixed Access
	approved
	F
	7.3.0
	FBI
	S2

	SP-060130
	23.228
	0553
	3
	7.2.0
	Rel-7
	Transit configuration descriptions
	approved
	B
	7.3.0
	FBI
	S2

	SP-060130
	23.228
	0554
	2
	7.2.0
	Rel-7
	Transit information flows
	approved
	B
	7.3.0
	FBI
	S2

	SP-060130
	23.228
	0556
	1
	7.2.0
	Rel-7
	Support of local dialling plan in IMS
	approved
	B
	7.3.0
	FBI
	S2

	SP-060130
	23.228
	0560
	1
	7.2.0
	Rel-7
	IBCF-THIG function in roaming scenarios
	approved
	F
	7.3.0
	FBI
	S2

	SP-060140
	23.228
	0561
	2
	7.2.0
	Rel-7
	Clarification of grouping Public User Identities made available to UE
	approved
	F
	7.3.0
	TEI7
	S2

	SP-060130
	23.228
	0564
	2
	7.2.0
	Rel-7
	Clarification of Session modification with NAT traversal
	approved
	B
	7.3.0
	FBI
	S2

	SP-060130
	23.228
	0566
	2
	7.2.0
	Rel-7
	Clarifications on NAT traversal
	approved
	D
	7.3.0
	FBI
	S2

	SP-060133
	23.228
	0567
	-
	7.2.0
	Rel-7
	Service Id (title to be added)
	approved
	F
	7.3.0
	ServID
	S2

	SP-060136
	23.228
	0568
	-
	7.2.0
	Rel-7
	Correction on THIG Hiding feature
	approved
	F
	7.3.0
	TEI7
	S2

	SP-060140
	23.228
	0570
	2
	7.2.0
	Rel-7
	Explicit use of SIP URI in the MGCF to I-CSCF messages.
	approved
	F
	7.3.0
	TEI7
	S2

	SP-060140
	23.228
	0571
	1
	7.2.0
	Rel-7
	Minimize drain of batteries when NATs are used
	approved
	C
	7.3.0
	TEI7
	S2

	SP-060122
	23.228
	0572
	-
	6.12.0
	Rel-6
	Incorrect clause references
	approved
	F
	6.13.0
	IMS2
	S2

	SP-060122
	23.228
	0573
	-
	7.2.0
	Rel-7
	Incorrect clause references
	approved
	A
	7.3.0
	IMS2
	S2

	SP-060130
	23.228
	0574
	-
	7.2.0
	Rel-7
	IBCF transit functions
	approved
	B
	7.3.0
	FBI
	S2

	SP-060130
	23.228
	0575
	1
	7.2.0
	Rel-7
	IWF invoked by the IBCF
	approved
	B
	7.3.0
	FBI
	S2

	SP-060140
	23.228
	0576
	1
	7.2.0
	Rel-7
	S-CSCF selection for unregistered originating services
	approved
	C
	7.3.0
	TEI7
	S2

	SP-060134
	23.234
	0142
	3
	7.0.0
	Rel-7
	Procedures for the private network access from WLAN 3GPP IP Access
	approved
	B
	7.1.0
	WLAN-PNA
	S2

	SP-060123
	23.234
	0143
	2
	6.7.0
	Rel-6
	Correction of some references
	approved
	F
	6.8.0
	WLAN
	S2

	SP-060123
	23.234
	0144
	2
	7.0.0
	Rel-7
	Correction of some references
	approved
	A
	7.1.0
	WLAN
	S2

	SP-060134
	23.234
	0145
	-
	7.0.0
	Rel-7
	PAP authentication capability supporting for I-WLAN Private Network Access
	approved
	B
	7.1.0
	WLAN-PNA
	S2

	SP-060123
	23.234
	0149
	1
	6.7.0
	Rel-6
	Update of references
	approved
	F
	6.8.0
	WLAN
	S2

	SP-060123
	23.234
	0150
	1
	7.0.0
	Rel-7
	Update of references
	approved
	A
	7.1.0
	WLAN
	S2

	SP-060127
	23.236
	0030
	1
	6.2.0
	Rel-6
	Maintaining CS/PS coordination during pool re-distribution in MOCN shared network
	approved
	F
	6.3.0
	TEI6
	S2

	SP-060141
	23.251
	0014
	1
	6.5.0
	Rel-6
	Clarification of netshare re-routing
	approved
	F
	6.6.0
	TEI6
	S2

	SP-060135
	23.271
	0316
	2
	7.3.0
	Rel-7
	Introducing GNSS concept to extend GPS to include GALILEO
	approved
	B
	7.4.0
	LCS3
	S2

	SP-060135
	23.271
	0319
	2
	7.3.0
	Rel-7
	Clarification on privacy profiles data related to geographical areas
	approved
	D
	7.4.0
	LCS3
	S2

	SP-060135
	23.271
	0320
	-
	7.3.0
	Rel-7
	Clarification and Correction of Periodic Location Procedure
	approved
	F
	7.4.0
	LCS3
	S2

	SP-060132
	23.271
	0321
	2
	7.3.0
	Rel-7
	LCS impacts for the PS domain to support IMS Emergency Calls
	approved
	B
	7.4.0
	IMS-EMER
	S2

	SP-060135
	23.271
	0323
	2
	7.3.0
	Rel-7
	Addition of Common Location procedure for an IMS Emergency Session
	approved
	B
	7.4.0
	LCS3
	S2

	SP-060128
	23.279
	0010
	1
	7.1.0
	Rel-7
	PMI Registration
	approved
	B
	7.2.0
	CSI
	S2

	SP-060128
	23.279
	0011
	1
	7.1.0
	Rel-7
	Extend UE capability update Indication to cover IMS first case
	revised
	B
	
	CSI
	S2

	SP-060228
	23.279
	0011
	2
	7.1.0
	Rel-7
	Extend UE capability update Indication to cover IMS first case
	approved
	B
	7.2.0
	CSI
	S2

	SP-060128
	23.279
	0012
	1
	7.1.0
	Rel-7
	Clarification to meaningless sentences
	approved
	F
	7.2.0
	CSI
	S2

	SP-060046
	03.20
	A024
	-
	8.1.0
	R99
	Recommendation not to support A5/2 in new terminals
	approved
	F
	8.2.0
	TEI
	S3

	SP-060064
	33.107
	0057
	-
	7.2.0
	Rel-7
	WLAN Interworking - Additional Details for TS 33.107
	approved
	F
	7.3.0
	LI-7A
	S3

	SP-060065
	33.108
	0083
	-
	7.3.0
	Rel-7
	Informative example of FTP implementation across HI2/HI3.
	approved
	F
	7.4.0
	LI-7A
	S3

	SP-060065
	33.108
	0084
	-
	7.3.0
	Rel-7
	"Correction on description of parameter ""event type"" for CS interception"
	approved
	F
	7.4.0
	LI-7A
	S3

	SP-060065
	33.108
	0085
	-
	7.3.0
	Rel-7
	Handling of unkown SIP headers
	approved
	F
	7.4.0
	LI-7A
	S3

	SP-060065
	33.108
	0086
	-
	7.3.0
	Rel-7
	Correction on polygon type of shape
	approved
	F
	7.4.0
	LI-7A
	S3

	SP-060065
	33.108
	0087
	-
	7.3.0
	Rel-7
	Extending section A.2.2 and C.2.2 for national use
	approved
	B
	7.4.0
	LI-7A
	S3

	SP-060060
	33.203
	0090
	-
	7.0.0
	Rel-7
	Change of terminology to use UE instead of mobile
	approved
	F
	7.1.0
	FBI
	S3

	SP-060060
	33.203
	0091
	-
	7.0.0
	Rel-7
	Enabling NAT traversal for signaling messages in the IMS access security framework
	approved
	B
	7.1.0
	FBI-ISE
	S3

	SP-060061
	33.220
	0080
	-
	7.2.0
	Rel-7
	D-proxy renaming to Zn-Proxy
	approved
	B
	7.3.0
	SEC7-GAA2 (GAAExt)
	S3

	SP-060052
	33.220
	0081
	-
	6.7.0
	Rel-6
	D-proxy renaming to Zn-proxy
	approved
	F
	6.8.0
	SEC1-SC
	S3

	SP-060061
	33.220
	0082
	-
	7.2.0
	Rel-7
	Protection of Zn/Zn' reference point for http based protocols
	approved
	B
	7.3.0
	SEC7-GAA2 (GAAExt)
	S3

	SP-060051
	33.220
	0083
	-
	6.7.0
	Rel-6
	Restricting the TLS CipherSuites in Annex E and cleanup of references
	approved
	F
	6.8.0
	SEC1-SC
	S3

	SP-060051
	33.220
	0084
	-
	7.2.0
	Rel-7
	Restricting the TLS CipherSuites in Annex E and cleanup of references
	approved
	A
	7.3.0
	SEC1-SC
	S3

	SP-060061
	33.220
	0085
	-
	7.2.0
	Rel-7
	Clarifications of requirement
	approved
	F
	7.3.0
	SEC7-2GGBA
	S3

	SP-060056
	33.220
	0086
	-
	6.7.0
	Rel-6
	GBA keys handling and UICC presence detection
	approved
	F
	6.8.0
	TEI
	S3

	SP-060056
	33.220
	0087
	-
	7.2.0
	Rel-7
	GBA keys handling and UICC presence detection
	approved
	A
	7.3.0
	TEI
	S3

	SP-060049
	33.220
	0088
	-
	6.7.0
	Rel-6
	Clarify the confusion of the useof NAF-ID and FQDN
	approved
	F
	6.8.0
	(SEC1)  (GAAext)
	S3

	SP-060049
	33.220
	0089
	-
	7.2.0
	Rel-7
	Clarify the confusion of the useof NAF-ID and FQDN
	approved
	A
	7.3.0
	(SEC1)  (GAAext)
	S3

	SP-060061
	33.220
	0090
	-
	7.2.0
	Rel-7
	key derivation clarifications
	approved
	F
	7.3.0
	SEC7-GAA2 (GAAExt)
	S3

	SP-060061
	33.220
	0091
	-
	7.2.0
	Rel-7
	Use of SIM for a Ua application
	approved
	F
	7.3.0
	SEC7-GAA2 (GAAExt)
	S3

	SP-060053
	33.221
	0007
	-
	6.2.0
	Rel-6
	Update PSK TLS Reference
	approved
	F
	6.3.0
	SEC1-SC
	S3

	SP-060054
	33.222
	0024
	-
	6.5.0
	Rel-6
	Update PSK TLS Reference
	approved
	F
	6.6.0
	SEC1-SC
	S3

	SP-060054
	33.222
	0025
	-
	7.0.0
	Rel-7
	Update PSK TLS Reference
	approved
	A
	7.1.0
	SEC7-GAA2 (GAAExt)
	S3

	SP-060047
	33.234
	0073
	-
	6.7.0
	Rel-6
	Correction of  the incorrect statement in Tunnel fast re-authentication and authorization
	approved
	F
	6.8.0
	WLAN
	S3

	SP-060047
	33.234
	0074
	-
	6.7.0
	Rel-6
	updating the reference
	approved
	F
	6.8.0
	WLAN
	S3

	SP-060058
	33.234
	0075
	-
	6.7.0
	Rel-7
	Addition of in-band OCSP support
	approved
	C
	7.0.0
	WLAN
	S3

	SP-060047
	33.234
	0076
	-
	6.7.0
	Rel-6
	Correction to authentication information retrieval between 3GPP AAA Server and HSS
	approved
	F
	6.8.0
	WLAN
	S3

	SP-060048
	33.246
	0083
	-
	6.5.0
	Rel-6
	Handling unknown MIKEY payloads in MGV-F
	approved
	F
	6.6.0
	MBMS
	S3

	SP-060048
	33.246
	0084
	-
	6.5.0
	Rel-6
	Clarification of MTK ID reset in MSK update
	approved
	F
	6.6.0
	MBMS
	S3

	SP-060062
	33.919
	0004
	-
	6.2.0
	Rel-7
	Add a text to include the 2G_GBA scenario
	revised
	F
	
	SEC7-GAA2
	S3

	SP-060218
	33.919
	0004
	1
	6.2.0
	Rel-7
	Add a text to include the 2G_GBA scenario
	approved
	F
	7.0.0
	SEC7-GAA2
	S3

	SP-060069
	33.919
	0005
	-
	6.2.0
	Rel-7
	Correction of some editorial errors
	approved
	D
	7.0.0
	TEI7
	S3

	SP-060055
	33.978
	0013
	-
	6.3.0
	Rel-6
	Missing User-Identity AVP in PNR
	approved
	F
	6.4.0
	SEC-IMS
	S3

	SP-060046
	43.020
	0007
	-
	4.0.0
	Rel-4
	Recommendation not to support A5/2 in new terminals
	approved
	A
	4.1.0
	SEC1
	S3

	SP-060046
	43.020
	0008
	-
	5.0.0
	Rel-5
	Recommendation not to support A5/2 in new terminals
	approved
	A
	5.1.0
	SEC1
	S3

	SP-060050
	43.020
	0009
	-
	6.2.0
	Rel-6
	Correction of a reference
	approved
	F
	6.3.0
	SEC1
	S3

	SP-060057
	55.205
	0002
	-
	6.1.0
	Rel-6
	Clarifying the Bit/Byte ordering and symbols for GSM-MILENAGE example algorithm
	approved
	F
	6.2.0
	TEI6 (Security)
	S3

	SP-060008
	26.103
	0037
	-
	6.1.0
	Rel-6
	3G-324.M2 Codec for Indication of Network-Initiated Service Change
	approved
	F
	6.2.0
	SCUDIF
	S4

	SP-060009
	26.140
	0012
	1
	6.2.0
	Rel-6
	Addition of a reference to TR 26.936
	approved
	F
	6.3.0
	PSSrel6
	S4

	SP-060009
	26.141
	0004
	1
	6.2.0
	Rel-6
	Addition of a reference to TR 26.936
	approved
	F
	6.3.0
	PSSrel6
	S4

	SP-060009
	26.141
	0005
	1
	7.0.0
	Rel-7
	Addition of a reference to TR 26.936
	approved
	A
	7.1.0
	PSSrel6
	S4

	SP-060010
	26.234
	0090
	1
	6.6.0
	Rel-6
	Clarification on the use of Target Time in 3GPP Adaptation Header
	approved
	F
	6.7.0
	PSSrel6-Stage3
	S4

	SP-060010
	26.234
	0092
	-
	6.6.0
	Rel-6
	Correction of references and PSS capability vocabulary
	approved
	F
	6.7.0
	PSSrel6-Stage3
	S4

	SP-060010
	26.234
	0093
	1
	6.6.0
	Rel-6
	Addition of a reference to TR 26.936
	approved
	F
	6.7.0
	PSSrel6-Stage3
	S4

	SP-060010
	26.234
	0094
	-
	6.6.0
	Rel-6
	Correction of SDP attribute definition for asset information
	approved
	F
	6.7.0
	PSSrel6-Stage3
	S4

	SP-060011
	26.235
	0015
	2
	7.0.0
	Rel-7
	Update of a RFC on real time text
	revised
	F
	
	TEI7
	S4

	SP-060219
	26.235
	0015
	3
	7.0.0
	Rel-7
	Update of a RFC on real time text
	approved
	F
	7.1.0
	TEI7
	S4

	SP-060011
	26.236
	0019
	2
	6.4.0
	Rel-7
	Update of a RFC on real time text and DSR codec
	revised
	F
	
	TEI7
	S4

	SP-060219
	26.236
	0019
	3
	6.4.0
	Rel-7
	Update of a RFC on real time text and DSR codec
	approved
	F
	7.0.0
	TEI7
	S4

	SP-060012
	26.273
	0014
	-
	6.3.0
	Rel-6
	Correction to end-of-file logic and  initialisation in AMR-WB modes
	approved
	F
	6.4.0
	AMRWB+
	S4

	SP-060012
	26.273
	0015
	-
	6.3.0
	Rel-6
	Correction to unnecessary look ahead in encoder
	approved
	F
	6.4.0
	AMRWB+
	S4

	SP-060012
	26.273
	0016
	-
	6.3.0
	Rel-6
	Correction to memory initialization and memory overwrite when switching between AMR-WB and AMR-WB+ modes
	approved
	F
	6.4.0
	AMRWB+
	S4

	SP-060012
	26.274
	0003
	-
	6.2.0
	Rel-6
	Update of test vectors in consequence of CR 0015 to 26.273 and CR 0037 to 26.304
	approved
	F
	6.3.0
	AMRWB+
	S4

	SP-060012
	26.304
	0036
	-
	6.4.0
	Rel-6
	Correction to end-of-file logic and  initialisation in AMR-WB modes
	approved
	F
	6.5.0
	AMRWB+
	S4

	SP-060012
	26.304
	0037
	-
	6.4.0
	Rel-6
	Correction to unnecessary look ahead in encoder
	approved
	F
	6.5.0
	AMRWB+
	S4

	SP-060012
	26.304
	0038
	-
	6.4.0
	Rel-6
	Correction to memory initialization and memory overwrite when switching between AMR-WB and AMR-WB+ modes
	approved
	F
	6.5.0
	AMRWB+
	S4

	SP-060012
	26.304
	0039
	-
	6.4.0
	Rel-6
	Correction to VC 6.0 compilation warnings
	approved
	F
	6.5.0
	AMRWB+
	S4

	SP-060014
	26.346
	0041
	-
	6.3.0
	Rel-6
	Sender Current Time (SCT) and Expected Residual Time (ERT) Header Fields
	approved
	F
	6.4.0
	MBMS-TSMBMS
	S4

	SP-060014
	26.346
	0042
	-
	6.3.0
	Rel-6
	FEC-OTI-FEC-Instance-ID support in MBMS
	approved
	F
	6.4.0
	MBMS-TSMBMS
	S4

	SP-060014
	26.346
	0043
	2
	6.3.0
	Rel-6
	Update of AMR-WB+ RFC reference
	approved
	F
	6.4.0
	MBMS-TSMBMS
	S4

	SP-060014
	26.346
	0045
	1
	6.3.0
	Rel-6
	Handling several Response Codes in one response message
	approved
	F
	6.4.0
	MBMS-TSMBMS
	S4

	SP-060014
	26.346
	0046
	1
	6.3.0
	Rel-6
	Addition of a reference to TR 26.936
	approved
	F
	6.4.0
	MBMS-TSMBMS
	S4

	SP-060013
	26.406
	0002
	-
	6.1.0
	Rel-6
	Correction to Enhanced aacPlus Decoder conformance: replacement of one test-vector
	approved
	F
	6.2.0
	PSSrel6
	S4

	SP-060013
	26.410
	0031
	-
	6.5.0
	Rel-6
	Correction to C-code: encoder switch is wrong
	approved
	F
	6.6.0
	PSSrel6
	S4

	SP-060015
	26.936
	0001
	1
	6.0.1
	Rel-6
	Clean-up of TR 26.936
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-060100
	32.101
	0027
	-
	6.1.0
	Rel-7
	Inclusion of Service Level Tracing Management
	approved
	B
	7.0.0
	OAM7-Trace
	S5

	SP-060100
	32.101
	0028
	-
	6.1.0
	Rel-6
	Remove misleading text associated with the use of IRP for trace management in Rel-6
	approved
	F
	6.2.0
	OAM-Trace
	S5

	SP-060099
	32.101
	0029
	-
	6.1.0
	Rel-7
	Extention/Generalization of the IRP definition and concept
	approved
	C
	7.0.0
	OAM7-NIM-NGN
	S5

	SP-060099
	32.102
	0038
	-
	6.3.0
	Rel-7
	Extention/Generalization of the IRP definition and concept
	approved
	C
	7.0.0
	OAM7-NIM-NGN
	S5

	SP-060089
	32.111-2
	0048
	-
	6.6.0
	Rel-6
	Correct the use of RDN in notifyAlarmListRebuilt and correct mapping table based on template
	approved
	F
	6.7.0
	OAM-NIM
	S5

	SP-060094
	32.111-2
	0049
	-
	6.6.0
	Rel-6
	Correct the vendor specific usage of additional Information field
	approved
	F
	6.7.0
	OAM-NIM
	S5

	SP-060098
	32.150
	0005
	-
	6.4.0
	Rel-6
	Correction to Conditional qualifiers
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-060099
	32.150
	0006
	-
	6.4.0
	Rel-7
	Extention/Generalization of the IRP definition and concept
	approved
	C
	7.0.0
	OAM7-NIM-NGN
	S5

	SP-060098
	32.151
	0002
	-
	6.1.1
	Rel-6
	Correction to Conditional qualifiers
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060092
	32.172
	0005
	-
	6.2.0
	Rel-6
	Remove duplicate attributes in the Information Service (IS)
	approved
	F
	6.3.0
	SuM
	S5

	SP-060092
	32.175
	0002
	-
	6.1.0
	Rel-6
	Remove duplicate attributes in XML Schema
	approved
	F
	6.2.0
	SuM
	S5

	SP-060074
	32.225
	0045
	-
	5.10.1
	Rel-5
	Correction of Acct-Application-Id AVP value - Align with IETF RFC 3588
	approved
	F
	5.11.0
	OAM-CH
	S5

	SP-060078
	32.250
	0007
	-
	6.3.0
	Rel-6
	Correction on service change indication (SCUDIF) - Align with 22.115, 23.172
	approved
	F
	6.4.0
	SCUDIF
	S5

	SP-060081
	32.251
	0029
	-
	6.5.0
	Rel-6
	Correction of User-Name AVP
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060077
	32.251
	0030
	-
	6.5.0
	Rel-6
	Correction of G-CDR and PDP context online charging
	approved
	F
	6.6.0
	CH-BC
	S5

	SP-060077
	32.251
	0031
	-
	6.5.0
	Rel-6
	Align reporting at Service Level with 23.125
	approved
	F
	6.6.0
	CH-BC
	S5

	SP-060077
	32.251
	0032
	-
	6.5.0
	Rel-6
	Correction to PS-Information AVP
	approved
	F
	6.6.0
	CH-BC
	S5

	SP-060077
	32.251
	0033
	-
	6.5.0
	Rel-6
	Triggering for Service Data flow reporting in FBC
	approved
	F
	6.6.0
	CH-BC
	S5

	SP-060081
	32.260
	0013
	-
	6.4.0
	Rel-6
	Correction to Inter Operator Identifier (IOI) occurrences in S-CSCF CDR
	approved
	F
	6.5.0
	IMS2-CH
	S5

	SP-060082
	32.260
	0014
	-
	6.4.0
	Rel-6
	Correction of ACR-CDR generation conditions - Align with IETF RFC 3515
	approved
	F
	6.5.0
	IMS2-CH
	S5

	SP-060082
	32.260
	0015
	-
	6.4.0
	Rel-6
	Removal of ACID (Application Charging ID) - not relevant for Rel-6
	approved
	F
	6.5.0
	IMS2-CH
	S5

	SP-060081
	32.260
	0016
	-
	6.4.0
	Rel-6
	Correction of User-Name AVP - Align with 32.299
	approved
	F
	6.5.0
	IMS2-CH
	S5

	SP-060082
	32.260
	0017
	-
	6.4.0
	Rel-6
	Corrections of online charging (Ro) triggers
	approved
	F
	6.5.0
	IMS2-CH
	S5

	SP-060082
	32.260
	0018
	-
	6.4.0
	Rel-6
	Correction to List of Session Description Protocol (SDP) Media Components parameter in IMS CDRs
	approved
	F
	6.5.0
	IMS2-CH
	S5

	SP-060082
	32.260
	0019
	-
	6.4.0
	Rel-6
	Correction of List of Session Description Protocol (SDP) Media Components parameter in IMS CDRs
	approved
	F
	6.5.0
	IMS2-CH
	S5

	SP-060081
	32.260
	0020
	-
	6.4.0
	Rel-6
	Correction of SIP timestamps
	approved
	F
	6.5.0
	IMS2-CH
	S5

	SP-060085
	32.270
	0017
	-
	6.5.0
	Rel-6
	Correct the use of Immediate Event Charging (IEC) as an online charging principle for MMS - Align with 32.299
	approved
	F
	6.6.0
	MMS6-CH
	S5

	SP-060087
	32.272
	0009
	-
	6.2.0
	Rel-6
	Correction to charging on the number of participants in a PoC session
	approved
	F
	6.3.0
	PoC-CH
	S5

	SP-060087
	32.272
	0010
	-
	6.2.0
	Rel-6
	Correction to PoC charging correlation between the different servers
	approved
	F
	6.3.0
	PoC-CH
	S5

	SP-060083
	32.273
	0004
	-
	6.2.0
	Rel-6
	Correction to MBMS behaviour as a result of OCS controlled service termination
	approved
	F
	6.3.0
	MBMS-CH
	S5

	SP-060081
	32.298
	0021
	-
	6.2.0
	Rel-6
	Correction to IOI occurrences in IOI field description
	approved
	F
	6.3.0
	IMS2-CH
	S5

	SP-060077
	32.298
	0022
	-
	6.2.0
	Rel-6
	Correction to the service data ASN.1 definition
	approved
	F
	6.3.0
	CH-BC
	S5

	SP-060077
	32.298
	0023
	-
	6.2.0
	Rel-6
	Correction to transfer of Charging Characteristics
	approved
	F
	6.3.0
	CH-BC
	S5

	SP-060082
	32.298
	0024
	-
	6.2.0
	Rel-6
	Correction to List of Session Description Protocol (SDP) Media Components parameter
	approved
	F
	6.3.0
	IMS2-CH
	S5

	SP-060082
	32.298
	0025
	-
	6.2.0
	Rel-6
	Corrections to ASN.1 definitions of IMS CDRs parameters
	approved
	F
	6.3.0
	IMS2-CH
	S5

	SP-060082
	32.298
	0026
	-
	6.2.0
	Rel-6
	Correction to the definition of Record Type parameter for IMS - Align with 32.260
	approved
	F
	6.3.0
	IMS2-CH
	S5

	SP-060082
	32.298
	0027
	-
	6.2.0
	Rel-6
	Correction to List of Session Description Protocol (SDP) Media Components parameter ASN.1 definitions of IMS CDRs
	approved
	F
	6.3.0
	IMS2-CH
	S5

	SP-060081
	32.298
	0028
	-
	6.2.0
	Rel-6
	Correction to Calling-Party-Address
	approved
	F
	6.3.0
	IMS2-CH
	S5

	SP-060077
	32.298
	0029
	-
	6.2.0
	Rel-6
	Correction of G-CDR
	approved
	F
	6.3.0
	CH-BC
	S5

	SP-060076
	32.298
	0030
	-
	6.2.0
	Rel-6
	Correction to PS-Furnish-Charging-Information parameter at service level in eGCDRs - Align with 32.251
	approved
	F
	6.3.0
	CH-BC
	S5

	SP-060078
	32.298
	0031
	-
	6.2.0
	Rel-6
	Correction on service change indication (SCUDIF) - Align with 22.115, 23.172
	approved
	F
	6.3.0
	SCUDIF
	S5

	SP-060080
	32.299
	0032
	-
	6.5.0
	Rel-6
	Alignment on Message Body occurrences in ACR
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060079
	32.299
	0033
	-
	6.5.0
	Rel-6
	Corrections for charging procedures description
	approved
	F
	6.6.0
	CH
	S5

	SP-060079
	32.299
	0034
	-
	6.5.0
	Rel-6
	Correction to session termination and overload protection
	approved
	F
	6.6.0
	CH
	S5

	SP-060079
	32.299
	0035
	-
	6.5.0
	Rel-6
	Correction to Re-authorization Request
	approved
	F
	6.6.0
	CH
	S5

	SP-060084
	32.299
	0036
	-
	6.5.0
	Rel-6
	Align MBMS AVPs with 29.061
	approved
	F
	6.6.0
	MBMS-CH
	S5

	SP-060079
	32.299
	0037
	-
	6.5.0
	Rel-6
	Corrections to LCS AVPs and to Diameter application
	approved
	F
	6.6.0
	CH
	S5

	SP-060079
	32.299
	0038
	-
	6.5.0
	Rel-6
	Correction to usage of Event Charging with Unit Reservation (ECUR)
	approved
	F
	6.6.0
	CH
	S5

	SP-060079
	32.299
	0039
	-
	6.5.0
	Rel-6
	Corrections of the usage of AVPs in CCR/CCA messages
	approved
	F
	6.6.0
	CH
	S5

	SP-060079
	32.299
	0040
	-
	6.5.0
	Rel-6
	Corrections to online charging description
	approved
	F
	6.6.0
	CH
	S5

	SP-060079
	32.299
	0041
	-
	6.5.0
	Rel-6
	Correction to bindings for offline charging
	approved
	F
	6.6.0
	CH
	S5

	SP-060079
	32.299
	0042
	-
	6.5.0
	Rel-6
	Correction to bindings for online charging
	approved
	F
	6.6.0
	CH
	S5

	SP-060086
	32.299
	0043
	-
	6.5.0
	Rel-6
	Add missing AVP codes for MMS Online charging
	approved
	F
	6.6.0
	MMS6-CH
	S5

	SP-060087
	32.299
	0044
	-
	6.5.0
	Rel-6
	Add missing AVP code definitions for PoC charging
	approved
	F
	6.6.0
	PoC-CH
	S5

	SP-060081
	32.299
	0045
	-
	6.5.0
	Rel-6
	Correction to Inter Operator Identifier (IOI) occurrences in ACcounting Request (ACR)
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060088
	32.299
	0046
	-
	6.5.0
	Rel-6
	Correction to AVP code definitions for WLAN charging
	approved
	F
	6.6.0
	WLAN-CH
	S5

	SP-060080
	32.299
	0047
	-
	6.5.0
	Rel-6
	Correction of AVP type of Content-Length AVP
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0048
	-
	6.5.0
	Rel-6
	Correction of AVP Code - Align with IETF RFC 3588 and RFC 4006
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060079
	32.299
	0049
	-
	6.5.0
	Rel-6
	Correction on threshold reauthorisation trigger for service specific units
	approved
	F
	6.6.0
	CH
	S5

	SP-060079
	32.299
	0050
	-
	7.0.0
	Rel-7
	Corrections to LCS AVPs and to Diameter application
	approved
	A
	7.1.0
	CH
	S5

	SP-060079
	32.299
	0051
	-
	7.0.0
	Rel-7
	Correction on threshold reauthorisation trigger for service specific units
	approved
	A
	7.1.0
	CH
	S5

	SP-060084
	32.299
	0052
	-
	7.0.0
	Rel-7
	Alignment of MBMS AVPs with 29.061
	approved
	A
	7.1.0
	MBMS-CH
	S5

	SP-060079
	32.299
	0053
	-
	7.0.0
	Rel-7
	Correction to usage of Event Charging with Unit Reservation (ECUR)
	approved
	A
	7.1.0
	CH
	S5

	SP-060079
	32.299
	0054
	-
	7.0.0
	Rel-7
	Corrections of the usage of AVPs in CCR/CCA messages
	approved
	A
	7.1.0
	CH
	S5

	SP-060079
	32.299
	0055
	-
	7.0.0
	Rel-7
	Corrections to online charging description
	approved
	A
	7.1.0
	CH
	S5

	SP-060079
	32.299
	0056
	-
	6.5.0
	Rel-6
	Consistent use of the Event-Timestamp AVP in the CCR message
	approved
	F
	6.6.0
	CH
	S5

	SP-060079
	32.299
	0057
	-
	7.0.0
	Rel-7
	Consistent use of the Event-Timestamp AVP in the CCR message
	approved
	A
	7.1.0
	CH
	S5

	SP-060079
	32.299
	0058
	-
	7.0.0
	Rel-7
	Correction to bindings for offline charging
	approved
	A
	7.1.0
	CH
	S5

	SP-060079
	32.299
	0059
	-
	7.0.0
	Rel-7
	Correction to bindings for online charging
	approved
	A
	7.1.0
	CH
	S5

	SP-060086
	32.299
	0060
	-
	7.0.0
	Rel-7
	Add missing AVP codes for MMS Online charging
	approved
	A
	7.1.0
	MMS6-CH
	S5

	SP-060087
	32.299
	0061
	-
	7.0.0
	Rel-7
	Add missing AVP code definitions for PoC charging
	approved
	A
	7.1.0
	PoC-CH
	S5

	SP-060079
	32.299
	0062
	-
	6.5.0
	Rel-6
	Alignment on credit pooling with 32.240
	approved
	F
	6.6.0
	CH
	S5

	SP-060079
	32.299
	0063
	-
	7.0.0
	Rel-7
	Alignment on credit pooling with 32.240
	approved
	A
	7.1.0
	CH
	S5

	SP-060079
	32.299
	0064
	-
	7.0.0
	Rel-7
	Corrections for charging procedures description
	approved
	A
	7.1.0
	CH
	S5

	SP-060079
	32.299
	0065
	-
	7.0.0
	Rel-7
	Correction to session termination and overload protection
	approved
	A
	7.1.0
	CH
	S5

	SP-060079
	32.299
	0066
	-
	7.0.0
	Rel-7
	Correction to Re-authorization Request
	approved
	A
	7.1.0
	CH
	S5

	SP-060080
	32.299
	0067
	-
	7.0.0
	Rel-7
	Correction of AVP Code - Align with IETF RFC 3588 and RFC 4006
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060079
	32.299
	0068
	-
	6.5.0
	Rel-6
	Consistent use of the Cost-Information AVP in the CCA message
	approved
	F
	6.6.0
	CH
	S5

	SP-060079
	32.299
	0069
	-
	7.0.0
	Rel-7
	Consistent use of the Cost-Information AVP in the CCA message
	approved
	A
	7.1.0
	CH
	S5

	SP-060080
	32.299
	0070
	-
	7.0.0
	Rel-7
	Correction of AVP type of Content-Length AVP
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0071
	-
	6.5.0
	Rel-6
	Correction of AVP code definitions for IMS charging - Align with IETF RFC 3261
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0072
	-
	7.0.0
	Rel-7
	Correction of AVP code definitions for IMS charging - Align with IETF RFC 3261
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0073
	-
	6.5.0
	Rel-6
	Corection to Cause-Code AVP type - Align with IETF RFC 3588
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0074
	-
	7.0.0
	Rel-7
	Correction to Cause-Code AVP type - Align with IETF RFC 3588
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0075
	-
	6.5.0
	Rel-6
	Correction of timestamp data types - Align with RFC 3588
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0076
	-
	7.0.0
	Rel-7
	Correction of timestamp data types- Align with RFC 3588
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060081
	32.299
	0077
	-
	6.5.0
	Rel-6
	Correction of User-Name AVP
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060081
	32.299
	0078
	-
	7.0.0
	Rel-7
	Correction of User-Name AVP
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0079
	-
	6.5.0
	Rel-6
	Correction of Terminating Inter Operator Identifier (IOI) AVP
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0080
	-
	7.0.0
	Rel-7
	Correction of Terminating Inter Operator Identifier (IOI) AVP
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0081
	-
	6.5.0
	Rel-6
	Correction of Multiple Service Indicator - Align with IETF RFC 4006
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0082
	-
	7.0.0
	Rel-7
	Correction of Multiple Service Indicator - Align with IETF RFC 4006
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060081
	32.299
	0083
	-
	6.5.0
	Rel-6
	Correction of SIP timestamps
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060081
	32.299
	0084
	-
	7.0.0
	Rel-7
	Correction of SIP timestamps
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060081
	32.299
	0085
	-
	6.5.0
	Rel-6
	Correction to Calling-Party-Address AVP description
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060081
	32.299
	0086
	-
	7.0.0
	Rel-7
	Correction to Calling-Party-Address AVP description
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0087
	-
	7.0.0
	Rel-7
	Alignment on Message Body occurrences in ACR
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060081
	32.299
	0088
	-
	7.0.0
	Rel-7
	Correction to Inter Operator Identifier (IOI) occurrences in ACcounting Request (ACR)
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060088
	32.299
	0089
	-
	7.0.0
	Rel-7
	Correction to AVP code definitions for WLAN charging
	approved
	A
	7.1.0
	WLAN-CH
	S5

	SP-060075
	32.299
	0090
	-
	6.5.0
	Rel-6
	Alignment of PS AVPs with 32.251
	approved
	F
	6.6.0
	CH-BC
	S5

	SP-060075
	32.299
	0091
	-
	7.0.0
	Rel-7
	Alignment of PS AVPs with 32.251
	approved
	A
	7.1.0
	CH-BC
	S5

	SP-060076
	32.299
	0092
	-
	6.5.0
	Rel-6
	Correction to PS-Furnish-Charging-Information (FCI) AVP at MSCC level
	approved
	F
	6.6.0
	CH-BC
	S5

	SP-060076
	32.299
	0093
	-
	7.0.0
	Rel-7
	Correction to PS-Furnish-Charging-Information AVP at MSCC level
	approved
	A
	7.1.0
	CH-BC
	S5

	SP-060075
	32.299
	0094
	-
	6.5.0
	Rel-6
	Align Service Identifier Type with IETF RFC 4006
	approved
	F
	6.6.0
	CH-BC
	S5

	SP-060075
	32.299
	0095
	-
	7.0.0
	Rel-7
	Align Service Identifier Type with IETF RFC 4006
	approved
	A
	7.1.0
	CH-BC
	S5

	SP-060080
	32.299
	0096
	-
	6.5.0
	Rel-6
	Correction to Diameter AVPs table assignments - Align with IETF RFC 3588
	approved
	F
	6.6.0
	IMS2-CH
	S5

	SP-060080
	32.299
	0097
	-
	7.0.0
	Rel-7
	Correction to Diameter AVPs table assignments - Align with IETF RFC 3588
	approved
	A
	7.1.0
	IMS2-CH
	S5

	SP-060087
	32.299
	0098
	-
	6.5.0
	Rel-6
	Correction to re-authorisation on a change in the number of participants in a PoC session
	approved
	F
	6.6.0
	PoC-CH
	S5

	SP-060087
	32.299
	0099
	-
	7.0.0
	Rel-7
	Correction to re-authorisation on a change in the number of participants in a PoC session
	approved
	A
	7.1.0
	PoC-CH
	S5

	SP-060087
	32.299
	0100
	-
	6.5.0
	Rel-6
	Correction to PoC charging correlation between the different servers
	approved
	F
	6.6.0
	PoC-CH
	S5

	SP-060087
	32.299
	0101
	-
	7.0.0
	Rel-7
	Correction to PoC charging correlation between the different servers
	approved
	A
	7.1.0
	PoC-CH
	S5

	SP-060089
	32.302
	0009
	-
	6.2.1
	Rel-6
	Correct the use/meaning of systemDN in notification header
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-060090
	32.305
	0001
	-
	6.0.0
	Rel-6
	Correct the definition of Notification in XSD
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-060089
	32.322
	0003
	-
	6.1.0
	Rel-6
	Update mapping table to use defined filter qualifier
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060089
	32.323
	0004
	-
	6.2.0
	Rel-6
	Correct case sensitive parameter name
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-060091
	32.332
	0003
	-
	6.1.0
	Rel-6
	Add invocationId output parameter of exportLogRecords operation
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060089
	32.332
	0004
	-
	6.1.0
	Rel-6
	Correct ambiguity of object class and object instance usage in notification
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060091
	32.333
	0001
	-
	6.0.1
	Rel-6
	Correction of CORBA IDL compile errors
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-060091
	32.333
	0002
	-
	6.0.1
	Rel-6
	Change output parameter fileLocation of exportLogRecord operation to be invocationId - Align with 32.332 (IS)
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-060089
	32.333
	0003
	-
	6.0.1
	Rel-6
	Use correct case for case sensitive parameter name
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-060091
	32.335
	0001
	-
	6.0.0
	Rel-6
	Correct a validating error in notificationLog.xsd
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-060089
	32.342
	0002
	-
	6.1.0
	Rel-6
	Correct ambiguity of object class and object instance usage in notification
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060093
	32.352
	0002
	-
	6.1.0
	Rel-6
	"Correct the name of attribute ""hearbeatperiod"""
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060089
	32.352
	0003
	-
	6.1.0
	Rel-6
	Update referenced list to include specification referenced
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060093
	32.353
	0005
	-
	6.3.0
	Rel-6
	"Correct the name of attribute ""hearbeatPeriod"" - Align with 32.352"
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-060089
	32.362
	0004
	-
	6.3.0
	Rel-6
	Correct semantics of notification object class and object instance in Comment
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-060089
	32.412
	0012
	-
	6.5.0
	Rel-6
	Correct the misleading 'matching information' for object class and object instance in notifications
	approved
	F
	6.6.0
	OAM-NIM
	S5

	SP-060100
	32.421
	0012
	-
	7.0.0
	Rel-7
	Introduction of Service Level Tracing for IMS
	approved
	B
	7.1.0
	OAM7-Trace
	S5

	SP-060106
	32.435
	0004
	-
	6.1.0
	Rel-6
	Correct fileFormatVersion, namespace and link
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060106
	32.436
	0001
	-
	6.0.0
	Rel-6
	Remove Explicit Tagging from the PM File Format Definition (FFD)
	approved
	F
	6.1.0
	OAM-PM
	S5

	SP-060103
	32.633
	0014
	-
	6.2.0
	Rel-6
	Name correction of BgcfFunction - Align with 32.632 Information Service (IS)
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-060102
	32.642
	0036
	-
	6.5.0
	Rel-6
	Correct relationships for external Information Object Classes (IOCs)
	approved
	F
	6.6.0
	OAM-NIM
	S5

	SP-060102
	32.645
	0026
	-
	6.6.0
	Rel-6
	Correct relationships for External Information Object Classes (IOCs) - Align with 32.642 Information Service (IS)
	approved
	F
	6.7.0
	OAM-NIM
	S5

	SP-060105
	32.654
	0011
	-
	6.0.0
	Rel-6
	Add missing name containment relationship - Align with 32.652 Information Service (IS)
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-060089
	32.662
	0010
	-
	6.5.0
	Rel-6
	Use defined filter qualifier in mapping tables
	approved
	F
	6.6.0
	OAM-NIM
	S5

	SP-060089
	32.663
	0015
	-
	6.6.0
	Rel-6
	Correct case sensitive parameter name
	approved
	F
	6.7.0
	OAM-NIM
	S5

	SP-060101
	32.713
	0002
	-
	6.1.0
	Rel-6
	"Correct attribute ""aTMChannelTerminationPoint"" - Align with 32.712 Information Service (IS)"
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060104
	32.742
	0002
	-
	6.1.0
	Rel-6
	Correct the linkTpStatus definition
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060104
	32.743
	0002
	-
	6.1.0
	Rel-6
	Correct the linkTpStatus definition in CORBA SS
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060104
	32.745
	0003
	-
	6.1.0
	Rel-6
	Correct the linkTpStatus definition in XML
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060167
	21.101
	0035
	-
	3.15.0
	R99
	Correction to list of specs
	approved
	F
	3.16.0
	TEI
	SP

	SP-060167
	21.101
	0036
	-
	4.12.0
	Rel-4
	Correction to list of specs
	approved
	F
	4.13.0
	TEI4
	SP

	SP-060167
	21.101
	0037
	-
	5.10.0
	Rel-5
	Correction to list of specs
	approved
	F
	5.11.0
	TEI5
	SP

	SP-060167
	41.101
	0019
	-
	6.4.0
	Rel-6
	Correction to list of specs
	approved
	F
	6.5.0
	TEI6
	SP


F.1
Status of TSG GERAN CRs after TSG SA #31 Meeting (TSG GERAN Meeting #28)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	GP-060328
	05.15
	A002
	2
	8.0.0
	R99
	Release independent DARP Implementation guidelines update
	approved
	F
	8.1.0
	TEI
	G1

	GP-060402
	43.055
	0045
	3
	7.0.0
	Rel-7
	Introduction of DTM Handover
	approved
	B
	7.1.0
	HO-DSRDTM
	G1

	GP-060204
	43.064
	0035
	-
	6.9.0
	Rel-6
	Correction to the introduction of MBMS transfer mode
	approved
	F
	6.10.0
	MBMS-GERAN
	G1

	GP-060226
	43.129
	0031
	-
	6.5.0
	Rel-6
	Various updates to TS 43.129
	approved
	F
	6.6.0
	SPSHAGB
	G1

	GP-060420
	43.129
	0033
	2
	6.5.0
	Rel-6
	User-Plane Data Forwarding for Inter-RAT PS Handover
	approved
	F
	6.6.0
	SPSHAGB
	G1

	GP-060342
	43.129
	0034
	1
	6.5.0
	Rel-6
	Condition for UL data transfer
	approved
	F
	6.6.0
	TEI6
	G1

	GP-060459
	43.129
	0036
	2
	6.5.0
	Rel-6
	Correction of XID negotation
	approved
	F
	6.6.0
	SPSHAGB
	G1

	GP-060460
	43.318
	0008
	6
	6.4.0
	Rel-6
	Introduction of the Inter RAT Handover to GAN definition
	approved
	F
	6.5.0
	GAAI
	G1

	GP-060391
	43.318
	0012
	1
	6.4.0
	Rel-6
	Clarifications to GAN Stage 2
	approved
	F
	6.5.0
	GAAI
	G1

	GP-060013
	45.003
	0059
	-
	5.13.0
	Rel-5
	Correction to the text in SACCH/TP Convolutional code
	approved
	F
	5.14.0
	TEI5
	G1

	GP-060014
	45.003
	0060
	-
	6.8.0
	Rel-6
	Correction to the text in SACCH/TP Convolutional code
	approved
	A
	6.9.0
	TEI5
	G1

	GP-060324
	45.005
	0134
	1
	6.12.0
	Rel-6
	Repeated SACCH performance requirements
	approved
	F
	6.13.0
	TEI6
	G1

	GP-060325
	45.005
	0135
	1
	7.3.0
	Rel-7
	Repeated SACCH performance requirements
	approved
	A
	7.4.0
	TEI6
	G1

	GP-060326
	45.005
	0136
	1
	6.12.0
	Rel-6
	Repeated Downlink FACCH/H
	approved
	F
	6.13.0
	TEI6
	G1

	GP-060327
	45.005
	0137
	1
	7.3.0
	Rel-7
	Repeated Downlink FACCH/H
	approved
	A
	7.4.0
	TEI6
	G1

	GP-060015
	45.008
	0298
	-
	7.1.0
	Rel-7
	Incorrect formula references
	approved
	F
	7.2.0
	TEI7
	G1

	GP-060134
	45.008
	0299
	-
	7.1.0
	Rel-7
	Removal of fixed allocation related text
	approved
	F
	7.2.0
	TEI7
	G1

	GP-060136
	45.008
	0301
	-
	7.1.0
	Rel-7
	Clarification for GPRS_RESELECT_OFFSET conversion from CELL_RESELECT_OFFSET
	approved
	F
	7.2.0
	TEI7
	G1

	GP-060392
	45.008
	0302
	1
	7.1.0
	Rel-7
	Alignment of Barred Cell with EHPLMN
	approved
	C
	7.2.0
	TEI7
	G1

	GP-060329
	45.015
	0003
	2
	4.0.0
	Rel-4
	Release independent DARP Implementation guidelines update
	approved
	A
	4.1.0
	TEI
	G1

	GP-060330
	45.015
	0004
	2
	5.0.0
	Rel-5
	Release independent DARP Implementation guidelines update
	approved
	A
	5.1.0
	TEI
	G1

	GP-060401
	44.006
	0010
	1
	6.2.0
	Rel-6
	Repeated Downlink FACCH/H
	Approved
	F
	6.3.0
	TEI6
	G2

	GP-060411
	44.018
	0525
	2
	7.2.0
	Rel-7
	SMS to Group Call
	Approved
	B
	7.3.0
	EVGCS
	G2

	GP-060409
	44.018
	0530
	1
	7.2.0
	Rel-7
	Support of talker priority using the RACH
	Approved
	B
	7.3.0
	EVGCS
	G2

	GP-060171
	44.018
	0531
	-
	6.15.0
	Rel-6
	Corrections to SI2n
	Approved
	F
	6.16.0
	TEI6
	G2

	GP-060172
	44.018
	0532
	-
	7.2.0
	Rel-7
	Corrections to SI2n
	Approved
	A
	7.3.0
	TEI6
	G2

	GP-060177
	44.018
	0533
	-
	6.15.0
	Rel-6
	Conflicting message type for MBMS ANNOUNCEMENT
	Approved
	F
	6.16.0
	MBMS
	G2

	GP-060178
	44.018
	0534
	-
	7.2.0
	Rel-7
	Conflicting message type for MBMS ANNOUNCEMENT
	Approved
	A
	7.3.0
	MBMS
	G2

	GP-060298
	44.018
	0541
	-
	6.15.0
	Rel-6
	CKSN in Talker Indication
	Approved
	F
	6.16.0
	TEI6
	G2

	GP-060467
	44.018
	0542
	-
	7.2.0
	Rel-7
	CKSN in Talker Indication
	Approved
	A
	7.3.0
	TEI6
	G2

	GP-060463
	44.060
	0761
	5
	6.15.0
	Rel-6
	MBMS transfer mode
	Approved
	F
	6.16.0
	MBMS
	G2

	GP-060464
	44.060
	0762
	5
	7.2.0
	Rel-7
	MBMS transfer mode
	Approved
	A
	7.3.0
	MBMS
	G2

	GP-060457
	44.060
	0768
	3
	7.2.0
	Rel-7
	Early TBF Establishment
	Approved
	C
	7.3.0
	TEI7
	G2

	GP-060414
	44.060
	0770
	1
	7.2.0
	Rel-7
	Clarification to LINK_QUALITY_MEASUREMENT_MODE interpretation.
	Approved
	F
	7.3.0
	TEI7
	G2

	GP-060138
	44.060
	0771
	-
	7.2.0
	Rel-7
	Editorial correction and Minor clarifications to 3GPP TS 44.060
	Approved
	F
	7.3.0
	TEI7
	G2

	GP-060413
	44.060
	0772
	1
	7.2.0
	Rel-7
	Clarification to validity of power control parameters received on PACCH.
	Approved
	F
	7.3.0
	TEI7
	G2

	GP-060173
	44.060
	0774
	-
	6.15.0
	Rel-6
	Correction to PACKET SI STATUS
	Approved
	F
	6.16.0
	TEI6
	G2

	GP-060174
	44.060
	0775
	-
	7.2.0
	Rel-7
	Correction to PACKET SI STATUS
	Approved
	A
	7.3.0
	TEI6
	G2

	GP-060175
	44.060
	0776
	-
	6.15.0
	Rel-6
	Correction to erroneous CSN.1 encoding of PACKET CELL CHANGE NOTIFICATION
	Approved
	F
	6.16.0
	TEI6
	G2

	GP-060176
	44.060
	0777
	-
	7.2.0
	Rel-7
	Correction to erroneous CSN.1 encoding of PACKET CELL CHANGE NOTIFICATION
	Approved
	A
	7.3.0
	TEI6
	G2

	GP-060179
	44.060
	0780
	-
	6.15.0
	Rel-6
	Correction to wrong message reference
	Approved
	F
	6.16.0
	MBMS
	G2

	GP-060180
	44.060
	0781
	-
	7.2.0
	Rel-7
	Correction to wrong message reference
	Approved
	A
	7.3.0
	MBMS
	G2

	GP-060347
	44.060
	0786
	1
	6.15.0
	Rel-6
	PS HO Abnormal cases
	Approved
	F
	6.16.0
	TEI6
	G2

	GP-060449
	44.060
	0787
	2
	7.2.0
	Rel-7
	PS HO Abnormal cases
	Approved
	A
	7.3.0
	TEI7
	G2

	GP-060291
	44.060
	0788
	-
	6.15.0
	Rel-6
	Support of extended RLC/MAC control message segmentation for PS HO
	Approved
	F
	6.16.0
	TEI6
	G2

	GP-060292
	44.060
	0789
	-
	7.2.0
	Rel-7
	Support of extended RLC/MAC control message segmentation for PS HO
	Approved
	A
	7.3.0
	TEI7
	G2

	GP-060452
	44.060
	0790
	2
	6.15.0
	Rel-6
	PS HO miscellaneous corrections
	Approved
	F
	6.16.0
	TEI6
	G2

	GP-060453
	44.060
	0791
	2
	7.2.0
	Rel-7
	PS HO miscellaneous corrections
	Approved
	A
	7.3.0
	TEI7
	G2

	GP-060447
	44.060
	0792
	2
	6.15.0
	Rel-6
	PS HO missing synchronization indication parameters
	Approved
	F
	6.16.0
	TEI6
	G2

	GP-060448
	44.060
	0793
	2
	7.2.0
	Rel-7
	PS HO missing synchronization indication parameters
	Approved
	F
	7.3.0
	TEI7
	G2

	GP-060103
	44.318
	0015
	3
	6.3.0
	Rel-6
	RTP packets
	approved
	F
	6.4.0
	GAAG
	G2

	GP-060399
	44.318
	0017
	4
	6.3.0
	Rel-6
	 Introduction of the definition of UTRAN to GAN handover
	Approved
	F
	6.4.0
	GAAG
	G2

	GP-060337
	44.318
	0018
	1
	6.3.0
	Rel-6
	RTP Frame Loss Clarification to GAN Stage 3
	Approved
	F
	6.4.0
	GAAG
	G2

	GP-060338
	44.318
	0019
	1
	6.3.0
	Rel-6
	Editorial modifications to GAN stage 3
	Approved
	F
	6.4.0
	GAAG
	G2

	GP-060416
	48.006
	0010
	1
	6.0.0
	Rel-7
	Quasi-associated mode of signalling on the A-interface
	Approved
	C
	7.0.0
	TEI7
	G2

	GP-060108
	48.008
	0179
	1
	7.3.0
	Rel-7
	SMS to Group Call
	Approved
	B
	7.4.0
	EVGCS
	G2

	GP-060456
	48.008
	0180
	2
	7.3.0
	Rel-7
	A-interface link sharing
	Approved
	B
	7.4.0
	VGCS
	G2

	GP-060410
	48.008
	0181
	1
	7.3.0
	Rel-7
	Support of talker priority using the RACH
	Approved
	B
	7.4.0
	EVGCS
	G2

	GP-060469
	48.008
	0184
	-
	7.3.0
	Rel-7
	VGCS Additional Information
	Approved
	B
	7.4.0
	EVGCS
	G2

	GP-060458
	48.016
	0035
	-
	7.0.0
	Rel-7
	Corrections to IP sub-network service procedures related to IP endpoints configuration
	Approved
	F
	7.1.0
	TEI7
	G2

	GP-060110
	48.018
	0175
	-
	7.3.0
	Rel-7
	Cross-reference to Velocity Data
	Approved
	F
	7.4.0
	TEI7
	G2

	GP-060346
	48.018
	0177
	1
	7.3.0
	Rel-7
	Timer T14 expiry clarification
	Approved
	A
	7.4.0
	SPSHAGB
	G2

	GP-060345
	48.018
	0178
	1
	6.11.0
	Rel-6
	Timer T14 expiry clarification
	Approved
	F
	6.12.0
	SPSHAGB
	G2

	GP-060238
	48.018
	0179
	-
	7.3.0
	Rel-7
	Clarification of the contents of the Reporting Cell Identifier IE
	Approved
	F
	7.4.0
	TEI7
	G2

	GP-060041
	51.010-1
	3269
	-
	6.5.0
	Rel-6
	cl. 13.6: Re-adding vibration condition
	Approved
	F
	6.6.0
	HSCSD
	G3new

	GP-060042
	51.010-1
	3270
	-
	6.5.0
	Rel-6
	cl. 13.16.1: Re-adding vibration condition
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060068
	51.010-1
	3271
	-
	6.5.0
	Rel-6
	81.1.2.1, 81.1.2.2, 81.2.3.1, 81.2.3.2, 81.2.3.7, 81.2.4.2 Reduction of unnecessary long timers
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060069
	51.010-1
	3272
	-
	6.5.0
	Rel-6
	81.1.2.3 Behavier covered by 81.1.2.2, Remove 81.1.2.3
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060070
	51.010-1
	3273
	-
	6.5.0
	Rel-6
	81.2.1.2 Combining with 81.2.1.3, adding verification of IDs
	Approved
	B
	6.6.0
	TEI6
	G3new

	GP-060071
	51.010-1
	3274
	-
	6.5.0
	Rel-6
	81.2.3.5 and 81.2.3.6 are combined by adding 81.2.3.5 to the end of  81.2.3.6
	Approved
	B
	6.6.0
	TEI6
	G3new

	GP-060072
	51.010-1
	3275
	-
	6.5.0
	Rel-6
	81.2.4.4, 81.2.4.6, 81.2.4.7 Removal of redundant test cases
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060073
	51.010-1
	3276
	-
	6.5.0
	Rel-6
	82.1.2.1, 82.1.2.2, 82.3.2.1, 82.3.2.2, 82.3.2.4, 82.6.1.1 final state set to IDLE state
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060074
	51.010-1
	3277
	-
	6.5.0
	Rel-6
	82.1.1.1 combined with 82.2.1.1 and 82.5.1.2
	Approved
	B
	6.6.0
	TEI6
	G3new

	GP-060075
	51.010-1
	3278
	-
	6.5.0
	Rel-6
	82.3.1.1 combined with 82.3.2.1
	Approved
	B
	6.6.0
	TEI6
	G3new

	GP-060076
	51.010-1
	3279
	-
	6.5.0
	Rel-6
	82.4.1.1 combined with 82.5.1.1
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060077
	51.010-1
	3280
	-
	6.5.0
	Rel-6
	82.4.2.1. Specification of non-supportive configuration message in step 2.
	Revised
	F
	
	TEI6
	G3new

	GP-060375
	51.010-1
	3280
	1
	6.5.0
	Rel-6
	82.4.2.1. Specification of non-supportive configuration message in step 2.
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060078
	51.010-1
	3281
	-
	6.5.0
	Rel-6
	83.1.1.1, 83.1.2.2, 83.1.4.3, 83.1.6.1, 83.1.6.2, 83.1.6.4 general update
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060079
	51.010-1
	3282
	-
	6.5.0
	Rel-6
	83.1.2.1 Correction in step 4. General updates
	Revised
	F
	
	TEI6
	G3new

	GP-060377
	51.010-1
	3282
	1
	6.5.0
	Rel-6
	83.1.2.1 Correction in step 4. General updates
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060080
	51.010-1
	3283
	-
	6.5.0
	Rel-6
	83.1.3.1 general update
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060081
	51.010-1
	3284
	-
	6.5.0
	Rel-6
	83.1.4.1 Removed, duplicate of 83.1.2.1
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060082
	51.010-1
	3285
	-
	6.5.0
	Rel-6
	83.1.4.2 Active GA_PSR connetion needed, General updates
	Revised
	F
	
	TEI6
	G3new

	GP-060378
	51.010-1
	3285
	1
	6.5.0
	Rel-6
	83.1.4.2 Active GA_PSR connetion needed, General updates
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060083
	51.010-1
	3286
	-
	6.5.0
	Rel-6
	83.1.5.1 Correction of Deactivate to Activate in step 2, Removel of steps 7-9, General updates
	Revised
	F
	
	TEI6
	G3new

	GP-060379
	51.010-1
	3286
	1
	6.5.0
	Rel-6
	83.1.5.1 Correction of Deactivate to Activate in step 2, Removel of steps 7-9, General updates
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060084
	51.010-1
	3287
	-
	6.5.0
	Rel-6
	83.1.6.3 Removal of steps 5-7. Check for additional message added. General updates.
	Revised
	F
	
	TEI6
	G3new

	GP-060380
	51.010-1
	3287
	1
	6.5.0
	Rel-6
	83.1.6.3 Removal of steps 5-7. Check for additional message added. General updates.
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060063
	51.010-1
	3289
	-
	6.5.0
	Rel-6
	14.16.2 - Co-channel rejection - Deletion of confusing text.
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060064
	51.010-1
	3290
	-
	6.5.0
	Rel-6
	14.18.2 - Co-channel rejection - Deletion of confusing text.
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060065
	51.010-1
	3291
	-
	6.5.0
	Rel-6
	14.18.6  Correction of table values for input level range
	Revised
	F
	
	TEI6
	G3new

	GP-060369
	51.010-1
	3291
	1
	6.5.0
	Rel-6
	14.18.6  Correction of table values for input level range
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060066
	51.010-1
	3292
	-
	6.5.0
	Rel-6
	Annex 7. Clarification of parameter for statistical testing
	Revised
	D
	
	TEI6
	G3new

	GP-060302
	51.010-1
	3292
	1
	6.5.0
	Rel-6
	Annex 7. Clarification of parameter for statistical testing
	Revised
	D
	
	TEI6
	G3new

	GP-060353
	51.010-1
	3292
	1
	6.5.0
	Rel-6
	Annex 7. Clarification of parameter for statistical testing
	Approved
	D
	6.6.0
	TEI6
	G3new

	GP-060029
	51.010-1
	3293
	-
	6.5.0
	Rel-6
	83.2.2.1 Removal of the Test Case, MS Receives a Downlink Message and GA-PSR-TC Not active
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060030
	51.010-1
	3294
	-
	6.5.0
	Rel-6
	83.2.2.2 - GAN TC deletion
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060376
	51.010-1
	3295
	1
	6.5.0
	Rel-6
	83.3.1.1 PS Paging Request Processed by the MS, General Update
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060032
	51.010-1
	3296
	-
	6.5.0
	Rel-6
	TC 83.5.1.1 modified to comply with the core specifications
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060031
	51.010-1
	3296
	-
	6.5.0
	Rel-6
	83.3.1.1 PS Paging Request Processed by the MS, General Update
	Revised
	F
	
	TEI6
	G3new

	GP-060033
	51.010-1
	3297
	-
	6.5.0
	Rel-6
	TC 83.6.1.1 modified to comply with the core specifications
	Revised
	F
	
	TEI6
	G3new

	GP-060370
	51.010-1
	3297
	1
	6.5.0
	Rel-6
	TC 83.6.1.1 modified to comply with the core specifications and general updates
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060022
	51.010-1
	3298
	-
	6.5.0
	Rel-6
	15.6  correcting typographical errors
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060023
	51.010-1
	3299
	-
	6.5.0
	Rel-6
	15.8 – Clarify Coding Scheme in Procedure step g; correct typographical errors
	Approved
	F
	6.6.0
	EDGE
	G3new

	GP-060024
	51.010-1
	3300
	-
	6.5.0
	Rel-6
	42.3.1.2.2, 42.4.x, 47.3.1.3.1 - Empty LLC PDU may be accompanied by RLC data.
	Revised
	F
	
	GPRS
	G3new

	GP-060384
	51.010-1
	3300
	1
	6.5.0
	Rel-6
	42.3.1.2.2, 42.4.x, 47.3.1.3.1 - Empty LLC PDU may be accompanied by RLC data.
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060025
	51.010-1
	3301
	-
	6.5.0
	Rel-6
	52.3.1.2.2 - Empty LLC PDU may be accompanied by RLC data.
	Revised
	F
	
	EGPRS
	G3new

	GP-060385
	51.010-1
	3301
	1
	6.5.0
	Rel-6
	52.3.1.2.2 - Empty LLC PDU may be accompanied by RLC data.
	Approved
	F
	6.6.0
	EGPRS
	G3new

	GP-060026
	51.010-1
	3302
	-
	6.5.0
	Rel-6
	45.2.2 - Test Case cannot support more than 7 NW initiated PDP contexts
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060027
	51.010-1
	3303
	-
	6.5.0
	Rel-6
	45.4.1, 45.4.2 - Test Cases not applicable for MS in non-Auto Attach mode
	Revised
	F
	
	GPRS
	G3new

	GP-060365
	51.010-1
	3303
	1
	6.5.0
	Rel-6
	45.4.1, 45.4.2 - Test Cases not applicable for MS in non-Auto Attach mode
	Withdrawn
	F
	
	GPRS
	G3new

	GP-060048
	51.010-1
	3304
	-
	6.5.0
	Rel-6
	26.10.2.4.1 - Test specifies it should be repeated 17 times, but there are only 16 iterations possible.
	Approved
	D
	6.6.0
	GSM
	G3new

	GP-060049
	51.010-1
	3305
	-
	6.5.0
	Rel-6
	26.6.3.5 - Mismatches in system info settings
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060050
	51.010-1
	3306
	-
	6.5.0
	Rel-6
	26.6.3.6 - Invalid BA_IND setting on SACCH
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060051
	51.010-1
	3307
	-
	6.5.0
	Rel-6
	26.6.3.7 - N7 not in GSM 850 BA list
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060052
	51.010-1
	3308
	-
	6.5.0
	Rel-6
	26.8.2.1 - Clarification of which PICS/PIXIT of the Classmark 2 IE
	Revised
	F
	
	GSM
	G3new

	GP-060421
	51.010-1
	3308
	1
	6.5.0
	Rel-6
	26.8.2.1 Clarification of which PICS/PIXIT of the Classmark 2 IE
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060053
	51.010-1
	3309
	-
	6.5.0
	Rel-6
	34.4.6 - Step 6 is optional
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060054
	51.010-1
	3310
	-
	6.5.0
	Rel-6
	47.1.2 - DTM INFORMATION sent after handover provedure.
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060055
	51.010-1
	3311
	-
	6.5.0
	Rel-6
	47.4.1 - XID procedure added to the Expected Sequence
	Revised
	F
	
	GPRS
	G3new

	GP-060368
	51.010-1
	3311
	1
	6.5.0
	Rel-6
	47.4.1 XID procedure added to the Expected Sequence
	Revised
	F
	
	GPRS
	G3new

	GP-060434
	51.010-1
	3311
	2
	6.5.0
	Rel-6
	47.4.1  XID procedure added to the Expected Sequence
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060056
	51.010-1
	3312
	-
	6.5.0
	Rel-6
	20.4 Execution counters not specified for all bands
	Approved
	F
	6.6.0
	TEI
	G3new

	GP-060057
	51.010-1
	3313
	-
	6.5.0
	Rel-6
	20.20. Test indicates that all combinations of supported bands should be tested
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060058
	51.010-1
	3314
	-
	6.5.0
	Rel-6
	26.7.6.1.1 - Correction of PICS statement and alignment with other NITZ test cases
	Revised
	F
	
	GPRS
	G3new

	GP-060364
	51.010-1
	3314
	1
	6.5.0
	Rel-6
	26.7.6.1.1 Correction of PICS statement and alignment with other NITZ test cases
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060059
	51.010-1
	3315
	-
	6.5.0
	Rel-6
	41.3.3 - Correction of requirement check in step 7
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060060
	51.010-1
	3316
	-
	6.5.0
	Rel-6
	51.3.3 - Correction of requirement check in step 7
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060061
	51.010-1
	3317
	-
	6.5.0
	Rel-6
	46.1.2.2.2.4 - Correction of N(R) value in step 7
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060062
	51.010-1
	3318
	-
	6.5.0
	Rel-6
	46.1.2.2.3.1 - Reference to ACK and SACK frames removed from step B5
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060067
	51.010-1
	3319
	-
	6.5.0
	Rel-6
	Section 26.6.8.6: New test case to test removal of algorithm A5/2 from terminals
	Revised
	F
	
	TEI6
	G3new

	GP-060381
	51.010-1
	3319
	1
	6.5.0
	Rel-6
	Section 26.6.8.6: New test case to test removal of algorithm A5/2 from terminals
	Revised
	F
	
	TEI6
	G3new

	GP-060431
	51.010-1
	3319
	2
	6.5.0
	Rel-6
	Section 26.6.8.6: New test case to test removal of algorithm A5/2 from terminals
	Revised
	F
	
	TEI6
	G3new

	GP-060435
	51.010-1
	3319
	3
	6.5.0
	Rel-6
	Section 26.6.8.6: New test case to test removal of algorithm A5/2 from terminals
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060035
	51.010-1
	3320
	-
	6.5.0
	Rel-6
	41.3.6.9-10, 42.3.3.1.1-3, 42.3.3.2.1-2, 42.3.3.3 - Branch B for SMS and 1 PDP Context removed.
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060036
	51.010-1
	3321
	-
	6.5.0
	Rel-6
	41.5.2.3, sending of DTM REQUEST
	Revised
	F
	
	DTM
	G3new

	GP-060359
	51.010-1
	3321
	1
	6.5.0
	Rel-6
	41.5.2.3, sending of DTM REQUEST
	Approved
	F
	6.6.0
	DTM
	G3new

	GP-060037
	51.010-1
	3322
	-
	6.5.0
	Rel-6
	42.3.3.3, reducing test steps outside test purpose
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060038
	51.010-1
	3323
	-
	6.5.0
	Rel-6
	51.3.6.9-10, 52.3.3.1.1-3, 52.3.3.2.1-2, 52.3.3.3 - Branch B for SMS and 1 PDP Context removed.
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060039
	51.010-1
	3324
	-
	6.5.0
	Rel-6
	52.3.3.3, reducing test steps outside test purpose
	Approved
	F
	6.6.0
	EGPRS
	G3new

	GP-060034
	51.010-1
	3325
	-
	6.5.0
	Rel-6
	20.22.9 Test procedure splitted and reworked
	Revised
	F
	
	GPRS
	G3new

	GP-060388
	51.010-1
	3325
	1
	6.5.0
	Rel-6
	20.22.9 Test procedure split and reworked
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060045
	51.010-1
	3326
	-
	6.5.0
	Rel-6
	21.4.3 - Corrections to definition and applicability and test procedure
	Approved
	F
	6.6.0
	TEI
	G3new

	GP-060085
	51.010-1
	3327
	-
	6.5.0
	Rel-6
	51.6.1 new - Control of dynamic ARFCN mapping with PSI8
	Revised
	F
	
	TEI4
	G3new

	GP-060374
	51.010-1
	3327
	1
	6.5.0
	Rel-6
	51.6.1 new - Control of dynamic ARFCN mapping with PSI8
	Approved
	F
	6.6.0
	TEI4
	G3new

	GP-060044
	51.010-1
	3328
	-
	6.5.0
	Rel-6
	cl. 13.17.1: Removal of vibration condition
	Approved
	F
	6.6.0
	EDGE
	G3new

	GP-060086
	51.010-1
	3328
	-
	6.5.0
	Rel-6
	26.18.1 new - Control of dynamic ARFCN mapping with SI14 and SI15
	Revised
	F
	
	TEI4
	G3new

	GP-060383
	51.010-1
	3328
	1
	6.5.0
	Rel-6
	26.18.1 new - Control of dynamic ARFCN mapping with SI14 and SI15
	Approved
	F
	6.6.0
	TEI4
	G3new

	GP-060088
	51.010-1
	3329
	-
	6.5.0
	Rel-6
	TC  41.1.1 - Removing the mention of the NMOIII.
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060089
	51.010-1
	3330
	-
	6.5.0
	Rel-6
	TC  41.3.1.1 - Addition of delay after step 13.
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060090
	51.010-1
	3331
	-
	6.5.0
	Rel-6
	TC  41.3.3 - Changing the number of blocks allowed after the PACKET TBF RELEASE from 6 to 5.
	Withdrawn
	F
	
	GPRS
	G3new

	GP-060091
	51.010-1
	3332
	-
	6.5.0
	Rel-6
	TC  42.3.1.2.2 - Removing the mention of 'packet timeslot reconfigure' from the note given in the step 18.
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060092
	51.010-1
	3333
	-
	6.5.0
	Rel-6
	TC  42.4.1.1 - Changing the NC mode of used in the testcase from NC1 to NC2.
	Withdrawn
	F
	
	GPRS
	G3new

	GP-060093
	51.010-1
	3334
	-
	6.5.0
	Rel-6
	TC  42.4.1.3 - Changes in the expected sequence and in the NC mode of used in the testcase.
	Withdrawn
	F
	
	GPRS
	G3new

	GP-060094
	51.010-1
	3335
	-
	6.5.0
	Rel-6
	TC  42.4.2.3.1 - Removing the mention of 'packet timeslot reconfig' from the note after the step 16.
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060095
	51.010-1
	3336
	-
	6.5.0
	Rel-6
	TC  46.2.2.1.2 - Clarification to the packet size used.
	Revised
	F
	
	GPRS
	G3new

	GP-060366
	51.010-1
	3336
	1
	6.5.0
	Rel-6
	TC  46.2.2.1.2 Clarification to the packet size used.
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060096
	51.010-1
	3337
	-
	6.5.0
	Rel-6
	TC  51.1.1 - Removing the mention of the NMOIII.
	Approved
	F
	6.6.0
	EGPRS
	G3new

	GP-060097
	51.010-1
	3338
	-
	6.5.0
	Rel-6
	TC  51.3.1.1 - Addition of a delay after step 13.
	Revised
	F
	
	EGPRS
	G3new

	GP-060362
	51.010-1
	3338
	1
	6.5.0
	Rel-6
	TC  51.3.1.1 Addition of a delay after step 13.
	Approved
	F
	6.6.0
	EGPRS
	G3new

	GP-060098
	51.010-1
	3339
	-
	6.5.0
	Rel-6
	TC  51.3.3 - Changing the number of blocks allowed after the PACKET TBF RELEASE from 6 to 5.
	Withdrawn
	F
	
	EGPRS
	G3new

	GP-060099
	51.010-1
	3340
	-
	6.5.0
	Rel-6
	TC  52.3.1.2.2 - Removing the mention of 'packet timeslot reconfigure' from the note given in the step 18.
	Approved
	F
	6.6.0
	EGPRS
	G3new

	GP-060100
	51.010-1
	3341
	-
	6.5.0
	Rel-6
	14.4.25 Co-channel interference - O-TCH/WHS (new test)
	Revised
	B
	
	AMRWB
	G3new

	GP-060354
	51.010-1
	3341
	1
	6.5.0
	Rel-6
	14.4.25 Co-channel interference O-TCH/WHS (new test)
	Approved
	B
	6.6.0
	AMRWB
	G3new

	GP-060122
	51.010-1
	3342
	-
	6.5.0
	Rel-6
	20.25.3  - Extra Time Required To Read SIB's When Reselcting To UTRAN Cell
	Revised
	F
	
	Intersystem Change
	G3new

	GP-060390
	51.010-1
	3342
	1
	6.5.0
	Rel-6
	20.25.3  - Extra Time Required To Read SIB's When Reselecting To UTRAN Cell
	Revised
	F
	
	Intersystem Change
	G3new

	GP-060432
	51.010-1
	3342
	2
	6.5.0
	Rel-6
	20.25.3  - Extra Time Required To Read SIBs When Reselecting To UTRAN Cell
	Approved
	F
	6.6.0
	Intersystem Change
	G3new

	GP-060131
	51.010-1
	3343
	-
	6.5.0
	Rel-6
	34.4.8.2 RP Error Handling - Improper TP-MTI value
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060119
	51.010-1
	3344
	-
	6.5.0
	Rel-6
	Remove reference of A5/2 in section 26.6.8
	Approved
	F
	6.6.0
	TEI
	G3new

	GP-060120
	51.010-1
	3345
	-
	6.5.0
	Rel-6
	Remove reference of A5/2 in section 39
	Revised
	F
	
	TEI
	G3new

	GP-060382
	51.010-1
	3345
	1
	6.5.0
	Rel-6
	Remove reference of A5/2 in section 39
	Approved
	F
	6.6.0
	TEI
	G3new

	GP-060123
	51.010-1
	3346
	-
	6.5.0
	Rel-6
	22.3 change to verdict calculation and correction
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060124
	51.010-1
	3347
	-
	6.5.0
	Rel-6
	22.8 change to verdict calculation and correction
	Approved
	F
	6.6.0
	EDGE
	G3new

	GP-060125
	51.010-1
	3348
	-
	6.5.0
	Rel-6
	22.2 test reduction, removal of test case
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060127
	51.010-1
	3349
	-
	6.5.0
	Rel-6
	Corrections to GPS data files
	Approved
	F
	6.6.0
	TEI
	G3new

	GP-060128
	51.010-1
	3350
	-
	6.5.0
	Rel-6
	Section 53.1.1.5 - Delete from TS 51.010-1
	Withdrawn
	F
	
	EDGE
	G3new

	GP-060130
	51.010-1
	3351
	-
	6.5.0
	Rel-6
	Section 46.2.2.1.4 - Correction to the unacknowledged data amount
	Revised
	F
	
	GPRS
	G3new

	GP-060367
	51.010-1
	3351
	1
	6.5.0
	Rel-6
	Section 46.2.2.1.4 Correction to the unacknowledged data amount
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060154
	51.010-1
	3352
	-
	6.5.0
	Rel-6
	CR 051.010-1 42.4.5.5 Network Assisted Cell Change / Expiry of T3208 and T3210
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060155
	51.010-1
	3353
	-
	6.5.0
	Rel-6
	CR 051.010-1 editorial change to testcases 42.4.5.3,42.4.5.4,42.4.5.5,42.4.5.7 and 42.4.5.9.
	Withdrawn
	F
	
	GPRS
	G3new

	GP-060156
	51.010-1
	3354
	-
	6.5.0
	Rel-6
	CR 051.010-1 Timezone and DST checking should be PICS related in NITZ testcases 44.2.9.1.1 and 44.2.9.1.3.
	Revised
	F
	
	GPRS
	G3new

	GP-060363
	51.010-1
	3354
	1
	6.5.0
	Rel-6
	CR 051.010-1 Timezone and DST checking should be PICS related in NITZ testcases 44.2.9.1.1 and 44.2.9.1.3.
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060157
	51.010-1
	3355
	-
	6.5.0
	Rel-6
	CR 051.010-1 section 40: added GPRS_MS_TXPWR_MAX_CCH parameter in System Information Type 6.
	Revised
	F
	
	GPRS
	G3new

	GP-060358
	51.010-1
	3355
	1
	6.5.0
	Rel-6
	CR 051.010-1 section 40: added GPRS_MS_TXPWR_MAX_CCH parameter in System Information Type 6.
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060159
	51.010-1
	3356
	-
	6.5.0
	Rel-6
	CR 051.010-1 Combination of test cases:82.4.1.1 with 82.5.1.1 and 82.4.2.1 with 82.5.1.2
	Withdrawn
	F
	
	TEI6
	G3new

	GP-060160
	51.010-1
	3357
	-
	6.5.0
	Rel-6
	CR 051.010-1 81.2.6.5 Registration Procedure, Deregister, Unspecified
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060161
	51.010-1
	3358
	-
	6.5.0
	Rel-6
	CR 051.010-1 81.2.6.6 Registration Procedure, Deregister, Unspecified, Persistent Fault, Default GANC
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060162
	51.010-1
	3359
	-
	6.5.0
	Rel-6
	20.22.5.Network controlled Cell re-selection in Idle Mode
	Withdrawn
	F
	
	GPRS
	G3new

	GP-060163
	51.010-1
	3360
	-
	6.5.0
	Rel-6
	CR 051.010-1 51.3.3 TBF Release / Uplink / Network initiated / Abnormal release
	Withdrawn
	F
	
	EDGE
	G3new

	GP-060165
	51.010-1
	3361
	-
	6.5.0
	Rel-6
	82.9.2.1 message content clarified
	Approved
	F
	6.6.0
	TEI-6
	G3new

	GP-060166
	51.010-1
	3362
	-
	6.5.0
	Rel-6
	82.9.1.1 and 82.9.1.2 combined
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060167
	51.010-1
	3363
	-
	6.5.0
	Rel-6
	Deletion of testcase 82.7.2.1
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060206
	51.010-1
	3364
	-
	6.5.0
	Rel-7
	Introduction of T-GSM 810 into 51.010-1 section 00-11
	Withdrawn
	B
	
	TGSM810
	G3new

	GP-060207
	51.010-1
	3365
	-
	6.5.0
	Rel-7
	Introduction of T-GSM 810 into 51.010-1 section 12
	Withdrawn
	B
	
	TGSM810
	G3new

	GP-060208
	51.010-1
	3366
	-
	6.5.0
	Rel-7
	Introduction of T-GSM 810 into 51.010-1 section 13
	Withdrawn
	B
	
	TGSM810
	G3new

	GP-060250
	51.010-1
	3367
	-
	6.5.0
	Rel-6
	8PSK_MEAN_BEP Measurement for PDTCH
	Revised
	F
	
	TEI-6
	G3new

	GP-060355
	51.010-1
	3367
	1
	6.5.0
	Rel-6
	8PSK_MEAN_BEP Measurement for PDTCH
	Withdrawn
	F
	
	TEI-6
	G3new

	GP-060251
	51.010-1
	3368
	-
	6.5.0
	Rel-6
	47.1.2 Missing DTM INFORMATION message following Handover
	Withdrawn
	F
	
	GPRS
	G3new

	GP-060252
	51.010-1
	3369
	-
	6.5.0
	Rel-6
	47.3.2.2 Clash with Combined RA Update Procedure following CS Release
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060253
	51.010-1
	3370
	-
	6.5.0
	Rel-6
	47.3.3.1.2 Clash with Combined RA Update Procedure following CS Release
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060254
	51.010-1
	3371
	-
	6.5.0
	Rel-6
	47.4.1 No Provision for MS to perform XID Negotiation
	Withdrawn
	F
	
	GPRS
	G3new

	GP-060255
	51.010-1
	3372
	-
	6.5.0
	Rel-6
	14.16.1: Correction of procedure due to missing conformance requirements
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060277
	51.010-1
	3373
	-
	6.5.0
	Rel-6
	Deletion of all the TC in section 51.1 "RR/Paging"
	Withdrawn
	F
	
	EGPRS
	G3new

	GP-060278
	51.010-1
	3374
	-
	6.5.0
	Rel-6
	Deletion of some TC in section 51.2 "RR procedures on CCCH related to temporary block flow establishment"
	Withdrawn
	F
	
	EGPRS
	G3new

	GP-060279
	51.010-1
	3375
	-
	6.5.0
	Rel-6
	Deletion of some TC in section 51.3 "MAC/RLC Release"
	Withdrawn
	F
	
	EGPRS
	G3new

	GP-060280
	51.010-1
	3376
	-
	6.5.0
	Rel-6
	Section 50 : Changes due to test removal
	Withdrawn
	F
	
	EGPRS
	G3new

	GP-060285
	51.010-1
	3377
	-
	6.5.0
	Rel-6
	41.3.1.2 - Correction of Expected Sequence concerning T3182 expiry check
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060299
	51.010-1
	3378
	-
	6.5.0
	Rel-7
	Introduction of T-GSM 810 in section 14
	Withdrawn
	B
	
	T-GSM 810
	G3new

	GP-060300
	51.010-1
	3379
	-
	6.5.0
	Rel-7
	Introduction of T-GSM 810 in sections 15 to 20
	Withdrawn
	B
	
	T-GSM 810
	G3new

	GP-060313
	51.010-1
	3380
	-
	6.5.0
	Rel-6
	42.3.1.1.9 : Issue with Open Ended TBF
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060314
	51.010-1
	3381
	-
	6.5.0
	Rel-6
	82.7.1.1, 82.7.1.2, 82.8.2.1, 82.8.2.2, 82.10.1.1, 82.10.2.1 final state set to IDLE state
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060316
	51.010-1
	3382
	-
	6.5.0
	Rel-6
	51.3.1.2 - Correction of Expected Sequence concerning T3182 expiry check
	Revised
	F
	
	GPRS
	G3new

	GP-060425
	51.010-1
	3382
	1
	6.5.0
	Rel-6
	51.3.1.2 Correction of Expected Sequence concerning T3182 expiry check
	Approved
	F
	6.6.0
	GPRS
	G3new

	GP-060356
	51.010-1
	3384
	-
	6.5.0
	Rel-6
	Clarification on testsignal I3 in Annex 5
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060360
	51.010-1
	3385
	-
	6.5.0
	Rel-6
	83.1.7.1, 83.2.1.1, 83.2.1.2, 83.4.1.1, 83.6.2.1 General update
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060427
	51.010-1
	3386
	-
	6.5.0
	Rel-7
	Creation of 51.010-1 REL-7
	Approved
	F
	7.0.0
	TEI
	G3new

	GP-060428
	51.010-1
	3387
	-
	6.5.0
	Rel-6
	Creation of 51.010-1 REL-6: Merging of REL-5, REL-4, R99 etc. test specifications (clause 2)
	Approved
	F
	6.6.0
	TEI
	G3new

	GP-060043
	51.010-2
	0317
	-
	6.5.0
	Rel-6
	Annex B, Table B.1: Correcting applicability for "Frequency and phase error" transmitter testcases 13.1 and 13.6
	Revised
	F
	
	GSM
	G3new

	GP-060323
	51.010-2
	0317
	1
	6.5.0
	Rel-6
	Annex B, Table B.1: Correcting applicability for "Frequency and phase error" transmitter testcases 13.1 and 13.6
	Revised
	F
	
	GSM
	G3new

	GP-060433
	51.010-2
	0317
	2
	6.5.0
	Rel-6
	Annex B, Table B.1: Correcting applicability for "Frequency and phase error" transmitter testcases 13.1 and 13.6
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060040
	51.010-2
	0318
	-
	6.5.0
	Rel-6
	Correction of the applicability of 13.1, 13.3 and 13.4
	Revised
	F
	
	GSM
	G3new

	GP-060318
	51.010-2
	0318
	1
	6.5.0
	Rel-6
	Correction of the applicability of  13.1, 13.3 and 13.4
	Revised
	F
	
	GSM
	G3new

	GP-060438
	51.010-2
	0318
	2
	6.5.0
	Rel-6
	Correction of the applicability of 13.3 and 13.4
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060028
	51.010-2
	0319
	-
	6.5.0
	Rel-6
	45.4.1, 45.4.2 - Correction to applicability
	Withdrawn
	F
	
	GPRS
	G3new

	GP-060087
	51.010-2
	0320
	-
	6.5.0
	Rel-6
	Update of PICS to include the new TCs 26.18.1and 51.6.1for dynamic ARFCN mapping
	Revised
	F
	
	TEI4
	G3new

	GP-060439
	51.010-2
	0320
	1
	6.5.0
	Rel-6
	Update of PICS to include the new TCs 26.18.1and 51.6.1for dynamic ARFCN mapping
	Approved
	F
	6.6.0
	TEI4
	G3new

	GP-060101
	51.010-2
	0321
	-
	6.5.0
	Rel-6
	51010-2: Addition of new testcases for WB AMR.
	Approved
	B
	6.6.0
	AMRWB
	G3new

	GP-060102
	51.010-2
	0322
	-
	6.5.0
	Rel-6
	51010-2: Correction to the 'applicability' and 'status' columns for the testcase 26.6.5.2.
	Revised
	F
	
	GSM
	G3new

	GP-060440
	51.010-2
	0322
	1
	6.5.0
	Rel-6
	51010-2: Correction to the 'applicability' and 'status' columns for the testcase 26.6.5.2.
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060132
	51.010-2
	0323
	-
	6.5.0
	Rel-6
	Wrong Status Information in Table A.2 Item 71
	Approved
	F
	6.6.0
	GAN
	G3new

	GP-060121
	51.010-2
	0324
	-
	6.5.0
	Rel-6
	Delete A5/2 in Table A.2 and remove reference of A5/2 in Annex B
	Revised
	F
	
	TEI
	G3new

	GP-060372
	51.010-2
	0324
	1
	6.5.0
	Rel-6
	Delete A5/2 in Table A.2 and remove reference of A5/2 in Annex B
	Approved
	F
	6.6.0
	TEI
	G3new

	GP-060126
	51.010-2
	0325
	-
	6.5.0
	Rel-6
	22.2 part2 test reduction, removal of test case
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060129
	51.010-2
	0326
	-
	6.5.0
	Rel-6
	Section 53.1.1.5 - Delete from table B1.
	Withdrawn
	F
	
	EDGE
	G3new

	GP-060158
	51.010-2
	0327
	-
	6.5.0
	Rel-6
	CR 051.010-2  added two PICS TSPC_UI_DISPLAY_TIMEZONE and TSPC_UI_DISPLAY_DST
	Withdrawn
	F
	
	GPRS
	G3new

	GP-060164
	51.010-2
	0328
	-
	6.5.0
	Rel-6
	Applicability of testcases 26.6.5.2-2 and 26.6.5.2-10 changed
	Revised
	F
	
	GSM
	G3new

	GP-060441
	51.010-2
	0328
	1
	6.5.0
	Rel-6
	Applicability of testcases 26.6.5.2-2 and 26.6.5.2-10 changed
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060168
	51.010-2
	0329
	-
	6.5.0
	Rel-6
	Removal of testcases 82.7.2.1 and 82.9.1.2 from table B1
	Revised
	F
	
	TEI-6
	G3new

	GP-060442
	51.010-2
	0329
	1
	6.5.0
	Rel-6
	Removal of testcases 82.7.2.1 and 82.9.1.2 from table B1
	Approved
	F
	6.6.0
	TEI-6
	G3new

	GP-060281
	51.010-2
	0330
	-
	6.5.0
	Rel-6
	Removal of some 51.x tests
	Withdrawn
	F
	
	EGPRS
	G3new

	GP-060282
	51.010-2
	0331
	-
	6.5.0
	Rel-6
	22.3 part2 change of applicability
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060283
	51.010-2
	0332
	-
	6.5.0
	Rel-6
	22.4 part2 change of applicability
	Approved
	F
	6.6.0
	GSM
	G3new

	GP-060286
	51.010-2
	0333
	-
	6.5.0
	Rel-6
	GAN test cases clean up 51.010-2 part
	Approved
	F
	6.6.0
	TEI6
	G3new

	GP-060351
	51.010-2
	0334
	-
	6.5.0
	Rel-6
	New test case to test removal of algorithm A5/2 from terminals
	Approved
	F
	6.6.0
	TEI 6
	G3new

	GP-060389
	51.010-2
	0337
	-
	6.5.0
	Rel-6
	Applicability changes
	Approved
	F
	6.6.0
	GPRS/EGPRS
	G3new

	GP-060426
	51.010-2
	0338
	-
	6.5.0
	Rel-6
	Remove reference of A5/2 in section 39
	Approved
	F
	6.6.0
	TEI
	G3new

	GP-060429
	51.010-2
	0339
	-
	6.5.0
	Rel-7
	Creation of 51.010-2 REL-7
	Approved
	F
	7.0.0
	TEI
	G3new

	GP-060430
	51.010-2
	0340
	-
	6.5.0
	Rel-6
	Creation of 51.010-2 REL-7: Merging of REL-5, REL-4, R99 etc. test specifications (Foreword, clause 1 and clause 2)
	Approved
	F
	6.6.0
	TEI
	G3new

	GP-060150
	51.010-5
	0033
	-
	6.5.0
	Rel-6
	Update for latest version of TTCN
	Revised
	F
	
	Inter_System_Handover
	G3new

	GP-060423
	51.010-5
	0033
	1
	6.5.0
	Rel-7
	Update for latest version of TTCN
	Approved
	F
	7.0.0
	Inter_System_Handover
	G3new

	GP-060152
	51.010-5
	0034
	-
	6.5.0
	Rel-6
	Summary of regression errors in the wk42 ATS.
	Approved
	F
	6.6.0
	Inter_System_Handover
	G3new

	GP-060153
	51.010-5
	0035
	-
	6.5.0
	Rel-6
	Correction to IR_G_wk47 test case 60.1
	Approved
	F
	6.6.0
	Inter_System_Handover
	G3new

	GP-060184
	51.010-5
	0036
	-
	6.5.0
	Rel-6
	Summary of regression errors in the IR_G_wk49 ATS
	Approved
	F
	6.6.0
	Inter_System_Handover
	G3new
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