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	1st Modified Section


6.3
Information object classes definition
6.3.1
SimpleUploadBulkCMIRP

6.3.1.1
Definition

It is the representation of the configuration management capabilities specified in subclause 7.1.1. This IOC inherits from ManagedGenericIRP IOC specified in TS.32.312 [9].
6.3.1.2
Attributes
There is no additional attribute defined for this IOC besides those inherited.

6.3.1.3
Notifications
	Name
	Qualifier
	Notes

	notifySessionStateChange
	M
	See 7.6.1.


6.3.2
ControlledUploadBulkCMIRP

6.3.2.1
Definition

It is the representation of the configuration management capabilities specified by subclause 7.1.2. This IOC inherits from ManagedGenericIRP IOC specified in TS.32.312 [9].
6.3.2.2
Attributes
There is no additional attribute defined for this IOC besides those inherited.

6.3.2.3
Notifications 

	Name
	Qualifier
	Notes

	notifySessionStateChange
	M
	See 7.6.1.

	notifyGetSessionLogEnded
	M
	See 7.7.1.


6.3.3
BulkCMIRP

6.3.3.1
Definition

BulkCMIRP is the representation of the configuration management capabilities specified by subclause 7.1.3. This IOC inherits from ManagedGenericIRP IOC specified in TS.32.312 [9].
6.3.3.2
Attributes
There is no additional attribute defined for this IOC besides those inherited.

6.3.3.3
Notifications 
	Name
	Qualifier
	Notes

	notifySessionStateChange
	M
	See 7.6.1.

	notifyGetSessionLogEnded
	M
	See 7.7.1.
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