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	The existing reporting of RAT type changes between SGSN and GGSN uses the Update PDP context Request message which must be sent for each PDP context that is active. Since RAT type information is applicable to the MM context and not individual PDP contexts of the UE, it is desirable to optimise signalling where possible
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	Use the Change Notification message (applicable to a UE) to report changes in RAT type in preference over the Update PDP context signalling, if the SGSN is already reporting RAI/CGI/SAI changes using the Change Notification.

	
	

	Consequences if 
(

not approved:
	Excessive signalling load due to reporting of RAT type changes performed per PDP context.
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********** MODIFIED SECTION ************

15.1.1a
General impacts of applying Flow Based Charging

TS 23.125 and TS 32.xyz define means for providing online and offline charging with IP flow granularity for GPRS based on functionality in the GGSN. If Flow Based Charging functionality is deployed in an operator's GPRS network, end-user charging functionalities are provided by the GGSN.
NOTE:
When Flow Based Charging is deployed, charging functions in the SGSN are expected to still be used for inter-operator accounting purposes for the scenario where the SGSN and the GGSN are in different networks. When the SGSN and the GGSN are in the same network and Flow Based Charging is deployed, then the operator may decide to disable the charging functions in the SGSN.

In order to allow for disabling of the charging functions in the SGSN, the SGSN shall be able to include extra information in the signalling messages sent to the GGSN, as follows:

a)
in the Create PDP Context Request message, the IMEISV, the RAT type and the S-CDR CAMEL information shall be sent by the SGSN to the GGSN;

b)
in the Update PDP Context Request messages sent due to SGSN change, the RAT type shall be sent by the SGSN to the GGSN; and

c)
dependent upon the identity of the GGSN's operator, the SGSN shall send (or omit) the CGI/SAI in:

i)
the Create PDP Context Request message,

ii)
the Update PDP Context Request message sent as part of the MS-Initiated PDP Context Modification procedure, and

iii)
the Update PDP Context Request message sent due to SGSN change.
In addition:

d)
the SGSN shall send an Update PDP Context Request to the GGSN when the Radio Access Technology changes during an intra SGSN routing area update, if the SGSN is not already reporting changes in RAI, SAI or CGI as defined in clause 15.1.3 to that GGSN.

The RAT type indicates whether the SGSN serves the UE by GERAN or UTRAN Radio Access Technology.

As an implementation option, the SGSN may include these parameters in other situations that cause the Update PDP Context Request message to be sent.

The above information elements shall be handled by the GGSN in a transparent manner, ie. the GGSN copies the information elements without modification into the G-CDRs (see TS 32.251 [70]) and/or (if RADIUS accounting is applied in the operator's network) without modification into the RADIUS accounting messages (see TS 29.061 [27]).
********** END OF CHANGES ************
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