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Annex F:
Status of all 3GPP CRs after TSG SA #33 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	CP-060396
	09.60
	A125
	-
	6.13.0
	R97
	Correction to sub-domains of .gprs
	rejected
	F
	
	TEI
	C4

	CP-060396
	09.60
	A126
	-
	7.10.0
	R98
	Correction to sub-domains of .gprs
	rejected
	A
	
	TEI
	C4

	SP-060481
	22.101
	0195
	-
	8.1.0
	Rel-8
	Requirements for the addition of a data component to E112 and 112 (TS12) emergency calls and eCall MSD (data) transfer requirements
	revised
	B
	
	ECall
	S1

	SP-060648
	22.101
	0195
	1
	8.1.0
	Rel-8
	Requirements for the addition of a data component to E112 and 112 (TS12) emergency calls and eCall MSD (data) transfer requirements
	postponed
	B
	
	ECall
	S1

	SP-060470
	22.101
	0196
	-
	7.6.0
	Rel-7
	Clarification on Domain Selection for MO and MT Operations
	approved
	F
	7.7.0
	TEI7
	S1

	SP-060470
	22.101
	0197
	-
	8.1.0
	Rel-8
	Clarification on Domain Selection for MO and MT Operations
	approved
	A
	8.2.0
	TEI8
	S1

	SP-060468
	22.101
	0198
	1
	7.6.0
	Rel-7
	Emergency calls and ISIM
	approved
	F
	7.7.0
	EMC1
	S1

	SP-060468
	22.101
	0199
	-
	8.1.0
	Rel-8
	Emergency calls and ISIM
	approved
	A
	8.2.0
	EMC1
	S1

	SP-060472
	22.101
	0200
	-
	8.1.0
	Rel-8
	Requirements for the determination of cell capability usage - when requested by CN
	approved
	B
	8.2.0
	TEI8
	S1

	SP-060481
	22.105
	0047
	-
	8.0.0
	Rel-8
	Emergency call - addition of data component
	reissued
	C
	
	ECall
	S1

	SP-060648
	22.105
	0047
	-
	8.0.0
	Rel-8
	Emergency call - addition of data component
	approved
	C
	8.1.0
	ECall
	S1

	SP-060483
	22.115
	0024
	-
	6.7.0
	Rel-8
	Local Charging Zone Concept
	approved
	B
	8.0.0
	LCZR
	S1

	SP-060483
	22.115
	0025
	-
	6.7.0
	Rel-8
	Local Charging Zone Requirements
	approved
	B
	8.0.0
	LCZR
	S1

	SP-060465
	22.146
	0050
	-
	7.1.0
	Rel-7
	Relaxing the current requirement that suggests a mandatory support for MBMS
	approved
	F
	7.2.0
	MBMSE
	S1

	SP-060465
	22.146
	0051
	-
	8.0.0
	Rel-8
	Relaxing the current requirement that suggests a mandatory support for MBMS
	approved
	A
	8.1.0
	MBMSE
	S1

	SP-060471
	22.173
	0001
	-
	7.0.0
	Rel-7
	CR to 22.173 to remove the editor's note in the Conf supplementary service
	approved
	D
	7.1.0
	MITe
	S1

	SP-060471
	22.173
	0002
	-
	7.0.0
	Rel-7
	Requirements of setting the priority of IMS supplementary services
	approved
	F
	7.1.0
	MITe
	S1

	SP-060463
	22.228
	0042
	-
	7.4.0
	Rel-7
	Support of local numbers in the IMS - clarification and corrections
	approved
	F
	7.5.0
	IMS2
	S1

	SP-060463
	22.228
	0043
	-
	8.0.0
	Rel-8
	Support of local numbers in the IMS - clarification and corrections
	approved
	A
	8.1.0
	IMS2
	S1

	SP-060469
	22.228
	0044
	-
	7.4.0
	Rel-7
	Requirements for supporting SMS/EMS/MMS in IMS
	postponed
	F
	
	SMSIP
	S1

	SP-060469
	22.228
	0045
	-
	8.0.0
	Rel-8
	Requirements to support SMS/EMS/MMS in IMS
	postponed
	A
	
	SMSIP
	S1

	SP-060466
	22.246
	0011
	-
	8.0.0
	Rel-8
	Proposed CR to clarify the requirements for roaming
	approved
	A
	8.1.0
	MBMSE
	S1

	SP-060467
	22.259
	0007
	-
	7.1.0
	Rel-7
	CR - Corrections and clarifications to TS 22.259 - PNM
	approved
	F
	7.2.0
	PNPAN
	S1

	SP-060467
	22.259
	0008
	-
	8.0.0
	Rel-8
	CR - Corrections and clarifications to TS 22.259 - PNM
	approved
	A
	8.1.0
	PNPAN
	S1

	SP-060475
	22.953
	0001
	-
	7.0.0
	Rel-7
	CR to 22.953 on clarification of terminology
	approved
	F
	7.1.0
	PRIOR-MM
	S1

	SP-060475
	22.953
	0002
	-
	7.0.0
	Rel-7
	CR to 22.953 on clarification of conclusion
	approved
	F
	7.1.0
	PRIOR-MM
	S1

	CP-060403
	23.003
	0110
	4
	6.10.0
	Rel-6
	Definition of MBMS SAI
	approved
	F
	6.11.0
	MBMS
	C4

	CP-060396
	23.003
	0113
	1
	3.14.0
	R99
	Correction to sub-domains of .gprs
	revised
	F
	
	TEI
	C4

	CP-060514
	23.003
	0113
	2
	3.14.0
	R99
	Correction to sub-domains of .gprs
	approved
	F
	3.15.0
	TEI
	C4

	CP-060396
	23.003
	0114
	1
	4.8.0
	Rel-4
	Correction to sub-domains of .gprs
	revised
	A
	
	TEI
	C4

	CP-060508
	23.003
	0114
	2
	4.8.0
	Rel-4
	Correction to sub-domains of .gprs
	revised
	A
	
	TEI
	C4

	CP-060515
	23.003
	0114
	3
	4.8.0
	Rel-4
	Correction to sub-domains of .gprs
	approved
	A
	4.9.0
	TEI
	C4

	CP-060403
	23.003
	0115
	3
	7.0.0
	Rel-7
	Definition of MBMS SAI
	approved
	A
	7.1.0
	MBMS
	C4

	CP-060406
	23.003
	0116
	1
	6.10.0
	Rel-6
	Re-authentication identity definition correction
	approved
	F
	6.11.0
	WLAN
	C4

	CP-060406
	23.003
	0117
	1
	7.0.0
	Rel-7
	Re-authentication identity definition correction
	approved
	A
	7.1.0
	WLAN
	C4

	CP-060416
	23.008
	0176
	2
	7.2.0
	Rel-7
	Storage of the Display Name in the IM Core Network Subsystem
	approved
	B
	7.3.0
	FBI
	C4

	CP-060399
	23.008
	0177
	2
	5.10.0
	Rel-5
	Correction of the handling of transparent data
	approved
	F
	5.11.0
	IMS-CCR
	C4

	CP-060399
	23.008
	0178
	1
	6.10.0
	Rel-6
	Correction of the handling of transparent data
	approved
	A
	6.11.0
	IMS-CCR
	C4

	CP-060399
	23.008
	0179
	1
	7.2.0
	Rel-7
	Correction of the handling of transparent data
	approved
	A
	7.3.0
	IMS-CCR
	C4

	CP-060398
	23.018
	0150
	-
	7.2.0
	Rel-7
	Correction to the IC_CUG_Check Procedure
	approved
	A
	7.3.0
	TEI5
	C4

	CP-060398
	23.018
	0152
	-
	5.9.0
	Rel-5
	Correction to the IC_CUG_Check Procedure
	approved
	F
	5.10.0
	TEI5
	C4

	CP-060398
	23.018
	0153
	-
	6.5.0
	Rel-6
	Correction to the IC_CUG_Check Procedure
	approved
	A
	6.6.0
	TEI5
	C4

	CP-060457
	23.040
	0087
	-
	6.7.0
	Rel-6
	Max user data length in GSM 7bit concatenated uncompressed message with 16 bit reference number
	approved
	F
	6.8.0
	TEI6
	C1

	SP-060571
	23.060
	0557
	3
	6.13.0
	Rel-6
	SGSN indication of RAB setup complete at secondary PDP context activation
	approved
	F
	6.14.0
	TEI6
	S2

	SP-060580
	23.060
	0558
	3
	7.1.0
	Rel-7
	Stage-2 additions for support of Network-Initiated QoS
	approved
	B
	7.2.0
	OMTIMS
	S2

	SP-060581
	23.060
	0559
	3
	7.1.0
	Rel-7
	Support for location based charging models in GPRS
	approved
	B
	7.2.0
	TEI7
	S2

	SP-060581
	23.060
	0560
	-
	7.1.0
	Rel-7
	Alignment of the use of APN restriction during GGSN initiated PDP context modification
	approved
	F
	7.2.0
	TEI7
	S2

	SP-060581
	23.060
	0561
	-
	7.1.0
	Rel-7
	Correction to the MO SMS procedures for GPRS
	approved
	F
	7.2.0
	TEI7
	S2

	SP-060571
	23.060
	0562
	2
	7.1.0
	Rel-7
	SGSN indication of RAB setup complete at secondary PDP context activation
	approved
	A
	7.2.0
	TEI6
	S2

	SP-060581
	23.060
	0567
	-
	7.1.0
	Rel-7
	Optimisation of RAT Type delivery for flow based charging
	approved
	B
	7.2.0
	TEI7
	S2

	CP-060414
	23.078
	0806
	1
	7.4.0
	Rel-7
	Response to ATI for GPRS information when PSI not supported in the SGSN
	approved
	F
	7.5.0
	TEI7
	C4

	CP-060414
	23.078
	0807
	-
	7.4.0
	Rel-7
	SGSN number to be included in the ATI response
	approved
	F
	7.5.0
	TEI7
	C4

	CP-060460
	23.122
	0099
	1
	7.5.0
	Rel-7
	Manual PLMN selection power-on
	approved
	C
	7.6.0
	NSP-CR
	C1

	CP-060525
	23.140
	0207
	-
	6.13.0
	Rel-6
	MM4 Route visibility when MMSIP is used
	approved
	F
	6.14.0
	MMS6
	C4

	SP-060582
	23.141
	0081
	1
	7.1.0
	Rel-7
	Miscellaneous Corrections to Presence Specification
	approved
	F
	7.2.0
	TEI7
	S2

	SP-060578
	23.167
	0005
	2
	7.1.0
	Rel-7
	Support of Local Emergency Numbers for IMS Emergency Calls
	approved
	F
	7.2.0
	EMC1
	S2

	SP-060578
	23.167
	0024
	1
	7.1.0
	Rel-7
	Miscellaneous corrections for IMS Emergency Calls
	approved
	F
	7.2.0
	EMC1
	S2

	SP-060578
	23.167
	0030
	3
	7.1.0
	Rel-7
	Answers to the GPRS questions in Annex A
	approved
	F
	7.2.0
	EMC1
	S2

	CP-060397
	23.205
	0154
	-
	4.10.0
	Rel-4
	Continuity Procedures
	approved
	F
	4.11.0
	CSSPLIT
	C4

	CP-060397
	23.205
	0155
	-
	5.12.0
	Rel-5
	Continuity Procedures
	approved
	A
	5.13.0
	CSSPLIT
	C4

	CP-060466
	23.218
	0089
	2
	7.2.0
	Rel-7
	Impact of  GRUU on Service Control in 23.218
	approved
	B
	7.3.0
	GRUU
	C1

	CP-060468
	23.218
	0090
	1
	7.2.0
	Rel-7
	Clarification of Cases of Downloading iFC to S-CSCF
	approved
	F
	7.3.0
	IMSProtoc
	C1

	CP-060468
	23.218
	0091
	1
	7.2.0
	Rel-7
	S-CSCF handling of terminations when AS modifies the Req-URI
	approved
	F
	7.3.0
	IMSProtoc
	C1

	SP-060577
	23.228
	0590
	3
	7.4.0
	Rel-7
	ICE and Outbound NAT Traversal
	approved
	C
	7.5.0
	FBI-PCBL
	S2

	SP-060576
	23.228
	0591
	5
	7.4.0
	Rel-7
	Incorporate GRUU definition
	approved
	B
	7.5.0
	GRUU
	S2

	SP-060576
	23.228
	0592
	2
	7.4.0
	Rel-7
	Incorporate GRUU functionality into Registration flows
	approved
	B
	7.5.0
	GRUU
	S2

	SP-060576
	23.228
	0593
	2
	7.4.0
	Rel-7
	Addition of  GRUU to Transfer flows
	approved
	B
	7.5.0
	GRUU
	S2

	SP-060576
	23.228
	0594
	2
	7.4.0
	Rel-7
	Procedures for assigning, using and processing GRUUs
	approved
	B
	7.5.0
	GRUU
	S2

	SP-060576
	23.228
	0595
	2
	7.4.0
	Rel-7
	Stage 2 GRUU specifications for non-UE UAs and B2BUAs
	approved
	B
	7.5.0
	GRUU
	S2

	SP-060577
	23.228
	0596
	2
	7.4.0
	Rel-7
	Display Name in the IM Core Network Subsystem
	approved
	C
	7.5.0
	FBI-PCBL
	S2

	SP-060583
	23.228
	0598
	3
	7.4.0
	Rel-7
	Dynamic Service Activation Information (DSAI)
	approved
	B
	7.5.0
	TEI7
	S2

	SP-060577
	23.228
	0600
	3
	7.4.0
	Rel-7
	IMS routing of E.164 numbers
	approved
	C
	7.5.0
	FBI
	S2

	SP-060577
	23.228
	0601
	5
	7.4.0
	Rel-7
	AS Originating requests on behalf of a user
	approved
	C
	7.5.0
	FBI
	S2

	SP-060577
	23.228
	0603
	2
	7.4.0
	Rel-7
	Clarifications to local number handling
	approved
	C
	7.5.0
	FBI
	S2

	SP-060577
	23.228
	0605
	1
	7.4.0
	Rel-7
	Clarification of NAT Types
	approved
	F
	7.5.0
	FBI
	S2

	SP-060569
	23.228
	0607
	1
	6.14.0
	Rel-6
	Corrections to Border Control Functions for Originating Session Flows
	approved
	F
	6.15.0
	IMS2
	S2

	SP-060569
	23.228
	0608
	1
	7.4.0
	Rel-7
	Corrections to Border Control Functions for Originating Session Flows
	approved
	A
	7.5.0
	IMS2
	S2

	SP-060583
	23.228
	0609
	2
	7.4.0
	Rel-7
	The use of CSI IEs for the efficient communication with CSI capable UE
	approved
	B
	7.5.0
	TEI7
	S2

	SP-060583
	23.228
	0610
	1
	7.4.0
	Rel-7
	Introduction of the Telephony Application Server into Normative text
	approved
	B
	7.5.0
	TEI7
	S2

	SP-060577
	23.228
	0611
	2
	7.4.0
	Rel-7
	Corrections to NAT traversal
	revised
	F
	
	FBI
	S2

	SP-060653
	23.228
	0611
	3
	7.4.0
	Rel-7
	Corrections to NAT traversal
	approved
	F
	7.5.0
	FBI
	S2

	SP-060576
	23.228
	0612
	1
	7.4.0
	Rel-7
	Incorporation of GRUU for session initiation
	approved
	B
	7.5.0
	GRUU
	S2

	SP-060577
	23.228
	0623
	-
	7.4.0
	Rel-7
	Applicability of transit procedures
	approved
	F
	7.5.0
	FBI
	S2

	SP-060577
	23.228
	0625
	1
	7.4.0
	Rel-7
	Allowing a Display Name for calls originating from or terminating to the PSTN
	approved
	C
	7.5.0
	FBI-PCBL
	S2

	SP-060570
	23.234
	0155
	1
	7.2.0
	Rel-7
	Annex D Short Message Service
	approved
	F
	7.3.0
	WLAN
	S2

	SP-060584
	23.234
	0156
	3
	7.2.0
	Rel-7
	Inclusion of QoS Support for WLAN 3GPP IP Access
	approved
	B
	7.3.0
	WLAN-QOS
	S2

	SP-060570
	23.234
	0157
	1
	6.9.0
	Rel-6
	Correction on functions of Wd
	approved
	F
	6.10.0
	WLAN
	S2

	SP-060570
	23.234
	0158
	1
	7.2.0
	Rel-7
	Correction on functions of Wd
	approved
	A
	7.3.0
	WLAN
	S2

	SP-060579
	23.234
	0159
	1
	7.2.0
	Rel-7
	Addition of details of IMS emergency call functionality to the I-WLAN procedures
	revised
	C
	
	EMC1
	S2

	SP-060656
	23.234
	0159
	2
	7.2.0
	Rel-7
	Addition of details of IMS emergency call functionality to the I-WLAN procedures
	approved
	C
	7.3.0
	EMC1
	S2

	SP-060579
	23.234
	0160
	1
	7.2.0
	Rel-7
	Addition of requirements text to support of IMS Emergency Call functionality
	approved
	C
	7.3.0
	EMC1
	S2

	SP-060570
	23.234
	0161
	1
	6.9.0
	Rel-6
	Annex D Short Message Service
	approved
	F
	6.10.0
	WLAN
	S2

	SP-060573
	23.246
	0173
	4
	6.10.0
	Rel-7
	Allowing update of an MBMS service area
	revised
	C
	
	MBMSE
	S2

	SP-060650
	23.246
	0173
	5
	6.10.0
	Rel-7
	Allowing update of an MBMS service area
	approved
	C
	7.0.0
	MBMSE
	S2

	SP-060573
	23.246
	0175
	4
	6.10.0
	Rel-7
	MBMS Roaming Support
	approved
	B
	7.0.0
	MBMSE
	S2

	SP-060572
	23.271
	0329
	1
	7.5.0
	Rel-7
	Addition of LCS Capability set for Release 7
	approved
	C
	7.6.0
	LCS3
	S2

	SP-060575
	23.279
	0021
	2
	7.3.0
	Rel-7
	Combinational services scenarios and Handling termination of real-time sessions and calls
	revised
	B
	
	CSItermS
	S2

	SP-060591
	23.279
	0021
	3
	7.3.0
	Rel-7
	Combinational services scenarios and Handling termination of real-time sessions and calls
	approved
	B
	7.4.0
	CSItermS
	S2

	CP-060459
	24.008
	1082
	1
	6.13.0
	Rel-6
	Postponed RAU if T3312 expires while PS domain is barred
	approved
	F
	6.14.0
	ACBOP
	C1

	CP-060459
	24.008
	1083
	1
	7.4.0
	Rel-7
	Postponed RAU if T3312 expires while PS domain is barred
	approved
	A
	7.5.0
	ACBOP
	C1

	CP-060459
	24.008
	1084
	1
	6.13.0
	Rel-6
	Procedure at UE after unbarred for both domains on DSAC in NMO I
	approved
	F
	6.14.0
	ACBOP
	C1

	CP-060459
	24.008
	1085
	1
	7.4.0
	Rel-7
	Procedure at UE after unbarred for both domains on DSAC in NMO I
	approved
	A
	7.5.0
	ACBOP
	C1

	CP-060459
	24.008
	1088
	2
	6.13.0
	Rel-6
	Clarification on the handling of T3311 and T3302 timers during DSAC
	approved
	F
	6.14.0
	ACBOP
	C1

	CP-060459
	24.008
	1089
	2
	7.4.0
	Rel-7
	Clarification on the handling of T3311 and T3302 timers during DSAC
	approved
	A
	7.5.0
	ACBOP
	C1

	CP-060455
	24.008
	1096
	1
	6.13.0
	Rel-6
	Enhanced NSAPI for MBMS Broadcast Mode
	approved
	F
	6.14.0
	MBMS
	C1

	CP-060455
	24.008
	1098
	1
	7.4.0
	Rel-7
	Enhanced NSAPI for MBMS Broadcast Mode
	approved
	A
	7.5.0
	MBMS
	C1

	CP-060506
	24.008
	1099
	1
	7.4.0
	Rel-7
	Implementation option to improve the performance of MM/GMM signaling  procedures
	APPROVED
	C
	7.5.0
	TEI7
	C1

	CP-060469
	24.008
	1099
	1
	7.4.0
	Rel-7
	Implementation option to improve the performance of MM/GMM signaling  procedures
	revised
	C
	
	TEI7
	C1

	CP-060454
	24.008
	1102
	2
	6.13.0
	Rel-6
	Mitigating the risk of DoS attacks that utilises non-integrity protected NAS messages
	approved
	F
	6.14.0
	SEC1
	C1

	CP-060454
	24.008
	1103
	2
	7.4.0
	Rel-7
	Mitigating the risk of DoS attacks that utilises non-integrity protected NAS messages
	approved
	A
	7.5.0
	SEC1
	C1

	CP-060462
	24.008
	1104
	3
	7.4.0
	Rel-7
	Coding of the User-User Information Element for IMS status
	revised
	B
	
	CSICS
	C1

	CP-060473
	24.008
	1104
	4
	7.4.0
	Rel-7
	Coding of the User-User Information Element for IMS status
	APPROVED
	B
	7.5.0
	CSICS
	C1

	CP-060412
	24.080
	0048
	-
	7.1.0
	Rel-7
	Removal of ASN.1 Expanded Source
	revised
	F
	
	TEI7
	C4

	CP-060522
	24.080
	0048
	1
	7.1.0
	Rel-7
	Removal of ASN.1 Expanded Source
	approved
	F
	7.2.0
	TEI7
	C4

	CP-060454
	24.109
	0029
	1
	6.6.0
	Rel-6
	Corrections of BSF examples
	approved
	F
	6.7.0
	SEC1-SC
	C1

	CP-060454
	24.109
	0030
	1
	7.3.0
	Rel-7
	Corrections of BSF examples
	approved
	A
	7.4.0
	SEC1-SC
	C1

	CP-060454
	24.109
	0031
	1
	6.6.0
	Rel-6
	Realm parameter on Ub interface
	approved
	F
	6.7.0
	SEC1-SC
	C1

	CP-060454
	24.109
	0032
	1
	7.3.0
	Rel-7
	Realm parameter on Ub interface
	approved
	A
	7.4.0
	SEC1-SC
	C1

	CP-060456
	24.141
	0062
	1
	6.6.0
	Rel-6
	Removal of Editor's notes in 24.141
	approved
	F
	6.7.0
	PRESNC
	C1

	CP-060456
	24.141
	0063
	1
	7.1.0
	Rel-7
	Removal of Editor's notes in 24.141
	approved
	A
	7.2.0
	PRESNC
	C1

	CP-060467
	24.147
	0037
	2
	7.1.0
	Rel-7
	Ad-hoc conferencing with multiple users
	approved
	B
	7.2.0
	IMSconf
	C1

	CP-060453
	24.147
	0038
	1
	6.4.0
	Rel-6
	Removal of Editor's notes in 24.147
	revised
	F
	
	IMS2
	C1

	CP-060504
	24.147
	0038
	1
	6.4.0
	Rel-6
	Removal of Editor's notes in 24.147
	APPROVED
	F
	6.5.0
	IMS2
	C1

	CP-060453
	24.147
	0039
	1
	7.1.0
	Rel-7
	Removal of Editor's notes in 24.147
	revised
	A
	
	IMS2
	C1

	CP-060504
	24.147
	0039
	1
	7.1.0
	Rel-7
	Removal of Editor's notes in 24.147
	APPROVED
	A
	7.2.0
	IMS2
	C1

	CP-060504
	24.167
	0014
	2
	6.4.0
	Rel-6
	Correction of the reference to OMA DM for the 3GPP IMS MO
	APPROVED
	F
	6.5.0
	IMS2
	C1

	CP-060453
	24.167
	0014
	2
	6.4.0
	Rel-6
	Correction of the reference to OMA DM for the 3GPP IMS MO
	revised
	F
	
	IMS2
	C1

	CP-060468
	24.167
	0017
	2
	6.4.0
	Rel-7
	Support for DM 1.2 and higher  in IMS MO
	approved
	C
	7.0.0
	IMSProtoc
	C1

	CP-060452
	24.228
	0140
	-
	5.14.0
	Rel-5
	Removal of Editor's notes in 24.228
	approved
	F
	5.15.0
	IMS-CCR
	C1

	CP-060453
	24.229
	1256
	4
	6.11.0
	Rel-6
	SDP usage at MGCF
	revised
	F
	
	IMS2
	C1

	CP-060504
	24.229
	1256
	4
	6.11.0
	Rel-6
	SDP usage at MGCF
	APPROVED
	F
	6.12.0
	IMS2
	C1

	CP-060453
	24.229
	1257
	4
	7.4.0
	Rel-7
	SDP usage at MGCF
	revised
	A
	
	IMS2
	C1

	CP-060504
	24.229
	1257
	4
	7.4.0
	Rel-7
	SDP usage at MGCF
	APPROVED
	A
	7.5.0
	IMS2
	C1

	CP-060463
	24.229
	1351
	3
	7.4.0
	Rel-7
	Treatment of emergency requests other than INVITE requests at the P-CSCF
	approved
	C
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1352
	3
	7.4.0
	Rel-7
	Treatment of emergency requests other than INVITE requests at the E-CSCF
	approved
	C
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1369
	1
	7.4.0
	Rel-7
	UE emergency deregistration
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1370
	1
	7.4.0
	Rel-7
	Emergency subscription
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1371
	1
	7.4.0
	Rel-7
	P-CSCF emergency subscription
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1373
	2
	7.4.0
	Rel-7
	S-CSCF emergency registration
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1374
	2
	7.4.0
	Rel-7
	Handling of Emergency registration in S-CSCF
	approved
	C
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1375
	2
	7.4.0
	Rel-7
	Handling of emergency registration at the UE
	approved
	C
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1379
	4
	7.4.0
	Rel-7
	Location handling E-CSCF
	approved
	C
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1380
	1
	7.4.0
	Rel-7
	Clarification of Emergency Session Setup without prior IMS Registration
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1381
	1
	7.4.0
	Rel-7
	Clarifications to subclause 5.1.6.1
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1383
	1
	7.4.0
	Rel-7
	Non-INVITE requests
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1384
	2
	7.4.0
	Rel-7
	IP-CAN for emergency calls
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060466
	24.229
	1385
	4
	7.4.0
	Rel-7
	Introduction of GRUU in 24.229
	approved
	B
	7.5.0
	GRUU
	C1

	CP-060466
	24.229
	1386
	5
	7.4.0
	Rel-7
	S-SCSF procedures to support GRUU
	approved
	B
	7.5.0
	GRUU
	C1

	CP-060463
	24.229
	1390
	1
	7.4.0
	Rel-7
	Adoption of terminology from draft-ietf-ecrit-requirements
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1391
	3
	7.4.0
	Rel-7
	Minor corrections to EMC1 text from previous CRs
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060452
	24.229
	1403
	1
	5.17.0
	Rel-5
	Removal of Editor's notes in 24.229, rel-5
	approved
	F
	5.18.0
	IMS-CCR
	C1

	CP-060453
	24.229
	1404
	1
	6.11.0
	Rel-6
	Removal of Editor's notes in 24.229, rel-6
	revised
	F
	
	IMS2
	C1

	CP-060504
	24.229
	1404
	1
	6.11.0
	Rel-6
	Removal of Editor's notes in 24.229, rel-6
	APPROVED
	F
	6.12.0
	IMS2
	C1

	CP-060468
	24.229
	1405
	-
	7.4.0
	Rel-7
	Original dialog identifier
	approved
	F
	7.5.0
	IMSProtoc
	C1

	CP-060468
	24.229
	1406
	-
	7.4.0
	Rel-7
	No-fork
	approved
	F
	7.5.0
	IMSProtoc
	C1

	CP-060468
	24.229
	1409
	-
	7.4.0
	Rel-7
	Connection addres - zero
	approved
	F
	7.5.0
	IMSProtoc
	C1

	CP-060465
	24.229
	1413
	1
	7.4.0
	Rel-7
	Miscellaneous Corrections in Annex F
	approved
	F
	7.5.0
	FBI
	C1

	CP-060463
	24.229
	1414
	2
	7.4.0
	Rel-7
	Handling of loacation information at E-CSCF
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060468
	24.229
	1415
	-
	7.4.0
	Rel-7
	"Reference for populating the ""Anonymous"" From header"
	approved
	F
	7.5.0
	IMSProtoc
	C1

	CP-060504
	24.229
	1416
	1
	6.11.0
	Rel-6
	Type 3 orig-ioi in I-CSCF
	APPROVED
	F
	6.12.0
	IMS2
	C1

	CP-060453
	24.229
	1416
	1
	6.11.0
	Rel-6
	Type 3 orig-ioi in I-CSCF
	revised
	F
	
	IMS2
	C1

	CP-060504
	24.229
	1417
	1
	7.4.0
	Rel-7
	Type 3 orig-ioi in I-CSCF
	APPROVED
	A
	7.5.0
	IMS2
	C1

	CP-060453
	24.229
	1417
	1
	7.4.0
	Rel-7
	Type 3 orig-ioi in I-CSCF
	revised
	A
	
	IMS2
	C1

	CP-060468
	24.229
	1418
	1
	7.4.0
	Rel-7
	Originating requests on behalf of an unregistered user
	revised
	B
	
	IMSProtoc, FBI
	C1

	CP-060520
	24.229
	1418
	2
	7.4.0
	Rel-7
	Originating requests on behalf of an unregistered user
	revised
	B
	
	IMSProtoc, FBI
	C1

	CP-060526
	24.229
	1418
	3
	7.4.0
	Rel-7
	Originating requests on behalf of an unregistered user
	approved
	B
	7.5.0
	IMSProtoc, FBI
	C1

	CP-060465
	24.229
	1420
	1
	7.4.0
	Rel-7
	Transit IMS
	approved
	B
	7.5.0
	FBI
	C1

	CP-060465
	24.229
	1425
	1
	7.4.0
	Rel-7
	P-CSCF procedures for session release when QoS resources are unavailable
	approved
	C
	7.5.0
	FBI-PCBL
	C1

	CP-060465
	24.229
	1427
	1
	7.4.0
	Rel-7
	Make SDP bandwidth modifiers optional for standard RTCP usage
	approved
	C
	7.5.0
	FBI-PCBL
	C1

	CP-060465
	24.229
	1430
	3
	7.4.0
	Rel-7
	Addition of  the cpc parameter to TS24.229
	approved
	B
	7.5.0
	FBI
	C1

	CP-060452
	24.229
	1432
	-
	6.11.0
	Rel-6
	Removal of Editor's notes in 24.229, rel-6
	approved
	A
	6.12.0
	IMS-CCR
	C1

	CP-060468
	24.229
	1439
	1
	7.4.0
	Rel-7
	Usage of P-Associated-URI
	approved
	F
	7.5.0
	IMSProtoc
	C1

	CP-060463
	24.229
	1440
	2
	7.4.0
	Rel-7
	P-Asserted-Identity in P-CSCF handling
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060463
	24.229
	1443
	4
	7.4.0
	Rel-7
	Handling of PSAP address mapping result at E-CSCF
	approved
	F
	7.5.0
	EMC1
	C1

	CP-060468
	24.229
	1450
	-
	7.4.0
	Rel-7
	Clarification of network initiated deregistration to match reginfo format
	approved
	F
	7.5.0
	IMSProtoc
	C1

	CP-060468
	24.229
	1456
	2
	7.4.0
	Rel-7
	Authentication between UA and UA
	approved
	F
	7.5.0
	IMSProtoc
	C1

	CP-060468
	24.229
	1457
	2
	7.4.0
	Rel-7
	Treatment by S-CSCF of profile changes for registered  PUIs     
	approved
	F
	7.5.0
	IMSProtoc
	C1

	CP-060468
	24.229
	1458
	1
	7.4.0
	Rel-7
	Completionof RFC 4320 fixes for 100 Trying responses Non-INVITE Transactions RFC 4320 fixes for 100 Trying responses Non-INVITE Transactions tration
	approved
	F
	7.5.0
	IMSProtoc
	C1

	CP-060452
	24.229
	1459
	1
	5.17.0
	Rel-5
	Correction of Realm Parameter Handling for S-CSCF procedures
	approved
	F
	5.18.0
	IMS-CCR
	C1

	CP-060452
	24.229
	1460
	1
	6.11.0
	Rel-6
	Correction of Realm Parameter Handling for S-CSCF procedures
	approved
	F
	6.12.0
	IMS-CCR
	C1

	CP-060452
	24.229
	1461
	1
	7.4.0
	Rel-7
	Correction of Realm Parameter Handling for S-CSCF procedures
	approved
	F
	7.5.0
	IMS-CCR
	C1

	CP-060504
	24.229
	1462
	1
	6.11.0
	Rel-6
	"Receipt of SIP URI with URI parameter user equals ""phone"" at the I-CSCF"
	APPROVED
	F
	6.12.0
	IMS2
	C1

	CP-060453
	24.229
	1462
	1
	6.11.0
	Rel-6
	"Receipt of SIP URI with URI parameter user equals ""phone"" at the I-CSCF"
	revised
	F
	
	IMS2
	C1

	CP-060468
	24.229
	1463
	-
	7.4.0
	Rel-7
	Correction to S-CSCF procedures for UE-originated requests
	approved
	F
	7.5.0
	IMSProtoc
	C1

	CP-060468
	24.229
	1464
	1
	7.4.0
	Rel-7
	SCTP transport
	approved
	F
	7.5.0
	IMSProtoc
	C1

	CP-060452
	24.229
	1465
	-
	5.17.0
	Rel-5
	SDP reference revision
	approved
	F
	5.18.0
	IMS-CCR
	C1

	CP-060452
	24.229
	1466
	-
	6.11.0
	Rel-6
	SDP reference revision
	approved
	A
	6.12.0
	IMS-CCR
	C1

	CP-060452
	24.229
	1467
	-
	7.4.0
	Rel-7
	SDP reference revision
	approved
	A
	7.5.0
	IMS-CCR
	C1

	CP-060504
	24.229
	1468
	-
	6.11.0
	Rel-6
	SDP corrections
	APPROVED
	F
	6.12.0
	IMS2
	C1

	CP-060453
	24.229
	1468
	-
	6.11.0
	Rel-6
	SDP corrections
	revised
	F
	
	IMS2
	C1

	CP-060504
	24.229
	1469
	-
	7.4.0
	Rel-7
	SDP corrections
	APPROVED
	A
	7.5.0
	IMS2
	C1

	CP-060453
	24.229
	1469
	-
	7.4.0
	Rel-7
	SDP corrections
	revised
	A
	
	IMS2
	C1

	CP-060504
	24.229
	1470
	-
	6.11.0
	Rel-6
	SDP completion
	APPROVED
	F
	6.12.0
	IMS2
	C1

	CP-060453
	24.229
	1470
	-
	6.11.0
	Rel-6
	SDP completion
	revised
	F
	
	IMS2
	C1

	CP-060504
	24.229
	1471
	-
	7.4.0
	Rel-7
	SDP completion
	APPROVED
	A
	7.5.0
	IMS2
	C1

	CP-060453
	24.229
	1471
	-
	7.4.0
	Rel-7
	SDP completion
	revised
	A
	
	IMS2
	C1

	CP-060452
	24.229
	1473
	2
	5.17.0
	Rel-5
	"""Response"" value in unprotected Register requests"
	approved
	F
	5.18.0
	IMS-CCR
	C1

	CP-060452
	24.229
	1474
	2
	6.11.0
	Rel-6
	"""Response"" value in unprotected Register requests"
	approved
	A
	6.12.0
	IMS-CCR
	C1

	CP-060452
	24.229
	1475
	2
	7.4.0
	Rel-7
	"""Response"" value in unprotected Register requests"
	approved
	A
	7.5.0
	IMS-CCR
	C1

	CP-060452
	24.229
	1476
	1
	5.17.0
	Rel-5
	Enabling Rel-5 UE to set up sendonly sessions
	approved
	F
	5.18.0
	IMS-CCR
	C1

	CP-060453
	24.229
	1477
	1
	6.11.0
	Rel-6
	Updates to Profile Tables  UE Major Capabilities
	revised
	F
	
	IMS2
	C1

	CP-060504
	24.229
	1477
	1
	6.11.0
	Rel-6
	Updates to Profile Tables  UE Major Capabilities
	APPROVED
	F
	6.12.0
	IMS2
	C1

	CP-060504
	24.229
	1478
	1
	7.4.0
	Rel-7
	Updates to Profile Tables  UE Major Capabilities
	APPROVED
	A
	7.5.0
	IMS2
	C1

	CP-060453
	24.229
	1478
	1
	7.4.0
	Rel-7
	Updates to Profile Tables  UE Major Capabilities
	revised
	A
	
	IMS2
	C1

	CP-060504
	24.229
	1481
	-
	7.4.0
	Rel-7
	Removal of Editor's notes in 24.229, rel-6
	APPROVED
	A
	7.5.0
	IMS2
	C1

	CP-060453
	24.229
	1481
	-
	7.4.0
	Rel-7
	Removal of Editor's notes in 24.229, rel-6
	revised
	A
	
	IMS2
	C1

	CP-060453
	24.229
	1482
	-
	6.11.0
	Rel-6
	Final codec selection
	revised
	F
	
	IMS2
	C1

	CP-060504
	24.229
	1482
	-
	6.11.0
	Rel-6
	Final codec selection
	APPROVED
	F
	6.12.0
	IMS2
	C1

	CP-060504
	24.229
	1483
	-
	7.4.0
	Rel-7
	Final codec selection
	APPROVED
	A
	7.5.0
	IMS2
	C1

	CP-060453
	24.229
	1483
	-
	7.4.0
	Rel-7
	Final codec selection
	revised
	A
	
	IMS2
	C1

	CP-060458
	24.234
	0036
	-
	6.6.0
	Rel-6
	Removal of Editor's notes in 24.234
	approved
	F
	6.7.0
	WLAN
	C1

	CP-060458
	24.234
	0037
	-
	7.2.0
	Rel-7
	Removal of Editor's notes in 24.234
	approved
	A
	7.3.0
	WLAN
	C1

	CP-060504
	24.247
	0022
	-
	6.5.0
	Rel-6
	Removal of Editor's notes in 24.247
	APPROVED
	F
	6.6.0
	IMS2
	C1

	CP-060453
	24.247
	0022
	-
	6.5.0
	Rel-6
	Removal of Editor's notes in 24.247
	revised
	F
	
	IMS2
	C1

	CP-060461
	24.279
	0012
	-
	7.1.0
	Rel-7
	Correction of chapter 4
	approved
	F
	7.2.0
	CSICS
	C1

	CP-060461
	24.279
	0013
	3
	7.1.0
	Rel-7
	Correction of criteria for initiating capability exchange
	approved
	F
	7.2.0
	CSICS
	C1

	CP-060461
	24.279
	0015
	1
	7.1.0
	Rel-7
	OPTIONS request inside a session
	approved
	F
	7.2.0
	CSICS
	C1

	CP-060461
	24.279
	0016
	-
	7.1.0
	Rel-7
	Usage of UCV and PMI
	approved
	F
	7.2.0
	CSICS
	C1

	CP-060461
	24.279
	0017
	-
	7.1.0
	Rel-7
	tel URI usage during session setup
	approved
	F
	7.2.0
	CSICS
	C1

	CP-060462
	24.279
	0019
	1
	7.1.0
	Rel-7
	Provision and exchange of IMS status
	revised
	B
	
	CSICS
	C1

	CP-060472
	24.279
	0019
	2
	7.1.0
	Rel-7
	Provision and exchange of IMS status
	APPROVED
	B
	7.2.0
	CSICS
	C1

	CP-060461
	24.279
	0020
	1
	7.1.0
	Rel-7
	Merging of the Call procedures for both IMS-first and CS-first with UE capability version
	approved
	D
	7.2.0
	CSICS
	C1

	RP-060523
	25.101
	0522
	1
	6.12.0
	Rel-6
	Peak code domain error for E-DCH
	approved
	F
	6.13.0
	TEI6
	R4

	RP-060523
	25.101
	0523
	1
	7.4.0
	Rel-7
	Peak code domain error for E-DCH
	approved
	A
	7.5.0
	TEI6
	R4

	RP-060530
	25.101
	0524
	-
	7.4.0
	Rel-7
	Correction to 6.6.3 and 7.6.2
	approved
	F
	7.5.0
	TEI7
	R4

	RP-060522
	25.102
	0178
	-
	5.8.0
	Rel-5
	HS-SCCH performance requirement for 3.84 Mcps TDD option
	approved
	F
	
	TEI5
	R4

	RP-060522
	25.102
	0179
	-
	6.4.0
	Rel-6
	HS-SCCH performance requirement for 3.84 Mcps TDD option
	approved
	A
	6.5.0
	TEI5
	R4

	RP-060522
	25.102
	0180
	-
	7.3.0
	Rel-7
	HS-SCCH performance requirement for 3.84 Mcps TDD option and 7.68 Mcps TDD option
	approved
	F
	7.4.0
	TEI7
	R4

	RP-060516
	25.102
	0181
	1
	3.12.0
	R99
	Out of band blocking for 3.84 Mcps TDD UE operating in 2010-2025 MHz of band (a) in Japan.
	approved
	F
	3.13.0
	TEI
	R4

	RP-060516
	25.102
	0182
	1
	4.7.0
	Rel-4
	Out of band blocking for 3.84 Mcps TDD UE operating in 2010-2025 MHz of band (a) in Japan.
	approved
	A
	4.8.0
	TEI
	R4

	RP-060516
	25.102
	0183
	1
	5.8.0
	Rel-5
	Out of band blocking for 3.84 Mcps TDD UE operating in 2010-2025 MHz of band (a) in Japan.
	approved
	A
	5.9.0
	TEI
	R4

	RP-060516
	25.102
	0184
	1
	6.4.0
	Rel-6
	Out of band blocking for 3.84 Mcps TDD UE operating in 2010-2025 MHz of band (a) in Japan.
	approved
	A
	6.5.0
	TEI
	R4

	RP-060516
	25.102
	0185
	1
	7.3.0
	Rel-7
	Out of band blocking for 3.84 Mcps and 7.68 Mcps TDD UE operating in 2010-2025 MHz of band (a) in Japan.
	approved
	F
	7.4.0
	TEI7
	R4

	RP-060517
	25.102
	0186
	-
	3.12.0
	R99
	Clarification of Tx spurious emission level from 3.84 Mcps TDD UE into PHS band.
	approved
	F
	3.13.0
	TEI
	R4

	RP-060517
	25.102
	0187
	-
	4.7.0
	Rel-4
	Clarification of Tx spurious emission level from 3.84 Mcps TDD UE into PHS band.
	approved
	A
	4.8.0
	TEI
	R4

	RP-060517
	25.102
	0188
	-
	5.8.0
	Rel-5
	Clarification of Tx spurious emission level from 3.84 Mcps TDD UE into PHS band.
	approved
	A
	5.9.0
	TEI
	R4

	RP-060517
	25.102
	0189
	-
	6.4.0
	Rel-6
	Clarification of Tx spurious emission level from 3.84 Mcps TDD UE into PHS band.
	approved
	A
	6.5.0
	TEI
	R4

	RP-060517
	25.102
	0190
	-
	7.3.0
	Rel-7
	Clarification of Tx spurious emission level from 3.84 Mcps and 7.68 MCps TDD UE into PHS band
	approved
	F
	7.4.0
	TEI7
	R4

	RP-060529
	25.102
	0191
	-
	6.4.0
	Rel-6
	Editorial corrections to 3.84 Mcps TDD UE performances on MBMS.
	approved
	F
	6.5.0
	MBMS-RAN-RF-TDD
	R4

	RP-060529
	25.102
	0192
	-
	7.3.0
	Rel-7
	Editorial corrections to 3.84 Mcps TDD UE performances on MBMS.
	approved
	A
	7.4.0
	MBMS-RAN-RF-TDD
	R4

	RP-060528
	25.102
	0193
	-
	7.3.0
	Rel-7
	Performance requirements for 3.84 Mcps E-DCH associated downlink signalling channels: E-AGCH and E-HICH
	approved
	B
	7.4.0
	EDCHTDD-RF
	R4

	RP-060526
	25.102
	0194
	-
	7.3.0
	Rel-7
	7.68 Mcps Operations in 2.6 GHz band
	approved
	B
	7.4.0
	RInImp-UMTS26VHCRTDD
	R4

	RP-060530
	25.102
	0195
	-
	7.3.0
	Rel-7
	Clarification of 7.68 Mcps TDD UE ACLR at +/- 10 MHz offset.
	approved
	F
	7.4.0
	TEI7
	R4

	RP-060530
	25.102
	0196
	-
	7.3.0
	Rel-7
	MBMS UE Performance for 7.68 Mcps TDD Option.
	approved
	B
	7.4.0
	TEI7
	R4

	RP-060517
	25.105
	0183
	-
	3.13.0
	R99
	Clarification of Tx spurious emission level from 3.84 Mcps TDD BS into PHS band
	approved
	F
	3.14.0
	TEI
	R4

	RP-060517
	25.105
	0184
	-
	4.8.0
	Rel-4
	Clarification of Tx spurious emission level from 3.84 Mcps TDD BS into PHS band
	approved
	A
	4.9.0
	TEI
	R4

	RP-060517
	25.105
	0185
	-
	5.6.0
	Rel-5
	Clarification of Tx spurious emission level from 3.84 Mcps TDD BS into PHS band
	approved
	A
	5.7.0
	TEI
	R4

	RP-060517
	25.105
	0186
	-
	6.2.0
	Rel-6
	Clarification of Tx spurious emission level from 3.84 Mcps TDD BS into PHS band
	approved
	A
	6.3.0
	TEI
	R4

	RP-060517
	25.105
	0187
	-
	7.2.0
	Rel-7
	Clarification of Tx spurious emission level from 3.84 Mcps and 7.68 Mcps TDD BS into PHS band
	approved
	F
	7.3.0
	TEI7
	R4

	RP-060528
	25.105
	0188
	-
	7.2.0
	Rel-7
	Performance requirements for 3.84 Mcps E-DCH channel.
	approved
	B
	7.3.0
	EDCHTDD-RF
	R4

	RP-060526
	25.105
	0189
	1
	7.2.0
	Rel-7
	7.68 Mcps Operations in 2.6 GHz band
	approved
	B
	7.3.0
	RInImp-UMTS26VHCRTDD
	R4

	RP-060518
	25.105
	0190
	1
	3.13.0
	R99
	Clarification on the deployment of UTRA TDD in Japan
	approved
	F
	3.14.0
	TEI
	R4

	RP-060518
	25.105
	0191
	1
	4.8.0
	Rel-4
	Clarification on the deployment of UTRA TDD in Japan
	approved
	A
	4.9.0
	TEI
	R4

	RP-060518
	25.105
	0192
	1
	5.6.0
	Rel-5
	Clarification on the deployment of UTRA TDD in Japan
	approved
	A
	5.7.0
	TEI
	R4

	RP-060518
	25.105
	0193
	1
	6.2.0
	Rel-6
	Clarification on the deployment of UTRA TDD in Japan
	approved
	A
	6.3.0
	TEI
	R4

	RP-060518
	25.105
	0194
	1
	7.2.0
	Rel-7
	Clarification on the deployment of UTRA TDD in Japan
	approved
	A
	7.3.0
	TEI
	R4

	RP-060519
	25.105
	0195
	1
	6.2.0
	Rel-6
	Tx and Rx Spurious Emission from 3.84 Mcps TDD BS into FDD bands in Japan
	approved
	F
	6.3.0
	TEI6
	R4

	RP-060519
	25.105
	0196
	1
	7.2.0
	Rel-7
	Tx and Rx Spurious Emission from 3.84 Mcps and 7.68 Mcps TDD BS into FDD bands in Japan
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060520
	25.106
	0044
	1
	5.10.0
	Rel-5
	Clean up of Spurious emissions
	approved
	F
	5.11.0
	TEI5
	R4

	RP-060520
	25.106
	0045
	1
	6.4.0
	Rel-6
	Clean up of Spurious emissions
	approved
	A
	6.5.0
	TEI5
	R4

	RP-060520
	25.106
	0046
	1
	7.0.0
	Rel-7
	Clean up of Spurious emissions
	approved
	A
	7.1.0
	TEI5
	R4

	RP-060521
	25.106
	0047
	1
	5.10.0
	Rel-5
	New UTRA Repeater up-link spurious emissions limits for co-existence/co-location with TDD
	approved
	F
	5.11.0
	TEI5
	R4

	RP-060521
	25.106
	0048
	1
	6.4.0
	Rel-6
	New UTRA Repeater up-link spurious emissions limits for co-existence/co-location with TDD
	approved
	A
	6.5.0
	TEI5
	R4

	RP-060521
	25.106
	0049
	1
	7.0.0
	Rel-7
	New UTRA Repeater up-link spurious emissions limits for co-existence/co-location with TDD
	approved
	A
	7.1.0
	TEI5
	R4

	RP-060526
	25.113
	0036
	-
	7.3.0
	Rel-7
	7.68 Mcps  Exclusion bands
	approved
	B
	7.4.0
	RInImp-UMTS26VHCRTDD
	R4

	RP-060523
	25.123
	0373
	1
	6.7.0
	Rel-6
	Correction of GSM measurement test case for 1.28Mcps TDD
	approved
	F
	6.8.0
	TEI6
	R4

	RP-060523
	25.123
	0374
	1
	7.1.0
	Rel-7
	Correction of GSM measurement test case for 1.28Mcps TDD
	approved
	A
	7.2.0
	TEI6
	R4

	RP-060523
	25.123
	0375
	-
	6.7.0
	Rel-6
	Removal of square brackets from requirement for Event Triggering and Reporting Criteria CELL_FACH state
	approved
	F
	6.8.0
	TEI6
	R4

	RP-060523
	25.123
	0376
	-
	7.1.0
	Rel-7
	Removal of square brackets from requirement for Event Triggering and Reporting Criteria CELL_FACH state
	approved
	A
	7.2.0
	TEI6
	R4

	RP-060495
	25.133
	0879
	3
	7.4.0
	Rel-7
	Introduction of a Node B measurement for EDCH RRM
	approved
	C
	7.5.0
	EDCH-RF
	R4

	RP-060524
	25.133
	0883
	2
	6.14.0
	Rel-6
	E-TFC restriction test case with 2mS E-DCH TTI and corrections to existing 10mS TTI testcase
	approved
	F
	6.15.0
	EDCH-RF
	R4

	RP-060524
	25.133
	0884
	2
	7.4.0
	Rel-7
	E-TFC restriction test case with 2mS E-DCH TTI and corrections to existing 10mS TTI testcase
	approved
	A
	7.5.0
	EDCH-RF
	R4

	RP-060523
	25.133
	0886
	1
	6.14.0
	Rel-6
	UE Power Headroom Test Case
	approved
	F
	6.15.0
	TEI6
	R4

	RP-060523
	25.133
	0887
	1
	7.4.0
	Rel-7
	UE Power Headroom Test Case
	approved
	A
	7.5.0
	TEI6
	R4

	RP-060527
	25.133
	0888
	1
	7.4.0
	Rel-7
	Introduction of extended WCDMA cell range
	approved
	C
	7.5.0
	RANimp-ExtCell
	R4

	RP-060523
	25.133
	0889
	-
	6.14.0
	Rel-6
	Correction of the definition of PMaxj in E-TFC selection
	approved
	F
	6.15.0
	TEI6
	R4

	RP-060523
	25.133
	0890
	-
	7.4.0
	Rel-7
	Correction of the definition of PMaxj in E-TFC selection
	approved
	A
	7.5.0
	TEI6
	R4

	RP-060523
	25.133
	0893
	-
	6.14.0
	Rel-6
	Modification of MBMS RRM test cases to use SDU error rate rather than BLER
	approved
	F
	6.15.0
	TEI6
	R4

	RP-060523
	25.133
	0894
	-
	7.4.0
	Rel-7
	Modification of MBMS RRM test cases to use SDU error rate rather than BLER
	approved
	A
	7.5.0
	TEI6
	R4

	RP-060524
	25.133
	0895
	-
	6.14.0
	Rel-6
	Removal of brackets from E-TFC MPR values
	approved
	F
	6.15.0
	EDCH-RF
	R4

	RP-060524
	25.133
	0896
	-
	7.4.0
	Rel-7
	Removal of brackets from E-TFC MPR values
	approved
	A
	7.5.0
	EDCH-RF
	R4

	RP-060523
	25.133
	0897
	-
	6.14.0
	Rel-6
	Correction of first significant path to first detected path (in time)
	approved
	F
	6.15.0
	TEI6
	R4

	RP-060523
	25.133
	0898
	-
	7.4.0
	Rel-7
	Correction of first significant path to first detected path (in time)
	approved
	A
	7.5.0
	TEI6
	R4

	RP-060524
	25.141
	0439
	-
	6.14.0
	Rel-6
	Clarification of EUL test setup
	approved
	F
	6.15.0
	EDCH-RF
	R4

	RP-060524
	25.141
	0440
	-
	7.4.0
	Rel-7
	Clarification of EUL test setup
	approved
	A
	7.5.0
	EDCH-RF
	R4

	RP-060517
	25.142
	0201
	-
	3.13.0
	R99
	Clarification of Tx spurious emission level from 3.84 Mcps TDD BS into PHS band
	approved
	F
	3.14.0
	TEI
	R4

	RP-060517
	25.142
	0202
	-
	4.10.0
	Rel-4
	Clarification of Tx spurious emission level from 3.84 Mcps TDD BS into PHS band
	approved
	A
	4.11.0
	TEI
	R4

	RP-060517
	25.142
	0203
	-
	5.8.0
	Rel-5
	Clarification of Tx spurious emission level from 3.84 Mcps TDD BS into PHS band
	approved
	A
	5.9.0
	TEI
	R4

	RP-060517
	25.142
	0204
	-
	6.4.0
	Rel-6
	Clarification of Tx spurious emission level from 3.84 Mcps TDD BS into PHS band
	approved
	A
	6.5.0
	TEI
	R4

	RP-060517
	25.142
	0205
	-
	7.2.0
	Rel-7
	Clarification of Tx spurious emission level from 3.84 Mcps and 7.68 Mcps TDD BS into PHS band
	approved
	F
	7.3.0
	TEI7
	R4

	RP-060528
	25.142
	0206
	-
	7.2.0
	Rel-7
	Performance requirements for 3.84 Mcps E-DCH channel.
	approved
	B
	7.3.0
	EDCHTDD-RF
	R4

	RP-060526
	25.142
	0207
	2
	7.2.0
	Rel-7
	7.68 Mcps Operations in 2.6 GHz band
	approved
	B
	7.3.0
	RInImp-UMTS26VHCRTDD
	R4

	RP-060518
	25.142
	0208
	1
	3.13.0
	R99
	Clarification on the deployment of UTRA TDD in Japan
	approved
	F
	3.14.0
	TEI
	R4

	RP-060518
	25.142
	0209
	1
	4.10.0
	Rel-4
	Clarification on the deployment of UTRA TDD in Japan
	approved
	A
	4.11.0
	TEI
	R4

	RP-060518
	25.142
	0210
	1
	5.8.0
	Rel-5
	Clarification on the deployment of UTRA TDD in Japan
	approved
	A
	5.9.0
	TEI
	R4

	RP-060518
	25.142
	0211
	1
	6.4.0
	Rel-6
	Clarification on the deployment of UTRA TDD in Japan
	approved
	A
	6.5.0
	TEI
	R4

	RP-060518
	25.142
	0212
	1
	7.2.0
	Rel-7
	Clarification on the deployment of UTRA TDD in Japan
	approved
	A
	7.3.0
	TEI
	R4

	RP-060519
	25.142
	0213
	1
	6.4.0
	Rel-6
	Tx and Rx Spurious Emission from 3.84 Mcps TDD BS into FDD bands in Japan
	approved
	F
	6.5.0
	TEI6
	R4

	RP-060519
	25.142
	0214
	1
	7.2.0
	Rel-7
	Tx and Rx Spurious Emission from 3.84 Mcps and 7.68 Mcps TDD BS into FDD bands in Japan
	approved
	A
	7.3.0
	TEI6
	R4

	RP-060520
	25.143
	0055
	1
	5.10.0
	Rel-5
	Clean up of Spurious emissions
	approved
	F
	5.11.0
	TEI5
	R4

	RP-060520
	25.143
	0056
	1
	6.4.0
	Rel-6
	Clean up of Spurious emissions
	approved
	A
	6.5.0
	TEI5
	R4

	RP-060520
	25.143
	0057
	1
	7.0.0
	Rel-7
	Clean up of Spurious emissions
	approved
	A
	7.1.0
	TEI5
	R4

	RP-060521
	25.143
	0058
	1
	5.10.0
	Rel-5
	New UTRA Repeater up-link spurious emissions limits for co-existence/co-location with TDD
	approved
	F
	5.11.0
	TEI5
	R4

	RP-060521
	25.143
	0059
	1
	6.4.0
	Rel-6
	New UTRA Repeater up-link spurious emissions limits for co-existence/co-location with TDD
	approved
	A
	6.5.0
	TEI5
	R4

	RP-060521
	25.143
	0060
	1
	7.0.0
	Rel-7
	New UTRA Repeater up-link spurious emissions limits for co-existence/co-location with TDD
	approved
	A
	7.1.0
	TEI5
	R4

	RP-060494
	25.201
	0024
	2
	7.0.0
	Rel-7
	Introduction of E-DCH for 3.84Mcps TDD
	withdrawn
	B
	
	EDCHTDD-Phys
	R1

	RP-060492
	25.201
	0025
	-
	7.0.0
	Rel-7
	Introduction of E-DCH for 3.84Mcps and 7.68Mcps TDD
	approved
	B
	7.1.0
	EDCHTDD-Phys, RANimp-VHCRTDD-EDCH
	R1

	RP-060493
	25.202
	0001
	-
	7.0.0
	Rel-7
	Introduction of E-DCH for 7.68Mcps TDD
	approved
	B
	7.1.0
	RANimp-VHCRTDD-EDCH
	R1

	RP-060490
	25.212
	0239
	-
	6.8.0
	Rel-6
	Correction to the E-DCH HARQ rate matching for compressed mode
	approved
	F
	6.9.0
	EDCH-Phys
	R1

	RP-060490
	25.212
	0240
	-
	7.1.0
	Rel-7
	Correction to the E-DCH HARQ rate matching for compressed mode
	approved
	A
	7.2.0
	EDCH-Phys
	R1

	RP-060490
	25.214
	0422
	1
	6.9.0
	Rel-6
	Clarification of E-DPDCH gain factor quantization
	approved
	F
	6.10.0
	EDCH-Phys
	R1

	RP-060490
	25.214
	0423
	1
	7.1.0
	Rel-7
	Clarification of E-DPDCH gain factor quantization
	approved
	A
	7.2.0
	EDCH-Phys
	R1

	RP-060495
	25.215
	0170
	3
	7.0.0
	Rel-7
	Introduction of a Node B measurement for E-DCH RRM
	approved
	C
	7.1.0
	EDCH-Phys
	R1

	RP-060494
	25.221
	0137
	2
	7.0.0
	Rel-7
	Introduction of E-DCH for 3.84Mcps TDD
	withdrawn
	B
	
	EDCHTDD-Phys
	R1

	RP-060492
	25.221
	0138
	-
	7.0.0
	Rel-7
	Introduction of E-DCH for 3.84Mcps and 7.68Mcps TDD
	approved
	B
	7.1.0
	EDCHTDD-Phys, RANimp-VHCRTDD-EDCH
	R1

	RP-060494
	25.222
	0128
	-
	7.0.0
	Rel-7
	Introduction of E-DCH for 3.84Mcps TDD
	withdrawn
	B
	
	EDCHTDD-Phys
	R1

	RP-060492
	25.222
	0129
	-
	7.0.0
	Rel-7
	Introduction of E-DCH for 3.84Mcps and 7.68Mcps TDD
	approved
	B
	7.1.0
	EDCHTDD-Phys, RANimp-VHCRTDD-EDCH
	R1

	RP-060491
	25.222
	0130
	-
	7.0.0
	Rel-7
	Correction to coding of PLCCH for 1.28Mcps TDD
	approved
	B
	7.1.0
	RANimp-RABSE-CodOptLCRTDD
	R1

	RP-060494
	25.223
	0039
	2
	7.1.0
	Rel-7
	Introduction of E-DCH for 3.84Mcps TDD
	withdrawn
	B
	
	EDCHTDD-Phys
	R1

	RP-060492
	25.223
	0041
	-
	7.1.0
	Rel-7
	Introduction of E-DCH for 3.84Mcps and 7.68Mcps TDD
	approved
	B
	7.2.0
	EDCHTDD-Phys, RANimp-VHCRTDD-EDCH
	R1

	RP-060494
	25.224
	0151
	2
	7.0.0
	Rel-7
	Introduction of E-DCH for 3.84Mcps TDD
	withdrawn
	B
	
	EDCHTDD-Phys
	R1

	RP-060497
	25.224
	0152
	-
	7.0.0
	Rel-7
	Release 7 Timing Advance (3.84 Mpcs and 7.68 Mcps TDD)
	approved
	B
	7.1.0
	TEI7
	R1

	RP-060492
	25.224
	0153
	-
	7.0.0
	Rel-7
	Introduction of E-DCH for 3.84Mcps and 7.68Mcps TDD
	approved
	B
	7.1.0
	EDCHTDD-Phys, RANimp-VHCRTDD-EDCH
	R1

	RP-060494
	25.225
	0082
	2
	7.1.0
	Rel-7
	Introduction of E-DCH for 3.84Mcps TDD
	withdrawn
	B
	
	EDCHTDD-Phys
	R1

	RP-060492
	25.225
	0083
	-
	7.1.0
	Rel-7
	Introduction of E-DCH for 3.84Mcps and 7.68Mcps TDD
	approved
	B
	7.2.0
	EDCHTDD-Phys, RANimp-VHCRTDD-EDCH
	R1

	RP-060587
	25.302
	0172
	2
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps TDD E-DCH
	rejected
	B
	
	EDCHTDD-L23
	R2

	RP-060495
	25.302
	0173
	2
	7.1.0
	Rel-7
	Introduction of a Node B measurement for E-DCH RRM
	approved
	C
	7.2.0
	EDCH-L23
	R2

	RP-060574
	25.302
	0174
	-
	6.7.0
	Rel-6
	RGCH requirement in physical channel conbinations
	approved
	F
	6.8.0
	EDCH-L23
	R2

	RP-060574
	25.302
	0175
	-
	7.1.0
	Rel-7
	RGCH requirement in physical channel conbinations
	approved
	A
	7.2.0
	EDCH-L23
	R2

	RP-060586
	25.302
	0176
	-
	7.1.0
	Rel-7
	Introduction of 3.84 and 7.68 Mcps TDD E-DCH
	approved
	B
	7.2.0
	EDCHTDD-L23, RANimp-VHCRTDD-EDCH
	R2

	RP-060587
	25.306
	0142
	2
	7.0.0
	Rel-7
	Introduction of 3.84 Mcps TDD E-DCH
	rejected
	B
	
	EDCHTDD-L23
	R2

	RP-060577
	25.306
	0143
	-
	6.8.0
	Rel-6
	Introduction of SIB 11bis
	reissued
	F
	
	TEI6
	R2

	RP-060614
	25.306
	0143
	-
	6.8.0
	Rel-6
	Introduction of SIB 11bis
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060577
	25.306
	0144
	-
	7.0.0
	Rel-7
	Introduction of SIB 11bis
	reissued
	F
	
	TEI7
	R2

	RP-060614
	25.306
	0144
	-
	7.0.0
	Rel-7
	Introduction of SIB 11bis
	approved
	F
	7.1.0
	TEI7
	R2

	RP-060586
	25.306
	0145
	-
	7.0.0
	Rel-7
	Introduction of 3.84 Mcps and 7.68 McpsTDD E-DCH
	approved
	B
	7.1.0
	EDCHTDD-L23, RANimp-VHCRTDD-EDCH
	R2

	RP-060581
	25.307
	0044
	1
	3.6.0
	R99
	Power class for UMTS2600 (VII) internal / 900 (VIII)
	approved
	F
	3.7.0
	RInImp-UMTS900, RInImp-UMTS2600
	R2

	RP-060581
	25.307
	0045
	1
	4.6.0
	Rel-4
	Power class for UMTS2600 (VII) internal / 900 (VIII)
	approved
	F
	4.7.0
	RInImp-UMTS900, RInImp-UMTS2600
	R2

	RP-060581
	25.307
	0046
	-
	5.5.0
	Rel-5
	Power class for UMTS2600 (VII) internal / 900 (VIII)
	approved
	F
	5.6.0
	RInImp-UMTS900, RInImp-UMTS2600
	R2

	RP-060581
	25.307
	0047
	-
	6.3.0
	Rel-6
	Power class for UMTS2600 (VII) internal / 900 (VIII)
	approved
	F
	6.4.0
	RInImp-UMTS900, RInImp-UMTS2600
	R2

	RP-060495
	25.319
	0001
	1
	7.0.0
	Rel-7
	Introduction of a Node B measurement for E-DCH RRM
	approved
	C
	7.1.0
	EDCH-L23
	R2

	RP-060580
	25.319
	0002
	-
	7.0.0
	Rel-7
	Inconsistent terminology in Enhanced Uplink stage 2
	approved
	F
	7.1.0
	EDCH-L23
	R2

	RP-060586
	25.319
	0003
	-
	7.0.0
	Rel-7
	Introduction of 3.84 Mcps and 7.68 Mcps TDD E-DCH
	approved
	B
	7.1.0
	EDCHTDD-L23, RANimp-VHCRTDD-EDCH
	R2

	RP-060587
	25.321
	0279
	2
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps TDD E-DCH
	rejected
	B
	
	EDCHTDD-L23
	R2

	RP-060574
	25.321
	0285
	1
	6.9.0
	Rel-6
	Maximum number of transmissions
	revised
	D
	
	EDCH-L23
	R2

	RP-060625
	25.321
	0285
	2
	6.9.0
	Rel-6
	Maximum number of transmissions
	approved
	F
	6.10.0
	EDCH-L23
	R2

	RP-060574
	25.321
	0286
	1
	7.1.0
	Rel-7
	Maximum number of transmissions
	revised
	D
	
	EDCH-L23
	R2

	RP-060625
	25.321
	0286
	2
	7.1.0
	Rel-7
	Maximum number of transmissions
	approved
	A
	7.2.0
	EDCH-L23
	R2

	RP-060574
	25.321
	0288
	-
	6.9.0
	Rel-6
	HLBS values in Scheduling Information message
	approved
	F
	6.10.0
	EDCH-L23
	R2

	RP-060574
	25.321
	0289
	-
	7.1.0
	Rel-7
	HLBS values in Scheduling Information message
	approved
	A
	7.2.0
	EDCH-L23
	R2

	RP-060580
	25.321
	0290
	1
	7.1.0
	Rel-7
	Note on Serving Grant Update with Zero Grant
	approved
	F
	7.2.0
	EDCH-L23
	R2

	RP-060586
	25.321
	0291
	-
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps and 7.68 Mcps TDD E-DCH
	approved
	B
	7.2.0
	EDCHTDD-L23, RANimp-VHCRTDD-EDCH
	R2

	RP-060578
	25.321
	0292
	1
	6.9.0
	Rel-6
	MAC-hs reset
	approved
	F
	6.10.0
	TEI6
	R2

	RP-060578
	25.321
	0293
	-
	7.1.0
	Rel-7
	MAC-hs reset
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060575
	25.322
	0304
	-
	6.8.0
	Rel-6
	AMD PDU discard
	approved
	F
	6.9.0
	TEI6
	R2

	RP-060575
	25.322
	0305
	-
	7.1.0
	Rel-7
	AMD PDU discard
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060573
	25.323
	0079
	-
	5.7.0
	Rel-5
	Removal of CID indication in PDCP PID
	approved
	F
	5.8.0
	RANimp-RABSE5
	R2

	RP-060573
	25.323
	0080
	-
	6.6.0
	Rel-6
	Removal of CID indication in PDCP PID
	approved
	A
	6.7.0
	RANimp-RABSE5
	R2

	RP-060573
	25.323
	0081
	-
	7.1.0
	Rel-7
	Removal of CID indication in PDCP PID
	approved
	A
	7.2.0
	RANimp-RABSE5
	R2

	RP-060587
	25.331
	2828
	2
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps TDD E-DCH
	rejected
	B
	
	EDCHTDD-L23
	R2

	RP-060573
	25.331
	2846
	-
	5.17.0
	Rel-5
	Removal of CID indication in PDCP PID
	approved
	F
	5.18.0
	RANimp-RABSE5
	R2

	RP-060573
	25.331
	2847
	-
	6.10.0
	Rel-6
	Removal of CID indication in PDCP PID
	approved
	A
	6.11.0
	RANimp-RABSE5
	R2

	RP-060573
	25.331
	2848
	-
	7.1.0
	Rel-7
	Removal of CID indication in PDCP PID
	approved
	A
	7.2.0
	RANimp-RABSE5
	R2

	RP-060573
	25.331
	2849
	-
	5.17.0
	Rel-5
	Final removal of SIB types 8, 9 and 10 from Specifications
	approved
	C
	5.18.0
	TEI5
	R2

	RP-060573
	25.331
	2850
	-
	5.17.0
	Rel-5
	Removal of TGPL2 and reinstating of TGL2 in the DPCH compressed mode info
	approved
	F
	5.18.0
	TEI5
	R2

	RP-060574
	25.331
	2851
	-
	6.10.0
	Rel-6
	Correction to the tabulars for Serving Grant value
	approved
	F
	6.11.0
	EDCH-L23
	R2

	RP-060574
	25.331
	2852
	-
	7.1.0
	Rel-7
	Correction to the tabulars for Serving Grant value
	approved
	A
	7.2.0
	EDCH-L23
	R2

	RP-060575
	25.331
	2853
	-
	6.10.0
	Rel-6
	Range of the encoding of E-DCH physical layer category and HS-DSCH physical layer category
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060575
	25.331
	2854
	-
	7.1.0
	Rel-7
	Range of the encoding of E-DCH physical layer category and HS-DSCH physical layer category
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060574
	25.331
	2855
	-
	6.10.0
	Rel-6
	3-index step 2-index step clarifications
	approved
	F
	6.11.0
	EDCH-L23
	R2

	RP-060574
	25.331
	2856
	-
	7.1.0
	Rel-7
	3-index step 2-index step clarifications
	approved
	A
	7.2.0
	EDCH-L23
	R2

	RP-060577
	25.331
	2857
	1
	6.10.0
	Rel-6
	Introduction of SIB 11bis
	reissued
	F
	
	TEI6
	R2

	RP-060614
	25.331
	2857
	1
	6.10.0
	Rel-6
	Introduction of SIB 11bis
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060597
	25.331
	2857
	2
	6.10.0
	Rel-6
	Introduction of SIB 11bis
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060614
	25.331
	2858
	1
	7.1.0
	Rel-7
	Introduction of SIB 11bis
	approved
	F
	7.2.0
	TEI7
	R2

	RP-060577
	25.331
	2858
	1
	7.1.0
	Rel-7
	Introduction of SIB 11bis
	reissued
	F
	
	TEI7
	R2

	RP-060597
	25.331
	2858
	2
	7.1.0
	Rel-7
	Introduction of SIB 11bis
	approved
	F
	7.2.0
	TEI7
	R2

	RP-060581
	25.331
	2859
	-
	7.1.0
	Rel-7
	Power class for UMTS2600 (VII) internal / 900 (VIII)
	approved
	F
	7.2.0
	RInImp-UMTS900, RInImp-UMTS2600
	R2

	RP-060576
	25.331
	2860
	-
	6.10.0
	Rel-6
	Corrections to MBMS Downlink Timeslots and Codes for TDD
	approved
	F
	6.11.0
	MBMS-RAN
	R2

	RP-060576
	25.331
	2861
	-
	7.1.0
	Rel-7
	Corrections to MBMS Downlink Timeslots and Codes for TDD
	approved
	A
	7.2.0
	MBMS-RAN
	R2

	RP-060576
	25.331
	2864
	-
	6.10.0
	Rel-6
	Clarification on MBMS notification for UEs in CELL_DCH state
	approved
	F
	6.11.0
	MBMS-RAN
	R2

	RP-060576
	25.331
	2865
	-
	7.1.0
	Rel-7
	Clarification on MBMS notification for UEs in CELL_DCH state
	approved
	A
	7.2.0
	MBMS-RAN
	R2

	RP-060576
	25.331
	2866
	1
	6.10.0
	Rel-6
	Clarification on MBMS p-t-m activation time IE
	approved
	F
	6.11.0
	MBMS-RAN
	R2

	RP-060576
	25.331
	2867
	-
	7.1.0
	Rel-7
	Clarification on MBMS p-t-m activation time IE
	approved
	A
	7.2.0
	MBMS-RAN
	R2

	RP-060576
	25.331
	2868
	-
	6.10.0
	Rel-6
	Access probability factor
	approved
	F
	6.11.0
	MBMS-RAN
	R2

	RP-060576
	25.331
	2869
	-
	7.1.0
	Rel-7
	Access probability factor
	approved
	A
	7.2.0
	MBMS-RAN
	R2

	RP-060575
	25.331
	2870
	-
	6.10.0
	Rel-6
	Modification to the HS-SCCH set configuration method in RRC spec for 1.28Mcps TDD
	approved
	F
	6.11.0
	HSDPA-L23
	R2

	RP-060575
	25.331
	2871
	-
	7.1.0
	Rel-7
	Modification to the HS-SCCH set configuration method in RRC spec for 1.28Mcps TDD
	approved
	A
	7.2.0
	HSDPA-L23
	R2

	RP-060575
	25.331
	2872
	-
	6.10.0
	Rel-6
	Correction to tabular for IE "Delay restriction Flag".
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060575
	25.331
	2873
	-
	7.1.0
	Rel-7
	Correction to tabular for IE "Delay restriction Flag"
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060575
	25.331
	2876
	-
	6.10.0
	Rel-6
	Corretion on 3G-2G Handover
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060575
	25.331
	2877
	-
	7.1.0
	Rel-7
	Corretion on 3G-2G Handover
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060575
	25.331
	2878
	-
	6.10.0
	Rel-6
	Pending security configuration for SRB2
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060575
	25.331
	2879
	-
	7.1.0
	Rel-7
	Pending security configuration for SRB2
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060593
	25.331
	2880
	-
	6.10.0
	Rel-6
	UE radio access capability for Single-band UE
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060593
	25.331
	2881
	-
	7.1.0
	Rel-7
	UE radio access capability for Single-band UE
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060593
	25.331
	2882
	-
	6.10.0
	Rel-6
	Inter-RAT handover to UTRAN (HSPA)
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060593
	25.331
	2883
	-
	7.1.0
	Rel-7
	Inter-RAT handover to UTRAN (HSPA)
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060593
	25.331
	2884
	-
	6.10.0
	Rel-6
	Tabular & reference corrections
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060593
	25.331
	2885
	-
	7.1.0
	Rel-7
	Tabular & reference corrections
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060593
	25.331
	2886
	-
	6.10.0
	Rel-6
	F-DPCH Tx Diversity
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060593
	25.331
	2887
	-
	7.1.0
	Rel-7
	F-DPCH Tx Diversity
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060593
	25.331
	2888
	1
	6.10.0
	Rel-6
	Expiration of RRC timer T314/T315 associated to CS/PS RABs
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060593
	25.331
	2889
	1
	7.1.0
	Rel-7
	Expiration of RRC timer T314/T315 associated to CS/PS RABs
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060583
	25.331
	2892
	-
	7.1.0
	Rel-7
	Clarification on Exceeding Variance in Traffic Volume Measurement
	approved
	F
	7.2.0
	TEI7
	R2

	RP-060573
	25.331
	2895
	1
	5.17.0
	Rel-5
	Use of CM_PATTERN_ACTIVATION_ABORTED flag
	approved
	F
	5.18.0
	TEI5
	R2

	RP-060573
	25.331
	2896
	1
	6.10.0
	Rel-6
	Use of CM_PATTERN_ACTIVATION_ABORTED flag
	approved
	A
	6.11.0
	TEI5
	R2

	RP-060573
	25.331
	2897
	1
	7.1.0
	Rel-7
	Use of CM_PATTERN_ACTIVATION_ABORTED
	approved
	A
	7.2.0
	TEI5
	R2

	RP-060573
	25.331
	2898
	1
	5.17.0
	Rel-5
	Corrections of procedures dealing with Hard Handover
	approved
	F
	5.18.0
	TEI5
	R2

	RP-060573
	25.331
	2899
	1
	6.10.0
	Rel-6
	Corrections of procedures dealing with Hard Handover
	approved
	A
	6.11.0
	TEI5
	R2

	RP-060573
	25.331
	2900
	1
	7.1.0
	Rel-7
	Corrections of procedures dealing with Hard Handover
	approved
	A
	7.2.0
	TEI5
	R2

	RP-060585
	25.331
	2901
	-
	7.1.0
	Rel-7
	Correction to spreading factors used for 7.68 Mcps TDD PRACH
	approved
	F
	7.2.0
	VHCRTDD-L23
	R2

	RP-060583
	25.331
	2902
	-
	7.1.0
	Rel-7
	Corrections to ASN.1 (3.84 Mcps and 7.68 Mcps TDD)
	approved
	F
	7.2.0
	TEI7
	R2

	RP-060586
	25.331
	2903
	-
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps and 7.68 Mcps TDD E-DCH
	approved
	B
	7.2.0
	EDCHTDD-L23, RANimp-VHCRTDD-EDCH
	R2

	RP-060582
	25.331
	2904
	-
	7.1.0
	Rel-7
	Support of 2570 – 2620 MHz band for TDD
	approved
	C
	7.2.0
	RInImp-UMTS2600TDD
	R2

	RP-060579
	25.331
	2905
	1
	6.10.0
	Rel-6
	Enhancing MBMS support for Mobile TV
	revised
	C
	
	MBMS-RAN
	R2

	RP-060598
	25.331
	2905
	2
	6.10.0
	Rel-6
	Enhancing MBMS support for Mobile TV
	revised
	C
	
	MBMS-RAN
	R2

	RP-060624
	25.331
	2905
	3
	6.10.0
	Rel-6
	Enhancing MBMS support for Mobile TV
	approved
	C
	6.11.0
	MBMS-RAN
	R2

	RP-060593
	25.331
	2906
	-
	6.10.0
	Rel-6
	ASN1 correction on Inter-frequency RACH measurement reporting, backward compatible solution
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060593
	25.331
	2907
	-
	7.1.0
	Rel-7
	ASN1 correction on Inter-frequency RACH measurement reporting, backward compatible solution
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060584
	25.331
	2908
	-
	7.1.0
	Rel-7
	CS Call type indication in CELL_FACH
	approved
	B
	7.2.0
	RANimp-DelayOpt
	R2

	RP-060584
	25.331
	2910
	1
	7.1.0
	Rel-7
	UE behaviour in RRC Connection Re-establishment scenarios
	approved
	C
	7.2.0
	RANimp-DelayOpt
	R2

	RP-060579
	25.331
	2911
	-
	7.1.0
	Rel-7
	Enhancing MBMS support for Mobile TV
	revised
	C
	
	MBMS-RAN
	R2

	RP-060598
	25.331
	2911
	1
	7.1.0
	Rel-7
	Enhancing MBMS support for Mobile TV
	revised
	C
	
	MBMS-RAN
	R2

	RP-060624
	25.331
	2911
	2
	7.1.0
	Rel-7
	Enhancing MBMS support for Mobile TV
	approved
	C
	7.2.0
	MBMS-RAN
	R2

	RP-060574
	25.331
	2912
	-
	6.10.0
	Rel-6
	E-DCH gain factor computation
	approved
	F
	6.11.0
	EDCH-L23
	R2

	RP-060574
	25.331
	2913
	-
	7.1.0
	Rel-7
	E-DCH gain factor computation
	approved
	A
	7.2.0
	EDCH-L23
	R2

	RP-060593
	25.331
	2914
	-
	6.10.0
	Rel-6
	Correction to default configuration #22
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060593
	25.331
	2915
	-
	7.1.0
	Rel-7
	Correction to default configuration #22
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060588
	25.331
	2916
	-
	7.1.0
	Rel-7
	UE based OTDOA positioning in WCDMA cells with extended range
	rejected
	C
	
	RANImp-ExtCell
	R2

	RP-060479
	25.331
	2917
	-
	7.1.0
	Rel-7
	Correction to coding of PLCCH for 1.28Mcps TDD
	revised
	F
	
	RANimp-RABSE-CodOptLCRTDD
	R2

	RP-060622
	25.331
	2917
	1
	7.1.0
	Rel-7
	Correction to coding of PLCCH for 1.28Mcps TDD
	approved
	F
	7.2.0
	RANimp-RABSE-CodOptLCRTDD
	R2

	RP-060578
	25.331
	2918
	-
	6.10.0
	Rel-6
	MAC-hs reset
	approved
	F
	6.11.0
	TEI6
	R2

	RP-060578
	25.331
	2919
	-
	7.1.0
	Rel-7
	MAC-hs reset
	approved
	A
	7.2.0
	TEI6
	R2

	RP-060579
	25.346
	0023
	-
	6.8.0
	Rel-6
	Enhancing MBMS support for Mobile TV
	reissued
	F
	
	MBMS-RAN
	R2

	RP-060624
	25.346
	0023
	1
	6.8.0
	Rel-6
	Enhancing MBMS support for Mobile TV
	approved
	C
	6.9.0
	MBMS-RAN
	R2

	RP-060579
	25.346
	0024
	-
	7.1.0
	Rel-7
	Enhancing MBMS support for Mobile TV
	reissued
	A
	
	MBMS-RAN
	R2

	RP-060624
	25.346
	0024
	1
	7.1.0
	Rel-7
	Enhancing MBMS support for Mobile TV
	approved
	C
	7.2.0
	MBMS-RAN
	R2

	RP-060512
	25.401
	0104
	-
	7.0.0
	Rel-7
	Introduction of 3.84 Mcps TDD Enhanced Uplink
	withdrawn
	B
	
	EDCHTDD-IurIub
	R3

	RP-060511
	25.401
	0105
	-
	7.0.0
	Rel-7
	Introduction of 3.84 Mcps and 7.68Mcps TDD Enhanced Uplink
	approved
	B
	7.1.0
	RANimp-VHCRTDD-EDCH, EDCHTDD-IurIub
	R3

	RP-060499
	25.401
	0106
	2
	6.7.0
	Rel-6
	MBMS Transport Identifiers
	approved
	F
	6.8.0
	TEI6
	R3

	RP-060499
	25.401
	0107
	2
	7.0.0
	Rel-7
	MBMS Transport Identifiers
	approved
	A
	7.1.0
	TEI6
	R3

	RP-060499
	25.402
	0052
	-
	6.3.0
	Rel-6
	Correction of CFN for MBMS
	approved
	F
	6.4.0
	TEI6
	R3

	RP-060499
	25.402
	0053
	-
	7.0.0
	Rel-7
	Correction of CFN for MBMS
	approved
	A
	7.1.0
	TEI6
	R3

	RP-060508
	25.413
	0854
	1
	7.2.0
	Rel-7
	Introduction of inter-RAT DTM Handover
	postponed
	B
	
	HO-DSRDTM
	R3

	RP-060499
	25.413
	0855
	1
	6.10.0
	Rel-6
	Criticality Diagnostics IE for MBMS RAB Release
	approved
	F
	6.11.0
	TEI6
	R3

	RP-060499
	25.413
	0856
	1
	7.2.0
	Rel-7
	Criticality Diagnostics IE for MBMS RAB Release
	approved
	A
	7.3.0
	TEI6
	R3

	RP-060514
	25.413
	0857
	2
	7.2.0
	Rel-7
	Status of Service Handover IE
	approved
	F
	7.3.0
	TEI7
	R3

	RP-060514
	25.413
	0858
	-
	7.2.0
	Rel-7
	Alignment of PLMN identity
	approved
	F
	7.3.0
	TEI7
	R3

	RP-060499
	25.413
	0859
	-
	6.10.0
	Rel-6
	Correction of the Meaning of cause value
	approved
	F
	6.11.0
	TEI6
	R3

	RP-060499
	25.413
	0860
	-
	7.2.0
	Rel-7
	Correction of the Meaning of cause value
	approved
	A
	7.3.0
	TEI6
	R3

	RP-060510
	25.413
	0861
	1
	7.2.0
	Rel-7
	Addition of Periodic Location Procedures
	approved
	B
	7.3.0
	LCS3-UEPos-Velocity
	R3

	RP-060513
	25.413
	0865
	2
	7.2.0
	Rel-7
	Introduction of new ciphering algorithm UEA2 and integrity protection algorithm UIA2
	postponed
	B
	
	TEI7
	R3

	RP-060579
	25.413
	0870
	2
	6.10.0
	Rel-6
	Inclusion of the MBMS Counting Information IE to the MBMS Session Start Request
	revised
	F
	
	MBMS-RAN
	R3

	RP-060624
	25.413
	0870
	3
	6.10.0
	Rel-6
	Inclusion of the MBMS Counting Information IE to the MBMS Session Start Request
	approved
	F
	6.11.0
	MBMS-RAN
	R3

	RP-060579
	25.413
	0871
	2
	7.2.0
	Rel-7
	Inclusion of the MBMS Counting Information IE to the MBMS Session Start Request
	revised
	A
	
	MBMS-RAN
	R3

	RP-060624
	25.413
	0871
	3
	7.2.0
	Rel-7
	Inclusion of the MBMS Counting Information IE to the MBMS Session Start Request
	approved
	A
	7.3.0
	MBMS-RAN
	R3

	RP-060590
	25.413
	0872
	-
	6.10.0
	Rel-6
	Removal of MBMS SAI Semantic Description in RANAP
	approved
	F
	6.11.0
	MBMS
	R3

	RP-060590
	25.413
	0873
	-
	7.2.0
	Rel-7
	Removal of MBMS SAI Semantic Description in RANAP
	approved
	A
	7.3.0
	MBMS
	R3

	RP-060499
	25.414
	0087
	2
	6.3.0
	Rel-6
	MBMS Transport Identifiers
	approved
	F
	6.4.0
	TEI6
	R3

	RP-060499
	25.414
	0088
	2
	7.0.0
	Rel-7
	MBMS Transport Identifiers
	approved
	A
	7.1.0
	TEI6
	R3

	RP-060514
	25.415
	0128
	1
	7.1.0
	Rel-7
	Correction of type 14 frame number handling
	approved
	F
	7.2.0
	TEI7
	R3

	RP-060512
	25.420
	0055
	-
	7.0.0
	Rel-7
	Introduction of 3.84 Mcps TDD Enhanced Uplink
	withdrawn
	B
	
	EDCHTDD-IurIub
	R3

	RP-060511
	25.420
	0056
	1
	7.0.0
	Rel-7
	Introduction of 3.84 Mcps and 7.68Mcps TDD Enhanced Uplink
	approved
	B
	7.1.0
	RANimp-VHCRTDD-EDCH, EDCHTDD-IurIub
	R3

	RP-060501
	25.423
	1202
	1
	6.10.0
	Rel-6
	Correction on the value range of E-DCH IEs
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060501
	25.423
	1203
	1
	7.1.0
	Rel-7
	Correction on the value range of E-DCH IEs
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060503
	25.423
	1204
	1
	6.10.0
	Rel-6
	"Presence of ""E-DCH FDD Information Response"" IE"
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060503
	25.423
	1205
	1
	7.1.0
	Rel-7
	"Presence of ""E-DCH FDD Information Response"" IE"
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060501
	25.423
	1206
	1
	6.10.0
	Rel-6
	E-AGCH and E-RGCH/E-HICH FDD scrambling code in response messages
	approved
	F
	6.11.0
	TEI6
	R3

	RP-060501
	25.423
	1207
	1
	7.1.0
	Rel-7
	E-AGCH and E-RGCH/E-HICH FDD scrambling code in response messages
	approved
	A
	7.2.0
	TEI6
	R3

	RP-060500
	25.423
	1208
	1
	6.10.0
	Rel-6
	DCH combined when EDCH operation
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060500
	25.423
	1209
	1
	7.1.0
	Rel-7
	DCH combined when EDCH operation
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060503
	25.423
	1210
	-
	6.10.0
	Rel-6
	Correction of maxNrOfMACdFlows for EDCH in ASN.1
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060503
	25.423
	1211
	-
	7.1.0
	Rel-7
	Correction of maxNrOfMACdFlows for EDCH in ASN.1
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060503
	25.423
	1212
	-
	6.10.0
	Rel-6
	Use of the RL Specific E-DCH Information IE for E-DCH modification
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060503
	25.423
	1213
	-
	7.1.0
	Rel-7
	Use of the RL Specific E-DCH Information IE for E-DCH modification
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060500
	25.423
	1214
	1
	6.10.0
	Rel-6
	Optional usage of the E-DCH Reference Power Offset IE
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060500
	25.423
	1215
	1
	7.1.0
	Rel-7
	Optional usage of the E-DCH Reference Power Offset IE
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060504
	25.423
	1216
	1
	6.10.0
	Rel-6
	MAC-HS reset Indicator alignment for the Radio Link Addition Response
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060504
	25.423
	1217
	1
	7.1.0
	Rel-7
	MAC-HS reset Indicator alignment for the Radio Link Addition Response
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060512
	25.423
	1218
	1
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps TDD Enhanced Uplink
	withdrawn
	B
	
	EDCHTDD-IurIub
	R3

	RP-060511
	25.423
	1219
	1
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps and 7.68Mcps TDD Enhanced Uplink
	approved
	B
	7.2.0
	RANimp-VHCRTDD-EDCH, EDCHTDD-IurIub
	R3

	RP-060503
	25.423
	1220
	1
	6.10.0
	Rel-6
	E-DCH not optional in RNSAP message RL SETUP RESPONSE
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060503
	25.423
	1221
	1
	7.1.0
	Rel-7
	E-DCH not optional in RNSAP message RL SETUP RESPONSE
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060509
	25.423
	1222
	3
	7.1.0
	Rel-7
	Extended WCDMA Cell Range
	approved
	B
	7.2.0
	RANimp-ExtCell
	R3

	RP-060514
	25.423
	1223
	1
	7.1.0
	Rel-7
	Ignore Traffic Class if HS-DSCH or E-DCH MAC-d flow user is SRB (RRC)
	approved
	F
	7.2.0
	TEI7
	R3

	RP-060500
	25.423
	1228
	-
	6.10.0
	Rel-6
	Further Abnormal Conditions for E-DCH
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060500
	25.423
	1229
	-
	7.1.0
	Rel-7
	Further Abnormal Conditions for E-DCH
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060504
	25.423
	1231
	1
	6.10.0
	Rel-6
	Correction for RL Reconfiguration
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060504
	25.423
	1232
	1
	7.1.0
	Rel-7
	Correction for RL Reconfiguration
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060504
	25.423
	1233
	1
	6.10.0
	Rel-6
	Correction on the value range of E-DCH Ies
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060504
	25.423
	1234
	1
	7.1.0
	Rel-7
	Correction on the value range of E-DCH Ies
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060502
	25.423
	1237
	-
	6.10.0
	Rel-6
	Introduction of new indicator for non DCH operation
	approved
	F
	6.11.0
	TEI6
	R3

	RP-060502
	25.423
	1238
	-
	7.1.0
	Rel-7
	Introduction of new indicator for non DCH operation
	approved
	A
	7.2.0
	TEI6
	R3

	RP-060479
	25.423
	1239
	-
	7.1.0
	Rel-7
	Correction to coding of PLCCH for 1.28Mcps TDD
	approved
	F
	7.2.0
	RANimp-RABSE-CodeOptTDD
	R3

	RP-060509
	25.425
	0106
	1
	7.1.0
	Rel-7
	Extended WCDMA Cell Range
	approved
	B
	7.2.0
	RANimp-ExtCell
	R3

	RP-060512
	25.427
	0132
	-
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps TDD Enhanced Uplink
	withdrawn
	B
	
	EDCHTDD-IurIub
	R3

	RP-060511
	25.427
	0133
	1
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps and 7.68Mcps TDD Enhanced Uplink
	approved
	B
	7.2.0
	RANimp-VHCRTDD-EDCH, EDCHTDD-IurIub
	R3

	RP-060512
	25.430
	0065
	-
	7.0.0
	Rel-7
	Introduction of 3.84 Mcps TDD Enhanced Uplink
	withdrawn
	B
	
	EDCHTDD-IurIub
	R3

	RP-060511
	25.430
	0066
	1
	7.0.0
	Rel-7
	Introduction of 3.84 Mcps and 7.68Mcps TDD Enhanced Uplink
	approved
	B
	7.1.0
	RANimp-VHCRTDD-EDCH, EDCHTDD-IurIub
	R3

	RP-060495
	25.433
	1260
	2
	7.1.0
	Rel-7
	Introduction of a Node B measurement for E-DCH RRM
	approved
	C
	7.2.0
	EDCH-IurIub
	R3

	RP-060506
	25.433
	1261
	3
	6.10.0
	Rel-6
	Modifying HS-DSCH Physical Layer Category Info in Radio Link Reconfiguration procedure
	approved
	F
	6.11.0
	TEI6
	R3

	RP-060506
	25.433
	1262
	3
	7.1.0
	Rel-7
	Modifying HS-DSCH Physical Layer Category Info in Radio Link Reconfiguration procedure
	approved
	A
	7.2.0
	TEI6
	R3

	RP-060506
	25.433
	1269
	2
	6.10.0
	Rel-6
	Addition of the TPC step size for HS-SICH in 1.28Mcps TDD
	approved
	F
	6.11.0
	TEI6
	R3

	RP-060506
	25.433
	1270
	2
	7.1.0
	Rel-7
	Addition of the TPC step size for HS-SICH in 1.28Mcps TDD
	approved
	A
	7.2.0
	TEI6
	R3

	RP-060501
	25.433
	1274
	1
	6.10.0
	Rel-6
	Correction on the value range of E-DCH IEs
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060501
	25.433
	1275
	1
	7.1.0
	Rel-7
	Correction on the value range of E-DCH IEs
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060505
	25.433
	1276
	2
	6.10.0
	Rel-6
	Corrections on physical shared channel reconfiguration
	approved
	F
	6.11.0
	TEI6
	R3

	RP-060505
	25.433
	1277
	2
	7.1.0
	Rel-7
	Corrections on physical shared channel reconfiguration
	approved
	A
	7.2.0
	TEI6
	R3

	RP-060501
	25.433
	1278
	1
	6.10.0
	Rel-6
	E-AGCH and E-RGCH/E-HICH FDD scrambling code in response messages
	approved
	F
	6.11.0
	TEI6
	R3

	RP-060501
	25.433
	1279
	1
	7.1.0
	Rel-7
	E-AGCH and E-RGCH/E-HICH FDD scrambling code in response messages
	approved
	A
	7.2.0
	TEI6
	R3

	RP-060500
	25.433
	1280
	1
	6.10.0
	Rel-6
	DCH combined when EDCH operation
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060500
	25.433
	1281
	1
	7.1.0
	Rel-7
	DCH combined when EDCH operation
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060505
	25.433
	1282
	-
	6.10.0
	Rel-6
	Alignment of the RL Specific E-DCH Information IE tabular format to ASN.1
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060505
	25.433
	1283
	-
	7.1.0
	Rel-7
	Alignment of the RL Specific E-DCH Information IE tabular format to ASN.1
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060500
	25.433
	1286
	-
	6.10.0
	Rel-6
	Optional usage of the E-DCH Reference Power Offset IE
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060500
	25.433
	1287
	-
	7.1.0
	Rel-7
	Optional usage of the E-DCH Reference Power Offset IE
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060506
	25.433
	1288
	1
	6.10.0
	Rel-6
	Clarification on Communication Context ID usage for the Reset Request
	approved
	F
	6.11.0
	TEI6
	R3

	RP-060506
	25.433
	1289
	1
	7.1.0
	Rel-7
	Clarification on Communication Context ID usage for the Reset Request
	approved
	A
	7.2.0
	TEI6
	R3

	RP-060498
	25.433
	1290
	-
	5.15.0
	Rel-5
	TFCI2 bearer Cleanup for Radio link Deletion
	approved
	F
	5.16.0
	TEI5
	R3

	RP-060498
	25.433
	1291
	-
	6.10.0
	Rel-6
	TFCI2 bearer Cleanup for Radio link Deletion
	approved
	A
	6.11.0
	TEI5
	R3

	RP-060498
	25.433
	1292
	-
	7.1.0
	Rel-7
	TFCI2 bearer Cleanup for Radio link Deletion
	approved
	A
	7.2.0
	TEI5
	R3

	RP-060512
	25.433
	1293
	1
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps TDD Enhanced Uplink
	withdrawn
	B
	
	EDCHTDD-IurIub
	R3

	RP-060511
	25.433
	1294
	1
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps and 7.68Mcps TDD Enhanced Uplink
	approved
	B
	7.2.0
	RANimp-VHCRTDD-EDCH, EDCHTDD-IurIub
	R3

	RP-060506
	25.433
	1295
	2
	6.10.0
	Rel-6
	Per time slot configuration of TFCI for TDD FACH type CCTrCHs
	approved
	F
	6.11.0
	TEI6
	R3

	RP-060506
	25.433
	1296
	2
	7.1.0
	Rel-7
	Per time slot configuration of TFCI for TDD FACH type CCTrCHs
	approved
	A
	7.2.0
	TEI6
	R3

	RP-060509
	25.433
	1299
	2
	7.1.0
	Rel-7
	Extended WCDMA Cell Range
	approved
	B
	7.2.0
	RANimp-ExtCell
	R3

	RP-060514
	25.433
	1300
	1
	7.1.0
	Rel-7
	Addition of missing ASN.1 from CR1252
	approved
	F
	7.2.0
	TEI7
	R3

	RP-060500
	25.433
	1304
	-
	6.10.0
	Rel-6
	Further Abnormal Conditions for E-DCH
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060500
	25.433
	1305
	-
	7.1.0
	Rel-7
	Further Abnormal Conditions for E-DCH
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060505
	25.433
	1306
	-
	6.10.0
	Rel-6
	General Description for E-DCH in RL Setup procedure
	approved
	F
	6.11.0
	EDCH-IurIub
	R3

	RP-060505
	25.433
	1307
	-
	7.1.0
	Rel-7
	General Description for E-DCH in RL Setup procedure
	approved
	A
	7.2.0
	EDCH-IurIub
	R3

	RP-060596
	25.433
	1308
	2
	7.1.0
	Rel-7
	Introduction of a noise floor indication from Node B for E-DCH RRM
	approved
	C
	7.2.0
	EDCH-IurIub
	R3

	RP-060502
	25.433
	1309
	-
	6.10.0
	Rel-6
	Introduction of new indicator for non DCH operation
	approved
	F
	6.11.0
	TEI6
	R3

	RP-060502
	25.433
	1310
	-
	7.1.0
	Rel-7
	Introduction of new indicator for non DCH operation
	approved
	A
	7.2.0
	TEI6
	R3

	RP-060479
	25.433
	1311
	-
	7.1.0
	Rel-7
	Correction to coding of PLCCH for 1.28Mcps TDD
	approved
	F
	7.2.0
	RANimp-RABSE-CodOptTDD
	R3

	RP-060570
	25.433
	1312
	-
	6.10.0
	Rel-6
	Introduction of SIB11bis
	approved
	F
	6.11.0
	TEI6
	R3

	RP-060570
	25.433
	1313
	-
	7.1.0
	Rel-7
	Introduction of SIB11bis
	approved
	A
	7.2.0
	TEI6
	R3

	RP-060498
	25.435
	0150
	1
	6.3.0
	Rel-6
	Leftover from FDD DSCH
	approved
	A
	6.4.0
	TEI5
	R3

	RP-060498
	25.435
	0151
	1
	7.1.0
	Rel-7
	Leftover from FDD DSCH
	approved
	A
	7.2.0
	TEI5
	R3

	RP-060509
	25.435
	0152
	1
	7.1.0
	Rel-7
	Extended WCDMA Cell Range
	approved
	B
	7.2.0
	RANimp-ExtCell
	R3

	RP-060498
	25.435
	0153
	-
	5.8.0
	Rel-5
	Leftover from FDD DSCH
	approved
	F
	5.9.0
	TEI5
	R3

	RP-060510
	25.453
	0095
	3
	7.3.0
	Rel-7
	Addition of Periodic Location Procedures
	approved
	B
	7.4.0
	LCS3-UEPos-Velocity
	R3

	RP-060509
	25.453
	0096
	2
	7.3.0
	Rel-7
	Extended WCDMA Cell Range
	approved
	B
	7.4.0
	RANimp-ExtCell
	R3

	RP-060525
	25.806
	0001
	-
	6.0.0
	Rel-7
	Introduction of Extended 1.7/2.1 GHz FDD (Band X) in Rel-7
	approved
	B
	7.0.0
	RInImp-UMTS1721Ext
	R4

	RP-060589
	25.813
	0001
	2
	7.0.0
	Rel-7
	MBMS Transmissions & synchronization requirements and removal of note 1
	revised
	C
	
	RANFS-Evo
	R2

	RP-060629
	25.813
	0001
	3
	7.0.0
	Rel-7
	MBMS Transmissions & synchronization requirements and removal of note 1
	approved
	C
	7.1.0
	RANFS-Evo
	R2

	RP-060496
	25.814
	0003
	1
	7.0.0
	Rel-7
	DL MIMO evaluation
	approved
	B
	7.1.0
	RANFS-Evo
	R1

	RP-060496
	25.814
	0004
	1
	7.0.0
	Rel-7
	DL and UL VoIP capacity characterization for E-UTRA
	approved
	B
	7.1.0
	RANFS-Evo
	R1

	RP-060496
	25.814
	0008
	1
	7.0.0
	Rel-7
	Inclusion of beamfroming Results
	approved
	B
	7.1.0
	RANFS-Evo
	R1

	RP-060496
	25.814
	0010
	1
	7.0.0
	Rel-7
	Summary of downlink enhancement techniques over reference LTE unicast performance
	approved
	B
	7.1.0
	RANFS-Evo
	R1

	RP-060530
	25.829
	0001
	-
	7.0.0
	Rel-7
	7.68 Mcps TDD Option  UE Spectrum Emission Mask
	approved
	F
	7.1.0
	TEI7
	R4

	RP-060512
	25.902
	0001
	-
	6.0.0
	Rel-7
	Introduction of 3.84 Mcps TDD Enhanced Uplink
	withdrawn
	B
	
	EDCHTDD-IurIub
	R3

	RP-060511
	25.902
	0002
	-
	6.0.0
	Rel-7
	Introduction of 3.84 Mcps and 7.68Mcps TDD Enhanced Uplink
	approved
	B
	7.0.0
	RANimp-VHCRTDD-EDCH, EDCHTDD-IurIub
	R3

	RP-060507
	25.902
	0003
	1
	6.0.0
	Rel-6
	Removal of erroneous References from TR 25.902 Iub/Iur Congestion Control
	approved
	F
	6.1.0
	TEI6
	R3

	RP-060515
	25.912
	0001
	-
	7.0.0
	Rel-7
	Bearer and C-plane establishment
	approved
	B
	7.1.0
	RANFS-Evo
	RP

	RP-060531
	25.912
	0002
	-
	7.0.0
	Rel-7
	Summary of downlink enhancement techniques over reference LTE unicast
	approved
	B
	7.1.0
	RANFS-Evo
	RP

	RP-060512
	25.931
	0046
	-
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps TDD Enhanced Uplink
	withdrawn
	B
	
	EDCHTDD-IurIub
	R3

	RP-060511
	25.931
	0047
	-
	7.1.0
	Rel-7
	Introduction of 3.84 Mcps and 7.68Mcps TDD Enhanced Uplink
	approved
	B
	7.2.0
	RANimp-VHCRTDD-EDCH, EDCHTDD-IurIub
	R3

	RP-060523
	25.951
	0003
	-
	6.2.0
	Rel-6
	Out-of-band emission requirements considerations in Japan for WA, MR and LA-BS
	approved
	B
	6.3.0
	TEI6
	R4

	RP-060572
	25.993
	0078
	-
	6.14.0
	Rel-6
	Correction to chapter numbering in E-DPDCH and HS-DPSCH RB combinations
	approved
	D
	6.15.0
	TEI6
	R2

	RP-060572
	25.993
	0080
	-
	3.1.0
	R99
	Creation of TR 25.993 Rel-7: modification of the R'99 pointer
	approved
	D
	3.2.0
	TEI
	R2

	RP-060572
	25.993
	0081
	-
	4.1.0
	Rel-4
	Creation of TR 25.993 Rel-7: modification of the Rel-4 pointer
	approved
	D
	4.2.0
	TEI4
	R2

	RP-060572
	25.993
	0082
	-
	5.1.0
	Rel-5
	Creation of TR 25.993 Rel-7: modification of the Rel-5 pointer.
	approved
	D
	5.2.0
	TEI5
	R2

	RP-060572
	25.993
	0083
	-
	6.14.0
	Rel-6
	Creation of TR 25.993 Rel-7: turning the Rel-6 into a pointer
	approved
	D
	6.15.0
	TEI6
	R2

	RP-060572
	25.993
	0084
	-
	6.14.0
	Rel-6
	Correction on combinaisons with Streaming / unknown / UL:0 DL:64 kbps / CS RAB
	approved
	F
	6.15.0
	TEI
	R2

	SP-060600
	26.140
	0013
	-
	6.3.0
	Rel-7
	Editorial correction of references
	approved
	D
	7.0.0
	TEI7
	S4

	SP-060600
	26.171
	0001
	-
	6.0.0
	Rel-7
	Editorial correction of references
	revised
	D
	
	TEI7
	S4

	SP-060664
	26.171
	0001
	1
	6.0.0
	Rel-7
	Editorial correction of references
	approved
	F
	7.0.0
	TEI7
	S4

	SP-060594
	26.234
	0097
	4
	6.8.0
	Rel-6
	Correction to unit discrepancy in GBW and MBW parameters of 3GPP-Link-Char header and other essential clarifications
	approved
	F
	6.9.0
	PSSrel6
	S4

	SP-060594
	26.234
	0098
	-
	6.8.0
	Rel-6
	Correction of references in PSS
	approved
	F
	6.9.0
	PSSrel6-Stage3
	S4

	SP-060600
	26.234
	0099
	3
	6.8.0
	Rel-7
	Restrict size of audioMuxElements
	revised
	C
	
	TEI7
	S4

	SP-060664
	26.234
	0099
	4
	6.8.0
	Rel-7
	Restrict size of audioMuxElements
	approved
	C
	7.0.0
	TEI7
	S4

	SP-060598
	26.236
	0021
	1
	7.0.0
	Rel-7
	Symmetric RTP and RTCP Port Usage
	approved
	C
	7.1.0
	FBI-PCBL
	S4

	SP-060596
	26.246
	0001
	2
	6.0.0
	Rel-6
	Fix to the SMIL timing modules and to the references
	approved
	F
	6.1.0
	TEI6
	S4

	SP-060593
	26.346
	0057
	2
	7.0.0
	Rel-7
	Editorial modification (deletion of duplicated text) 
	approved
	D
	7.1.0
	MBMS-TSMBMS
	S4

	SP-060593
	26.346
	0058
	1
	6.5.0
	Rel-6
	Editorial Improvements and a correction of the MBMS FEC
	approved
	F
	6.6.0
	MBMS-TSMBMS
	S4

	SP-060593
	26.346
	0059
	1
	7.0.0
	Rel-7
	Editorial Improvements and a correction of the MBMS FEC
	approved
	A
	7.1.0
	MBMS-TSMBMS
	S4

	SP-060601
	26.410
	0032
	2
	6.6.0
	Rel-7
	Modification of C-code: Change of encoder bitrate border for Parametric Stereo usage (floating-point code)
	approved
	C
	7.0.0
	TEI7
	S4

	SP-060595
	26.410
	0034
	1
	6.6.0
	Rel-6
	Correction of written specification: correct memory tables (floating-point code)
	approved
	F
	6.7.0
	PSSrel6
	S4

	SP-060601
	26.411
	0013
	2
	6.3.0
	Rel-7
	Modification of C-code: Change of encoder bitrate border for Parametric Stereo usage (fixed-point code)
	approved
	C
	7.0.0
	TEI7
	S4

	SP-060595
	26.411
	0015
	1
	6.3.0
	Rel-6
	Correction of written specification: correct memory tables (fixed-point code)
	approved
	F
	6.4.0
	PSSrel6
	S4

	SP-060599
	26.911
	0017
	2
	7.0.0
	Rel-7
	Introduction of MONA
	approved
	B
	7.1.0
	VTCSTI
	S4

	SP-060593
	26.946
	0001
	2
	6.0.1
	Rel-6
	Correcting the Associated Delivery Procedure Example
	approved
	F
	6.1.0
	MBMS-TSMBMS
	S4

	CP-060469
	27.007
	0140
	1
	7.1.0
	Rel-7
	Support for UTF-8 in AT-command +CSCS
	revised
	F
	
	TEI7
	C1

	CP-060506
	27.007
	0140
	1
	7.1.0
	Rel-7
	Support for UTF-8 in AT-command +CSCS
	APPROVED
	F
	7.2.0
	TEI7
	C1

	SP-060597
	28.062
	0055
	1
	6.2.0
	Rel-6
	Signature in TFO_ACK
	approved
	F
	6.3.0
	TFO
	S4

	SP-060597
	28.062
	0056
	1
	6.2.0
	Rel-6
	Uplink CMI too high
	approved
	F
	6.3.0
	TFO
	S4

	SP-060597
	28.062
	0057
	1
	6.2.0
	Rel-6
	AMR attributes in TFO_REQ_L
	approved
	F
	6.3.0
	TFO
	S4

	SP-060597
	28.062
	0058
	1
	6.2.0
	Rel-6
	Removal of AMR-WB related erroneous text
	approved
	F
	6.3.0
	TFO
	S4

	CP-060407
	29.002
	0805
	1
	7.4.0
	Rel-7
	Interoperability between VBS/VGCS and RANflex
	approved
	B
	7.5.0
	VGCSFlex
	C4

	CP-060412
	29.002
	0818
	-
	7.4.0
	Rel-7
	Removal of ASN.1 Expanded Source
	revised
	F
	
	TEI7
	C4

	CP-060522
	29.002
	0818
	1
	7.4.0
	Rel-7
	Removal of ASN.1 Expanded Source
	approved
	F
	7.5.0
	TEI7
	C4

	CP-060404
	29.060
	0591
	1
	6.13.0
	Rel-6
	SGSN indication of RAB setup complete at Secondary PDP
	approved
	F
	6.14.0
	TEI6
	C4

	CP-060404
	29.060
	0592
	1
	7.2.0
	Rel-7
	SGSN indication of RAB setup complete at Secondary PDP
	approved
	A
	7.3.0
	TEI6
	C4

	CP-060404
	29.060
	0611
	1
	6.13.0
	Rel-6
	PS Handover correction
	approved
	F
	6.14.0
	TEI6
	C4

	CP-060404
	29.060
	0612
	1
	7.2.0
	Rel-7
	PS Handover correction
	approved
	A
	7.3.0
	TEI6
	C4

	CP-060403
	29.060
	0613
	2
	6.13.0
	Rel-6
	MBMS TEID Corrections
	approved
	F
	6.14.0
	MBMS
	C4

	CP-060403
	29.060
	0614
	2
	7.2.0
	Rel-7
	MBMS TEID Corrections
	approved
	A
	7.3.0
	MBMS
	C4

	CP-060408
	29.060
	0616
	-
	7.2.0
	Rel-7
	PS HO tunnelling
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060404
	29.060
	0617
	1
	6.13.0
	Rel-6
	RIM Routing Address Correction
	approved
	F
	6.14.0
	TEI6
	C4

	CP-060404
	29.060
	0618
	1
	7.2.0
	Rel-7
	RIM Routing Address Correction
	approved
	A
	7.3.0
	TEI6
	C4

	CP-060409
	29.060
	0619
	1
	7.2.0
	Rel-7
	MBMS Session Update
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060403
	29.060
	0620
	-
	6.13.0
	Rel-6
	Inclusion of the MBMS Counting Information Indication to the MBMS Session Start Request message
	approved
	F
	6.14.0
	MBMS
	C4

	CP-060403
	29.060
	0621
	-
	7.2.0
	Rel-7
	Inclusion of the MBMS Counting Information Indication to the MBMS Session Start Request message
	approved
	A
	7.3.0
	MBMS
	C4

	CP-060428
	29.061
	0182
	1
	6.8.0
	Rel-6
	Corrections to 3GPP-IMEISV subattribute format
	reissued
	F
	
	TEI6
	C3

	CP-060505
	29.061
	0182
	1
	6.8.0
	Rel-6
	Corrections to 3GPP-IMEISV subattribute format
	approved
	F
	6.9.0
	TEI6
	C3

	CP-060428
	29.061
	0183
	1
	7.0.0
	Rel-7
	Corrections to 3GPP-IMEISV subattribute format
	reissued
	A
	
	TEI6
	C3

	CP-060505
	29.061
	0183
	1
	7.0.0
	Rel-7
	Corrections to 3GPP-IMEISV subattribute format
	approved
	A
	7.1.0
	TEI6
	C3

	CP-060422
	29.061
	0184
	-
	6.8.0
	Rel-6
	Diameter session id in AAR commands
	approved
	F
	6.9.0
	MBMS
	C3

	CP-060422
	29.061
	0185
	-
	7.0.0
	Rel-7
	Diameter session id in AAR commands
	approved
	A
	7.1.0
	MBMS
	C3

	CP-060422
	29.061
	0186
	1
	6.8.0
	Rel-6
	Corrections to the QoS handling for MBMS bearer services
	approved
	F
	6.9.0
	MBMS
	C3

	CP-060422
	29.061
	0187
	1
	7.0.0
	Rel-7
	Corrections to the QoS handling for MBMS bearer services
	approved
	A
	7.1.0
	MBMS
	C3

	CP-060436
	29.061
	0188
	2
	7.0.0
	Rel-7
	MBMS Session Update procedure
	approved
	C
	7.1.0
	MBMS
	C3

	CP-060430
	29.061
	0189
	1
	7.0.0
	Rel-7
	Diameter Gi messages and AVPs
	approved
	B
	7.1.0
	DIAMGi
	C3

	CP-060430
	29.061
	0190
	1
	7.0.0
	Rel-7
	Server-Initiated PDP context termination
	approved
	B
	7.1.0
	DIAMGi
	C3

	CP-060422
	29.061
	0191
	2
	6.8.0
	Rel-6
	Coding of the MBMS-Service-Area AVP
	approved
	F
	6.9.0
	MBMS
	C3

	CP-060422
	29.061
	0192
	2
	7.0.0
	Rel-7
	Coding of the MBMS-Service-Area AVP
	approved
	A
	7.1.0
	MBMS
	C3

	CP-060422
	29.061
	0193
	1
	6.8.0
	Rel-6
	Diameter Session Id in RAR commands
	approved
	F
	6.9.0
	MBMS
	C3

	CP-060422
	29.061
	0194
	1
	7.0.0
	Rel-7
	Diameter Session id in RAR commands
	approved
	A
	7.1.0
	MBMS
	C3

	CP-060423
	29.061
	0195
	2
	6.8.0
	Rel-6
	MBMS Counting information indication
	approved
	F
	6.9.0
	MBMS
	C3

	CP-060423
	29.061
	0196
	2
	7.0.0
	Rel-7
	MBMS Counting information indication
	approved
	A
	7.1.0
	MBMS
	C3

	CP-060415
	29.109
	0030
	1
	7.3.0
	Rel-7
	Inconsistent description about the proxy between BSF and visted NAF-Rel7
	approved
	F
	7.4.0
	TEI7
	C4

	CP-060415
	29.109
	0031
	-
	7.3.0
	Rel-7
	Only one instance of SIP-Auth-Data-Item sent in MAA
	approved
	F
	7.4.0
	TEI7
	C4

	CP-060429
	29.163
	0119
	3
	7.3.0
	Rel-7
	Interworking of REFER
	approved
	B
	7.4.0
	FBI
	C3

	CP-060429
	29.163
	0120
	2
	7.3.0
	Rel-7
	Interworking of Nature of connection indicators
	approved
	F
	7.4.0
	FBI
	C3

	CP-060429
	29.163
	0121
	3
	7.3.0
	Rel-7
	Interworking of CPC
	approved
	B
	7.4.0
	FBI
	C3

	CP-060429
	29.163
	0122
	2
	7.3.0
	Rel-7
	MGCF Procedures for non-preconditions Callflows
	approved
	F
	7.4.0
	FBI
	C3

	CP-060429
	29.163
	0123
	1
	7.3.0
	Rel-7
	Suitable references for Status Code 433 for ACR
	approved
	F
	7.4.0
	FBI
	C3

	CP-060424
	29.163
	0124
	-
	6.9.0
	Rel-6
	Echo Control Device indication in ACM/CPG
	approved
	F
	6.10.0
	IMS-CCR-IWCS
	C3

	CP-060424
	29.163
	0125
	2
	7.3.0
	Rel-7
	Echo Control Device indication in ACM/CPG
	approved
	F
	7.4.0
	IMS-CCR-IWCS
	C3

	CP-060437
	29.163
	0126
	-
	7.3.0
	Rel-7
	Missing description of CUG service
	approved
	F
	7.4.0
	IMS-CCR-IWCS
	C3

	CP-060425
	29.163
	0127
	2
	6.9.0
	Rel-6
	Missing procedures toward IMS Terminations
	approved
	F
	6.10.0
	IMS2-CCR-Mn
	C3

	CP-060425
	29.163
	0128
	2
	7.3.0
	Rel-7
	Missing procedures toward IMS Terminations
	approved
	A
	7.4.0
	IMS2-CCR-Mn
	C3

	CP-060443
	29.163
	0129
	-
	7.3.0
	Rel-7
	Changes due to non -precondition setup
	revised
	B
	
	FBI
	C3

	CP-060471
	29.163
	0129
	1
	7.3.0
	Rel-7
	Changes due to non -precondition setup
	approved
	B
	7.4.0
	FBI
	C3

	CP-060413
	29.204
	0001
	-
	7.0.0
	Rel-7
	Addition of abbreviations and correction of a note
	approved
	F
	7.1.0
	SEC7-TCAP
	C4

	CP-060427
	29.209
	0027
	3
	6.5.0
	Rel-6
	Rx Port Usage in Flow Description AVP
	approved
	F
	6.6.0
	CH-FBC
	C3

	CP-060426
	29.210
	0034
	2
	6.5.0
	Rel-6
	TFT-Filter AVP
	approved
	F
	6.6.0
	CH-FBC
	C3

	CP-060417
	29.228
	0296
	-
	7.2.0
	Rel-7
	S-CSCF assignment correction
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060405
	29.228
	0298
	-
	6.11.0
	Rel-6
	Default Public User ID either SIP URI or tel URI
	approved
	F
	6.12.0
	IMS2-CCR
	C4

	CP-060405
	29.228
	0299
	-
	7.2.0
	Rel-7
	Default Public User ID either SIP URI or tel URI
	approved
	A
	7.3.0
	IMS2-CCR
	C4

	CP-060399
	29.228
	0304
	1
	7.2.0
	Rel-7
	Barring Indication for public user identity
	approved
	F
	7.3.0
	IMS-CCR
	C4

	CP-060417
	29.228
	0306
	2
	7.2.0
	Rel-7
	Deletion of description about  SIP-Authentication-Context
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060399
	29.228
	0311
	1
	5.16.0
	Rel-5
	Registration message flow correction
	approved
	F
	5.17.0
	IMS-CCR
	C4

	CP-060399
	29.228
	0312
	1
	6.11.0
	Rel-6
	Registration message flow correction
	approved
	A
	6.12.0
	IMS-CCR
	C4

	CP-060399
	29.228
	0313
	1
	7.2.0
	Rel-7
	Registration message flow correction
	approved
	A
	7.3.0
	IMS-CCR
	C4

	CP-060417
	29.228
	0314
	4
	7.2.0
	Rel-7
	AS originated services
	approved
	C
	7.3.0
	TEI7
	C4

	CP-060416
	29.228
	0317
	2
	7.2.0
	Rel-7
	Allowing a Display Name to be associated with a Public Identity
	approved
	C
	7.3.0
	FBI
	C4

	CP-060417
	29.228
	0320
	-
	7.2.0
	Rel-7
	"Update of the Table 6.7 ""Guidelines for S-CSCF"
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060399
	29.228
	0321
	-
	5.16.0
	Rel-5
	Barring Indication for public user identity
	approved
	F
	5.17.0
	IMS-CCR
	C4

	CP-060399
	29.228
	0322
	-
	6.11.0
	Rel-6
	Barring Indication for public user identity
	approved
	A
	6.12.0
	IMS-CCR
	C4

	CP-060417
	29.229
	0114
	3
	7.2.0
	Rel-7
	AS originated services
	approved
	C
	7.3.0
	TEI7
	C4

	CP-060405
	29.229
	0117
	2
	6.8.0
	Rel-6
	Correction of discovery of supported features in Sh and Cx
	approved
	F
	6.9.0
	IMS2-CCR
	C4

	CP-060405
	29.229
	0118
	2
	7.2.0
	Rel-7
	Correction of discovery of supported features in Sh and Cx
	approved
	A
	7.3.0
	IMS2-CCR
	C4

	CP-060417
	29.229
	0119
	1
	7.2.0
	Rel-7
	Sharing feature support information between domain pairs
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060417
	29.230
	0077
	3
	7.3.0
	Rel-7
	AS originated services
	approved
	B
	7.4.0
	TEI7
	C4

	CP-060417
	29.230
	0080
	-
	7.3.0
	Rel-7
	Errors to be sent in response to Sh-Notif
	approved
	F
	7.4.0
	TEI7
	C4

	CP-060417
	29.230
	0081
	-
	7.3.0
	Rel-7
	Definition of specific diameter codes for DSAI
	approved
	F
	7.4.0
	TEI7
	C4

	CP-060411
	29.232
	0388
	1
	7.2.0
	Rel-7
	Profile Description Annex: Connection model and Context Attributes
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0389
	2
	7.2.0
	Rel-7
	Profile Description Annex: Terminations
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0390
	2
	7.2.0
	Rel-7
	Profile Description Annex: Descriptors
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0391
	1
	7.2.0
	Rel-7
	Profile Description Annex: Message, Transport and Security
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0392
	1
	7.2.0
	Rel-7
	Profile Description Annex: Mandatory and optional packages
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0393
	2
	7.2.0
	Rel-7
	Profile Description Annex: H.248 packages
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0394
	2
	7.2.0
	Rel-7
	Profile Description Annex: BICC packages
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0395
	2
	7.2.0
	Rel-7
	Profile Description Annex: Mandatory and optional packages
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0396
	1
	7.2.0
	Rel-7
	Profile Description Annex: Command API
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0397
	1
	7.2.0
	Rel-7
	Profile Description Annex: Generic command syntax and encoding
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0398
	1
	7.2.0
	Rel-7
	Profile Description Annex: Transactions
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0399
	1
	7.2.0
	Rel-7
	Profile Description Annex: Mandatory support of SDP and Annex C information elements
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0400
	1
	7.2.0
	Rel-7
	Profile Description Annex: Optional support of SDP and Annex C information elements
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0401
	-
	7.2.0
	Rel-7
	Encoding of G.711 codec
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060400
	29.232
	0402
	3
	5.15.0
	Rel-5
	Profile registration procedure
	approved
	F
	5.16.0
	TEI5
	C4

	CP-060400
	29.232
	0403
	3
	6.6.0
	Rel-6
	Profile registration procedure
	approved
	A
	6.7.0
	TEI5
	C4

	CP-060400
	29.232
	0404
	3
	7.2.0
	Rel-7
	Profile registration procedure
	approved
	A
	7.3.0
	TEI5
	C4

	CP-060411
	29.232
	0407
	2
	7.2.0
	Rel-7
	Definition of the use of mandatory and optional in Mc Profile Template
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060402
	29.232
	0408
	-
	6.6.0
	Rel-6
	Trace Package ID
	approved
	F
	6.7.0
	TEI6
	C4

	CP-060402
	29.232
	0409
	-
	7.2.0
	Rel-7
	Trace Package ID
	approved
	A
	7.3.0
	TEI6
	C4

	CP-060400
	29.232
	0410
	-
	5.15.0
	Rel-5
	AuditValue procedure
	approved
	F
	5.16.0
	TEI5
	C4

	CP-060400
	29.232
	0411
	-
	6.6.0
	Rel-6
	AuditValue procedure
	approved
	A
	6.7.0
	TEI5
	C4

	CP-060400
	29.232
	0412
	-
	7.2.0
	Rel-7
	AuditValue procedure
	approved
	F
	7.3.0
	TEI5
	C4

	CP-060400
	29.232
	0413
	1
	5.15.0
	Rel-5
	Use of Topology for tones and annoucements
	approved
	F
	5.16.0
	TEI5
	C4

	CP-060400
	29.232
	0414
	1
	6.6.0
	Rel-6
	Use of Topology for tones and annoucements
	approved
	A
	6.7.0
	TEI5
	C4

	CP-060400
	29.232
	0415
	1
	7.2.0
	Rel-7
	Use of Topology for tones and annoucements
	approved
	F
	7.3.0
	TEI5
	C4

	CP-060397
	29.232
	0417
	-
	4.14.0
	Rel-4
	Modification of eventId named distant codec_list in threegtfoc
	approved
	F
	4.15.0
	CSSPLIT
	C4

	CP-060397
	29.232
	0418
	-
	5.15.0
	Rel-5
	Modification of eventId named distant codec_list in threegtfoc
	approved
	A
	5.16.0
	CSSPLIT
	C4

	CP-060397
	29.232
	0419
	-
	6.6.0
	Rel-6
	Modification of eventId named distant codec_list in threegtfoc
	approved
	A
	6.7.0
	CSSPLIT
	C4

	CP-060397
	29.232
	0420
	-
	7.2.0
	Rel-7
	Modification of eventId named distant codec_list in threegtfoc
	approved
	A
	7.3.0
	CSSPLIT
	C4

	CP-060397
	29.232
	0421
	1
	4.14.0
	Rel-4
	Continuity Procedures
	approved
	F
	4.15.0
	CSSPLIT
	C4

	CP-060397
	29.232
	0422
	1
	5.15.0
	Rel-5
	Continuity Procedures
	approved
	A
	5.16.0
	CSSPLIT
	C4

	CP-060402
	29.232
	0426
	-
	6.6.0
	Rel-6
	Wildcarding of Release Termination Response
	approved
	F
	6.7.0
	TEI6
	C4

	CP-060402
	29.232
	0427
	-
	7.2.0
	Rel-7
	Wildcarding of Release Termination Response
	approved
	A
	7.3.0
	TEI6
	C4

	CP-060400
	29.232
	0428
	-
	5.15.0
	Rel-5
	Correction to Emergency Call Indication Procedure
	approved
	F
	5.16.0
	TEI5
	C4

	CP-060400
	29.232
	0429
	-
	6.6.0
	Rel-6
	Correction to Emergency Call Indication Procedure
	approved
	A
	6.7.0
	TEI5
	C4

	CP-060400
	29.232
	0430
	-
	7.2.0
	Rel-7
	Correction to Emergency Call Indication Procedure
	approved
	A
	7.3.0
	TEI5
	C4

	CP-060400
	29.232
	0434
	1
	5.15.0
	Rel-5
	Use of IPSec For Mc Interface
	approved
	F
	5.16.0
	TEI5
	C4

	CP-060400
	29.232
	0435
	1
	6.6.0
	Rel-6
	Use of IPSec For Mc Interface
	approved
	A
	6.7.0
	TEI5
	C4

	CP-060400
	29.232
	0436
	1
	7.2.0
	Rel-7
	Use of IPSec For Mc Interface
	approved
	A
	7.3.0
	TEI5
	C4

	CP-060400
	29.232
	0437
	2
	5.15.0
	Rel-5
	Setting of LocalPeer for CSD
	approved
	F
	5.16.0
	TEI5
	C4

	CP-060400
	29.232
	0438
	2
	6.6.0
	Rel-6
	Setting of LocalPeer for CSD
	approved
	A
	6.7.0
	TEI5
	C4

	CP-060400
	29.232
	0439
	2
	7.2.0
	Rel-7
	Setting of LocalPeer for CSD
	approved
	A
	7.3.0
	TEI5
	C4

	CP-060411
	29.232
	0441
	2
	7.2.0
	Rel-7
	New Error Code For Temporary Busy
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0442
	1
	7.2.0
	Rel-7
	Profile Description Annex: Descriptors (complements)
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060411
	29.232
	0443
	-
	7.2.0
	Rel-7
	Profile Description Annex: Trace package
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060400
	29.232
	0444
	-
	5.15.0
	Rel-5
	Clarification of H.248.2 version in references
	approved
	F
	5.16.0
	TEI5
	C4

	CP-060400
	29.232
	0445
	-
	6.6.0
	Rel-6
	Clarification of H.248.2 version in references
	approved
	A
	6.7.0
	TEI5
	C4

	CP-060402
	29.232
	0446
	-
	6.6.0
	Rel-6
	Incomplete list of optional UMTS packages
	approved
	F
	6.7.0
	TEI6
	C4

	CP-060402
	29.232
	0447
	-
	7.2.0
	Rel-7
	Incomplete list of optional UMTS packages
	approved
	A
	7.3.0
	TEI6
	C4

	CP-060406
	29.234
	0107
	-
	6.7.0
	Rel-6
	Removal of editor's note about Pr ref. point
	approved
	F
	6.8.0
	WLAN
	C4

	CP-060406
	29.234
	0108
	-
	7.2.0
	Rel-7
	Removal of editor's note about Pr ref. point
	approved
	A
	7.3.0
	WLAN
	C4

	CP-060417
	29.328
	0188
	3
	7.2.0
	Rel-7
	Definition of Activation State Information for IMS (DSAI)
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060417
	29.328
	0190
	-
	7.2.0
	Rel-7
	Applying ORIGINATING_UNREGISTERED state
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060417
	29.328
	0191
	2
	7.2.0
	Rel-7
	Sh-Subs-Notif without Expiry Time
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060417
	29.328
	0195
	4
	7.2.0
	Rel-7
	S-CSCF name
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060417
	29.328
	0196
	1
	7.2.0
	Rel-7
	Public User Identity Grouping Information
	approved
	B
	7.3.0
	TEI7
	C4

	CP-060399
	29.328
	0197
	2
	6.10.0
	Rel-6
	Correction of the relationship between Repository Data and Public Identities
	approved
	A
	6.11.0
	IMS-CCR
	C4

	CP-060399
	29.328
	0198
	2
	7.2.0
	Rel-7
	Correction of the relationship between Repository Data and Public Identities
	approved
	A
	7.3.0
	IMS-CCR
	C4

	CP-060417
	29.328
	0199
	-
	7.2.0
	Rel-7
	Error to be sent if the identity can not be used for data reference
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060417
	29.328
	0200
	1
	7.2.0
	Rel-7
	Errors to be sent in response to Sh-Notif
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060399
	29.328
	0202
	2
	5.13.0
	Rel-5
	Correction of the relationship between Repository Data and Public Identities
	approved
	F
	5.14.0
	IMS-CCR
	C4

	CP-060417
	29.329
	0107
	2
	7.2.0
	Rel-7
	Introduction of Activation State Information for IMS (DSAI)
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060417
	29.329
	0108
	-
	7.2.0
	Rel-7
	Addition of AVPs in SNR and SNA
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060417
	29.329
	0110
	1
	7.2.0
	Rel-7
	Public User Identity Grouping Information
	approved
	B
	7.3.0
	TEI7
	C4

	CP-060405
	29.329
	0111
	-
	6.6.0
	Rel-6
	Missing Data Reference value
	approved
	F
	6.7.0
	IMS2-CCR
	C4

	CP-060405
	29.329
	0112
	-
	7.2.0
	Rel-7
	Missing Data Reference value
	approved
	A
	7.3.0
	IMS2-CCR
	C4

	CP-060417
	29.329
	0113
	1
	7.2.0
	Rel-7
	Errors to be sent in response to Sh-Notif
	approved
	F
	7.3.0
	TEI7
	C4

	CP-060401
	29.332
	0047
	1
	6.6.0
	Rel-6
	AuditValue procedure
	approved
	F
	6.7.0
	IMS2-CCR-Mn
	C4

	CP-060401
	29.332
	0048
	1
	7.3.0
	Rel-7
	AuditValue procedure
	approved
	F
	7.4.0
	IMS2-CCR-Mn
	C4

	CP-060410
	29.332
	0051
	-
	7.3.0
	Rel-7
	Alignment of Mn towards TISPAN Endorsement
	approved
	F
	7.4.0
	TEI7
	C4

	CP-060410
	29.332
	0052
	2
	7.3.0
	Rel-7
	Removal of duplicated functionality in body of specification
	approved
	F
	7.4.0
	TEI7
	C4

	CP-060401
	29.332
	0053
	1
	7.3.0
	Rel-7
	Definition of the use of mandatory and optional in Mn Profile Template
	approved
	A
	7.4.0
	IMS2-CCR-Mn
	C4

	CP-060401
	29.332
	0054
	1
	7.3.0
	Rel-7
	Missing Procedures Towards IMS
	approved
	A
	7.4.0
	IMS2-CCR-Mn
	C4

	CP-060410
	29.332
	0055
	2
	7.3.0
	Rel-7
	Correction to Terminations Chapter
	approved
	F
	7.4.0
	TEI7
	C4

	CP-060401
	29.332
	0057
	1
	6.6.0
	Rel-6
	Corrections to Profile Description: Descriptors
	approved
	F
	6.7.0
	IMS2-CCR-Mn
	C4

	CP-060401
	29.332
	0058
	1
	7.3.0
	Rel-7
	Corrections to Profile Description: Descriptors
	approved
	A
	7.4.0
	IMS2-CCR-Mn
	C4

	CP-060401
	29.332
	0059
	-
	6.6.0
	Rel-6
	Corrections to Profile Description: Command API
	approved
	F
	6.7.0
	IMS2-CCR-Mn
	C4

	CP-060401
	29.332
	0060
	-
	7.3.0
	Rel-7
	Corrections to Profile Description: Command API
	approved
	A
	7.4.0
	IMS2-CCR-Mn
	C4

	CP-060401
	29.332
	0061
	1
	6.6.0
	Rel-6
	Corrections to Profile Description: Packages
	approved
	F
	6.7.0
	IMS2-CCR-Mn
	C4

	CP-060401
	29.332
	0062
	1
	7.3.0
	Rel-7
	Corrections to Profile Description: Packages
	approved
	F
	7.4.0
	IMS2-CCR-Mn
	C4

	CP-060401
	29.332
	0065
	1
	6.6.0
	Rel-6
	Definition of the use of mandatory and optional in Mn Profile Template
	approved
	F
	6.7.0
	IMS2-CCR-Mn
	C4

	CP-060401
	29.332
	0067
	-
	6.6.0
	Rel-6
	Missing Procedures Towards IMS
	approved
	F
	6.7.0
	IMS2-CCR-Mn
	C4

	CP-060469
	29.994
	A0019
	2
	
	Rel-7
	Incorrect handling, by the MS, of messages in which truncation is used
	revised
	F
	
	TEI7
	C1

	CP-060506
	29.994
	A020
	2
	6.0.0
	Rel-7
	Incorrect handling, by the MS, of messages in which truncation is used
	APPROVED
	F
	7.0.0
	TEI7
	C1

	CP-060384
	31.101
	0035
	1
	6.5.1
	Rel-6
	Essential correction of the authenticate command in order to process message longer than 255 bytes.
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060384
	31.101
	0036
	1
	7.0.0
	Rel-7
	Essential correction of the authenticate command in order to process message longer than 255 bytes.
	approved
	A
	7.1.0
	TEI7
	C6

	CP-060385
	31.102
	0317
	2
	6.11.0
	Rel-6
	Essential correction of the authenticate command in order to process message longer than 255 bytes.
	approved
	F
	6.12.0
	TEI6
	C6

	CP-060385
	31.102
	0318
	2
	7.5.0
	Rel-7
	Essential correction of the authenticate command in order to process message longer than 255 bytes.
	approved
	A
	7.6.0
	TEI7
	C6

	CP-060386
	31.103
	0038
	1
	6.10.0
	Rel-6
	Coding of P2
	approved
	F
	6.11.0
	TEI6
	C6

	CP-060386
	31.103
	0039
	1
	6.10.0
	Rel-6
	Correction of ISIM Service Table
	approved
	F
	6.11.0
	TEI6
	C6

	CP-060386
	31.103
	0040
	1
	7.0.0
	Rel-7
	Correction of ISIM Service Table
	approved
	A
	7.1.0
	TEI7
	C6

	CP-060386
	31.103
	0043
	1
	7.0.0
	Rel-7
	Coding of P2
	approved
	A
	7.1.0
	TEI7
	C6

	CP-060476
	31.111
	0166
	2
	6.8.0
	Rel-6
	CR 31.111: UTRAN NMR encoding and Local Information clarifications
	approved
	F
	6.9.0
	TEI6
	C6

	CP-060476
	31.111
	0167
	1
	7.4.0
	Rel-7
	CR 31.111: UTRAN NMR encoding and Local Information clarifications
	approved
	A
	7.5.0
	TEI7
	C6

	CP-060507
	31.121
	0098
	1
	6.4.0
	Rel-6
	CR 31.121: Essential corrections on Applicability table
	approved
	F
	6.5.0
	TEI6
	C6

	CP-060477
	31.122
	0003
	1
	6.1.0
	Rel-6
	CR 31.122, Rel-6: Refinement of tests for shareable files
	approved
	F
	6.2.0
	TEI6
	C6

	CP-060477
	31.122
	0023
	2
	6.1.0
	Rel-6
	CR 31.122, Rel-6: Updates to Physical characteristics tests
	approved
	F
	6.2.0
	TEI6
	C6

	CP-060477
	31.122
	0026
	2
	6.1.0
	Rel-6
	CR 31.122, Rel-6: Updates to Protocol Tests
	approved
	F
	6.2.0
	TEI6
	C6

	CP-060477
	31.122
	0027
	1
	6.1.0
	Rel-6
	CR 31.122, Rel-6: Removal of Test Groups
	approved
	F
	6.2.0
	TEI6
	C6

	CP-060477
	31.122
	0029
	1
	6.1.0
	Rel-6
	CR 31.122, Rel-6: Addition of tests for current file after application session termination
	approved
	F
	6.2.0
	TEI6
	C6

	CP-060477
	31.122
	0030
	3
	6.1.0
	Rel-6
	CR 31.122, Rel-6: Addition of tests for TS 31.101
	approved
	F
	6.2.0
	TEI6
	C6

	CP-060477
	31.122
	0032
	1
	6.1.0
	Rel-6
	CR 31.122, Rel-6: Updates based on changes to 31.102
	approved
	F
	6.2.0
	TEI6
	C6

	CP-060389
	31.124
	0076
	1
	6.5.0
	Rel-6
	CR 31.124: Essential corrections on PROVIDE LOCAL INFORMATION test sequences
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060475
	31.124
	0077
	2
	6.5.0
	Rel-6
	CR 31.124: Corrections to SET UP CALL test case 27.22.4.13.1
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0078
	1
	6.5.0
	Rel-6
	Essential correction of BIP test cases
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0080
	2
	6.5.0
	Rel-6
	CR 31.124: Essential corrections on test sequences using the TLV data object Location Information
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0081
	3
	6.5.0
	Rel-6
	CR 31.124: Essential corrections to REFRESH(normal) test sequences
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0082
	1
	6.5.0
	Rel-6
	CR 31.124: Wrong reference inside test requirement of TC 27.22.7.2.2
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060475
	31.124
	0084
	1
	6.5.0
	Rel-6
	CR 31.124: Essential corrections Set Up Call, seq. 1.9
	revised
	F
	
	TEI6
	C6

	CP-060517
	31.124
	0084
	2
	6.5.0
	Rel-6
	CR 31.124: Essential corrections Set Up Call, seq. 1.9
	approved
	A
	6.6.0
	TEI-6
	C6

	CP-060475
	31.124
	0085
	1
	6.5.0
	Rel-6
	CR 31.124: Essential corrections of BIP entries in table E.1
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060475
	31.124
	0086
	1
	6.5.0
	Rel-6
	CR 31.124: Essential corrections of MMI entries in table E.1
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0087
	1
	6.5.0
	Rel-6
	CR 31.124: Essential corrections of applicability table
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0088
	1
	6.5.0
	Rel-6
	CR 31.124: Essential correction of IMEISV coding for Provide Local Information
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0089
	1
	6.5.0
	Rel-6
	CR 31.124: Essential corrections of text attribute tests for Send USSD and Close channel
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0090
	1
	6.5.0
	Rel-6
	Proposal to the TS 31.124 Split by referencing the relevant USAT Test procedures to TS 102 384
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0092
	1
	6.5.0
	Rel-6
	CR 31.124: Essential correction of RUN AT Command for text attribute tests
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060475
	31.124
	0094
	2
	6.5.0
	Rel-6
	CR 31.124, Rel-6: Corrections to MO SHORT MESSAGE CONTROL BY USIM tests
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0095
	1
	6.5.0
	Rel-6
	CR 31.124, Rel-6: Correction of RECEIVE DATA tests
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0096
	1
	6.5.0
	Rel-6
	CR 31.124, Rel-6: Correction of terminology for USIM Service Table
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0097
	1
	6.5.0
	Rel-6
	CR 31.124, Rel-6: Correction of 2nd alpha identifier usages in SET UP CALL tests
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0098
	1
	6.5.0
	Rel-6
	CR 31.124, Rel-6: Correction of various typographical errors
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060475
	31.124
	0099
	1
	6.5.0
	Rel-6
	CR 31.124: Essential corrections to SEND SS concerning longForwardedToNumber
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060475
	31.124
	0101
	1
	6.5.0
	Rel-6
	CR 31.124: Essential corrections to OPEN CHANNEL text attribute test sequences
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060389
	31.124
	0102
	1
	6.5.0
	Rel-6
	CR 31.124: Essential corrections to SEND SS display tests concerning longForwardedToNumber
	approved
	F
	6.6.0
	TEI6
	C6

	CP-060390
	31.130
	0017
	1
	6.4.1
	Rel-6
	Clarification on getShortMessageLength() method when applied on a SMS Cell Broadcast.
	rejected
	F
	
	TEI6
	C6

	CP-060391
	31.130
	0019
	1
	7.2.1
	Rel-7
	Correction of misnamed constant
	approved
	F
	7.3.0
	TEI7
	C6

	CP-060391
	31.130
	0020
	1
	7.2.1
	Rel-7
	Addition of missing event download I-WLAN access status
	approved
	B
	7.3.0
	TEI7
	C6

	CP-060390
	31.130
	0022
	-
	7.2.1
	Rel-7
	Clarification on getShortMessageLength() method when applied on a SMS Cell Broadcast.
	rejected
	F
	
	TEI7
	C6

	SP-060547
	32.101
	0031
	-
	7.1.0
	Rel-7
	Add the Domain Manager and its Peer-to-Peer Interface (Itf-P2P) to the Telecom Management Architecture
	approved
	C
	7.2.0
	OAM7-NIM-COOP
	S5

	SP-060515
	32.111-2
	0051
	-
	5.8.0
	Rel-5
	"Add missing ""active alarm"" definition in ""Alarm Integration Reference Point (IRP) Information Service (IS)"""
	approved
	F
	5.9.0
	OAM-NIM
	S5

	SP-060515
	32.111-2
	0052
	-
	6.8.0
	Rel-6
	"Add missing ""active alarm"" definition in ""Alarm Integration Reference Point (IRP) Information Service (IS)"""
	approved
	A
	6.9.0
	OAM-NIM
	S5

	SP-060515
	32.111-2
	0053
	-
	5.8.0
	Rel-5
	Correct the state diagram of Alarm IRP IS
	approved
	F
	5.9.0
	OAM-NIM
	S5

	SP-060515
	32.111-2
	0054
	-
	6.8.0
	Rel-6
	Correct the state diagram of Alarm IRP IS
	approved
	A
	6.9.0
	OAM-NIM
	S5

	SP-060515
	32.111-2
	0055
	-
	5.8.0
	Rel-5
	Correct the duplicated probable cause table
	approved
	F
	5.9.0
	OAM-NIM
	S5

	SP-060515
	32.111-2
	0056
	-
	6.8.0
	Rel-6
	Correct the duplicated probable cause table
	approved
	A
	6.9.0
	OAM-NIM
	S5

	SP-060527
	32.111-2
	0057
	-
	6.8.0
	Rel-6
	Add missing Notification Table in Alarm IRP IS
	approved
	F
	6.9.0
	OAM-NIM
	S5

	SP-060528
	32.151
	0003
	-
	6.2.0
	Rel-6
	Correct the definition of supportQualifier and readQualifier for IOC attributes
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-060548
	32.151
	0004
	-
	6.2.0
	Rel-7
	Update of 32.151 to use a MCC supported font
	approved
	F
	7.0.0
	OAM7-NIM
	S5

	SP-060540
	32.240
	0009
	-
	6.3.0
	Rel-7
	Extend the IMS correlation description for the access network to cover the fixed broadband access for multimedia data services
	approved
	C
	7.0.0
	FBI-PCBL-CH
	S5

	SP-060525
	32.240
	0010
	-
	6.3.0
	Rel-6
	Correction on Flow Based Charging - Align with 23.125
	approved
	F
	6.4.0
	CH-BC
	S5

	SP-060523
	32.250
	0009
	-
	6.5.0
	Rel-6
	Correction on service change indication - Align with SA1's 22.115
	approved
	F
	6.6.0
	SCUDIF
	S5

	SP-060541
	32.251
	0036
	-
	7.0.1
	Rel-7
	Add support for location based charging models - Align with SA1's 22.101 Service principles
	approved
	B
	7.1.0
	CH7
	S5

	SP-060525
	32.251
	0037
	-
	6.7.0
	Rel-6
	Correction on Flow Based Charging - Align with 23.125
	approved
	F
	6.8.0
	CH-BC
	S5

	SP-060525
	32.251
	0038
	-
	7.0.1
	Rel-7
	Correction on Flow Based Charging - Align with 23.125
	approved
	A
	7.1.0
	CH-BC
	S5

	SP-060521
	32.252
	0002
	-
	6.1.0
	Rel-6
	Correction to Served PDP Address in WLAN-AN-CDR
	approved
	F
	6.2.0
	WLAN-CH
	S5

	SP-060519
	32.260
	0027
	-
	6.6.0
	Rel-6
	Correction of Message Bodies
	approved
	F
	6.7.0
	IMS2-CH
	S5

	SP-060542
	32.260
	0028
	-
	6.6.0
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	approved
	C
	7.0.0
	CH7
	S5

	SP-060540
	32.260
	0029
	-
	6.6.0
	Rel-7
	Extend  the IMS correlation description for the access network to cover the fixed broadband access for multimedia data services
	approved
	C
	7.0.0
	FBI-PCBL-CH
	S5

	SP-060520
	32.260
	0030
	-
	6.6.0
	Rel-6
	Correction of on-line charging procedures related to IMS Service Termination
	approved
	F
	6.7.0
	IMS2-CH
	S5

	SP-060520
	32.260
	0031
	-
	6.6.0
	Rel-6
	Correct deregistration handling and event type charging
	approved
	F
	6.7.0
	IMS2-CH
	S5

	SP-060542
	32.260
	0032
	-
	6.6.0
	Rel-7
	Add Flow Diagrams for IMS online charging
	approved
	C
	7.0.0
	CH7
	S5

	SP-060542
	32.260
	0033
	-
	6.6.0
	Rel-7
	Inclusion of Event and Expires Information parameters into IMS CDRs - Align with 32.299
	approved
	C
	7.0.0
	CH7
	S5

	SP-060542
	32.260
	0034
	-
	6.6.0
	Rel-7
	Enhance Service Specific Data field definition
	approved
	C
	7.0.0
	CH7
	S5

	SP-060516
	32.272
	0015
	-
	6.4.0
	Rel-6
	Clarify the description of Number-Of-Participants in PoC-information
	approved
	F
	6.5.0
	PoC-CH
	S5

	SP-060516
	32.272
	0016
	-
	7.0.0
	Rel-7
	Clarify the description of Number-Of-Participants in PoC-information
	approved
	A
	7.1.0
	PoC-CH
	S5

	SP-060543
	32.272
	0017
	-
	7.0.0
	Rel-7
	Correction of PoC-Information - Align with 32.299
	approved
	C
	7.1.0
	CH7
	S5

	SP-060522
	32.273
	0008
	-
	6.4.0
	Rel-6
	"Resolve outstanding ""Editor's notes"" in MBMS charging"
	approved
	F
	6.5.0
	MBMS-CH
	S5

	SP-060525
	32.296
	0005
	-
	6.2.0
	Rel-6
	Correction on Flow Based Charging - Align with 23.125
	approved
	F
	6.3.0
	CH-BC
	S5

	SP-060526
	32.297
	0003
	-
	6.1.0
	Rel-6
	Correct field descriptions to the appropriate formats that represent binary
	approved
	F
	6.2.0
	CH
	S5

	SP-060544
	32.297
	0004
	-
	6.1.0
	Rel-7
	Add optional solution set for the Bx reference point to fulfil the ITU-T requirement on CDR file transfer with IPDR in context of NGN Accounting
	approved
	B
	7.0.0
	FBI-TISP2-CH
	S5

	SP-060519
	32.298
	0032
	-
	6.4.1
	Rel-6
	Correction to MessageBody
	approved
	F
	6.5.0
	IMS2-CH
	S5

	SP-060518
	32.298
	0033
	-
	6.4.1
	Rel-6
	Correction to number of participants charging for PoC
	approved
	F
	6.5.0
	CH
	S5

	SP-060541
	32.298
	0034
	-
	6.4.1
	Rel-7
	Add support for location based charging models - Align with SA1's 22.101 Service principles
	approved
	B
	7.0.0
	CH7
	S5

	SP-060542
	32.298
	0035
	-
	6.4.1
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	approved
	C
	7.0.0
	CH7
	S5

	SP-060539
	32.298
	0036
	-
	6.4.1
	Rel-7
	Enhancement of eG-CDR regarding Policy and Charging Control (PCC) - Align with SA2's 23.125, 23.203
	approved
	C
	7.0.0
	PCC-CH
	S5

	SP-060523
	32.298
	0037
	-
	6.4.1
	Rel-6
	Correction on service change indication - Align with SA1's 22.115
	approved
	F
	6.5.0
	SCUDIF
	S5

	SP-060541
	32.298
	0038
	-
	6.4.1
	Rel-7
	Add Event parameter to IMS CDRs
	approved
	C
	7.0.0
	CH7
	S5

	SP-060518
	32.298
	0039
	-
	6.4.1
	Rel-6
	Correction on Failure Handling Indication in eGCDRs- Align with 32.251
	approved
	F
	6.5.0
	CH-BC
	S5

	SP-060518
	32.298
	0040
	-
	6.4.1
	Rel-6
	Correction on un-compilable ASN.1 code
	approved
	F
	6.5.0
	CH
	S5

	SP-060542
	32.298
	0041
	-
	6.4.1
	Rel-7
	Enhance Service-Specific-Data field definition
	approved
	C
	7.0.0
	CH7
	S5

	SP-060524
	32.299
	0131
	-
	6.7.0
	Rel-6
	Correction on definition of Event-Timestamp due to ambiguity in IETF definitions
	approved
	F
	6.8.0
	IMS2-CH
	S5

	SP-060524
	32.299
	0132
	-
	7.2.0
	Rel-7
	Correction on definition of Event-Timestamp due to ambiguity in IETF definitions
	approved
	A
	7.3.0
	IMS2-CH
	S5

	SP-060524
	32.299
	0133
	-
	6.7.0
	Rel-6
	Correction to IMS-Information AVP - Align with 32.260
	withdrawn
	F
	
	IMS2-CH
	S5

	SP-060524
	32.299
	0134
	-
	7.2.0
	Rel-7
	Correction to IMS-Information AVP - Align with 32.260
	withdrawn
	A
	
	IMS2-CH
	S5

	SP-060517
	32.299
	0135
	-
	6.7.0
	Rel-6
	Correction on WLAN-Session-ID AVP code
	approved
	F
	6.8.0
	CH
	S5

	SP-060517
	32.299
	0136
	-
	7.2.0
	Rel-7
	Correction on WLAN-Session-ID AVP code
	approved
	A
	7.3.0
	CH
	S5

	SP-060517
	32.299
	0137
	-
	6.7.0
	Rel-6
	Correction on LCS AVP codes
	approved
	F
	6.8.0
	CH
	S5

	SP-060517
	32.299
	0138
	-
	7.2.0
	Rel-7
	Correction on LCS AVP codes
	approved
	A
	7.3.0
	CH
	S5

	SP-060517
	32.299
	0139
	-
	6.7.0
	Rel-6
	Correction on MMS AVP codes
	approved
	F
	6.8.0
	CH
	S5

	SP-060517
	32.299
	0140
	-
	7.2.0
	Rel-7
	Correction on MMS AVP codes
	approved
	A
	7.3.0
	CH
	S5

	SP-060518
	32.299
	0141
	-
	6.7.0
	Rel-6
	Correction to number of participants charging for PoC
	approved
	F
	6.8.0
	CH
	S5

	SP-060518
	32.299
	0142
	-
	7.2.0
	Rel-7
	Correction to number of participants charging for PoC
	approved
	A
	7.3.0
	CH
	S5

	SP-060517
	32.299
	0143
	-
	6.7.0
	Rel-6
	Correction on the type of the Number-of-Participants AVP
	approved
	F
	6.8.0
	CH
	S5

	SP-060517
	32.299
	0144
	-
	7.2.0
	Rel-7
	Correction on the type of the Number-of-Participants AVP
	approved
	A
	7.3.0
	CH
	S5

	SP-060542
	32.299
	0145
	-
	7.2.0
	Rel-7
	Add P-Access-Network-Info to IMS-Information and CDRs
	approved
	C
	7.3.0
	CH7
	S5

	SP-060516
	32.299
	0146
	-
	6.7.0
	Rel-6
	Align description of number of participants with 32.272
	approved
	F
	6.8.0
	PoC-CH
	S5

	SP-060516
	32.299
	0147
	-
	7.2.0
	Rel-7
	Align description of number of participants with 32.272
	approved
	A
	7.3.0
	PoC-CH
	S5

	SP-060542
	32.299
	0148
	-
	7.2.0
	Rel-7
	Enhance Service-Specific-Data AVP definition
	approved
	C
	7.3.0
	CH7
	S5

	SP-060529
	32.313
	0003
	-
	6.2.0
	Rel-6
	Capture all CORBA common types in 32.313
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-060549
	32.321
	0001
	-
	6.0.0
	Rel-7
	Add new test categories of network performance measurement
	approved
	B
	7.0.0
	OAM7-NIM
	S5

	SP-060530
	32.341
	0002
	-
	6.1.0
	Rel-6
	Correct the file exchange requirements in File Transfer (FT) Integration Reference Point (IRP)
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060531
	32.371
	0002
	-
	6.1.0
	Rel-6
	Update the reference of the security threats in Security Management Context
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-060531
	32.371
	0003
	-
	7.0.0
	Rel-7
	Update the reference of the security threats in Security Management Context
	approved
	A
	7.1.0
	OAM-NIM
	S5

	SP-060550
	32.405
	0009
	-
	7.1.0
	Rel-7
	Add RRC Connection Usage Measurements to fully gauge the usage of the UTRAN
	revised
	B
	
	OAM7-PM
	S5

	SP-060663
	32.405
	0009
	1
	7.1.0
	Rel-7
	Add RRC Connection Usage Measurements to fully gauge the usage of the UTRAN
	approved
	B
	7.2.0
	OAM7-PM
	S5

	SP-060550
	32.405
	0010
	-
	7.1.0
	Rel-7
	Correction to TDD measurements for Received Total Wideband Power and Transmitted Carrier Power
	revised
	F
	
	OAM7-PM
	S5

	SP-060663
	32.405
	0010
	1
	7.1.0
	Rel-7
	Correction to TDD measurements for Received Total Wideband Power and Transmitted Carrier Power
	approved
	F
	7.2.0
	OAM7-PM
	S5

	SP-060550
	32.405
	0011
	-
	7.1.0
	Rel-7
	Add measurements about RAB with different data rates of conversational service - Align with RAN2's 25.993
	approved
	B
	7.2.0
	OAM7-PM
	S5

	SP-060550
	32.405
	0012
	-
	7.1.0
	Rel-7
	Add measurements about the non-HS carrier power - Align with RAN3's 25.433
	approved
	B
	7.2.0
	OAM7-PM
	S5

	SP-060550
	32.405
	0013
	-
	7.1.0
	Rel-7
	Add Uplink ISCP measurements in  PM for TDD
	approved
	B
	7.2.0
	OAM7-PM
	S5

	SP-060550
	32.405
	0014
	-
	7.1.0
	Rel-7
	Add measurements about the non-HS carrier power for TDD
	approved
	B
	7.2.0
	OAM7-PM
	S5

	SP-060550
	32.405
	0015
	-
	7.1.0
	Rel-7
	Constrain the applicability of performance measurements related to Iur interface
	approved
	C
	7.2.0
	OAM7-PM
	S5

	SP-060550
	32.405
	0016
	-
	7.1.0
	Rel-7
	Add measurements about call duration in utran cell for CS domain
	approved
	B
	7.2.0
	OAM7-PM
	S5

	SP-060550
	32.405
	0017
	-
	7.1.0
	Rel-7
	Add measurements related to channel switches for HSDPA
	approved
	B
	7.2.0
	OAM7-PM
	S5

	SP-060550
	32.405
	0018
	-
	7.1.0
	Rel-7
	Add measurements about the HSDPA mobility management
	approved
	B
	7.2.0
	OAM7-PM
	S5

	SP-060550
	32.405
	0019
	-
	7.1.0
	Rel-7
	Add HSDPA setup related measurements
	approved
	B
	7.2.0
	OAM7-PM
	S5

	SP-060551
	32.408
	0004
	-
	7.1.0
	Rel-7
	Add voice service related measurements
	approved
	B
	7.2.0
	OAM7-PM
	S5

	SP-060551
	32.408
	0005
	-
	7.1.0
	Rel-7
	Add IN service related measurements
	approved
	B
	7.2.0
	OAM7-PM
	S5

	SP-060532
	32.412
	0015
	-
	6.7.0
	Rel-6
	Correct matching info of notificationType
	approved
	F
	6.8.0
	OAM-NIM
	S5

	SP-060552
	32.421
	0013
	-
	7.1.0
	Rel-7
	Add Cell Traffic Trace capability to 32.421 Trace concepts and requirements
	approved
	C
	7.2.0
	OAM7-Trace
	S5

	SP-060552
	32.422
	0022
	-
	7.0.0
	Rel-7
	Add general mechanism for starting trace recording sessions at IMS Network Elements and UE - to support end-to-end Service Level Tracing for IMS
	approved
	B
	7.1.0
	OAM7-Trace
	S5

	SP-060552
	32.422
	0023
	-
	7.0.0
	Rel-7
	Add definition of Service Level Tracing Start Triggering Event
	approved
	B
	7.1.0
	OAM7-Trace
	S5

	SP-060552
	32.422
	0024
	-
	7.0.0
	Rel-7
	Clarification of Trace session deactivation mechanism
	approved
	F
	7.1.0
	OAM7-Trace
	S5

	SP-060552
	32.422
	0025
	-
	7.0.0
	Rel-7
	Add sending of trace control and configuration parameters for service level tracing
	approved
	B
	7.1.0
	OAM7-Trace
	S5

	SP-060552
	32.422
	0026
	-
	7.0.0
	Rel-7
	Add starting trace recording at IMS network elements
	approved
	B
	7.1.0
	OAM7-Trace
	S5

	SP-060552
	32.422
	0027
	-
	7.0.0
	Rel-7
	Add charging concepts for Service Level Tracing for IMS
	approved
	B
	7.1.0
	OAM7-Trace
	S5

	SP-060552
	32.422
	0028
	-
	7.0.0
	Rel-7
	Add stopping trace recording mechanism for service level tracing
	approved
	B
	7.1.0
	OAM7-Trace
	S5

	SP-060533
	32.423
	0012
	-
	6.5.0
	Rel-6
	Correct UTRA Carrier RSSI for trace contents- Align with RAN2's 25.331
	approved
	F
	6.6.0
	OAM-Trace
	S5

	SP-060533
	32.423
	0013
	-
	7.2.0
	Rel-7
	Correct UTRA Carrier RSSI for trace contents- Align with RAN2's 25.331
	approved
	A
	7.3.0
	OAM-Trace
	S5

	SP-060533
	32.423
	0014
	-
	6.5.0
	Rel-6
	Correct CFN-SFN observed time difference for trace IE - Align with RAN2's 25.331
	approved
	F
	6.6.0
	OAM-Trace
	S5

	SP-060533
	32.423
	0015
	-
	7.2.0
	Rel-7
	Correct CFN-SFN observed time difference for trace IE - Align with RAN2's 25.331
	approved
	A
	7.3.0
	OAM-Trace
	S5

	SP-060552
	32.423
	0016
	-
	7.2.0
	Rel-7
	Add Trace IEs to differentiate UARFCN for FDD and TDD - Align with RAN2's 25.331
	approved
	C
	7.3.0
	OAM7-Trace
	S5

	SP-060533
	32.423
	0017
	-
	6.5.0
	Rel-6
	Correction of compilation errors of XML examples
	approved
	F
	6.6.0
	OAM-Trace
	S5

	SP-060552
	32.423
	0018
	-
	7.2.0
	Rel-7
	Correction in XML schema and examples
	approved
	F
	7.3.0
	OAM7-Trace
	S5

	SP-060534
	32.612
	0020
	-
	6.4.0
	Rel-6
	"Correct the class diagrams and the qualifiers of systemDNs in the ""Bulk Configuration Management (CM) Integration Reference Point (IRP)"""
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-060553
	32.612
	0021
	-
	6.4.0
	Rel-7
	Correct the qualifiers of objectClasses and objectInstances
	approved
	F
	7.0.0
	OAM7-NIM
	S5

	SP-060534
	32.612
	0022
	-
	6.4.0
	Rel-6
	Add missing Notification subclause in Bulk CM IRP IS
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-060535
	32.622
	0027
	-
	6.5.0
	Rel-6
	Extend the usage of VsDataContainer by BulkCMIRP to all 3GPP NRMs
	approved
	F
	6.6.0
	OAM-NIM
	S5

	SP-060535
	32.625
	0024
	-
	6.6.0
	Rel-6
	Correct the use of dnList instead of string type for indicating multiple DN
	approved
	F
	6.7.0
	OAM-NIM
	S5

	SP-060536
	32.632
	0021
	-
	6.4.0
	Rel-6
	Add missing CscfFunction IOC to CN NRM
	reissued
	F
	
	OAM-NIM
	S5

	SP-060611
	32.632
	0021
	-
	6.4.0
	Rel-6
	Add missing CscfFunction IOC to CN NRM
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-060611
	32.633
	0015
	-
	6.3.0
	Rel-6
	Add missing CscfFunction to CN NRM - Align with 32.632
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-060536
	32.633
	0015
	-
	6.3.0
	Rel-6
	Add missing CscfFunction to CN NRM - Align with 32.632
	reissued
	F
	
	OAM-NIM
	S5

	SP-060611
	32.635
	0016
	-
	6.4.0
	Rel-6
	Add missing CscfFunction to CN NRM - Align with 32.632
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-060536
	32.635
	0016
	-
	6.4.0
	Rel-6
	Add missing CscfFunction to CN NRM - Align with 32.632
	reissued
	F
	
	OAM-NIM
	S5

	SP-060611
	32.635
	0017
	-
	6.4.0
	Rel-6
	Add missing link (Link_Scscf_Scscf) - Align with 32.632
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-060536
	32.635
	0017
	-
	6.4.0
	Rel-6
	Add missing link (Link_Scscf_Scscf) - Align with 32.632
	reissued
	F
	
	OAM-NIM
	S5

	SP-060611
	32.635
	0018
	-
	6.4.0
	Rel-6
	Correct the usage of dnList instead of string type for indicating multiple DN
	revised
	F
	
	OAM-NIM
	S5

	SP-060536
	32.635
	0018
	-
	6.4.0
	Rel-6
	Correct the usage of dnList instead of string type for indicating multiple DN
	reissued
	F
	
	OAM-NIM
	S5

	SP-060655
	32.635
	0018
	1
	6.4.0
	Rel-6
	Correct the usage of dnList instead of string type for indicating multiple DN
	approved
	F
	6.5.0
	OAM-NIM
	S5

	SP-060537
	32.643
	0027
	-
	6.6.0
	Rel-6
	"Correct the IOC AntennaFunction data types of latitude and longitude from ""short"" to ""long"" to avoid overflow"
	approved
	F
	6.7.0
	OAM-NIM
	S5

	SP-060623
	32.643
	0028
	-
	7.0.0
	Rel-7
	"Correct the IOC AntennaFunction data types of latitude and longitude from ""short"" to ""long"" to avoid overflow"
	approved
	A
	7.1.0
	OAM-NIM
	S5

	SP-060537
	32.644
	0018
	-
	6.2.0
	Rel-6
	Add missing RET Antenna Functionality to the CMIP Solution Set - Align with 32.642 UTRAN network resources IRP Network Resource Model
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-060537
	32.645
	0028
	-
	6.7.0
	Rel-6
	Correct the usage of dnList type for iubLinkUtranCell & controlledCellList
	approved
	F
	6.8.0
	OAM-NIM
	S5

	SP-060537
	32.645
	0029
	-
	7.0.0
	Rel-7
	Correct the usage of dnList type for iubLinkUtranCell & controlledCellList
	approved
	A
	7.1.0
	OAM-NIM
	S5

	SP-060554
	32.741
	0001
	-
	6.0.0
	Rel-7
	Add missing M3UA signalling information to the Signalling Transport Network interface NRM IRP Requirements
	approved
	B
	7.0.0
	OAM7-NIM
	S5

	SP-060538
	32.742
	0003
	-
	6.2.0
	Rel-6
	Deletion of ManagedFunction and relatedObjects in MTPSignPoint
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-060554
	32.742
	0004
	-
	6.2.0
	Rel-7
	Add M3UA related Information in STN NRM IS
	approved
	B
	7.0.0
	OAM7-NIM
	S5

	SP-060538
	32.743
	0003
	-
	6.2.0
	Rel-6
	Deletion of relatedObjects attribute in MTPSignPoint - Align with 32.742 Signalling Transport Network interface NRM IRP Information Service
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-060554
	32.743
	0005
	-
	6.2.0
	Rel-7
	Add M3UA related information - Align with 32.742
	approved
	B
	7.0.0
	OAM7-NIM
	S5

	SP-060538
	32.744
	0001
	-
	6.0.0
	Rel-6
	Define LinkTpStatus - Align with ITU-T Q.751 and 32.742 Signalling Transport Network interface NRM IRP Information Service
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-060538
	32.745
	0004
	-
	6.2.0
	Rel-6
	Deletion of relatedObjects attribute in MTPSignPoint - Align with 32.742 Signalling Transport Network interface NRM IRP Information Service
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-060554
	32.745
	0005
	-
	6.2.0
	Rel-7
	Add M3UA related information in STN NRM XML file format defition
	approved
	B
	7.0.0
	OAM7-NIM
	S5

	SP-060508
	33.107
	0058
	-
	7.3.0
	Rel-7
	Editorial Update by rapporteur
	revised
	D
	
	LI-7A
	S3

	SP-060659
	33.107
	0058
	1
	7.3.0
	Rel-7
	Editorial Update by rapporteur
	approved
	F
	7.4.0
	LI-7A
	S3

	SP-060509
	33.108
	0088
	-
	7.5.0
	Rel-7
	TS 33.108 - WLAN Interworking Interception Details (v7.0)
	revised
	B
	
	LI-7A
	S3

	SP-060660
	33.108
	0088
	1
	7.5.0
	Rel-7
	TS 33.108 - WLAN Interworking Interception Details (v7.0)
	approved
	B
	7.6.0
	LI-7A
	S3

	SP-060495
	33.203
	0093
	-
	6.9.0
	Rel-6
	Correction of SIP Privacy reference errors
	approved
	F
	6.10.0
	TEI
	S3

	SP-060495
	33.203
	0094
	-
	7.2.0
	Rel-7
	Correction of SIP Privacy reference errors
	approved
	A
	7.3.0
	TEI
	S3

	SP-060503
	33.203
	0095
	-
	7.2.0
	Rel-7
	Removal of editor's note
	approved
	D
	7.3.0
	IMS-SE
	S3

	SP-060489
	33.203
	0096
	-
	5.10.0
	Rel-5
	Check for duplicate (IP address, port) pairs also in re-registrations
	approved
	F
	5.11.0
	IMS-SE
	S3

	SP-060489
	33.203
	0097
	-
	6.9.0
	Rel-6
	Check for duplicate (IP address, port) pairs also in re-registrations
	approved
	A
	6.10.0
	IMS-SE
	S3

	SP-060489
	33.203
	0098
	-
	7.2.0
	Rel-7
	Check for duplicate (IP address, port) pairs also in re-registrations
	approved
	A
	7.3.0
	IMS-SE
	S3

	SP-060503
	33.203
	0099
	-
	7.2.0
	Rel-7
	Removing Confidentiality indication from SM8
	approved
	F
	7.3.0
	IMS
	S3

	SP-060499
	33.204
	0004
	-
	7.1.0
	Rel-7
	Using TCAPsec within a hub-and-spoke architecture
	revised
	B
	
	SEC7-NDS-TCAPsec
	S3

	SP-060661
	33.204
	0004
	1
	7.1.0
	Rel-7
	Using TCAPsec within a hub-and-spoke architecture
	approved
	B
	7.2.0
	SEC7-NDS-TCAPsec
	S3

	SP-060492
	33.210
	0018
	-
	6.5.0
	Rel-6
	Clarifying the use of RFC3554
	approved
	F
	6.6.0
	SEC1-NDS
	S3

	SP-060492
	33.210
	0019
	-
	7.0.0
	Rel-7
	Clarifying the use of RFC3554
	approved
	F
	7.1.0
	SEC1-NDS
	S3

	SP-060500
	33.220
	0096
	-
	7.4.0
	Rel-7
	Clarification of notes
	approved
	F
	7.5.0
	SEC7
	S3

	SP-060500
	33.220
	0097
	-
	7.4.0
	Rel-7
	Corrections of some incorrect reference
	approved
	F
	7.5.0
	GAA2
	S3

	SP-060493
	33.220
	0098
	-
	6.9.0
	Rel-6
	Sending FQDN over Zn
	approved
	F
	6.10.0
	SEC1-SC
	S3

	SP-060493
	33.220
	0099
	-
	7.4.0
	Rel-7
	Sending FQDN over Zn
	approved
	A
	7.5.0
	SEC1-SC
	S3

	SP-060496
	33.220
	0100
	-
	6.9.0
	Rel-6
	Correction to the UICC selection procedure in GBA
	approved
	F
	6.10.0
	TEI6
	S3

	SP-060496
	33.220
	0101
	-
	7.4.0
	Rel-7
	Correction to the UICC selection procedure in GBA
	approved
	A
	7.5.0
	TEI
	S3

	SP-060500
	33.220
	0102
	-
	7.4.0
	Rel-7
	Using pseudonyms over Zn to ensure service continuity
	postponed
	F
	
	GAA2
	S3

	SP-060501
	33.222
	0026
	-
	7.1.0
	Rel-7
	Clarification of using HTTP digest with HTTPS
	approved
	F
	7.2.0
	SEC1-SC
	S3

	SP-060498
	33.234
	0081
	-
	7.1.0
	Rel-7
	Correction to protocol used in Wx reference point
	approved
	F
	7.2.0
	I-WLAN
	S3

	SP-060498
	33.234
	0082
	-
	7.1.0
	Rel-7
	Corrections and updates of references
	revised
	D
	
	WLAN
	S3

	SP-060652
	33.234
	0082
	1
	7.1.0
	Rel-7
	Corrections and updates of references
	approved
	F
	7.2.0
	WLAN
	S3

	SP-060497
	33.246
	0087
	-
	7.0.0
	Rel-7
	BM-SC chooses MUK lifetime less than corresponding GBA Key lifetime
	approved
	F
	7.1.0
	MBMS
	S3

	SP-060490
	33.246
	0088
	-
	6.7.0
	Rel-6
	Correcting http syntax of key management procedures
	approved
	F
	6.8.0
	MBMS
	S3

	SP-060490
	33.246
	0089
	-
	7.0.0
	Rel-7
	Correcting http syntax of key management procedures
	approved
	A
	7.1.0
	MBMS
	S3

	SP-060497
	33.246
	0090
	-
	7.0.0
	Rel-7
	Correction of incorrect description of  BM-SC
	approved
	F
	7.1.0
	MBMS
	S3

	SP-060497
	33.246
	0091
	-
	7.0.0
	Rel-7
	Correction of possible key ID values
	approved
	F
	7.1.0
	MBMS
	S3

	SP-060497
	33.246
	0092
	-
	7.0.0
	Rel-7
	Removal of MIKEY internal keys
	approved
	F
	7.1.0
	MBMS
	S3

	SP-060491
	33.246
	0093
	-
	6.7.0
	Rel-6
	Removing TAG and MKI length from Service Announcement
	approved
	F
	6.8.0
	MBMS
	S3

	SP-060491
	33.246
	0094
	-
	7.0.0
	Rel-7
	Removing TAG and MKI length from Service Announcement
	approved
	A
	7.1.0
	MBMS
	S3

	SP-060497
	33.246
	0095
	-
	7.0.0
	Rel-7
	"Addition of a ""2G GBA allowed"" flag in MBMS user service announcement"
	revised
	B
	
	MBMS
	S3

	SP-060649
	33.246
	0095
	1
	7.0.0
	Rel-7
	"Addition of a ""2G GBA allowed"" flag in MBMS user service announcement"
	approved
	B
	7.1.0
	MBMS
	S3

	SP-060507
	33.310
	0005
	-
	7.0.0
	Rel-7
	Extending NDS/AF to support TLS
	approved
	B
	7.1.0
	SEC7-NDS-TCAPsec-SA3
	S3

	SP-060504
	33.310
	0006
	-
	7.0.0
	Rel-7
	Clarifications and corrections
	approved
	F
	7.1.0
	TEI
	S3

	SP-060502
	33.919
	0006
	-
	7.0.0
	Rel-7
	Verification of UE information and key management
	revised
	B
	
	GAA2
	S3

	SP-060662
	33.919
	0006
	1
	7.0.0
	Rel-7
	Verification of UE information and key management
	approved
	B
	7.1.0
	GAA2
	S3

	SP-060502
	33.919
	0007
	-
	7.0.0
	Rel-7
	Event monitoring principles for GAA/GBA
	approved
	B
	7.1.0
	GAA2
	S3

	SP-060494
	33.978
	0014
	-
	6.4.0
	Rel-6
	Correction of statement on use of temporary public user identities
	approved
	F
	6.5.0
	SEC-IMS
	S3

	SP-060494
	33.978
	0015
	-
	6.4.0
	Rel-6
	Correction of text on check of IP addresses
	approved
	F
	6.5.0
	SEC-IMS
	S3

	SP-060494
	33.978
	0016
	-
	6.4.0
	Rel-6
	Proposed changes to the Interworking cases section
	revised
	F
	
	SEC-IMS
	S3

	SP-060646
	33.978
	0016
	1
	6.4.0
	Rel-6
	Proposed changes to the Interworking cases section
	approved
	F
	6.5.0
	SEC-IMS
	S3

	SP-060506
	33.980
	0005
	-
	7.1.0
	Rel-7
	Usage of HTTP POST method
	approved
	F
	7.2.0
	LibSec
	S3

	SP-060506
	33.980
	0006
	-
	7.1.0
	Rel-7
	Service based data management
	approved
	F
	7.2.0
	LibSec
	S3

	SP-060506
	33.980
	0007
	-
	7.1.0
	Rel-7
	Liberty ID-WSF and GBA interworking architecture
	approved
	F
	7.2.0
	LibSec
	S3

	SP-060506
	33.980
	0008
	-
	7.1.0
	Rel-7
	Clarifications and corrections
	approved
	F
	7.2.0
	LibSec
	S3

	RP-060560
	34.108
	0526
	-
	6.3.0
	Rel-6
	Editorial changes in 34.108
	approved
	F
	6.4.0
	TEI6_Test
	R5

	RP-060549
	34.108
	0527
	-
	6.3.0
	Rel-6
	CR to 34.108: Correction of reference test frequencies for UMTS800 (Band VI)
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060549
	34.108
	0528
	-
	6.3.0
	Rel-6
	Correction to SIB11 in 6.1
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060549
	34.108
	0529
	-
	6.3.0
	Rel-6
	Correction to SECURITY MODE COMMAND message in 9.2.1
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060562
	34.108
	0530
	-
	6.3.0
	Rel-6
	Correction to RB Setup default message for E-DCH RF testing
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060568
	34.108
	0531
	-
	6.3.0
	Rel-6
	CR to 34.108: Correction the contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060566
	34.108
	0532
	-
	6.3.0
	Rel-6
	Addition of HSDPA cases to radio bearer setup and radio bearer release in section 9.1.2
	approved
	F
	6.4.0
	HSDPA_HCRTDD_Test
	R5

	RP-060567
	34.108
	0533
	-
	6.3.0
	Rel-6
	Corrections to the default PHYSICAL CHANNEL RECONFIGURATION message 
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060567
	34.108
	0534
	-
	6.3.0
	Rel-6
	Corrections to specification of HARQ RV sequence and retransmissions for 34.123-1 test cases configuring HSDPA
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060562
	34.108
	0535
	-
	6.3.0
	Rel-6
	Corrections to the default RADIO BEARER SETUP message
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060562
	34.108
	0536
	-
	6.3.0
	Rel-6
	New Test RABS for MAC-E/Es test cases
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060562
	34.108
	0537
	-
	6.3.0
	Rel-6
	Correction to radio bearer configuration 6.10.2.4.6 and 6.10.2.4.8
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060562
	34.108
	0538
	-
	6.3.0
	Rel-6
	Correction to 34.108 Section 9.1 : Corrections to Radio Bearer Setup for A12
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060549
	34.108
	0539
	-
	6.3.0
	Rel-6
	Clarification to section 6.10 and 6.11
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060549
	34.108
	0540
	-
	6.3.0
	Rel-6
	Correction to 34.108 Section 6.1 : Inclusion of System Information Block Type 5bis 
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060549
	34.108
	0541
	-
	6.3.0
	Rel-6
	Corrections to maximum data rate for combinations on PRACH (FDD)
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060571
	34.109
	0037
	-
	6.1.0
	Rel-6
	Introduction of UE test loop mode 3 (SDU counters) to support MTCH performance testing.
	approved
	B
	6.2.0
	MBMS-RAN-RF_Test
	R2

	RP-060599
	34.109
	0038
	-
	6.1.0
	Rel-7
	Introduction of UE test loop mode 3 (SDU counters) to support MTCH performance testing.
	withdrawn
	B
	
	MBMS-RAN-RF_Test
	R2

	RP-060549
	34.121-1
	0715
	-
	7.1.0
	Rel-7
	Correction to the formula of CPICH_RSCP of Table 5.5.2.3
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060553
	34.121-1
	0716
	-
	7.1.0
	Rel-7
	Correction to 5.13.3 UE phase discontinuity
	approved
	F
	7.2.0
	TEI5_Test
	R5

	RP-060553
	34.121-1
	0717
	-
	7.1.0
	Rel-7
	Correction to 5.13.4 PRACH preamble quality
	approved
	F
	7.2.0
	TEI5_Test
	R5

	RP-060549
	34.121-1
	0718
	-
	7.1.0
	Rel-7
	Split of 34.121-1 test case 6.4 to 6.4 and 6.4A
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060553
	34.121-1
	0719
	-
	7.1.0
	Rel-7
	BLER test limit for TC 7.8.4 Power control in DL, different transport formats
	approved
	F
	7.2.0
	TEI5_Test
	R5

	RP-060552
	34.121-1
	0720
	-
	7.1.0
	Rel-7
	Correction to test case 7.11 Demodulation of Paging Channel (PCH)
	approved
	F
	7.2.0
	TEI4_Test
	R5

	RP-060549
	34.121-1
	0721
	-
	7.1.0
	Rel-7
	Correction to 7.8.2 Power control in the downlink, initial convergence
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060549
	34.121-1
	0722
	-
	7.1.0
	Rel-7
	Clarification to UL data rate in test 7.8.2 subtest 3 & 4
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060549
	34.121-1
	0723
	-
	7.1.0
	Rel-7
	Correction to the RRM Test cases 8.6.1.1 and 8.6.1.1A 
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060549
	34.121-1
	0724
	-
	7.1.0
	Rel-7
	Correction to ARFCN of GSM target cell in test case 8.2.3.3
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060549
	34.121-1
	0725
	-
	7.1.0
	Rel-7
	Clarification to GSM target cell in test case 8.3.5.3
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060549
	34.121-1
	0726
	-
	7.1.0
	Rel-7
	Correction to 8.5.1 UE Transmit Timing
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060560
	34.121-1
	0727
	-
	7.1.0
	Rel-7
	Correction to 8.6.5.1 Correct reporting of neighbours in AWGN propagation condition
	approved
	F
	7.2.0
	TEI6_Test
	R5

	RP-060549
	34.121-1
	0728
	-
	7.1.0
	Rel-7
	Correction to Annex C.6.2 Channel combinations for BLER measurements
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060567
	34.121-1
	0729
	-
	7.1.0
	Rel-7
	Beta values for HSDPA RF tests
	approved
	F
	7.2.0
	HSDPA_Test
	R5

	RP-060567
	34.121-1
	0730
	-
	7.1.0
	Rel-7
	Correction to beta values to be used in test 5.13.1A 
	approved
	F
	7.2.0
	HSDPA_Test
	R5

	RP-060567
	34.121-1
	0731
	-
	7.1.0
	Rel-7
	Correction of reference to connection diagram in 9.3.1 
	approved
	F
	7.2.0
	HSDPA_Test
	R5

	RP-060567
	34.121-1
	0732
	-
	7.1.0
	Rel-7
	MAC header transmission on HS-DSCH 
	approved
	F
	7.2.0
	HSDPA_Test
	R5

	RP-060567
	34.121-1
	0733
	-
	7.1.0
	Rel-7
	New Rel-6 RRM test case: 8.3.8 Serving HS-DSCH cell change
	approved
	F
	7.2.0
	HSDPA_Test
	R5

	RP-060567
	34.121-1
	0734
	-
	7.1.0
	Rel-7
	"Changes to annex of 34.121-1 for the testcase ""Serving HS-DSCH cell change"""
	approved
	F
	7.2.0
	HSDPA_Test
	R5

	RP-060567
	34.121-1
	0735
	-
	7.1.0
	Rel-7
	Correction of beta factors during the measurement period for test cases in 5.xA tests
	approved
	F
	7.2.0
	HSDPA_Test
	R5

	RP-060562
	34.121-1
	0736
	-
	7.1.0
	Rel-7
	New HSUPA Test Case to 34.121-1: E-TFC restriction in UE
	approved
	F
	7.2.0
	EDCH_Test
	R5

	RP-060562
	34.121-1
	0737
	-
	7.1.0
	Rel-7
	New HSUPA Test Case to 34.121-1: Detection Inter-Cell Handover conditions for E-HICH for RLS not containing the Serving E-DCH cell and containing the Serving E-DCH cell
	approved
	F
	7.2.0
	EDCH_Test
	R5

	RP-060562
	34.121-1
	0738
	-
	7.1.0
	Rel-7
	New HSUPA Test Case to 34.121-1: Detection Inter-Cell Handover conditions for E-RGCH
	approved
	F
	7.2.0
	EDCH_Test
	R5

	RP-060562
	34.121-1
	0739
	-
	7.1.0
	Rel-7
	Clarification on the loopback test mode for E-DCH RF test cases
	approved
	F
	7.2.0
	EDCH_Test
	R5

	RP-060562
	34.121-1
	0740
	-
	7.1.0
	Rel-7
	Introduction of E-AGCH information sequence for E-AGCH test case.
	approved
	F
	7.2.0
	EDCH_Test
	R5

	RP-060562
	34.121-1
	0741
	-
	7.1.0
	Rel-7
	Test tolerance for E-AGCH test case.
	approved
	F
	7.2.0
	EDCH_Test
	R5

	RP-060549
	34.121-1
	0742
	-
	7.1.0
	Rel-7
	Correction to 5.11 and 6.5.2.2
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060560
	34.121-1
	0743
	-
	7.1.0
	Rel-7
	Addition of phase discontinuity to HSDPA EVM test
	approved
	F
	7.2.0
	TEI6_Test
	R5

	RP-060562
	34.121-1
	0744
	-
	7.1.0
	Rel-7
	Beta values for E-DCH RF tests
	approved
	F
	7.2.0
	EDCH_Test
	R5

	RP-060549
	34.121-2
	0003
	-
	7.1.0
	Rel-7
	Correction of applicability for RF test case 6.5 (narrow band blocking requirement)
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060549
	34.121-2
	0004
	-
	7.1.0
	Rel-7
	Addition of applicability for new test cases
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060567
	34.121-2
	0005
	-
	7.1.0
	Rel-7
	New Rel-6 RRM test case: 8.3.8 Serving HS-DSCH cell change
	approved
	F
	7.2.0
	HSDPA_Test
	R5

	RP-060549
	34.121-2
	0006
	-
	7.1.0
	Rel-7
	Correction of applicability for RF test case 6.7
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-060552
	34.122
	0218
	-
	5.4.0
	Rel-5
	Correction to Handover to GSM for 1.28Mcps TDD option
	approved
	F
	5.5.0
	TEI4_Test
	R5

	RP-060552
	34.122
	0219
	-
	5.4.0
	Rel-5
	Correcting the RRC re-establishment delay for 1.28Mcps TDD option
	approved
	F
	5.5.0
	TEI4_Test
	R5

	RP-060552
	34.122
	0220
	-
	5.4.0
	Rel-5
	Correcting the statistical testing of receiver BER/BLER performance 
	approved
	F
	5.5.0
	TEI4_Test
	R5

	RP-060552
	34.122
	0221
	-
	5.4.0
	Rel-5
	Correcting the statistical testing of RRM delay performance 
	approved
	F
	5.5.0
	TEI4_Test
	R5

	RP-060549
	34.122
	0222
	-
	5.4.0
	Rel-5
	Clarification of Tx spurious emission level from 3.84 Mcps TDD UE into PHS band.
	approved
	F
	5.5.0
	TEI_Test
	R5

	RP-060568
	34.123-1
	1614
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.1.30
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1615
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.2.39
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1616
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.2.42
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1617
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.3.32
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1618
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.1.33
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1619
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.1.34
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1620
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.1.36
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1621
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.1.37
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1622
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.1.29
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1623
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Addition of TDD contents to testcase 8.2.1.32
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1624
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.2.40
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1625
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.3.33
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1626
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.3.34
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1627
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.4.36
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1628
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Addition of TDD part for testcase 8.2.6.42
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1629
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.6.46
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1630
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.6.49
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1631
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.11.9, 8.3.11.10 and 8.3.7.14
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060568
	34.123-1
	1632
	-
	6.3.0
	Rel-6
	CR to 34.123-1: New test case addition of 8.2.6.40a to LCR TDD
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060566
	34.123-1
	1634
	-
	6.3.0
	Rel-6
	Addition of 3.84 Mcps TDD MAC-hs transport block size selection to HS-DSCH MAC-hs Tests
	approved
	F
	6.4.0
	HSDPA_HCRTDD_Test
	R5

	RP-060566
	34.123-1
	1635
	-
	6.3.0
	Rel-6
	Addition of combinations on DPCH and HS-PDSCH for interoperability radio bearer tests for 3.84 Mcps TDD
	approved
	F
	6.4.0
	HSDPA_HCRTDD_Test
	R5

	RP-060566
	34.123-1
	1636
	-
	6.3.0
	Rel-6
	Addition of test: Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH
	approved
	F
	6.4.0
	HSDPA_HCRTDD_Test
	R5

	RP-060566
	34.123-1
	1637
	-
	6.3.0
	Rel-6
	Addition of TFRC test points for HS-DSCH radio bearer testing in 3.84 Mcps
	approved
	F
	6.4.0
	HSDPA_HCRTDD_Test
	R5

	RP-060566
	34.123-1
	1638
	-
	6.3.0
	Rel-6
	Update of test: Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH
	approved
	F
	6.4.0
	HSDPA_HCRTDD_Test
	R5

	RP-060566
	34.123-1
	1639
	-
	6.3.0
	Rel-6
	Update of test: Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Success (Start of HS-DSCH reception) to include 3.84Mcps TDD 
	approved
	F
	6.4.0
	HSDPA_HCRTDD_Test
	R5

	RP-060566
	34.123-1
	1640
	-
	6.3.0
	Rel-6
	Update of test: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of HS-DSCH reception) to include 3.84 Mcps TDD
	approved
	F
	6.4.0
	HSDPA_HCRTDD_Test
	R5

	RP-060566
	34.123-1
	1641
	-
	6.3.0
	Rel-6
	Update of test: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_FACH and from CELL_FACH to CELL_DCH: Success (start and stop of HS-DSCH reception) to include 3.84 Mcps TDD
	approved
	F
	6.4.0
	HSDPA_HCRTDD_Test
	R5

	RP-060566
	34.123-1
	1642
	-
	6.3.0
	Rel-6
	Update of test: Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (stop of HS-DSCH reception) to include 3.84 Mcps TDD
	approved
	F
	6.4.0
	HSDPA_HCRTDD_Test
	R5

	RP-060567
	34.123-1
	1643
	-
	6.3.0
	Rel-6
	Correction to the generic test procedure for HS-DSCH radio bearer combinations with AMR RB configurations using SRB#5 for TFC control
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060567
	34.123-1
	1644
	-
	6.3.0
	Rel-6
	Corrections to HSDPA test case 8.2.6.39a
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060567
	34.123-1
	1645
	-
	6.3.0
	Rel-6
	Corrections to HSDPA test case 8.2.6.39b
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060567
	34.123-1
	1646
	-
	6.3.0
	Rel-6
	Correction to GCF WI-14 HSDPA Test Cases 8.3.1.35 and 8.3.1.37
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060567
	34.123-1
	1647
	-
	6.3.0
	Rel-6
	Corrections to GCF WI-014 (HSDPA) RAB  test case 14.6.4
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060567
	34.123-1
	1648
	-
	6.3.0
	Rel-6
	Corrections to GCF WI-014 (HSDPA) RAB  test case 14.6.4a
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060567
	34.123-1
	1649
	-
	6.3.0
	Rel-6
	Correction to HS-SCCH code allocation
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060567
	34.123-1
	1650
	-
	6.3.0
	Rel-6
	Corrections to GCF WI-014 MAC-HS test case 7.1.5.6
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060567
	34.123-1
	1651
	-
	6.3.0
	Rel-6
	Enhancement of GCF WI-014 IRAT test case 8.3.7.14
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060567
	34.123-1
	1652
	-
	6.3.0
	Rel-6
	Correction to GCF WI-014 test cases 8.3.11.9 and 8.3.11.10
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060562
	34.123-1
	1653
	-
	6.3.0
	Rel-6
	Introduction of generic test procedure for AMR RB configurations using SRB#5 for TFC control in combination with HS-DSCH/E-DCH radio bearers
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060562
	34.123-1
	1654
	-
	6.3.0
	Rel-6
	Addition of details to E-DCH/WB AMR radio bearer test case 14.7.8
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060562
	34.123-1
	1655
	-
	6.3.0
	Rel-6
	Correction to E-DCH radio bearer test case 14.7.4
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060562
	34.123-1
	1656
	-
	6.3.0
	Rel-6
	Addition of details to radio bearer test cases 14.7.6
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060562
	34.123-1
	1657
	-
	6.3.0
	Rel-6
	Addition of details to radio bearer test cases 14.7.7
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060562
	34.123-1
	1658
	-
	6.3.0
	Rel-6
	Correction to E-DCH radio bearer test case 14.7.5
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060562
	34.123-1
	1659
	-
	6.3.0
	Rel-6
	Correction to E-DCH radio bearer test case 14.7.1
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060562
	34.123-1
	1660
	-
	6.3.0
	Rel-6
	Corrections to Enhanced uplink test case 8.2.6.51
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1661
	-
	6.3.0
	Rel-6
	Corrections to Enhanced uplink test case 8.3.4.10
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1662
	-
	6.3.0
	Rel-6
	New Mac-es/e test case on Correct handling of HARQ profile power offsets
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1663
	-
	6.3.0
	Rel-6
	New Mac-es/e test case on Correct handling of minimum set of E-TFCI
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1664
	-
	6.3.0
	Rel-6
	Correction to testcase 8.2.6.50
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1665
	-
	6.3.0
	Rel-6
	Correction to testcase 8.3.1.41
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1666
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.1.1
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1667
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.1.2
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1668
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.1.3
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1669
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.2.1
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1670
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.2.3
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1671
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.2.4
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1672
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.2.5
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1673
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.2.6
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1674
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.2.7
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1675
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.2.8
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1676
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.3.1
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1677
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.3.2
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1678
	-
	6.3.0
	Rel-6
	Corrections and extensions to MAC-E/Es test case 7.1.6.4.1
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1679
	-
	6.3.0
	Rel-6
	Corrections to MAC-E/Es test case 7.1.6.4.2
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060563
	34.123-1
	1680
	-
	6.3.0
	Rel-6
	Correction TC 8.2.6.52: Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060564
	34.123-1
	1681
	-
	6.3.0
	Rel-6
	Addition of a new E-DCH RRC test case to 34.123 for Hard Handover fallback with active E-DCH transmission
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060564
	34.123-1
	1682
	-
	6.3.0
	Rel-6
	Addition of a new E-DCH RRC test case to 34.123 for Radio Link Failure during active E-DCH transmission
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060564
	34.123-1
	1683
	-
	6.3.0
	Rel-6
	Addition of a new E-DCH RRC test case to 34.123 for Cell Change Order From UTRAN with stop of E-DCH transmission
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060564
	34.123-1
	1684
	-
	6.3.0
	Rel-6
	Enhancement of GCF WI-025 MACes/e test case 7.1.6.2.2
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060564
	34.123-1
	1685
	-
	6.3.0
	Rel-6
	New Mac-es/e test case on Correct handling of MAC-es/e reset
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060560
	34.123-1
	1686
	-
	6.3.0
	Rel-6
	Correction to testcase 9.4.3.6 & 9.5.9
	approved
	F
	6.4.0
	TEI6_Test
	R5

	RP-060560
	34.123-1
	1687
	-
	6.3.0
	Rel-6
	Correction to Idle mode test case 6.1.1.8 (Network Sharing)
	approved
	F
	6.4.0
	TEI6_Test
	R5

	RP-060560
	34.123-1
	1688
	-
	6.3.0
	Rel-6
	Correction to Idle mode test case 6.1.1.9 (Network Sharing)
	approved
	F
	6.4.0
	TEI6_Test
	R5

	RP-060550
	34.123-1
	1689
	-
	6.3.0
	Rel-6
	Correction to GCF WI-10 Inter-RAT Test Case 6.2.2.3
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1690
	-
	6.3.0
	Rel-6
	Correction to GCF WI-010 HCS idle mode test case  6.1.2.4
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1691
	-
	6.3.0
	Rel-6
	Correction to GCF WI-010 HCS idle mode test case  6.1.2.5
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1692
	-
	6.3.0
	Rel-6
	Correction to GCF WI 10/1 Idle mode test case 6.1.1.4
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060560
	34.123-1
	1693
	-
	6.3.0
	Rel-6
	New test case: 6.2.2.5 Cell reselection using SIB18; UTRAN to GSM
	approved
	F
	6.4.0
	TEI6_Test
	R5

	RP-060550
	34.123-1
	1694
	-
	6.3.0
	Rel-6
	Correction to 34.123-1 Section 6 : Defines the uplink UARFCN for test frequencies of Band IV 
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1695
	-
	6.3.0
	Rel-6
	Correction to InterRAT Idle Mode frequency lists
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1696
	-
	6.3.0
	Rel-6
	Correction to GCF WI 10/1 MAC testcase 7.1.2.3.1
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1697
	-
	6.3.0
	Rel-6
	Correction to 34.123-1 Section 7: Inclusion of System Information Block Type 5bis 
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060560
	34.123-1
	1698
	-
	6.3.0
	Rel-6
	Frequency band extension for GSM 710, GSM 750 and T-GSM 810 bands in interRAT tests
	approved
	F
	6.4.0
	TEI6_Test
	R5

	RP-060553
	34.123-1
	1699
	-
	6.3.0
	Rel-6
	Correction to GCF WI-13 Test Cases 8.3.1.38 and 8.3.1.39
	approved
	F
	6.4.0
	TEI5_Test
	R5

	RP-060550
	34.123-1
	1700
	-
	6.3.0
	Rel-6
	Corrections to GCF WI-012 RRC test case 8.3.1.30
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1701
	-
	6.3.0
	Rel-6
	Corrections to GCF WI-010 RRC test case 8.3.1.10 and 8.3.2.4
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1702
	-
	6.3.0
	Rel-6
	Correction to GCF WI 10/2 RRC testcase 8.4.1.8
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1703
	-
	6.3.0
	Rel-6
	Correction to GCF WI-010/2 InterRAT test case 8.3.7.4
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1704
	-
	6.3.0
	Rel-6
	Correction to GCF WI-010/4 InterRAT test case 8.3.7.13
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1705
	-
	6.3.0
	Rel-6
	34.123-1 Section 8.1 - Corrections to the values for IE based on calculated ASN.1 value.
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1706
	-
	6.3.0
	Rel-6
	Correction to GCF WI-10 RRC Hard Handover Test Case 8.2.6.37
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1707
	-
	6.3.0
	Rel-6
	Correction to 34.123-1 Section 8.1: Inclusion of System Information Block Type 5bis 
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1708
	-
	6.3.0
	Rel-6
	Correction to 34.123-1 Section 8.2: Inclusion of System Information Block Type 5bis 
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1709
	-
	6.3.0
	Rel-6
	Corrections to GCF WI-12 test case 8.4.1.48
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1710
	-
	6.3.0
	Rel-6
	Correction to GCF WI-10 test Case 9.4.5.2
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060550
	34.123-1
	1711
	-
	6.3.0
	Rel-6
	Correction to WI-012 GMM test case 12.3.2.8 Proc1
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060551
	34.123-1
	1712
	-
	6.3.0
	Rel-6
	Correction to GCF WI-10 NAS Test Case 12.4.2.4
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060551
	34.123-1
	1713
	-
	6.3.0
	Rel-6
	Correction to GCF WI 10 GMM testcase 12.9.7c
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060551
	34.123-1
	1714
	-
	6.3.0
	Rel-6
	Correction to GCF WI-012/1 test case 12.3.2.7
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060551
	34.123-1
	1715
	-
	6.3.0
	Rel-6
	Correction to 34.123-1 Section 14: Inclusion of System Information Block Type 5bis 
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060551
	34.123-1
	1716
	-
	6.3.0
	Rel-6
	CR to 34.123-1: Corrections to SMS TC 16.1.1 and 16.1.2
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060564
	34.123-2
	0270
	-
	6.3.0
	Rel-6
	Addition of the applicability of the new E-DCH RRC test cases to 34.123-2, update of name and applicability of E-DCH test case 8.2.6.52
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060564
	34.123-2
	0271
	-
	6.3.0
	Rel-6
	Correction to the definition of the applicability statement C408 and creation of a new applicability condition for test case 8.2.3.36
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060560
	34.123-2
	0272
	-
	6.3.0
	Rel-6
	Addition of new PICS
	approved
	F
	6.4.0
	TEI6_Test
	R5

	RP-060553
	34.123-2
	0273
	-
	6.3.0
	Rel-6
	Corrections to TS 34.123-2, in test case applicability table.
	approved
	F
	6.4.0
	TEI5_Test
	R5

	RP-060560
	34.123-2
	0274
	-
	6.3.0
	Rel-6
	New test case: 6.2.2.5 Cell reselection using SIB18; UTRAN to GSM, Applicability
	approved
	F
	6.4.0
	TEI6_Test
	R5

	RP-060551
	34.123-2
	0275
	-
	6.3.0
	Rel-6
	Clean-up of PICS tables for radio bearer configurations
	approved
	F
	6.4.0
	TEI_Test
	R5

	RP-060564
	34.123-2
	0276
	-
	6.3.0
	Rel-6
	Applicability Statements for newly added MAC-es/e test cases  
	approved
	F
	6.4.0
	EDCH_Test
	R5

	RP-060568
	34.123-2
	0277
	-
	6.3.0
	Rel-6
	CR to 34.123-2: ICS parameter addition for the new test cese of 8.2.6.40a for LCR TDD HSDPA
	approved
	F
	6.4.0
	HSDPA_Test
	R5

	RP-060548
	34.123-3
	1730
	-
	5.5.0
	Rel-5
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1731
	-
	5.5.0
	Rel-5
	Correction to the RRC testcase 8.4.1.23
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1732
	-
	5.5.0
	Rel-5
	Correction to the RRC testcase 8.4.1.25
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1733
	-
	5.5.0
	Rel-5
	Correction to the GMM test case 12.9.7b
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1734
	-
	5.5.0
	Rel-5
	Correction of Inter RAT testcase 12.8
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1735
	-
	5.5.0
	Rel-5
	Summary of regression errors in wk29 GCF WI-10 ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1736
	-
	5.5.0
	Rel-5
	Correction to GCF WI-010/1 approved test case 7.2.3.27
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1737
	-
	5.5.0
	Rel-5
	Correction to GCF WI-12/1 approved test case 8.2.2.43 
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060569
	34.123-3
	1738
	-
	5.5.0
	Rel-5
	Correction to test cases 14.6.4
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060555
	34.123-3
	1739
	-
	5.5.0
	Rel-5
	Correction to test cases 8.2.2.35 & tcv_BcapMmedia
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1740
	-
	5.5.0
	Rel-5
	Correction to GCF WI10 RRC Test Case 8.4.1.5
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1741
	-
	5.5.0
	Rel-5
	Correction to approved GCF WI-12 RAB test case 14.2.58a
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1742
	-
	5.5.0
	Rel-5
	Correction to approved GCF WI-12 RRC test cases 8.2.6.39 and 8.2.6.44
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1743
	-
	5.5.0
	Rel-5
	Correction to approved GCF WI-10 RLC test case 7.2.3.17
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1744
	-
	5.5.0
	Rel-5
	Summary of Regression Errors in NAS wk29 ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060569
	34.123-3
	1745
	-
	5.5.0
	Rel-5
	Correction GCF WI-14 HSDPA Test Case 8.2.1.27
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060569
	34.123-3
	1746
	-
	5.5.0
	Rel-5
	Correction to test cases 14.6.6
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060555
	34.123-3
	1747
	-
	5.5.0
	Rel-5
	Summary of Regression Errors in WK29 ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1748
	-
	5.5.0
	Rel-5
	ASP enhancement for HSUPA testing
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060569
	34.123-3
	1749
	-
	5.5.0
	Rel-5
	Summary of regression errors in the wk27 HSD Suite 
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060555
	34.123-3
	1750
	-
	5.5.0
	Rel-5
	Summary of regression errors in the wk27 RLC ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1751
	-
	5.5.0
	Rel-5
	Corrections to GCF WI-12/1 approved test case 7.1.3.2 
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060554
	34.123-3
	1752
	-
	5.5.0
	Rel-5
	Addition of GCF WI10 RRC test case 8.4.1.8 to RRC ATS v5.5.0
	approved
	B
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1753
	-
	5.5.0
	Rel-5
	Corrections to GCF WI-12/1 approved test case 12.9.7a.
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060569
	34.123-3
	1754
	-
	5.5.0
	Rel-5
	Summary of Regression Errors in HSDPA ATS
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060555
	34.123-3
	1755
	-
	5.5.0
	Rel-5
	Summary of regression errors in the wk27 GCF WI-10 and GCF WI-12 ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060555
	34.123-3
	1756
	-
	5.5.0
	Rel-5
	Correction to GCF WI-10 Idle Mode test case 6.1.2.5
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1757
	-
	5.5.0
	Rel-5
	Correction to GCF WI-10 RRC test case 8.3.4.3
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1758
	-
	5.5.0
	Rel-5
	Regression Error report for RRC & MAC ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060559
	34.123-3
	1759
	-
	5.5.0
	Rel-5
	Regression Error report for HSD_ENH_r5 ATS
	approved
	F
	5.6.0
	TEI5_Test
	R5

	RP-060559
	34.123-3
	1760
	-
	5.5.0
	Rel-5
	Correction of CC procedure for multimedia calls
	approved
	F
	5.6.0
	TEI5_Test
	R5

	RP-060556
	34.123-3
	1761
	-
	5.5.0
	Rel-5
	Corrections to GCF WI-10 RRC Test Case 8.4.1.24 and 8.4.1.25
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060554
	34.123-3
	1762
	-
	5.5.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.3.7 to AGPS ATS V5.5.0
	approved
	B
	5.6.0
	TEI_Test
	R5

	RP-060554
	34.123-3
	1763
	-
	5.5.0
	Rel-5
	Addition of GCF WI-015 AGPS test case 17.2.3.6 to AGPS ATS V5.5.0
	approved
	B
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1764
	-
	5.5.0
	Rel-5
	Correction to GCF WI-12 NAS Test Case 12.9.9
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1765
	-
	5.5.0
	Rel-5
	Correction to the RRC testcase 8.2.3.8
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1766
	-
	5.5.0
	Rel-5
	Correction to the RRC testcase 8.2.4.1
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1767
	-
	5.5.0
	Rel-5
	Correction of GCF WI-10 RRC Test Case 8.3.1.10 and 8.3.2.4
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1768
	-
	5.5.0
	Rel-5
	Correction to the Security procedure
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1769
	-
	5.5.0
	Rel-5
	Correction to GCF WI-10 NAS Test Case 11.1.1.1
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1770
	-
	5.5.0
	Rel-5
	Correction to GCF WI-12 RRC Test Case 8.1.1.10 
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1771
	-
	5.5.0
	Rel-5
	Correction to the test step ts_ToStateMOCompressMode_CS_6_9_PS_6_10
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060561
	34.123-3
	1772
	-
	5.5.0
	Rel-5
	Moving baseline to the June 06, Rel-6
	approved
	F
	5.6.0
	TEI6_Test
	R5

	RP-060556
	34.123-3
	1773
	-
	5.5.0
	Rel-5
	Corrections to GCF WI-10 SMS Test Cases 16.1.1 and 16.1.2
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060559
	34.123-3
	1774
	-
	5.5.0
	Rel-5
	Corrections to GCF WI-13 Test Case 8.3.11.13
	approved
	F
	5.6.0
	TEI5_Test
	R5

	RP-060556
	34.123-3
	1775
	-
	5.5.0
	Rel-5
	Correction GCF WI-12 Inter-RAT Test Case 8.4.1.48
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060569
	34.123-3
	1776
	-
	5.5.0
	Rel-5
	Corrections to GCF WI 14 test case 14.6.4
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060556
	34.123-3
	1777
	-
	5.5.0
	Rel-5
	Correction of GCF WI-10 Idle Mode Testcase 6.1.2.6
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1778
	-
	5.5.0
	Rel-5
	Correction of value for t_IdlePageTimer timer
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1779
	-
	5.5.0
	Rel-5
	Correction to GCF WI-12 NAS Test Case 12.9.9
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1780
	-
	5.5.0
	Rel-5
	Correction to Approved GCF WI-10 NAS test case 12.9.6
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1781
	-
	5.5.0
	Rel-5
	Summary of regression errors in wk23 GCF WI-10 and GCF WI-12 ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1782
	-
	5.5.0
	Rel-5
	Correction to the test step ts_U2GCellChange_RAUpdate
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060556
	34.123-3
	1783
	-
	5.5.0
	Rel-5
	Corrections to GCF WI 12/1 IR_U test case 8_4_1_48
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060569
	34.123-3
	1784
	-
	5.5.0
	Rel-5
	Correction to test case 8.2.6.48
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060559
	34.123-3
	1785
	-
	5.5.0
	Rel-5
	Correction to test case 8.1.6.5
	approved
	F
	5.6.0
	TEI5_Test
	R5

	RP-060557
	34.123-3
	1786
	-
	5.5.0
	Rel-5
	Correction to test step ts_ SS_Rel
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060557
	34.123-3
	1787
	-
	5.5.0
	Rel-5
	Correction to the GCF WI-12 RRC testcase 8.1.6.3
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060557
	34.123-3
	1788
	-
	5.5.0
	Rel-5
	Correction to the GCF WI-10 NAS test case 12.4.2.4
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060557
	34.123-3
	1789
	-
	5.5.0
	Rel-5
	Correction to the GCF WI-10 RRC test case 8.4.1.2
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060557
	34.123-3
	1790
	-
	5.5.0
	Rel-5
	Summary of regression errors in the wk21 GCF WI-10 and WI-12 ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060569
	34.123-3
	1791
	-
	5.5.0
	Rel-5
	Summary of regression errors in the wk21 HSD_ENH ATS
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060569
	34.123-3
	1792
	-
	5.5.0
	Rel-5
	Correction to GCF WI14 test case 8.2.6.39a and 8.2.6.39b
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060557
	34.123-3
	1793
	-
	5.5.0
	Rel-5
	Correction of GCF WI-12 and 10 NAS Test cases 9.4.5.4.6 and 9.4.5.4.1
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060554
	34.123-3
	1794
	-
	5.5.0
	Rel-5
	Addition of GCF WI-012 MAC test case 7.1.3.2 to MAC ATS V5.4.0
	approved
	B
	5.6.0
	TEI_Test
	R5

	RP-060557
	34.123-3
	1795
	-
	5.5.0
	Rel-5
	Correction of GCF WI-10 IR_U Testcase 8.3.11.4
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060569
	34.123-3
	1796
	-
	5.5.0
	Rel-5
	Addition of GCF WI14/3 test case 14.6.6 to HSD_ENH ATS V5.4.0
	approved
	B
	5.6.0
	HSDPA_Test
	R5

	RP-060569
	34.123-3
	1797
	-
	5.5.0
	Rel-5
	Correction of GCF WI-14 HSDPA Testcase 8.3.11.10
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060557
	34.123-3
	1798
	-
	5.5.0
	Rel-5
	Correction of GCF WI-12 RRC Testcase 8.3.1.30
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060569
	34.123-3
	1799
	-
	5.5.0
	Rel-5
	Addition of GCF WI14/3 test case 14.6.1a to HSD_ENH ATS V5.4.0
	approved
	B
	5.6.0
	HSDPA_Test
	R5

	RP-060557
	34.123-3
	1800
	-
	5.5.0
	Rel-5
	Summary of regression errors in the wk18 GCF WI-10 and GCF WI-12 ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060557
	34.123-3
	1801
	-
	5.5.0
	Rel-5
	Correction to common teststeps ts_RRC_ReceiveUE_CapabilityInfo and ts_Check_UE_Capability
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060557
	34.123-3
	1802
	-
	5.5.0
	Rel-5
	Correction to the constraint cbr_108_RRC_SecModeCmpl in approved teststep ts_RRC_Security
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060569
	34.123-3
	1803
	-
	5.5.0
	Rel-5
	Correction to test step ts_RRC_ConnRel_AfterSwitchOff_r5
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060569
	34.123-3
	1804
	-
	5.5.0
	Rel-5
	Correction of GCF WI-14 HSDPA MAC test case 7.1.5.4
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060557
	34.123-3
	1805
	-
	5.5.0
	Rel-5
	Proposed enhancement for calculation of DPCH Frame Offset
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060557
	34.123-3
	1806
	-
	5.5.0
	Rel-5
	Correction of PLMN presentation in test step ts_MMI_PLMN_SelPerf
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060557
	34.123-3
	1807
	-
	5.5.0
	Rel-5
	Correction to InterRAT Idle Mode frequency lists
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060557
	34.123-3
	1808
	-
	5.5.0
	Rel-5
	Correction to GCF WI-10 Idle Mode test case 6.1.2.3
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060557
	34.123-3
	1809
	-
	5.5.0
	Rel-5
	Correction of integrity error in TC 8.1.7.1d
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060569
	34.123-3
	1810
	-
	5.5.0
	Rel-5
	TTCN correction to mac-hs testcase 7.1.5.6
	approved
	F
	5.6.0
	HSDPA_Test
	R5

	RP-060558
	34.123-3
	1811
	-
	5.5.0
	Rel-5
	Summary of regression errors in wk29 IRAT ATSs.
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060558
	34.123-3
	1812
	-
	5.5.0
	Rel-5
	Correction to Approved GCF WI-10 NAS test case 12.4.1.1a
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060558
	34.123-3
	1813
	-
	5.5.0
	Rel-5
	Summary of Regression Errors in RRC wk34 ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060558
	34.123-3
	1814
	-
	5.5.0
	Rel-5
	Summary of Regression Errors in NAS wk34 ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060558
	34.123-3
	1815
	-
	5.5.0
	Rel-5
	Summary of Regression Errors in SMS wk34 ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060559
	34.123-3
	1816
	-
	5.5.0
	Rel-5
	Summary of Regression Errors in HSD_ENH wk34 ATS
	approved
	F
	5.6.0
	TEI5_Test
	R5

	RP-060558
	34.123-3
	1817
	-
	5.5.0
	Rel-5
	Correction to GCF WI-12  IR_U Test Case 8.4.1.48
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060558
	34.123-3
	1818
	-
	5.5.0
	Rel-5
	Summary of regression errors in wk34 GCF WI-10 and GCF WI-12 ATS
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060558
	34.123-3
	1819
	-
	5.5.0
	Rel-5
	Correction to UE capability constraints
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060558
	34.123-3
	1820
	-
	5.5.0
	Rel-5
	Addition of GCF WI-017 test case 8.3.7.17 to IR_U_r3 ATS V5.5.0.
	approved
	B
	5.6.0
	TEI_Test
	R5

	RP-060564
	34.123-3
	1821
	-
	5.5.0
	Rel-5
	CR to 34.123-3: ASP changes for EDCH test
	approved
	F
	5.6.0
	EDCH_Test
	R5

	RP-060551
	34.123-3
	1822
	-
	5.5.0
	Rel-5
	New ASP and updated ASP to resolve SRB3 UL ciphering
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060553
	34.123-3
	1823
	-
	5.5.0
	Rel-5
	Production of pointer version 5.6.0 of TS 34.123-3 with no technical contents
	approved
	F
	5.6.0
	TEI5_Test
	R5

	RP-060560
	34.123-3
	1824
	-
	5.5.0
	Rel-6
	Upgrade TS 34.123-3 to version 6.0.0
	approved
	F
	6.0.0
	TEI6_Test
	R5

	RP-060551
	34.123-3
	1825
	-
	5.5.0
	Rel-5
	CR to 34.123-3: Update TSO and PIXIT
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060551
	34.123-3
	1826
	-
	5.5.0
	Rel-5
	CR to 34.123-3: SFN offset issue in the CFN timing-maintained test
	approved
	F
	5.6.0
	TEI_Test
	R5

	RP-060560
	34.123-3
	1827
	-
	5.5.0
	Rel-5
	CR to 34.123-3: GERAN additional bands for interRAT test
	approved
	F
	5.6.0
	TEI6_Test
	R5

	RP-060560
	34.171
	0010
	-
	6.4.0
	Rel-6
	Implementation change for Moving Scenario and Periodic Update Performance Test
	approved
	F
	6.5.0
	TEI6_Test
	R5

	RP-060560
	34.171
	0011
	-
	6.4.0
	Rel-6
	Test procedure change to A-GPS Minimum Performance TTFF test cases
	approved
	F
	6.5.0
	TEI6_Test
	R5

	RP-060560
	34.171
	0012
	-
	6.4.0
	Rel-6
	Change to UE Simulated Altitude
	approved
	F
	6.5.0
	
	R5

	RP-060565
	34.229-1
	0001
	-
	5.0.0
	Rel-5
	Correction to TS 34.229-1 contents
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-1
	0002
	-
	5.0.0
	Rel-5
	Clarification to Emergency Test Case
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-1
	0003
	-
	5.0.0
	Rel-5
	Clarifications for SDP handling in TC 12.1 MO Call Successful
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-1
	0004
	-
	5.0.0
	Rel-5
	Test Case Correction on SigComp in the Initial registration
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-1
	0005
	-
	5.0.0
	Rel-5
	New TC on SigComp in the MO Call
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-1
	0006
	-
	5.0.0
	Rel-5
	Correction to authentication test case 9.2 Invalid Behaviour – SQN out of range
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-1
	0007
	-
	5.0.0
	Rel-5
	New TC on SigComp in the MT Call
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-1
	0008
	-
	5.0.0
	Rel-5
	New test cases for P-CSCF Discovery List
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-1
	0009
	-
	5.0.0
	Rel-5
	General IMS testing corrections and clarifications
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-1
	0010
	-
	5.0.0
	Rel-5
	Alignment with TS 24.229 version 5.16.0 affecting TCs 8.1, 8.2, 8.3 and the default message REGISTER.
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-1
	0011
	-
	5.0.0
	Rel-5
	Correction for TC 8.4: Invalid Behaviour – 423 Interval Too Brief
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-1
	0012
	-
	5.0.0
	Rel-5
	Correction for TCs 9.1and 9.2  
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-2
	0001
	-
	5.0.0
	Rel-5
	Applicability for new P-CSCF Discovery List test cases
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	RP-060565
	34.229-2
	0002
	-
	5.0.0
	Rel-5
	CR to 34.229-2: Update applicability table for IMSCC test
	approved
	F
	5.1.0
	IMS-CCR_Test
	R5

	SP-060613
	41.101
	0020
	-
	6.5.0
	Rel-6
	Correction to list of specs
	approved
	F
	6.6.0
	TEI6
	SP

	SP-060464
	42.068
	0027
	-
	7.6.0
	Rel-7
	Data confidentiality for SMS during voice group calls
	approved
	F
	7.7.0
	EVGCS
	S1

	SP-060464
	42.068
	0028
	-
	8.1.0
	Rel-8
	Data confidentiality for SMS during voice group calls
	approved
	A
	8.2.0
	EVGCS
	S1

	SP-060473
	42.068
	0029
	-
	8.1.0
	Rel-8
	Increasing maximum number of dispatchers to 20 as an optional requirement
	approved
	A
	8.2.0
	EVGCS
	S1

	SP-060511
	42.068
	0030
	-
	7.6.0
	Rel-7
	Privacy for a group SMS
	approved
	F
	7.7.0
	EVGCS
	S1

	SP-060511
	42.068
	0031
	-
	8.1.0
	Rel-8
	Privacy for a group SMS
	approved
	A
	8.2.0
	EVGCS
	S1

	CP-060470
	43.068
	0096
	1
	7.4.0
	Rel-7
	Corrections to interoperability with RANflex 
	revised
	F
	
	VGCSflex
	C1

	CP-060464
	43.068
	0097
	2
	7.4.0
	Rel-7
	Failure cases during VGCS call establishment
	approved
	C
	7.5.0
	EVGCS
	C1

	CP-060464
	43.068
	0098
	-
	7.4.0
	Rel-7
	Common AMR configurations for VGCS and VBS
	approved
	B
	7.5.0
	EVGCS
	C1

	CP-060464
	43.068
	0100
	1
	7.4.0
	Rel-7
	EVGCS-Remove the limitation of speech version in A interface sharing
	approved
	F
	7.5.0
	EVGCS
	C1

	CP-060464
	43.068
	0103
	-
	7.4.0
	Rel-7
	Indicate the originating relay MSC address to anchor MSC
	approved
	F
	7.5.0
	EVGCS
	C1

	CP-060464
	43.068
	0105
	1
	7.4.0
	Rel-7
	Extension of Group ID
	approved
	C
	7.5.0
	EVGCS
	C1

	CP-060464
	43.068
	0110
	2
	7.4.0
	Rel-7
	Correction for radio resource assignment
	approved
	F
	7.5.0
	EVGCS
	C1

	CP-060470
	43.069
	0084
	1
	7.2.0
	Rel-7
	Addition of interoperability with RANflex 
	revised
	B
	
	VGCSflex
	C1

	CP-060506
	43.069
	0085
	-
	7.2.0
	Rel-7
	Support of EFR and AMR codecs for VBS
	APPROVED
	B
	7.3.0
	TEI7
	C1

	CP-060469
	43.069
	0085
	-
	7.2.0
	Rel-7
	Support of EFR and AMR codecs for VBS
	revised
	B
	
	TEI7
	C1

	CP-060506
	43.069
	0086
	1
	7.2.0
	Rel-7
	Failure cases during VBS call establishment
	APPROVED
	C
	7.3.0
	TEI7
	C1

	CP-060469
	43.069
	0086
	1
	7.2.0
	Rel-7
	Failure cases during VBS call establishment
	revised
	C
	
	TEI7
	C1

	CP-060457
	43.069
	0088
	-
	6.3.0
	Rel-6
	TCRT : Correction of PCH re-organisation notification
	approved
	F
	6.4.0
	TEI6
	C1

	CP-060457
	43.069
	0089
	-
	7.2.0
	Rel-7
	TCRT : Correction of PCH re-organisation notification
	approved
	A
	7.3.0
	TEI6
	C1

	CP-060457
	43.069
	0090
	-
	6.3.0
	Rel-6
	TCRT : Addition of VBS reconfiguration procedure
	approved
	F
	6.4.0
	TEI6
	C1

	CP-060457
	43.069
	0091
	-
	7.2.0
	Rel-7
	TCRT : Addition of VBS reconfiguration procedure
	approved
	A
	7.3.0
	TEI6
	C1

	CP-060506
	44.065
	0034
	-
	6.6.0
	Rel-7
	Clean-up for ROHC segmentation
	APPROVED
	F
	7.0.0
	TEI7
	C1

	CP-060469
	44.065
	0034
	-
	6.6.0
	Rel-7
	Clean-up for ROHC segmentation
	revised
	F
	
	TEI7
	C1

	CP-060464
	44.068
	0011
	-
	7.0.0
	Rel-7
	Talker Priority IEI in Termination Request Message
	approved
	B
	7.1.0
	EVGCS
	C1

	CP-060506
	44.068
	0012
	-
	7.0.0
	Rel-7
	TC RT  Increase VGCS setup timeout (MS timer TMM-est)
	APPROVED
	F
	7.1.0
	TEI7
	C1

	CP-060469
	44.068
	0012
	-
	7.0.0
	Rel-7
	TC RT  Increase VGCS setup timeout (MS timer TMM-est)
	revised
	F
	
	TEI7
	C1

	CP-060506
	44.069
	0005
	-
	6.0.0
	Rel-7
	TC RT  Increase VBS setup timeout (MS timer TMM-est)
	APPROVED
	F
	7.0.0
	TEI7
	C1

	CP-060469
	44.069
	0005
	-
	6.0.0
	Rel-7
	TC RT  Increase VBS setup timeout (MS timer TMM-est)
	revised
	F
	
	TEI7
	C1

	CP-060475
	51.010-4
	0009
	1
	4.1.0
	Rel-4
	CR 51.010-4: Corrections to SET UP CALL test case 27.22.4.13.1
	approved
	F
	4.2.0
	TEI4
	C6

	CP-060475
	51.010-4
	0010
	1
	4.1.0
	Rel-4
	Essential correction of BIP test cases
	approved
	F
	4.2.0
	TEI4
	C6

	CP-060382
	51.010-4
	0010
	2
	4.1.0
	Rel-4
	Essential correction of BIP test cases
	approved
	F
	4.2.0
	TEI4
	C6

	CP-060475
	51.010-4
	0012
	1
	4.1.0
	Rel-4
	CR 51.010-4: Essential corrections Set Up Call, seq. 1.9
	revised
	F
	
	TEI4
	C6

	CP-060517
	51.010-4
	0012
	2
	4.1.0
	Rel-4
	CR 51.010-4: Essential corrections Set Up Call, seq. 1.9
	approved
	F
	4.2.0
	TEI-4
	C6

	CP-060475
	51.010-4
	0013
	1
	4.1.0
	Rel-4
	CR 51.010-4: Essential corrections of BIP entries in table E.1
	approved
	F
	4.2.0
	TEI4
	C6

	CP-060475
	51.010-4
	0014
	1
	4.1.0
	Rel-4
	CR 51.010-4: Essential corrections of MMI entries in table E.1
	approved
	F
	4.2.0
	TEI4
	C6

	CP-060382
	51.010-4
	0016
	1
	4.1.0
	Rel-4
	CR 51.010-4, Rel-4: Essential correction of GET INPUT test
	approved
	F
	4.2.0
	TEI4
	C6

	CP-060475
	51.010-4
	0017
	2
	4.1.0
	Rel-4
	CR 51.010-4, Rel-4: Corrections to MO SHORT MESSAGE CONTROL BY SIM tests
	approved
	F
	4.2.0
	TEI4
	C6

	CP-060382
	51.010-4
	0018
	1
	4.1.0
	Rel-4
	CR 51.010-4, Rel-4: essential correction of SEND DATA test
	approved
	F
	4.2.0
	TEI4
	C6

	CP-060382
	51.010-4
	0019
	1
	4.1.0
	Rel-4
	CR 51.010-4, Rel-4: Correction of various typographical errors
	approved
	F
	4.2.0
	TEI4
	C6

	CP-060475
	51.010-4
	0020
	2
	4.1.0
	Rel-4
	CR 51.010-4: Essential corrections to SEND SS concerning longForwardedToNumber
	approved
	F
	4.2.0
	TEI4
	C6
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