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	Reason for change:
(

	On the IMS network P-CSCF can judge whether the service is related to emergency service. To ensure that emergency bearer is only be used for emergency service, P-CSCF should be able to identify the emergency service data flow and inform PCRF.

	
	

	Summary of change:
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	Add the requirement that P-CSCF should  be able to  identify the emergency service data flow and inform PCRF
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not approved:
	The method that emergency bearer can only be used for emergency services is not clear. 
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*** FIRST CHANGE ***
6.2.1
Proxy-CSCF

-
Handle registration requests with an emergency Public User Identifier like any other registration requests and forward the request to the IBCF or I-CSCF in the user's home network.

-
Detect an emergency session establishment request.

-
Reject/allow unmarked emergency requests.

-
Reject/allow anonymous emergency requests.

-
May query IP-CAN for location identifier.

-
Select an Emergency CSCF in the same network to handle the emergency session request. The selection method is not standardized in the present document.

-
Prioritize the emergency session.

-
Check the validity of the caller Tel URI if provided by the UE and shall provide the Tel URI in the session establishment request if it is aware about the Tel URI associated with the emergency Public User Identifier.
-
May response to the UE with an indication that "IMS emergency registration required" as a result of processing the emergency session establishment attempt.
-
Should be able to identify the service data flow associated with emergency service and inform PCRF accordingly.
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