	Tdoc
	Title
	Source
	Status

	GP-070438
	CR 43.055-0059 rev 1 Fast sending of DTM Handover Command (Rel-7)
	Siemens Networks
	Approved

	GP-070253
	CR 43.055-0060 Enhanced DTM CS Release (Rel-6)
	Nokia
	Approved

	GP-070254
	CR 43.055-0061 Enhanced DTM CS Release (Rel-7)
	Nokia
	Approved

	GP-070467
	CR 43.064-0048 rev 2 Correction and clarifications for  downlink dual carrier (Rel-7)
	Ericsson
	Approved

	GP-070192
	CR 43.064-0050 Clarification of assignment messages (Rel-7)
	Siemens Networks
	Approved

	GP-070488
	CR 43.129-0056 rev 2 Various updates on PS handover (Rel-6)
	Nokia, Siemens Networks
	Approved

	GP-070427
	CR 43.129-0057 rev 1 Various updates on PS handover (Rel-7)
	Nokia, Siemens Networks
	Approved

	GP-070260
	CR 43.129-0058 Usage of Activity Status Indicator is missing in TS 43.129 (Rel-7)
	Ericsson
	Approved

	GP-070339
	CR 43.129-0060 Correction of conditions for PS handover reject (Rel-6)
	Nortel Networks
	Approved

	GP-070340
	CR 43.129-0061 Correction of conditions for PS handover reject (Rel-7)
	Nortel Networks
	Approved

	GP-070020
	CR 44.014-0018: Add GAN certificate testing requirements (Rel-6)
	Aeroflex
	Approved

	GP-070019
	CR 44.014-0019: Add GAN certificate testing requirements (Rel-7)
	Aeroflex
	Approved

	GP-070491
	CR 44.018-0607 rev 3: Introduction of Downlink Dual Carrier procedures (Rel-7)
	Siemens Networks, Nokia
	Approved

	GP-070153
	CR 44.018-0610: Corrections of IE identifier value (Rel-7)
	Nortel Networks
	Approved

	GP-070155
	CR 44.018-0611: Correction of IE name in PRIORITY UPLINK REQUEST msg (Rel-7)
	Nortel Networks
	Approved

	GP-070439
	CR 44.018-0612 rev 1: Additions to support SMS during an ongoing voice group call (Rel-7)
	Nortel Networks
	Approved

	GP-070446
	CR 44.018-0613 rev 1: Correction to dual carrier assignment message (Rel-7)
	Huawei
	Approved

	GP-070321
	CR 44.018-0617: Inter-RAT DTM Handover (Rel-7)
	Siemens Networks, Nokia
	Approved

	GP-070480
	CR 44.018-0619: Corrections of IE identifier value (Rel-6)
	Nortel Networks
	Approved

	GP-070484
	CR 44.018-0620 rev 1: Tunnelling of GPRS information in DTM (Rel-7)
	Nortel Networks
	Approved

	GP-070123
	CR 44.031-0148: Addition of Mandatory Response Time element in Measure Position Request (Rel-7)
	Spirent Communications
	Approved

	GP-070492
	CR 44.060-0862 rev 4: PS Handover for GAN (Rel-7)
	Ericsson
	Approved

	GP-070476
	CR 44.060-0870 rev 2: Flexible timeslot assignment (Rel-7)
	Siemens Networks, Nokia
	Approved

	GP-070536
	CR 44.060-0877 rev 3: Introduction of Downlink Dual Carrier - Procedures (Rel-7)
	Siemens Networks, Nokia, Ericsson
	Approved

	GP-070022
	CR 44.060-0882: Correction to the inclusion of the NPM Transfer Time IE in the MBMS Channel Parameters IE (Rel-6)
	MCC
	Approved

	GP-070447
	CR 44.060-0884 rev 1: Correction to dual carrier assignment message (Rel-7)
	Huawei
	Approved

	GP-070255
	CR 44.060-0885: Enhanced DTM CS Release (Rel-6)
	Nokia
	Approved

	GP-070256
	CR 44.060-0886: Enhanced DTM CS Release (Rel-7)
	Nokia
	Approved

	GP-070287
	CR 44.060-0887: Clarification of Abnormal Cases for PS Handover Command (Rel-6)
	Ericsson
	Approved

	GP-070304
	CR 44.060-0896: Clarification of Abnormal Cases for PS Handover Command (Rel-7)
	Ericsson
	Approved

	GP-070324
	CR 44.060-0899: Further Assignment Messages for Downlink Dual Carrier (Rel-7)
	Siemens Networks, Nokia, Ericsson
	Approved

	GP-070327
	CR 44.060-0901: Clarification of format of Packet Control Acknowledgement (Rel-6)
	Siemens Networks, Nokia
	Approved

	GP-070328
	CR 44.060-0902: Clarification of format of Packet Control Acknowledgement (Rel-7)
	Siemens Networks, Nokia
	Approved

	GP-070493
	CR 44.318-0035 rev 4: PS Handover for GAN (Rel-7)
	Ericsson
	Approved

	GP-070285
	CR 44.318-0043: MS indication about the SEGW Identity (Rel-6)
	Ericsson
	Approved

	GP-070286
	CR 44.318-0044: MS indication about the SEGW Identity (Rel-7)
	Ericsson
	Approved

	GP-070368
	CR 45.002-0112 rev 3 Flexible timeslot assignment (Rel-7)
	Siemens Networks, Nokia
	Approved

	GP-070465
	CR 45.002-0116 rev 1 Clarification of multislot capabilities for non-DCDL assignments (Rel-7)
	Siemens Networks, Nokia
	Approved

	GP-070366
	CR 45.003-0067 rev 1 Correction to channel coding of synchronization channel (Rel-7)
	Huawei
	Approved

	GP-070110
	CR 45.005-0149 Max Response Time defined for A-GPS Minimum Performance requirements (Rel-7)
	Spirent Communications
	Approved

	GP-070111
	CR 45.005-0150 Clarifications to A-GPS Minimum Performance requirements (Rel-7)
	Spirent Communications
	Approved

	GP-070159
	CR 45.005-0151  DARP Phase II performance requirements – Removal of brackets (Rel-7)
	Nokia
	Approved

	GP-070367
	CR 45.005-0152 rev 1 Guard period handling option in an exceptional GPRS case (Rel-7)
	Nokia
	Approved

	GP-070365
	CR 45.008-0329 rev 2 Radio blocks for channel quality reporting (Rel-7)
	LG Electronics
	Approved

	GP-070165
	CR 45.008-0331 Monitoring and reporting of UTRAN cells that are abandoned for cell reselection (Rel-6)
	Nokia, T-Mobile
	Approved

	GP-070166
	CR 45.008-0332 Monitoring and reporting of UTRAN cells that are abandoned for cell reselection (Rel-7)
	Nokia, T-Mobile
	Approved

	GP-070514
	CR 45.008-0336 Clarification of the lists used in multi-RAT network controlled cell re-selection (Rel-7)
	NEC
	Approved

	GP-070518
	CR 45.008-0337 rev 2 Introduction of downlink dual carrier (Rel-7)
	Ericsson
	Approved

	GP-070200
	CR 45.010-0035 Clarifications and editorial corrections (Rel-7)
	Siemens Networks
	Approved

	GP-070363
	CR 45.912-0010 Additional information regarding Type 2 MS Implementation (Rel-7)
	RIM, Siemens Networks
	Approved

	GP-070338
	CR 48.006-0012: Definition of SCCP procedures for release of VGCS/VBS call controlling/resource controlling connections (Rel-7)
	Siemens Networks, Nortel Networks
	Approved

	GP-070482
	CR 48.008-0220 rev 1: Corrections to Cell Identifier Lists (Rel-7)
	Nortel Networks
	Approved

	GP-070524
	CR 48.008-0224 rev 2: Fast sending of DTM Handover Command (Rel-7)
	Siemens Networks
	Approved

	GP-070440
	CR 48.008-0225 rev 1: Correction and addition to Paging Information IE (Rel-7)
	Siemens Networks
	Approved

	GP-070441
	CR 48.008-0226 rev 1: Abnormal Cases for A-interface Link Sharing (Rel-7)
	Siemens Networks
	Approved

	GP-070442
	CR 48.008-0227 rev 1: Cell Identifier List Segment in VGCS/VBS Assignment Request (Rel-7)
	Siemens Networks
	Approved

	GP-070443
	CR 48.008-0228 rev 1: Queuing procedure clarification (Rel-7)
	Siemens Networks
	Approved

	GP-070337
	CR 48.008-0229: Definition of BSSAP procedures for release/ refusal of VGCS/ VBS call controlling/ resource controlling connections (Rel-7)
	Siemens Networks, Nortel Networks
	Approved

	GP-070530
	CR 48.008-0230 rev 2: Change Request on TS48.008 for AGNSS (Rel-7)
	Alcatel-Lucent
	Approved

	GP-070021
	CR 48.018-0252: Introduction of the MBMS Session Update procedure (Rel-7)
	MCC
	Approved

	GP-070540
	CR 48.018-0253 rev 5: Various updates on PS handover (Rel-6)
	Nokia, Siemens Networks
	Approved

	GP-070551
	CR 48.018-0254 rev 5: Various updates on PS handover (Rel-7)
	Nokia, Siemens Networks
	Approved

	GP-070436
	CR 48.018-0257 rev 1: Non-critical cause values for DTM Handover (Rel-7)
	Siemens Networks, Nokia
	Approved

	GP-070531
	CR 48.018-0260 rev 1: Change Request on TS48.018 for AGNSS (Rel-7)
	Alcatel-Lucent
	Approved

	GP-070537
	CR 49.031-0049 rev 3: Add GANSS Assistance Data as a New Positioning Method for Galileo (Rel-7)
	Nokia, Siemens Networks
	Approved

	GP-070005
	CR 51.010-1-3724 14.4.28 Clarify the absolute signal level of wanted signal
	Aeroflex, Rohde & Schwarz
	Approved

	GP-070006
	CR 51.010-1-3725 80.1.1, GAN defauts – add second AP
	Aeroflex
	Approved

	GP-070392
	CR 51.010-1-3726 rev 1 80.1.2, Annex A.9 Add certificate for GAN testing
	Aeroflex
	Approved

	GP-070008
	CR 51.010-1-3727 14.11, 14.16, 14.18 Rename existing DARP clauses; 14.4.1, 14.4.8 Extend restriction to DARP phase 2.
	Aeroflex
	Approved

	GP-070013
	CR 51.010-1-3728 26.9.x PICS/PIXIT clean-up
	Aeroflex
	Approved

	GP-070405
	CR 51.010-1-3729 rev 1 26.15.x PICS/PIXIT clean-up
	Aeroflex
	Approved

	GP-070406
	CR 51.010-1-3730 rev 1 26.16 – 26.19  Add GSM810 support.
	Aeroflex
	Approved

	GP-070396
	CR 51.010-1-3731 rev 1 14.4.29 Correction of test procedure for  unwantded signal I1
	Rohde&Schwarz
	Approved

	GP-070511
	CR 51.010-1-3732 rev 2 14.10.8 Correction of CODEC_MODE values
	Rohde&Schwarz
	Approved

	GP-070372
	CR 51.010-1-3733 rev 1 14.10.9 Correction of CODEC_MODE values
	Rohde&Schwarz
	Approved

	GP-070373
	CR 51.010-1-3734 rev 1 14.2.24 Correction of test purpose and test procedure
	Rohde&Schwarz
	Approved

	GP-070374
	CR 51.010-1-3735 rev 1 14.5.1.7 Correction of interference ratio and signal level
	Rohde&Schwarz
	Approved

	GP-070036
	CR 51.010-1-3736 26.6.1 to 26.6.3 – PICS/PIXIT cleanup, add 710, add 810, band independence
	Anite
	Approved

	GP-070393
	CR 51.010-1-3737 rev 1 26.6.4 to 26.6.5 – PICS/PIXIT cleanup, add 710, add 810, band independence
	Anite
	Approved

	GP-070038
	CR 51.010-1-3738 26.6.6 to 26.6.22 – PICS/PIXIT cleanup, add 710, add 810, band independence
	Anite
	Approved

	GP-070040
	CR 51.010-1-3739 27 - Corrections to GP-062018 and apply Frequency Band changes throughout
	Anite
	Approved

	GP-070415
	CR 51.010-1-3740 rev 1 15 – Anomalous numbering of TC - GSM Timing advance and absolute delay
	Anite
	Approved

	GP-070043
	CR 51.010-1-3741 26.3.3 – Introduce numbering for Test Procedures
	Anite
	Approved

	GP-070044
	CR 51.010-1-3742 Section 40 - Rel-6 network simulation
	Anite
	Approved

	GP-070412
	CR 51.010-1-3744 rev 1 53.1.1.11- Handling of Packet Uplink Dummy Control Block at step 10.
	Anite
	Approved

	GP-070048
	CR 51.010-1-3745 47.3.4.1 - Modified step 22 to add CS call release and Modify PDP context procedure
	Anite, Nokia, Ericsson, MCC 160
	Approved

	GP-070049
	CR 51.010-1-3746 47.3.4.2 - Step 22 to 25 are made optional and modified step 26 to add CS call release and Modify PDP context procedure.
	Anite, Nokia, Ericsson, MCC 160
	Approved

	GP-070402
	CR 51.010-1-3747 rev 1 83.1.6.1 and 83.1.6.2: additional step added after step 2 to wait for GA-PSR UNITDATA
	setcom
	Approved

	GP-070403
	CR 51.010-1-3749 rev 1 A user action is missing in testcase 83.1.4.2
	setcom
	Approved

	GP-070054
	CR 51.010-1-3751 42.4.5.4 – Cell C is activated and set to –50 dBm
	secom
	Approved

	GP-070388
	CR 51.010-1-3752 rev 1 15.8 clarification of step e)
	AT4wireless
	Approved

	GP-070056
	CR 51.010-1-3753 45.5.1: Release 5 and later adaptation of the testcase
	7layers AG
	Approved

	GP-070059
	CR 51.010-1-3754 44.2.3.1.7: Improvement to the specific PICS statement
	7layers AG
	Approved

	GP-070061
	CR 51.010-1-3755 Sections 26.1 to 26.5: PICS/PIXIT Clean-up
	7layers AG
	Approved

	GP-070063
	CR 51.010-1-3756 Corrections to the Specific PICS Statements in testcases 11.3, 14.16.2.1, 14.18.2 and 20.4
	7layers AG
	Approved

	GP-070375
	CR 51.010-1-3757 rev 1 New Test Case 14.2.25 Reference Sensitivity – Repeated FACCH/F
	Research In Motion
	Approved

	GP-070376
	CR 51.010-1-3758 rev 1 New Test Case 14.4.31 Co-channel Rejection – Repeated FACCH/F
	Research In Motion
	Approved

	GP-070069
	CR 51.010-1-3759 Clarification of PDP Context Activation Reject codes in 45.2.x
	Research In Motion, Anite
	Approved

	GP-070071
	CR 51.010-1-3760 PICS/PIXIT and Band Dependency modifications in 31.x
	Research In Motion
	Approved

	GP-070075
	CR 51.010-1-3761 41.5.1.1.1.4 - At step 18, added Modify PDP context procedure
	Anite, MCC160
	Approved

	GP-070076
	CR 51.010-1-3762 11.8.2.6 - Correction for R99 compliance
	Anite
	Approved

	GP-070077
	CR 51.010-1-3763 42.9.2.1.3 – Remove redundant procedure / correct completion of data / verify end of transmission
	Anite
	Approved

	GP-070398
	CR 51.010-1-3764 rev 1 Test case 34.x: Insufficient handling of SMS timer TC1M
	Ericsson
	Approved

	GP-070399
	CR 51.010-1-3765 rev 2 81.x: testing of lower layer failure
	Ericsson
	Approved

	GP-070377
	CR 51.010-1-3766 rev 1 Loop C Delay,possibility to separate HS (Half Rate) and FS (Full Rate).
	Ericsson
	Approved

	GP-070512
	CR 51.010-1-3767 rev 2 14.11.1.1, 14.11.2.1, 14.11.3.1, 14.12.1.1. - Clarification of references
	Anite
	Approved

	GP-070085
	CR 51.010-1-3768 14.16.4, 14.18.8. - Clarification of table references in Conformance Requirement
	Anite
	Approved

	GP-070086
	CR 51.010-1-3769 Section 50 - Rel-6 network simulation
	Anite
	Approved

	GP-070091
	CR 51.010-1-3770 26.6.3.10 Test procedure and test sequence correction
	Rohde & Schwarz
	Approved

	GP-070092
	CR 51.010-1-3771 42.3.1.1.9 Cell allocation in GSM 850 corrected
	Rohde & Schwarz
	Approved

	GP-070093
	CR 51.010-1-3772 46.2.2.1.5 - Correction of comment in step 10
	Rohde & Schwarz
	Approved

	GP-070094
	CR 51.010-1-3773 82.4.2.1 Foreseen Final State of the MS and Expected Sequence is inconsistent
	Rohde & Schwarz
	Approved

	GP-070095
	CR 51.010-1-3774 34.2.2 Application layer in MS may trigger resending of SM
	Rohde & Schwarz
	Approved

	GP-070381
	CR 51.010-1-3776 rev 1 Section 41 PICS/PIXIT Clean Up
	Rohde & Schwarz
	Approved

	GP-070382
	CR 51.010-1-3777 rev 1 Section 42 PICS/PIXIT Clean Up
	Rohde & Schwarz
	Approved

	GP-070099
	CR 51.010-1-3778 Section 43 PICS/PIXIT Clean Up
	Rohde & Schwarz
	Approved

	GP-070383
	CR 51.010-1-3779 rev 1 Section 51 PICS/PIXIT Clean Up
	Rohde & Schwarz
	Approved

	GP-070101
	CR 51.010-1-3780 Section 52 PICS/PIXIT Clean Up
	Rohde & Schwarz
	Approved

	GP-070102
	CR 51.010-1-3781 Section 53 PICS/PIXIT Clean Up
	Rohde & Schwarz
	Approved

	GP-070407
	CR 51.010-1-3782 rev 1 26.10.x – 26.11.x PICS/PIXIT clean-up
	Aeroflex
	Approved

	GP-070408
	CR 51.010-1-3783 rev 1 26.12.x PICS/PIXIT clean-up
	Aeroflex
	Approved

	GP-070124
	CR 51.010-1-3784 70.9.4.1 Change method for stimulating RRLP protocol error
	Aeroflex
	Approved

	GP-070125
	CR 51.010-1-3785 83.1.7.1: MS can not receive GA PSR UNITDATA message while in GA-PSR STANDBY state.
	setcom
	Approved

	GP-070404
	CR 51.010-1-3786 rev 1 83.1.4.3:  Triggering of data transfer is required before step 6
	setcom
	Approved

	GP-070127
	CR 51.010-1-3787 22.13 Enhanced Power Control (EPC) timing and measurement reporting in single slot operation (new test)
	NEC
	Approved

	GP-070128
	CR 51.010-1-3788 22.14 Enhanced Power Control (EPC) timing and measurement reporting in multislot operation (new test)
	NEC
	Approved

	GP-070130
	CR 51.010-1-3789 Section 22.7 – Correction to the nominal output power values during Fast Power Control (FPC).
	NEC
	Approved

	GP-070378
	CR 51.010-1-3790 rev 1 14.2.22 Correction of input signal levels
	Rohde&Schwarz
	Approved

	GP-070379
	CR 51.010-1-3791 rev 1 14.2.23 Correction of input signal levels
	Rohde&Schwarz
	Approved

	GP-070134
	CR 51.010-1-3792 14.4.24 Correction of input signal levels
	Rohde&Schwarz
	Approved

	GP-070135
	CR 51.010-1-3793 14.4.25 Correction of input signal levels
	Rohde&Schwarz
	Approved

	GP-070136
	CR 51.010-1-3794 14.4.26 Correction of input signal levels
	Rohde&Schwarz
	Approved

	GP-070137
	CR 51.010-1-3795 14.5.1.5 Correction of input signal levels
	Rohde&Schwarz
	Approved

	GP-070138
	CR 51.010-1-3796 14.5.1.6 Correction of input signal levels
	Rohde&Schwarz
	Approved

	GP-070141
	CR 51.010-1-3798 81.2.4.1 and 81.2.4.2 – Attempt counting incorrect
	Rohde & Schwarz
	Approved

	GP-070142
	CR 51.010-1-3799 26.6.3.9 Test procedure and test sequence correction
	Rohde & Schwarz
	Approved

	GP-070143
	CR 51.010-1-3800 13.3, 13.16.2, 13.17.3 - Clarification of required output levels in Transmitter output power test cases
	Nokia
	Approved

	GP-070413
	CR 51.010-1-3802 rev 1 20.2 & 20.21.2 additional information element Tav referenced from table A.25.1
	Nokia
	Approved

	GP-070151
	CR 51.010-1-3804 Superfluous Extreme Test Condition Repetition in Test Case 14.5.1.1
	CETECOM
	Approved

	GP-070207
	CR 51.010-1-3805 26.20.1 New EPC Test Case – EPC Interworking With Normal Power Control
	Qualcomm Europe S.A.R.L.
	Approved

	GP-070279
	CR 51.010-1-3806 Section 50 band independence
	Ericsson
	Approved

	GP-070341
	CR 51.010-1-3807 42.9.2.1.4 - Avoid expiry of timer T3190
	Rohde & Schwarz
	Approved

	GP-070416
	CR 51.010-1-3808 rev 1 34.4.8.2 some of the steps made optional
	Nokia
	Approved

	GP-070390
	CR 51.010-1-3809 52.9.2.1.4 - Avoid expiry of Timer T3190
	R&S
	Approved

	GP-070391
	CR 51.010-1-3810 47.3.3.1.2 NMO in PACKET ASSIGNMENT Specific Message Contents
	R&S
	Approved

	GP-070400
	CR 51.010-1-3811 70.8.4.1 Invalid Measure Position Request specifies omission of a mandatory ASN.1 element.
	R&S
	Approved

	GP-070011
	CR 51.010-2-0432 Annex B: 14.4.28 Add specific PICS items
	Aeroflex
	Approved

	GP-070012
	CR 51.010-2-0433 Annex B: Invalid PICS references for A-GPS
	Aeroflex
	Approved

	GP-070014
	CR 51.010-2-0434 Annex B : 26.9.x PICS/PIXIT clean-up
	Aeroflex
	Approved

	GP-070016
	CR 51.010-2-0435 Annex B : 26.15.x PICS/PIXIT clean-up
	Aeroflex
	Approved

	GP-070017
	CR 51.010-2-0436 Annex B : DARP changes and reduced applicability, Annex A clean-up
	Aeroflex
	Approved

	GP-070039
	CR 51.010-2-0437 26.6.x – PICS/PIXIT cleanup
	Anite
	Approved

	GP-070041
	CR 51.010-2-0438 Table B.1 – Rationalise TC numbering
	Anite
	Approved

	GP-070057
	CR 51.010-2-0440 Improving the specification of the applicability of testcase 22.9
	7layers AG
	Approved

	GP-070058
	CR 51.010-2-0441 Corrections to the applicability limitations of audio test cases 30.x
	7layers AG
	Approved

	GP-070060
	CR 51.010-2-0442 Corrections to the applicability limitations of test case 44.2.3.1.7
	7layers AG
	Approved

	GP-070062
	CR 51.010-2-0443 Sections 26.1 to 26.5: PICS/PIXIT Clean-up
	7layers AG
	Approved

	GP-070064
	CR 51.010-2-0444 Corrections to the Applicability of Testcases 11.3, 14.16.2.1, 14.18.2 and 20.4
	7layers AG
	Approved

	GP-070065
	CR 51.010-2-0445 Corrections to the Applicability of Testcase 12.1.1, 12.1.2 and 13.3.4.1 related to R-GSM
	7layers AG
	Approved

	GP-070394
	CR 51.010-2-0446 rev 1 Addition of New Repeated FACCH test cases 14.2.25 and 14.4.31 to Table B.1
	Research In Motion
	Approved

	GP-070070
	CR 51.010-2-0447 Inserting 45.2.3 as Void
	Research In Motion
	Approved

	GP-070072
	CR 51.010-2-0448 PICS/PIXIT and Band Dependency modifications in 31.x
	Research In Motion
	Approved

	GP-070397
	CR 51.010-2-0450 rev 1 Annex A25: Loop C Delay,possibility to separate HS (Half Rate) and FS (Full Rate), table A.25.1
	Ericsson
	Approved

	GP-070503
	CR 51.010-2-0451 rev 1 GEAx: split of test cases
	Ericsson
	Approved

	GP-070083
	CR 51.010-2-0452 Annex B, editorial corrections
	Ericsson
	Approved

	GP-070504
	CR 51.010-2-0453 rev 2 PICS/PIXIT Clean-Up Section 41 Tests
	Rohde & Schwarz
	Approved

	GP-070384
	CR 51.010-2-0454 rev 1 PICS/PIXIT Clean-Up Section 42 Tests
	Rohde & Schwarz
	Approved

	GP-070105
	CR 51.010-2-0455 PICS/PIXIT Clean-Up Section 43 Tests
	Rohde & Schwarz
	Approved

	GP-070505
	CR 51.010-2-0456 rev 2 PICS/PIXIT Clean-Up Section 51 Tests
	Rohde & Schwarz
	Approved

	GP-070506
	CR 51.010-2-0457 rev 2 PICS/PIXIT Clean-Up Section 52 Tests
	Rohde & Schwarz
	Approved

	GP-070387
	CR 51.010-2-0458 rev 1 PICS/PIXIT Clean-Up Section 53 Tests
	Rohde & Schwarz
	Approved

	GP-070088
	CR 51.010-2-0459 Annex B : 26.10.x – 26.11.x PICS/PIXIT clean-up
	Aeroflex
	Approved

	GP-070090
	CR 51.010-2-0460 Annex B : 26.12.x PICS/PIXIT clean-up
	Aeroflex
	Approved

	GP-070507
	CR 51.010-2-0461 rev 1 22.13 and 22.14 Enhanced Power Control (EPC) timing and measurement reporting test scripts (new)
	NEC
	Approved

	GP-070414
	CR 51.010-2-0463 rev 1 Additional information element Tav, PICS/PIXIT added to table A.25.1
	Nokia
	Approved

	GP-070152
	CR 51.010-2-0465 Incorrect Applicability Limitation on TC 44.2.3.1.1a in Table B.1
	CETECOM
	Approved

	GP-070419
	CR 51.010-2-0467 rev 1 Annex B: Testing of lower layer failure
	Ericsson
	Approved

	GP-070023
	CR 51.010-5-0055 Update for latest version of TTCN
	STF 160
	Approved

	GP-070025
	CR 51.010-5-0056 Corrections to approved GCF WI-17 DTM test case 41.5.1.1.1.4 in IR_G wk47 ATS
	STF 160
	Approved

	GP-070026
	CR 51.010-5-0057 Addition of GCF WI17 test case 47.3.4.1 to IR_G ATS v 7.3.0
	STF 160
	Approved

	GP-070027
	CR 51.010-5-0058 Addition of GCF WI17 Inter-RAT Dual Transfer Mode test case 47.3.4.2 to IR_G ATS v 7.3.0
	STF 160
	Approved

	GP-070028
	CR 51.010-5-0059 Summary of regression error in wk49 IR_G ATS
	STF 160
	Approved

	GP-070029
	CR 51.010-5-0060 Correction to IR_G cell reselection test cases for SIB configuration
	STF 160
	Approved

	GP-070498
	CR 43.318-0020 rev 3 Corrections to MT call flow in GAN (Rel-6) 
	InterDigital
	Approved

	GP-070499
	CR 43.318-0021 rev 3 Corrections to MT call flow in GAN (Rel-7)
	InterDigital
	Approved

	GP-070273
	CR 43.064-0051 Introduction of Fast Ack/Nack Reporting
	Nokia, Siemens Networks
	Postponed

	GP-070538
	CR 43.129-0059 rev 3 Direct Tunnel Functionality (Rel-7)
	Nokia
	Postponed

	GP-070269
	CR 44.006-0012 rev 3: Enhanced Layer 2 Multi-block Handover Command Signaling (Rel-7)
	Motorola
	Postponed

	GP-070315
	CR 44.006-0014: Enhanced LAPDm signalling (Rel-7)
	Ericsson
	Postponed

	GP-070244
	CR 44.018-0616: Assignment from dedicated signalling channel to group call channel (Rel-7)
	Huawei
	Postponed

	GP-070237
	CR 44.031-0149: Introduction of GANSS Almanac Corrections (Rel-7)
	QUALCOMM Europe
	Postponed

	GP-070238
	CR 44.031-0150: Introduction of GPS Almanac Corrections (Rel-7)
	QUALCOMM Europe
	Postponed

	GP-070343
	CR 44.031-0151: Change Request on TS44.031 for AGNSS (Rel-7)
	Alcatel-Lucent
	Postponed

	GP-070292
	CR 44.060-0889: Introduction of support for TBF in RTTI mode (Rel-7)
	Ericsson
	Postponed

	GP-070293
	CR 44.060-0890: Dynamic Allocation for uplink TBF in Reduced TTI mode (Rel-7)
	Ericsson
	Postponed

	GP-070294
	CR 44.060-0891: Extended Dynamic Allocation for TBF in RTTI mode (Rel-7)
	Ericsson
	Postponed

	GP-070295
	CR 44.060-0892: Faster Resumption of Uplink Transmissions (Rel-7)
	Ericsson
	Postponed

	GP-070296
	CR 44.060-0893: Reduced RRBP Reaction Time for RTTI (Rel-7)
	Ericsson
	Postponed

	GP-070297
	CR 44.060-0894: Transmission of distribution RLC/MAC control messages on shared RTTI/BTTI PDCHs (Rel-7)
	Ericsson
	Postponed

	GP-070302
	CR 44.060-0895: RLC Mode Change after PS HO (Rel-7)
	Ericsson
	Postponed

	GP-070326
	CR 44.060-0900: Support of MSRD & Downlink Dual Carrier (Rel-7)
	Siemens Networks, Nokia
	Postponed

	GP-070314
	CR 44.118-0116: Add GNSS Assistance Data as a New Positioning Method for Galileo (Rel-7)
	Nokia, Siemens Networks
	Postponed

	GP-070188
	CR 45.002-0115 Multislot Indication by DCDL mobiles in legacy networks (Rel-7)
	Siemens Networks
	Postponed

	GP-070469
	CR 45.002-0117 rev 1 Introduction of RTTI (Rel-7)
	Ericsson
	Postponed

	GP-070249
	CR 45.005-0148 rev 1 Removal of inconsistencies in the BTS intermodulation and blocking requirements (Rel-7)
	Alcatel-Lucent
	Postponed

	GP-070245
	CR 48.008-0221: Assignment from dedicated signalling channel to group call channel (Rel-7)
	Huawei
	Postponed

	GP-070320
	CR 48.008-0223: Retry of the VGCS/ VBS Assignment procedure (Rel-7)
	Nortel Networks
	Postponed

	GP-070303
	CR 48.018-0255: Expansion of the Bucket Size and Bucket Leak Rate IEs (Rel-7)
	Ericsson
	Postponed

	GP-070329
	CR 48.018-0258: Cause Indication in Delete BSS PFC PDU (Rel-6)
	Siemens Networks, Nokia
	Postponed

	GP-070330
	CR 48.018-0259: Cause Indication in Delete BSS PFC PDU (Rel-7)
	Siemens Networks, Nokia
	Postponed

	GP-070239
	CR 49.031-0048: Introduction of GPS Almanac Corrections (Rel-7)
	QUALCOMM Europe
	Postponed

	GP-070250
	CR 51.021-0031 rev 1 Removal of inconsistencies in the BTS intermodulation and blocking requirements (Rel-7)
	Alcatel-Lucent
	Postponed

	GP-070181
	CR 05.08-A383 Clarification of the lists used in multi-RAT network controlled cell re-selection (Rel-99)
	NEC
	Rejected

	GP-070333
	CR 44.018-0618: Correction and addition to Paging Cause in Notification/FACCH (Rel-7)
	Siemens Networks
	Rejected

	GP-070121
	CR 44.060-0883: Radio blocks for channel quality reporting (Rel-7)
	LG Electronics
	Rejected

	GP-070242
	CR 44.060-0897: Clarification of the abnormal condition during the PS HO procedure (Rel-6)
	Huawei
	Rejected

	GP-070243
	CR 44.060-0898: Clarification of the abnormal condition during the PS HO procedure (Rel-7)
	Huawei
	Rejected

	GP-070346
	CR 44.118-0117: Change Request on TS44.118 for AGNSS (Rel-7)
	Alcatel-Lucent
	Rejected

	GP-070251
	CR 44.318-0041: Releasing the GA-CSR resources if the MS fails to complete requested handover (Rel-6)
	Nokia
	Rejected

	GP-070252
	CR 44.318-0042: Releasing the GA-CSR resources if the MS fails to complete requested handover (Rel-7)
	Nokia
	Rejected

	GP-070173
	CR 45.003-0064 Correction to channel coding of synchronization channel (Rel-4)
	Huawei
	Rejected

	GP-070174
	CR 45.003-0065 Correction to channel coding of synchronization channel (Rel-5)
	Huawei
	Rejected

	GP-070175
	CR 45.003-0066 Correction to channel coding of synchronization channel (Rel-6)
	Huawei
	Rejected

	GP-070182
	CR 45.008-0333 Clarification of the lists used in multi-RAT network controlled cell re-selection (Rel-4)
	NEC
	Rejected

	GP-070183
	CR 45.008-0334 Clarification of the lists used in multi-RAT network controlled cell re-selection (Rel-5)
	NEC
	Rejected

	GP-070184
	CR 45.008-0335 Clarification of the lists used in multi-RAT network controlled cell re-selection (Rel-6)
	NEC
	Rejected

	GP-070313
	CR 48.008-0222: Add GNSS Assistance Data as a New Positioning Method for Galileo (Rel-7)
	Nokia, Siemens Networks
	Rejected

	GP-070312
	CR 48.018-0256: Add GNSS Assistance Data as a New Positioning Method for Galileo (Rel-7)
	Nokia, Siemens Networks
	Rejected

	GP-070344
	CR 49.031-0050: Change Request on TS49.031 for AGNSS (Rel-7)
	Alcatel-Lucent
	Rejected

	GP-070193
	CR 43.055-0059 Fast sending of DTM Handover Command (Rel-7)
	Siemens Networks
	Revised

	GP-070261
	CR 43.064-0048 rev 1 Removal of dependencies between uplink and downlink dual carrier configurations (Rel-7)
	Ericsson
	Revised

	GP-070426
	CR 43.129-0056 rev 1 Various updates on PS handover (Rel-6)
	Nokia, Siemens Networks
	Revised

	GP-070232
	CR 43.129-0056 Various updates on PS handover (Rel-6)
	Nokia, Siemens Networks
	Revised

	GP-070233
	CR 43.129-0057 Various updates on PS handover (Rel-7)
	Nokia, Siemens Networks
	Revised

	GP-070283
	CR 43.129-0059 Direct Tunnel Functionality (Rel-7)
	Nokia
	Revised

	GP-070477
	CR 43.129-0059 rev 1 Direct Tunnel Functionality (Rel-7)
	Nokia
	Revised

	GP-070532
	CR 43.129-0059 rev 2 Direct Tunnel Functionality (Rel-7)
	Nokia
	Revised

	GP-070167
	CR 43.318-0020 Corrections to MT call flow in GAN (Rel-6) 
	InterDigital
	Revised

	GP-070423
	CR 43.318-0020 rev 1 Corrections to MT call flow in GAN (Rel-6) 
	InterDigital
	Revised

	GP-070486
	CR 43.318-0020 rev 2 Corrections to MT call flow in GAN (Rel-6) 
	InterDigital
	Revised

	GP-070168
	CR 43.318-0021 Corrections to MT call flow in GAN (Rel-7)
	InterDigital
	Revised

	GP-070424
	CR 43.318-0021 rev 1 Corrections to MT call flow in GAN (Rel-7)
	InterDigital
	Revised

	GP-070487
	CR 43.318-0021 rev 1 Corrections to MT call flow in GAN (Rel-7)
	InterDigital
	Revised

	GP-070163
	CR 44.006-0012 rev 2: Enhanced Layer 2 Multi-block Handover Command Signaling (Rel-7)
	Motorola
	Revised

	GP-070322
	CR 44.018-0607 rev 1: Introduction of Downlink Dual Carrier procedures (Rel-7)
	Siemens Networks, Nokia
	Revised

	GP-070444
	CR 44.018-0607 rev 2: Introduction of Downlink Dual Carrier procedures (Rel-7)
	Siemens Networks, Nokia
	Revised

	GP-070156
	CR 44.018-0612: Additions to support SMS during an ongoing voice group call (Rel-7)
	Nortel Networks
	Revised

	GP-070240
	CR 44.018-0613: Correction to dual carrier assignment message (Rel-7)
	Huawei
	Revised

	GP-070257
	CR 44.018-0620: Tunnelling of GPRS information in DTM (Rel-7)
	Nortel Networks
	Revised

	GP-070300
	CR 44.060-0862 rev 2: PS Handover for GAN (Rel-7)
	Ericsson
	Revised

	GP-070474
	CR 44.060-0862 rev 3: PS Handover for GAN (Rel-7)
	Ericsson
	Revised

	GP-070196
	CR 44.060-0870 rev 1: Flexible timeslot assignment (Rel-7) (Rel-7)
	Siemens Networks, Nokia
	Revised

	GP-070323
	CR 44.060-0877 rev 1: Introduction of Downlink Dual Carrier - Procedures (Rel-7)
	Siemens Networks, Nokia, Ericsson
	Revised

	GP-070445
	CR 44.060-0877 rev 2: Introduction of Downlink Dual Carrier - Procedures (Rel-7)
	Siemens Networks, Nokia, Ericsson
	Revised

	GP-070241
	CR 44.060-0884: Correction to dual carrier assignment message (Rel-7)
	Huawei
	Revised

	GP-070301
	CR 44.318-0035 rev 2: PS Handover for GAN (Rel-7)
	Ericsson
	Revised

	GP-070475
	CR 44.318-0035 rev 3: PS Handover for GAN (Rel-7)
	Ericsson
	Revised

	GP-070195
	CR 45.002-0112 rev 2 Flexible timeslot assignment (Rel-7)
	Siemens Networks, Nokia
	Revised

	GP-070189
	CR 45.002-0116 Clarification of multislot capabilities for non-DCDL assignments (Rel-7)
	Siemens Networks
	Revised

	GP-070263
	CR 45.002-0117 Introduction of RTTI (Rel-7)
	Ericsson
	Revised

	GP-070176
	CR 45.003-0067 Correction to channel coding of synchronization channel (Rel-7)
	Huawei
	Revised

	GP-070164
	CR 45.005-0152 Guard period handling option in an exceptional GPRS case (Rel-7)
	Nokia
	Revised

	GP-070120
	CR 45.008-0329 Radio blocks for channel quality reporting (Rel-7)
	LG Electronics
	Revised

	GP-070360
	CR 45.008-0329 rev 1 Radio blocks for channel quality reporting (Rel-7)
	LG Electronics
	Revised

	GP-070185
	CR 45.008-0336 Clarification of the lists used in multi-RAT network controlled cell re-selection (Rel-7)
	NEC
	Revised

	GP-070262
	CR 45.008-0337 Introduction of downlink dual carrier (Rel-7)
	Ericsson
	Revised

	GP-070468
	CR 45.008-0337 rev 1 Introduction of downlink dual carrier (Rel-7)
	Ericsson
	Revised

	GP-070210
	CR 45.912-0008 Updates to full duplex mobile station architecture (Rel-7)
	Siemens Networks
	Revised

	GP-070214
	CR 45.912-0009 Voice Capacity Evolution with Orthogonal Sub Channel (Rel-7)
	Nokia
	Revised

	GP-070154
	CR 48.008-0220: Corrections to Cell Identifier Lists (Rel-7)
	Nortel Networks
	Revised

	GP-070437
	CR 48.008-0224 rev 1: Fast sending of DTM Handover Command (Rel-7)
	Siemens Networks
	Revised

	GP-070331
	CR 48.008-0224: Fast sending of DTM Handover Command (Rel-7)
	Siemens Networks
	Revised

	GP-070332
	CR 48.008-0225: Correction and addition to Paging Information IE (Rel-7)
	Siemens Networks
	Revised

	GP-070334
	CR 48.008-0226: Abnormal Cases for A-interface Link Sharing (Rel-7)
	Siemens Networks
	Revised

	GP-070335
	CR 48.008-0227: Cell Identifier List Segment in VGCS/VBS Assignment Request (Rel-7)
	Siemens Networks
	Revised

	GP-070336
	CR 48.008-0228: Queuing procedure clarification (Rel-7)
	Siemens Networks
	Revised

	GP-070459
	CR 48.008-0230 rev 1: Change Request on TS48.008 for AGNSS (Rel-7)
	Alcatel-Lucent
	Revised

	GP-070347
	CR 48.008-0230: Change Request on TS48.008 for AGNSS (Rel-7)
	Alcatel-Lucent
	Revised

	GP-070428
	CR 48.018-0253 rev 1: Various updates on PS handover (Rel-6)
	Nokia, Siemens Networks
	Revised

	GP-070489
	CR 48.018-0253 rev 2: Various updates on PS handover (Rel-6)
	Nokia, Siemens Networks
	Revised

	GP-070500
	CR 48.018-0253 rev 3: Various updates on PS handover (Rel-6)
	Nokia, Siemens Networks
	Revised

	GP-070533
	CR 48.018-0253 rev 4: Various updates on PS handover (Rel-6)
	Nokia, Siemens Networks
	Revised

	GP-070234
	CR 48.018-0253: Various updates on PS handover (Rel-6)
	Nokia, Siemens Networks
	Revised

	GP-070429
	CR 48.018-0254 rev 1: Various updates on PS handover (Rel-7)
	Nokia, Siemens Networks
	Revised

	GP-070490
	CR 48.018-0254 rev 2: Various updates on PS handover (Rel-7)
	Nokia, Siemens Networks
	Revised

	GP-070521
	CR 48.018-0254 rev 3: Various updates on PS handover (Rel-7)
	Nokia, Siemens Networks
	Revised

	GP-070534
	CR 48.018-0254 rev 4: Various updates on PS handover (Rel-7)
	Nokia, Siemens Networks
	Revised

	GP-070235
	CR 48.018-0254: Various updates on PS handover (Rel-7)
	Nokia, Siemens Networks
	Revised

	GP-070325
	CR 48.018-0257: Non-critical cause values for DTM Handover (Rel-7)
	Siemens Networks, Nokia
	Revised

	GP-070348
	CR 48.018-0260: Change Request on TS48.018 for AGNSS (Rel-7)
	Alcatel-Lucent
	Revised 

	GP-070456
	CR 49.031-0049 rev 1: Add GANSS Assistance Data as a New Positioning Method for Galileo (Rel-7)
	Nokia, Siemens Networks
	Revised

	GP-070529
	CR 49.031-0049 rev 2: Add GANSS Assistance Data as a New Positioning Method for Galileo (Rel-7)
	Nokia, Siemens Networks
	Revised

	GP-070309
	CR 49.031-0049: Add GANSS Assistance Data as a New Positioning Method for Galileo (Rel-7)
	Nokia, Siemens Networks
	Revised

	GP-070007
	CR 51.010-1-3726 80.1.2, Annex A.9 Add certificate for GAN testing
	Aeroflex
	Revised

	GP-070015
	CR 51.010-1-3729 26.15.x PICS/PIXIT clean-up
	Aeroflex
	Revised

	GP-070018
	CR 51.010-1-3730 26.16 – 26.19  Add GSM810 support.
	Aeroflex
	Revised

	GP-070031
	CR 51.010-1-3731 14.4.29 Correction of test procedure for  unwantded signal I1
	Rohde&Schwarz
	Revised

	GP-070032
	CR 51.010-1-3732 14.10.8 Correction of CODEC_MODE values
	Rohde&Schwarz
	Revised

	GP-070371
	CR 51.010-1-3732 rev 1 14.10.8 Correction of CODEC_MODE values
	Rohde&Schwarz
	Revised

	GP-070033
	CR 51.010-1-3733 14.10.9 Correction of CODEC_MODE values
	Rohde&Schwarz
	Revised

	GP-070034
	CR 51.010-1-3734 14.2.24 Correction of test purpose and test procedure
	Rohde&Schwarz
	Revised

	GP-070035
	CR 51.010-1-3735 14.5.1.7 Correction of interference ratio and signal level
	Rohde&Schwarz
	Revised

	GP-070037
	CR 51.010-1-3737 26.6.4 to 26.6.5 – PICS/PIXIT cleanup, add 710, add 810, band independence
	Anite
	Revised

	GP-070042
	CR 51.010-1-3740 15 – Anomalous numbering of TC - GSM Timing advance and absolute delay
	Anite
	Revised

	GP-070046
	CR 51.010-1-3744 53.1.1.11- Handling of Packet Uplink Dummy Control Block at step 10.
	Anite
	Revised

	GP-070050
	CR 51.010-1-3747 83.1.6.1 and 83.1.6.2: additional step added after step 2 to wait for GA-PSR UNITDATA
	setcom
	Revised

	GP-070052
	CR 51.010-1-3749 A user action is missing in testcase 83.1.4.2
	setcom
	Revised

	GP-070053
	CR 51.010-1-3750 MS may deregister from GAN in last steps of testcase 82.8.1.1
	setcom
	Revised

	GP-070055
	CR 51.010-1-3752 15.8 clarification of step e)
	AT4wireless
	Revised

	GP-070066
	CR 51.010-1-3757 New Test Case 14.2.25 Reference Sensitivity – Repeated FACCH/F
	Research In Motion
	Revised

	GP-070067
	CR 51.010-1-3758 New Test Case 14.4.31 Co-channel Rejection – Repeated FACCH/F
	Research In Motion
	Revised

	GP-070078
	CR 51.010-1-3764 Test case 34.x: Insufficient handling of SMS timer TC1M
	Ericsson
	Revised

	GP-070079
	CR 51.010-1-3765 81.x: testing of lower layer failure
	Ericsson
	Revised

	GP-070268
	CR 51.010-1-3765 rev 1 81.x: testing of lower layer failure
	Ericsson
	Revised

	GP-070080
	CR 51.010-1-3766 Loop C Delay,possibility to separate HS (Half Rate) and FS (Full Rate).
	Ericsson
	Revised

	GP-070084
	CR 51.010-1-3767 14.11.1.1, 14.11.2.1, 14.11.3.1, 14.12.1.1. - Clarification of references
	Anite
	Revised

	GP-070380
	CR 51.010-1-3767 rev 1 14.11.1.1, 14.11.2.1, 14.11.3.1, 14.12.1.1. - Clarification of references
	Anite
	Revised

	GP-070097
	CR 51.010-1-3776 Section 41 PICS/PIXIT Clean Up
	Rohde & Schwarz
	Revised

	GP-070098
	CR 51.010-1-3777 Section 42 PICS/PIXIT Clean Up
	Rohde & Schwarz
	Revised

	GP-070100
	CR 51.010-1-3779 Section 51 PICS/PIXIT Clean Up
	Rohde & Schwarz
	Revised

	GP-070087
	CR 51.010-1-3782 26.10.x – 26.11.x PICS/PIXIT clean-up
	Aeroflex
	Revised

	GP-070089
	CR 51.010-1-3783 26.12.x PICS/PIXIT clean-up
	Aeroflex
	Revised

	GP-070126
	CR 51.010-1-3786 83.1.4.3:  Triggering of data transfer is required before step 6
	setcom
	Revised

	GP-070132
	CR 51.010-1-3790 14.2.22 Correction of input signal levels
	Rohde&Schwarz
	Revised

	GP-070133
	CR 51.010-1-3791 14.2.23 Correction of input signal levels
	Rohde&Schwarz
	Revised

	GP-070146
	CR 51.010-1-3802 20.2 & 20.21.2 additional information element Tav referenced from table A.25.1
	Nokia
	Revised

	GP-070389
	CR 51.010-1-3808 34.4.8.2 some of the steps made optional
	Nokia
	Revised

	GP-070068
	CR 51.010-2-0446 Addition of New Repeated FACCH test cases 14.2.25 and 14.4.31 to Table B.1
	Research In Motion
	Revised

	GP-070081
	CR 51.010-2-0450 Annex A25: Loop C Delay,possibility to separate HS (Half Rate) and FS (Full Rate), table A.25.1
	Ericsson
	Revised

	GP-070082
	CR 51.010-2-0451 GEAx: split of test cases
	Ericsson
	Revised

	GP-070103
	CR 51.010-2-0453 PICS/PIXIT Clean-Up Section 41 Tests
	Rohde & Schwarz
	Revised

	GP-070417
	CR 51.010-2-0453 rev 1 PICS/PIXIT Clean-Up Section 41 Tests
	Rohde & Schwarz
	Revised

	GP-070104
	CR 51.010-2-0454 PICS/PIXIT Clean-Up Section 42 Tests
	Rohde & Schwarz
	Revised

	GP-070106
	CR 51.010-2-0456 PICS/PIXIT Clean-Up Section 51 Tests
	Rohde & Schwarz
	Revised

	GP-070385
	CR 51.010-2-0456 rev 1 PICS/PIXIT Clean-Up Section 51 Tests
	Rohde & Schwarz
	Revised

	GP-070107
	CR 51.010-2-0457 PICS/PIXIT Clean-Up Section 52 Tests
	Rohde & Schwarz
	Revised

	GP-070386
	CR 51.010-2-0457 rev 1 PICS/PIXIT Clean-Up Section 52 Tests
	Rohde & Schwarz
	Revised

	GP-070108
	CR 51.010-2-0458 PICS/PIXIT Clean-Up Section 53 Tests
	Rohde & Schwarz
	Revised

	GP-070129
	CR 51.010-2-0461 22.13 and 22.14 Enhanced Power Control (EPC) timing and measurement reporting test scripts (new)
	NEC
	Revised

	GP-070147
	CR 51.010-2-0463 Additional information element Tav, PICS/PIXIT added to table A.25.1
	Nokia
	Revised

	GP-070278
	CR 51.010-2-0467 Annex B: Testing of lower layer failure
	Ericsson
	Revised

	GP-070190
	CR 43.129-0054 Various updates (Rel-6)
	Siemens Networks
	Withdrawn

	GP-070191
	CR 43.129-0055 Various updates (Rel-7)
	Siemens Networks
	Withdrawn

	GP-070318
	CR 44.004-0014: Uplink Repeated SACCH signalling when in loopback mode (Rel-6)
	Motorola
	Withdrawn

	GP-070319
	CR 44.006-0015: Repeated downlink SACCH description in loopback mode (Rel-6)
	Motorola
	Withdrawn

	GP-070317
	CR 44.014-0020: Repeated Downlink SACCH Test Loop description (Rel-6)
	Motorola
	Withdrawn

	GP-070430
	CR 44.060-0887 rev 1: Clarification of Abnormal Cases for PS Handover Command (Rel-6)
	Ericsson, Huawei
	Withdrawn

	GP-070288
	CR 44.060-0888: Clean-up of Downlink Dual Carrier Assignment messages (Rel-7)
	Ericsson
	Withdrawn

	GP-070431
	CR 44.060-0896 rev 1: Clarification of Abnormal Cases for PS Handover Command (Rel-7)
	Ericsson, Huawei
	Withdrawn

	GP-070345
	CR 44.071-0030: Change Request on TS44.071 for AGNSS (Rel-7)
	Alcatel-Lucent
	Withdrawn

	GP-070119
	CR 45.008-0328 Radio blocks for channel quality reporting (Rel-6)
	LG Electronics
	Withdrawn

	GP-070122
	CR 45.008-0330 Mapping table of MEAN_BEP and CV_BEP (Rel-7)
	LG Electronics
	Withdrawn

	GP-070464
	CR 45.912-0008 rev 1 Updates to full duplex mobile station architecture (Rel-7)
	Siemens Networks
	Withdrawn

	GP-070358
	CR 45.912-0009 rev 1 Voice Capacity Evolution with Orthogonal Sub Channel (Rel-7)
	Nokia
	Withdrawn

	GP-070432
	CR 48.018-0258 rev 1: Cause Indication in Delete BSS PFC PDU (Rel-6)
	Siemens Networks, Nokia
	Withdrawn

	GP-070433
	CR 48.018-0259 rev 1: Cause Indication in Delete BSS PFC PDU (Rel-7)
	Siemens Networks, Nokia
	Withdrawn

	GP-070349
	CR 48.031-0006: Change Request on TS48.031 for AGNSS (Rel-7)
	Alcatel-Lucent
	Withdrawn

	GP-070045
	CR 51.010-1-3743 44.2.3.1.7 - Correction of Testcase Applicability Limitations column
	Anite
	Withdrawn

	GP-070051
	CR 51.010-1-3748 MS higher layer might request to restart the GA-PSR TC activation in testcase 83.1.2.2
	setcom
	Withdrawn

	GP-070401
	CR 51.010-1-3750 rev 1 MS may deregister from GAN in last steps of testcase 82.8.1.1
	setcom
	Withdrawn

	GP-070096
	CR 51.010-1-3775 70.8.4.1 RRLP protocol error cause "incorrect data" not foreseen
	Rohde & Schwarz
	Withdrawn

	GP-070140
	CR 51.010-1-3797 Section 80 Additional GANC associated DNS
	Rohde & Schwarz
	Withdrawn

	GP-070145
	CR 51.010-1-3801 14.18.6 – use of coded bits instead of random data
	Nokia
	Withdrawn

	GP-070148
	CR 51.010-1-3803 TC13 vibration testing made conditional based on PICS/PIXIT declaration
	Nokia
	Withdrawn

	GP-070047
	CR 51.010-2-0439 41.5.1.1.1.4 - At step 18, added Modify PDP context procedure
	Anite
	Withdrawn

	GP-070074
	CR 51.010-2-0449 44.2.3.1.7 - Correction of Testcase Applicability Limitations column
	Anite
	Withdrawn

	GP-070144
	CR 51.010-2-0462 14.4.16 correction to applicability text
	Nokia
	Withdrawn

	GP-070149
	CR 51.010-2-0464 Additional information element PICS/PIXIT added to table A.25 regarding vibration testing
	Nokia
	Withdrawn

	GP-070208
	CR 51.010-2-0466 26.20.1 Enhanced Power Control (EPC) MS Supporting EPC test scripts (new)
	Qualcomm Europe S.A.R.L.
	Withdrawn


