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Annex F:
Status of all 3GPP CRs after TSG SA #36 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	CP-070286
	11.11
	A142
	1
	8.13.0
	R99
	Update of reference to ISO/IEC 7816-3
	approved
	F
	8.14.0
	TEI
	C6

	CP-070287
	11.14
	A222
	-
	8.17.0
	R99
	Correction of references to ISO IEC 7816-3
	approved
	F
	8.18.0
	TEI
	C6

	SP-070344
	21.101
	0041
	-
	6.6.0
	Rel-6
	Corrections to list of Specs
	approved
	F
	6.7.0
	TEI6
	SP

	SP-070351
	21.905
	0073
	-
	7.3.0
	Rel-7
	Steering of Roaming
	revised
	B
	
	TEI7
	S1

	SP-070475
	21.905
	0073
	1
	7.3.0
	Rel-7
	Steering of Roaming
	approved
	B
	7.4.0
	TEI7
	S1

	SP-070351
	21.905
	0074
	-
	8.0.0
	Rel-8
	Steering of Roaming
	revised
	A
	
	TEI8
	S1

	SP-070475
	21.905
	0074
	1
	8.0.0
	Rel-8
	Steering of Roaming
	approved
	A
	8.1.0
	TEI7
	S1

	SP-070352
	22.011
	0084
	1
	7.6.0
	Rel-7
	Clarification on User Controlled PLMNs in SoR
	approved
	F
	7.7.0
	NSP-CR
	S1

	SP-070474
	22.011
	0085
	-
	8.0.0
	Rel-8
	Clarification on User Controlled PLMNs in SoR
	approved
	A
	8.1.0
	NSP-CR
	S1

	SP-070353
	22.041
	0015
	2
	8.0.0
	Rel-8
	Selective application of ODB to International & Premium Rate Services whilst roaming
	approved
	B
	8.1.0
	TEI8
	S1

	SP-070356
	22.101
	0208
	2
	7.8.0
	Rel-7
	CR 22.101 R7: Alignment CR - High Speed ME/UICC Interface: alignment with 3GPP CT
	revised
	B
	
	TEI7
	S1

	SP-070471
	22.101
	0208
	3
	7.8.0
	Rel-7
	Alignment CR - High Speed ME/UICC Interface: alignment with 3GPP CT
	approved
	B
	7.9.0
	TEI7
	S1

	SP-070355
	22.101
	0210
	1
	8.4.0
	Rel-8
	Graphic format of PLMN name (CR 22.101)
	approved
	C
	8.5.0
	TEI8
	S1

	SP-070354
	22.101
	0211
	1
	5.13.0
	Rel-5
	Alignment of SPDI definition between TS22.101 and TS31.102 (Rel 5)
	approved
	F
	5.14.0
	TEI5
	S1

	SP-070354
	22.101
	0212
	1
	6.11.0
	Rel-6
	Alignment of SPDI definition between TS22.101 and TS31.102 Rel 6
	approved
	A
	6.12.0
	TEI5
	S1

	SP-070354
	22.101
	0213
	1
	7.8.0
	Rel-7
	Alignment of SPDI definition between TS22.101 and TS31.102 Rel 7
	approved
	A
	7.9.0
	TEI5
	S1

	SP-070354
	22.101
	0214
	1
	8.4.0
	Rel-8
	Alignment of SPDI definition between TS22.101 and TS31.102 Rel 8
	approved
	A
	8.5.0
	TEI5
	S1

	SP-070357
	22.101
	0215
	1
	8.4.0
	Rel-8
	CR 22.101 R8: Alignment CR - High Speed ME/UICC Interface,: alignment with 3GPP CT rel-8
	revised
	F
	
	TEI8
	S1

	SP-070472
	22.101
	0215
	2
	8.4.0
	Rel-8
	Alignment CR - High Speed ME/UICC Interface,: alignment with 3GPP CT rel-8
	approved
	F
	8.5.0
	TEI8
	S1

	SP-070358
	22.105
	0051
	2
	8.3.0
	Rel-8
	SMS service Level interworking
	approved
	C
	8.4.0
	MESSIW
	S1

	SP-070359
	22.127
	0078
	-
	5.5.0
	Rel-5
	Remove conferencing requirements - Correct and align OSA Stage 1 with Stage 3
	approved
	F
	5.6.0
	OSA2
	S1

	SP-070360
	22.146
	0055
	3
	8.2.0
	Rel-8
	Explicitly define the function
	approved
	F
	8.3.0
	MBMS
	S1

	SP-070361
	22.146
	0056
	-
	8.2.0
	Rel-8
	Broadcast service priority (section 5.1.2)
	approved
	F
	8.3.0
	MBMS
	S1

	SP-070362
	22.234
	0027
	-
	8.0.0
	Rel-8
	The Last RPLMN
	revised
	B
	
	IWLANNSP
	S1

	SP-070480
	22.234
	0027
	1
	8.0.0
	Rel-8
	The Last RPLMN
	approved
	B
	8.1.0
	IWLANNSP
	S1

	SP-070363
	22.234
	0028
	-
	8.0.0
	Rel-8
	Addition of EHPLMN to I-WLAN selection
	approved
	B
	8.1.0
	IWLANNSP
	S1

	SP-070364
	22.246
	0020
	-
	7.2.0
	Rel-7
	CR on service class handling(R7)
	approved
	F
	7.3.0
	MBMS
	S1

	SP-070364
	22.246
	0021
	-
	8.3.0
	Rel-8
	CR on service class handling(R8)
	approved
	A
	8.4.0
	MBMS
	S1

	SP-070365
	22.278
	0003
	3
	8.1.0
	Rel-8
	Requirement for handovers between LTE and 3GPP2 access networks (CR 03 to 22.278 V8.1.0)
	approved
	B
	8.2.0
	AIPN-SAE
	S1

	SP-070368
	22.278
	0004
	1
	8.1.0
	Rel-8
	Terminal IP version support
	approved
	B
	8.2.0
	SAE
	S1

	SP-070369
	22.278
	0005
	-
	8.1.0
	Rel-8
	Editorial correction in section 8
	approved
	D
	8.2.0
	AIPN-SAE
	S1

	SP-070367
	22.278
	0006
	1
	8.1.0
	Rel-8
	CR to TS22.278: Performance requirements for evolved 3GPP system
	approved
	B
	8.2.0
	AIPN-SAE
	S1

	SP-070370
	22.278
	0008
	1
	8.1.0
	Rel-8
	Requirement for national roaming
	approved
	B
	8.2.0
	AIPN-SAE
	S1

	SP-070366
	22.278
	0009
	4
	8.1.0
	Rel-8
	CR to TS22.278: Requirements for handover between 3GPP system and non 3GPP system
	revised
	B
	
	AIPN-SAE
	S1

	SP-070483
	22.278
	0009
	5
	8.1.0
	Rel-8
	CR to TS22.278: Requirements for handover between 3GPP system and non 3GPP system
	approved
	B
	8.2.0
	AIPN-SAE
	S1

	SP-070371
	22.980
	0001
	2
	8.0.0
	Rel-8
	Service Continuity Modifications - Use Cases and Requirements in Network Composition
	approved
	B
	8.1.0
	NetComp
	S1

	SP-070390
	23.002
	0172
	2
	7.1.0
	Rel-7
	Introducing PCC to UMTS Architecture
	approved
	F
	7.2.0
	PCC
	S2

	SP-070387
	23.002
	0173
	1
	7.1.0
	Rel-8
	Ic and Iz reference points between IM CN subsystem networks
	approved
	B
	8.0.0
	FBI2-TISP2
	S2

	CP-070311
	23.003
	0130
	1
	6.12.0
	Rel-6
	Correction of derivation of identifiers, by the UE, using the IMSI
	approved
	F
	6.13.0
	WLAN
	C4

	CP-070311
	23.003
	0131
	2
	7.3.0
	Rel-7
	Correction of derivation of identifiers, by the UE, using the IMSI
	approved
	A
	7.4.0
	WLAN
	C4

	CP-070326
	23.008
	0200
	1
	7.5.0
	Rel-7
	Addition of UNRI
	approved
	B
	7.6.0
	SMSIP
	C4

	CP-070328
	23.008
	0206
	-
	7.5.0
	Rel-7
	Mobile Termination whilst the MS is moving to another MSC
	approved
	B
	7.6.0
	MTmovMS
	C4

	CP-070318
	23.008
	0207
	1
	7.5.0
	Rel-7
	Definition of the List of Subscribed Communication Service Identifiers
	revised
	B
	
	TEI7
	C4

	CP-070479
	23.008
	0207
	2
	7.5.0
	Rel-7
	Definition of the List of Subscribed Communication Service Identifiers
	approved
	B
	7.6.0
	ServID
	C4

	CP-070325
	23.008
	0209
	-
	7.5.0
	Rel-7
	Negotiated CAMEL Capability Handling for M-CSI and SS-CSI
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070328
	23.012
	0026
	2
	7.2.0
	Rel-7
	Mobile Termination whilst the MS is moving to another MSC
	approved
	B
	7.3.0
	MTmovMS
	C4

	CP-070328
	23.018
	0157
	4
	7.4.0
	Rel-7
	Mobile Termination whilst the MS is moving to another MSC
	approved
	B
	7.5.0
	MTmovMS
	C4

	CP-070329
	23.018
	0159
	-
	7.4.0
	Rel-7
	PLMN BC in PRN for alternate speech/fax - alignment with TS 29.007
	approved
	F
	7.5.0
	TEI7
	C4

	SP-070383
	23.060
	0594
	2
	7.4.0
	Rel-7
	GPRS functionality for IMS emergency services support
	rejected
	F
	
	EMC1
	S2

	SP-070383
	23.060
	0595
	2
	7.4.0
	Rel-7
	ARP management during Session Management procedures
	rejected
	F
	
	EMC1
	S2

	SP-070383
	23.060
	0596
	-
	7.4.0
	Rel-7
	Clarification of Emergency APN selection rules due to incomplete implementation of CR0586
	rejected
	F
	
	EMC1
	S2

	CP-070328
	23.078
	0815
	-
	7.7.0
	Rel-7
	Mobile Termination whilst the MS is moving to another MSC
	approved
	B
	7.8.0
	MTmovMS
	C4

	CP-070326
	23.078
	0816
	1
	7.7.0
	Rel-7
	Correction of IP-SM-GW update in the HSS
	approved
	F
	7.8.0
	SMSIP
	C4

	CP-070325
	23.078
	0822
	2
	7.7.0
	Rel-7
	Adding a Information Element to Continue Camel Handling Information Flow
	approved
	F
	7.8.0
	TEI7
	C4

	CP-070325
	23.078
	0823
	-
	7.7.0
	Rel-7
	Mutually exclusive elements in Location Information in MSC for Initial DP SMS
	approved
	F
	7.8.0
	TEI7
	C4

	CP-070325
	23.078
	0824
	1
	7.7.0
	Rel-7
	Correction to DTMF detection in alerting phase
	approved
	F
	7.8.0
	TEI7
	C4

	CP-070328
	23.079
	0085
	-
	6.1.0
	Rel-7
	Mobile Termination whilst the MS is moving to another MSC
	approved
	B
	7.0.0
	MTmovMS
	C4

	SP-070384
	23.107
	0162
	3
	6.4.0
	Rel-7
	Emergency indication for UMTS bearer service
	rejected
	B
	
	EMC1
	S2

	CP-070381
	23.122
	0114
	3
	7.8.0
	Rel-7
	PLMN selection for steering of roaming 
	revised
	B
	
	NSP-CR
	C1

	CP-070477
	23.122
	0114
	4
	7.8.0
	Rel-7
	PLMN selection for steering of roaming 
	approved
	B
	7.9.0
	NSP-CR
	C1

	SP-070385
	23.167
	0065
	1
	7.4.0
	Rel-7
	Align Stage 2 with stage 1 on domain selection for emergency call
	approved
	F
	7.5.0
	EMC1
	S2

	SP-070385
	23.167
	0066
	-
	7.4.0
	Rel-7
	Editor's note clean up - anonymous rejection by access network
	approved
	F
	7.5.0
	EMC1
	S2

	SP-070391
	23.203
	0033
	1
	7.2.0
	Rel-7
	Alignment of Rx interaction for GW and PCRF initiated IP-CAN modifications
	approved
	F
	7.3.0
	PCC
	S2

	SP-070391
	23.203
	0035
	2
	7.2.0
	Rel-7
	Corrections to definitions
	approved
	F
	7.3.0
	PCC
	S2

	SP-070391
	23.203
	0037
	2
	7.2.0
	Rel-7
	Information on co-existence between Rel-6 and Rel-7 policy control
	approved
	F
	7.3.0
	PCC
	S2

	SP-070391
	23.203
	0038
	1
	7.2.0
	Rel-7
	Support for Authorization Token within Release 7 PCC
	approved
	F
	7.3.0
	PCC
	S2

	SP-070391
	23.203
	0040
	4
	7.2.0
	Rel-7
	Loss and recovery of bearer
	approved
	F
	7.3.0
	PCC
	S2

	SP-070391
	23.203
	0041
	2
	7.2.0
	Rel-7
	Precedence of PCC rules
	approved
	F
	7.3.0
	PCC
	S2

	SP-070391
	23.203
	0042
	1
	7.2.0
	Rel-7
	Removal of editor's notes
	approved
	F
	7.3.0
	PCC
	S2

	SP-070395
	23.204
	0030
	1
	7.2.0
	Rel-7
	Rearrangement for the SMS MT delivery procedure
	approved
	F
	7.3.0
	SMSIP
	S2

	SP-070395
	23.204
	0031
	1
	7.2.0
	Rel-7
	Removal the editor's note on IP-SM-GW timer
	approved
	F
	7.3.0
	SMSIP
	S2

	SP-070395
	23.204
	0034
	3
	7.2.0
	Rel-7
	Corrections on interfaces between the IP-SM-GW and the HSS
	approved
	F
	7.3.0
	SMSIP
	S2

	CP-070322
	23.205
	0177
	-
	7.4.0
	Rel-7
	ServiceChangeMGCId parameter
	approved
	F
	7.5.0
	TEI7
	C4

	SP-070399
	23.206
	0057
	2
	7.2.0
	Rel-7
	Clarification on operator policy regarding domain transfer in presence of a held/waiting call/session
	approved
	F
	7.3.0
	VCC
	S2

	SP-070399
	23.206
	0060
	1
	7.2.0
	Rel-7
	Clarifications to text on Call Forwarding/CAMEL for Supp Servs behaviour
	approved
	F
	7.3.0
	VCC
	S2

	SP-070399
	23.206
	0061
	1
	7.2.0
	Rel-7
	Correction to Informative Annex C to remove an invalid implementation option
	approved
	F
	7.3.0
	VCC
	S2

	SP-070399
	23.206
	0063
	1
	7.2.0
	Rel-7
	Removal of Editor's note in section 5.3.1.2.1
	approved
	F
	7.3.0
	VCC
	S2

	SP-070399
	23.206
	0064
	-
	7.2.0
	Rel-7
	Removal of Editor's note in section 6.5.3
	approved
	F
	7.3.0
	VCC
	S2

	SP-070392
	23.207
	0092
	5
	6.6.0
	Rel-7
	Rel-7 version of  TS 23.207 main body
	approved
	B
	7.0.0
	PCC
	S2

	CP-070383
	23.218
	0095
	6
	7.5.0
	Rel-7
	IMS Communication Service ID
	approved
	B
	7.6.0
	ServID
	C1

	CP-070387
	23.218
	0097
	1
	7.5.0
	Rel-7
	Dynamic Service Activation Info
	approved
	F
	7.6.0
	TEI7
	C1

	CP-070382
	23.218
	0098
	4
	7.5.0
	Rel-7
	Clarification of the handling of ICSI
	rejected
	B
	
	ServID
	C1

	SP-070386
	23.228
	0668
	1
	7.7.0
	Rel-7
	Section alignment for AS initiated requests procedure
	approved
	F
	7.8.0
	FBI
	S2

	SP-070386
	23.228
	0669
	1
	8.0.0
	Rel-8
	Section alignment for AS initiated requests procedure
	approved
	A
	8.1.0
	FBI
	S2

	SP-070394
	23.228
	0670
	1
	7.7.0
	Rel-7
	Clarification of identification of IMS communication services
	approved
	F
	7.8.0
	ServID
	S2

	SP-070394
	23.228
	0671
	1
	8.0.0
	Rel-8
	Clarification of identification of IMS communication services
	approved
	A
	8.1.0
	ServID
	S2

	SP-070388
	23.228
	0676
	-
	7.7.0
	Rel-7
	Corrections to the Handling of Request URIs containing a SIP URI with user=phone
	approved
	F
	7.8.0
	FBI-PCBL
	S2

	SP-070388
	23.228
	0677
	-
	8.0.0
	Rel-8
	Corrections to the Handling of Request URIs containing a SIP URI with user=phone
	approved
	A
	8.1.0
	FBI-PCBL
	S2

	SP-070464
	23.228
	0678
	1
	7.7.0
	Rel-7
	Clarification of ICSI usage for multimedia telephony
	approved
	F
	7.8.0
	TEI7
	S2

	SP-070464
	23.228
	0679
	2
	8.0.0
	Rel-8
	Clarification of ICSI usage for multimedia telephony
	approved
	F
	8.1.0
	TEI7
	S2

	SP-070393
	23.228
	0681
	1
	7.7.0
	Rel-7
	PCC Terminology Alignment
	approved
	D
	7.8.0
	PCC
	S2

	SP-070393
	23.228
	0682
	-
	8.0.0
	Rel-8
	PCC Terminology Alignment
	approved
	A
	8.1.0
	PCC
	S2

	SP-070464
	23.228
	0683
	2
	7.7.0
	Rel-7
	Support for IP-CANs working on NW-only Bearer Establishment Mode
	approved
	F
	7.8.0
	TEI7
	S2

	SP-070464
	23.228
	0684
	2
	8.0.0
	Rel-8
	Support for IP-CANs working on NW-only Bearer Establishment Mode
	approved
	A
	8.1.0
	TEI7
	S2

	SP-070464
	23.228
	0685
	2
	7.7.0
	Rel-7
	Establishment of dedicated PDP Context for IMS related signalling.
	approved
	F
	7.8.0
	TEI7
	S2

	SP-070464
	23.228
	0686
	2
	8.0.0
	Rel-8
	Establishment of dedicated PDP Context for IMS related signalling.
	approved
	A
	8.1.0
	TEI7
	S2

	SP-070394
	23.228
	0687
	1
	7.7.0
	Rel-7
	Clarification on network providing list of supported ICSI's to UE
	approved
	F
	7.8.0
	ServID
	S2

	SP-070394
	23.228
	0688
	1
	8.0.0
	Rel-8
	Clarification on network providing list of supported ICSI's to UE
	approved
	A
	8.1.0
	ServID
	S2

	SP-070464
	23.228
	0691
	2
	7.7.0
	Rel-7
	Clarification on identifying Alias Identities
	approved
	F
	7.8.0
	TEI7
	S2

	SP-070464
	23.228
	0692
	2
	8.0.0
	Rel-8
	Clarification on identifying Alias Identities
	approved
	A
	8.1.0
	TEI7
	S2

	SP-070389
	23.228
	0693
	1
	7.7.0
	Rel-7
	Clarification on generation of Instance ID for GRUU
	approved
	F
	7.8.0
	GRUU
	S2

	SP-070389
	23.228
	0694
	1
	8.0.0
	Rel-8
	Clarification on generation of Instance ID for GRUU
	approved
	A
	8.1.0
	GRUU
	S2

	SP-070387
	23.228
	0695
	2
	8.0.0
	Rel-8
	Network to Network Interface between IM CN subsystem networks
	approved
	B
	8.1.0
	FBI2
	S2

	SP-070396
	23.246
	0190
	2
	6.11.1
	Rel-6
	PMM-Connected mode during MBMS enhanced broadcast
	approved
	F
	6.12.0
	TEI6
	S2

	SP-070396
	23.246
	0191
	2
	7.2.0
	Rel-7
	PMM-Connected mode during MBMS enhanced broadcast
	approved
	A
	7.3.0
	TEI6
	S2

	SP-070398
	23.279
	0036
	-
	7.6.0
	Rel-8
	Supporting CSI capability exchange for CSI Interworking
	approved
	B
	8.0.0
	TEI8
	S2

	CP-070324
	23.333
	0002
	-
	7.0.0
	Rel-7
	Clarify the TTS requirement
	revised
	B
	
	Mp
	C4

	CP-070472
	23.333
	0002
	1
	7.0.0
	Rel-7
	Clarify the TTS requirement
	approved
	B
	7.1.0
	Mp
	C4

	CP-070324
	23.333
	0003
	2
	7.0.0
	Rel-7
	Alignment of procedures and normative text
	revised
	B
	
	Mp
	C4

	CP-070472
	23.333
	0003
	3
	7.0.0
	Rel-7
	Alignment of procedures and normative text
	approved
	B
	7.1.0
	Mp
	C4

	CP-070324
	23.333
	0004
	1
	7.0.0
	Rel-7
	Correction to DTMF handling  
	approved
	B
	7.1.0
	Mp
	C4

	CP-070324
	23.333
	0005
	4
	7.0.0
	Rel-7
	Clarify ASR function requirement
	revised
	B
	
	Mp
	C4

	CP-070472
	23.333
	0005
	5
	7.0.0
	Rel-7
	Clarify ASR function requirement
	approved
	B
	7.1.0
	Mp
	C4

	CP-070324
	23.333
	0007
	1
	7.0.0
	Rel-7
	Multimedia Play 
	approved
	B
	7.1.0
	Mp
	C4

	CP-070324
	23.333
	0010
	1
	7.0.0
	Rel-7
	Remove editor notes
	approved
	F
	7.1.0
	Mp
	C4

	CP-070324
	23.333
	0011
	1
	7.0.0
	Rel-7
	Correction of Play Announcement
	approved
	B
	7.1.0
	Mp
	C4

	CP-070324
	23.333
	0012
	1
	7.0.0
	Rel-7
	Addition of Non-call Related procedures to chapter 8
	approved
	B
	7.1.0
	Mp
	C4

	CP-070372
	24.008
	1121
	3
	7.7.0
	Rel-7
	Emergency indication in QoS IE
	rejected
	B
	
	EMC1
	C1

	CP-070387
	24.008
	1133
	-
	7.7.0
	Rel-7
	Indication of Flexible Timeslot Assignment support
	approved
	C
	7.8.0
	TEI7
	C1

	CP-070392
	24.008
	1134
	1
	7.7.0
	Rel-7
	Introduction of Latency Reduction capabilities
	approved
	B
	7.8.0
	LATRED
	C1

	CP-070369
	24.008
	1135
	1
	6.15.0
	Rel-6
	Signalling connection for MBMS  reception in PTP mode
	approved
	F
	6.16.0
	MBMS
	C1

	CP-070369
	24.008
	1136
	1
	7.7.0
	Rel-7
	Signalling connection for MBMS  reception in PTP mode
	approved
	A
	7.8.0
	MBMS
	C1

	CP-070387
	24.008
	1137
	-
	7.7.0
	Rel-7
	Bearer capability IE for Emergency calls and EFR capable terminals
	approved
	F
	7.8.0
	TEI7
	C1

	CP-070387
	24.008
	1138
	1
	7.7.0
	Rel-7
	Clarification for the Codec Bitmap
	approved
	F
	7.8.0
	TEI7
	C1

	CP-070372
	24.008
	1141
	3
	7.7.0
	Rel-7
	GPRS emergency support indication
	rejected
	B
	
	EMC1
	C1

	CP-070386
	24.008
	1142
	1
	7.7.0
	Rel-7
	Support of higher maximum bitrate and guaranteed bit rate in the QoS IE
	approved
	B
	7.8.0
	TEI7, RANimp
	C1

	CP-070387
	24.008
	1144
	2
	7.7.0
	Rel-7
	MS indication of support of GAN PS Handover
	approved
	B
	7.8.0
	TEI7
	C1

	CP-070327
	24.030
	0026
	1
	7.1.0
	Rel-7
	Add Assisted GANSS as a New Positioning Method
	approved
	B
	7.2.0
	TEI7, AGNSS-GP
	C4

	CP-070316
	24.030
	0027
	-
	6.3.0
	Rel-6
	Unimplemented CR for Reuse of UEs location
	approved
	F
	6.4.0
	TEI6
	C4

	CP-070316
	24.030
	0028
	-
	7.1.0
	Rel-7
	Unimplemented CR for Reuse of UEs location
	approved
	A
	7.2.0
	TEI6
	C4

	CP-070327
	24.080
	0053
	2
	7.2.0
	Rel-7
	Add Assisted GANSS as a New Positioning Method
	approved
	B
	7.3.0
	TEI7, AGNSS-GP
	C4

	CP-070370
	24.147
	0050
	4
	7.4.0
	Rel-7
	Modification of the conference ability of MGCF
	approved
	A
	7.5.0
	IMS2
	C1

	CP-070370
	24.147
	0051
	3
	6.6.0
	Rel-6
	Modification of the conference ability of MGCF
	approved
	F
	6.7.0
	IMS2
	C1

	CP-070387
	24.147
	0055
	1
	7.4.0
	Rel-7
	Some corrections to IMS conference
	approved
	F
	7.5.0
	MTSI
	C1

	CP-070430
	24.173
	0003
	-
	7.0.0
	Rel-7
	Correction of file names for the SS-TSs
	approved
	F
	7.1.0
	MTSI
	C1

	CP-070385
	24.173
	0003
	-
	7.0.0
	Rel-7
	Correction of file names for the SS-TSs
	reissued
	F
	
	MTSI
	C1

	CP-070385
	24.173
	0005
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved CB CRs
	reissued
	F
	
	MTSI
	C1

	CP-070430
	24.173
	0005
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved CB CRs
	approved
	F
	7.1.0
	MTSI
	C1

	CP-070430
	24.173
	0006
	1
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved CDIV CRs
	approved
	F
	7.1.0
	MTSI
	C1

	CP-070403
	24.173
	0006
	1
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved CDIV CRs
	reissued
	F
	
	MTSI
	C1

	CP-070430
	24.173
	0007
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved CONF CRs
	approved
	F
	7.1.0
	MTSI
	C1

	CP-070385
	24.173
	0007
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved CONF CRs
	reissued
	F
	
	MTSI
	C1

	CP-070430
	24.173
	0008
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved ECT CRs
	approved
	F
	7.1.0
	MTSI
	C1

	CP-070385
	24.173
	0008
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved ECT CRs
	reissued
	F
	
	MTSI
	C1

	CP-070385
	24.173
	0009
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved HOLD CRs
	reissued
	F
	
	MTSI
	C1

	CP-070430
	24.173
	0009
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved HOLD CRs
	approved
	F
	7.1.0
	MTSI
	C1

	CP-070385
	24.173
	0010
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved MWI CRs
	reissued
	F
	
	MTSI
	C1

	CP-070430
	24.173
	0010
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved MWI CRs
	approved
	F
	7.1.0
	MTSI
	C1

	CP-070430
	24.173
	0011
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved OIP/OIR CRs
	approved
	F
	7.1.0
	MTSI
	C1

	CP-070385
	24.173
	0011
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved OIP/OIR CRs
	reissued
	F
	
	MTSI
	C1

	CP-070430
	24.173
	0012
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved TIP/TIR CRs
	revised
	F
	
	MTSI
	C1

	CP-070385
	24.173
	0012
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved TIP/TIR CRs
	reissued
	F
	
	MTSI
	C1

	CP-070490
	24.173
	0012
	1
	7.0.0
	Rel-7
	Alignment with TISPAN#13 approved TIP/TIR CRs
	approved
	F
	7.1.0
	MTSI
	C1

	CP-070385
	24.173
	0013
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved XCAP CRs
	reissued
	F
	
	MTSI
	C1

	CP-070430
	24.173
	0013
	-
	7.0.0
	Rel-7
	24.173: Alignment with TISPAN#13 approved XCAP CRs
	approved
	F
	7.1.0
	MTSI
	C1

	CP-070385
	24.173
	0014
	1
	7.0.0
	Rel-7
	Removal of editors note regarding IMS communication service identifier
	reissued
	F
	
	MTSI
	C1

	CP-070431
	24.173
	0014
	1
	7.0.0
	Rel-7
	Removal of editors note regarding IMS communication service identifier
	rejected
	F
	
	MTSI
	C1

	CP-070377
	24.206
	0051
	1
	7.1.0
	Rel-7
	VCC handling of multiple dialogs during a domain transfer request
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.206
	0052
	-
	7.1.0
	Rel-7
	Origination anchoring CAP CONNECT contents option
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.206
	0053
	1
	7.1.0
	Rel-7
	Completion of empty subclauses in 24.206
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.206
	0060
	1
	7.1.0
	Rel-7
	Addition of VCC application sub-functions to signaling flows in annex A.5
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.206
	0061
	1
	7.1.0
	Rel-7
	Section 8.4.2 alignment with stage 2
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.206
	0062
	1
	7.1.0
	Rel-7
	Correction to the description in section 4.3
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.206
	0066
	1
	7.1.0
	Rel-7
	Section 4.2 alignment with stage 2
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.206
	0068
	1
	7.1.0
	Rel-7
	Changing the reference to TS 24.229 for As initiated call
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.206
	0069
	-
	7.1.0
	Rel-7
	Service profile impact for calls from unregstered user
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.206
	0071
	1
	7.1.0
	Rel-7
	Correction of the VCC UE behaviour during DTF
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.206
	0072
	1
	7.1.0
	Rel-7
	Introduction of operator policy in DTF procedures
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.206
	0074
	2
	7.1.0
	Rel-7
	VCC Application split into sub-functions for termination call flows
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.206
	0076
	1
	7.1.0
	Rel-7
	Clarification for VCC Flow
	approved
	F
	7.2.0
	VCC
	C1

	CP-070377
	24.216
	0001
	1
	7.0.0
	Rel-7
	Corrections to parameters in 24.216
	approved
	F
	7.1.0
	VCC
	C1

	CP-070377
	24.216
	0002
	1
	7.0.0
	Rel-7
	Introduction of operator policies
	approved
	F
	7.1.0
	VCC
	C1

	CP-070375
	24.229
	1562
	4
	7.7.0
	Rel-7
	Completion of Phone-context parameter in rel-7
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070388
	24.229
	1596
	5
	7.7.0
	Rel-7
	Update to NAT Traversal procedures in support of Outbound and ICE
	approved
	F
	7.8.0
	FBI-PCBL
	C1

	CP-070383
	24.229
	1645
	6
	7.7.0
	Rel-7
	IMS Communication Service ID 24.229
	approved
	B
	7.8.0
	ServID
	C1

	CP-070388
	24.229
	1662
	-
	7.7.0
	Rel-7
	Tidyup open issues from FBI work item
	approved
	F
	7.8.0
	FBI
	C1

	CP-070380
	24.229
	1663
	-
	7.7.0
	Rel-7
	Provide GRUU functionality in case of hosted NAT
	approved
	F
	7.8.0
	GRUU
	C1

	CP-070373
	24.229
	1665
	1
	7.7.0
	Rel-7
	Definition of identities used for emergency call
	approved
	F
	7.8.0
	EMC1
	C1

	CP-070373
	24.229
	1666
	2
	7.7.0
	Rel-7
	Protocol between E-CSCF and LRF
	approved
	B
	7.8.0
	EMC1
	C1

	CP-070382
	24.229
	1667
	4
	7.7.0
	Rel-7
	Clarification of the handling of ICSI
	rejected
	B
	
	ServID
	C1

	CP-070375
	24.229
	1678
	1
	7.7.0
	Rel-7
	Qvalue
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070380
	24.229
	1679
	-
	7.7.0
	Rel-7
	Cleanup of Signaling Public GRUU to AS
	approved
	D
	7.8.0
	GRUU
	C1

	CP-070375
	24.229
	1680
	-
	7.7.0
	Rel-7
	Outgoing Request URI=pres or IM URI processing clarification and misc clean-up
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070396
	24.229
	1681
	4
	7.7.0
	Rel-8
	Enhancements to Support Preferred Circuit Carrier Access and Dial-Around for Cable Networks
	approved
	B
	8.0.0
	PktCbl-Intw
	C1

	CP-070396
	24.229
	1682
	2
	7.7.0
	Rel-8
	IMS Enhancements to Support Number Portability (NP) for Cable Networks
	approved
	B
	8.0.0
	PktCbl-Intw
	C1

	CP-070380
	24.229
	1686
	2
	7.7.0
	Rel-7
	Alternate GRUU for AS acting on behalf of Public User Identity
	approved
	C
	7.8.0
	GRUU
	C1

	CP-070370
	24.229
	1688
	2
	6.14.0
	Rel-6
	"Inclusion of ""addressing an amplification vulnerability in session initiation protocol forking proxies"" (draft-ietf-sip-fork-loop-fix) in the SIP profile"
	approved
	F
	6.15.0
	IMS2
	C1

	CP-070370
	24.229
	1689
	2
	7.7.0
	Rel-7
	"Inclusion of ""addressing an amplification vulnerability in session initiation protocol forking proxies"" (draft-ietf-sip-fork-loop-fix) in the SIP profile"
	approved
	A
	7.8.0
	IMS2
	C1

	CP-070373
	24.229
	1690
	-
	7.7.0
	Rel-7
	Further alignment with phonebcp draft
	approved
	F
	7.8.0
	EMC1
	C1

	CP-070375
	24.229
	1691
	1
	7.7.0
	Rel-7
	Profile support for the P-Answer-State header extension to the session initiation protocol for the open mobile alliance push to talk over cellular (draft-allen-sipping-poc-p-answer-state-header)
	approved
	B
	7.8.0
	IMSProtoc
	C1

	CP-070375
	24.229
	1692
	-
	7.7.0
	Rel-7
	Profile support for a session initiation protocol event package and data format for various settings in support for the push-to-talk over cellular service (RFC4354)
	approved
	B
	7.8.0
	IMSProtoc
	C1

	CP-070393
	24.229
	1693
	1
	7.7.0
	Rel-8
	"Inclusion of ""extending the session initiation protocol Reason header for preemption events"" (RFC4411) in the SIP profile"
	approved
	B
	8.0.0
	PRIOR-MM
	C1

	CP-070393
	24.229
	1694
	2
	7.7.0
	Rel-8
	"Inclusion of ""communications resource priority for the session initiation protocol"" (RFC4412) in the SIP profile"
	approved
	B
	8.0.0
	PRIOR-MM
	C1

	CP-070393
	24.229
	1695
	2
	7.7.0
	Rel-8
	Inclusion policy for Resource-Priority header in support of multimedia priority service
	approved
	B
	8.0.0
	PRIOR-MM
	C1

	CP-070374
	24.229
	1696
	2
	7.7.0
	Rel-7
	Endorsement of P-Early-Media header draft
	revised
	B
	7.8.0
	IMSProtoc
	C1

	CP-070436
	24.229
	1696
	3
	7.7.0
	Rel-7
	Endorsement of P-Early-Media header draft
	approved
	B
	7.8.0
	IMSProtoc
	C1

	CP-070375
	24.229
	1697
	-
	7.7.0
	Rel-7
	Correction of Routeing B2BUA and initiating B2BUA procedures to cover all possible AS routing scenarios documented at stage 2.
	rejected
	F
	
	IMSProtoc
	C1

	CP-070374
	24.229
	1698
	2
	7.7.0
	Rel-7
	Report of new transit scenario documented in stage 2
	revised
	F
	
	IMSProtoc
	C1

	CP-070447
	24.229
	1698
	3
	7.7.0
	Rel-7
	Report of new transit scenario documented in stage 2
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070375
	24.229
	1700
	-
	7.7.0
	Rel-7
	Translation of non-international format numbers
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070375
	24.229
	1703
	-
	7.7.0
	Rel-7
	Filter criteria evaluation when the AS changes the P-Asserted-Identity
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070375
	24.229
	1704
	-
	7.7.0
	Rel-7
	Minor miscellaneous clean-up
	approved
	D
	7.8.0
	IMSProtoc
	C1

	CP-070380
	24.229
	1711
	2
	7.7.0
	Rel-7
	Use of GRUU for Emergency Sessions
	approved
	F
	7.8.0
	GRUU, EMC1
	C1

	CP-070380
	24.229
	1713
	2
	7.7.0
	Rel-7
	Cleanup of GRUU 
	approved
	F
	7.8.0
	GRUU
	C1

	CP-070374
	24.229
	1714
	1
	7.7.0
	Rel-7
	Alignment of layout of access technology specific annexes
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070374
	24.229
	1715
	1
	7.7.0
	Rel-7
	GPRS IP-CAN change of normative requirement out of scope to informative
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070378
	24.229
	1717
	2
	7.7.0
	Rel-7
	PCC impact
	revised
	B
	
	PCC
	C1

	CP-070473
	24.229
	1717
	3
	7.7.0
	Rel-7
	PCC impact
	revised
	B
	
	PCC
	C1

	CP-070496
	24.229
	1717
	4
	7.7.0
	Rel-7
	PCC impact
	approved
	B
	7.8.0
	PCC
	C1

	CP-070378
	24.229
	1718
	1
	7.7.0
	Rel-7
	Addition to network initiated PDP context 
	approved
	F
	7.8.0
	PCC
	C1

	CP-070374
	24.229
	1720
	1
	7.7.0
	Rel-7
	Registration and deregistration
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070374
	24.229
	1721
	1
	7.7.0
	Rel-7
	UE un-subscribing to reg-event
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070374
	24.229
	1722
	-
	7.7.0
	Rel-7
	MO Record-Route at P-CSCF
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070374
	24.229
	1723
	1
	7.7.0
	Rel-7
	MT Record-Route at P-CSCF
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070374
	24.229
	1727
	1
	7.7.0
	Rel-7
	Double registration
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070374
	24.229
	1730
	1
	7.7.0
	Rel-7
	Inclusion of new mandatory elements of SigComp
	approved
	B
	7.8.0
	IMSProtoc
	C1

	CP-070374
	24.229
	1731
	1
	7.7.0
	Rel-7
	Use of a presence specific dictionary in SigComp
	approved
	B
	7.8.0
	IMSProtoc
	C1

	CP-070374
	24.229
	1732
	2
	7.7.0
	Rel-7
	Clarification on iFC execution
	approved
	F
	7.8.0
	IMSprotoc
	C1

	CP-070388
	24.229
	1735
	2
	7.7.0
	Rel-7
	Correction on the handlng of CPC parameter regarding trust domain
	approved
	F
	7.8.0
	FBI
	C1

	CP-070374
	24.229
	1737
	2
	7.7.0
	Rel-7
	Originating UE processing of P-Early-Media
	approved
	B
	7.8.0
	IMSProtoc
	C1

	CP-070374
	24.229
	1738
	3
	7.7.0
	Rel-7
	Originating UE sending of P-Early-Media
	approved
	B
	7.8.0
	IMSProtoc
	C1

	CP-070374
	24.229
	1739
	1
	7.7.0
	Rel-7
	P-CSCF processing of P-Early-Media
	approved
	B
	7.8.0
	IMSProtoc
	C1

	CP-070388
	24.229
	1740
	1
	7.7.0
	Rel-7
	IBCF processing of P-Early-Media
	approved
	B
	7.8.0
	FBI
	C1

	CP-070388
	24.229
	1742
	1
	7.7.0
	Rel-7
	IBCF Path header
	approved
	F
	7.8.0
	FBI
	C1

	CP-070374
	24.229
	1743
	1
	7.7.0
	Rel-7
	The precondition mechanism may be required in subsequent SDP offer/answer exchanges
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070374
	24.229
	1746
	1
	7.7.0
	Rel-7
	Correction to P-CSCF procedures for cancellation of a session currently being established
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070370
	24.229
	1749
	1
	7.7.0
	Rel-7
	Correction of coding rules of P-Access-Network-Info header
	approved
	A
	7.8.0
	IMS2
	C1

	CP-070393
	24.229
	1751
	1
	7.7.0
	Rel-8
	Resource-Priority header and trust domains
	approved
	B
	8.0.0
	PRIOR-MM
	C1

	CP-070380
	24.229
	1756
	1
	7.7.0
	Rel-7
	GRUU Alignment with stage 2
	approved
	F
	7.8.0
	GRUU
	C1

	CP-070374
	24.229
	1760
	1
	7.7.0
	Rel-7
	PANI related corrections
	approved
	F
	7.8.0
	IMSProtoc, FBI
	C1

	CP-070374
	24.229
	1761
	-
	7.7.0
	Rel-7
	Local numbering clarification
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070374
	24.229
	1762
	1
	7.7.0
	Rel-7
	Originating a terminating request in an AS
	approved
	B
	7.8.0
	IMSProtoc, SMSIP
	C1

	CP-070373
	24.229
	1763
	1
	7.7.0
	Rel-7
	Emergency registration clarification
	approved
	F
	7.8.0
	EMC1
	C1

	CP-070380
	24.229
	1766
	1
	7.7.0
	Rel-7
	Management of GRUU
	approved
	F
	7.8.0
	GRUU
	C1

	CP-070374
	24.229
	1769
	2
	7.7.0
	Rel-7
	Clarification to Original Dialog Identifier
	approved
	F
	7.8.0
	IMSprotoc
	C1

	CP-070368
	24.229
	1771
	2
	7.7.0
	Rel-7
	THIG processing correction to ensure conformity to SIP
	revised
	A
	
	IMS-CCR
	C1

	CP-070450
	24.229
	1771
	3
	7.7.0
	Rel-7
	THIG processing correction to ensure conformity to RFC 3261
	approved
	A
	7.8.0
	IMS-CCR
	C1

	CP-070374
	24.229
	1772
	-
	7.7.0
	Rel-7
	Minor miscellaneous clean-up
	approved
	F
	7.8.0
	IMSProtoc
	C1

	CP-070383
	24.229
	1773
	-
	7.7.0
	Rel-7
	IMS Communication Service ID registration
	approved
	B
	7.8.0
	ServID
	C1

	CP-070372
	24.229
	1775
	1
	7.7.0
	Rel-7
	Use of the GPRS emergency support indication
	rejected
	B
	
	EMC1
	C1

	CP-070370
	24.229
	1776
	-
	6.14.0
	Rel-6
	Correction of coding rules of P-Access-Network-Info header
	approved
	F
	6.15.0
	IMS2
	C1

	CP-070368
	24.229
	1777
	1
	5.18.0
	Rel-5
	THIG processing correction to ensure conformity to RFC 3261
	revised
	F
	
	IMS-CCR
	C1

	CP-070448
	24.229
	1777
	2
	5.18.0
	Rel-5
	THIG processing correction to ensure conformity to RFC 3261
	approved
	F
	5.19.0
	IMS-CCR
	C1

	CP-070368
	24.229
	1778
	1
	6.14.0
	Rel-6
	THIG processing correction to ensure conformity to RFC 3261
	revised
	A
	
	IMS-CCR
	C1

	CP-070449
	24.229
	1778
	2
	6.14.0
	Rel-6
	THIG processing correction to ensure conformity to RFC 3261
	approved
	A
	6.15.0
	IMS-CCR
	C1

	CP-070399
	24.229
	1779
	0
	7.7.0
	Rel-5
	Forked final response handling
	postponed
	F
	
	IMS-CCR
	C1

	CP-070400
	24.229
	1780
	0
	6.14.0
	Rel-6
	Forked final response handling
	postponed
	A
	
	IMS-CCR
	C1

	CP-070401
	24.229
	1781
	0
	5.18.0
	Rel-7
	Forked final response handling
	postponed
	A
	
	IMS-CCR
	C1

	CP-070435
	24.229
	1782
	-
	7.7.0
	Rel-7
	Authorization of IMS communication service identifier (ICSI) in the IBCF
	rejected
	F
	
	ServID-St3
	C1

	CP-070385
	24.247
	0027
	-
	7.1.0
	Rel-7
	File transfer
	reissued
	F
	
	MTSI
	C1

	CP-070430
	24.247
	0027
	-
	7.1.0
	Rel-7
	File transfer
	approved
	F
	7.2.0
	MTSI
	C1

	CP-070390
	24.279
	0038
	2
	7.4.0
	Rel-7
	Video interworking alternatives
	approved
	F
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0039
	3
	7.4.0
	Rel-7
	Retrival of Public user identy information
	approved
	F
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0040
	3
	7.4.0
	Rel-7
	Session handling
	approved
	F
	7.5.0
	CSItermS
	C1

	CP-070389
	24.279
	0043
	4
	7.4.0
	Rel-7
	Additions to the session initiating cases to the IMS session setup
	revised
	F
	
	CSItermS
	C1

	CP-070362
	24.279
	0043
	5
	7.4.0
	Rel-7
	Additions to the session initiating cases to the IMS session setup
	revised
	F
	
	CSItermS
	C1

	CP-070482
	24.279
	0043
	6
	7.4.0
	Rel-7
	Additions to the session initiating cases to the IMS session setup
	approved
	F
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0044
	3
	7.4.0
	Rel-7
	Inclusion of new call cases for IMS session setup
	approved
	F
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0045
	1
	7.4.0
	Rel-7
	Additions of a call case adding a cs call to an IMS session
	approved
	F
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0046
	4
	7.4.0
	Rel-7
	Clarification on modifying IMS and CS session
	approved
	F
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0048
	2
	7.4.0
	Rel-7
	Enhacement of session release procedures
	approved
	F
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0049
	1
	7.4.0
	Rel-7
	Correction of references to wrong subclauses
	approved
	B
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0050
	-
	7.4.0
	Rel-7
	Removal of references to MGCF interworking and information for interworking
	approved
	F
	7.5.0
	CSItermS
	C1

	CP-070389
	24.279
	0051
	2
	7.4.0
	Rel-7
	Further details on splitting procedure
	revised
	B
	
	CSItermS
	C1

	CP-070361
	24.279
	0051
	3
	8.0.0
	Rel-7
	Further details on splitting procedure
	revised
	B
	
	CSItermS
	C1

	CP-070481
	24.279
	0051
	4
	7.4.0
	Rel-7
	Further details on splitting procedure
	approved
	B
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0052
	2
	7.4.0
	Rel-7
	Further details of combining procedure in CSI AS
	approved
	B
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0053
	3
	7.4.0
	Rel-7
	CSI AS handling of error response
	approved
	B
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0054
	1
	7.4.0
	Rel-7
	CSI AS interactions with supplementary services
	approved
	B
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0055
	3
	7.4.0
	Rel-7
	Unregistered CUA service handling for CSI termination
	approved
	B
	7.5.0
	CSItermS
	C1

	CP-070390
	24.279
	0057
	4
	7.4.0
	Rel-7
	Detailed procedures about session combining
	approved
	F
	7.5.0
	CSItermS
	C1

	CP-070391
	24.279
	0059
	-
	7.4.0
	Rel-7
	g.3gpp.cs-voice and g.3gpp.cs-video registered by IANA
	approved
	F
	7.5.0
	CSICS
	C1

	CP-070379
	24.305
	0006
	1
	7.1.0
	Rel-7
	Disabling of emergency calls provedures over IMS
	approved
	F
	7.2.0
	SDoUE
	C1

	CP-070384
	24.341
	0002
	1
	7.0.0
	Rel-7
	Corrections to example flows
	approved
	F
	7.1.0
	SMSIP
	C1

	CP-070384
	24.341
	0005
	-
	7.0.0
	Rel-7
	Correction of text on media feature tag g.3gpp.smsip
	approved
	F
	7.1.0
	SMSIP
	C1

	CP-070384
	24.341
	0008
	1
	7.0.0
	Rel-7
	SC as Request-URI for short message submit
	approved
	B
	7.1.0
	SMSIP
	C1

	CP-070384
	24.341
	0010
	1
	7.0.0
	Rel-7
	IP-SM-GW as Request-URI for delivery report
	approved
	B
	7.1.0
	SMSIP
	C1

	CP-070384
	24.341
	0015
	1
	7.0.0
	Rel-7
	P-Asserted-Identity corrections
	approved
	F
	7.1.0
	SMSIP
	C1

	CP-070384
	24.341
	0017
	1
	7.0.0
	Rel-7
	Adding status report procedure, forking related corrections plus editorial changes
	approved
	B
	7.1.0
	SMSIP
	C1

	CP-070374
	24.930
	0002
	3
	7.1.0
	Rel-7
	Additional call flow for establishing a session when both endpoints do not need to reserve resources
	approved
	F
	7.2.0
	IMSProtoc
	C1

	CP-070374
	24.930
	0003
	2
	7.1.0
	Rel-7
	Network initiated IP-CAN bearer setup
	approved
	B
	7.2.0
	IMSProtoc
	C1

	CP-070374
	24.930
	0004
	1
	7.1.0
	Rel-7
	Editorial Updates to Session Establishment Flows
	revised
	D
	7.2.0
	IMSProtoc
	C1

	CP-070469
	24.930
	0004
	2
	7.1.0
	Rel-7
	Editorial Updates to Session Establishment Flows
	approved
	D
	7.2.0
	IMSProtoc
	C1

	RP-070374
	25.101
	0548
	1
	7.7.0
	Rel-7
	Transmit off power and transmit on/off time mask requirements for CPC 
	Revised
	B
	
	RANimp-CPC
	R4

	RP-070471
	25.101
	0548
	2
	7.7.0
	Rel-7
	Transmit off power and transmit on/off time mask requirements for CPC 
	Approved
	B
	7.8.0
	RANimp-CPC
	R4

	RP-070373
	25.101
	0550
	-
	7.7.0
	Rel-7
	Correction of Transmitter Spurious emission requirement for Band VIII
	Approved
	F
	7.8.0
	TEI7
	R4

	RP-070373
	25.101
	0554
	-
	7.7.0
	Rel-7
	UE performance requirements for high speed train
	Approved
	B
	7.8.0
	TEI7
	R4

	RP-070374
	25.101
	0555
	-
	7.7.0
	Rel-7
	CPC Demod
	Revised
	B
	
	RANImp-CPC
	R4

	RP-070471
	25.101
	0555
	1
	7.7.0
	Rel-7
	CPC Demod
	Approved
	B
	7.8.0
	RANImp-CPC
	R4

	RP-070375
	25.101
	0557
	-
	7.7.0
	Rel-7
	DL demodulation requirements for 64-QAM
	Approved
	B
	7.8.0
	RANimp-64QamDownlink
	R4

	RP-070376
	25.102
	0212
	1
	7.6.0
	Rel-7
	MCCH & MTCH Channels Performances in TDD MBSFN
	Approved
	B
	7.7.0
	MBMSE-RANPhysTDD
	R4

	RP-070376
	25.102
	0213
	1
	7.6.0
	Rel-7
	Performance requirement for MTCH in a MBSFN TDD UE sharing the same platform with a FDD UE
	Approved
	B
	7.7.0
	MBMSE-RANPhysTDD
	R4

	RP-070371
	25.102
	0214
	-
	5.10.0
	Rel-5
	Updating of HSDPA demodulation performance requirements for 1.28Mcps TDD-FRC
	Approved
	F
	5.11.0
	TEI5
	R4

	RP-070372
	25.102
	0215
	-
	6.7.0
	Rel-6
	Updating of HSDPA demodulation performance requirements for 1.28Mcps TDD-FRC
	Approved
	A
	6.8.0
	TEI6
	R4

	RP-070373
	25.102
	0216
	-
	7.6.0
	Rel-7
	Updating of HSDPA demodulation performance requirements for 1.28Mcps TDD-FRC
	Approved
	A
	7.7.0
	TEI7
	R4

	RP-070371
	25.102
	0217
	-
	5.10.0
	Rel-5
	Updating of HSDPA demodulation performance requirements for 1.28Mcps TDD-VRC
	Approved
	F
	5.11.0
	TEI5
	R4

	RP-070372
	25.102
	0218
	-
	6.7.0
	Rel-6
	Updating of HSDPA demodulation performance requirements for 1.28Mcps TDD-VRC
	Approved
	A
	6.8.0
	TEI6
	R4

	RP-070373
	25.102
	0219
	-
	7.6.0
	Rel-7
	Updating of HSDPA demodulation performance requirements for 1.28Mcps TDD-VRC
	Approved
	A
	7.7.0
	TEI7
	R4

	RP-070371
	25.102
	0220
	-
	5.10.0
	Rel-5
	Updating of HSDPA CQI reporting requirements for 1.28Mcps TDD
	Approved
	F
	5.11.0
	TEI5
	R4

	RP-070372
	25.102
	0221
	1
	6.7.0
	Rel-6
	Updating of HSDPA CQI reporting requirements for 1.28Mcps TDD
	Approved
	A
	6.8.0
	TEI6
	R4

	RP-070373
	25.102
	0222
	1
	7.6.0
	Rel-7
	Updating of HSDPA demodulation performance requirements for 1.28Mcps TDD
	Approved
	A
	7.7.0
	TEI7
	R4

	RP-070377
	25.102
	0223
	-
	7.6.0
	Rel-7
	Performance requirements for 1.28 Mcps E-DCH associated downlink signalling channels: E-AGCH and E-HICH
	Approved
	B
	7.7.0
	LCRTDD-EDCH-RF
	R4

	RP-070376
	25.102
	0224
	1
	7.6.0
	Rel-7
	Performance requirements for MTCH using 16QAM in an extended delay spread environment.
	Approved
	F
	7.7.0
	MBMSE-RANPhysTDD
	R4

	RP-070376
	25.102
	0225
	-
	7.6.0
	Rel-7
	Performance requirements for MCCH in an extended delay spread environment.
	Approved
	F
	7.7.0
	MBMSE-RANPhysTDD
	R4

	RP-070375
	25.104
	0289
	1
	7.6.0
	Rel-7
	RCDE for 64QAM modulated codes
	Approved
	B
	7.7.0
	RANimp-64QamDownlink
	R4

	RP-070373
	25.104
	0290
	-
	7.6.0
	Rel-7
	Cat B spurious emissions correction 
	Approved
	F
	7.7.0
	TEI7
	R4

	RP-070373
	25.104
	0292
	1
	7.6.0
	Rel-7
	BS performance requirements for high speed train
	Approved
	B
	7.7.0
	TEI7
	R4

	RP-070369
	25.105
	0206
	-
	3.14.0
	R99
	Modifying category B spurious emission limits for UTRA TDD BS
	Approved
	F
	3.15.0
	TEI
	R4

	RP-070377
	25.105
	0207
	-
	7.5.0
	Rel-7
	Adding the E-DCH performance requirement for 1.28Mcps TDD option
	Approved
	B
	7.6.0
	LCRTDD-EDCH-RF
	R4

	RP-070369
	25.105
	0208
	-
	4.9.0
	Rel-4
	Modifying category B spurious emission limits for UTRA TDD BS
	Approved
	A
	4.10.0
	TEI
	R4

	RP-070369
	25.105
	0209
	-
	5.7.0
	Rel-5
	Modifying category B spurious emission limits for UTRA TDD BS
	Approved
	A
	5.8.0
	TEI
	R4

	RP-070369
	25.105
	0210
	-
	6.4.0
	Rel-6
	Modifying category B spurious emission limits for UTRA TDD BS
	Approved
	A
	6.5.0
	TEI
	R4

	RP-070369
	25.105
	0211
	-
	7.5.0
	Rel-7
	Modifying category B spurious emission limits for UTRA TDD BS
	Approved
	A
	7.6.0
	TEI
	R4

	RP-070370
	25.106
	0053
	-
	4.9.0
	Rel-4
	Category B spurious emission limits for UTRA Repeater
	Approved
	F
	4.10.0
	TEI4
	R4

	RP-070370
	25.106
	0054
	-
	5.12.0
	Rel-5
	Category B spurious emission limits for UTRA Repeater
	Approved
	A
	5.13.0
	TEI4
	R4

	RP-070370
	25.106
	0055
	-
	6.6.0
	Rel-6
	Category B spurious emission limits for UTRA Repeater
	Approved
	A
	6.7.0
	TEI4
	R4

	RP-070370
	25.106
	0056
	-
	7.2.0
	Rel-7
	Category B spurious emission limits for UTRA Repeater
	Approved
	A
	7.3.0
	TEI4
	R4

	RP-070373
	25.106
	0057
	-
	7.2.0
	Rel-7
	Introduction of operating band X into the repeater specification
	Approved
	B
	7.3.0
	TEI7
	R4

	RP-070376
	25.123
	0381
	-
	7.4.0
	Rel-7
	MBSFN Cluster Selection/Reselection
	Approved
	B
	7.5.0
	MBMSE-RANPhysTDD
	R4

	RP-070377
	25.123
	0382
	-
	7.4.0
	Rel-7
	requirements for non-HSDPA and non-EDCH transmitter carrier power
	Approved
	B
	7.5.0
	LCRTDD-EDCH-RF
	R4

	RP-070373
	25.133
	0904
	1
	7.7.1
	Rel-7
	Intra frequency MTCH interruption time requirements
	Approved
	F
	7.8.0
	TEI7
	R4

	RP-070373
	25.133
	0905
	1
	7.7.1
	Rel-7
	Correction of test case for inter system handover for UTRAN FDD to GSM
	Approved
	A
	7.8.0
	TEI7
	R4

	RP-070373
	25.133
	0907
	-
	7.7.1
	Rel-7
	Enhanced F-DPCH
	Approved
	C
	7.8.0
	TEI7
	R4

	RP-070372
	25.133
	0908
	-
	6.17.0
	Rel-6
	Correction of test case for inter system handover for UTRAN FDD to GSM
	Approved
	F
	6.18.0
	TEI6
	R4

	RP-070480
	25.133
	0911
	-
	7.7.1
	Rel-7
	MBSFN Cluster Selection/ Reselection
	Approved
	B
	7.8.0
	MBMSE-RANPhysFDD
	R4

	RP-070465
	25.141
	0448
	2
	7.7.0
	Rel-7
	RCDE for 64QAM modulated codes
	Approved
	B
	7.8.0
	RANimp-64QamDownlink
	R4

	RP-070371
	25.141
	0449
	-
	5.13.0
	Rel-5
	Cat B spurious emissions reference correction
	Approved
	F
	5.14.0
	TEI5
	R4

	RP-070371
	25.141
	0450
	-
	6.16.0
	Rel-6
	Cat B spurious emissions reference correction
	Approved
	A
	6.17.0
	TEI5
	R4

	RP-070371
	25.141
	0451
	-
	7.7.0
	Rel-7
	Cat B spurious emissions reference correction 
	Approved
	A
	7.8.0
	TEI5
	R4

	RP-070369
	25.141
	0452
	-
	5.13.0
	Rel-5
	Test model 5 correction
	Approved
	F
	5.14.0
	TEI
	R4

	RP-070369
	25.141
	0453
	-
	6.16.0
	Rel-6
	Test model 5 correction
	Approved
	A
	6.17.0
	TEI
	R4

	RP-070369
	25.141
	0454
	-
	7.7.0
	Rel-7
	Test model 5 correction
	Approved
	A
	7.8.0
	TEI
	R4

	RP-070369
	25.142
	0220
	-
	3.14.0
	R99
	Modifying category B spurious emission limits for UTRA TDD BS
	Approved
	F
	3.15.0
	TEI
	R4

	RP-070377
	25.142
	0221
	-
	7.5.0
	Rel-7
	Adding test case of E-DCH performance requirement for 1.28Mcps TDD option
	Approved
	F
	7.6.0
	LCRTDD-EDCH-RF
	R4

	RP-070369
	25.142
	0222
	-
	4.11.0
	Rel-4
	Modifying category B spurious emission limits for UTRA TDD BS
	Approved
	A
	4.12.0
	TEI
	R4

	RP-070369
	25.142
	0223
	-
	5.9.0
	Rel-5
	Modifying category B spurious emission limits for UTRA TDD BS
	Approved
	A
	5.10.0
	TEI
	R4

	RP-070369
	25.142
	0224
	-
	6.6.0
	Rel-6
	Modifying category B spurious emission limits for UTRA TDD BS
	Approved
	A
	6.7.0
	TEI
	R4

	RP-070369
	25.142
	0225
	-
	7.5.0
	Rel-7
	Modifying category B spurious emission limits for UTRA TDD BS
	Approved
	A
	7.6.0
	TEI
	R4

	RP-070370
	25.143
	0064
	-
	4.11.0
	Rel-4
	Category B spurious emission limits for UTRA Repeater
	Approved
	F
	4.12.0
	TEI4
	R4

	RP-070370
	25.143
	0065
	-
	5.12.0
	Rel-5
	Category B spurious emission limits for UTRA Repeater
	Approved
	A
	5.13.0
	TEI4
	R4

	RP-070370
	25.143
	0066
	-
	6.6.0
	Rel-6
	Category B spurious emission limits for UTRA Repeater
	Approved
	A
	6.7.0
	TEI4
	R4

	RP-070370
	25.143
	0067
	-
	7.2.0
	Rel-7
	Category B spurious emission limits for UTRA Repeater
	Approved
	A
	7.3.0
	TEI4
	R4

	RP-070373
	25.143
	0068
	-
	7.2.0
	Rel-7
	Introduction of operating band X into the repeater specification
	Approved
	B
	7.3.0
	TEI7
	R4

	RP-070388
	25.201
	0027
	2
	7.2.0
	Rel-7
	Introduction of 16QAM for HSUPA
	approved
	B
	7.3.0
	RANimp-16QamUplink
	R1

	RP-070385
	25.201
	0029
	1
	7.2.0
	Rel-7
	Support for MBSFN operation
	approved
	B
	7.3.0
	MBMSE-RANPhysTDD
	R1

	RP-070384
	25.201
	0030
	1
	7.2.0
	Rel-7
	Support for DL-only SFN operation for MBMS FDD
	approved
	B
	7.3.0
	MBMSE-RANPhysFDD
	R1

	RP-070385
	25.201
	0033
	-
	7.2.0
	Rel-7
	Support for optimized TDD DL-only MBSFN operation
	approved
	B
	7.3.0
	MBMSE-RANPhysTDD
	R1

	RP-070427
	25.201
	0033
	-
	7.2.0
	Rel-7
	Support for optimized TDD DL-only MBSFN operation
	postponed
	B
	
	MBMSE-RANPhysTDD
	R1

	RP-070386
	25.201
	0034
	-
	7.2.0
	Rel-7
	Support for 1.28Mcps TDD MBSFN operation
	approved
	B
	7.3.0
	MBMSE-RANPhysLCRTDD
	R1

	RP-070388
	25.211
	0235
	2
	7.1.0
	Rel-7
	Introduction of 16QAM for HSUPA
	approved
	B
	7.2.0
	RANimp-16QamUplink
	R1

	RP-070384
	25.211
	0237
	3
	7.1.0
	Rel-7
	Support for DL-only SFN operation for MBMS FDD
	approved
	B
	7.2.0
	MBMSE-RANPhysFDD
	R1

	RP-070390
	25.211
	0239
	3
	7.1.0
	Rel-7
	Introduction of PICH to HS-SCCH timing relation and Tx diversity definition for HS-DSCH without associated DL dedicated channel
	approved
	B
	7.2.0
	RANimp-Enhstate
	R1

	RP-070387
	25.211
	0240
	-
	7.1.0
	Rel-7
	Definition of abbreviation "MIMO"
	approved
	F
	7.2.0
	MIMO-Phys
	R1

	RP-070389
	25.211
	0241
	-
	7.1.0
	Rel-7
	Clarification for CPC feature
	approved
	F
	7.2.0
	RANimp-CPC
	R1

	RP-070388
	25.212
	0246
	5
	7.4.0
	Rel-7
	Introduction of 16QAM for HSUPA
	approved
	B
	7.5.0
	RANimp-16QamUplink
	R1

	RP-070384
	25.212
	0247
	1
	7.4.0
	Rel-7
	Support for DL-only SFN operation for MBMS FDD
	approved
	B
	7.5.0
	MBMSE-RANPhysFDD
	R1

	RP-070387
	25.212
	0248
	1
	7.4.0
	Rel-7
	Correction to coding of HS-SCCH to support FDD MIMO
	approved
	F
	7.5.0
	MIMO-Phys
	R1

	RP-070387
	25.212
	0249
	-
	7.4.0
	Rel-7
	MIMO HS-SCCH rate matching
	approved
	F
	7.5.0
	MIMO-Phys
	R1

	RP-070387
	25.212
	0251
	1
	7.4.0
	Rel-7
	HS-SCCH orders in MIMO mode
	approved
	F
	7.5.0
	MIMO-Phys
	R1

	RP-070388
	25.213
	0086
	4
	7.1.0
	Rel-7
	Introduction of 16QAM for HSUPA
	approved
	B
	7.2.0
	RANimp-16QamUplink
	R1

	RP-070384
	25.213
	0087
	1
	7.1.0
	Rel-7
	Support for DL-only SFN operation for MBMS FDD
	approved
	B
	7.2.0
	MBMSE-RANPhysFDD
	R1

	RP-070387
	25.213
	0089
	-
	7.1.0
	Rel-7
	CQI and ACK/NACK power setting for MIMO
	approved
	F
	7.2.0
	MIMO-Phys
	R1

	RP-070388
	25.214
	0435
	5
	7.4.0
	Rel-7
	Introduction of 16QAM for HSUPA
	approved
	B
	7.5.0
	RANimp-16QamUplink
	R1

	RP-070392
	25.214
	0437
	2
	7.4.0
	Rel-7
	Enhanced F-DPCH
	approved
	C
	7.5.0
	TEI7
	R1

	RP-070389
	25.214
	0438
	6
	7.4.0
	Rel-7
	Clarification for CPC feature
	approved
	F
	7.5.0
	RANimp-CPC
	R1

	RP-070387
	25.214
	0440
	-
	7.4.0
	Rel-7
	Setting of the uplink HS-DPCCH power relative to DPCCH power for MIMO
	approved
	F
	7.5.0
	MIMO-Phys
	R1

	RP-070392
	25.214
	0446
	1
	7.4.0
	Rel-7
	Enhanced F-DPCH and CPC DL PC timing
	approved
	C
	7.5.0
	TEI7
	R1

	RP-070384
	25.214
	0449
	-
	7.4.0
	Rel-7
	Support for DL-only SFN operation for MBMS FDD
	approved
	B
	7.5.0
	MBMSE-RANPhysFDD
	R1

	RP-070392
	25.214
	0450
	-
	7.4.0
	Rel-7
	Clarification on power control operation for F-DPCH enhancement
	approved
	F
	7.5.0
	TEI7
	R1

	RP-070390
	25.214
	0451
	1
	7.4.0
	Rel-7
	Enhanced CELL_FACH Procedure
	approved
	B
	7.5.0
	RANimp-Enhstate
	R1

	RP-070391
	25.215
	0172
	5
	7.1.0
	Rel-7
	Clarification of UE measurement definitions for RX diversity
	approved
	F
	7.2.0
	RInImp-RxDiv
	R1

	RP-070385
	25.221
	0140
	2
	7.2.0
	Rel-7
	Support for MBSFN operation
	approved
	B
	7.3.0
	MBMSE-RANPhysTDD
	R1

	RP-070427
	25.221
	0141
	1
	7.2.0
	Rel-7
	Support for optimized TDD DL-only MBSFN operation
	postponed
	B
	
	MBMSE-RANPhysTDD
	R1

	RP-070385
	25.221
	0141
	1
	7.2.0
	Rel-7
	Support for optimized TDD DL-only MBSFN operation
	approved
	B
	7.3.0
	MBMSE-RANPhysTDD
	R1

	RP-070386
	25.221
	0142
	-
	7.2.0
	Rel-7
	Support for 1.28Mcps TDD MBSFN operation
	approved
	B
	7.3.0
	MBMSE-RANPhysLCRTDD
	R1

	RP-070386
	25.221
	0143
	-
	7.2.0
	Rel-7
	Addition of spreading factor 2 for MBSFN time slot for 1.28Mcps
	approved
	B
	7.3.0
	MBMSE-RANPhysLCRTDD
	R1

	RP-070385
	25.222
	0132
	1
	7.2.0
	Rel-7
	Support for MBSFN operation
	approved
	B
	7.3.0
	MBMSE-RANPhysTDD
	R1

	RP-070383
	25.222
	0133
	1
	7.2.0
	Rel-7
	Modification on HARQ process ID signalling for 1.28Mcps TDD
	approved
	F
	7.3.0
	LCRTDD-EDCH-Phys
	R1

	RP-070427
	25.222
	0134
	-
	7.2.0
	Rel-7
	Support for optimized TDD DL-only MBSFN operation
	postponed
	B
	
	MBMSE-RANPhysTDD
	R1

	RP-070385
	25.222
	0134
	-
	7.2.0
	Rel-7
	Support for optimized TDD DL-only MBSFN operation
	approved
	B
	7.3.0
	MBMSE-RANPhysTDD
	R1

	RP-070386
	25.222
	0135
	-
	7.2.0
	Rel-7
	Support for 1.28Mcps TDD MBSFN operation
	approved
	B
	7.3.0
	MBMSE-RANPhysLCRTDD
	R1

	RP-070385
	25.223
	0043
	1
	7.3.0
	Rel-7
	Support for MBSFN operation
	approved
	B
	7.4.0
	MBMSE-RANPhysTDD
	R1

	RP-070427
	25.223
	0044
	-
	7.3.0
	Rel-7
	Support for optimized TDD DL-only MBSFN operation
	postponed
	B
	
	MBMSE-RANPhysTDD
	R1

	RP-070385
	25.223
	0044
	-
	7.3.0
	Rel-7
	Support for optimized TDD DL-only MBSFN operation
	approved
	B
	7.4.0
	MBMSE-RANPhysTDD
	R1

	RP-070386
	25.223
	0045
	-
	7.3.0
	Rel-7
	Support for 1.28Mcps TDD MBSFN operation
	approved
	B
	7.4.0
	MBMSE-RANPhysLCRTDD
	R1

	RP-070385
	25.224
	0160
	1
	7.2.0
	Rel-7
	Support for MBSFN operation
	approved
	B
	7.3.0
	MBMSE-RANPhysTDD
	R1

	RP-070386
	25.224
	0162
	1
	7.2.0
	Rel-7
	Support for 1.28Mcps TDD MBSFN operation
	approved
	B
	7.3.0
	MBMSE-RANPhysLCRTDD
	R1

	RP-070403
	25.301
	0084
	1
	7.1.0
	Rel-7
	Introduction of Enhanced CELL_FACH state in FDD
	approved
	B
	7.2.0
	RANimp-Enhstate
	R2

	RP-070404
	25.301
	0085
	-
	7.1.0
	Rel-7
	Correction to the Introduction of Improved L2 support for high data rates
	approved
	B
	7.2.0
	RANimp-L2DataRates
	R2

	RP-070403
	25.302
	0179
	1
	7.3.0
	Rel-7
	Introduction of Enhanced CELL_FACH state in FDD
	approved
	B
	7.4.0
	RANimp-Enhstate
	R2

	RP-070403
	25.304
	0156
	-
	7.1.0
	Rel-7
	Introduction of HS-DSCH operation in CELL_FACH state
	approved
	B
	7.2.0
	RANimp-Enhstate
	R2

	RP-070407
	25.304
	0157
	-
	7.1.0
	Rel-7
	S-CCPCH and PCH channel selection for Band IV or Band IX or Band X
	approved
	F
	7.2.0
	TEI7
	R2

	RP-070407
	25.304
	0158
	-
	7.1.0
	Rel-7
	PLMN selection ping-pong control
	approved
	B
	7.2.0
	TEI7
	R2

	RP-070400
	25.304
	0159
	-
	7.1.0
	Rel-7
	MBMS FDD and TDD Physical Layer Improvements
	approved
	B
	7.2.0
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD, MBMSE-RANPhysLCRTDD
	R2

	RP-070402
	25.306
	0151
	2
	7.3.0
	Rel-7
	Introducing 16QAM uplink support
	approved
	B
	7.4.0
	RANimp-16QamUplink
	R2

	RP-070395
	25.306
	0156
	-
	7.3.0
	Rel-7
	Introduction of GAN PS handover
	approved
	B
	7.4.0
	GUGAN
	R2

	RP-070406
	25.306
	0157
	-
	6.10.0
	Rel-6
	Support of RFC 3095 (ROHC) Compression
	approved
	F
	6.11.0
	RANimp-RABSE
	R2

	RP-070406
	25.306
	0158
	-
	7.3.0
	Rel-7
	Support of RFC 3095 (ROHC) Compression
	approved
	A
	7.4.0
	RANimp-RABSE
	R2

	RP-070400
	25.306
	0159
	-
	7.3.0
	Rel-7
	MBMS FDD and TDD Physical Layer Improvements
	approved
	B
	7.4.0
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD, MBMSE-RANPhysLCRTDD
	R2

	RP-070398
	25.306
	0160
	-
	7.3.0
	Rel-7
	GANSS support to UE capabilities
	approved
	B
	7.4.0
	LCS3-GNSS-UTRAN
	R2

	RP-070403
	25.306
	0161
	-
	7.3.0
	Rel-7
	UE capabilities for HS-DSCH reception in CELL_PCH, URA_PCH and CELL_FACH states
	approved
	B
	7.4.0
	RANimp-Enhstate
	R2

	RP-070461
	25.306
	0162
	-
	7.3.0
	Rel-7
	Support for DL only SFN operation for MBMS FDD
	postponed
	B
	
	MBMSE-RANPhysTDD,
	R2

	RP-070403
	25.308
	0021
	1
	7.2.0
	Rel-7
	Measurement reporting, state transitions, and DRX in enhanced CELL_FACH state
	approved
	B
	7.3.0
	RANimp-Enhstate
	R2

	RP-070407
	25.308
	0022
	-
	7.2.0
	Rel-7
	Removing an incomplete optimization for RLC operations during HSDPA cell change
	approved
	F
	7.3.0
	TEI7
	R2

	RP-070402
	25.321
	0311
	2
	7.4.0
	Rel-7
	Introducing 16QAM uplink support
	approved
	B
	7.5.0
	RANimp-16QamUplink
	R2

	RP-070393
	25.321
	0317
	-
	7.4.0
	Rel-7
	"Maximum_Serving_Grant" setting at TTI change
	approved
	F
	7.5.0
	EDCH-L23
	R2

	RP-070405
	25.321
	0318
	3
	7.4.0
	Rel-7
	Introduction of Improved L2 support for high data rates and Enhanced CELL_FACH state
	approved
	B
	7.5.0
	RANimp-L2DataRates, RANimp-Enhstate
	R2

	RP-070407
	25.321
	0319
	-
	7.4.0
	Rel-7
	Removing an incomplete optimization for RLC operations during HSDPA cell change
	approved
	F
	7.5.0
	TEI7
	R2

	RP-070393
	25.321
	0320
	-
	6.12.0
	Rel-6
	Recommandation on RLC PDU size selection on E-DCH
	approved
	F
	6.13.0
	EDCH-L23
	R2

	RP-070397
	25.321
	0321
	-
	7.4.0
	Rel-7
	Clarification for control of E-RUCCH transmission in LCR TDD
	approved
	F
	7.5.0
	LCRTDD-EDCH-L23
	R2

	RP-070397
	25.321
	0322
	-
	7.4.0
	Rel-7
	Some Small Editorial Corrections to TS 25.321
	approved
	F
	7.5.0
	LCRTDD-EDCH-L23
	R2

	RP-070397
	25.321
	0323
	-
	7.4.0
	Rel-7
	Introduction of E-TFC Selection for 1.28Mcps TDD
	approved
	F
	7.5.0
	LCRTDD-EDCH-L23
	R2

	RP-070397
	25.321
	0324
	-
	7.4.0
	Rel-7
	Some clarifications related to E-DCH Scheduling Information in TDD mode
	approved
	F
	7.5.0
	LCRTDD-EDCH-L23
	R2

	RP-070393
	25.321
	0325
	-
	6.12.0
	Rel-6
	Clarification on calculation of "Scheduled Grant Payload"
	approved
	F
	6.13.0
	EDCH-L23
	R2

	RP-070393
	25.321
	0326
	-
	7.4.0
	Rel-7
	Clarification on calculation of "Scheduled Grant Payload"
	approved
	A
	7.5.0
	EDCH-L23
	R2

	RP-070393
	25.321
	0327
	-
	7.4.0
	Rel-7
	Recommandation on RLC PDU size selection on E-DCH 
	approved
	A
	7.5.0
	EDCH-L23
	R2

	RP-070463
	25.321
	0328
	-
	6.12.0
	Rel-6
	Clarifications on priority of requirements in E-TFC selection
	revised
	F
	
	EDCH-L23
	R2

	RP-070491
	25.321
	0328
	1
	6.12.0
	Rel-6
	Clarifications on priority of requirements in E-TFC selection
	approved
	F
	6.13.0
	EDCH-L23
	R2

	RP-070463
	25.321
	0329
	-
	7.4.0
	Rel-7
	Clarifications on priority of requirements in E-TFC selection
	revised
	A
	
	EDCH-L23
	R2

	RP-070491
	25.321
	0329
	1
	7.4.0
	Rel-7
	Clarifications on priority of requirements in E-TFC selection
	approved
	A
	7.5.0
	EDCH-L23
	R2

	RP-070407
	25.322
	0306
	1
	7.2.0
	Rel-7
	Removing an incomplete optimization for RLC operations during HSDPA cell change
	approved
	F
	7.3.0
	TEI7
	R2

	RP-070407
	25.322
	0307
	-
	7.2.0
	Rel-7
	Correction to Out of Sequence Reception function
	approved
	F
	7.3.0
	TEI7
	R2

	RP-070407
	25.322
	0308
	-
	7.2.0
	Rel-7
	DAR over CCCH
	approved
	B
	7.3.0
	TEI7
	R2

	RP-070404
	25.322
	0309
	2
	7.2.0
	Rel-7
	Introduction of Improved L2 support for high data rates
	approved
	B
	7.3.0
	RANimp-L2DataRates
	R2

	RP-070416
	25.322
	0310
	-
	6.9.0
	Rel-6
	Corrections on modulus base in UM in RLC
	approved
	F
	6.10.0
	MBMS-RAN
	R2

	RP-070416
	25.322
	0311
	-
	7.2.0
	Rel-7
	Corrections on modulus base in UM in RLC
	approved
	A
	7.3.0
	MBMS-RAN
	R2

	RP-070407
	25.322
	0312
	-
	7.2.0
	Rel-7
	Using special value of HE field to indicate end of an SDU for RLC AM
	approved
	B
	7.3.0
	TEI7
	R2

	RP-070407
	25.323
	0302
	-
	7.4.0
	Rel-7
	PDCP reinitialisation at SRNS relocation
	approved
	F
	7.5.0
	TEI7
	R2

	RP-070406
	25.323
	0303
	-
	6.9.0
	Rel-6
	Update of normative references for Robust Header Compression (RFC3095)
	approved
	F
	6.10.0
	RANimp-RABSE5
	R2

	RP-070406
	25.323
	0304
	-
	7.4.0
	Rel-7
	Update of normative references for Robust Header Compression (RFC3095)
	approved
	F
	7.5.0
	RANimp-RABSE5
	R2

	RP-070419
	25.331
	2042
	-
	6.13.0
	Rel-6
	Early support of F-DPCH
	revised
	C
	
	RANimp-RABSE-CodeOptFDD
	R2

	RP-070419
	25.331
	2043
	-
	7.4.0
	Rel-7
	Early support of F-DPCH
	revised
	F
	
	RANimp-RABSE-CodeOptFDD
	R2

	RP-070402
	25.331
	2982
	6
	7.4.0
	Rel-7
	Introducing 16QAM uplink support
	approved
	B
	7.5.0
	RANimp-16QamUplink
	R2

	RP-070407
	25.331
	2992
	-
	7.4.0
	Rel-7
	Use of Integrity protection algorithm UIA/2: removal of a 'shall' in a note
	approved
	F
	7.5.0
	TEI7
	R2

	RP-070407
	25.331
	2993
	-
	7.4.0
	Rel-7
	RRC Cellid encoding alignment on RANAP
	approved
	F
	7.5.0
	TEI7
	R2

	RP-070407
	25.331
	2994
	-
	7.4.0
	Rel-7
	Signalling connection release at T314/315 expiry
	approved
	F
	7.5.0
	TEI7
	R2

	RP-070408
	25.331
	2995
	-
	7.4.0
	Rel-7
	Cell Update Confirm with RLC re-establish indicator
	approved
	F
	7.5.0
	TEI7
	R2

	RP-070408
	25.331
	2996
	-
	7.4.0
	Rel-7
	Correction of STTD Indicator for F-DPCH Tx Diversity
	approved
	F
	7.5.0
	TEI7
	R2

	RP-070395
	25.331
	2997
	-
	7.4.0
	Rel-7
	Introduction of GAN PS handover
	approved
	B
	7.5.0
	GUGAN
	R2

	RP-070408
	25.331
	2998
	-
	7.4.0
	Rel-7
	Feature Clean Up leftover: Removal of DRAC leftover
	approved
	F
	7.5.0
	TEI7
	R2

	RP-070408
	25.331
	2999
	-
	7.4.0
	Rel-7
	Initialisation of CFN calculation for CELL_FACH
	approved
	F
	7.5.0
	TEI7
	R2

	RP-070408
	25.331
	3000
	-
	7.4.0
	Rel-7
	PLMN selection ping-pong control
	approved
	B
	7.5.0
	TEI7
	R2

	RP-070408
	25.331
	3001
	-
	7.4.0
	Rel-7
	Optimization of switching beteween MBMS broadcast TV channels transmitted on ptp bearers (MBMS for Mobile TV)
	approved
	C
	7.5.0
	TEI7
	R2

	RP-070408
	25.331
	3002
	-
	7.4.0
	Rel-7
	Alignment of tabular to ASN.1 for SIB11/SIB12 and event 1J
	approved
	F
	7.5.0
	TEI7
	R2

	RP-070403
	25.331
	3003
	2
	7.4.0
	Rel-7
	Introduction of HS-DSCH reception in CELL_FACH, URA_PCH and CELL_PCH
	approved
	B
	7.5.0
	RANimp-Enhstate
	R2

	RP-070408
	25.331
	3004
	1
	7.4.0
	Rel-7
	Introduction two DRX schemes in URA_PCH and CELL_PCH
	approved
	B
	7.5.0
	TEI7
	R2

	RP-070401
	25.331
	3005
	-
	6.13.0
	Rel-6
	MBMS Scheduling Information
	approved
	F
	6.14.0
	MBMS-RAN
	R2

	RP-070401
	25.331
	3006
	-
	6.13.0
	Rel-6
	Minor correction on text
	approved
	F
	6.14.0
	MBMS-RAN
	R2

	RP-070416
	25.331
	3007
	-
	6.13.0
	Rel-6
	Maintenance of PMM connection for MBMS PTP reception
	approved
	F
	6.14.0
	MBMS-RAN
	R2

	RP-070416
	25.331
	3008
	-
	7.4.0
	Rel-7
	Maintenance of PMM connection for MBMS PTP reception
	approved
	A
	7.5.0
	MBMS-RAN
	R2

	RP-070401
	25.331
	3009
	-
	6.13.0
	Rel-6
	Content of MSI message when sent on DCCH
	approved
	F
	6.14.0
	MBMS-RAN
	R2

	RP-070401
	25.331
	3010
	-
	7.4.0
	Rel-7
	Content of MSI message when sent on DCCH
	approved
	A
	7.5.0
	MBMS-RAN
	R2

	RP-070401
	25.331
	3011
	-
	6.13.0
	Rel-6
	Relative ordering of MBMS Selected Services when indicated to the network
	approved
	F
	6.14.0
	MBMS-RAN
	R2

	RP-070401
	25.331
	3012
	-
	7.4.0
	Rel-7
	Relative ordering of MBMS Selected Services when indicated to the network
	approved
	A
	7.5.0
	MBMS-RAN
	R2

	RP-070416
	25.331
	3013
	-
	7.4.0
	Rel-7
	Background scan during MBMS PTM reception
	approved
	F
	7.5.0
	MBMS-RAN
	R2

	RP-070401
	25.331
	3014
	-
	6.13.0
	Rel-6
	Default MBMS activation time and 'MBMS all unmodified p-t-m services'
	approved
	F
	6.14.0
	MBMS-RAN
	R2

	RP-070401
	25.331
	3015
	-
	7.4.0
	Rel-7
	Default MBMS activation time and 'MBMS all unmodified p-t-m services'
	approved
	A
	7.5.0
	MBMS-RAN
	R2

	RP-070401
	25.331
	3016
	-
	6.13.0
	Rel-6
	Problem with the IE 'MBMS service identity' included in the IE 'RAB info'
	approved
	F
	6.14.0
	MBMS-RAN
	R2

	RP-070401
	25.331
	3017
	-
	7.4.0
	Rel-7
	Problem with the IE 'MBMS service identity' included in the IE 'RAB info'
	approved
	A
	7.5.0
	MBMS-RAN
	R2

	RP-070406
	25.331
	3018
	-
	6.13.0
	Rel-6
	Correction of SRB delay
	approved
	F
	6.14.0
	TEI6
	R2

	RP-070406
	25.331
	3019
	-
	7.4.0
	Rel-7
	Correction of SRB delay
	approved
	A
	7.5.0
	TEI6
	R2

	RP-070406
	25.331
	3020
	-
	6.13.0
	Rel-6
	Incorrect reference to 25.993 for default configuration 17
	approved
	F
	6.14.0
	TEI6
	R2

	RP-070406
	25.331
	3021
	-
	7.4.0
	Rel-7
	Incorrect reference to 25.993 for default configuration 17
	approved
	A
	7.5.0
	TEI6
	R2

	RP-070416
	25.331
	3022
	-
	7.4.0
	Rel-7
	Removal of redundant IE 'MBMS-PreferredFreqRequest-r6'
	approved
	F
	7.5.0
	MBMS-RAN
	R2

	RP-070406
	25.331
	3023
	-
	6.13.0
	Rel-6
	Correction to CTFC for default configuration 12
	approved
	F
	6.14.0
	TEI6
	R2

	RP-070406
	25.331
	3024
	-
	7.4.0
	Rel-7
	Correction to CTFC for default configuration 12
	approved
	A
	7.5.0
	TEI6
	R2

	RP-070404
	25.331
	3025
	1
	7.4.0
	Rel-7
	Introduction of Improved L2 support for high data rates
	approved
	B
	7.5.0
	RANimp-L2DataRates
	R2

	RP-070400
	25.331
	3026
	-
	7.4.0
	Rel-7
	MBMS TDD and FDD Physical Layer Improvements
	approved
	B
	7.5.0
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD, MBMSE-RANPhysLCRTDD
	R2

	RP-070408
	25.331
	3027
	-
	7.4.0
	Rel-7
	Introduction of Wait time to Cell Update Confirm
	approved
	B
	7.5.0
	TEI7
	R2

	RP-070415
	25.331
	3028
	-
	7.4.0
	Rel-7
	Removing the limitation of SRNC identity size
	approved
	B
	7.5.0
	TEI7
	R2

	RP-070408
	25.331
	3029
	-
	7.4.0
	Rel-7
	Using special value of HE field to indicate end of an SDU for RLC AM
	approved
	B
	7.5.0
	TEI7
	R2

	RP-070408
	25.331
	3030
	1
	7.4.0
	Rel-7
	T305 timer in RRC container at SRNS relocation
	approved
	F
	7.5.0
	TEI7
	R2

	RP-070408
	25.331
	3031
	-
	7.4.0
	Rel-7
	Support for signalling of F-DPCH slot formats
	approved
	C
	7.5.0
	TEI7
	R2

	RP-070398
	25.331
	3032
	1
	7.4.0
	Rel-7
	A-GNSS in UTRAN (RRC)
	approved
	B
	7.5.0
	LCS3-GNSS-UTRAN
	R2

	RP-070401
	25.331
	3033
	1
	6.13.0
	Rel-6
	MBMS Notification
	approved
	C
	6.14.0
	MBMS-RAN
	R2

	RP-070397
	25.331
	3034
	-
	7.4.0
	Rel-7
	Addition of E-DCH Scheduling Information Power Offset in TDD mode
	approved
	F
	7.5.0
	LCRTDD-EDCH-L23
	R2

	RP-070397
	25.331
	3035
	1
	7.4.0
	Rel-7
	Corrections to tabular for non-scheduled transmission for LCR TDD
	approved
	F
	7.5.0
	LCRTDD-EDCH-L23
	R2

	RP-070397
	25.331
	3036
	-
	7.4.0
	Rel-7
	Introduction of PRACH configuration in messages triggering E-DCH serving cell change in LCR TDD mode
	approved
	F
	7.5.0
	LCRTDD-EDCH-L23
	R2

	RP-070417
	25.331
	3037
	-
	7.4.0
	Rel-7
	Correction to definition of maxNumE-AGCH for TDD
	approved
	F
	7.5.0
	E-DCHTDD, RANimp-VHCRTDD-EDCH, LCRTDD-EDCH
	R2

	RP-070394
	25.331
	3038
	-
	7.4.0
	Rel-7
	Correction to definition of Power Resource Related Information (TDD only)
	approved
	F
	7.5.0
	E-DCHTDD, RANimp-VHCRTDD-EDCH, LCRTDD-EDCH
	R2

	RP-070401
	25.331
	3039
	-
	7.4.0
	Rel-7
	MBMS Scheduling Information
	approved
	A
	7.5.0
	MBMS-RAN
	R2

	RP-070401
	25.331
	3040
	-
	7.4.0
	Rel-7
	MBMS Notification
	approved
	A
	7.5.0
	MBMS-RAN
	R2

	RP-070401
	25.331
	3041
	-
	7.4.0
	Rel-7
	Minor correction on text
	approved
	A
	7.5.0
	MBMS-RAN
	R2

	RP-070495
	25.331
	3042
	1
	6.13.0
	Rel-6
	Indication for F-DPCH support status
	revised
	C
	
	RANimp-RABSE-CodeOptFDD
	R2

	RP-070504
	25.331
	3042
	2
	6.13.0
	Rel-6
	Indication for F-DPCH support status
	approved
	F
	6.14.0
	RANimp-RABSE-CodeOptFDD
	R2

	RP-070495
	25.331
	3043
	1
	7.4.0
	Rel-7
	Indication for F-DPCH support status
	revised
	F
	
	RANimp-RABSE-CodeOptFDD
	R2

	RP-070504
	25.331
	3043
	2
	7.4.0
	Rel-7
	Indication for F-DPCH support status
	approved
	F
	7.5.0
	RANimp-RABSE-CodeOptFDD
	R2

	RP-070461
	25.331
	3045
	-
	7.4.0
	Rel-7
	Support for DL only SFN operation for MBMS FDD
	postponed
	B
	
	MBMSE-RANPhysTDD,
	R2

	RP-070400
	25.346
	0027
	4
	7.3.0
	Rel-7
	MBMS TDD and FDD Physical Layer Improvements
	approved
	B
	7.4.0
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD, MBMSE-RANPhysLCRTDD
	R2

	RP-070401
	25.346
	0028
	-
	6.10.0
	Rel-6
	MSCH transmission - alignment to stage 3
	approved
	F
	6.11.0
	MBMS-RAN
	R2

	RP-070401
	25.346
	0029
	-
	7.3.0
	Rel-7
	MSCH transmission - alignment to stage 3
	approved
	A
	7.4.0
	MBMS-RAN
	R2

	RP-070461
	25.346
	0030
	-
	7.3.0
	Rel-7
	Support for DL only SFN operation for MBMS FDD
	postponed
	B
	
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD,
	R2

	RP-070328
	25.401
	0113
	2
	7.3.0
	Rel-7
	Introduction of Enhanced Cell_FACH state feature
	approved
	B
	7.4.0
	RANimp-EnhState
	R3

	RP-070335
	25.402
	0058
	-
	7.2.0
	Rel-7
	Introduction of MBMS SFN (TDD)
	approved
	B
	7.3.0
	MBMSE-RANPhysTDD
	R3

	RP-070333
	25.402
	0059
	-
	7.2.0
	Rel-7
	Introduction of MBMS SFN (FDD)
	approved
	B
	7.3.0
	MBMSE-RANPhysFDD
	R3

	RP-070336
	25.402
	0061
	-
	7.2.0
	Rel-7
	Introduction of MBMS LCR TDD physical layer enhancements
	approved
	B
	7.3.0
	MBMSE-RANPhysLCRTDD
	R3

	RP-070334
	25.402
	0062
	1
	7.2.0
	Rel-7
	Introduction of DOB for MBSFN operation
	postponed
	B
	
	MBMSE-RANPhysFDD
	R3

	RP-070341
	25.413
	0905
	4
	7.5.0
	Rel-7
	Introduction of Extended RNC-ID
	revised
	F
	
	TEI7
	R3

	RP-070474
	25.413
	0905
	5
	7.5.0
	Rel-7
	Introduction of Extended RNC-ID
	approved
	F
	7.6.0
	TEI7
	R3

	RP-070322
	25.413
	0914
	3
	7.5.0
	Rel-7
	Clarification on distinguishing MBMS Service Areas of Multiple parallel MBMS Sessions of the same service
	approved
	F
	7.6.0
	MBMS-RAN
	R3

	RP-070339
	25.413
	0923
	2
	7.5.0
	Rel-7
	Signalling Indication codepoint
	postponed
	F
	
	TEI7
	R3

	RP-070339
	25.413
	0924
	2
	7.5.0
	Rel-7
	Frequency Layer Convergence
	approved
	F
	7.6.0
	TEI7
	R3

	RP-070337
	25.413
	0925
	2
	7.5.0
	Rel-7
	Introduction of GANSS (Galileo and Additional Navigation Systems) in RANAP
	approved
	B
	7.6.0
	LCS3-GNSS-UTRAN
	R3

	RP-070322
	25.413
	0926
	1
	6.13.0
	Rel-6
	Correction of Criticality Diagnostics IE for MBMS RAB Release procedure
	approved
	F
	6.14.0
	TEI6
	R3

	RP-070332
	25.423
	1266
	3
	7.4.0
	Rel-7
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH
	approved
	B
	7.5.0
	RANimp-L2DataRates
	R3

	RP-070331
	25.423
	1271
	3
	7.4.0
	Rel-7
	Introduction of Uplink Higher Order Modulation in RNSAP
	approved
	B
	7.5.0
	RANimp-16QamUplink
	R3

	RP-070341
	25.423
	1272
	4
	7.4.0
	Rel-7
	Introduction of Extended RNC-ID
	revised
	F
	
	TEI7
	R3

	RP-070474
	25.423
	1272
	5
	7.4.0
	Rel-7
	Introduction of Extended RNC-ID
	approved
	F
	7.5.0
	TEI7
	R3

	RP-070328
	25.423
	1273
	5
	7.4.0
	Rel-7
	Introduction of Enhanced Cell_FACH state feature
	approved
	B
	7.5.0
	RANimp-Enhstate
	R3

	RP-070338
	25.423
	1276
	1
	7.4.0
	Rel-7
	Support of F-DPCH Enhancement
	approved
	B
	7.5.0
	TEI7
	R3

	RP-070322
	25.423
	1277
	-
	7.4.0
	Rel-7
	Introducing a new value E-DCH TTI2ms not supported in the Cause IE
	approved
	F
	7.5.0
	EDCH-IurIub
	R3

	RP-070327
	25.423
	1282
	-
	7.4.0
	Rel-7
	Added a missing value MIMO not supported in the Cause IE
	approved
	F
	7.5.0
	MIMO-IurIub
	R3

	RP-070320
	25.423
	1286
	-
	6.13.0
	Rel-6
	Correction of wrong description for E-DCH HARQ process allocation for 2ms TT
	approved
	F
	6.14.0
	EDCH-IurIub
	R3

	RP-070320
	25.423
	1287
	-
	7.4.0
	Rel-7
	Correction of wrong description for E-DCH HARQ process allocation for 2ms TT
	approved
	A
	7.5.0
	EDCH-IurIub
	R3

	RP-070339
	25.423
	1288
	1
	7.4.0
	Rel-7
	Abnormal condition for Unidirection DCH Indicator
	approved
	F
	7.5.0
	TEI7
	R3

	RP-070326
	25.423
	1290
	-
	7.4.0
	Rel-7
	Alignment of UE DTX long preamble IE in RNSAP/NBAP with RRC
	approved
	F
	7.5.0
	RANimp-CPC
	R3

	RP-070327
	25.423
	1291
	-
	7.4.0
	Rel-7
	Introduction of missing cause values for MIMO
	approved
	F
	7.5.0
	MIMO-IurIub
	R3

	RP-070326
	25.423
	1292
	1
	7.4.0
	Rel-7
	Introduction of missing cause values for CPC
	approved
	F
	7.5.0
	RANimp-CPC
	R3

	RP-070394
	25.423
	1293
	-
	7.4.0
	Rel-7
	Correction to definition of Power Resource Related Information (TDD only)
	approved
	F
	7.5.0
	E-DCHTDD, RANimp-VHCRTDD-EDCH, LCRTDD-EDCH
	R3

	RP-070339
	25.423
	1294
	-
	7.4.0
	Rel-7
	Inconsistencies between tabular description and ASN.1 definition with regard to the use of the TNL QoS, Traffic Class and BLER IEs
	approved
	F
	7.5.0
	TEI7
	R3

	RP-070337
	25.423
	1295
	2
	7.4.0
	Rel-7
	Introduction of GANSS (Galileo and Additional Navigation Systems) in RNSAP
	approved
	B
	7.5.0
	LCS3-GNSS-UTRAN
	R3

	RP-070340
	25.423
	1296
	1
	7.4.0
	Rel-7
	Max UE DTX Cycle Signaling Support for CPC operation
	approved
	C
	7.5.0
	TEI7
	R3

	RP-070324
	25.423
	1297
	-
	7.4.0
	Rel-7
	Some minor corrections for 1.28 Mcps TDD E-DCH
	approved
	F
	7.5.0
	LCRTDD-EDCH-IubIur
	R3

	RP-070324
	25.423
	1298
	-
	7.4.0
	Rel-7
	Modification on the non-scheduled transmission for 1.28 Mcps TDD E-DCH
	approved
	F
	7.5.0
	LCRTDD-EDCH-IubIur
	R3

	RP-070329
	25.425
	0114
	4
	7.3.0
	Rel-7
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH
	withdrawn
	B
	
	RANimp-Enhstate, RANimp-L2DataRates
	R3

	RP-070329
	25.425
	0117
	2
	7.3.0
	Rel-7
	Introduction of FSN/DRT Reset in the HS-DSCH DATA FRAME header
	withdrawn
	C
	
	TEI7
	R3

	RP-070330
	25.425
	0118
	-
	7.3.0
	Rel-7
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH and introduction of FSN/DRT Reset
	approved
	B
	7.4.0
	RANimp-Enhstate, RANimp-L2DataRates, TEI7
	R3

	RP-070339
	25.430
	0071
	2
	7.3.0
	Rel-7
	Transport bearer sharing for FACHs
	approved
	F
	7.4.0
	TEI7
	R3

	RP-070332
	25.433
	1341
	3
	7.4.0
	Rel-7
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH
	approved
	B
	7.5.0
	RANimp-L2DataRates
	R3

	RP-070331
	25.433
	1347
	4
	7.4.0
	Rel-7
	Introduction of Uplink Higher Order Modulation in NBAP
	approved
	B
	7.5.0
	RANimp-16QamUplink
	R3

	RP-070328
	25.433
	1348
	5
	7.4.0
	Rel-7
	Introduction of Enhanced Cell_FACH state feature
	approved
	B
	7.5.0
	RANimp-Enhstate
	R3

	RP-070338
	25.433
	1352
	1
	7.4.0
	Rel-7
	Support of F-DPCH Enhancement
	approved
	B
	7.5.0
	TEI7
	R3

	RP-070335
	25.433
	1353
	1
	7.4.0
	Rel-7
	Introduction of MBMS SFN (TDD)
	approved
	B
	7.5.0
	MBMSE-RANPhysTDD
	R3

	RP-070333
	25.433
	1354
	2
	7.4.0
	Rel-7
	Introduction of MBMS SFN (FDD)
	approved
	B
	7.5.0
	MBMSE-RANPhysFDD
	R3

	RP-070322
	25.433
	1357
	2
	7.4.0
	Rel-7
	The introduction of MBMS capability indicator
	approved
	F
	7.5.0
	MBMS-RAN
	R3

	RP-070320
	25.433
	1358
	-
	6.13.0
	Rel-6
	Correction of wrong description for E-DCH HARQ process allocation for 2ms TT
	approved
	F
	6.14.0
	EDCH-IurIub
	R3

	RP-070320
	25.433
	1359
	-
	7.4.0
	Rel-7
	Correction of wrong description for E-DCH HARQ process allocation for 2ms TT
	approved
	A
	7.5.0
	EDCH-IurIub
	R3

	RP-070339
	25.433
	1362
	1
	7.4.0
	Rel-7
	Abnormal condition for Unidirection DCH Indicator
	approved
	F
	7.5.0
	TEI7
	R3

	RP-070320
	25.433
	1363
	2
	6.13.0
	Rel-6
	Modification on the range of Measurement Value for HS-SICH reception quality in LCR TDD
	approved
	F
	6.14.0
	TEI6
	R3

	RP-070320
	25.433
	1364
	2
	7.4.0
	Rel-7
	Modification on the range of Measurement Value for HS-SICH reception quality in LCR TDD
	approved
	A
	7.5.0
	TEI6
	R3

	RP-070320
	25.433
	1365
	-
	6.13.0
	Rel-6
	Further clarification on application of  the HS-SICH SIR Target IE
	approved
	F
	6.14.0
	TEI6
	R3

	RP-070320
	25.433
	1366
	-
	7.4.0
	Rel-7
	Further clarification on application of  the HS-SICH SIR Target IE
	approved
	A
	7.5.0
	TEI6
	R3

	RP-070320
	25.433
	1367
	1
	6.13.0
	Rel-6
	Further correction of HS-DSCH information for LCR TDD
	approved
	F
	6.14.0
	TEI6
	R3

	RP-070320
	25.433
	1368
	1
	7.4.0
	Rel-7
	Further correction of HS-DSCH information for LCR TDD
	approved
	A
	7.5.0
	TEI6
	R3

	RP-070336
	25.433
	1370
	3
	7.4.0
	Rel-7
	Introduction of MBMS LCR TDD physical layer enhancements
	approved
	B
	7.5.0
	MBMSE-RANPhysLCRTDD
	R3

	RP-070326
	25.433
	1371
	-
	7.4.0
	Rel-7
	Alignment of UE DTX long preamble IE in RNSAP/NBAP with RRC
	approved
	F
	7.5.0
	RANimp-CPC
	R3

	RP-070327
	25.433
	1372
	-
	7.4.0
	Rel-7
	Introduction of missing cause values for MIMO
	approved
	F
	7.5.0
	MIMO-IurIub
	R3

	RP-070326
	25.433
	1373
	1
	7.4.0
	Rel-7
	Introduction of missing cause values for CPC
	approved
	F
	7.5.0
	RANimp-CPC
	R3

	RP-070394
	25.433
	1375
	-
	7.4.0
	Rel-7
	Correction to definition of Power Resource Related Information (TDD only)
	approved
	F
	7.5.0
	E-DCHTDD, RANimp-VHCRTDD-EDCH, LCRTDD-EDCH
	R3

	RP-070339
	25.433
	1378
	2
	7.4.0
	Rel-7
	Alignment of LCR TDD IEs tabular description with ASN.1 definition
	approved
	F
	7.5.0
	TEI7
	R3

	RP-070337
	25.433
	1379
	2
	7.4.0
	Rel-7
	Introduction of GANSS (Galileo and Additional Navigation Systems) in NBAP
	approved
	B
	7.5.0
	LCS3-GNSS-UTRAN
	R3

	RP-070340
	25.433
	1380
	1
	7.4.0
	Rel-7
	Max UE DTX Cycle Signaling Support for CPC operation
	approved
	C
	7.5.0
	TEI7
	R3

	RP-070324
	25.433
	1382
	-
	7.4.0
	Rel-7
	Some minor corrections for 1.28 Mcps TDD E-DCH
	approved
	F
	7.5.0
	LCRTDD-EDCH-IubIur
	R3

	RP-070324
	25.433
	1383
	1
	7.4.0
	Rel-7
	Modification on the non-scheduled transmission and the UL interference control for 1.28 Mcps TDD E-DCH
	approved
	F
	7.5.0
	LCRTDD-EDCH-IubIur
	R3

	RP-070334
	25.433
	1385
	2
	7.4.0
	Rel-7
	Introduction of DOB for MBSFN operation
	postponed
	B
	
	MBMSE-RANPhysFDD
	R3

	RP-070341
	25.433
	1386
	1
	7.4.0
	Rel-7
	Introduction of Extended RNC-ID
	revised
	F
	
	TEI7
	R3

	RP-070474
	25.433
	1386
	2
	7.4.0
	Rel-7
	Introduction of Extended RNC-ID
	approved
	F
	7.5.0
	TEI7
	R3

	RP-070329
	25.435
	0162
	5
	7.4.0
	Rel-7
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH
	withdrawn
	B
	
	RANimp-Enhstate, RANimp-L2DataRates
	R3

	RP-070329
	25.435
	0168
	2
	7.4.0
	Rel-7
	Introduction of FSN/DRT Reset in the HS-DSCH DATA FRAME header
	withdrawn
	C
	
	TEI7
	R3

	RP-070330
	25.435
	0170
	-
	7.4.0
	Rel-7
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH and introduction of FSN/DRT Reset
	approved
	B
	7.5.0
	RANimp-Enhstate, RANimp-L2DataRates, TEI7
	R3

	RP-070340
	25.453
	0103
	2
	7.6.0
	Rel-7
	Support for additional measurements in Cell-ID positioning method and Information Exchange
	approved
	C
	7.7.0
	TEI7
	R3

	RP-070337
	25.453
	0105
	2
	7.6.0
	Rel-7
	Introduction of GANSS (Galileo and Additional Navigation Systems) in PCAP
	approved
	B
	7.7.0
	LCS3-GNSS-UTRAN
	R3

	RP-070341
	25.453
	0106
	1
	7.6.0
	Rel-7
	Introduction of Extended RNC-ID
	revised
	F
	
	TEI7
	R3

	RP-070474
	25.453
	0106
	2
	7.6.0
	Rel-7
	Introduction of Extended RNC-ID
	approved
	F
	7.7.0
	TEI7
	R3

	RP-070323
	25.461
	0047
	-
	7.4.0
	Rel-7
	Word alignment of station-device
	approved
	F
	7.5.0
	RANimp-TiltAnt
	R3

	RP-070323
	25.462
	0023
	-
	7.2.0
	Rel-7
	Word alignment of station-device
	approved
	F
	7.3.0
	RANimp-TiltAnt
	R3

	RP-070323
	25.462
	0024
	-
	7.2.0
	Rel-7
	Specification of message gap length
	approved
	F
	7.3.0
	RANimp-TiltAnt
	R3

	RP-070321
	25.462
	0025
	1
	6.4.0
	Rel-6
	Unique ID length
	approved
	F
	6.5.0
	RANimp-TiltAnt
	R3

	RP-070321
	25.462
	0026
	1
	7.2.0
	Rel-7
	Unique ID length
	approved
	A
	7.3.0
	RANimp-TiltAnt
	R3

	RP-070321
	25.463
	0072
	2
	6.6.0
	Rel-6
	GetDeviceData new cause value
	approved
	F
	6.7.0
	RANimp-TiltAnt
	R3

	RP-070325
	25.466
	0001
	-
	7.0.0
	Rel-7
	Adaptation of TMA Set Mode return code description
	approved
	F
	7.1.0
	RANimp-TMA
	R3

	RP-070325
	25.466
	0002
	2
	7.0.0
	Rel-7
	Clarification of TMA Get Mode description
	approved
	F
	7.1.0
	RANimp-TMA
	R3

	RP-070325
	25.466
	0004
	-
	7.0.0
	Rel-7
	Missing return code for TMA Set Mode
	approved
	F
	7.1.0
	RANimp-TMA
	R3

	RP-070325
	25.466
	0005
	1
	7.0.0
	Rel-7
	Return code description for TMA Set Gain
	approved
	F
	7.1.0
	RANimp-TMA
	R3

	RP-070325
	25.466
	0008
	1
	7.0.0
	Rel-7
	Adaptation of procedure message interpretation
	approved
	F
	7.1.0
	RANimp-TMA
	R3

	RP-070321
	25.466
	0009
	2
	7.0.0
	Rel-7
	GetDeviceData new cause value
	approved
	A
	7.1.0
	RANimp-TiltAnt
	R3

	RP-070325
	25.466
	0010
	-
	7.0.0
	Rel-7
	Correction of return code table description in annex A
	approved
	F
	7.1.0
	RANimp-TMA
	R3

	RP-070383
	25.827
	0001
	-
	7.0.0
	Rel-7
	Corrections to TR25.827 for LCR TDD EUL
	approved
	F
	7.1.0
	LCRTDD-EDCH-Phys
	R1

	RP-070409
	25.905
	0001
	-
	7.0.0
	Rel-7
	1.28Mcps TDD MBMS physical layer improvements related changes
	approved
	B
	7.1.0
	MBMSE-RANPhysLCRTDD
	R2

	RP-070409
	25.905
	0002
	-
	7.0.0
	Rel-7
	Introduce MBMS LCR TDD Physical Layer Enhancement
	approved
	B
	7.1.0
	MBMSE-RANPhysLCRTDD
	R2

	RP-070343
	25.912
	0003
	-
	7.1.0
	Rel-7
	LTE performance evaluation results
	revised
	F
	
	
	RP

	RP-070433
	25.912
	0003
	1
	7.1.0
	Rel-7
	LTE performance evaluation results
	approved
	F
	7.2.0
	
	RP

	RP-070492
	25.912
	0003
	2
	7.1.0
	Rel-7
	LTE performance evaluation results
	withdrawn
	F
	
	
	RP

	RP-070423
	25.913
	0014
	-
	7.3.0
	Rel-7
	E-UTRA support for location based services
	postponed
	B
	
	E-UTRA
	RP

	RP-070373
	25.956
	0001
	1
	6.0.0
	Rel-7
	ACRR description
	Approved
	F
	7.0.0
	TEI7
	R4

	RP-070396
	25.993
	0094
	1
	7.2.0
	Rel-7
	Addition of RAB combinaison for SRB mapped on DL "HSDPA + DCH"
	approved
	F
	7.3.0
	HSDPA-L23, EDCH-L23
	R2

	RP-070396
	25.993
	0095
	-
	7.2.0
	Rel-7
	Additional DCH RAB Combinations
	approved
	F
	7.3.0
	TEI5
	R2

	RP-070396
	25.993
	0096
	-
	7.2.0
	Rel-7
	HSPA RAB Combinations
	approved
	F
	7.3.0
	HSDPA-L23, EDCH-L23
	R2

	RP-070396
	25.993
	0097
	-
	7.2.0
	Rel-7
	Additional HSPA RAB Combinations
	approved
	F
	7.3.0
	HSDPA-L23, EDCH-L23
	R2

	SP-070321
	26.073
	0020
	1
	6.0.0
	Rel-7
	Bit order of Mode Indication in AMR comfort noise frames
	approved
	F
	7.0.0
	TEI7
	S4

	SP-070321
	26.104
	0033
	1
	6.1.0
	Rel-7
	Bit order of Mode Indication in AMR comfort noise frames
	approved
	F
	7.0.0
	TEI7
	S4

	SP-070318
	26.114
	0001
	2
	7.0.0
	Rel-7
	Addition of non-compound RTCP
	approved
	F
	7.1.0
	MTSI-MHI
	S4

	SP-070318
	26.114
	0002
	1
	7.0.0
	Rel-7
	Addition of DTMF
	approved
	F
	7.1.0
	MTSI-MHI
	S4

	SP-070318
	26.114
	0005
	2
	7.0.0
	Rel-7
	Video QoS Profile 
	approved
	F
	7.1.0
	MTSI-MHI
	S4

	SP-070318
	26.114
	0006
	1
	7.0.0
	Rel-7
	Correction of the reference to the AMR/AMR-WB RTP payload format
	approved
	F
	7.1.0
	MTSI-MHI
	S4

	SP-070318
	26.114
	0007
	1
	7.0.0
	Rel-7
	Video rate adaptation in MTSI
	approved
	F
	7.1.0
	MTSI-MHI
	S4

	SP-070318
	26.114
	0008
	1
	7.0.0
	Rel-7
	Improved Video support for MTSI
	approved
	C
	7.1.0
	MTSI-MHI
	S4

	SP-070319
	26.140
	0014
	2
	7.0.0
	Rel-7
	Inclusion of DIMS in MMS
	approved
	B
	7.1.0
	DIMS
	S4

	SP-070320
	26.234
	0107
	5
	7.2.0
	Rel-7
	Fast Content Switching and Start-up
	approved
	C
	7.3.0
	PSSe
	S4

	SP-070314
	26.234
	0109
	1
	6.10.0
	Rel-6
	Correction of references in PSS
	approved
	F
	6.11.0
	TEI6
	S4

	SP-070314
	26.234
	0110
	1
	7.2.0
	Rel-7
	Correction of references in PSS
	approved
	A
	7.3.0
	TEI6
	S4

	SP-070319
	26.234
	0111
	1
	7.2.0
	Rel-7
	Inclusion of DIMS in PSS
	approved
	B
	7.3.0
	DIMS
	S4

	SP-070320
	26.234
	0112
	1
	7.2.0
	Rel-7
	Content switch time QoE metric
	approved
	C
	7.3.0
	PSSe
	S4

	SP-070320
	26.234
	0113
	-
	7.2.0
	Rel-7
	PSSe QoE negotiation modifications
	approved
	C
	7.3.0
	PSSe
	S4

	SP-070314
	26.244
	0018
	1
	6.6.0
	Rel-6
	Correction of references in the 3GP file format
	approved
	F
	6.7.0
	TEI6
	S4

	SP-070314
	26.244
	0019
	1
	7.1.0
	Rel-7
	Correction of references in the 3GP file format
	approved
	A
	7.2.0
	TEI6
	S4

	SP-070319
	26.244
	0020
	1
	7.1.0
	Rel-7
	Inclusion of DIMS in the 3GP file format 
	approved
	B
	7.2.0
	DIMS
	S4

	SP-070317
	26.346
	0084
	1
	7.3.0
	Rel-7
	Correction of termination of unicast bearer service based services
	approved
	F
	7.4.0
	MBMSUSE
	S4

	SP-070315
	26.346
	0085
	1
	6.8.0
	Rel-6
	Correction of references in MBMS
	approved
	F
	6.9.0
	TEI6
	S4

	SP-070315
	26.346
	0086
	1
	7.3.0
	Rel-7
	Correction of references in MBMS
	approved
	A
	7.4.0
	TEI6
	S4

	SP-070319
	26.346
	0089
	3
	7.3.0
	Rel-7
	Inclusion of DIMS in MBMS
	approved
	B
	7.4.0
	DIMS
	S4

	SP-070317
	26.346
	0090
	2
	7.3.0
	Rel-7
	Signalling of Initial Buffering Period 
	approved
	B
	7.4.0
	MBMSUSE
	S4

	SP-070317
	26.346
	0091
	2
	7.3.0
	Rel-7
	MBMS download service delivery to UEs in roaming condition
	approved
	C
	7.4.0
	MBMSUSE
	S4

	SP-070317
	26.346
	0092
	2
	7.3.0
	Rel-7
	Scalability extensions for unicast delivery of MBMS services
	approved
	C
	7.4.0
	MBMSUSE
	S4

	SP-070317
	26.346
	0093
	-
	7.3.0
	Rel-7
	Optimization to allow a smooth transition between MBMS and PSS
	approved
	C
	7.4.0
	MBMSUSE
	S4

	SP-070315
	26.346
	0094
	2
	6.8.0
	Rel-6
	Correction of HTTP Response Error Codes
	approved
	F
	6.9.0
	MBMS-TSMBMS
	S4

	SP-070315
	26.346
	0095
	2
	7.3.0
	Rel-7
	Correction of HTTP Response Error Codes
	approved
	A
	7.4.0
	MBMS-TSMBMS
	S4

	SP-070317
	26.346
	0096
	1
	7.3.0
	Rel-7
	Addition of HTTP Response Error Codes
	approved
	C
	7.4.0
	MBMSUSE
	S4

	SP-070317
	26.346
	0097
	-
	7.3.0
	Rel-7
	Improved video support for MBMS
	approved
	C
	7.4.0
	MBMSUSE
	S4

	CP-070371
	27.007
	0143
	1
	6.8.0
	Rel-6
	Correction for AT-commands +CEAP, +CERP and +CUAD
	approved
	F
	6.9.0
	TEI6
	C1

	CP-070395
	27.007
	0144
	3
	7.3.0
	Rel-8
	Introduction of the new AT command AT+CPSB
	approved
	B
	8.0.0
	TEI8
	C1

	CP-070371
	27.007
	0145
	-
	7.3.0
	Rel-7
	Correction for AT-commands +CEAP, +CERP and +CUAD
	revised
	A
	
	TEI6
	C1

	CP-070458
	27.007
	0145
	1
	7.3.0
	Rel-7
	Correction for AT-commands +CEAP, +CERP and +CUAD
	approved
	A
	7.4.0
	TEI6
	C1

	CP-070371
	27.007
	0146
	-
	6.8.0
	Rel-6
	Extension of AT-command +CEAP
	approved
	F
	6.9.0
	TEI6
	C1

	CP-070371
	27.007
	0147
	-
	7.3.0
	Rel-7
	Extension of AT-command +CEAP
	approved
	A
	7.4.0
	TEI6
	C1

	CP-070395
	27.007
	0148
	2
	7.3.0
	Rel-8
	Extension of parameter <Act> to include HSDPA- & HSUPA- capability
	approved
	B
	8.0.0
	TEI8
	C1

	SP-070316
	28.062
	0059
	1
	6.3.0
	Rel-6
	Correction of generic configuration frames definition
	revised
	F
	
	TFO
	S4

	SP-070465
	28.062
	0059
	2
	6.3.0
	Rel-6
	Correction of generic configuration frames definition
	approved
	F
	6.4.0
	TFO
	S4

	CP-070326
	29.002
	0841
	2
	7.7.0
	Rel-7
	Addition of SMS over IP functionality
	approved
	B
	7.8.0
	SMSIP
	C4

	CP-070326
	29.002
	0842
	2
	8.1.0
	Rel-8
	Addition of SMS over IP functionality
	approved
	A
	8.2.0
	SMSIP
	C4

	CP-070328
	29.002
	0848
	-
	7.7.0
	Rel-7
	Mobile Termination whilst the MS is moving to another MSC
	approved
	B
	7.8.0
	MTmovMS
	C4

	CP-070328
	29.002
	0849
	-
	8.1.0
	Rel-8
	Mobile Termination whilst the MS is moving to another MSC
	approved
	A
	8.2.0
	MTmovMS
	C4

	CP-070326
	29.002
	0852
	1
	7.7.0
	Rel-7
	Detailed procedure in the IP-SM-GW
	approved
	F
	7.8.0
	SMSIP
	C4

	CP-070476
	29.002
	0859
	-
	8.1.0
	Rel-8
	Detailed procedure in the IP-SM-GW
	approved
	F
	8.2.0
	SMSIP
	C4

	CP-070313
	29.060
	0647
	1
	6.16.0
	Rel-6
	Correction to the length of the MBMS Session Duration IE
	revised
	F
	
	TEI6
	C4

	CP-070467
	29.060
	0647
	2
	6.16.0
	Rel-6
	Correction to the length of the MBMS Session Duration IE
	approved
	F
	6.17.0
	MBMS
	C4

	CP-070313
	29.060
	0648
	1
	7.5.1
	Rel-7
	Correction to the length of the MBMS Session Duration IE
	revised
	A
	
	TEI6
	C4

	CP-070467
	29.060
	0648
	2
	7.5.1
	Rel-7
	Correction to the length of the MBMS Session Duration IE
	approved
	A
	7.6.0
	MBMS
	C4

	CP-070321
	29.060
	0654
	-
	7.5.1
	Rel-7
	Correction to the APN IE definition
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070321
	29.060
	0655
	1
	7.5.1
	Rel-7
	Usage of Echo Request / Response for MBMS
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070331
	29.060
	0656
	-
	
	Rel-8
	Extendibility of TLV coded IEs
	approved
	F
	8.0.0
	TEI8
	C4

	CP-070321
	29.060
	0658
	-
	7.5.1
	Rel-7
	Error Indications between RNC and GGSN in the case of Direct Tunnelling
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070321
	29.060
	0659
	2
	7.5.1
	Rel-7
	NSAPI in Create PDP Context Response
	approved
	F
	7.6.0
	TEI7 
	C4

	CP-070408
	29.061
	0212
	2
	6.11.0
	Rel-6
	Correction to the MBMS-Session-Duration AVP
	approved
	F
	6.12.0
	MBMS
	C3

	CP-070408
	29.061
	0213
	2
	7.3.0
	Rel-7
	Correction to the MBMS-Session-Duration AVP
	approved
	A
	7.4.0
	MBMS
	C3

	CP-070409
	29.061
	0217
	-
	7.3.0
	Rel-7
	QoS Profile alignment
	approved
	F
	7.4.0
	TEI7
	C3

	CP-070410
	29.061
	0218
	-
	6.11.0
	Rel-6
	Correction of some AVP types for the MBMS Gmb interface
	approved
	F
	6.12.0
	MBMS
	C3

	CP-070410
	29.061
	0219
	1
	7.3.0
	Rel-7
	Defining address AVPs as OctetStrings
	approved
	F
	7.4.0
	MBMS
	C3

	CP-070411
	29.061
	0220
	1
	7.3.0
	Rel-7
	General description of MBMS roaming scenarios
	approved
	F
	7.4.0
	MBMSMz
	C3

	CP-070411
	29.061
	0221
	-
	7.3.0
	Rel-7
	hBM-SC initiated service deactivation
	approved
	B
	7.4.0
	MBMSMz
	C3

	CP-070411
	29.061
	0222
	1
	7.3.0
	Rel-7
	Mz messages and Mz specific AVPs
	approved
	B
	7.4.0
	MBMSMz
	C3

	CP-070411
	29.061
	0223
	2
	7.3.0
	Rel-7
	Other procedures over Mz
	approved
	B
	7.4.0
	MBMSMz
	C3

	CP-070411
	29.061
	0224
	-
	7.3.0
	Rel-7
	Mz specific Experimental-Result-Code AVP Values
	approved
	B
	7.4.0
	MBMSMz
	C3

	CP-070319
	29.109
	0036
	3
	7.5.0
	Rel-7
	HLR support for BSF
	postponed
	B
	
	SEC7-GAA2
	C4

	CP-070320
	29.109
	0037
	1
	7.5.0
	Rel-7
	Addition of Service Type For Rel-7
	approved
	B
	7.6.0
	TEI7, KeyEstUTerm
	C4

	CP-070320
	29.109
	0038
	1
	7.5.0
	Rel-7
	Bug fix on Zn WSDL definition
	approved
	F
	7.6.0
	TEI7, GAAExt
	C4

	CP-070317
	29.109
	0039
	1
	6.6.0
	Rel-6
	GUSS schema fix
	approved
	F
	6.7.0
	TEI6
	C4

	CP-070317
	29.109
	0040
	-
	7.5.0
	Rel-7
	GUSS schema fix
	approved
	A
	7.6.0
	TEI6
	C4

	CP-070412
	29.163
	0140
	3
	7.6.0
	Rel-7
	Media oriented negotiation acceleration
	approved
	B
	7.7.0
	MIW-IMS
	C3

	CP-070412
	29.163
	0141
	6
	7.6.0
	Rel-7
	Mn Procedures of Multimedia Interworking
	approved
	B
	7.7.0
	MIW-IMS
	C3

	CP-070413
	29.163
	0142
	2
	7.6.0
	Rel-7
	Change Table 11
	approved
	F
	7.7.0
	FBI
	C3

	CP-070413
	29.163
	0143
	1
	7.6.0
	Rel-7
	correction of cpc interworking
	approved
	F
	7.7.0
	FBI
	C3

	CP-070413
	29.163
	0144
	1
	7.6.0
	Rel-7
	The interworking of the PSTN ECT service
	approved
	F
	7.7.0
	FBI
	C3

	CP-070413
	29.163
	0145
	2
	7.6.0
	Rel-7
	Mapping of HLC
	approved
	F
	7.7.0
	FBI
	C3

	CP-070413
	29.163
	0146
	1
	7.6.0
	Rel-7
	Mistake in the handling of sending ringing tone
	approved
	F
	7.7.0
	FBI
	C3

	CP-070413
	29.163
	0147
	1
	7.6.0
	Rel-7
	Support of all types of TMR
	approved
	F
	7.7.0
	FBI
	C3

	CP-070414
	29.163
	0148
	4
	7.6.0
	Rel-7
	IMS communication service identifier
	revised
	B
	
	IMS-CCR-IWCS
	C3

	CP-070483
	29.163
	0148
	5
	7.6.0
	Rel-7
	IMS communication service identifier
	approved
	B
	7.7.0
	MTSI
	C3

	CP-070412
	29.163
	0149
	1
	7.6.0
	Rel-7
	Editorial Corrections
	approved
	D
	7.7.0
	MIW-IMS
	C3

	CP-070415
	29.163
	0151
	2
	7.6.0
	Rel-7
	Taking P-Early-Media header into account in 29.163
	approved
	F
	7.7.0
	IMS-CCR-IWCS
	C3

	CP-070416
	29.163
	0153
	2
	7.6.0
	Rel-7
	IP realm connection indication
	approved
	B
	7.7.0
	IMS-CCR-IWCS
	C3

	CP-070345
	29.199-01
	0020
	-
	6.5.0
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.6.0
	OSA3
	C5

	CP-070345
	29.199-01
	0021
	-
	6.5.0
	Rel-6
	Correction to Multimedia messaging fault number range
	approved
	F
	6.6.0
	OSA3
	C5

	CP-070345
	29.199-01
	0022
	-
	7.1.1
	Rel-7
	Correction to Multimedia messaging fault number range
	approved
	A
	7.2.0
	OSA3
	C5

	CP-070345
	29.199-02
	0011
	-
	6.4.0
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070346
	29.199-02
	0012
	-
	7.3.1
	Rel-7
	Correction to Third Party Call Web Service
	approved
	F
	7.4.0
	OSA7
	C5

	CP-070346
	29.199-02
	0013
	-
	7.3.1
	Rel-7
	Refine Third Party Call Web Service
	approved
	F
	7.4.0
	OSA7
	C5

	CP-070345
	29.199-03
	0020
	-
	6.5.0
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.6.0
	OSA3
	C5

	CP-070346
	29.199-03
	0021
	-
	7.1.1
	Rel-7
	Refine Call Notification Web Service
	approved
	F
	7.2.0
	OSA7
	C5

	CP-070345
	29.199-04
	0014
	-
	6.7.0
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.8.0
	OSA3
	C5

	CP-070346
	29.199-04
	0015
	-
	7.1.1
	Rel-7
	Correction to allign notification mechanisms for Delivery Receipting in Short Messaging
	approved
	F
	7.2.0
	OSA7
	C5

	CP-070345
	29.199-05
	0012
	-
	6.7.0
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.8.0
	OSA3
	C5

	CP-070346
	29.199-05
	0013
	-
	7.1.1
	Rel-7
	Correction to allign notification mechanisms for Delivery Receipting in Multimedia Messaging
	approved
	F
	7.2.0
	OSA7
	C5

	CP-070345
	29.199-06
	0011
	-
	6.4.1
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070345
	29.199-07
	0014
	-
	6.5.0
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.6.0
	OSA3
	C5

	CP-070345
	29.199-08
	0007
	-
	6.4.0
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070345
	29.199-09
	0011
	-
	6.4.1
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070345
	29.199-10
	0007
	-
	6.4.0
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070345
	29.199-11
	0011
	-
	6.4.0
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070346
	29.199-11
	0012
	-
	7.1.1
	Rel-7
	Refine Audio Call Web Service
	approved
	F
	7.2.0
	OSA7
	C5

	CP-070346
	29.199-11
	0013
	-
	7.1.1
	Rel-7
	Correction to Audio Call Web Service
	approved
	F
	7.2.0
	OSA7
	C5

	CP-070345
	29.199-12
	0009
	-
	6.5.0
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.6.0
	OSA3
	C5

	CP-070345
	29.199-13
	0005
	-
	6.4.0
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070345
	29.199-14
	0022
	-
	6.6.1
	Rel-6
	Correction to Common Faults namespace version number
	approved
	F
	6.7.0
	OSA3
	C5

	CP-070330
	29.202
	0013
	3
	
	Rel-8
	Use of STP in 3GPP core network signalling system
	approved
	F
	8.0.0
	TEI8
	C4

	CP-070417
	29.208
	0105
	-
	6.6.1
	Rel-6
	QoS mapping clarifications for forking
	approved
	F
	6.7.0
	QoS1
	C3

	CP-070417
	29.209
	0029
	1
	6.6.0
	Rel-6
	Handling of disabled flows for forking
	approved
	F
	6.7.0
	QoS1
	C3

	CP-070418
	29.211
	0019
	2
	6.3.0
	Rel-6
	Handling of disabled flows for forking
	approved
	F
	6.4.0
	CH-FBC
	C3

	CP-070419
	29.212
	0001
	1
	7.0.0
	Rel-7
	IP-CAN session specific charging
	approved
	B
	7.1.0
	PCC
	C3

	CP-070420
	29.212
	0004
	11
	7.0.0
	Rel-7
	Handling of Authorized QoS
	approved
	F
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0005
	2
	7.0.0
	Rel-7
	Subscription to notification of Loss of AF signalling
	approved
	F
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0006
	1
	7.0.0
	Rel-7
	Routeing of Diameter commands - Gx
	approved
	F
	7.1.0
	PCC
	C3

	CP-070420
	29.212
	0007
	5
	7.0.0
	Rel-7
	QoS change event
	approved
	F
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0008
	-
	7.0.0
	Rel-7
	PCC rule without Flow-Description AVP
	approved
	F
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0009
	1
	7.0.0
	Rel-7
	Addition and removal of event triggers
	approved
	F
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0010
	2
	7.0.0
	Rel-7
	Metering-Method AVP
	approved
	F
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0011
	2
	7.0.0
	Rel-7
	Reporting-Level AVP
	approved
	F
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0012
	1
	7.0.0
	Rel-7
	PCC-Rule-Status AVP
	approved
	F
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0013
	-
	7.0.0
	Rel-7
	Charging-Information AVP
	approved
	F
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0014
	1
	7.0.0
	Rel-7
	PCC-Rule-Event AVP
	approved
	F
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0015
	-
	7.0.0
	Rel-7
	Corrections to Reused AVPs
	approved
	F
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0016
	4
	7.0.0
	Rel-7
	Precedence AVP
	approved
	F
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0017
	6
	7.0.0
	Rel-7
	Mixed Mode
	approved
	B
	7.1.0
	PCC
	C3

	CP-070419
	29.212
	0018
	2
	7.0.0
	Rel-7
	Correction to where binding should be
	approved
	F
	7.1.0
	PCC
	C3

	CP-070420
	29.212
	0024
	1
	7.0.0
	Rel-7
	Alignment of the QoS information
	approved
	F
	7.1.0
	PCC
	C3

	CP-070421
	29.213
	0002
	2
	7.0.0
	Rel-7
	Timer handling for IP-CAN Session Modification initiated by the NW
	approved
	F
	7.1.0
	PCC
	C3

	CP-070421
	29.213
	0003
	2
	7.0.0
	Rel-7
	Duplicated Bearer Binding Text
	approved
	F
	7.1.0
	PCC
	C3

	CP-070421
	29.213
	0004
	1
	7.0.0
	Rel-7
	Alignment of PCRF Acknowledgment to AF
	approved
	F
	7.1.0
	PCC
	C3

	CP-070421
	29.213
	0005
	4
	7.0.0
	Rel-7
	QoS mapping corrections in 29.213
	approved
	F
	7.1.0
	PCC
	C3

	CP-070421
	29.213
	0006
	-
	7.0.0
	Rel-7
	Correction of IMS signal flows
	approved
	F
	7.1.0
	PCC
	C3

	CP-070421
	29.213
	0008
	1
	7.0.0
	Rel-7
	QoS mapping correction
	approved
	F
	7.1.0
	PCC
	C3

	CP-070421
	29.213
	0010
	1
	7.0.0
	Rel-7
	Various Minor Corrections
	approved
	F
	7.1.0
	PCC
	C3

	CP-070421
	29.213
	0011
	-
	7.0.0
	Rel-7
	Bearer Id in IP-CAN session Establishment
	approved
	F
	7.1.0
	PCC
	C3

	CP-070421
	29.213
	0013
	2
	7.0.0
	Rel-7
	Clarification on PCC Rule Provisioning Method
	approved
	F
	7.1.0
	PCC
	C3

	CP-070421
	29.213
	0014
	4
	7.0.0
	Rel-7
	QoS mapping clarifications for forking
	approved
	F
	7.1.0
	PCC
	C3

	CP-070423
	29.213
	0016
	1
	7.0.0
	Rel-7
	Maximum authorized data rate and bandwidth
	approved
	F
	7.1.0
	TEI7
	C3

	CP-070422
	29.213
	0016
	1
	7.0.0
	Rel-7
	Maximum authorized data rate and bandwidth
	approved
	F
	7.1.0
	TEI7
	C3

	CP-070421
	29.213
	0017
	2
	7.0.0
	Rel-7
	Mixed Mode
	approved
	B
	7.1.0
	PCC
	C3

	CP-070423
	29.214
	0001
	2
	7.0.0
	Rel-7
	PCRF assure emergency bearer for emergency service
	approved
	F
	7.1.0
	PCC
	C3

	CP-070423
	29.214
	0002
	7
	7.0.0
	Rel-7
	Signalling Path Status detected
	approved
	F
	7.1.0
	PCC
	C3

	CP-070423
	29.214
	0003
	-
	7.0.0
	Rel-7
	AF-Application Identifier at AF session level
	approved
	F
	7.1.0
	PCC
	C3

	CP-070423
	29.214
	0005
	2
	7.0.0
	Rel-7
	Alignment of PCRF Acknowledgment to AF
	approved
	F
	7.1.0
	PCC
	C3

	CP-070423
	29.214
	0007
	2
	7.0.0
	Rel-7
	Addition of Flow identifier annex
	approved
	F
	7.1.0
	PCC
	C3

	CP-070423
	29.214
	0008
	1
	7.0.0
	Rel-7
	Routeing of Diameter commands - Rx
	revised
	F
	
	PCC
	C3

	CP-070475
	29.214
	0008
	2
	7.0.0
	Rel-7
	Routeing of Diameter commands - Rx
	revised
	F
	
	PCC
	C3

	CP-070491
	29.214
	0008
	2
	7.0.0
	Rel-7
	Routeing of Diameter commands - Rx
	revised
	F
	
	PCC
	C3

	CP-070494
	29.214
	0008
	3
	7.0.0
	Rel-7
	Routeing of Diameter commands - Rx
	approved
	F
	7.1.0
	PCC
	C3

	CP-070423
	29.214
	0013
	1
	7.0.0
	Rel-7
	Various Minor Corrections
	approved
	F
	7.1.0
	PCC
	C3

	CP-070423
	29.214
	0017
	2
	7.0.0
	Rel-7
	Handling of disabled flows for forking
	approved
	F
	7.1.0
	PCC
	C3

	CP-070423
	29.214
	0020
	-
	7.0.0
	Rel-7
	Diameter application ID
	approved
	F
	7.1.0
	PCC
	C3

	CP-070309
	29.228
	0356
	1
	5.18.0
	Rel-5
	Removal of editors note on IMS Recovery Procedures
	approved
	F
	5.19.0
	IMS-CCR
	C4

	CP-070309
	29.228
	0357
	1
	6.13.0
	Rel-6
	Removal of editors note on IMS Recovery Procedures
	approved
	A
	6.14.0
	IMS-CCR
	C4

	CP-070309
	29.228
	0358
	1
	7.5.0
	Rel-7
	Removal of editors note on IMS Recovery Procedures
	approved
	A
	7.6.0
	IMS-CCR
	C4

	CP-070318
	29.228
	0359
	1
	7.5.0
	Rel-7
	Impacts of the IMS Communication Service Identifier
	revised
	B
	
	TEI7
	C4

	CP-070479
	29.228
	0359
	2
	7.5.0
	Rel-7
	Impacts of the IMS Communication Service Identifier
	approved
	B
	7.6.0
	ServID
	C4

	CP-070318
	29.228
	0361
	2
	7.5.0
	Rel-7
	Clarification on LIA
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070309
	29.228
	0363
	1
	5.18.0
	Rel-5
	Adding User-Authorization-Type is absent condition to UAR Detailed behaviour 
	approved
	F
	5.19.0
	IMS-CCR
	C4

	CP-070309
	29.228
	0364
	1
	6.13.0
	Rel-6
	Adding User-Authorization-Type is absent condition to UAR Detailed behaviour
	approved
	A
	6.14.0
	IMS-CCR
	C4

	CP-070309
	29.228
	0365
	1
	7.5.0
	Rel-7
	Adding User-Authorization-Type is absent condition to UAR Detailed behaviour
	approved
	A
	7.6.0
	IMS-CCR
	C4

	CP-070312
	29.228
	0366
	-
	6.13.0
	Rel-6
	Modification to the tag RegistrationtType to RegistrationType in the Annex E
	approved
	F
	6.14.0
	IMS2-CCR
	C4

	CP-070312
	29.228
	0367
	-
	7.5.0
	Rel-7
	Modification to the tag RegistrationtType to RegistrationType in the Annex E
	approved
	A
	7.6.0
	IMS2-CCR
	C4

	CP-070318
	29.230
	0096
	-
	7.6.0
	Rel-7
	Diameter application ID
	approved
	F
	7.7.0
	TEI7
	C4

	CP-070312
	29.230
	0097
	-
	6.9.0
	Rel-6
	Experimental-Result-Codes for Gmb interface
	approved
	F
	6.10.0
	TEI6
	C4

	CP-070312
	29.230
	0098
	-
	7.6.0
	Rel-7
	Experimental-Result-Codes for Gmb interface
	approved
	A
	7.7.0
	TEI6
	C4

	CP-070312
	29.230
	0099
	-
	6.9.0
	Rel-6
	Diameter AVP Codes
	approved
	F
	6.10.0
	TEI6
	C4

	CP-070312
	29.230
	0100
	-
	7.6.0
	Rel-7
	Diameter AVP Codes
	approved
	F
	7.7.0
	TEI6
	C4

	CP-070314
	29.232
	0510
	1
	6.9.0
	Rel-6
	IMSI/IMEI encoding in trace package
	approved
	F
	6.10.0
	TEI6
	C4

	CP-070314
	29.232
	0511
	1
	7.5.0
	Rel-7
	IMSI/IMEI encoding in trace package
	approved
	A
	7.6.0
	TEI6
	C4

	CP-070322
	29.232
	0512
	-
	7.5.0
	Rel-7
	Adding Package ID to ASCII package  
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070322
	29.232
	0513
	-
	7.5.0
	Rel-7
	ServiceChangeMGCId parameter
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070310
	29.232
	0514
	1
	4.16.0
	Rel-4
	ServiceChangeMGCId parameter
	approved
	F
	4.17.0
	CSSPLIT
	C4

	CP-070310
	29.232
	0515
	1
	5.18.0
	Rel-5
	ServiceChangeMGCId parameter
	approved
	A
	5.19.0
	CSSPLIT
	C4

	CP-070310
	29.232
	0516
	1
	6.9.0
	Rel-6
	ServiceChangeMGCId parameter
	approved
	A
	6.10.0
	CSSPLIT
	C4

	CP-070308
	29.232
	0517
	-
	4.16.0
	Rel-4
	RFC 3309 for SCTP checksum
	approved
	F
	4.17.0
	CSSPLIT
	C4

	CP-070308
	29.232
	0518
	-
	5.18.0
	Rel-5
	RFC 3309 for SCTP checksum
	approved
	A
	5.19.0
	CSSPLIT
	C4

	CP-070308
	29.232
	0519
	-
	6.9.0
	Rel-6
	RFC 3309 for SCTP checksum
	approved
	A
	6.10.0
	CSSPLIT
	C4

	CP-070308
	29.232
	0520
	-
	7.5.0
	Rel-7
	RFC 3309 for SCTP checksum
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070322
	29.232
	0522
	-
	7.5.0
	Rel-7
	Modification to EventID name definition
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070311
	29.234
	0134
	1
	7.5.0
	Rel-7
	IETF references update
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070311
	29.234
	0135
	-
	6.10.0
	Rel-6
	IETF references update
	approved
	F
	6.11.0
	WLAN
	C4

	CP-070309
	29.328
	0221
	-
	7.5.0
	Rel-7
	Correction of XML schema
	approved
	A
	7.6.0
	IMS-CCR
	C4

	CP-070318
	29.328
	0224
	-
	7.5.0
	Rel-7
	Adding the Ability to Notify an AS with Charging Information
	approved
	C
	7.6.0
	TEI7
	C4

	CP-070318
	29.328
	0227
	1
	7.5.0
	Rel-7
	Application Server subscription for Implicit Identities
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070309
	29.328
	0229
	-
	5.14.0
	Rel-5
	Correction of XML schema
	approved
	F
	5.15.0
	IMS-CCR
	C4

	CP-070309
	29.328
	0230
	-
	6.12.0
	Rel-6
	Correction of XML schema
	approved
	A
	6.13.0
	IMS-CCR
	C4

	CP-070323
	29.332
	0087
	1
	7.6.0
	Rel-7
	Addition of missing references and text corrections
	approved
	F
	7.7.0
	TEI7
	C4

	CP-070434
	29.332
	0088
	3
	7.6.0
	Rel-7
	Multimedia interworking Mn procedures
	approved
	B
	7.7.0
	MIW-IMS
	C4

	CP-070323
	29.332
	0089
	1
	7.6.0
	Rel-7
	Wrong implementation of CP-060401 / C4-060998 (CR 0048r1 29.332 Rel-7)
	approved
	F
	7.7.0
	TEI7
	C4

	CP-070315
	29.332
	0090
	-
	6.8.0
	Rel-6
	RFC 3309 for SCTP checksum
	approved
	F
	6.9.0
	IMS2-Mn
	C4

	CP-070315
	29.332
	0091
	-
	7.6.0
	Rel-7
	RFC 3309 for SCTP checksum
	approved
	A
	7.7.0
	IMS2-Mn
	C4

	CP-070424
	29.814
	0001
	1
	7.0.0
	Rel-7
	Correction of editorial mistake in figure for RTP compression
	approved
	F
	7.1.0
	BSNbIP
	C3

	CP-070425
	29.863
	0007
	1
	7.1.0
	Rel-7
	Removing Editors notes about transport mechanism
	approved
	F
	7.2.0
	MIW-IMS
	C3

	CP-070425
	29.863
	0008
	1
	7.1.0
	Rel-7
	Add conclusion of H.245 terminated in MGCF
	approved
	F
	7.2.0
	MIW-IMS
	C3

	CP-070425
	29.863
	0009
	2
	7.1.0
	Rel-7
	MONA  Media oriented negotiation acceleration
	approved
	B
	7.2.0
	MIW-IMS
	C3

	CP-070425
	29.863
	0010
	1
	7.1.0
	Rel-7
	Early media at CS side
	approved
	F
	7.2.0
	MIW-IMS
	C3

	RP-070397
	30.302
	0001
	-
	7.0.0
	Rel-7
	Some corrections for LCR TDD EUL
	approved
	F
	7.1.0
	LCRTDD-EDCH-L23
	R2

	CP-070304
	31.101
	0037
	5
	7.1.0
	Rel-7
	Introduction of the new High Speed ME-UICC Interface
	revised
	B
	
	HSI
	C6

	CP-070478
	31.101
	0037
	6
	7.1.0
	Rel-7
	Introduction of the new High Speed ME-UICC Interface
	revised
	B
	
	HSI
	C6

	CP-070480
	31.101
	0037
	7
	6.5.1
	Rel-7
	Introduction of the new High Speed ME-UICC Interface
	approved
	B
	7.0.0
	HSI
	C6

	CP-070305
	31.102
	0341
	1
	7.8.0
	Rel-7
	Presentation of additional information in manual selection mode
	approved
	B
	7.9.0
	NSP-CR
	C6

	CP-070292
	31.102
	0348
	2
	6.17.0
	Rel-6
	GBA NAF Keys and MUKs storage policy
	revised
	F
	
	TEI6
	C6

	CP-070464
	31.102
	0348
	3
	6.17.0
	Rel-6
	GBA NAF Keys and MUKs storage policy
	approved
	F
	6.18.0
	TEI6
	C6

	CP-070299
	31.102
	0349
	1
	7.8.0
	Rel-7
	Correction of EF-IMG and EF-IIDF
	approved
	F
	7.9.0
	TEI7
	C6

	CP-070292
	31.102
	0350
	-
	7.8.0
	Rel-7
	GBA NAF Keys and MUKs storage policy
	revised
	A
	
	TEI6
	C6

	CP-070464
	31.102
	0350
	1
	7.8.0
	Rel-7
	GBA NAF Keys and MUKs storage policy
	approved
	A
	7.9.0
	TEI6
	C6

	CP-070294
	31.103
	0044
	1
	6.11.0
	Rel-6
	HTTP-Digest security request
	approved
	F
	6.12.0
	TEI6
	C6

	CP-070294
	31.103
	0045
	1
	7.1.0
	Rel-7
	HTTP-Digest security request
	approved
	A
	7.2.0
	TEI6
	C6

	CP-070291
	31.103
	0046
	1
	5.12.0
	Rel-5
	Correction of coding of home network domain name in EF-DOMAIN
	approved
	F
	5.13.0
	TEI5
	C6

	CP-070291
	31.103
	0047
	-
	6.11.0
	Rel-6
	Correction of coding of home network domain name in EF-DOMAIN
	approved
	A
	6.12.0
	TEI5
	C6

	CP-070291
	31.103
	0048
	-
	7.1.0
	Rel-7
	Correction of coding of home network domain name in EF-DOMAIN
	approved
	A
	7.2.0
	TEI5
	C6

	CP-070293
	31.103
	0049
	-
	6.11.0
	Rel-6
	GBA NAF Keys storage policy
	revised
	F
	
	TEI6
	C6

	CP-070465
	31.103
	0049
	1
	6.11.0
	Rel-6
	GBA NAF Keys storage policy
	approved
	F
	6.12.0
	TEI6
	C6

	CP-070293
	31.103
	0050
	-
	7.1.0
	Rel-7
	GBA NAF Keys storage policy
	revised
	A
	
	TEI6
	C6

	CP-070465
	31.103
	0050
	1
	7.1.0
	Rel-7
	GBA NAF Keys storage policy
	approved
	A
	7.2.0
	TEI6
	C6

	CP-070300
	31.111
	0176
	2
	7.6.0
	Rel-7
	Correction of possible Terminal Responses to the Send SMS command
	approved
	F
	7.7.0
	TEI7
	C6

	CP-070288
	31.111
	0177
	-
	3.13.0
	R99
	Correction of reference to ISO/IEC 7816-3
	approved
	F
	3.14.0
	TEI
	C6

	CP-070289
	31.111
	0178
	-
	4.15.0
	Rel-4
	Correction of reference to ISO/IEC 7816-3
	approved
	F
	4.16.0
	TEI4
	C6

	CP-070289
	31.111
	0179
	-
	5.10.0
	Rel-5
	Correction of reference to ISO/IEC 7816-3
	approved
	A
	5.11.0
	TEI4
	C6

	CP-070300
	31.111
	0181
	2
	7.6.0
	Rel-7
	Correct SEND SHORT MESSAGE missing Frame Identifier
	approved
	F
	7.7.0
	TEI7
	C6

	CP-070300
	31.111
	0184
	-
	7.6.0
	Rel-7
	"Correction for the general results ""SS Return Error"" and ""USSD Return Error"""
	approved
	F
	7.7.0
	TEI7
	C6

	CP-070301
	31.115
	0007
	1
	7.0.0
	Rel-7
	Correction of the reference to ETSI TS 102 225
	approved
	F
	7.1.0
	TEI7
	C6

	CP-070296
	31.116
	0012
	1
	6.8.0
	Rel-7
	Correction of the reference to ETSI TS 102 226
	approved
	F
	7.0.0
	TEI6
	C6

	CP-070297
	31.124
	0127
	2
	6.8.0
	Rel-6
	Essential correction of test case applicability
	approved
	F
	6.9.0
	TEI6
	C6

	CP-070297
	31.124
	0128
	-
	6.8.0
	Rel-6
	Correction of 27.22.4.2 applicability
	approved
	F
	6.9.0
	TEI6
	C6

	CP-070290
	31.124
	0129
	1
	6.8.0
	Rel-6
	Essential correction of test case applicability for 27.22.6.1
	approved
	A
	6.9.0
	TEI6
	C6

	CP-070290
	31.124
	0130
	1
	6.8.0
	Rel-6
	Essential correction on 27.22.8
	approved
	A
	6.9.0
	TEI6
	C6

	CP-070297
	31.124
	0131
	-
	6.8.0
	Rel-6
	Essential correction on 27.22.5.1
	approved
	F
	6.9.0
	TEI6
	C6

	CP-070297
	31.124
	0132
	-
	6.8.0
	Rel-6
	Essential correction on 27.22.4.11.1 sequence. 1.4 B
	approved
	F
	6.9.0
	TEI6
	C6

	CP-070290
	31.124
	0133
	-
	6.8.0
	Rel-6
	Correction of reference to ISO/IEC 7816-3
	approved
	A
	6.9.0
	TEI6
	C6

	CP-070302
	31.130
	0029
	-
	7.5.0
	Rel-7
	Correction of reference to ETSI TS 102 241
	approved
	F
	7.6.0
	TEI7
	C6

	CP-070298
	31.130
	0030
	1
	6.5.0
	Rel-6
	Correction of references to ETSI TS 102 223 and ETSI TS 102 221
	revised
	F
	
	TEI6
	C6

	CP-070466
	31.130
	0030
	2
	6.5.0
	Rel-6
	Correction of references to ETSI TS 102 223 and ETSI TS 102 221
	approved
	F
	6.6.0
	TEI6
	C6

	CP-070298
	31.130
	0031
	1
	7.5.0
	Rel-7
	Correction of references to ETSI TS 102 223 and ETSI TS 102 221
	revised
	A
	
	TEI6
	C6

	CP-070466
	31.130
	0031
	2
	7.5.0
	Rel-7
	Correction of references to ETSI TS 102 223 and ETSI TS 102 221
	approved
	A
	7.6.0
	TEI6
	C6

	CP-070303
	31.133
	0001
	-
	7.0.0
	Rel-7
	Correction of reference to ETSI TS 102 241
	approved
	F
	7.1.0
	TEI7
	C6

	SP-070309
	32.101
	0034
	-
	7.3.1
	Rel-8
	Identify the Interface IRPs and NRM IRPs which are applicable for Itf-P2P
	approved
	B
	8.0.0
	OAM8-NIM
	S5

	SP-070309
	32.102
	0041
	-
	7.1.0
	Rel-8
	Identify the Interface IRPs and NRM IRPs which are applicable for Itf-P2P
	approved
	B
	8.0.0
	OAM8-NIM
	S5

	SP-070269
	32.111-3
	0050
	-
	6.6.0
	Rel-6
	Add missing const defintions of additionalInformation in AlarmIRPNotifications.idl
	approved
	F
	6.7.0
	OAM-NIM
	S5

	SP-070269
	32.111-3
	0051
	-
	7.0.1
	Rel-7
	Add missing const defintions of additionalInformation in AlarmIRPNotifications.idl
	approved
	A
	7.1.0
	OAM-NIM
	S5

	SP-070269
	32.140
	0005a
	-
	6.3.0
	Rel-6
	Remove incorrect dependency
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-070309
	32.150
	0009
	-
	7.2.0
	Rel-8
	Identify the use case of XSD schema
	approved
	B
	8.0.0
	OAM8-NIM
	S5

	SP-070309
	32.150
	0010
	-
	7.2.0
	Rel-8
	Add IOC Property Inheritance and Import definitions
	approved
	B
	8.0.0
	OAM8-NIM
	S5

	SP-070269
	32.172
	0006
	-
	6.3.0
	Rel-6
	Add definition of missing attributes
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-070269
	32.172
	0007
	-
	6.3.0
	Rel-6
	Add missing inheritance definitions
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-070268
	32.250
	0012
	-
	6.6.0
	Rel-6
	Correction on MOC CDRs - Align with ITU ISUP Q.763
	approved
	F
	6.7.0
	CH
	S5

	SP-070268
	32.250
	0013
	-
	7.0.0
	Rel-7
	Correction on MOC CDRs - Align with ITU ISUP Q.763
	approved
	A
	7.1.0
	CH
	S5

	SP-070268
	32.251
	0048
	-
	6.9.0
	Rel-6
	Correction on offline charging trigger conditions
	approved
	F
	6.10.0
	CH
	S5

	SP-070268
	32.251
	0049
	-
	7.3.0
	Rel-7
	Correction on offline charging trigger conditions
	approved
	A
	7.4.0
	CH
	S5

	SP-070268
	32.251
	0050
	-
	6.9.0
	Rel-6
	Correction on FBC basic requirements - Align with TS 23.125
	approved
	F
	6.10.0
	CH
	S5

	SP-070268
	32.251
	0051
	-
	7.3.0
	Rel-7
	Correction on FBC basic requirements - Align with TS 23.203
	approved
	A
	7.4.0
	CH
	S5

	SP-070270
	32.251
	0052
	-
	7.3.0
	Rel-7
	Correction to eG-CDR Charging triggers
	approved
	F
	7.4.0
	PCC-CH
	S5

	SP-070270
	32.251
	0053
	-
	7.3.0
	Rel-7
	Perform envelope reporting in offline CDRs based on requirements from online charging
	approved
	B
	7.4.0
	PCC-CH
	S5

	SP-070270
	32.251
	0054
	-
	7.3.0
	Rel-7
	Several corrections and alignments on Charging and PCC
	approved
	F
	7.4.0
	PCC-CH
	S5

	SP-070270
	32.251
	0055
	-
	7.3.0
	Rel-7
	Correction on Charging characteristics profile when FBC is used - Align with 23.203
	approved
	F
	7.4.0
	PCC-CH
	S5

	SP-070270
	32.251
	0056
	-
	7.3.0
	Rel-7
	Correction to the category of the MSCC AVP - Align with TS 23.203
	approved
	F
	7.4.0
	PCC-CH
	S5

	SP-070270
	32.251
	0057
	-
	7.3.0
	Rel-7
	Correction to the Rule-Base-Name AVP definition - Align with TS 29.212
	approved
	F
	7.4.0
	PCC-CH
	S5

	SP-070273
	32.251
	0058
	-
	7.3.0
	Rel-7
	Clarification on PCC charging principles - Align with TS 23.203
	approved
	F
	7.4.0
	CH7
	S5

	SP-070273
	32.260
	0047
	-
	7.2.0
	Rel-7
	Correction to failure handling procedures for online charging
	approved
	F
	7.3.0
	CH7
	S5

	SP-070272
	32.260
	0048
	-
	7.2.0
	Rel-7
	Correction to call flow for VCC charging for IMS-CS transfer
	approved
	F
	7.3.0
	VCC-CH
	S5

	SP-070272
	32.260
	0049
	-
	7.2.0
	Rel-7
	Add call flows for VCC charging for CS-domain initiation and transfer to IMS
	approved
	B
	7.3.0
	VCC-CH
	S5

	SP-070274
	32.260
	0050
	-
	7.2.0
	Rel-7
	Add Alternate Charged Party Address to AS CDR content.
	approved
	B
	7.3.0
	CH7-IMS-ACP
	S5

	SP-070292
	32.260
	0051
	-
	7.2.0
	Rel-8
	Clarification of unsuccessful re-INVITE and UPDATE
	approved
	B
	8.0.0
	CH8
	S5

	SP-070273
	32.270
	0018
	-
	6.6.0
	Rel-7
	Correction to failure handling procedures for online charging
	approved
	F
	7.0.0
	CH7
	S5

	SP-070275
	32.272
	0023
	-
	7.3.0
	Rel-7
	Add User Participating Type into PoC-information
	approved
	B
	7.4.0
	CH7-PoC
	S5

	SP-070275
	32.272
	0024
	-
	7.3.0
	Rel-7
	Addition of Media Initiator Party.
	approved
	F
	7.4.0
	CH7-PoC
	S5

	SP-070268
	32.298
	0067
	-
	6.7.0
	Rel-6
	Correction on offline charging trigger conditions
	approved
	F
	6.8.0
	CH
	S5

	SP-070268
	32.298
	0068
	-
	7.2.0
	Rel-7
	Correction on offline charging trigger conditions
	approved
	A
	7.3.0
	CH
	S5

	SP-070273
	32.298
	0069
	-
	7.2.0
	Rel-7
	Correction on Early SDP Media Components ASN.1 definition
	approved
	F
	7.3.0
	CH7
	S5

	SP-070270
	32.298
	0070
	-
	7.2.0
	Rel-7
	Correction to eG-CDR Charging triggers
	approved
	F
	7.3.0
	PCC-CH
	S5

	SP-070270
	32.298
	0071
	-
	7.2.0
	Rel-7
	Perform envelope reporting in offline CDRs based on requirements from online charging
	approved
	B
	7.3.0
	PCC-CH
	S5

	SP-070275
	32.298
	0072
	-
	7.2.0
	Rel-7
	Add User Participating Type and Participants Group to PoC CDR and Remove Participants involved from PoC CDR
	approved
	B
	7.3.0
	CH7-PoC
	S5

	SP-070274
	32.298
	0073
	-
	7.2.0
	Rel-7
	Add a new field into the AS-CDR for Alternate Charged Party Offline charging
	approved
	B
	7.3.0
	CH7-IMS-ACP
	S5

	SP-070275
	32.298
	0074
	-
	7.2.0
	Rel-7
	Add Media initiator info for PoC CDR definition
	approved
	F
	7.3.0
	CH7-PoC
	S5

	SP-070268
	32.299
	0177
	-
	6.10.0
	Rel-6
	Correction on Subscription-Id AVP - Align with IETF and Stage 2
	approved
	F
	6.11.0
	CH
	S5

	SP-070268
	32.299
	0178
	-
	7.5.0
	Rel-7
	Correction on Subsciption-Id AVP - Align with IETF and Stage 2
	approved
	A
	7.6.0
	CH
	S5

	SP-070268
	32.299
	0179
	-
	6.10.0
	Rel-6
	Correction on ECUR case - Align with Stage 2
	approved
	F
	6.11.0
	CH
	S5

	SP-070268
	32.299
	0180
	-
	7.5.0
	Rel-7
	Correction on ECUR case - Align with Stage 2
	approved
	A
	7.6.0
	CH
	S5

	SP-070268
	32.299
	0181
	-
	6.10.0
	Rel-6
	Add missing AVP flag rules
	approved
	F
	6.11.0
	CH
	S5

	SP-070268
	32.299
	0182
	-
	7.5.0
	Rel-7
	Add missing AVP flag rules
	approved
	A
	7.6.0
	CH
	S5

	SP-070268
	32.299
	0183
	-
	6.10.0
	Rel-6
	Correct misalignments in the usage of the Trigger-Type AVP
	approved
	F
	6.11.0
	CH
	S5

	SP-070268
	32.299
	0184
	-
	7.5.0
	Rel-7
	Correct misalignments in the usage of the Trigger-Type AVP
	approved
	A
	7.6.0
	CH
	S5

	SP-070270
	32.299
	0185
	-
	7.5.0
	Rel-7
	Perform envelope reporting in offline CDRs based on requirements from online charging
	approved
	B
	7.6.0
	PCC-CH
	S5

	SP-070275
	32.299
	0186
	-
	7.5.0
	Rel-7
	Add User Participating Type and CHANGE_IN_USER_PARTICIPATING_TYPE
	approved
	B
	7.6.0
	CH7-PoC
	S5

	SP-070274
	32.299
	0187
	-
	7.5.0
	Rel-7
	Add Alternate Charged Party AVP for Offline charging
	approved
	B
	7.6.0
	CH7-IMS-ACP
	S5

	SP-070270
	32.299
	0188
	-
	7.5.0
	Rel-7
	Correct the category of the MSCC AVP - Align with 23.203
	approved
	F
	7.6.0
	PCC-CH
	S5

	SP-070270
	32.299
	0189
	-
	7.5.0
	Rel-7
	Correct the Charging-Rule-Base-Name AVP definition - Align with 29.212
	approved
	F
	7.6.0
	PCC-CH
	S5

	SP-070275
	32.299
	0190
	-
	7.5.0
	Rel-7
	Add Media Initiator Party
	approved
	F
	7.6.0
	CH7-PoC
	S5

	SP-070275
	32.299
	0191
	-
	7.5.0
	Rel-7
	Multi-AS covering description enhancement - Add Participant-Group AVP
	approved
	C
	7.6.0
	CH7-PoC
	S5

	SP-070276
	32.392
	0001
	-
	7.0.0
	Rel-7
	Correct the information type of the input parameter
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070276
	32.392
	0002
	-
	7.0.0
	Rel-7
	Add missing mode of operations
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070276
	32.404
	0004
	-
	7.2.0
	Rel-7
	Add rule for subcounter naming of standardised causes without numeric value
	approved
	F
	7.3.0
	OAM7-NIM
	S5

	SP-070278
	32.405
	0026
	-
	7.4.0
	Rel-7
	Add missing measurements related to cell update
	approved
	F
	7.5.0
	OAM7-PM
	S5

	SP-070278
	32.405
	0027
	-
	7.4.0
	Rel-7
	Add missing No Reply cause to HSDPA setup measurements
	approved
	F
	7.5.0
	OAM7-PM
	S5

	SP-070280
	32.405
	0028
	-
	7.4.0
	Rel-7
	Add HSDPA release measurements
	approved
	B
	7.5.0
	OAM7-PM
	S5

	SP-070278
	32.405
	0029
	-
	7.4.0
	Rel-7
	Change the measured object class UtranCell to the new model in TS 32.642
	approved
	F
	7.5.0
	OAM7-PM
	S5

	SP-070279
	32.405
	0030
	-
	7.4.0
	Rel-7
	Add block error rate related measurements
	approved
	B
	7.5.0
	OAM7-PM
	S5

	SP-070278
	32.407
	0001
	-
	7.0.0
	Rel-7
	Corrections of terminology, incorrect character usage and redundant terms.
	approved
	F
	7.1.0
	OAM7-PM
	S5

	SP-070278
	32.407
	0002
	-
	7.0.0
	Rel-7
	Correction of trigger conditions for TDM call related measurements
	approved
	F
	7.1.0
	OAM7-PM
	S5

	SP-070276
	32.407
	0003
	-
	7.0.0
	Rel-7
	Correct the undefined MOC "Trunkgroup"
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070278
	32.407
	0004
	-
	7.0.0
	Rel-7
	Add missing MGW measurements for user plane services, related to call loss
	approved
	F
	7.1.0
	OAM7-PM
	S5

	SP-070276
	32.601
	0005
	-
	7.1.0
	Rel-7
	Add missing NRM IRP reference
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070281
	32.632
	0028
	-
	7.1.0
	Rel-7
	Add BM-SC to the CN NRM
	withdrawn
	B
	
	OAM7-Trace
	S5

	SP-070277
	32.632
	0029
	-
	7.1.0
	Rel-7
	Add the BmScFunction to the CN NRM - Needed for the TraceIRP
	approved
	B
	7.2.0
	OAM7-NIM
	S5

	SP-070277
	32.633
	0020
	-
	7.1.0
	Rel-7
	Add the BmScFunction to the CN NRM - Needed for the TraceIRP - Align with 32.632
	approved
	B
	7.2.0
	OAM7-NIM
	S5

	SP-070277
	32.635
	0022
	-
	7.1.0
	Rel-7
	Add the BmScFunction to the CN NRM - Needed for the TraceIRP - Align with 32.632
	approved
	B
	7.2.0
	OAM7-NIM
	S5

	SP-070282
	32.642
	0039
	-
	7.1.0
	Rel-7
	Add control and configuration of Tower Mounted Amplifiers - Align with RAN3 25.466
	approved
	B
	7.2.0
	RANimp-TMA-OAM
	S5

	SP-070276
	32.642
	0040
	-
	7.1.0
	Rel-7
	Add missing attribute descriptions to the Utran NRM - All attributes visible only over Itf-p2p are marked CO (conditional/ optional)
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070282
	32.643
	0029
	-
	7.1.1
	Rel-7
	Add control and configuration of Tower Mounted Amplifiers - Align with RAN3 25.466
	approved
	B
	7.2.0
	RANimp-TMA-OAM
	S5

	SP-070276
	32.643
	0030
	-
	7.1.1
	Rel-7
	Add missing monitoring of cell neighbourship relations over Itf-p2p - Align with 32.642
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070282
	32.645
	0030
	-
	7.1.1
	Rel-7
	Add control and configuration of Tower Mounted Amplifiers - Align with RAN3 25.466
	approved
	B
	7.2.0
	RANimp-TMA-OAM
	S5

	SP-070276
	32.645
	0031
	-
	7.1.1
	Rel-7
	Add missing monitoring of cell neighbourship relations over Itf-p2p - Align with 32.642
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070269
	32.692
	0006
	-
	6.3.0
	Rel-6
	Delete the duplicated vendorUnitTypeNumber attribute definitions
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-070276
	32.732
	0002
	-
	7.1.0
	Rel-7
	Change in cardinalities of IMS managed functions
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070276
	32.732
	0003
	-
	7.1.0
	Rel-7
	Correct definitions of AsFunctions - Align with 23.002
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070276
	32.732
	0004
	-
	7.1.0
	Rel-7
	Add missing Link_As_Icscf to IMS NRM - Align with 23.002
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070276
	32.733
	0002
	-
	7.1.0
	Rel-7
	Add missing Link_As_Icscf To IMS NRM - Align with TS 23.002
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070276
	32.733
	0003
	-
	7.1.0
	Rel-7
	Correct definitions of AsFunctions - Align with 23.002
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070276
	32.735
	0002
	-
	7.1.0
	Rel-7
	Correct definitions of AsFunctions - Align with 23.002
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070276
	32.735
	0003
	-
	7.1.0
	Rel-7
	Add missing XSD optional containment
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070276
	32.735
	0004
	-
	7.1.0
	Rel-7
	Add missing XSD types - Align with 3GPP2
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070276
	32.735
	0005
	-
	7.1.0
	Rel-7
	Add missing Link_As_Icscf To IMS NRM - Align with 23.002
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070336
	33.102
	0202
	-
	7.1.0
	Rel-7
	Security for PS emergency sessions
	rejected
	B
	
	SEC7
	S3

	SP-070332
	33.107
	0062
	-
	7.5.0
	Rel-8
	NSAPI (Network layer Service Access Point Identifier) optional in IRI
	approved
	B
	8.0.0
	LI8
	S3

	SP-070331
	33.107
	0063
	-
	7.5.0
	Rel-7
	Direct Tunnel LI
	approved
	B
	7.6.0
	LI-7A
	S3

	SP-070332
	33.108
	0090
	-
	7.7.0
	Rel-8
	NSAPI (Network layer Service Access Point Identifier) optional in IRI. ASN.1 version update Rel. 8
	approved
	B
	8.0.0
	LI8
	S3

	SP-070331
	33.108
	0091
	-
	7.7.0
	Rel-7
	Direct Tunnel LI
	approved
	B
	7.8.0
	LI-7A
	S3

	SP-070332
	33.108
	0092
	-
	7.7.0
	Rel-8
	Clarification of Usage of GPRS Terminology and umtsQOS
	approved
	F
	8.0.0
	LI8
	S3

	SP-070330
	33.110
	0006
	-
	7.1.0
	Rel-7
	Addition of reference to GAA Service Type Code
	approved
	F
	7.2.0
	KeyEstUTerm
	S3

	SP-070330
	33.110
	0007
	1
	7.1.0
	Rel-7
	Addition of annex on key establishment UICC-Terminal interface
	approved
	F
	7.2.0
	KeyEstUTerm
	S3

	SP-070330
	33.110
	0009
	1
	7.1.0
	Rel-7
	Addition of key confirmation and various other changes
	approved
	C
	7.2.0
	KeyEstUTerm
	S3

	SP-070329
	33.203
	0106
	1
	7.5.0
	Rel-7
	Correction of several description mistakes
	approved
	D
	7.6.0
	IMS
	S3

	SP-070340
	33.220
	0108
	3
	7.7.0
	Rel-8
	Introduction of temporary identifier for bootstrapping procedure
	approved
	B
	8.0.0
	TEI8
	S3

	SP-070338
	33.220
	0123
	1
	7.7.0
	Rel-7
	Details of HLR – BSF reference point
	approved
	B
	7.8.0
	GAAExt
	S3

	SP-070327
	33.220
	0124
	-
	7.7.0
	Rel-7
	Clarifying the terms 2G and 3G for GBA
	approved
	B
	7.8.0
	2G_GBA
	S3

	SP-070337
	33.220
	0125
	1
	6.12.0
	Rel-6
	GBA NAF Keys storage policy in the UICC
	approved
	F
	6.13.0
	SEC1-SC
	S3

	SP-070337
	33.220
	0126
	1
	7.7.0
	Rel-7
	GBA NAF Keys storage policy in the UICC
	approved
	A
	7.8.0
	SEC1-SC
	S3

	SP-070328
	33.221
	0008
	-
	6.3.0
	Rel-6
	Removal of editors note
	approved
	F
	6.4.0
	GAA
	S3

	SP-070339
	33.234
	0088
	1
	7.4.0
	Rel-7
	Support of IMS emergency call over I-WLAN
	revised
	B
	
	WLAN2
	S3

	SP-070467
	33.234
	0088
	2
	7.4.0
	Rel-7
	Support of IMS emergency call over I-WLAN
	approved
	B
	7.5.0
	WLAN2
	S3

	SP-070339
	33.234
	0089
	2
	7.4.0
	Rel-7
	Support of IMS emergency call over I-WLAN for UICC-less case
	revised
	B
	
	WLAN2
	S3

	SP-070334
	33.246
	0125
	-
	6.10.0
	Rel-6
	Mandating the support of MIKEY-RAND length of 128 bit
	approved
	F
	6.11.0
	MBMS
	S3

	SP-070334
	33.246
	0126
	-
	7.3.0
	Rel-7
	Mandating the support of MIKEY-RAND length of 128 bit
	approved
	A
	7.4.0
	MBMS
	S3

	SP-070334
	33.246
	0127
	-
	6.10.0
	Rel-6
	Adding missing requirements about PDP context and IP address handling for ptp key management
	approved
	F
	6.11.0
	MBMS
	S3

	SP-070334
	33.246
	0128
	-
	7.3.0
	Rel-7
	Adding missing requirements about PDP context and IP address handling for ptp key management
	approved
	A
	7.4.0
	MBMS
	S3

	SP-070334
	33.246
	0129
	-
	6.10.0
	Rel-6
	Adding a missing interworking scenario
	approved
	F
	6.11.0
	MBMS
	S3

	SP-070334
	33.246
	0130
	-
	7.3.0
	Rel-7
	Adding a missing interworking scenario
	approved
	A
	7.4.0
	MBMS
	S3

	SP-070334
	33.246
	0131
	-
	6.10.0
	Rel-6
	Fixed cs_id for MIKEY PRF in case of download key derivation
	approved
	F
	6.11.0
	MBMS
	S3

	SP-070334
	33.246
	0132
	-
	7.3.0
	Rel-7
	Fixed cs_id for MIKEY PRF in case of download key derivation
	approved
	A
	7.4.0
	MBMS
	S3

	SP-070334
	33.246
	0133
	1
	7.3.0
	Rel-7
	Correct the SALT key generation during MSK processing
	approved
	F
	7.4.0
	MBMS
	S3

	SP-070334
	33.246
	0136
	1
	6.10.0
	Rel-6
	GBA NAF Key availability in the UICC
	approved
	F
	6.11.0
	MBMS
	S3

	SP-070334
	33.246
	0137
	1
	7.3.0
	Rel-7
	GBA NAF Key availability in the UICC
	approved
	A
	7.4.0
	MBMS
	S3

	SP-070335
	33.310
	0009
	1
	8.0.0
	Rel-8
	Correction of MCC implementation error for CR0008
	approved
	F
	8.1.0
	NDSAFTLS
	S3

	SP-070327
	33.920
	0002
	-
	7.1.0
	Rel-7
	NAF_ID Encoding
	approved
	F
	7.2.0
	2G GBA
	S3

	SP-070333
	33.980
	0016
	1
	7.4.0
	Rel-7
	Specifying compliance levels
	approved
	F
	7.5.0
	LibSec
	S3

	SP-070333
	33.980
	0017
	-
	7.4.0
	Rel-7
	Clarification of SAML v2.0 description
	approved
	F
	7.5.0
	LibSec
	S3

	RP-070360
	34.108
	0573
	-
	7.0.0
	Rel-7
	Definition of MCCH default message content
	approved
	F
	7.1.0
	MBMS_Test
	R5

	RP-070354
	34.108
	0574
	-
	7.0.0
	Rel-7
	Addition of Additional Dynamic Transport Format Information for CCCH and Additional RACH TFCS for CCCH in SIB5
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-070354
	34.108
	0575
	-
	7.0.0
	Rel-7
	Remove MCC codes 440/441 for Band VI test
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-070350
	34.108
	0576
	-
	7.0.0
	Rel-7
	Modify the Physical channel parameters for HS-DSCH for 1.28 Mcps TDD.
	approved
	F
	7.1.0
	TEI5_Test
	R5

	RP-070357
	34.108
	0577
	-
	7.0.0
	Rel-7
	Modification to RB setup message used for E-DCH test cases
	approved
	F
	7.1.0
	EDCH_Test
	R5

	RP-070357
	34.108
	0578
	-
	7.0.0
	Rel-7
	Correction to RB setup message used for E-DCH RF test cases
	approved
	F
	7.1.0
	EDCH_Test
	R5

	RP-070364
	34.108
	0579
	-
	7.0.0
	Rel-7
	Addition of 7.68 Mcps TDD TX diversity modes to 34.108 (section 6.7)
	approved
	F
	7.1.0
	VHCRTDD-UEConTest
	R5

	RP-070364
	34.108
	0580
	-
	7.0.0
	Rel-7
	Addition of default message contents for RF tests (7.68Mcps TDD)
	approved
	F
	7.1.0
	VHCRTDD-UEConTest
	R5

	RP-070364
	34.108
	0581
	-
	7.0.0
	Rel-7
	Addition of default message contents for signalling tests (7.68Mcps TDD)
	approved
	F
	7.1.0
	VHCRTDD-UEConTest
	R5

	RP-070364
	34.108
	0582
	-
	7.0.0
	Rel-7
	Addition of default system information for 7,68 Mcps TDD to 34.108
	approved
	F
	7.1.0
	VHCRTDD-UEConTest
	R5

	RP-070364
	34.108
	0583
	-
	7.0.0
	Rel-7
	Addition of default system information for 7,68Mcps TDD to 34.108 for SCCPCH configuration with Stand-alone SRB
	approved
	F
	7.1.0
	VHCRTDD-UEConTest
	R5

	RP-070364
	34.108
	0584
	-
	7.0.0
	Rel-7
	Addition of Reference Radio Bearer configurations used in Radio Bearer testing for 7.68 Mcps TDD
	approved
	F
	7.1.0
	VHCRTDD-UEConTest
	R5

	RP-070364
	34.108
	0585
	-
	7.0.0
	Rel-7
	Addition Standard TDD reference test frequencies (7.68 Mcps option) to 34.108
	approved
	F
	7.1.0
	VHCRTDD-UEConTest
	R5

	RP-070363
	34.108
	0586
	-
	7.0.0
	Rel-7
	Introduction of the generic test procedure for MBMS RF/RRM test cases
	approved
	F
	7.1.0
	MBMS-RAN-RF_Test
	R5

	RP-070350
	34.108
	0587
	-
	7.0.0
	Rel-7
	Adding Radio Bearer Configurations for LCR TDD HSDPA
	approved
	F
	7.1.0
	TEI5_Test
	R5

	RP-070344
	34.108
	0588
	-
	7.0.0
	Rel-7
	Clarification of two default values for IE Scrambling code change
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-070356
	34.108
	0589
	-
	7.0.0
	Rel-7
	Editorial corrections in the reference list
	approved
	F
	7.1.0
	TEI7_Test
	R5

	RP-070344
	34.108
	0590
	-
	7.0.0
	Rel-7
	Correction to the list of RAB combinations on DPCH and HS-PDSCH
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-070360
	34.108
	0591
	-
	7.0.0
	Rel-7
	Introduce SIB scheduling and contents for MBMS test
	approved
	F
	7.1.0
	MBMS_Test
	R5

	RP-070360
	34.108
	0592
	-
	7.0.0
	Rel-7
	Update to generic setup procedures and default values for MBMS signalling testing
	approved
	F
	7.1.0
	MBMS_Test
	R5

	RP-070360
	34.108
	0593
	-
	7.0.0
	Rel-7
	Clarification of MBMS test case default behaviour
	approved
	F
	7.1.0
	MBMS_Test
	R5

	RP-070360
	34.108
	0594
	-
	7.0.0
	Rel-7
	Downlink physical channels code allocation for MBMS test
	approved
	F
	7.1.0
	MBMS_Test
	R5

	RP-070354
	34.108
	0595
	-
	7.0.0
	Rel-7
	Changes to inclusion of Start Value in Cell Update Message from Rel-6
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-070354
	34.108
	0596
	-
	7.0.0
	Rel-7
	Addition of Additional Transport Format and TFCS for CCCH on RACH
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-070357
	34.121-1
	0827
	-
	7.4.0
	Rel-7
	Uncertainties for E-TFC restriction test cases 8.4.4.1 and 8.4.4.2.
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070368
	34.121-1
	0828
	-
	7.4.0
	Rel-7
	CR to 34.121-1: Introduction of FDD Band X (Extended UMTS 1.7/2.1 GHz) to Chapter 8
	approved
	F
	7.5.0
	RInImp-UEConTest_UMTS1721Ext
	R5

	RP-070368
	34.121-1
	0829
	-
	7.4.0
	Rel-7
	CR to 34.121-1: Introduction of FDD Band X (Extended UMTS 1.7/2.1 GHz) to Annex F for RRM test cases
	approved
	F
	7.5.0
	RInImp-UEConTest_UMTS1721Ext
	R5

	RP-070344
	34.121-1
	0830
	-
	7.4.0
	Rel-7
	TC 8.3.4  - addition of physical channel reconfiguration message
	approved
	F
	7.5.0
	TEI_Test
	R5

	RP-070356
	34.121-1
	0831
	-
	7.4.0
	Rel-7
	Correction to connection diagram to use for test 9.2.1G
	approved
	F
	7.5.0
	TEI7_Test
	R5

	RP-070354
	34.121-1
	0832
	-
	7.4.0
	Rel-7
	Addition of settings for the serving cell in test case 5.2AA
	approved
	F
	7.5.0
	TEI6_Test
	R5

	RP-070349
	34.121-1
	0833
	-
	7.4.0
	Rel-7
	Adding the AICH power level to TC 7.11
	approved
	F
	7.5.0
	TEI4_Test
	R5

	RP-070350
	34.121-1
	0834
	-
	7.4.0
	Rel-7
	TC 7.8.4 and RRC CONNECTION SETUP message in Annex I
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070357
	34.121-1
	0835
	-
	7.4.0
	Rel-7
	Corrections to test procedure of test case 5.2B
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070357
	34.121-1
	0836
	-
	7.4.0
	Rel-7
	Removing tables C.11.1.1 and C.11.1.2 from Annex C
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070350
	34.121-1
	0837
	-
	7.4.0
	Rel-7
	Clarification to DL DTCH for HSDPA test cases and E-DCH test cases in section 5.
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070363
	34.121-1
	0838
	-
	7.4.0
	Rel-7
	Connection diagram for three cells tests with multipath fading propagation is missing
	approved
	F
	7.5.0
	MBMS-RAN-RF_Test
	R5

	RP-070344
	34.121-1
	0839
	-
	7.4.0
	Rel-7
	Correction to Measurement report message in Annex I for Inter RAT tests
	approved
	F
	7.5.0
	TEI_Test
	R5

	RP-070357
	34.121-1
	0840
	-
	7.4.0
	Rel-7
	Correction to RB setup in 5.2B
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070357
	34.121-1
	0841
	-
	7.4.0
	Rel-7
	Correction to missed down procedure in 10.3.2
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070357
	34.121-1
	0842
	-
	7.4.0
	Rel-7
	Correction of procedure for 10.3.1.1
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070363
	34.121-1
	0843
	-
	7.4.0
	Rel-7
	Correction to the demodulation of MTCH test case
	approved
	F
	7.5.0
	MBMS-RAN-RF_Test
	R5

	RP-070344
	34.121-1
	0844
	-
	7.4.0
	Rel-7
	Applicability change of vibration condition to 34.121-1 test case 5.3
	approved
	F
	7.5.0
	TEI_Test
	R5

	RP-070344
	34.121-1
	0845
	-
	7.4.0
	Rel-7
	Correction to 5.13.1
	approved
	F
	7.5.0
	TEI_Test
	R5

	RP-070350
	34.121-1
	0846
	-
	7.4.0
	Rel-7
	Correction of test parameter 'Available signature Start Index and Available signature End Index' for TC 5.13.4 in TS 34.121-1
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070350
	34.121-1
	0847
	-
	7.4.0
	Rel-7
	Correction to 6.3A
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070349
	34.121-1
	0848
	-
	7.4.0
	Rel-7
	Correction to 7.11
	approved
	F
	7.5.0
	TEI4_Test
	R5

	RP-070350
	34.121-1
	0849
	-
	7.4.0
	Rel-7
	Correction to 7.8.4
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070354
	34.121-1
	0850
	-
	7.4.0
	Rel-7
	UTRA Carrier RSSI relative accuracy
	approved
	F
	7.5.0
	TEI6_Test
	R5

	RP-070363
	34.121-1
	0851
	-
	7.4.0
	Rel-7
	Tc 8.3.6.3 - modification of table 8.3.6.3.1 and addition of SIB11
	approved
	F
	7.5.0
	MBMS-RAN-RF_Test
	R5

	RP-070354
	34.121-1
	0852
	-
	7.4.0
	Rel-7
	Correction to 8.3.8
	approved
	F
	7.5.0
	TEI6_Test
	R5

	RP-070344
	34.121-1
	0853
	-
	7.4.0
	Rel-7
	Correction to Annex K - ' cell configuration mapping' table
	approved
	F
	7.5.0
	TEI_Test
	R5

	RP-070350
	34.121-1
	0854
	-
	7.4.0
	Rel-7
	Correction to 34.121-1 test case for: UE Transitted Power test tolearnces to Annex F
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070354
	34.121-1
	0855
	-
	7.4.0
	Rel-7
	Applicability of DL power tables
	approved
	F
	7.5.0
	TEI6_Test
	R5

	RP-070350
	34.121-1
	0856
	-
	7.4.0
	Rel-7
	Clarification to fading conditions for Enhanced Performance Requirements Type 3 and Transmit Diversity
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070350
	34.121-1
	0857
	-
	7.4.0
	Rel-7
	MAC-d PDU size for UE Categories 7 and above in 9.3
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070354
	34.121-1
	0858
	-
	7.4.0
	Rel-7
	Correction to performance TCs for HS-SCCH detection
	approved
	F
	7.5.0
	TEI6_Test
	R5

	RP-070350
	34.121-1
	0859
	-
	7.4.0
	Rel-7
	CR to 34.121-1:Introduction of test cases for multi-path fading intra-frequency cell identification
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070350
	34.121-1
	0860
	-
	7.4.0
	Rel-7
	CR to 34.121-1:Introduction of test tolerances for multi-path fading intra-frequency cell identification RRM test cases
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070350
	34.121-1
	0861
	-
	7.4.0
	Rel-7
	CR to 34.121-1:Introduction of default message contents for multi-path fading intra-frequency cell identification RRM test cases
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070357
	34.121-1
	0862
	-
	7.4.0
	Rel-7
	Corrections to E-TFCI restriction test cases 8.4.4.1 and 8.4.4.2
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070357
	34.121-1
	0863
	-
	7.4.0
	Rel-7
	Correction to E-DCH Power Setting
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070357
	34.121-1
	0864
	-
	7.4.0
	Rel-7
	Corrections to HSUPA test case 8.4.4.1
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070363
	34.121-1
	0865
	-
	7.4.0
	Rel-7
	Correction to Annex E.5B
	approved
	F
	7.5.0
	MBMS-RAN-RF_Test
	R5

	RP-070350
	34.121-1
	0866
	-
	7.4.0
	Rel-7
	Correction of parameter for TC 5.13.4 in TS 34.121-1
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070350
	34.121-1
	0867
	-
	7.4.0
	Rel-7
	Correction to 34.121-1 test case for: UE transmitted power
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070344
	34.121-1
	0868
	-
	7.4.0
	Rel-7
	TC 8.6.4.1 test 1 and 2 - addition of physical channel reconfiguration messages
	approved
	F
	7.5.0
	TEI_Test
	R5

	RP-070354
	34.121-1
	0869
	-
	7.4.0
	Rel-7
	Corrections to TC 8.6.5.1Correct reporting of neighbours...
	approved
	F
	7.5.0
	TEI6_Test
	R5

	RP-070363
	34.121-1
	0870
	-
	7.4.0
	Rel-7
	Typo correcrion on Tc 8.3.6.3.
	approved
	F
	7.5.0
	MBMS-RAN-RF_Test
	R5

	RP-070357
	34.121-1
	0871
	-
	7.4.0
	Rel-7
	Introduction of Relative Code Domain Power Accuracy for HS-DPCCH and E-DCH
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070357
	34.121-1
	0872
	-
	7.4.0
	Rel-7
	Introduction of Relative Code Domain Error with HS-DPCCH and E-DCH
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070357
	34.121-1
	0873
	-
	7.4.0
	Rel-7
	RLC SDU size for E-DCH test cases in Annex C
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070357
	34.121-1
	0874
	-
	7.4.0
	Rel-7
	Statistical requirements for 8.7.9 UE Transmission Power Headroom
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070363
	34.121-1
	0875
	-
	7.4.0
	Rel-7
	Statistical Requirements for TC 8.3.6.3
	approved
	F
	7.5.0
	MBMS-RAN-RF_Test
	R5

	RP-070363
	34.121-1
	0876
	-
	7.4.0
	Rel-7
	MBMS New test case: Cell Reselection during an MBMS session, one frequency present in neighbour list
	approved
	F
	7.5.0
	MBMS-RAN-RF_Test
	R5

	RP-070357
	34.121-1
	0877
	-
	7.4.0
	Rel-7
	Correction to E-TFC restriction in UE
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070357
	34.121-1
	0878
	-
	7.4.0
	Rel-7
	RLC SDU size for E-DCH test cases
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070357
	34.121-1
	0879
	-
	7.4.0
	Rel-7
	Corrections to HSUPA test case 8.4.4.2
	approved
	F
	7.5.0
	EDCH_Test
	R5

	RP-070344
	34.121-1
	0880
	-
	7.4.0
	Rel-7
	Correction of testcase 8.3.4 for Inter-system Handover from UTRAN FDD to GSM
	approved
	F
	7.5.0
	TEI_Test
	R5

	RP-070344
	34.121-1
	0881
	-
	7.4.0
	Rel-7
	Corrections to RRM test case 8.7.3.A when run in FDD Band V and VI
	approved
	F
	7.5.0
	TEI_Test
	R5

	RP-070344
	34.121-2
	0014
	-
	7.4.0
	Rel-7
	Addition of vibration condition to 34.121-2
	approved
	F
	7.5.0
	TEI_Test
	R5

	RP-070363
	34.121-2
	0015
	-
	7.4.0
	Rel-7
	Correction to title for MBMS RRM TC 8.3.6.3
	approved
	F
	7.5.0
	MBMS-RAN-RF_Test
	R5

	RP-070363
	34.121-2
	0016
	-
	7.4.0
	Rel-7
	Applicability of MBMS New test case: Cell Reselection during an MBMS session, one frequency present in neighbour list
	approved
	F
	7.5.0
	MBMS-RAN-RF_Test
	R5

	RP-070350
	34.121-2
	0017
	-
	7.4.0
	Rel-7
	CR to 34.121-2:Introduction of test cases for multi-path fading intra-frequency cell identification
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070350
	34.121-2
	0018
	-
	7.4.0
	Rel-7
	CR to 34.121-2:Introduction of test case UE Transitted Power (Rel-5 and later)
	approved
	F
	7.5.0
	TEI5_Test
	R5

	RP-070344
	34.121-2
	0019
	-
	7.4.0
	Rel-7
	Addition of informative Annex for FDD/GSM band combinations for Inter-RAT RRM test cases
	approved
	F
	7.5.0
	TEI_Test
	R5

	RP-070366
	34.122
	0251
	-
	7.0.0
	Rel-7
	Addition of E-AGCH demodulation performance tests for 3.84 and 7.68Mcps TDD
	approved
	F
	7.1.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-070364
	34.122
	0252
	-
	7.0.0
	Rel-7
	Addition of Scenario 2C: 3,84 Mcps TDD cell re-selection for 7,68 Mcps TDD UE (section 8 of 34.122)
	approved
	F
	7.1.0
	VHCRTDD-UEConTest
	R5

	RP-070365
	34.122
	0253
	-
	7.0.0
	Rel-7
	MTCH demodulation tests for 3.84 and 7.68Mcps TDD
	approved
	F
	7.1.0
	MBMS-UEConTest_TDH
	R5

	RP-070364
	34.122
	0254
	-
	7.0.0
	Rel-7
	Addition of Scenario 2D: 3,84 Mcps TDD cell re-selection for 7,68 Mcps TDD UE (section 8 of 34.122)
	approved
	F
	7.1.0
	VHCRTDD-UEConTest
	R5

	RP-070344
	34.122
	0255
	-
	7.0.0
	Rel-7
	Correcting the test requirement for 1.28Mcps TDD option
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-070344
	34.122
	0256
	-
	7.0.0
	Rel-7
	Correcting the message content for 1.28Mcps TDD option
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-070344
	34.122
	0257
	-
	7.0.0
	Rel-7
	Correcting the Spectrum emission mask for 1.28Mcps TDD option
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-070360
	34.123-1
	1903
	-
	6.6.0
	Rel-6
	Correction to MBMS Test Case 8.5.3.3
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070344
	34.123-1
	1904
	-
	6.6.0
	Rel-6
	Correction to testcase 8.4.1.42.
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070360
	34.123-1
	1905
	-
	6.6.0
	Rel-6
	Correction to MBMS Test Case 8.5.3.2
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070360
	34.123-1
	1906
	-
	6.6.0
	Rel-6
	Corrections to MBMS RRC test cases
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070350
	34.123-1
	1907
	-
	6.6.0
	Rel-6
	Correction to GCF WI-14 RAB Test Case  14.6.1 and 14.6.1a
	approved
	F
	6.7.0
	TEI5_Test
	R5

	RP-070344
	34.123-1
	1908
	-
	6.6.0
	Rel-6
	Removal of GCF WI-10 Idle Mode Test Case 6.1.2.9
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070344
	34.123-1
	1909
	-
	6.6.0
	Rel-6
	Correction to GCF WI-10 RRC Testcases 8.2.6.38 and 8.4.1.8
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070357
	34.123-1
	1910
	-
	6.6.0
	Rel-6
	Correction of index of absolute grant for max bit rate
	approved
	F
	6.7.0
	EDCH_Test
	R5

	RP-070357
	34.123-1
	1911
	-
	6.6.0
	Rel-6
	Correction to GCF WI-25 HSUPA Testcase 8.2.3.36
	approved
	F
	6.7.0
	EDCH_Test
	R5

	RP-070344
	34.123-1
	1912
	-
	6.6.0
	Rel-6
	Correction to SMS test cases
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070358
	34.123-1
	1913
	-
	6.6.0
	Rel-6
	Correction to GCF WI-25 HSUPA test case 8.3.1.41
	approved
	F
	6.7.0
	EDCH_Test
	R5

	RP-070344
	34.123-1
	1914
	-
	6.6.0
	Rel-6
	Correction to GCF WI-10 RRC test case 8.2.6.37
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070360
	34.123-1
	1915
	-
	6.6.0
	Rel-6
	Editorial corrections to section 8.5 text styles and missing clause
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070367
	34.123-1
	1916
	-
	6.6.0
	Rel-6
	Addition of LCR TDD part of 8.5.1.1
	approved
	F
	6.7.0
	MBMS-UEConTest_SIGTDL
	R5

	RP-070367
	34.123-1
	1917
	-
	6.6.0
	Rel-6
	Addition of LCR TDD part of 8.5.1.4
	approved
	F
	6.7.0
	MBMS-UEConTest_SIGTDL
	R5

	RP-070367
	34.123-1
	1918
	-
	6.6.0
	Rel-6
	Addition of LCR TDD part of 8.5.1.5
	approved
	F
	6.7.0
	MBMS-UEConTest_SIGTDL
	R5

	RP-070367
	34.123-1
	1919
	-
	6.6.0
	Rel-6
	Addition of LCR TDD part of 8.5.1.6
	approved
	F
	6.7.0
	MBMS-UEConTest_SIGTDL
	R5

	RP-070367
	34.123-1
	1920
	-
	6.6.0
	Rel-6
	Addition of LCR TDD part of 8.5.3.4
	approved
	F
	6.7.0
	MBMS-UEConTest_SIGTDL
	R5

	RP-070367
	34.123-1
	1921
	-
	6.6.0
	Rel-6
	Addition of LCR TDD part of 8.5.3.5
	approved
	F
	6.7.0
	MBMS-UEConTest_SIGTDL
	R5

	RP-070367
	34.123-1
	1922
	-
	6.6.0
	Rel-6
	Addition of LCR TDD part of 8.5.3.6
	approved
	F
	6.7.0
	MBMS-UEConTest_SIGTDL
	R5

	RP-070367
	34.123-1
	1923
	-
	6.6.0
	Rel-6
	Addition of LCR TDD part of 8.5.6.1
	approved
	F
	6.7.0
	MBMS-UEConTest_SIGTDL
	R5

	RP-070367
	34.123-1
	1924
	-
	6.6.0
	Rel-6
	Addition of LCR TDD part of 8.5.6.2
	approved
	F
	6.7.0
	MBMS-UEConTest_SIGTDL
	R5

	RP-070367
	34.123-1
	1925
	-
	6.6.0
	Rel-6
	Addition of LCR TDD part of 8.5.6.3
	approved
	F
	6.7.0
	MBMS-UEConTest_SIGTDL
	R5

	RP-070367
	34.123-1
	1926
	-
	6.6.0
	Rel-6
	Addition of LCR TDD part of 8.5.6.5
	approved
	F
	6.7.0
	MBMS-UEConTest_SIGTDL
	R5

	RP-070349
	34.123-1
	1927
	-
	6.6.0
	Rel-6
	Addition of LCR TDD part of 8.4.1.41
	approved
	F
	6.7.0
	TEI4_Test
	R5

	RP-070345
	34.123-1
	1928
	-
	6.6.0
	Rel-6
	Correction to GCF Testcase 8.4.1.25
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070345
	34.123-1
	1929
	-
	6.6.0
	Rel-6
	Correction to GCF WI 10 Inter system cell reselection from UTRAN test case 8.3.9.3
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070350
	34.123-1
	1930
	-
	6.6.0
	Rel-6
	Correction to Generic radio bearer test procedure for standalone AMR RB configurations in 14.1.1a
	approved
	F
	6.7.0
	TEI5_Test
	R5

	RP-070358
	34.123-1
	1931
	-
	6.6.0
	Rel-6
	Correction to GCF WI 25 EDCH RRC test case 8.1.2.17 and 8.1.2.18
	approved
	F
	6.7.0
	EDCH_Test
	R5

	RP-070360
	34.123-1
	1932
	-
	6.6.0
	Rel-6
	"MBMS serving cell reselection" terminology
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070345
	34.123-1
	1933
	-
	6.6.0
	Rel-6
	Correction to GCF WI-010 test case 6.1.2.6
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070345
	34.123-1
	1934
	-
	6.6.0
	Rel-6
	Correction to low priority Radio Bearer Release test cases
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070345
	34.123-1
	1935
	-
	6.6.0
	Rel-6
	Correction to low priority Physical Channel Reconfiguration test case 8.2.6.25
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070356
	34.123-1
	1936
	-
	6.6.0
	Rel-6
	Introduction of FDD Mode Test frequencies for Operating Band X (Extended 1.7/2.1 GHz) in clause 6
	approved
	F
	6.7.0
	TEI7_Test
	R5

	RP-070356
	34.123-1
	1937
	-
	6.6.0
	Rel-6
	Introduction of FDD Mode Test frequencies for Operating Band X (Extended 1.7/2.1 GHz) in clause 8
	approved
	F
	6.7.0
	TEI7_Test
	R5

	RP-070345
	34.123-1
	1938
	-
	6.6.0
	Rel-6
	Correction to TC 6.1.1.7
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070354
	34.123-1
	1939
	-
	6.6.0
	Rel-6
	Correction to TCs 6.1.1.9 and 6.2.1.11
	approved
	F
	6.7.0
	TEI6_Test
	R5

	RP-070350
	34.123-1
	1940
	-
	6.6.0
	Rel-6
	Update of ROHC test cases 7.3.6.8, 7.3.6.9.
	approved
	F
	6.7.0
	TEI5_Test
	R5

	RP-070351
	34.123-1
	1941
	-
	6.6.0
	Rel-6
	Update of ROHC test cases 7.3.6.2, 7.3.6.3, 7.3.6.4, 7.3.6.5 and 7.3.6.10.
	approved
	F
	6.7.0
	TEI5_Test
	R5

	RP-070345
	34.123-1
	1942
	-
	6.6.0
	Rel-6
	Correction to testcase 8.2.6.37
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070364
	34.123-1
	1943
	-
	6.6.0
	Rel-7
	Addition of 7.68Mcps TDD tests to measurement procedure tests
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070364
	34.123-1
	1944
	-
	6.6.0
	Rel-7
	Addition of 7.68Mcps TDD tests to radio bearer establishment tests defined in 8.2.4, 8.2.5, 8.2.6 of 34-123
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070364
	34.123-1
	1945
	-
	6.6.0
	Rel-7
	Addition of 7.68Mcps TDD tests to RRC connection management procedure tests (section 8.1)
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070364
	34.123-1
	1946
	-
	6.6.0
	Rel-7
	Addition of 7.68Mcps TDD tests to RRC connection mobility procedure tests
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070364
	34.123-1
	1947
	-
	6.6.0
	Rel-7
	Addition of MAC-hs transport block size selection test for 7.68Mcps TDD
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070364
	34.123-1
	1948
	-
	6.6.0
	Rel-7
	Addition of radio bearer tests for 7.68Mcps TDD to 34.123-1
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070351
	34.123-1
	1949
	-
	6.6.0
	Rel-6
	Correction of RRC test case 8.4.1.47
	approved
	F
	6.7.0
	TEI5_Test
	R5

	RP-070351
	34.123-1
	1950
	-
	6.6.0
	Rel-6
	Correction to WI 14 HSDPA RRC testcase 8.2.2.42
	approved
	F
	6.7.0
	TEI5_Test
	R5

	RP-070364
	34.123-1
	1951
	-
	6.6.0
	Rel-7
	Addition of 7.68Mcps TDD tests to radio bearer establishment tests defined in 8.2.1, 8.2.2, 8.2.3 of 34-123
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070345
	34.123-1
	1952
	-
	6.6.0
	Rel-6
	Correction to GCF WI-10 RRC Testcase 8.4.1.14
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070349
	34.123-1
	1953
	-
	6.6.0
	Rel-6
	Clarify a test condition to testcase 9.4.7
	approved
	F
	6.7.0
	TEI4_Test
	R5

	RP-070351
	34.123-1
	1954
	-
	6.6.0
	Rel-6
	Modification of  HS-DSCH TB size for LCR TDD
	approved
	F
	6.7.0
	TEI5_Test
	R5

	RP-070358
	34.123-1
	1955
	-
	6.6.0
	Rel-6
	Correction of 8.3.4.10 modifying A12 to A13
	approved
	F
	6.7.0
	EDCH_Test
	R5

	RP-070358
	34.123-1
	1956
	-
	6.6.0
	Rel-6
	Correction to GCF WI 25 EDCH MAC test case 7.1.6.2.2
	approved
	F
	6.7.0
	EDCH_Test
	R5

	RP-070358
	34.123-1
	1957
	-
	6.6.0
	Rel-6
	Correction to testcase 7.1.6.4.3
	approved
	F
	6.7.0
	EDCH_Test
	R5

	RP-070351
	34.123-1
	1958
	-
	6.6.0
	Rel-6
	Correction to GCF WI-14 MAC Test Case 7.1.5.2
	approved
	F
	6.7.0
	TEI5_Test
	R5

	RP-070345
	34.123-1
	1959
	-
	6.6.0
	Rel-6
	Correction to GCF WI 10 RRC test case 8.4.1.42
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070345
	34.123-1
	1960
	-
	6.6.0
	Rel-6
	Correction to Inter-band test case 8.3.2.1a
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070345
	34.123-1
	1961
	-
	6.6.0
	Rel-6
	Correction to test case 8.3.9.1 for FDD II and FDD VIII
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070345
	34.123-1
	1962
	-
	6.6.0
	Rel-6
	Correction to test case 12.4.1.4a
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070345
	34.123-1
	1963
	-
	6.6.0
	Rel-6
	Corrections to Interoperability Radio Bearer Test case  14.4.1
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070345
	34.123-1
	1964
	-
	6.6.0
	Rel-6
	Correction to the RRC testcase 8.3.11.4
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070360
	34.123-1
	1965
	-
	6.6.0
	Rel-6
	Correction to MBMS Test Case 8.5.3.1.
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070360
	34.123-1
	1966
	-
	6.6.0
	Rel-6
	Update of TC 8.5.5.3: MBMS No Counting in CELL_DCH
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070360
	34.123-1
	1967
	-
	6.6.0
	Rel-6
	Update of TC 8.5.5.1: MBMS Counting in Idle Mode
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070360
	34.123-1
	1968
	-
	6.6.0
	Rel-6
	Update of TC 8.5.5.2: MBMS Counting in CELL_FACH
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070360
	34.123-1
	1969
	-
	6.6.0
	Rel-6
	Extension of MBMS test case 8.5.1.8
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070360
	34.123-1
	1970
	-
	6.6.0
	Rel-6
	Update of TC 8.5.5.4: MBMS Counting in CELL_PCH
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070360
	34.123-1
	1971
	-
	6.6.0
	Rel-6
	Addition of new MBMS Test Case 8.5.2.3
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070360
	34.123-1
	1972
	-
	6.6.0
	Rel-6
	Correction to MBMS Test Case 8.5.6.1
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070360
	34.123-1
	1973
	-
	6.6.0
	Rel-6
	Correction to MBMS test case 7.2.4.3
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070345
	34.123-1
	1974
	-
	6.6.0
	Rel-6
	Correction to Inter-band test case 8.3.1.1a
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070345
	34.123-1
	1975
	-
	6.6.0
	Rel-6
	Correction to testcase 8.4.1.2 and 8.4.1.6
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070360
	34.123-1
	1976
	-
	6.6.0
	Rel-6
	Correction to MBMS RLC test case 7.2.4.2
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070361
	34.123-1
	1977
	-
	6.6.0
	Rel-6
	Correction to MBMS NAS test cases
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070361
	34.123-1
	1978
	-
	6.6.0
	Rel-6
	Correction to Generic test procedure for radio bearers on MTCH
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070358
	34.123-1
	1979
	-
	6.6.0
	Rel-6
	Correction to Radio Bearer Establishment Test case 8.2.1.36
	approved
	F
	6.7.0
	EDCH_Test
	R5

	RP-070345
	34.123-1
	1980
	-
	6.6.0
	Rel-6
	Correction to GCF WI 10 RRC test case 8.4.1.24
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070345
	34.123-1
	1981
	-
	6.6.0
	Rel-6
	Correction to GCF WI-10 Inter-RAT test case 6.2.1.6
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070361
	34.123-1
	1982
	-
	6.6.0
	Rel-6
	Correction to clause numbering of MBMS service request test cases
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070354
	34.123-1
	1983
	-
	6.6.0
	Rel-6
	34.123-1 Pointer version 6.7.0
	approved
	F
	6.7.0
	TEI6_Test
	R5

	RP-070358
	34.123-1
	1984
	-
	6.6.0
	Rel-6
	Addition of new E-DCH test case 8.4.1.49 for E-DCH measurement event 1J
	approved
	F
	6.7.0
	EDCH_Test
	R5

	RP-070358
	34.123-1
	1985
	-
	6.6.0
	Rel-6
	Correction to GCF WI 25 EDCH MAC test case 7.1.6.2.1
	approved
	F
	6.7.0
	EDCH_Test
	R5

	RP-070361
	34.123-1
	1986
	-
	6.6.0
	Rel-6
	Addition of new MBMS Test Case 8.5.6.4
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070361
	34.123-1
	1987
	-
	6.6.0
	Rel-6
	Correction to MBMS Test Case 8.5.3.4
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070345
	34.123-1
	1988
	-
	6.6.0
	Rel-6
	Improvement to test case 6.2.2.3
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070345
	34.123-1
	1989
	-
	6.6.0
	Rel-6
	Correction to GCF WI 12 MAC test case 7.1.3.2
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070351
	34.123-1
	1990
	-
	6.6.0
	Rel-6
	Addition of test scenario for Paging for notification of Synchronised BCCH modification in idle mode using BCCH modification time
	approved
	F
	6.7.0
	TEI5_Test
	R5

	RP-070361
	34.123-1
	1991
	-
	6.6.0
	Rel-6
	Addition of new MBMS Test Case 8.5.2.1
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070354
	34.123-1
	1992
	-
	6.6.0
	Rel-6
	Editorial corrections in the reference list
	approved
	F
	6.7.0
	TEI6_Test
	R5

	RP-070354
	34.123-2
	0307
	-
	6.6.0
	Rel-6
	Guidance to TC execution for the HSDPA, EDCH and interband tests
	approved
	F
	6.7.0
	TEI6_Test
	R5

	RP-070346
	34.123-2
	0308
	-
	6.6.0
	Rel-6
	Removal of GCF WI-10 Idle Mode Test Case 6.1.2.9
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070361
	34.123-2
	0309
	-
	6.6.0
	Rel-6
	Renaming of MBMS test case 8.5.1.8
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070346
	34.123-2
	0310
	-
	6.6.0
	Rel-6
	Correction to the description of PICS pc_AT_SupportToInit_PS_Call
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070351
	34.123-2
	0311
	-
	6.6.0
	Rel-6
	Editorial correction to pics names used in Table A.18f.1
	approved
	F
	6.7.0
	TEI5_Test
	R5

	RP-070354
	34.123-2
	0312
	-
	6.6.0
	Rel-6
	34.123-2 Pointer version 6.7.0
	approved
	F
	6.7.0
	TEI6_Test
	R5

	RP-070364
	34.123-2
	0313
	-
	6.6.0
	Rel-7
	Addition of 7.68Mcps TDD tests to recommended test case applicability statement
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070346
	34.123-2
	0314
	-
	6.6.0
	Rel-6
	Correction to Table 1 : Applicablity of tests
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070354
	34.123-2
	0315
	-
	6.6.0
	Rel-6
	Editorial corrections in the reference list
	approved
	F
	6.7.0
	TEI6_Test
	R5

	RP-070346
	34.123-2
	0316
	-
	6.6.0
	Rel-6
	Addition of informative Annex for FDD/GSM band combinations for Inter-band and Inter-RAT signalling test cases
	approved
	F
	6.7.0
	TEI_Test
	R5

	RP-070361
	34.123-2
	0317
	-
	6.6.0
	Rel-6
	Addition of applicability for new MBMS test cases and Correction MBMS clause numbers
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070358
	34.123-2
	0318
	-
	6.6.0
	Rel-6
	Applicability for new E-DCH test case 8.4.1.49 for measurement event 1J
	approved
	F
	6.7.0
	EDCH_Test
	R5

	RP-070351
	34.123-2
	0319
	-
	6.6.0
	Rel-6
	Applicability table for addition of new test cases for modification of BCCH in Paging type 1 using BCCH modification time
	approved
	F
	6.7.0
	TEI5_Test
	R5

	RP-070361
	34.123-2
	0320
	-
	6.6.0
	Rel-6
	Addition of applicability for new MBMS test case 8.5.2.1
	approved
	F
	6.7.0
	MBMS_Test
	R5

	RP-070359
	34.123-3
	2001
	-
	6.2.0
	Rel-6
	Addition of GCF WI 25 test case 8.3.4.10 to HSU_ENH_r6 ATS V6.1.0.
	approved
	B
	6.3.0
	EDCH_Test
	R5

	RP-070359
	34.123-3
	2002
	-
	6.2.0
	Rel-6
	Addition of RRC test case 8.2.6.54 to HSD_ENH_r5 ATS V6.1.0
	approved
	B
	6.3.0
	EDCH_Test
	R5

	RP-070359
	34.123-3
	2003
	-
	6.2.0
	Rel-6
	Addition of GCF WI-25 EDCH test case 8.2.2.48
	approved
	B
	6.3.0
	EDCH_Test
	R5

	RP-070359
	34.123-3
	2004
	-
	6.2.0
	Rel-6
	Addition of GCF WI-25 EDCH test case 8.2.6.51
	approved
	B
	6.3.0
	EDCH_Test
	R5

	RP-070359
	34.123-3
	2005
	-
	6.2.0
	Rel-6
	Addition of E-DCH test case 7.1.6.2.2 to HSUPA ATS v6.1.0
	approved
	B
	6.3.0
	EDCH_Test
	R5

	RP-070347
	34.123-3
	2006
	-
	6.2.0
	Rel-6
	Addition of GCF WI-047 test case 8.4.1.25A to RRC ATS.
	approved
	B
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2007
	-
	6.2.0
	Rel-6
	Addition of GCF WI-047 test case 8.4.1.2B to RRC ATS.
	approved
	B
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2008
	-
	6.2.0
	Rel-6
	Addition of GCF WI-047 test case 8.2.1.34a to RRC ATS.
	approved
	B
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2009
	-
	6.2.0
	Rel-6
	Addition of GCF WI-047 test case 8.2.1.24a to RRC ATS.
	approved
	B
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2010
	-
	6.2.0
	Rel-6
	Addition of GCF WI-047 test case 6.1.2.10a to HSDPA ATS.
	approved
	B
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2011
	-
	6.2.0
	Rel-6
	Addition of GCF WI-047 test case 8.1.2.10a to RRC ATS.
	approved
	B
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2012
	-
	6.2.0
	Rel-6
	Addition of GCF WI-047 test case 6.1.2.1a to RRC ATS.
	approved
	B
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2013
	-
	6.2.0
	Rel-6
	Addition of GCF WI10 RRC test case 8.4.1.42 to RRC ATS v6.1.0
	approved
	B
	6.3.0
	TEI_Test
	R5

	RP-070352
	34.123-3
	2014
	-
	6.2.0
	Rel-6
	Addition of WB-AMR RAB test case 14.6.8 to HSD_ENH_r5 ATS V6.1.0
	approved
	B
	6.3.0
	TEI5_Test
	R5

	RP-070352
	34.123-3
	2015
	-
	6.2.0
	Rel-6
	Addition of WB-AMR RAB test case 14.2.62 to HSD_ENH_r5 ATS V6.1.0
	approved
	B
	6.3.0
	TEI5_Test
	R5

	RP-070359
	34.123-3
	2016
	-
	6.2.0
	Rel-6
	Summary of regression errors in 07wk08 HSUPA ATS
	approved
	F
	6.3.0
	EDCH_Test
	R5

	RP-070359
	34.123-3
	2017
	-
	6.2.0
	Rel-6
	Correction to  E-DCH testcases using rv0
	approved
	F
	6.3.0
	EDCH_Test
	R5

	RP-070359
	34.123-3
	2018
	-
	6.2.0
	Rel-6
	Correction to approved 8.3.1.41 test case
	approved
	F
	6.3.0
	EDCH_Test
	R5

	RP-070359
	34.123-3
	2019
	-
	6.2.0
	Rel-6
	Correction to  test steps ts_InitVariablesHSU & ts_SS_RelDPCH_E_HS
	approved
	F
	6.3.0
	EDCH_Test
	R5

	RP-070359
	34.123-3
	2020
	-
	6.2.0
	Rel-6
	Correction to  E-DCH testcases 7.1.6.4.3
	approved
	F
	6.3.0
	EDCH_Test
	R5

	RP-070359
	34.123-3
	2021
	-
	6.2.0
	Rel-6
	Correction to GCF WI-25 test case 7.1.6.2.2
	approved
	F
	6.3.0
	EDCH_Test
	R5

	RP-070359
	34.123-3
	2022
	-
	6.2.0
	Rel-6
	Correction to  E-DCH testcases 8.2.2.46 & 8.2.3.36
	approved
	F
	6.3.0
	EDCH_Test
	R5

	RP-070347
	34.123-3
	2023
	-
	6.2.0
	Rel-6
	Correction to GCF WI-10 NAS Test Case 12.4.1.4a
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2024
	-
	6.2.0
	Rel-6
	Correction to GCF WI-10 Test Cases 9.4.5.4.1, 6.1.2.9a and 6.1.2.9b
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2025
	-
	6.2.0
	Rel-6
	Summary of regression errors in wk11 ATS
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2026
	-
	6.2.0
	Rel-6
	Summary of regression errors in wk08 ATS
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2027
	-
	6.2.0
	Rel-6
	Correction to GCF WI-10 RRC Test Case 12.9.6 , 12.4.2.4 , 12.2.1.4.1
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2028
	-
	6.2.0
	Rel-6
	Summary of Regression Errors in wk08 ATSs
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2029
	-
	6.2.0
	Rel-6
	Improvement on Guard Timer Timeout Handling
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2030
	-
	6.2.0
	Rel-6
	Summary of Regression errors in wk 11 IR_U ATS
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2031
	-
	6.2.0
	Rel-6
	Correction to GCF WI-10 NAS test case 9.4.2.2 Procedure 2
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2032
	-
	6.2.0
	Rel-6
	Correction to  RRC testcase 8.4.1.8 & 8.4.1.28
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2033
	-
	6.2.0
	Rel-6
	Correction to  RRC testcase 8.4.1.2 & 8.4.1.6
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2034
	-
	6.2.0
	Rel-6
	Removal of pc_MS_ClsmkFreqCap
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2035
	-
	6.2.0
	Rel-6
	Summary of regression errors in 07wk03 IRAT ATSs
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2036
	-
	6.2.0
	Rel-6
	Alignment of TTCN implementation of default radio configurations
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2037
	-
	6.2.0
	Rel-6
	Corrections to AGPS test cases 17.2.x (GCF WI-015)
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2038
	-
	6.2.0
	Rel-6
	Correction to RAB Test cases 14.4.2.1 and 14.4.2a.1
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2039
	-
	6.2.0
	Rel-6
	Correction to MRAT Idle mode testcases 6.2.1.1 and 6.2.1.6
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2040
	-
	6.2.0
	Rel-6
	Further correction to QOS checking for UE not support AT commands to start MO PS call
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2041
	-
	6.2.0
	Rel-6
	Rel-6 baseline upgrade
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2042
	-
	6.2.0
	Rel-6
	Summary of regression errors in wk11 ATS
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2043
	-
	6.2.0
	Rel-6
	Summary of regression errors in the wk08 HSDPA InterRAT ATS
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2044
	-
	6.2.0
	Rel-6
	Correction to GCF WI-10 Idle Mode test case 6.1.1.7
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2045
	-
	6.2.0
	Rel-6
	Correction to GCF WI-10 NAS Test Case 12.2.1.6 Proc 1 and 2
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2046
	-
	6.2.0
	Rel-6
	Correction to GCF WI-10 SMS Test Case 16.2.1
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2047
	-
	6.2.0
	Rel-6
	Corrections to the GCF WI-010 P4 test case 8.2.6.37
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070352
	34.123-3
	2048
	-
	6.2.0
	Rel-6
	Correction to  UM constraints used with type CRLC_Config_Req
	approved
	F
	6.3.0
	TEI5_Test
	R5

	RP-070352
	34.123-3
	2049
	-
	6.2.0
	Rel-6
	Summary of regression errors in wk-11 MAC ATS
	approved
	F
	6.3.0
	TEI5_Test
	R5

	RP-070352
	34.123-3
	2050
	-
	6.2.0
	Rel-6
	Correction to approved 8.2.6.39a and 8.2.6.39b test cases
	approved
	F
	6.3.0
	TEI5_Test
	R5

	RP-070352
	34.123-3
	2051
	-
	6.2.0
	Rel-6
	Correction to WB-AMR RAB test cases 14.2.62,14.2.4b and 14.6.8
	approved
	F
	6.3.0
	TEI5_Test
	R5

	RP-070352
	34.123-3
	2052
	-
	6.2.0
	Rel-6
	Correction of approved GCF WI14 test case 8.3.7.14.
	approved
	F
	6.3.0
	TEI5_Test
	R5

	RP-070352
	34.123-3
	2053
	-
	6.2.0
	Rel-6
	Corrections to WB-AMR RAB test cases 14.2.4b and 14.2.62
	approved
	F
	6.3.0
	TEI5_Test
	R5

	RP-070348
	34.123-3
	2054
	-
	6.2.0
	Rel-6
	Correction to GCF WI-10 NAS Test Case 12.8
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2055
	-
	6.2.0
	Rel-6
	Correction to GCF WI-10 RRC test case 8.2.6.8
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070359
	34.123-3
	2056
	-
	6.2.0
	Rel-6
	Correction to GCF WI-25 test case 7.1.6.2.2
	approved
	F
	6.3.0
	EDCH_Test
	R5

	RP-070348
	34.123-3
	2057
	-
	6.2.0
	Rel-6
	Correction to GCF WI-10 Test Case 8.2.6.37 , 8.2.6.38
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2058
	-
	6.2.0
	Rel-6
	Addition of GCF WI-047 test case 8.4.1.24A to RRC ATS.
	approved
	B
	6.3.0
	TEI_Test
	R5

	RP-070348
	34.123-3
	2059
	-
	6.2.0
	Rel-6
	Correction to GCF WI-10 Idle Mode Test Case 6.1.2.6
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070347
	34.123-3
	2060
	-
	6.2.0
	Rel-6
	Addition of GCF WI-047 test case 8.2.6.37b to RRC ATS
	approved
	B
	6.3.0
	TEI_Test
	R5

	RP-070359
	34.123-3
	2061
	-
	6.2.0
	Rel-6
	Correction to approved 7.1.6.4.3 test case
	approved
	F
	6.3.0
	EDCH_Test
	R5

	RP-070352
	34.123-3
	2062
	-
	6.2.0
	Rel-6
	Corrections to GCF WI-13 and WI-14 WB-AMR Test Cases 14.2.4b,14.2.62 and 14.6.8
	approved
	F
	6.3.0
	TEI5_Test
	R5

	RP-070355
	34.123-3
	2063
	-
	6.2.0
	Rel-6
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	6.3.0
	TEI5_Test
	R5

	RP-070358
	34.123-3
	2064
	-
	6.2.0
	Rel-6
	ASP enhancement for configuration of stand-alone UL-DPCH
	approved
	F
	6.3.0
	EDCH_Test
	R5

	RP-070346
	34.123-3
	2065
	-
	6.2.0
	Rel-6
	Documentation of TSO and recovering errorneously removed IE in ASP
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070361
	34.123-3
	2067
	-
	6.2.0
	Rel-6
	Allocation of channel Id for MBMS test
	approved
	F
	6.3.0
	MBMS_Test
	R5

	RP-070346
	34.123-3
	2068
	-
	6.2.0
	Rel-6
	Guideline on MCC setting for the Primary band cell
	approved
	F
	6.3.0
	TEI_Test
	R5

	RP-070354
	34.171
	0013
	-
	6.5.0
	Rel-6
	Change to Pass/Fail criteria for Moving Scenario test case 5.6
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-070362
	34.229-1
	0060
	-
	6.1.0
	Rel-6
	Usage of comp=sigcomp parameter in IMS TC 13.4
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070362
	34.229-1
	0061
	-
	6.1.0
	Rel-6
	IMS TC 7.1: Additional option for coding the IPv4 address in PCO IE
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070362
	34.229-1
	0062
	-
	6.1.0
	Rel-6
	Clarification on Require header in the UPDATE message for MT SigComp TC
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070362
	34.229-1
	0063
	-
	6.1.0
	Rel-6
	Splitting MO Call TC 12.1 to Rel-5 and Rel-6 variants
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070362
	34.229-1
	0064
	-
	6.1.0
	Rel-6
	Corrections and updates to TC 12.6
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070362
	34.229-1
	0065
	-
	6.1.0
	Rel-6
	Corrections and updates to TC 12.7
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070362
	34.229-1
	0066
	-
	6.1.0
	Rel-6
	Corrections and updates to TC 12.8
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070362
	34.229-1
	0067
	-
	6.1.0
	Rel-6
	New TC MO Call (no resource reservation, preconditions used)
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070362
	34.229-1
	0068
	-
	6.1.0
	Rel-6
	New TC MT Call (no resource reservation, preconditions used)
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070362
	34.229-1
	0069
	-
	6.1.0
	Rel-6
	Clarification of test case purpose for TC 8.7
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070362
	34.229-2
	0010
	-
	6.1.0
	Rel-6
	Applicability of IMS TC 13.4
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070362
	34.229-2
	0011
	-
	6.1.0
	Rel-6
	Coding options for the IPv4 address in PCO IE
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070362
	34.229-2
	0013
	-
	6.1.0
	Rel-6
	Applicability of Call Control TCs
	approved
	F
	6.2.0
	IMS2_CCR_Test
	R5

	RP-070352
	34.229-3
	0001
	-
	5.0.0
	Rel-5
	Addition of IMS-CC test case 8.6 to IMS_CC ATS V1.3.0
	approved
	B
	5.1.0
	TEI5_Test
	R5

	RP-070353
	34.229-3
	0002
	-
	5.0.0
	Rel-5
	CR to 34.229-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.229-3 (prose), Annex A
	approved
	F
	5.1.0
	TEI5_Test
	R5

	RP-070351
	34.902
	0003
	-
	5.1.0
	Rel-5
	CR to 34.902:Introduction of test cases for multi-path fading intra-frequency cell identification
	approved
	F
	5.2.0
	TEI5_Test
	R5

	RP-070399
	36.300
	0001
	1
	8.0.0
	Rel-8
	Changes to management-, handover-, paging- and NAS functions, node- synchronization, X2 UP protocol stack, X2 inter cell load management, IP fragmentation, intra-LTE HO, and TA
	approved
	F
	8.1.0
	LTE-interfaces
	R2

	RP-070399
	36.300
	0002
	-
	8.0.0
	Rel-8
	Update on Mobility, Security, Random Access Procedure, etc…
	revised
	C
	
	LTE-L23
	R2

	RP-070494
	36.300
	0002
	1
	8.0.0
	Rel-8
	Update on Mobility, Security, Random Access Procedure, etcà
	noted
	C
	
	LTE-L23
	R2

	RP-070494
	36.300
	0002
	1
	8.0.0
	Rel-8
	Update on Mobility, Security, Random Access Procedure, etcà
	approved
	C
	8.1.0
	LTE-L23
	R2

	RP-070399
	36.300
	0003
	-
	8.0.0
	Rel-8
	Update on MBMS
	approved
	C
	8.1.0
	LTE-L23
	R2

	SP-070344
	41.101
	0025
	-
	6.8.0
	Rel-6
	Corrections to list of Specs
	approved
	F
	6.9.0
	TEI6
	SP

	CP-070376
	43.068
	0129
	2
	7.7.0
	Rel-7
	Retry of the VGCS Assignment procedure
	approved
	B
	7.8.0
	EVGCS
	C1

	CP-070376
	43.068
	0130
	2
	8.0.0
	Rel-8
	Retry of the VGCS Assignment procedure
	approved
	A
	8.1.0
	EVGCS
	C1

	CP-070376
	43.068
	0131
	1
	7.7.0
	Rel-7
	TCRT: Silent (re-)joining dipatcher, immediately talking dispatcher
	approved
	C
	7.8.0
	EVGCS
	C1

	CP-070376
	43.068
	0132
	1
	8.0.0
	Rel-8
	TCRT: Silent (re-)joining dipatcher, immediately talking dispatcher
	approved
	A
	8.1.0
	EVGCS
	C1

	CP-070371
	43.068
	0133
	-
	8.0.0
	Rel-8
	TCRT: Definition of BSSAP procedure for release of VGCS call controlling connections
	approved
	A
	8.1.0
	TEI6
	C1

	CP-070387
	43.068
	0134
	-
	8.0.0
	Rel-8
	Alignment of SDLs with condition for successful call setup 
	approved
	A
	8.1.0
	TEI7
	C1

	CP-070387
	43.068
	0135
	-
	8.0.0
	Rel-8
	Correction of condition for cell specific speech version
	approved
	A
	8.1.0
	TEI7
	C1

	CP-070394
	43.068
	0136
	-
	8.0.0
	Rel-8
	Correction of place of message flows for EVA
	approved
	D
	8.1.0
	EVA
	C1

	CP-070394
	43.068
	0138
	3
	8.0.0
	Rel-8
	Talker channel parameter
	approved
	C
	8.1.0
	EVA
	C1

	CP-070394
	43.068
	0140
	3
	8.0.0
	Rel-8
	TCRT: Distribution of time-critical application data by BSC to its broadcast area
	approved
	B
	8.1.0
	EVA
	C1

	CP-070387
	43.069
	0101
	2
	7.5.0
	Rel-7
	Alignment between VBS and VGCS call establishment
	approved
	F
	7.6.0
	TEI7
	C1

	CP-070387
	43.069
	0105
	2
	7.5.0
	Rel-7
	Retry of the VBS Assignment procedure
	approved
	B
	7.6.0
	TEI7
	C1

	CP-070290
	51.010-4
	0037
	-
	4.4.0
	Rel-4
	Correction of reference to ISO/IEC 7816-3
	approved
	F
	4.5.0
	TEI4
	C6

	CP-070290
	51.010-4
	0038
	1
	4.4.0
	Rel-4
	Essential correction of test case applicability for 27.22.6.1
	approved
	F
	4.5.0
	TEI4
	C6

	CP-070290
	51.010-4
	0039
	1
	4.4.0
	Rel-4
	Essential correction on 27.22.8
	approved
	F
	4.5.0
	TEI4
	C6
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