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	1st Modified Section


6.3.3
PSService
6.3.3.1
Definition

In this management context:

· a)
This class represents a PS service (see 3GPP TS 23.008 [7]) provided by a service provider 

· b)
This class contains the valid parameters that define the PS service from subscription point of view. 

6.3.3.2
Attributes

Attributes of PSService
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	pSServiceId
	+
	M
	M
	-

	networkAccessMode
	+
	M
	M
	M

	basicMSISDNIndicator
	+
	O
	M
	M

	mSISDNAlertIndicator
	+
	O
	M
	M

	subscriptionRestriction
	+
	O
	M
	M

	rSZIlists
	+
	O
	M
	M

	lSAIdentity
	+
	O
	M
	M

	lSAPriority
	+
	O
	M
	M

	lSAPreferentialAccessIndicator
	+
	O
	M
	M

	lSAActiveModeSupportIndicator
	+
	O
	M
	M

	lSAOnlyAccessIndicator
	+
	O
	M
	M

	lSAActiveModeIndicator
	+
	O
	M
	M

	vPLMNIdentifier
	+
	O
	M
	M

	accessRestrictionData
	+
	O
	M
	M

	privacyExceptionList
	+
	O
	M
	M

	gMLCNumbers
	+
	O
	M
	M

	mOLRList
	+
	O
	M
	M

	serviceTypes
	+
	O
	M
	M

	gGSNNumber
	+
	O
	M
	M

	provisionofTeleservice
	+
	O
	M
	M

	transferofSMoption
	+
	M
	M
	M

	subscriberStatus
	+
	M
	M
	M

	barringofPacketOrientedServices
	+
	O
	M
	M

	pDPType
	+
	O
	M
	M

	pDPAddress
	+
	O
	M
	M

	accessPointName
	+
	O
	M
	M

	vPLMNAddressAllowed
	+
	O
	M
	M

	qualityofServiceSubscribed
	+
	O
	M
	M

	pDPContextChargingCharacteristics
	+
	O
	M
	M

	gPRSCAMELSubscriptionInformationGPRSCSI
	+
	O
	M
	M

	mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	+
	O
	M
	M

	mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	+
	O
	M
	M

	mOSMSCSISGSNNegotiatedCAMELCapabilityHandling
	+
	O
	M
	M

	mTSMSCSISGSNNegotiatedCAMELCapabilityHandling
	+
	O
	M
	M

	mobilityManagementforGPRSeventnotificationMGCSI
	+
	O
	M
	M

	mGCSINegotiatedCAMELCapabilityHandling
	+
	O
	M
	M

	gsmSCFaddressforCSI
	+
	O
	M
	M

	subscribedChargingCharacteristics
	+
	O
	M
	M

	w-APN
	+
	O
	M
	M

	listofauthorizedvisitednetworkidentifiers
	+
	O
	M
	M

	wLANUERemoteIPaddress
	+
	O
	M
	M

	wLANAccess
	+
	O
	M
	M

	wLANTunnelling
	+
	O
	M
	M

	wLANDirectIPAccess
	+
	O
	M
	M

	wAPNAuthorised
	+
	O
	M
	M

	w-APNBarringType
	+
	O
	M
	M

	w-APNChargingData
	+
	O
	M
	M

	wLANUERemoteIPAddress
	+
	O
	M
	M

	accessIndependenceFlag
	+
	O
	M
	M

	i-WLANAccessType
	+
	O
	M
	M

	chargingData
	+
	O
	M
	M

	chargingCharacteristics
	+
	O
	M
	M

	primaryOCSChargingFunctionName
	+
	O
	M
	M

	secondaryOCSChargingFunctionName
	+
	O
	M
	M

	primaryChargingCollectionFunctionName
	+
	O
	M
	M

	secondaryChargingCollectionFunctionName
	+
	O
	M
	M


6.3.3.3
Attribute constraints

The optional attributes shall be supported for the following criteria: The NE supports the parameter (See TS 23.008 [7]).
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6.3.7
PSSubscribedService
6.3.7.1
Definition

In this management context:

· a)
This class represents subscription to a PS service (see 3GPP TS 23.008 [7]) for a subscriber.  The entire set of PS subscribed services owned by a subscriber constitutes the subscriber’s Subscribed Services Profile for PS services.  

· b)
This class contains the agreed (between the Subscriber and the Service Provider) parameter settings for a PS service that a Subscriber subscribes to. 

6.3.7.2
Attributes

Attributes of PSSubscribedService
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	pSSubscribedServiceId
	+
	M
	M
	-

	networkAccessMode
	+
	M
	M
	M

	basicMSISDNIndicator
	+
	O
	M
	M

	mSISDNAlertIndicator
	+
	O
	M
	M

	subscriptionRestriction
	+
	O
	M
	M

	rSZIlists
	+
	O
	M
	M

	lSAIdentity
	+
	O
	M
	M

	lSAPriority
	+
	O
	M
	M

	lSAPreferentialAccessIndicator
	+
	O
	M
	M

	lSAActiveModeSupportIndicator
	+
	O
	M
	M

	lSAOnlyAccessIndicator
	+
	O
	M
	M

	lSAActiveModeIndicator
	+
	O
	M
	M

	vPLMNIdentifier
	+
	O
	M
	M

	accessRestrictionData
	+
	O
	M
	M

	privacyExceptionList
	+
	O
	M
	M

	gMLCNumbers
	+
	O
	M
	M

	mOLRList
	+
	O
	M
	M

	serviceTypes
	+
	O
	M
	M

	gGSNNumber
	+
	O
	M
	M

	provisionofTeleservice
	+
	O
	M
	M

	transferofSMoption
	+
	M
	M
	M

	subscriberStatus
	+
	M
	M
	M

	barringofPacketOrientedServices
	+
	O
	M
	M

	pDPType
	+
	O
	M
	M

	pDPAddress
	+
	O
	M
	M

	accessPointName
	+
	O
	M
	M

	vPLMNAddressAllowed
	+
	O
	M
	M

	qualityofServiceSubscribed
	+
	O
	M
	M

	pDPContextChargingCharacteristics
	+
	O
	M
	M

	gPRSCAMELSubscriptionInformationGPRSCSI
	+
	O
	M
	M

	mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	+
	O
	M
	M

	mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	+
	O
	M
	M

	mOSMSCSISGSNNegotiatedCAMELCapabilityHandling
	+
	O
	M
	M

	mTSMSCSISGSNNegotiatedCAMELCapabilityHandling
	+
	O
	M
	M

	mobilityManagementforGPRSeventnotificationMGCSI
	+
	O
	M
	M

	mGCSINegotiatedCAMELCapabilityHandling
	+
	O
	M
	M

	gsmSCFaddressforCSI
	+
	O
	M
	M

	subscribedChargingCharacteristics
	+
	O
	M
	M

	w-APN
	+
	O
	M
	M

	listofauthorizedvisitednetworkidentifiers
	+
	O
	M
	M

	wLANUERemoteIPaddress
	+
	O
	M
	M

	wLANAccess
	+
	O
	M
	M

	wLANTunnelling
	+
	O
	M
	M

	wLANDirectIPAccess
	+
	O
	M
	M

	wAPNAuthorised
	+
	O
	M
	M

	w-APNBarringType
	+
	O
	M
	M

	w-APNChargingData
	+
	O
	M
	M

	wLANUERemoteIPAddress
	+
	O
	M
	M

	accessIndependenceFlag
	+
	O
	M
	M

	i-WLANAccessType
	+
	O
	M
	M

	chargingData
	+
	O
	M
	M

	chargingCharacteristics
	+
	O
	M
	M

	primaryOCSChargingFunctionName
	+
	O
	M
	M

	secondaryOCSChargingFunctionName
	+
	O
	M
	M

	primaryChargingCollectionFunctionName
	+
	O
	M
	M

	secondaryChargingCollectionFunctionName
	+
	O
	M
	M


6.3.7.3
Attribute constraints

The optional attributes shall be supported for the following criteria: The NE supports the parameter (see TS 23.008 [7]).
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6.3.13
PSServiceProfile
6.3.13.1
Definition

In this management context:

a)
This class represents for a subscribed PS service (see 3GPP TS 23.008 [7]) the service preferences and settings chosen for a user. 
6.3.13.2 Attributes
Attributes of PSServiceProfile
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	pSServiceProfileId
	+
	M
	M
	O

	networkAccessMode
	+
	M
	M
	M

	basicMSISDNIndicator
	+
	O
	M
	M

	mSISDNAlertIndicator
	+
	O
	M
	M

	vLRNumber
	+
	M
	M
	-

	mSCNumber
	+
	M
	M
	-

	subscriptionRestriction
	+
	O
	M
	M

	rSZIlists
	+
	O
	M
	M

	mSCAreaRestrictedFlag
	+
	M
	M
	-

	oDBinducedBarringData
	+
	O
	M
	-

	roamingRestrictionDueToUnsupportedFeature
	+
	M
	M
	-

	lSAIdentity
	+
	O
	M
	M

	lSAPriority
	+
	O
	M
	M

	lSAPreferentialAccessIndicator
	+
	O
	M
	M

	lSAActiveModeSupportIndicator
	+
	O
	M
	M

	lSAOnlyAccessIndicator
	+
	O
	M
	M

	lSAActiveModeIndicator
	+
	O
	M
	M

	vPLMNIdentifier
	+
	O
	M
	M

	accessRestrictionData
	+
	O
	M
	M

	privacyExceptionList
	+
	O
	M
	M

	gMLCNumbers
	+
	O
	M
	M

	mOLRList
	+
	O
	M
	M

	serviceTypes
	+
	O
	M
	M

	ageIndicator
	+
	O
	M
	-

	sGSNNumber
	+
	M
	M
	-

	gGSNNumber
	+
	O
	M
	M

	sGSNarearestrictedflag
	+
	M
	M
	-

	roamingRestrictedintheSGSNduetounsupportedfeature
	+
	M
	M
	-

	mNRG
	+
	M
	M
	-

	traceActivatedinSGSN
	+
	O
	M
	-

	provisionofTeleservice
	+
	O
	M
	M

	transferofSMoption
	+
	M
	M
	M

	mSpurgedforGPRSflag
	+
	M
	M
	-

	subscriberStatus
	+
	M
	M
	M

	barringofPacketOrientedServices
	+
	O
	M
	M

	pDPType
	+
	O
	M
	M

	pDPAddress
	+
	O
	M
	M

	accessPointName
	+
	O
	M
	M

	vPLMNAddressAllowed
	+
	O
	M
	M

	gGSNlist
	+
	M
	M
	-

	qualityofServiceSubscribed
	+
	O
	M
	M

	pDPContextIdentifier
	+
	O
	M
	-

	pDPContextChargingCharacteristics
	+
	O
	M
	M

	gPRSCAMELSubscriptionInformationGPRSCSI
	+
	O
	M
	M

	mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	+
	O
	M
	M

	mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	+
	O
	M
	M

	mOSMSCSISGSNNegotiatedCAMELCapabilityHandling
	+
	O
	M
	M

	mTSMSCSISGSNNegotiatedCAMELCapabilityHandling
	+
	O
	M
	M

	mobilityManagementforGPRSeventnotificationMGCSI
	+
	O
	M
	M

	mGCSINegotiatedCAMELCapabilityHandling
	+
	O
	M
	M

	gPRSCSINegotiatedCAMELCapabilityHandling
	+
	O
	M
	-

	sGSNSupportedCAMELPhases
	+
	O
	M
	-

	sGSNOfferedCAMEL4CSIs
	+
	O
	M
	-

	gsmSCFaddressforCSI
	+
	O
	M
	M

	subscribedChargingCharacteristics
	+
	O
	M
	M

	w-APN
	+
	O
	M
	M

	listofauthorizedvisitednetworkidentifiers
	+
	O
	M
	M

	3GPPAAAServerName
	+
	O
	M
	-

	wLANUERemoteIPaddress
	+
	O
	M
	M

	wLANAccess
	+
	O
	M
	M

	wLANTunnelling
	+
	O
	M
	M

	wLANDirectIPAccess
	+
	O
	M
	M

	wAPNAuthorised
	+
	O
	M
	M

	w-APNBarringType
	+
	O
	M
	M

	w-APNChargingData
	+
	O
	M
	M

	wLANUERemoteIPAddress
	+
	O
	M
	M

	accessIndependenceFlag
	+
	O
	M
	M

	i-WLANAccessType
	+
	O
	M
	M

	chargingData
	+
	O
	M
	M

	chargingCharacteristics
	+
	O
	M
	M

	primaryOCSChargingFunctionName
	+
	O
	M
	M

	secondaryOCSChargingFunctionName
	+
	O
	M
	M

	primaryChargingCollectionFunctionName
	+
	O
	M
	M

	secondaryChargingCollectionFunctionName
	+
	O
	M
	M

	TraceReference2
	+
	O
	M
	-

	TraceDepth
	+
	O
	M
	-

	ListofNeTypestoTrace
	+
	O
	M
	-

	TriggeringEvents
	+
	O
	M
	-

	ListofInterfacestoTrace
	+
	O
	M
	-


....
	End of modifications
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