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------------------------- 1st Change start -------------------------

Annex x (normative):
Network determined user busy.
The capability of network determined user busy is a network option.

The network may determine busy conditions at the time an incoming IMS Multimedia Telephony session is about to be offered.

The conditions for network determined user busy are identified, on a per subscription basis, based on the availability of limited resources assigned to the terminating user, or due to other information such as presence.

The conditions for network determined "user busy" include:

-
the maximum number of total communications permitted has been reached;

-
the maximum number of simultaneous media streams supported at the given subscriber's interface(s) has been reached;

-
the maximum bandwidth supported at the given subscriber's interface(s) has been reached.
-
subscriber making himself “busy” in a subscriber profile, involved in the incoming multimedia telephony session.
The network determined user busy condition may be used to trigger certain services (e.g. Call Forwarding on Busy, Call Waiting on Busy), or reject the session, or both. If the session rejection is propagated back to the originator, a "user busy" indication must be provided as the cause of the rejection.

In addition, a further condition, "approaching network determined user busy" that is related to the Network determined user busy condition, may be provided. This condition may be used to trigger certain services (e.g. Call Waiting). However, this condition is not a busy condition and shall not cause a "user busy" indication being sent towards the session originator.

The conditions for approaching network determined user busy are identified, on a per subscription basis, based on the availability of limited resources assigned to the terminating user.

The conditions for approaching network determined user busy include:

· -
a pre-determined number, or less, of communications are available (i.e. the maximum number of communications minus the current number); or

· -
a pre-determined number, or less, of simultaneous media streams available (i.e. the maximum number of simultaneous media streams minus the current number); or 

· -
a certain limit in the bandwidth used at the given subscriber's interface(s) has been reached.

------------------------- 1st Change end -------------------------
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