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Meeting #39, 10 - 13 March 2008,

Puerto Vallarta, Mexico

WiMAX Forum® Correspondence
Feb. 14, 2008

From: Mr. N. K. Shankaranarayanan, WiMAX Forum SPWG Chair
To: Mr. Jacques Achard, 3GPP GERAN Chair

Cc: 

Mr. Stephen Hayes, 3GPP SA Chair

Mr. Prakash Iyer, WiMAX Forum NWG Chair
Mr. Hyung Kim, WiMAX Forum GRWG Chair
Re: WiMAX Forum Multimedia Session Continuity Requirements Release 2.0 version 1.0.0

WiMAX Forum® Service Provider Working Group (SPWG) would like to inform you that it has approved Multimedia Session Continuity (MMSC) Requirements Release 2.0 version 1.0.0. Please note that the functionality related to interworking/handover between WiMAX™ and 3GPP networks specified in this document is desired to be available in 2008 or early 2009 to meet the deployment expectations of the WiMAX operator community.

The MMSC feature pertains to various handover scenarios between WiMAX networks or between WiMAX and non-WiMAX networks for providing multimedia session continuity to the end user.  The requirements document captures service, infrastructure, device, performance, and other requirements to drive the development of the detailed specification for the support of MMSC in the WiMAX network.  This document contains the following normative requirements for the end-to-end WiMAX networking specifications related to interworking (WiMAX/non-WiMAX MMSC handover using multimode devices) between WiMAX and 3GPP GERAN access networks:

R-[005]
When interworking with the Packet Switched domain of a 3GPP (2G) GPRS/EGPRS cellular network, the WiMAX Network SHALL support the uni-directional or bi-directional handover of multimode devices with active application session(s) between the two networks. 

R-[036]
In the WiMAX to 3GPP interworking scenario, the service interruption time for a real-time application (e.g. VoIP) SHOULD be less than 300 ms, as defined in Ref TS22.278.

R-[037] In the WiMAX to Pre-Rel-6 3GPP GERAN PS interworking scenario, the service interruption time for a non real-time application SHOULD be less than 5 sec.

R-[038]
In the WiMAX to 3GPP interworking scenario, the service interruption time for a non real-time application SHOULD be less than 500 ms.

Action to GERAN:

· SPWG kindly asks 3GPP GERAN to inform SPWG of the planned completion date of the 3GPP GERAN/non-3GPP interworking work item. 

Future WiMAX Forum SPWG meetings:

· Thursday SPWG plenary conference calls

· April 28 – May 2, 2008 meeting, Athens, Greece

