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*** FIRST MODIFIED SECTION ***

E

E-GGSN
Enhanced GGSN

E-HLR
Enhanced HLR

EA
External Alarms

EBSG
Elementary Basic Service Group 

ECB
Electronic Code-book 
ECC
Emergency Call Code


Elliptic Curve Cryptography

ECM
Error Correction Mode (facsimile)

Ec/No
Ratio of energy per modulating bit to the noise spectral density

ECSD
Enhanced CSD

ECT
Explicit Call Transfer supplementary service

ECTRA
European Committee of Telecommunications Regulatory Affairs

EDC
Error Detection Code byte

EDGE
Enhanced Data rates for GSM Evolution

EEL
Electric Echo Loss 

EF
Elementary File (on the UICC)

EFR
Enhanced Full Rate

EFS
Error free seconds

EGPRS
Enhanced GPRS

EHPLMN
Equivalent Home PLMN

EIR
Equipment Identity Centre


Equipment Identity Register

EIRP
Equivalent Isotropic Radiated Power

EL
Echo Loss

EF
Elementary File

EM
Element Manager

EMC
ElectroMagnetic Compatibility

eMLPP
enhanced Multi-Level Precedence and Pre-emption

EMMI
Electrical Man Machine Interface

EPC
Enhanced Power Control

Evolved Packet Core

E-UTRA
Evolved UTRA

E-UTRAN
Evolved UTRAN

EPS
Evolved Packet System

EPCCH
Enhanced Power Control Channel

EPROM
Erasable Programmable Read Only Memory

ERP
Ear Reference Point


Equivalent Radiated Power

ERR
Error

ETNS
European Telecommunications Numbering Space

ETR
ETSI Technical Report

ETS
European Telecommunication Standard

ETSI
European Telecommunications Standards Institute

etu
elementary time unit
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