Technical Specification Group Services and System Aspects
TSGS#39(08)0116
Meeting #39, 10 - 13 March 2008,

Puerto Vallarta, Mexico

Title:
18 Category C CRs to 23.401 (SAES, Rel-8)

Source
SA WG2
Work Item:
SAES
Agenda Item:
10.34
The following CRs were agreed by SA WG2 and are presented to TSG SA#39 for approval:

	SA TD#
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Current Version
	SA2 TD#
	Work item
	Source to SA WG2
	Affected clauses

	SP‑080116
	23.401
	0002
	3
	Rel-8
	3G to E-UTRAN IRAT Handover, non-3GDT support
	C
	8.0.0
	S2-080990
	SAES
	Ericsson
	5.5.2.1.2, 5.5.2.1.3, 5.5.2.2.2 and 5.5.2.2.1

	SP‑080116
	23.401
	0007
	2
	Rel-8
	GTP-PMIP roaming
	F
	8.0.0
	S2-080918
	SAES
	Ericsson
	4.3.8.1, 4.3.8.2

	SP‑080116
	23.401
	0016
	2
	Rel-8
	Refinements to handover between non-3GPP and 3GPP accesses
	F
	8.0.0
	S2-080989
	SAES
	Ericsson
	5.4.4.1

	SP‑080116
	23.401
	0017
	1
	Rel-8
	Default Bearer modification without QoS update
	C
	8.0.0
	S2-080827
	SAES
	Ericsson
	5.4.3, 5.3.2.1, 5.10.2

	SP‑080116
	23.401
	0020
	2
	Rel-8
	Inclusion of EIR reference point in SAE architecture
	C
	8.0.0
	S2-080946
	SAES
	Ericsson
	4.5, 5.1.1.X (New)

	SP‑080116
	23.401
	0028
	1
	Rel-8
	CR on TAU/RAU with ISR
	C
	8.0.0
	S2-080738
	SAES
	Huawei
	Annex J

	SP‑080116
	23.401
	0029
	2
	Rel-8
	Detach procedure with ISR
	C
	8.0.0
	S2-081696
	SAES
	Huawei
	5.3.8.2, 5.3.8.4

	SP‑080116
	23.401
	0064
	1
	Rel-8
	Table of Standardized QCIs
	C
	8.0.0
	S2-080787
	SAES
	Ericsson
	4.7.2.1, 4.7.4, Annex B, Annex C and Annex E

	SP‑080116
	23.401
	0065
	2
	Rel-8
	"Rate adaptation with ""MBR>GBR bearers"""
	C
	8.0.0
	S2-080912
	SAES
	Ericsson
	4.7.3, 4.7.4 (new section), 4.7.5 (text from previous Section 4.7.4 and updated section heading number)

	SP‑080116
	23.401
	0111
	2
	Rel-8
	Context transfer information for PMIP-based CN node Relocation
	C
	8.0.0
	S2-080969
	SAES
	Nortel, Verizon, Motorola, Samsung
	5.4.1; 5.4.3; 5.6.2

	SP‑080116
	23.401
	0112
	-
	Rel-8
	ISR Principle
	C
	8.0.0
	S2-080758
	SAES
	Huawei, Nortel, Nokia Siemens Networks, Nokia, ZTE
	Annex J

	SP‑080116
	23.401
	0116
	3
	Rel-8
	Downlink signalling triggered service request procedure
	C
	8.0.0
	S2-081963
	SAES
	Huawei
	5.3.4.1, 5.3.4.3

	SP‑080116
	23.401
	0122
	3
	Rel-8
	Clarification of the Default PDN
	C
	8.0.0
	S2-081957
	SAES-GPRS_LTE
	Samsung
	3.1, 4.3.8.1, 4.6.2.2

	SP‑080116
	23.401
	0123
	2
	Rel-8
	PDN connectivity request without APN
	C
	8.0.0
	S2-081794
	SAES-GPRS_LTE
	Samsung
	5.10.2

	SP‑080116
	23.401
	0133
	-
	Rel-8
	UE state handling in EUTRAN at non-3GPP handover
	C
	8.0.0
	S2-081156
	SAES
	Ericsson
	4.6.2.2, 4.6.4, 5.4.4.1

	SP‑080116
	23.401
	0134
	-
	Rel-8
	Merge of CR0009  and CR0069: Update on IP address configuration procedures
	C
	8.0.0
	S2-081157
	SAES
	Ericsson, Starent Networks
	2, 4.4.3.3, 5.3.1.1, 5.3.1.2.1, 5.3.1.2.2, 5.3.1.2.3, 5.3.1.2.4, 5.3.1.2.5

	SP‑080116
	23.401
	0140
	1
	Rel-8
	Add description of the MME Pool functionality
	B
	8.0.0
	S2-081775
	SAES
	Ericsson
	4.3.X (New)

	SP‑080116
	23.401
	0190
	2
	Rel-8
	Load balancing at MME selection
	C
	8.0.0
	S2-081962
	SAES
	Ericsson
	4.3.6.2, 4.3.8.3


