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******* Start of Changes ***********
4.8.2.1
Access Network Discovery and Selection Function (ANDSF)

It contains data management and control functionality necessary to provision network discovery and selection assistance data as per operators' policy. The ANDSF is able to initiate data transfer to the UE, based on network triggers, and respond to requests from the UE.

NOTE:
The usage of ANDSF capabilities is intended for scenarios where access-network level solutions are not sufficient for the UE to perform Network Discovery and Selection of non-3GPP technologies according to operator policies.

Editor's Note:
The relation of the ANDSF to other EPS functions is FFS.

The ANDSF shall be able to provide the following information:

1)
Inter-system mobility policy:

-
The inter-system mobility policy is a set of operator-defined rules and preferences that affect the inter-system mobility decisions taken by the UE. For example, an inter-system mobility policy may indicate that inter-system handover from E-UTRAN access to WLAN access is not allowed. It may also indicate e.g. that WiMAX access is more preferable to WLAN access.

-
The inter-system mobility policy may be provisioned in the UE and may be updated by the ANDSF based on network triggers or after receiving a UE request for network discovery and selection information.

-
The inter-system mobility policy may indicate:

-
If a specific access technology type is preferable to another (e.g. WiMAX is preferable to WLAN).
-
If inter-system mobility is restricted from one access technology type to another (e.g. handover from WiMAX to WLAN is restricted).

-
If inter-system mobility is restricted when certain conditions are met.
-
Validity conditions, i.e. conditions indicating when a policy is valid (such conditions may include e.g. a time duration, a location area, etc). The validity conditions may also indicate when the UE shall request for new policies.
Editor's Note:
Other information that can be included in the inter-system mobility policy is FFS.

2)
Access network discovery and selection information:

-
Upon UE request, the ANDSF may provide a list of access networks available in the vicinity of the UE for all the access technology types requested by the UE (if requested any).

-
The ANDSF provides information for access networks that are available to the UE including:

-
the access technology type (e.g. WLAN, WiMAX).

-
the access network identifier (e.g. the SSID of a WLAN).

-
the PLMN(s) it provides access to.

- 
a preference value, indicating the operator's preference to access a particular access network.
Editor's Note:
The exact information provided for each available access network if FFS. This information can include e.g. a list of frequencies, capabilities (such as emergency service support, QoS support), etc.

-
The UE may retain and use the access network discovery information provided by the ANDSF until new/updated information is retrieved.
-
The UE shall select the most preferable available access network for inter-system mobility based on the received / provisioned inter-system mobility policies and the access network discovery and selection information.

The ANDSF shall be able to limit the amount of information provided to the UE based e.g. on the UE's current location, UE capabilities, operator's policies, etc.
******* End of Changes ***********
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