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The following CRs were agreed by SA WG2 and are presented to TSG SA#41 for approval:

	SA TD#
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Current Version
	SA2 TD#
	Work item
	Source to SA WG2
	Affected clauses

	SP-080591
	23.401
	0461
	4
	Rel-8
	Completion of UE capability handling in LTE/SAE
	F
	8.2.0
	S2-086364
	SAES
	Vodafone
	5.3.3.0 (new clause) , 5.3.3.1, 5.3.3.2, D.3.6

	SP-080591
	23.401
	0466
	3
	Rel-8
	Two Type non-GBR AMBR and MBR QoS Mapping for I-RAT HO
	F
	8.2.0
	S2-086347
	SAES
	Research In Motion, Huawei
	5.11

	SP-080591
	23.401
	0482
	-
	Rel-8
	Release of the last PDN connection
	F
	8.2.0
	S2-085118
	SAES
	Ericsson
	2, 3.2, 4.2, 4.4.2, 4.5, 5.1.1, new clause 5.x

	SP-080591
	23.401
	0483
	4
	Rel-8
	Clarification for MME overload control
	F
	8.2.0
	S2-086233
	SAES
	Nokia Siemens Networks, Research In Motion
	5.10.3

	SP-080591
	23.401
	0486
	1
	Rel-8
	Corrections to UE-triggered Service Request
	F
	8.2.0
	S2-086226
	SAES
	Motorola
	4.3.7.4

	SP-080591
	23.401
	0488
	3
	Rel-8
	UL ESM piggybacking on RRC signaling
	F
	8.2.0
	S2-086320
	SAES
	Qualcomm Europe
	5.3.4.1

	SP-080591
	23.401
	0490
	2
	Rel-8
	EPS bearer context deactivation based on indication from RRC/S1-AP
	F
	8.2.0
	S2-086101
	SAES
	Qualcomm Europe
	5.3.2.1, 5.4.1, 5.4.2.1, 5.4.3, 5.10.2, Annex F

	SP-080591
	23.401
	0497
	1
	Rel-8
	MME ownership of TAs in a TA List
	F
	8.2.0
	S2-086223
	SAES
	Motorola
	5.4.4.1, 5.4.4.2

	SP-080591
	23.401
	0500
	1
	Rel-8
	Handling of Dual address bearer flag for PMIP-S5
	F
	8.2.0
	S2-086234
	SAES
	Motorola
	4.3.5.2, 4.3.5.3

	SP-080591
	23.401
	0502
	1
	Rel-8
	Clarification of updates between S4 and Gn/Gp SGSNs
	F
	8.2.0
	S2-086228
	SAES
	Nokia Siemens Networks
	5.3.2.1, 5.10.2

	SP-080591
	23.401
	0507
	1
	Rel-8
	S1AP alignment in Attach procedure
	F
	8.2.0
	S2-086229
	SAES
	Samsung
	D.3.5 

	SP-080591
	23.401
	0508
	1
	Rel-8
	Editorial fix on IP-CAN session procedure
	F
	8.2.0
	S2-086160
	SAES
	Samsung
	5.3.2.1, 5.10.2, 5.10.3

	SP-080591
	23.401
	0510
	2
	Rel-8
	Indicating the Default PDN Subscription Context in the HSS
	F
	8.2.0
	S2-086157
	SAES
	Motorola
	5.4.4.1

	SP-080591
	23.401
	0512
	4
	Rel-8
	Packet Routing Function.
	F
	8.2.0
	S2-086348
	SAES
	NEC
	5.7.1

	SP-080591
	23.401
	0513
	1
	Rel-8
	Clarification to Bearer Control Mode (BCM) use.
	F
	8.2.0
	S2-086224
	SAES
	NEC
	4.7.2.1, 4.7.2.2


