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The following CRs were agreed by SA WG2 and are presented to TSG SA#41 for approval:

	SA TD#
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Current Version
	SA2 TD#
	Work item
	Source to SA WG2
	Affected clauses

	SP-080597
	23.402
	0360
	1
	Rel-8
	Corrections to architecture diagrams
	F
	8.2.0
	S2-085575
	SAES
	Telcordia
	4.2.1

	SP-080597
	23.402
	0363
	-
	Rel-8
	On alignment of stage 2 description of the session ID with stage 3 specification
	F
	8.2.0
	S2-084797
	SAES
	Alcatel-Lucent
	9.1.2.4;9.3.1;9.3.2;9.5.1

	SP-080597
	23.402
	0364
	1
	Rel-8
	On replacement of PDSN with HSGW in optimized HRPD/E-UTRAN handover
	F
	8.2.0
	S2-085173
	SAES
	Alcatel-Lucent
	9.1

	SP-080597
	23.402
	0370
	1
	Rel-8
	Clarification on use of Ipsec tunnels for the support of multiple PDNs over untrusted non-3GPP accesses.
	F
	8.2.0
	S2-085190
	SAES
	Marvell
	7.6.2

	SP-080597
	23.402
	0371
	1
	Rel-8
	Correction to section 6.2 of TS 23.402
	F
	8.2.0
	S2-085171
	SAES
	Marvell
	6.2.1

	SP-080597
	23.402
	0374
	2
	Rel-8
	Revision of flow procedure about mobility protocol tunnelling header information
	F
	8.2.0 
	S2-086137
	SAES
	CATT
	6.3, 6.8.3, 6.10, 8.4.2

	SP-080597
	23.402
	0375
	1
	Rel-8
	Cleanup on IPv4 home address assignment for S2c
	F
	8.2.0
	S2-085177
	SAES
	Panasonic
	4.7.4

	SP-080597
	23.402
	0378
	-
	Rel-8
	IP address allocation related corrections
	F
	8.2.0
	S2-084951
	SAES
	Nokia Siemens Networks, Nokia
	2, 4.7.1, 4.7.2, 5.2

	SP-080597
	23.402
	0379
	-
	Rel-8
	Corrections in Optimized Handovers between E-UTRAN Access and cdma2000 HRPD Access
	F
	8.2.0
	S2-084952
	SAES
	Nokia Siemens Networks, Ericsson, Verizon Wireless, Cisco
	9.1.1, 9.3.0 (new clause), 9.3.1, 9.3.2

	SP-080597
	23.402
	0381
	-
	Rel-8
	Clean-up of UE-initiated connectivity to additional APNs flows (Section 6.8.1.1)
	F
	8.2.0
	S2-084958
	SAES
	NEC
	Section 6.8.1.1

	SP-080597
	23.402
	0382
	2
	Rel-8
	Clean-up of S2-S8 Chaining Flows
	F
	8.2.0
	S2-085790
	SAES
	NEC
	Section 4.5.1, 6.2.4, 6.4.1.2, 6.4.2.2, 6.8.1.2 and 8.2.6

	SP-080597
	23.402
	0383
	-
	Rel-8
	Handling of Multiple PDNs with HRPD=>EUTRAN Idle mode mobility
	F
	8.2.0
	S2-084963
	SAES
	Nortel, Verizon, Nokia Siemens Networks
	9.6

	SP-080597
	23.402
	0385
	1
	Rel-8
	Multiple PDN Connections with Untrusted access and network-based mobility
	F
	8.2.0
	S2-085189
	SAES
	Nortel
	7.2.1; 7.6.1

	SP-080597
	23.402
	0388
	-
	Rel-8
	Removal of FFSs in Annex D
	F
	8.2.0
	S2-085355
	SAES
	Motorola
	D.1, D.2

	SP-080597
	23.402
	0393
	1
	Rel-8
	Correction of section 4.5.1 title
	F
	8.2.0
	S2-086138
	SAES
	Qualcomm Europe
	4.5.1, 4.5.2


