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9.6
Optimized Idle Mode Mobility: cdma2000 HRPD Access to E-UTRAN Access

This clause describes the optimized Idle Mode Handover from cdma2000 HRPD Access to E-UTRAN Access. The UE pre-registers to the E-UTRAN network while in HRPD-dormant mode in the cdma2000 HRPD Access.
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Figure 9.6.2-1: Optimized idle mode mobility from HRPD to E-UTRAN using GTP or PMIP based S5/S8

1.
The UE is registered with HRPD and stays in HRPD-dormant mode.

2.
The UE decides to handover to E‑UTRAN network.

3.
UE sends Attach Request message to HRPD access node to trigger the attach procedure to E‑UTRAN.

4.
This attach procedure is same as the active mode handover procedure in figure 9.5-1 steps 4‑18.

19.
The UE switches to E-UTRAN radio.

20.
The UE synchronises with the target cell and sends a TAU message to the MME.

21.
The MME returns a TAU Accept message to the UE.


For connectivity to multiple PDNs the UE initiates re-establishment of the additional PDN connections using the UE requested PDN connectivity procedure described in clause 5.6.1.

22.
HRPD resources are released.
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22. Release of HRPD resource
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4. Same as the active mode handover procedure in figure 9.5-1 step 4 ~ 18
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2. UE decision to perform cell re-selection to E-UTRAN
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