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The following CRs, agreed at the TSG-SA WG3 meeting #52, are presented to TSG SA #41 for approval.

	Spec
	CR
	Rev
	Rel
	Title
	Cat
	Ver
	SA3 Num
	WID
	SP Num

	33.401
	7
	1
	Rel-8
	Completing the specification on air interface ciphering and integrity algorithms input and outputs
	C
	8.0.0
	S3-080875
	SAES
	SP-080487

	33.401
	24
	-
	Rel-8
	Signalling of UE security capabilities at IRAT idle mode mobility
	C
	8.0.0
	S3-080696
	SAES
	SP-080487

	33.401
	30
	-
	Rel-8
	EPS key hierarchy
	F
	8.0.0
	S3-080715
	SAES
	SP-080487

	33.401
	11
	-
	Rel-8
	CR-33401: AS SMC clarifications
	F
	8.0.0
	S3-080736
	SAES
	SP-080487

	33.401
	3
	-
	Rel-8
	Distribution of authentication data from HSS to serving network
	F
	8.0.0
	S3-080759
	SAES
	SP-080487

	33.401
	6
	1
	Rel-8
	Correction of text on security context and authentication data
	F
	8.0.0
	S3-080833
	SAES
	SP-080487

	33.401
	39
	-
	Rel-8
	Note on security of SNID binding
	F
	8.0.0
	S3-080835
	SAES
	SP-080487

	33.401
	17
	1
	Rel-8
	Key freshness during mobility from E-UTRAN to UTRAN/GERAN
	C
	8.0.0
	S3-080838
	SAES
	SP-080487

	33.401
	14
	1
	Rel-8
	IRAT key freshness from UTRAN to E-UTRAN
	C
	8.0.0
	S3-080840
	SAES
	SP-080487

	33.401
	9
	1
	Rel-8
	Ensuring security context freshness on handover from an SGSN towards MME
	C
	8.0.0
	S3-080841
	SAES
	SP-080487

	33.401
	15
	1
	Rel-8
	KeNB derivation when activating cached security context
	C
	8.0.0
	S3-080842
	SAES
	SP-080487

	33.401
	16
	1
	Rel-8
	Security Context Selection on IRAT handover to E-UTRAN
	C
	8.0.0
	S3-080843
	SAES
	SP-080487

	33.401
	1
	1
	Rel-8
	SAE: eNodeB management plane protection over the S1 link
	B
	8.0.0
	S3-080861
	SAES
	SP-080487

	33.401
	21
	1
	Rel-8
	Removal of editor's note related to key change on-the-fly
	F
	8.0.0
	S3-080863
	SAES
	SP-080487

	33.401
	23
	1
	Rel-8
	Algorithm selection cleanup
	F
	8.0.0
	S3-080864
	SAES
	SP-080487

	33.401
	25
	1
	Rel-8
	Additional inputs to EPS Key Derviation Function (KDF)
	C
	8.0.0
	S3-080865
	SAES
	SP-080487

	33.401
	29
	1
	Rel-8
	NAS key re-keying
	C
	8.0.0
	S3-080868
	SAES
	SP-080487

	33.401
	27
	1
	Rel-8
	CR Key identifier handling on inter-RAT mobility
	C
	8.0.0
	S3-080870
	SAES
	SP-080487

	33.401
	32
	2
	Rel-8
	MSIN / IMEI  confidentiality protected limitation
	F
	8.0.0
	S3-080871
	SAES
	SP-080487

	33.401
	22
	1
	Rel-8
	Cleanup of TS 33.401
	F
	8.0.0
	S3-080872
	SAES
	SP-080487

	33.401
	26
	1
	Rel-8
	Add requirement to have replay protection for NAS and RRC
	F
	8.0.0
	S3-080877
	SAES
	SP-080487

	33.401
	35
	1
	Rel-8
	NAS integrity tag term consistency
	F
	8.0.0
	S3-080878
	SAES
	SP-080487

	33.401
	12
	1
	Rel-8
	CR-33401: NAS SMC handling clarifications
	C
	8.0.0
	S3-080881
	SAES
	SP-080487

	33.401
	13
	1
	Rel-8
	CR-33401: Replay UE capabilities in the NAS SMC Command message
	F
	8.0.0
	S3-080882
	SAES
	SP-080487

	33.401
	10
	1
	Rel-8
	KeNB forward security simplification
	C
	8.0.0
	S3-080906
	SAES
	SP-080487

	33.401
	5
	2
	Rel-8
	CS key derivation in SRVCC
	B
	8.0.0
	S3-080913
	SAES
	SP-080487

	33.401
	38
	-
	Rel-8
	On the storage of EPS keys in USIM or ME
	F
	8.0.0
	S3-080925
	SAES
	SP-080487


