Technical Specification Group Services and System Aspects
TSGS#42(08)0675
Meeting #42, 08 - 11 December 2008,

Athens, Greece


Source:
TSG SA WG4
Title:
3GPP TS 26.237 "IMS based PSS and MBMS User Service; Protocols", version 2.0.0 (Release 8)
Agenda Item:
10.12
Document for :
Approval

Abstract of document:

This TS specifies the use of IMS protocols to initiate and control PSS and MBMS Streaming User Services based applications. This should enable deployment of PSS and MBMS user services as IMS services. Note that the present specification uses components of the 3GPP PSS, 3GPP MBMS , ETSI TISPAN IPTV and Open IPTV Forum standards specifications. It applies to IMS enabled UEs that also implement PSS and/or MBMS clients. Existing protocols that are used are described in reference to relevant specifications. The present document is applicable to IP-based packet-switched networks over 3GPP systems.

The present document includes information applicable to network operators, service providers and manufacturers.
Changes since last presentation: 

This specification has been updated with documents and changes agreed at the 3GPP SA4#51. Here is the list of documents and changes.
	2008-10
	AH MBS
	AHI037 (was 023)
	
	
	Details of the SDP Offer and Answer for MBMS session initiation
	
	1.1.0

	2008-10
	AH MBS
	AHI038 (was 029)
	
	
	Modifications on clause 6.2.3 Procedures at the SDF.
	
	1.1.0

	2008-10
	AH MBS
	AHI039

(was 034)
	
	
	IMS PSS streaming session teardown
	
	1.1.0

	2008-10
	AH MBS
	AHI040

(was 026)
	
	
	Details of SIP INFO messages for PSS and MBMS content switching
	
	1.1.0

	2008-10
	AH MBS
	AHI041

(was 030)
	
	
	Modifications in clause 8.2.2 PSS Streaming Session initiation.
	
	1.1.0

	2008-10
	AH MBS
	AHI042

(was 033)
	
	
	UE Capabilities
	
	1.1.0

	2008-10
	AH MBS
	AHI044

(was 025)
	
	
	SIP/RTSP translation on PSS Adapter
	
	1.1.0

	2008-10
	AH MBS
	AHI045

(was 031)
	
	
	User Profile description
	
	1.1.0

	2008-11
	S4#51
	S4-080713
	
	
	Security Procedures
	
	1.2.0

	2008-11
	S4#51
	
	
	
	Edits agreed in MBS

- removed TCP from figure 11

- section 7 to explain SSF and PSS infor retrieval (thin clients etc.)
	
	1.2.0

	2008-11
	S4#51
	S4-080754
	
	
	Description on content switching from MBMS to PSS
	
	1.2.0

	2008-11
	S4#51
	S4-080717
	
	
	PSS content switching
	
	1.2.0

	2008-11
	S4#51
	S4-080729
	
	
	Timer indication for MBMS and PSS content switching information in SIP 200 OK response to the SIP INFO message
	
	1.2.0

	2008-11
	S4#51
	S4-080719
	
	
	IMS MBMS Streaming Session Teardown
	
	1.2.0

	2008-11
	SA4#51
	S4-080720
	
	
	Procedure for providing missing parameters before session initiation
	
	1.2.0

	2008-11
	SA4#51
	Drafting session
	
	
	Clean references, definitions, formating etc.

DNS mandatory, DHCP optional, other methods clarified

Added notes on IANA registration

Added IMS compliance statements for new functional entities


	
	1.3.0

	2008-11
	SA4#51
	S4-080753
	
	
	Providing missing parameters before MBMS session initiation
	
	1.3.0

	2008-11
	SA4#51
	
	
	
	Changes agreed at SA4#51 closing plenary
	
	1.4.0


Among the outstanding issues in version 1.0.0, streaming session setup, playback and switching control was completed. Also, the following functionalities were completed:

· Means to retrieve missing information before session setup,
· UE capabilities,

· User profile,

· Security procedures for authentication and Service Description retrieval,

· Mandatory discovery procedure support,

· IMS entities compliance statements

Outstanding Issues: 
MBMS Security key handling.
Contentious Issues:

None.
Comments:

IMS based Download User Services is not defined in this version of the specification but should be defined in Rel-9.
