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The following CRs, agreed at the TSG-SA WG3 meeting #53, are presented to TSG SA #42 for approval.

	Spec
	CR
	Rev
	Rel
	Title
	Cat
	Current version
	SA3 Number

	33.402
	26
	-
	Rel-8
	Change on some names of interfaces in 33.402 and an editorial modification
	F
	8.1.1
	S3-081239

	33.402
	27
	-
	Rel-8
	MIPv4 SPI Collision Avoidance
	F
	8.1.1
	S3-081240

	33.402
	28
	-
	Rel-8
	MN-HA Key generation during initial attach or additional PDN connectivity
	F
	8.1.1
	S3-081241

	33.402
	29
	-
	Rel-8
	Handling of Mobility Keys during Re-authentication
	F
	8.1.1
	S3-081242

	33.402
	30
	2
	Rel-8
	Aligment of TS 33.402 to draft-arkko-eap-aka-kdf and clarification of indication of type of authentication from AAA to HSS
	F
	8.1.1
	S3-081498

	33.402
	31
	-
	Rel-8
	Resolution of Editor’s note on tunnel fast re-authentication
	F
	8.1.1
	S3-081244

	33.402
	32
	1
	Rel-8
	Clarifications to security procedures for DSMIPv6
	F
	8.1.1
	S3-081532

	33.402
	35
	-
	Rel-8
	Adding EMSK derivation in clause 6.2
	F
	8.1.1
	S3-081248

	33.402
	36
	1
	Rel-8
	Fast re-authentications for DSMIPv6
	F
	8.1.1
	S3-081533

	33.402
	37
	-
	Rel-8
	AMF separation bit for untrusted non-3gpp access for S2c
	F
	8.1.1
	S3-081250

	33.402
	38
	-
	Rel-8
	Finalising the PMIP security requirements
	F
	8.1.1
	S3-081251

	33.402
	39
	-
	Rel-8
	Key Derivation Function to derive CK’, IK’ from CK, IK for non-3GPP access to EPC
	F
	8.1.1
	S3-082498

	33.402
	40
	-
	Rel-8
	Change on some names of interfaces in 33.402 and some corrections
	F
	8.1.1
	S3-081289

	33.402
	41
	-
	Rel-8
	Removing editor's note on legacy UEs
	F
	8.1.1
	S3-081362

	33.402
	42
	-
	Rel-8
	Correction of text on access authentication for untrusted access
	F
	8.1.1
	S3-081391

	33.402
	43
	-
	Rel-8
	Correction of text on access authentication for untrusted access
	F
	8.1.1
	S3-081393

	33.402
	44
	-
	Rel-8
	Clarification of indication of type of authentication from AAA to HSS and on access network authorization in AAA server
	F
	8.1.1
	S3-081499

	33.402
	45
	-
	Rel-8
	Modification of the MIPv4 bootstrapping
	F
	8.1.1
	S3-081531

	33.402
	46
	-
	Rel-8
	ANDSF security
	B
	8.1.1
	S3-081535

	33.402
	34
	-
	Rel-8
	MIPv4 support for Additional PDN connectivity
	F
	8.1.1
	S3-081247


