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3.2
Abbreviations

Applicable abbreviations can be found in TR 21.905 [9]. For the purposes of the present document the following abbreviations apply:

AAL5
ATM Adaptation Layer type 5

ADD
Automatic Device Detection
APN
Access Point Name

ATM
Asynchronous Transfer Mode

AUTN
Authentication Token

BCM
Bearer Control Mode

BG
Border Gateway

BSSAP+
Base Station System Application Part +

BSSGP
Base Station System GPRS Protocol

BVCI
BSSGP Virtual Connection Identifier

CCU
Channel Codec Unit

CDR
Call Detail Record

CGF
Charging Gateway Functionality

CGI
Cell Global Identification

CK
Cipher Key

CMM
Circuit Mobility Management

CS
Circuit Switched

DHCP
Dynamic Host Configuration Protocol

DNS
Domain Name System

DTI
Direct Tunnel Indicator

DTM
Dual Transfer Mode

EGPRS
Enhanced GPRS

EPS
Evolved Packet System

ESP
Encapsulating Security Payload

E-UTRAN
Evolved UTRAN

GCSI
GPRS CAMEL Subscription Information indicator

GEA
GPRS Encryption Algorithm

GERAN
GSM EDGE Radio Access Network

GGSN
Gateway GPRS Support Node

GMM/SM
GPRS Mobility Management and Session Management

GPRS‑SSF
GPRS Service Switching Function

GPRS‑CSI
GPRS CAMEL Subscription Information

GRA
GERAN Registration Area

GSM‑SCF
GSM Service Control Function

GSIM
GSM Service Identity Module

GSN
GPRS Support Node

GTP
GPRS Tunnelling Protocol

GTP‑C
GTP Control Plane

GTP‑U
GTP User Plane

GW
Gateway

ICMP
Internet Control Message Protocol

IETF
Internet Engineering Task Force

IK
Integrity Key

IP
Internet Protocol

IPv4
Internet Protocol version 4

IPv6
Internet Protocol version 6

IPX
Internet Packet eXchange

ISP
Internet Service Provider

KSI
Key Set Identifier

L2TP
Layer‑2 Tunnelling Protocol

LL‑PDU
LLC PDU

LLC
Logical Link Control

MAC
Medium Access Control

MIP
Mobile IP

MNRF
Mobile station Not Reachable Flag

MNRG
Mobile station Not Reachable for GPRS flag

MNRR
Mobile station Not Reachable Reason

MOCN
Multi-Operator Core Network

MT
Mobile Terminal

MTP2
Message Transfer Part layer 2

MTP3
Message Transfer Part layer 3

NACC
Network Assisted Cell Change

NGAF
Non-GPRS Alert Flag

N-PDU
Network Protocol Data Unit

NRSU
Network Request Support UE

NRSN
Network Request Support Network

NS
Network Service

NSAPI
Network layer Service Access Point Identifier

NSS
Network SubSystem

ODB
Operator Determined Barring
OFCS
Offline Charging System
P‑TMSI
Packet TMSI

PCU
Packet Control Unit

PDCH
Packet Data CHannel

PDCP
Packet Data Convergence Protocol

PDN
Packet Data Network

PDN GW
Packet Data Network Gateway

PDP
Packet Data Protocol, e.g. IP

PDU
Protocol Data Unit

P‑GW
PDN Gateway

PMM
Packet Mobility Management

PPF
Paging Proceed Flag

PPP
Point-to-Point Protocol

PTP
Point To Point

PVC
Permanent Virtual Circuit

RA
Routeing Area

RAB
Radio Access Bearer

RAC
Routeing Area Code

RAI
Routeing Area Identity

RANAP
Radio Access Network Application Protocol

RAU
Routeing Area Update

RLC
Radio Link Control

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RNTI
Radio Network Temporary Identity

RRC
Radio Resource Control

SBSC
Serving Base Station Controller

SBSS
Serving BSS

SGSN
Serving GPRS Support Node

S‑GW
Serving Gateway

SM
Short Message

SM‑SC
Short Message service Service Centre

SMS‑GMSC
Short Message Service Gateway MSC

SMS‑IWMSC
Short Message Service Interworking MSC

SN‑PDU
SNDCP PDU

SNDC
SubNetwork Dependent Convergence

SNDCP
SubNetwork Dependent Convergence Protocol

SPI
Security Parameter Index

SRNC
Serving RNC

SRNS
Serving RNS

TCAP
Transaction Capabilities Application Part

TCP
Transmission Control Protocol

TFT
Traffic Flow Template

TEID
Tunnel Endpoint IDentifier

TLLI
Temporary Logical Link Identity

TOM
Tunnelling Of Messages

TOS
Type of Service

TRAU
Transcoder and Rate Adaptor Unit

UDP
User Datagram Protocol

UEA
UMTS Encryption Algorithm

UESBI-Iu
UE Specific Behaviour Information - Iu

UESBI-Uu
UE Specific Behaviour Information - Uu

UIA
UMTS Integrity Algorithm

URA
UTRAN Registration Area

USIM
User Service Identity Module

UTRAN
UMTS Terrestrial Radio Access Network
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4
Main Concept

The packet domain uses packet-mode techniques to transfer high-speed and low-speed data and signalling in an efficient manner. The packet domain optimises the use of network and radio resources. Strict separation between the radio subsystem and network subsystem is maintained, allowing the network subsystem to be reused with other radio access technologies.

A common packet domain Core Network is used for both Radio Access Networks (RAN) the GERAN and the UTRAN. This common Core Network provides together with these RANs GPRS services. It is designed to support several quality of service levels to allow efficient transfer of non real-time traffic (e.g. intermittent and bursty data transfers, occasional transmission of large volumes of data) and real-time traffic (e.g. voice, video). Applications based on standard data protocols and SMS are supported, and interworking is defined with IP networks. Charging should be flexible and allow to bill according to the amount of data transferred, the QoS supported, and the duration of the connection.

The Serving GPRS Support Node (SGSN) keeps track of the location of an individual MS and performs security functions and access control. The SGSN is connected to the GERAN base station system through the Gb or Iu interface and/or to the UTRAN through the Iu interface. The SGSN also interfaces via the GPRS Service Switching Function with the GSM Service Control Function for optional CAMEL session and cost control service support.

The Gateway Node (P‑GW/GGSN) provides interworking with packet data networks, and is connected with other core network nodes via an IP-based packet domain PLMN backbone network.

The Serving Gateway is user plane node that provides a common anchor for interoperation between GERAN/UTRAN and E‑UTRAN accesses and when S4 is used it permits Direct Tunnel usage in roaming scenarios.

The Offline Charging System (OFCS) collects charging records from SGSNs, S‑GWs and P‑GW/GGSNs.

The HSS/HLR contains subscriber information.

The SMS‑GMSCs and SMS‑IWMSCs support SMS transmission via the SGSN.

Optionally, the MSC/VLR can be enhanced for more-efficient co-ordination of packet-switched and circuit-switched services and functionality: e.g. combined GPRS and non-GPRS location updates.

In order to use GPRS services, an MS shall first make its presence known to the network by performing a GPRS attach. This makes the MS available for SMS over GPRS, paging via the SGSN, and notification of incoming packet data. If the UE is already PS‑attached due to an attach via E‑UTRAN it makes its presence known to an SGSN by a Routeing Area Update.

In order to send and receive packet data by means of GPRS services, the MS shall activate the Packet Data Protocol context that it wants to use. This operation makes the MS known in the corresponding P‑GW/GGSN, and interworking with data networks can commence.

User data are transferred transparently between the MS and the packet data networks with a method known as encapsulation and tunnelling: data packets are equipped with GPRS-specific protocol information and transferred between the MS and the P‑GW/GGSN. This transparent transfer method lessens the requirement for the PLMN to interpret external data protocols, and it enables easy introduction of additional interworking protocols in the future.

Packet Switched (PS) handover is introduced in order to support real-time packet-switched service with strict QoS requirements on low latency and packet loss. PS handover reduces the service interruption of the user plane information at cell change compared to the cell-reselection and enables methods to improve buffer handling of user plane data in order to reduce packet loss at cell-change. PS handover is the handover between GERAN PS and UTRAN PS. The complete specification of the PS handover procedures for A/Gb mode and between Iu mode and A/Gb mode are described in TS 43.129 [85].
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5.4
Logical Architecture

5.4.0
General

When based on Gn/Gp interfaces, the GPRS Core Network functionality is logically implemented on two network nodes, the Serving GPRS Support Node and the Gateway GPRS Support Node. When based on S4/S5/S8 interfaces, the GPRS Core Network functionality is logically implemented on three network nodes, the Serving GPRS Support Node, the Serving Gateway and the PDN Gateway. No inference should be drawn about the physical configuration on an interface from figure 2 or figure 2a.
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Figure 2: Overview of the GPRS Logical Architecture when based on Gn/Gp interfaces
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Figure 2a: Overview of the GPRS Logical Architecture when based on S4/S5/S8 interfaces
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5.4.7
Charging Gateway Functionality

The Charging Gateway Functionality (CGF) described in TS 32.251 [70] is a function of the Offline Charging System (OFCS) which is described in TS 32.240 [xx].
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15.1
Charging

15.1.0
General

GPRS charging information is collected for each MS by SGSNs, S‑GWs and GGSNs that are serving the MS. The operator can control whether charging information shall be collected in the SGSN and the GGSN on an individual MS and/or PDP context basis by appropriately setting the Subscribed Charging Characteristics and/or PDP context Charging Characteristics in the HLR. The SGSN may collect charging data on an EPS bearer basis instead of PDP context basis if S4 is used. The control of charging information collected by the S‑GW for inter-operator charging and by the P‑GW are as defined in TS 23.401 [89]. The S-GW for inter-operator charging, and the P-GW shall be able to interface the OFCS according to charging principles and through reference points specified in 32.240 [xx].
The charging characteristics on the GPRS subscription and individually subscribed APNs are specified in TS 32.251 [70].

The information that the operator uses to generate a bill to a subscriber is operator-specific. Billing aspects, e.g. a regular fee for a fixed period, are outside the scope of the present document.

Every operator collect and processes his own charging information.

The SGSN and S-GW (for connectivity through S4) collects charging information for each MS related to the radio network usage while the GGSN collects charging information for each MS related to the packet data network usage. All core network nodes also collect charging information on usage of the network resources.

If the SGSN is, charging may be also realised by a CAMEL server using CAMEL interaction procedures, see referenced procedures in TS 23.078 [8b].
Charging may be also realised by Flow Based Charging procedures at the GGSN, see referenced procedures in TS 23.203 [88] and TS 32.251 [70].
	End of modifications
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