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	***** First Change *****


5.7.2
MME

The MME maintains MM context and EPS bearer context information for UEs in the ECM-IDLE, ECM‑CONNECTED and EMM-DEREGISTERED states. Table 5.7.2-1 shows the context fields for one UE. 

Table 5.7.2-1: MME MM and EPS bearer Contexts

	Field
	Description
	Status



	IMSI
	IMSI (International Mobile Subscriber Identity) is the subscribers permanent identity.
	

	MSISDN
	The basic MSISDN of the UE. The presence is dictated by its storage in the HSS.
	

	MM State
	Mobility management state ECM-IDLE, ECM-CONNECTED, EMM-DEREGISTERED.
	

	GUTI
	Globally Unique Temporary Identity.
	

	ME Identity
	Mobile Equipment Identity – (e.g. IMEI/IMEISV) Software Version Number
	

	Tracking Area List
	Current Tracking area list
	

	TAI of last TAU
	TAI of the TA in which the last Tracking Area Update was initiated.
	

	E-UTRAN Cell Global Identity
	Last known E-UTRAN cell
	

	E-UTRAN Cell Identity Age
	Time elapsed since the last E-UTRAN Cell Global Identity was acquired
	

	Authentication Vector
	Temporary authentication and key agreement data that enables an MME to engage in AKA with a particular user. An EPS Authentication Vector consists of four elements:

a) network challenge RAND,

b) an expected response XRES,

c) Key KASME,

d) a network authentication token AUTN.
	

	UE Radio Access Capability
	UE radio access capabilities.
	

	UE Network Capability
	UE network capabilities including security algorithms and key derivation functions supported by the UE
	

	Selected NAS Algorithm
	Selected NAS security algorithm
	

	Selected AS Algorithm
	Selected AS security algorithms.
	

	KSIASME
	Key Set Identifier for the main key KASME
	

	KASME
	Main key for E-UTRAN key hierarchy based on CK, IK and Serving network identity
	

	NAS Keys and COUNT
	KNASint, K_NASenc, and NAS COUNT parameter.
	

	Selected CN operator id
	Selected core network operator identity (to support network sharing as defined in TS 23.251 [24]). 
	

	Recovery
	Indicates if the HSS is performing database recovery.
	

	Access Restriction
	The access restriction subscription information.
	

	ODB for PS parameters
	Indicates that the status of the operator determined barring for packet oriented services.
	

	MME IP address for S11
	MME IP address for the S11 interface (used by S-GW)
	

	MME TEID for S11
	MME Tunnel Endpoint Identifier for S11 interface.
	

	S-GW IP address for S11
	S-GW IP address for the S11 interface (used by MME)
	

	S-GW TEID for S11
	S-GW Tunnel Endpoint Identifier for the S11 interface.
	

	eNodeB Address in Use
	The IP address of the eNodeB currently used.
	

	eNB UE S1AP ID
	Unique identity of the UE within eNodeB.
	

	MME UE S1AP ID
	Unique identity of the UE within MME.
	

	Subscribed UE-AMBR
	The Maximum Aggregated uplink and downlink MBR values to be shared across all Non-GBR bearers according to the subscription of the user.
	

	UE-AMBR
	The currently used Maximum Aggregated uplink and downlink MBR values to be shared across all Non-GBR bearers.
	

	APN Restriction
	Denotes the restriction on the combination of types of APN for the APN associated with this EPS bearer Context. 
	

	Subscribed Charging Characteristics
	e.g. Normal, prepaid, flat rate and/or hot billing.
	

	For each active PDN connection: 
	

	APN in Use
	The APN currently used. This APN shall be composed of the APN Network Identifier and the APN Operator Identifier.
	

	APN Subscribed
	The subscribed APN received from the HSS.
	

	PDN Type
	IPv4, IPv6 or IPv4v6
	

	IP Address(es)
	IPv4 address and/or IPv6 prefix
	FFS if these are stored.

	VPLMN Address Allowed
	Specifies whether the UE is allowed to use the APN in the domain of the HPLMN only, or additionally the APN in the domain of the VPLMN.
	

	PDN GW Address in Use (control plane)
	The IP address of the PDN GW currently used for sending control plane signalling.
	

	Location Change Report Required
	Need to communicate Cell or TAI to the PDN GW with this EPS bearer Context. 
	

	EPS subscribed QoS profile
	The bearer level QoS parameter values for that APN's default bearer (QCI and ARP) (see clause 4.7.3).
	

	Subscribed APN-AMBR
	The Maximum Aggregated uplink and downlink MBR values to be shared across all Non-GBR bearers, which are established for this APN, according to the subscription of the user.
	

	APN-AMBR
	The Maximum Aggregated uplink and downlink MBR values to be shared across all Non-GBR bearers, which are established for this APN, as decided by the PDN-GW.
	

	PDN GW GRE Key for uplink traffic (user plane)
	PDN GW assigned GRE Key for the S5/S8 interface for the user plane for uplink traffic. (For PMIP-based S5/S8 only)
	

	For each EPS Bearer within the PDN connection

	EPS Bearer ID 
	An EPS bearer identity uniquely identifies an EP S bearer for one UE accessing via E-UTRAN
	

	TI
	Transaction Identifier
	

	IP address for S1-u
	IP address of the S-GW for the S1-u interfaces.
	

	TEID for S1u
	Tunnel Endpoint Identifier of the S-GW for the S1-u interface.
	

	EPS bearer QoS parameters
	QCI and ARP 

optionally: GBR and MBR in case of GBR bearer


	

	EPS Bearer Charging Characteristics
	e.g. Normal, prepaid, flat-rate and/or hot billing.
	

	Charging Id
	Charging identifier, identifies charging records generated by SGW and PDN GW.
	FFS

	DL TFT
	Downlink Traffic Flow Template. (For PMIP-based S5/S8 only)
	

	UL TFT
	Uplink Traffic Flow Template. (For PMIP-based S5/S8 only)
	

	URRP-MME
	URRP-MME indicating that the HSS has requested the MME to notify the HSS regarding UE reachability at the MME
	


Editor's note:
The"Status" columns will be removed when the FFS's are resolved.

Editor's note:
FFS how detached state security context caching is handled in E-UTRAN.
	***** End of First Change *****


	***** Second Change *****


5.7.5
UE

The UE maintains the following context information. Table 5.7.5-1 shows the context fields. A GERAN or UTRAN capable UE maintains in addition the context information as described in a similar UE context table in TS 23.060 [7].

Table 5.7.5-1: UE context

	Field
	Description
	

	IMSI
	IMSI (International Mobile Subscriber Identity) is the subscribers permanent identity.
	

	
	
	

	EMM State
	Mobility management state EMM-REGISTERED, EMM-DEREGISTERED.
	

	GUTI
	Globally Unique Temporary Identity.
	

	ME Identity
	Mobile Equipment Identity – (e.g. IMEI/IMEISV) Software Version Number.
	

	Tracking Area List
	Current Tracking area list.
	

	last visited TAI
	A TAI which is contained in the TA list the UE registered to the network and which identifies the tracking area last visited by the UE.
	

	Selected NAS Algorithm
	Selected NAS security algorithm.
	

	Selected AS Algorithm
	Selected AS security algorithms.
	

	KSIASME
	Key Set Identifier for the main key KASME.
	

	KASME
	Main key for E-UTRAN key hierarchy based on CK, IK and Serving network identity.
	

	NAS Keys and COUNT
	KNASint, KNASenc, and NAS COUNT parameter.
	

	Temporary Identity used in Next update (TIN)
	This parameter is used internally by the UE to memorise which temporary ID it has to indicate in the next RAU/TAU (P-TMSI, GUTI or RAT-related TMSI, the latter means P-TMSI in RAU and GUTI in TAU).
	

	For each active PDN connection:
	

	APN in Use
	The APN currently used. This APN shall be composed of the APN Network Identifier and the APN Operator Identifier.
	

	APN-AMBR
	The maximum aggregated uplink MBR to be shared across all Non-GBR bearers, which are established for this APN.
	

	IP Address(es)
	IPv4 address and/or IPv6 prefix
	

	For each EPS Bearer within the PDN connection

	EPS Bearer ID
	An EPS bearer identity uniquely identifies an EPS bearer for one UE accessing via E-UTRAN.
	

	TI
	Transaction Identifier
	

	EPS bearer QoS parameters
	GBR and MBR in case of GBR bearer.
	

	UL TFT
	Uplink Traffic Flow Template.
	


	***** End of Changes *****
























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































