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******************** START OF CHANGE  *******************
6.2.1
Initial Attach Procedure with PMIPv6 on S2a and Anchoring in PDN GW

PMIPv6 (draft-ietf-netlmm-proxymip6 [8]) is used to setup a PMIPv6 tunnel between the trusted non-3GPP IP access and the PDN GW. In both roaming and non-roaming cases, S2a is present. It is assumed that MAG exists in the trusted non-3GPP IP access.
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Figure 6.2.1-1: Initial attachment with Network-based MM mechanism over S2a for roaming, LBO and non-roaming scenarios.

The optional interaction steps between the gateways and the PCRF in the procedures only occur if dynamic policy provisioning is deployed. Otherwise policy may be statically configured in the gateway.

This procedure applies to the Non-Roaming (Figure 4.2.2-1), Roaming (Figure 4.2.3-1) and Local Breakout (Figure 4.2.3-5) cases. For the Roaming and Local Breakout cases, the vPCRF forwards messages between the non-3GPP access and the hPCRF. In the Local Breakout case, the vPCRF forwards messages between the PDN GW and the hPCRF. In the Roaming and LBO cases, the 3GPP AAA Proxy serves as an intermediary between the Trusted Non-3GPP IP Access and the 3GPP AAA Server in the HPLMN. In the non-roaming case, the vPCRF is not involved at all.


1)
The initial Non-3GPP access specific L2 procedures are performed. These procedures are Non-3GPP access specific and are outside the scope of 3GPP.
2)
The EAP authentication procedure is initiated and performed involving the UE, Trusted Non-3GPP IP Access and the 3GPP AAA Server. In the roaming case, there may be several AAA proxies involved. If the PDN subscription profile contains a PDN GW identity and the Attach Type does not indicate "Handover", the Non-3GPP access GW may request a new PDN GW as described in clause 4.5.1, e.g. to allocate a PDN GW that allows for more efficient routing. If the PDN subscription profile contains no PDN GW address for the default PDN and the Attach Type indicates "Handover" the non-3GPP access GW or ePDG selects a new PDN GW as described in clause PDN GW selection function. The PDN GW information is returned as part of the reply from the 3GPP AAA Server to the MAG in the trusted non-3GPP access as described in clause 4.5.1. This may entail an additional interaction with the Domain Name Server function in order to obtain the PDN GW address. The list of all the APNs along with additional PDN GW selection information and part of the subscriber profile needed for authorization for each of the authorized PDNs is returned to the access gateway in order to provide authorization information for UE-initiated connectivity to additional PDNs as defined in clause 6.8.1. The 3GPP AAA Server also returns to the MAG the MN NAI to be used to identify the UE in Proxy Binding Update and Gateway Control Session Establishment messages (steps 4 and 10). The PDN Gateway selection takes place at this point as described in clause 4.5.1. If supported by Non-3GPP access network, the Attach Type is indicated to the Non-3GPP access network by the UE. The mechanism for supporting attach type is access technology specific and out of scope for 3GPP standardization. Attach Type indicates "Handover" when the UE already has active PDN connection(s) due to mobility from 3GPP access to non-3GPP access.
NOTE 1:
The MN NAI returned from the 3GPP AAA Server to the MAG is a permanent IMSI based MN NAI.

3)
After successful authentication and authorization, the non-3GPP access specific L3 attach procedure is triggered.

4)
The Trusted non-3GPP access initiates the Gateway Control Session Establishment Procedure with the PCRF, as specified in TS 23.203 [19]. The Trusted non-3GPP access provides the information to the PCRF to correctly associate it with the IP‑CAN session to be established in step 6 and also to convey subscription related parameters to the PCRF.

5)
The MAG function of Trusted Non-3GPP IP Access sends a Proxy Binding Update (MN-NAI, Lifetime, Access Technology Type, Handover Indicator, APN, GRE key for downlink traffic, Additional Parameters) message to PDN GW. The MN NAI identifies the UE. The Lifetime field must be set to a nonzero value . Access Technology Type is set to a value matching the characteristics of the non-3GPP access. Handover Indicator is set to "initial" attach as the UE has provided Attach Type indicating "Initial" attach or as the Attach Type indicates "Handover" and the PDN subscription profile contains no PDN GW. The Additional Parameters may include Protocol Configuration Options and other information.

6)
The PDN GW initiates the IP‑CAN Session Establishment Procedure with the PCRF, as specified in TS 23.203 [19]. The PDN GW provides information to the PCRF used to identify the session and associate Gateway Control Sessions established in step 4 correctly. The PCRF creates IP‑CAN session related information and responds to the PDN GW with PCC rules and event triggers.

7)
The selected PDN GW informs the 3GPP AAA Server of its PDN GW identity and the APN corresponding to the UE's PDN Connection. This information is registered in the HSS as described in clause 12.

8)
The PDN GW processes the proxy binding update and creates a binding cache entry for the UE. The PDN GW allocates IP address(es) for the UE. The PDN GW then sends a Proxy Binding Acknowledgement (MN NAI, Lifetime, UE Address Info, GRE key for uplink traffic, Additional Parameters) message to the MAG function in Trusted Non-3GPP IP Access, including the IP address(es) allocated for the UE. The UE Address Info includes one or more IP addresses. The Lifetime indicates the duration of the binding. The Additional Parameters may include Protocol Configuration Options and other information.
NOTE 2:
If UE requests for both IPv4 and IPv6 addresses, both are allocated. If the UE requests for only IPv4 or IPv6 address only one address is allocated accordingly.

9)
The PMIPv6 tunnel is set up between the Trusted Non-3GPP IP Access and the PDN GW.

10)
The PCRF may update the QoS rules in the trusted non-3GPP access by initiating the GW Control Session Modification Procedure, as specified in TS 23.203 [19].

11)
L3 attach procedure is completed via non-3GPP access specific trigger. IP connectivity between the UE and the PDN GW is set for uplink and downlink directions. At this step the IP address information is provided to the UE.

******************** END OF CHANGE  *******************
******************** START OF CHANGE  *******************
6.4.1.1
Non-Roaming, Home Routed Roaming and Local Breakout Case

The procedure in this section applies to both Detach Procedures, including UE or Tursted non-3GPP initiated detach procedure, and UE-requested PDN disconnection procedure when supported by the Trusted non-3GPP access.

The UE can initiate the detach procedure, e.g. when the UE is power off. The Trusted Non-3GPP Access Network can initiate the detach procedure due to administration reason or detecting the UE's leaving by, e.g. Link-layer event specific to the access technology (refer to PMIPv6 (draft-ietf-netlmm-proxymip6 [8]) for more information).
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Figure 6.4.1.1-1: UE/Trusted Non-3GPP Access Network initiated detach procedure or PDN-disconnection with PMIPv6

For detach procedure and in case of connectivity with multiple PDNs, the steps 2 to 6 are repeated for each PDN the UE is connected to.

For UE-requested PDN disconnection procedure, steps 2 to 6 are performed for the PDN that the UE requested disconnection from.

This procedure applies to the Non-Roaming (Figure 4.2.2-1), Roaming (Figure 4.2.3-1) and Local Breakout (Figure 4.2.3-5) cases. For the Roaming and Local Breakout cases, the vPCRF forwards messages between the non-3GPP access and the hPCRF. In the Local Breakout case, the vPCRF forwards messages between the PDN GW and the hPCRF. In the Roaming and LBO cases, the 3GPP AAA Proxy serves as an intermediary between the Trusted Non-3GPP IP Access and the 3GPP AAA Server in the HPLMN. In the non-roaming case, the vPCRF is not involved at all.


If dynamic policy provisioning is not deployed, the optional steps 2 and 5 do not occur. Instead, the PDN GW may employ static configured policies.

1)
The UE or the Trusted Non-3GPP Access Network triggers either detach or disconnection from a specific PDN by an access technology specific procedure.

2)
The Trusted Non-3GPP Access Network initiates the Gateway Control Session Termination Procedure with the PCRF as specified in TS 23.203 [19]. The Trusted Non-3GPP Access Network no longer applies QoS policy to service data flows for this UE.
3)
The Mobile Access Gateway (MAG) in the Trusted Non-3GPP IP Access sends a Proxy Binding Update (MN NAI, APN, lifetime=0) message to the PDN GW with lifetime value set to zero, indicating de-registration. The MN NAI identifies the UE to deregister from the PDN GW. The APN is needed in order to determine which PDN to deregister the UE from, as some PDN GWs may support multiple PDNs.

4)
The PDN GW informs the AAA Server/HSS to remove the PDN GW identity information and APN corresponding to the UE's PDN connection. This information is de-registered from the HSS as described in clause 12.

5)
The PDN GW deletes the IP CAN session associated with the UE and executes a PCEF-Initiated IP CAN Session Termination Procedure with the PCRF as specified in TS 23.203 [19].

6)
The PDN GW deletes existing entries implied in the Proxy Binding Update message from its Binding Cache and sends a Proxy Binding Ack (MN NAI, APN, lifetime=0) message to the MAG.

7)
Non-3GPP specific resource release procedure is executed. The resources of Trusted Non-3GPP Access Network are released. In case of disconnection from a PDN, if the PDN from which the UE is disconnected was the only PDN that the UE was connected to, detach related procedures may be performed in the Trusted non-3GPP IP access.

******************** END OF CHANGE  *******************
******************** START OF CHANGE  *******************
6.4.2.1
Non-Roaming, Home Routed Roaming and Local Breakout Case

HSS/AAA-initiated detach procedure with PMIPv6 is illustrated in figure 6.4.2.1-1. The HSS can initiate the procedure e.g. when the user's subscription is removed. The 3GPP AAA Server can initiate the procedure, e.g. instruction from O&M, timer for re-authentication/re-authorization expired.




[image: image4.emf] 

Roaming  Scenarios  

UE  

AAA  Proxy    

vPCRF  

PDN   GW   HSS/   AAA  

hPCRF  

1.  UE De - registration Request  

3.  UE De - Registration  Ack  

2. The procedures as TS 23.402, Figure  6.4. 1 .1 - 1, after Step 1  

Trusted Non - 3GPP IP  Access  


Figure 6.4.2.1-1: HSS/AAA-initiated detach procedure with PMIPv6

This procedure applies to the Non-Roaming (Figure 4.2.2-1), Roaming (Figure 4.2.3-1) and Local Breakout (Figure 4.2.3-5) cases. For the Roaming and Local Breakout cases, the vPCRF forwards messages between the non-3GPP access and the hPCRF. In the Local Breakout case, the vPCRF forwards messages between the PDN GW and the hPCRF. In the Roaming and LBO cases, the 3GPP AAA Proxy serves as an intermediary between the Trusted Non-3GPP IP Access and the 3GPP AAA Server in the HPLMN. In the non-roaming case, the vPCRF is not involved at all.



1)
The HSS/AAA sends a Detach Indication message to the MAG in the Trusted Non-3GPP Access Network to detach a specific UE.

2)
This includes the procedure after step 1 as in figure 6.4.1.1-1.

3)
The MAG of the Trusted Non-3GPP Access Network sends a Detach Ack message to the HSS/AAA.

******************** END OF CHANGE  *******************
******************** START OF CHANGE  *******************
6.8.1.2
Chained PMIP-based S8-S2a Roaming Case

This clause defines the UE-initiated Connectivity to Additional PDN for PMIP-based S8-S2a chaining. This procedure also applies for PMIP-based S8-S2b chaining.
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Figure 6.8.1.2-1: Additional PDN connectivity for chained PMIP-based S8-S2a/b roaming scenarios

The optional interaction steps between the gateways and the PCRF in the procedures only occur if dynamic policy provisioning is deployed. Otherwise policy may be statically configured with the gateway.
The gateway control signalling in steps 2 and 4 between the gateway and PCRF occur only for Trusted Non-3GPP IP Accesses.

1)
When the UE wishes to connect to an additional PDN, it sends a trigger according to step 2 of clause 6.8.1.1 (Figure 6.8.1.1-1).

2)
The non-3GPP access gateway initiates the Gateway Control Session Establishment Procedure with the hPCRF by way of the vPCRF, as specified in TS 23.203 [19].

3)
Steps 2 to 7 according to clause 6.2.4 (Figure 6.2.4-1) are executed with PDN GW2 instead of PDN GW1.

4)
In case the QoS rules have changed, the hPCRF by way of the vPCRF updates the QoS rules at the non-3GPP access gateway by initiating the GW Control Session Modification Procedure, as specified in TS 23.203 [19].

5)
The trusted non-3GPP access system or ePDG sends the reply message to the UE according to step 4 of clause 6.8.1.1 (Figure 6.8.1.1-1).

******************** END OF CHANGE  *******************
******************** START OF CHANGE  *******************
6.12.1
PDN GW initiated Resource Allocation Deactivation with S2a PMIP

All the resource allocations associated with the PDN address are released in this procedure.
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Figure 6.12.1-1 PDN GW Initiated Binding Revocation with S2a PMIP

This procedure applies to the Non-Roaming (Figure 4.2.2-1), Roaming (Figure 4.2.3-1) and Local Breakout (Figure 4.2.3-5) cases. For the Roaming and Local Breakout cases, the vPCRF forwards messages between the non-3GPP access and the hPCRF. In the Local Breakout case, the vPCRF forwards messages between the PDN GW and the hPCRF. In the Roaming and LBO cases, the 3GPP AAA Proxy serves as an intermediary between the Trusted Non-3GPP IP Access and the 3GPP AAA Server in the HPLMN. In the non-roaming case, the vPCRF is not involved at all.


The optional interaction steps between the gateways and the PCRF in the procedures in figure 6.12.1-1 only occur if dynamic policy provisioning is deployed. Otherwise policy may be statically configured with the gateway.

1.
The PDN GW sends a Binding Revocation Indication message to the trusted non-3GPP IP access as defined in draft-ietf-mext-binding-revocation [35].

2.
The resources may be released in trusted non-3GPP IP access, according to an access specific, trusted non-3GPP IP access initiated, release mechanism.

3.
If resources are released in trusted non-3GPP IP access, the non-3GPP access sends a Gateway Control Session Termination message to the PCRF.

4.
The PCRF responds the trusted non-3GPP IP access with Acknowledge Gateway Control Session Termination message.

5.
The trusted non-3GPP IP access returns a Binding Revocation Acknowledgement message to the PDN GW.

NOTE:
For some accesses, the resources may be released independently of deactivation from the PDN GW.

******************** END OF CHANGE  *******************
******************** START OF CHANGE  *******************
6.12.3
PDN GW initiated Resource Allocation Deactivation for Chained PMIP-based S8-S2a Roaming

This clause defines the PDN GW initiated resource allocation deactivation for chained PMIP-based S8-S2a roaming. This procedure also applies for PMIP-based S8-S2b chaining.
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Figure 6.12.3-1: PDN GW Initiated Binding Revocation for Chained PMIP-based S8-S2a Roaming Case

The optional interaction step between the gateways and the PCRF in the procedures in figure 6.12.3-1 occur only if dynamic policy provisioning is deployed. Otherwise policies may be statically configured in the gateway.
1.
The PDN GW sends a Binding Revocation Indication message to the MAG function in the Serving GW as defined in draft-ietf-mext-binding-revocation [35].

2.
The Serving GW sends a corresponding Binding Revocation Indication message to the MAG function of the trusted non-3GPP IP access or ePDG.

3.
The trusted non-3GPP IP access or ePDG may release allocated resources in the non-3GPP IP access according to access specific release mechanisms.

4.
In case a Gateway Control Session between the trusted non-3GPP access or ePDG and hPCRF exists, the Gateway Control Session Termination procedure, as specified in TS 23.203 [19], is performed.

5.
The MAG function of the trusted non-3GPP IP access or ePDG returns a Binding Revocation Acknowledgement message to the Serving GW.

6.
The MAG function of the Serving GW or ePDG sends a corresponding Binding Revocation Acknowledgement message to the PDN GW.

NOTE:
For some accesses, the resources may be released independently of deactivation from the PDN GW.

******************** END OF CHANGE  *******************
******************** START OF CHANGE  *******************
6.12.4
PDN GW initiated Resource Allocation Deactivation for Chained GTP-based S8-S2a Roaming

This clause defines the PDN GW initiated resource allocation deactivation in the source non-3GPP access at handover for chained GTP-based S8-S2a roaming. This procedure also applies for chained GTP -based S8-S2b roaming.

This procedure is performed when the UE handovers from the trusted/untrusted non-3GPP accesses to other accesses with S-GW relocation for chained GTP-based S8/S2 roaming.
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Figure 6.12.4-1 PDN GW initiated Resource Allocation Deactivation for Chained GTP-based S8-S2a/S2b Roaming

1.
The PDN GW sends a Delete Bearer Request message (EPS Bearer Identity) to the old Serving GW. 

2.
The Serving GW sends a corresponding Binding Revocation Indication message to the MAG function of the trusted non-3GPP IP access or ePDG as defined in draft-ietf-mext-binding-revocation [35].

3.
The trusted non-3GPP IP access or ePDG may release allocated resources in the non-3GPP IP access according to access specific release mechanisms.

4.
The MAG function of the trusted non-3GPP IP access or ePDG returns a Binding Revocation Acknowledgement message to the Serving GW.

5.
The Serving GW sends a Delete Bearer Response message to the PDN GW.

NOTE:
For some accesses, the resources may be released independently of deactivation from the PDN GW.

******************** END OF CHANGE *******************
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