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The following CRs, agreed at the TSG-SA WG5 meeting #63, are presented to TSG SA #43 for approval:
	Spec
	CR
	Rev
	Rel
	Title
	Cat
	Version
	SA5 Tdoc

	32.111-3
	52
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.1.0
	S5-091656

	32.307
	2
	-
	Rel-8
	Correction of notify
	F
	8.0.0
	S5-091657

	32.422
	46
	-
	Rel-8
	Refinement of the Trace Reference
	F
	8.3.0
	S5-091297

	32.15
	14
	-
	Rel-8
	Remove parts moved to 32.153
	F
	8.2.0
	S5-091383

	32.151
	13
	-
	Rel-8
	Correct subclause numbering
	F
	8.1.0
	S5-091384

	32.111-5
	5
	-
	Rel-8
	Split the XSD file in two; one for notifications and one for IOCs
	C
	8.0.0
	S5-091410

	32.623
	20
	-
	Rel-8
	Add the missing EP model - Align with 32.622
	F
	8.0.0
	S5-091609

	32.422
	47
	-
	Rel-8
	Enhancement of trigger events in 3GPP TS 32.423 - align with 29.274, 29.272
	F
	8.3.0
	S5-091620

	32.422
	48
	-
	Rel-8
	Trace Session activation/deactivation to PGW in case of non-3GPP access network
	B
	8.3.0
	S5-091622

	32.423
	20
	-
	Rel-8
	Constraint of the presence for the “ue” element
	F
	7.4.0
	S5-091626

	32.423
	21
	-
	Rel-8
	Adding PGW trace record content
	B
	7.4.0
	S5-091627

	32.423
	22
	-
	Rel-8
	Alignment with 32.421 and 32.422. Introduction medium and minimum trace dept IEs for the GTP and S1AP protcols in MME
	B
	7.4.0
	S5-091628

	32.422
	49
	-
	Rel-8
	Add reference and definitions for trace failure notifications in 32.422
	F
	8.3.0
	S5-091630

	32.111-1
	6
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.0.0
	S5-091634

	32.317
	2
	-
	Rel-8
	Include portType and binding in the WSDL
	C
	8.0.0
	S5-091635

	32.341
	3
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.0.0
	S5-091636

	32.342
	3
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.0.0
	S5-091637

	32.343
	4
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.0.0
	S5-091638

	32.345
	2
	-
	Rel-8
	Create a new XSD for IOCs
	C
	7.1.0
	S5-091639

	32.361
	1
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.0.0
	S5-091640

	32.362
	6
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	8.0.0
	S5-091641

	32.363
	7
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	8.0.0
	S5-091642

	32.365
	1
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.0.0
	S5-091643

	32.411
	4
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.0.0
	S5-091658

	32.412
	19
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.1.0
	S5-091659

	32.413
	13
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.0.0
	S5-091660

	32.415
	1
	-
	Rel-8
	Create a new XSD for IOCs
	C
	7.0.1
	S5-091661

	32.611
	4
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.0.0
	S5-091662

	32.612
	25
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.2.0
	S5-091663

	32.613
	16
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.0.0
	S5-091664

	32.615
	29
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	7.0.0
	S5-091664

	32.111-2
	61
	-
	Rel-8
	Include reference to SOAP Solution Set specification
	D
	8.0.0
	S5-091666

	32.155
	3
	-
	Rel-8
	Simplified requirements template for IRPs
	F
	8.2.0
	S5-091687

	32.405
	51
	-
	Rel-8
	Add Cell Unavailable Time Measurements
	C
	8.4.0.
	S5-091721

	32.422
	50
	-
	Rel-8
	Use S1-DOWNLINK NAS TRANSPORT for the trace for TAU and some failed procedures
	F
	8.3.0
	S5-091728

	32.423
	23
	-
	Rel-8
	Alignment with 32.421 and 32.422. Introduction of E-UTRAN
	B
	7.4.0
	S5-091729

	32.405
	53
	-
	Rel-8
	Inclusion of WB-AMR Rates 
	C
	8.4.0
	S5-091603

	32.405
	52
	-
	Rel-8
	Addition of MBMS data volume related measurements
	B
	8.4.0
	S5-091632

	32.422
	51
	-
	Rel-8
	EPC signalling activation mechanisms
	F
	8.3.0
	S5-090621

	32.422
	52
	-
	Rel-8
	EPC and E-UTRAN signalling deactivation mechanisms
	F
	8.3.0
	S5-090622

	32.422
	53
	-
	Rel-8
	 Add the missing PGW to EPC trace recording session stopping mechanism
	F
	8.3.0
	S5-090624


