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***********************  Start modification **************
8.1
General description and requirements

Access to 3G and evolved 3G (EPS) services may be provided via UTRAN or E-UTRAN cellular base stations belonging to e.g. domestic, business, commercial enterprises. This type of access may be provided by the PLMN by means of NodeBs referred to as Home Node B (HNB) and Home eNode B (HeNB) respectively. The HNB/HeNB provides services to a Closed Subscriber Group (CSG).  CSG membership, including temporary membership, is managed by both the CSG manager and the network operator. 

***********************  next modification **************

8.3.1
General requirements

-
The CSG manager shall be able, under the PLMN operator supervision, to add, remove and view the list of CSG members. The consent of the invited member or guest shall be obtained before being added to the subscriber group. 

-
CSG members may include subscriber of any PLMN subject to roaming agreement. 
-
The UE shall maintain a list of allowed CSG identities (white list). It shall be possible to store the list of allowed CSG identities in the USIM. When available, the list on the USIM shall take precedence over the list stored in the ME  non-volatile memory. All CSG cells belonging to a CSG identity not included in the list of allowed CSG identities shall be considered not suitable by the UE as specified in TS 25.304 [11] and TS 36.304 [12].

-
Each CSG identity shall be associated to a subscriber group which identifies the subscribers allowed to access the CSG. When the subscriber group is updated, this information shall be transferred by the network and to the affected UEs belonging to the subscriber group.  

-
It shall be possible to limit the period of time during which the UE is allowed to camp on a CSG cell (granted access rights).It shall be possible to configure a time period for each temporary member.

-
The time period shall be configurable by the CSG manager and/or the network operator operating the CSG cell and shall span from 1 decihour to several days. If no value is given unlimited access to the CSG cell is allowed.

-
When the time period expires

-
The CSG shall no longer be considered to be available to provide services, except for emergency calls. 

- 
All affected UEs in connected mode are released.

-
When the subscriber group is updated, the affected UE shall be informed accordingly.
***********************  next modification **************

8.4.2
HNB Name

It shall be possible for the a CSG cell to broadcast a HNB Name in free text format. The UE may display the HNB Name when camping on the cell where it is broadcast. The HNB Name shall be configurable by the operator or the H(e)NB owner at the discretion of the operator.

The HNB Name length shall not exceed 48x8 bits.

NOTE:  
In order to allow the maximum flexibility in the way the HNB Name is configured in any language, UTF-8 coding should be used; this allow a maximum length of 48 characters coded on one byte, 24 characters on two bytes, 16 characters on 3 bytes down to a minimum of 12 characters if all characters are encoded on 4 bytes.

The HNB Name may be stored in the USIM. If the HNB Name stored on the USIM is available, it shall take precedence over the broadcasted HNB Name.
The HNB Name may be stored optionally in the ME. If the HNB Name is present in the USIM, the HNB Name in the ME shall be ignored.
NOTE:
The HNB Name is necessary in order to aid the user in choosing the correct CSG identity when performing a manual CSG identity selection.
***********************  end modification **************
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