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	TS
	CR
	Rev
	Release
	Title
	Cat
	Vsn
	SA WG2 TD
	Source to WG
	Work Item
	Clauses affected

	23.401
	0764
	1
	Rel-8
	Adding Charging ID to Dedicated Bearer Establishment procedure
	F
	8.4.1
	S2-090630
	CATT
	SAES
	5.4.1

	23.401
	0768
	2
	Rel-8
	Cause IE and Transparent Container IE Cleanup.
	F
	8.4.1
	S2-090649
	Starent
	SAES
	D.3.4, 5.5.2.1.2, 5.5.2.2.2, 5.5.2.2.3, 5.5.2.3.2, 5.5.2.4.2, 5.5.2.4.3

	23.401
	0770
	1
	Rel-8
	PDP Context to EPS Bearer mapping in MME during Gn/Gp-SGSN to MME TAU.
	F
	8.4.1
	S2-090617
	Starent
	SAES
	D.3.6

	23.401
	0771
	3
	Rel-8
	Correction of Routing Area Update procedures using S4
	F
	8.4.1
	S2-090806
	NTT DOCOMO
	SAES
	5.3.3.3

	23.401
	0772
	-
	Rel-8
	Cleanup of definitions and abbreviations
	F
	8.4.1
	S2-090350
	Ericsson
	SAES
	3.1, 3.2

	23.401
	0773
	2
	Rel-8
	UE capability handling at inter-RAT handover
	F
	8.4.1
	S2-090652
	Vodafone
	SAES
	5.11.2

	23.401
	0774
	1
	Rel-8
	NAS message/S1 procedure handling during S1 interface handover
	F
	8.4.1
	S2-090619
	Vodafone
	SAES
	5.5.1.2.1

	23.401
	0775
	1
	Rel-8
	PCC related update of bearer activation and modification procedure
	F
	8.4.1
	S2-090620
	Nokia Siemens Networks
	SAES
	5.4.1, 5.4.2.1, 5.4.3

	23.401
	0776
	1
	Rel-8
	Removal of editor's notes and FFS'
	F
	8.4.1
	S2-090625
	Vodafone
	SAES
	5.3.1.1, 5.3.2.1, 5.3.3.3, 5.3.3.6, 5.3.4.2, 5.3.5, 5.3.10.5, 5.5.1.2.2, 5.5.2.2.3, 5.5.2.4.3, 5.7.2, D.3.8.3

	23.401
	0777
	3
	Rel-8
	Clarification on the UE identity handling during Attach procedure
	F
	8.4.1
	S2-090646
	Qualcomm Europe
	SAES
	5.3.2

	23.401
	0778
	3
	Rel-8
	Clarification of the additional P-TMSI/RAI
	F
	8.4.1
	S2-090777
	Qualcomm Europe
	SAES
	5.3.3.3, 5.3.3.6, D.3.5

	23.401
	0779
	4
	Rel-8
	Establish all the Dedicated Bearers in combination with default bearer in Handover Attach or Handover PDN connectivity
	F
	8.4.1
	S2-091629
	Nokia Siemens Networks, Nokia, Qualcomm Europe, Sa
	SAES
	5.3.2.1,Figure 5.3.2.1-1, 5.10.2, Figure 5.10.2-1

	23.401
	0780
	2
	Rel-8
	Clarification that PDN GW initiated bearer modification procedure supports change of QCI
	F
	8.4.1
	S2-090762
	T-Mobile
	SAES
	5.4.2.1

	23.401
	0781
	1
	Rel-8
	Editorial updates on MME control of overload clause
	D
	8.4.1
	S2-090760
	CATT
	SAES
	4.3.7.4

	23.401
	0793
	1
	Rel-8
	Remove TCP option from S6a and S13
	F
	8.4.1
	S2-091637
	Ericsson
	SAES
	5.1.1.9; 5.1.1.10

	23.401
	0794
	2
	Rel-8
	Unconditional RAU at handover to same RA; Impact to E-UTRAN handover procedures
	F
	8.4.1
	S2-091719
	Ericsson
	SAES
	5.5.2.3.3, D.3.7.3

	23.401
	0795
	-
	Rel-8
	Clarification of reference in MME-Initiated Detach procedure
	F
	8.4.1
	S2-090855
	Ericsson
	SAES
	5.3.8.3


