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	Addition of the information element transfer from the S-GW to the PCRF and thence to the PDN GW required for transmitting the AMBR parameter in the RAU and Inter-SGSN combined RA/LA update procedures using S4. The PMIP-based S5/S8 equivalent has been provided by this CR for the signalling equivalent to a GTP "update bearer" message exchange.
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5.10.X RAU Procedure Support
RAU procedures in 23.060 send messages from the S4 SGSN to the S-GW and thence to P-GW using GTPv2. For PMIP-based S5/S8, these exchanges occur via PCC.
TS 23.203 [19], figure 7.7.3-1 "Gateway Control and QoS Rules Request", depicts the procedure. The BBERF(S-GW) sends a Gateway Control and QoS Rules Request message to the PCRF including the APN-AMBR. The PCRF sends a PCC Rules Provision message to the PDN GW including the APN-AMBR. The PDN GW responds with an Acknowledge Policy and Charging Rules Provisioning message with the APN-AMBR to the PCRF . The PCRF responds to the BBERF(S-GW) with a Gateway Control and QoS Rules Reply message with the APN-AMBR parameter. The response from the PCRF to the BBERF to the initial Gateway Control and QoS Rules Request message must wait (synchronously) for the completion of the PCC Rules Provision exchange between the PCRF and PCEF.
-
6.9.1.2.2a:
Inter SGSN Routeing Area Update and Combined Inter SGSN RA / LA Update using S4


Instead of the steps shown in the box (B1) in TS 23.060 [21], clause 6.9.1.2.2a, figure 33b, the procedure described above is employed. 
-
6.9.2.1a
Routeing Area Update Procedure using S4


Instead of the steps shown in the box (B1) in TS 23.060 [21], clause 6.9.2.1a, figure 36b, the procedure described above is employed. 
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