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	The assumption in TS°23.203 is that in order to support the different IP‑CAN bearer establishment modes (UE-only or UE/NW), also known as Bearer Control Modes (BCMs), the BBERF shall forward the network and UE capabilities to the PCRF.

For GERAN/UTRAN access the UE may indicate its BCM support via the PCO. However, the PCO parameter, although supported in some non-3GPPP accesses, is not suitable to carry the BCM support, because it is conveyed transparently all the way up to the PDN GW.

It needs to be clarified that in non-3GPP accesses the UE's BCM capabilities should be conveyed to the BBERF. How this is achieved is outside of 3GPP standardisation scope.

Addition in rev1:

It also needs to be clarified that the selected BCM is conveyed from the BBERF to the UE. How this is achieved is outside of 3GPP standardisation scope.
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4.10.4
Application of PCC in the Evolved Packet System

EPS supports both static and dynamic PCC deployment options as specified in TS 23.401 [4].

NOTE:
The local configuration of PCEF static policy and charging control functionality is not subject to standardization and is not based on subscription information.

In case of non-3GPP access that does not support an Gxa/b or S9 interface, static QoS policies (e.g. based on subscription QoS parameters for default connectivity) may be provided to the non-3GPP access through the AAA infrastructure. To perform policy enforcement according to the subscription QoS parameters for default connectivity, additional information may be provided to the PDN GW in one of the following ways:

-
from the PCRF, if present and if the PDN GW supports the Gx interface;

-
from the 3GPP AAA Server through the S6b interface in the form of a static QoS profile.

NOTE:
In the latter case the PCEF may change the provided values based on interaction with the PCRF or based on local configuration.

When dynamic policy provisioning is not deployed, the PDN GW in case of PMIP based signalling uses the access type information (RAT Type in 3GPP access) contained in Proxy Binding Update messages for, e.g. charging. When dynamic policy provisioning is deployed, the PDN GW relies on the PCRF for indication of the handling required due to the access technology.

The behaviour of the system when PCC is deployed only in VPLMN or only in HPLMN is described in TS 23.203 [19].

For non-3GPP access that supports UEs with different Bearer Control Mode (BCM) capabilities, it should be possible for the UE to signal its BCM capabilities to the BBERF. It should also be possible for the BBERF to signal the selected BCM to the UE. How this information is exchanged between the UE and the BBERF is outside of the scope of 3GPP.
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