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	Reason for change:
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	For the UE emergency attached, when the periodic RA timer expired the UE shall not initial RA procedure and the UE is in the PMM-DETACHED state. And the same handling to the Mobile reachable timer expired. 
Here we introduce the similar description that has been agreed on TS23.401. 
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Start of 1st Change

5.10.2
PS Domain Functions for IMS Emergency Session Support

5.10.2.1
General

IMS emergency sessions over emergency access via packet core are supported for UTRAN access as well as inter-RAT handover between UTRAN and E-UTRAN. Support for Packet Core (GPRS and EPS) emergency bearer services over GERAN networks is not included in this Release and thus PS handover to GERAN access should not be performed when IMS emergency sessions over EPS or GPRS using emergency bearer services are active.

The MS shall signal a cause specific for emergency as defined in TS 25.331 [52] when it requests an RRC connection for emergency signalling procedure.

Editor's note:
Handover to GERAN needs to be avoided. How this is achieved is FFS.

5.10.2.x
Reachability Management for Emergency Attached MS in PMM-IDLE state

An emergency attached MS when its periodic RA update timer expires shall not initiate a periodic RAU procedure but enter PMM- DETACHED state. The SGSN assigns the periodic RAU timer value to emergency attached MS. This timer keeps the MS emergency attached after change to PMM-IDLE state to allow for a subsequent emergency service without a need to emergency attach again. For emergency attached MS the SGSN runs a mobile reachable timer with a similar value to the MS's periodic RAU timer. Any time after expiry of this timer the SGSN may change the PMM state of an emergency attached MS to PMM- DETACHED.
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