Page 1



3GPP TSG SA WG2 Meeting #75
S2-095646
31 August – 4 September, 2009, Kyoto, Japan
	CR-Form-v9.3

	CHANGE REQUEST

	

	(
	23.167
	CR
	0158
	(
rev
	1
	(
Current version:
	9.1.0
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(
	UICC apps(
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(
	Corrections of location handling when requesting IMS emergency services using I-WLAN

	
	

	Source to WG:
(
	Research in Motion

	Source to TSG:
(
	S2

	
	

	Work item code:
(
	TEI9
	
	Date: (
	20/08/2009

	
	
	
	
	

	Category:
(
	F
	
	Release: (
	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(
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B.3
Location handling for I-WLAN

The UE using WLAN access may use the identifier of the access node (e.g. the MAC address of the WLAN Access Point) as the Location Identifier. 
NOTE:
Subclause 9.2.5 of TS 23.271 [5] describes the Mobile Originated Location Request procedure for LoCation Services for I-WLAN.

For regions (e.g. North America) in which an interim location may be required to assist routing to the correct PSAP and/or where accurate initial and updated location information may be required, the IW-MT-LR without HLR/HSS or AAA Query procedure defined in TS 23.271 [5] is applicable.


