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Start change 1
5.2.4
False detection due to signalling tones

The IVS modem receiver shall not falsely detect eCall communication at any instance, when the tone test file (see Annex B) is used as modem input.
5.2.5 Push messages

This minimum performance requirement is only applicable for the case that IVS and PSAP in-band modems are configured to work in push mode.

It shall take a maximum of five SEND messages to trigger the PSAP eCall modem receiver in push mode. The test shall be carried out for the test conditions given in the official test campaign official_test_configuration_file.txt.

End change 1
Start change 2
Annex A (normative):
Test sequences and scripts for testing bit-exact implementation of eCall in-band modem 

This Annex describes the test set-up, test sequences, and scripts designed to evaluate the bit-exact implementation of the eCall in-band modem [2].

For the purpose of conformance testing, the control sequences at the receiver-transmitter interfaces of the IVS and PSAP are defined as the content of certain state variables at the end of the receiver processing stage after each frame. The IVS and PSAP input/output data signals are standard PCM data signals with 16 bits per sample and 8 kHz sampling rate. Three sets of state variables and PCM data signals are provided to carry out the bit-exactness tests for the eCall core, the eCall push trigger, and the eCall HLACK transmission. The eCall core is defined as a transmission that is initiated by the PSAP and terminated by the transmission of lower layer ACK messages after the successful reception of the MSD by the PSAP. The push trigger test files are intended to test an IVS initiated eCall transmission, which starts with the transmission of SEND messages and is terminated by the transmission of lower layer ACK messages after the successful reception of the MSD by the PSAP. The HLACK transmission test files are intended to test the transmission of HLACK messages, which starts with an PSAP initated MSD transmission and terminates with the successful reception of the HLACK by the IVS. The three data sets are distinguished by their ‘basename’ which is to be replaced by ‘core’, ‘corepush’, or ‘corehlack’ in the tables below, respectively.
The attached test campaign file campaign_conformance_test.txt specifies the MSDs, delays, codecs and channel conditions to be used according to Tables A.1 to A.4.

The test scripts conftest.bat (for Windows) and conftest.sh (for Linux) are provided in order to perform all tests according to clauses A.1 to A.4. Note that these are exemplary test scripts for the case that the IVS and PSAP implementations exhibit the same output signal delays as the reference implementation [2]. For other signal output delays within the limits specified in clause 5.1, the scripts should be adapted.

The test setup included in [2] automatically records input/output PCM data, as well as the contents of the state variables at the transmitter/receiver interface. Currently, this is supported only for the core data file, but an extension for the push and HLACK tests is straight forward. The test setup also checks for the correct reception of the MSD. It is required for the execution of the above test scripts.

A.1
Testing a bit-exact implementation of the IVS transmitter function

The set-up illustrated in Figure A.1 is used to test the bit-exact compliance of an IVS transmitter implementation. 
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Figure A.1: Set-up for testing bit-exact eCall modem IVS transmitter function

The set of test input control sequences listed in Table A.1 are input into the IVS Tx. Each test sequence specifies the series of control messages and the time at which each is to be input into the IVS Tx.

Table A.1: Input control sequences and output PCM files for testing bit-exact IVS transmitter - 
The sequences are attached electronically

	Sequence
	Characteristics
	Input Control Sequence Filename
	Output PCM Data Filename

	1
	AMR-FR 12.2 Error Free
	{basename}_portivstx1.txt
	{basename}_pcmulin1.pcm

	2
	GSM_FR, C/I = 7dB
	{basename}_portivstx2.txt
	{basename}_pcmulin2.pcm

	3
	AMR-FR 12.2, C/I = 7dB
	{basename}_portivstx3.txt
	{basename}_pcmulin3.pcm

	4
	AMR-FR 5.9, C/I = 4dB
	{basename}_portivstx4.txt
	{basename}_pcmulin4.pcm

	5
	AMR-FR 5.15, C/I = 4dB
	{basename}_portivstx5.txt
	{basename}_pcmulin5.pcm

	6
	AMR-FR 4.75, C/I = 1dB
	{basename}_portivstx6.txt
	{basename}_pcmulin6.pcm

	7
	GSM-HR, C/I = 4dB
	{basename}_portivstx7.txt
	{basename}_pcmulin7.pcm

	8
	GSM_FR, C/I = 7dB
	{basename}_portivstx8.txt
	{basename}_pcmulin8.pcm


For each test input control sequence, the output PCM data from the IVS Tx function is recorded and the initial series of zero-valued PCM samples shall be checked to not exceed the maximum allowable delay specified in clause 5.1. The initial series of zero samples are then removed and the remaining PCM output data shall be bit-exact identical to the output PCM data files listed in Table A.1.

A.2
Testing a bit-exact implementation of the PSAP transmitter function

The set-up illustrated in Figure A.2 is used to test the bit-exact compliance of a PSAP transmitter implementation. 
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Figure A.2: Set-up for testing bit-exact eCall modem PSAP transmitter function 

The set of test input control sequences listed in Table A.2 are input into the PSAP Tx. Each test sequence specifies the series of control message and the time at which each is to be input into the PSAP Tx. 

Table A.2: Input control sequences and output PCM files for testing bit-exact PSAP transmitter - 
The sequences are attached electronically

	Sequence
	Characteristics
	Input Control Sequence Filename
	Output PCM Data Filename

	1
	AMR-FR 12.2 Error Free
	{basename}_portpsaptx1.txt
	{basename}_pcmdlin1.pcm

	2
	GSM_FR, C/I = 7dB
	{basename}_portpsaptx2.txt
	{basename}_pcmdlin2.pcm

	3
	AMR-FR 12.2, C/I = 7dB
	{basename}_portpsaptx3.txt
	{basename}_pcmdlin3.pcm

	4
	AMR-FR 5.9, C/I = 4dB
	{basename}_portpsaptx4.txt
	{basename}_pcmdlin4.pcm

	5
	AMR-FR 5.15, C/I = 4dB
	{basename}_portpsaptx5.txt
	{basename}_pcmdlin5.pcm

	6
	AMR-FR 4.75, C/I = 1dB
	{basename}_portpsaptx6.txt
	{basename}_pcmdlin6.pcm

	7
	GSM-HR, C/I = 4dB
	{basename}_portpsaptx7.txt
	{basename}_pcmdlin7.pcm

	8
	GSM_FR, C/I = 7dB
	{basename}_portpsaptx8.txt
	{basename}_pcmdlin8.pcm


For each test input control sequence, the output PCM data from the PSAP Tx function is recorded and the initial series of zero-valued PCM samples shall be checked to not exceed the maximum allowable delay specified in clause 5.1. The initial series of zero samples are then removed and the remaining PCM output data shall be bit-exact identical to the output PCM data files listed in Table A.2. 

A.3
Testing a bit-exact implementation of the IVS receiver function

The set-up illustrated in Figure A.3 is used to test the bit-exact compliance of an IVS receiver implementation. 
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Figure A.3: Set-up for testing bit-exact eCall modem IVS receiver function 

The set of test input PCM data files listed in Table A.3 are input into the IVS Rx. For each test input PCM data file, the output control sequence from the IVS Rx function is recorded with a time stamp for each control message. 

The sequence of recorded output control messages from IVS Rx shall be identical to the output control sequence listed in Table A.3. The absolute value difference in time stamps of a message in the recorded and attached sequence file shall not exceed one frame.

Table A.3: Input PCM files and output control sequences for testing bit-exact IVS receiver - 
The sequences are attached electronically. 

	Sequence
	Characteristics
	Output Control Sequence Filename
	Input PCM Data Filename

	1
	AMR-FR 12.2 Error Free
	{basename}_portivsrx1.txt
	{basename}_pcmdlout1.pcm

	2
	GSM_FR, C/I = 7dB
	{basename}_portivsrx2.txt
	{basename}_pcmdlout2.pcm

	3
	AMR-FR 12.2, C/I = 7dB
	{basename}_portivsrx3.txt
	{basename}_pcmdlout3.pcm

	4
	AMR-FR 5.9, C/I = 4dB
	{basename}_portivsrx4.txt
	{basename}_pcmdlout4.pcm

	5
	AMR-FR 5.15, C/I = 4dB
	{basename}_portivsrx5.txt
	{basename}_pcmdlout5.pcm

	6
	AMR-FR 4.75, C/I = 1dB
	{basename}_portivsrx6.txt
	{basename}_pcmdlout6.pcm

	7
	GSM-HR, C/I = 4dB
	{basename}_portivsrx7.txt
	{basename}_pcmdlout7.pcm

	8
	GSM_FR, C/I = 7dB
	{basename}_portivsrx8.txt
	{basename}_pcmdlout8.pcm


A.4
Testing a bit-exact implementation of the PSAP receiver function

The set-up illustrated in Figure A.4 is used to test the bit-exact compliance of a PSAP receiver implementation. 
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Figure A.4: Set-up for testing bit-exact eCall modem PSAP receiver function 

The set of test input PCM data files listed in Table A.4 are input into the PSAP Rx. For each test input PCM data file the following are recorded and tested:

1.
The output control sequence from the PSAP Rx function is recorded with a time stamp for each control message. The sequence of recorded output control messages from PSAP Rx shall be identical to the output control sequence listed in Table A.4. The absolute value difference in time stamps of a message in the recorded and attached sequence file shall not exceed one frame. 

2.
The output MSD from the PSAP Rx function is evaluated. The output MSD shall be equal to the MSD indicated in the attached campaign file campaign_conformance_test.txt.

Table A.4: Input PCM files and output control sequences for testing bit-exact PSAP receiver - 
The sequences are attached electronically.

	Sequence
	Characteristics
	Output Control Sequence Filename
	Input PCM Data Filename

	1
	AMR-FR 12.2 Error Free
	{basename}_portpsaprx1.txt
	{basename}_pcmulout1.pcm

	2
	GSM_FR, C/I = 7dB
	{basename}_portpsaprx2.txt
	{basename}_pcmulout2.pcm

	3
	AMR-FR 12.2, C/I = 7dB
	{basename}_portpsaprx3.txt
	{basename}_pcmulout3.pcm

	4
	AMR-FR 5.9, C/I = 4dB
	{basename}_portpsaprx4.txt
	{basename}_pcmulout4.pcm

	5
	AMR-FR 5.15, C/I = 4dB
	{basename}_portpsaprx5.txt
	{basename}_pcmulout5.pcm

	6
	AMR-FR 4.75, C/I = 1dB
	{basename}_portpsaprx6.txt
	{basename}_pcmulout6.pcm

	7
	GSM-HR, C/I = 4dB
	{basename}_portpsaprx7.txt
	{basename}_pcmulout7.pcm

	8
	GSM_FR, C/I = 7dB
	{basename}_portpsaprx8.txt
	{basename}_pcmulout8.pcm


End change 2
Start change 3
Index: conftest.bat
===================================================================

@@ -1,22 +1,58 @@

 @echo off

-if not exist ".\out" mkdir ".\out"

-
 set sa=standalone.exe

 set cf=campaign_conformance_test.txt

 set tv=test_vec

+goto menu

+

+:menu

+echo.

+echo Test options:

+echo.

+echo 1) eCall modem core

+echo 3) eCall modem core with IVS initiated signaling

+echo *) Exit

+echo.

+

+:choice

+set /P C="Selection: "

+if "%C%"=="1" goto core

+if "%C%"=="3" goto corepush

+goto end

+

+:core

+set base=core

+set ts=psap

+goto execute

+

+:corepush

+set base=corepush

+set ts=ivs

+goto execute

+

+

+:execute

+if not exist ".\out" md ".\out"

+
 REM Running IVS...

-%sa% -m ivs    -c %tv%\%cf% -i %tv%\conftest_pcm_  -o out\conftest_pcm_

-%sa% -m ivsrx  -c %tv%\%cf% -i %tv%\conftest_pcm_  -o out\conftest_port_

-%sa% -m ivstx  -c %tv%\%cf% -i %tv%\conftest_port_ -o out\conftest_pcmtx_
+%sa% -m ivs    -t %ts% -c %tv%\%cf% -i %tv%\%base%_pcm  -o out\%base%_pcm

+%sa% -m ivsrx  -t %ts% -c %tv%\%cf% -i %tv%\%base%_pcm  -o out\%base%_port

+%sa% -m ivstx  -t %ts% -c %tv%\%cf% -i %tv%\%base%_port -o out\%base%_pcmtx
 echo.

 REM Running PSAP...

-%sa% -m psap   -c %tv%\%cf% -i %tv%\conftest_pcm_  -o out\conftest_pcm_

-%sa% -m psaprx -c %tv%\%cf% -i %tv%\conftest_pcm_  -o out\conftest_port_

-%sa% -m psaptx -c %tv%\%cf% -i %tv%\conftest_port_ -o out\conftest_pcmtx_
+%sa% -m psap   -t %ts% -c %tv%\%cf% -i %tv%\%base%_pcm  -o out\%base%_pcm

+%sa% -m psaprx -t %ts% -c %tv%\%cf% -i %tv%\%base%_pcm  -o out\%base%_port

+%sa% -m psaptx -t %ts% -c %tv%\%cf% -i %tv%\%base%_port -o out\%base%_pcmtx
 echo.

@@ -24,12 +60,12 @@

 echo CASE %%x:

 echo Checking PCM data IVS...

-fc /b %tv%\conftest_pcm_ulin%%x.pcm out\conftest_pcm_ulin%%x.out

-fc /b %tv%\conftest_pcm_ulin%%x.pcm out\conftest_pcmtx_ulin%%x.out
+fc /b %tv%\%base%_pcmulin%%x.pcm out\%base%_pcmulin%%x.out

+fc /b %tv%\%base%_pcmulin%%x.pcm out\%base%_pcmtxulin%%x.out
 echo Checking PCM data PSAP...

-fc /b %tv%\conftest_pcm_dlin%%x.pcm out\conftest_pcm_dlin%%x.out

-fc /b %tv%\conftest_pcm_dlin%%x.pcm out\conftest_pcmtx_dlin%%x.out
+fc /b %tv%\%base%_pcmdlin%%x.pcm out\%base%_pcmdlin%%x.out

+fc /b %tv%\%base%_pcmdlin%%x.pcm out\%base%_pcmtxdlin%%x.out
 )

@@ -37,8 +73,10 @@

 echo CASE %%x:

 echo Checking PORT data IVS...

-fc %tv%\conftest_port_ivs%%x.txt out\conftest_port_ivs%%x.txt
+fc %tv%\%base%_portivsrx%%x.txt out\%base%_portivsrx%%x.txt
 echo Checking PORT data PSAP...

-fc %tv%\conftest_port_psap%%x.txt out\conftest_port_psap%%x.txt
+fc %tv%\%base%_portpsaprx%%x.txt out\%base%_portpsaprx%%x.txt
 )

+

+:end
Index: conftest.sh
===================================================================

@@ -1,50 +1,71 @@

 #!/bin/sh

+sa='./standalone'

+cf='campaign_conformance_test.txt'

+tv='test_vec'

+

+ascii='-a --strip-trailing-cr'

+

+echo

+echo "Test options:"

+echo

+echo "1) eCall modem core"

+echo "2) eCall modem core with HLACK transmission"

+echo "3) eCall modem core with IVS initiated signaling"

+echo "*) Exit"

+echo

+echo -n "Selection: "

+

+read choice

+

+case $choice in

+  1) base=core;      ts=psap;;

+  2) base=corehlack; ts=psap;;

+  3) base=corepush;  ts=ivs;;

+  *) exit;;

+esac

+
 mkdir -p ./out

-sa=./standalone

-cf=campaign_conformance_test.txt

-tv=test_vec

-
 # Running IVS...

-$sa -m ivs    -c $tv/$cf -i $tv/conftest_pcm_  -o out/conftest_pcm_

-$sa -m ivsrx  -c $tv/$cf -i $tv/conftest_pcm_  -o out/conftest_port_

-$sa -m ivstx  -c $tv/$cf -i $tv/conftest_port_ -o out/conftest_pcmtx_
+$sa -m ivs    -t $ts -c $tv/$cf -i $tv/${base}_pcm  -o out/${base}_pcm

+$sa -m ivsrx  -t $ts -c $tv/$cf -i $tv/${base}_pcm  -o out/${base}_port

+$sa -m ivstx  -t $ts -c $tv/$cf -i $tv/${base}_port -o out/${base}_pcmtx
 echo

 # Running PSAP...

-$sa -m psap   -c $tv/$cf -i $tv/conftest_pcm_  -o out/conftest_pcm_

-$sa -m psaprx -c $tv/$cf -i $tv/conftest_pcm_  -o out/conftest_port_

-$sa -m psaptx -c $tv/$cf -i $tv/conftest_port_ -o out/conftest_pcmtx_
+$sa -m psap   -t $ts -c $tv/$cf -i $tv/${base}_pcm  -o out/${base}_pcm

+$sa -m psaprx -t $ts -c $tv/$cf -i $tv/${base}_pcm  -o out/${base}_port

+$sa -m psaptx -t $ts -c $tv/$cf -i $tv/${base}_port -o out/${base}_pcmtx
 echo

 x=1

-while [ $x -le 26 ]
+while [ $x -le 8 ]

 do

   echo CASE $x:

   echo Checking PCM data IVS...

-  diff -s $tv/conftest_pcm_ulin$x.pcm out/conftest_pcm_ulin$x.out

-  diff -s $tv/conftest_pcm_ulin$x.pcm out/conftest_pcmtx_ulin$x.out
+  diff -s $tv/${base}_pcmulin$x.pcm out/${base}_pcmulin$x.out

+  diff -s $tv/${base}_pcmulin$x.pcm out/${base}_pcmtxulin$x.out
   echo Checking PCM data PSAP...

-  diff -s $tv/conftest_pcm_dlin$x.pcm out/conftest_pcm_dlin$x.out

-  diff -s $tv/conftest_pcm_dlin$x.pcm out/conftest_pcmtx_dlin$x.out
+  diff -s $tv/${base}_pcmdlin$x.pcm out/${base}_pcmdlin$x.out

+  diff -s $tv/${base}_pcmdlin$x.pcm out/${base}_pcmtxdlin$x.out
   x=`expr $x + 1`

   echo

 done

 x=1

-while [ $x -le 26 ]
+while [ $x -le 8 ]
 do

   echo CASE $x:

   echo Checking PORT data IVS...

-  diff -s -a $tv/conftest_port_ivs$x.txt out/conftest_port_ivs$x.txt
+  diff -s $ascii $tv/${base}_portivsrx$x.txt out/${base}_portivsrx$x.txt
   echo Checking PORT data PSAP...

-  diff -s -a $tv/conftest_port_psap$x.txt out/conftest_port_psap$x.txt
+  diff -s $ascii $tv/${base}_portpsaprx$x.txt out/${base}_portpsaprx$x.txt
   x=`expr $x + 1`

   echo

Index: campaign_conformance_test.txt
===================================================================

@@ -5,4 +5,4 @@

 5 afd568782005f616025fb07c0d26a0c7c10a96f175777d5d0ffbf616de19f5cbb77d38ef2e3670980d36d47529a56c95dacd04b5ace48e2068e19b4f93f74b56e147edc8c9c53c90f89849a7a87e7ab8098d17b3653fcfa31157e922b51c3ee243f56bbc0a2a662f5edcd8fd4ee937e5212e5f32e4a633a036379445aa55149bbe6d77a994b3d79e404f9f0e amr 5_15 1 83 234 amr-5_15-ci4.if1 1104506504 156 88 amr-5_15-ci4.if1 2099832937

 6 01d74ee4391741711eb29eaa7c353f0bb55b221d4ea1c7eba5ecbbdcf4e54f7b123029951d18d911e8c43bba8634144b934e0d50b8e9f4f517b1a24476f8f6b642f87c5d505a0e0167debc0e458e28582789d24a18b806ef09966aa96b2ee4b8b8a026adec3f09b5bc0f7844147e3b25d4d72d52a155641bfee92973e58896cc396b62790a5ff818d5343a00 amr 4_75 1 208 201 amr-4_75-ci1.if1 617325482 238 163 amr-4_75-ci1.if1 1395682523

 7 ae7adbb6fced854300974d6c13af181355505683352b4f036052ceeb272d62765602d0a035c732b17f7613f4fe0935d9252b64ec07d74e7b77dcfe3ce565053f8455b695128d498ad40680836f260aac08e5cd51dd5506a4ece31a416afcd910b61eee5e723ec0388c0e4bb0d12813dac0acb4377113460d4b204851c3696d6924b84881fc80dc03258cf30b hr na 1 239 211 - 0 239 175 - 0

-8 51c9328cf2b3e63ac1af2380024db8041b2eaa1b148bf490a6b52248389c05b3f6008529d84bf13020b9ad1c2778a892f759a5f2aff172cfb912d2348ad5bcb16d1318b89d9efaaa200be18ac34a8e2f0450da555d11acb11fd5b3cc151b35f3b053b14f53e03f5c80ff224e44464c7fa0847f6f7a806b3b8612eb8ce9022aa7ea38672c098e1e7e6875a8ea fr na 1 213 187 fr-na-ci7.if1 762953289 171 233 fr-na-ci7.if1 625022274
+8 3ad482f9473ebc97e240a6f7e6d2cbce3d6fc93177f02b606c3a1829baa923cb10a3f12992a8cde3e418abd4e2820664136860ccbdc5193defb274d73ce688c0013a1351acfda66c4764f2f0d297ab8ec4f2a63716fb969053fbb04fec6a34c0454f92cbe30643a4323dacade345723c61620a706d3ea9d36082c8db25fde5d5e531fcba0ba360b694b2c7cd fr na 1 94 229 fr-na-ci10.if1 439130504 112 184 fr-na-ci10.if1 1709672495
End change 3
Start change 4
(The pcm files and interface data has been updated in the folder test_vec in the c-code attachment to TS 26.269.)
End change 4
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