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Annex F:
Status of all 3GPP CRs after TSG SA #46 Meeting (including GERAN)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-090695
	01.01
	0029
	-
	8.19.0
	R99
	Corrections to list of Specifications
	approved
	F
	8.20.0
	TEI
	SP

	SP-090695
	21.101
	0059
	-
	3.17.0
	R99
	Corrections to list of Specifications
	approved
	F
	3.18.0
	TEI
	SP

	SP-090695
	21.101
	0060
	-
	4.14.0
	Rel‑4
	Corrections to list of Specifications
	approved
	F
	4.15.0
	TEI4
	SP

	SP-090695
	21.101
	0061
	-
	5.13.0
	Rel‑5
	Corrections to list of Specifications
	approved
	F
	5.14.0
	TEI5
	SP

	SP-090695
	21.101
	0062
	-
	6.9.0
	Rel‑6
	Corrections to list of Specifications
	approved
	F
	6.10.0
	TEI6
	SP

	SP-090695
	21.101
	0063
	-
	7.4.0
	Rel‑7
	Corrections to list of Specifications
	approved
	F
	7.5.0
	TEI7
	SP

	SP-090695
	21.101
	0064
	1
	8.1.0
	Rel‑8
	Corrections to list of Specifications
	approved
	F
	8.2.0
	TEI8
	SP

	CP-090988
	21.111
	0024
	2
	7.1.0
	Rel‑7
	Reference update
	approved
	F
	7.2.0
	TEI7
	C6

	CP-091011
	21.111
	0025
	2
	8.2.0
	Rel‑8
	Reference update
	revised
	F
	
	TEI8
	C6

	CP-091042
	21.111
	0025
	3
	8.2.0
	Rel‑8
	Reference update
	approved
	F
	8.3.0
	TEI8
	C6

	SP-090695
	21.201
	0003
	1
	8.1.0
	Rel‑8
	Corrections to list of Specifications
	approved
	F
	8.2.0
	TEI8
	SP

	SP-090695
	21.202
	0004
	1
	8.1.0
	Rel‑8
	Corrections to list of Specifications
	approved
	F
	8.2.0
	TEI8
	SP

	SP-090844
	21.905
	0100
	1
	9.3.0
	Rel‑9
	Clarify the term ôActive Setö in 21.905
	approved
	F
	9.4.0
	TEI9
	S1

	SP-090844
	21.905
	0101
	1
	10.0.0
	Rel‑10
	Clarify the term ôActive Setö in 21.905
	approved
	A
	10.0.0
	TEI9
	S1

	SP-090848
	21.905
	0102
	3
	10.0.0
	Rel‑10
	Adding IFOM ( IP Flow Mobility)
	approved
	B
	10.0.0
	IFOM
	S1

	SP-090841
	22.011
	0158
	1
	9.2.0
	Rel‑9
	Alignment between SSAC and Common AC
	approved
	F
	9.3.0
	SSAC
	S1

	SP-090836
	22.101
	0324
	2
	8.13.0
	Rel‑8
	Providing eCall indication to the PSAP
	revised
	F
	
	EDATA
	S1

	SP-090887
	22.101
	0324
	3
	8.13.0
	Rel‑8
	Providing eCall indication to the PSAP
	approved
	F
	8.14.0
	EDATA
	S1

	SP-090849
	22.101
	0325
	3
	10.0.0
	Rel‑10
	Roaming and Mobility aspects for Selected IP Traffic Offload
	approved
	B
	10.0.0
	LIPA_SIPTO
	S1

	SP-090844
	22.101
	0326
	1
	9.5.0
	Rel‑9
	Use of GTT-IP for IMS emergency calls
	approved
	F
	9.6.0
	TEI9
	S1

	SP-090844
	22.101
	0327
	2
	10.0.0
	Rel‑10
	Use of GTT-IP for IMS emergency calls (mirror)
	approved
	A
	10.0.0
	TEI9
	S1

	SP-090846
	22.101
	0328
	1
	10.0.0
	Rel‑10
	ICS Enhancements
	approved
	B
	10.0.0
	TEI10
	S1

	SP-090842
	22.101
	0329
	-
	9.5.0
	Rel‑9
	User data repository shall be possible to be shared among different PLMNs that have trusted relationships
	approved
	F
	9.6.0
	UDC
	S1

	SP-090842
	22.101
	0330
	1
	10.0.0
	Rel‑10
	User data repository shall be possible to be shared among different PLMNs that have trusted relationships
	approved
	A
	10.0.0
	UDC
	S1

	SP-090836
	22.101
	0334
	1
	8.13.0
	Rel‑8
	Remove requirement for operator determined eCall call-back duration.
	approved
	F
	8.14.0
	EDATA
	S1

	SP-090836
	22.101
	0335
	-
	9.5.0
	Rel‑9
	Providing eCall indication to the PSAP
	revised
	A
	
	EDATA
	S1

	SP-090887
	22.101
	0335
	1
	9.5.0
	Rel‑9
	Providing eCall indication to the PSAP
	approved
	A
	9.6.0
	EDATA
	S1

	SP-090836
	22.101
	0336
	-
	10.0.0
	Rel‑10
	Providing eCall indication to the PSAP
	revised
	A
	
	EDATA
	S1

	SP-090887
	22.101
	0336
	1
	10.0.0
	Rel‑10
	Providing eCall indication to the PSAP
	approved
	A
	10.0.0
	EDATA
	S1

	SP-090836
	22.101
	0337
	-
	9.5.0
	Rel‑9
	Remove requirement for operator determined eCall call-back duration.
	approved
	A
	9.6.0
	EDATA
	S1

	SP-090836
	22.101
	0338
	-
	10.0.0
	Rel‑10
	Remove requirement for operator determined eCall call-back duration.
	approved
	A
	10.0.0
	EDATA
	S1

	SP-090849
	22.115
	0048
	1
	10.0.0
	Rel‑10
	Charging aspects for Selected IP Traffic Offload
	approved
	B
	10.0.0
	LIPA_SIPTO
	S1

	SP-090846
	22.173
	0059
	2
	10.0.0
	Rel‑10
	Time extension
	approved
	B
	10.0.0
	TEI10
	S1

	SP-090846
	22.173
	0060
	1
	10.0.0
	Rel‑10
	Correction of numbering
	approved
	D
	10.0.0
	TEI10
	S1

	SP-090837
	22.173
	0061
	2
	8.7.0
	Rel‑8
	Correction of CDIV interactions
	approved
	F
	8.8.0
	TEI8
	S1

	SP-090837
	22.173
	0062
	3
	9.3.0
	Rel‑9
	Correction of CDIV interactions
	approved
	A
	9.4.0
	TEI8
	S1

	SP-090837
	22.173
	0063
	3
	10.0.0
	Rel‑10
	Correction of CDIV interactions
	approved
	A
	10.0.0
	TEI8
	S1

	SP-090846
	22.173
	0064
	1
	10.0.0
	Rel‑10
	ICS Enhancements
	approved
	B
	10.0.0
	TEI10
	S1

	SP-090838
	22.183
	0001
	1
	9.0.0
	Rel‑9
	CRS media components compatibility
	approved
	F
	9.1.0
	CRS
	S1

	SP-090849
	22.220
	0046
	3
	10.0.0
	Rel‑10
	Local IP Access requirements update
	approved
	B
	10.0.0
	LIPA_SIPTO
	S1

	SP-090849
	22.220
	0047
	2
	10.0.0
	Rel‑10
	Selected IP Traffic Offload Requirements for H(e)NB SubSystem
	approved
	B
	10.0.0
	LIPA_SIPTO
	S1

	SP-090839
	22.220
	0049
	3
	9.2.0
	Rel‑9
	H(e)NB Hosting Party USIM management
	approved
	F
	9.3.0
	TEI9
	S1

	SP-090839
	22.220
	0054
	1
	9.2.0
	Rel‑9
	Contribution to Chapter 5.4.1 in 22.220
	approved
	D
	9.3.0
	EHNB
	S1

	SP-090839
	22.220
	0056
	1
	9.2.0
	Rel‑9
	Simplified CSG list handling
	approved
	B
	9.3.0
	EHNB
	S1

	SP-090839
	22.220
	0057
	1
	10.0.0
	Rel‑10
	Simplified CSG list handling
	approved
	A
	10.0.0
	EHNB
	S1

	SP-090839
	22.220
	0060
	-
	9.2.0
	Rel‑9
	"Removal of requirement for ""Managed Remote Access"" from Rel‑9"
	approved
	F
	9.3.0
	EHNB
	S1

	SP-090849
	22.220
	0062
	1
	10.0.0
	Rel‑10
	Use case for digital content sharing with LIPA
	approved
	B
	10.0.0
	EHNBF
	S1

	SP-090845
	22.220
	0063
	3
	10.0.0
	Rel‑10
	Requirements on HNBs in enterprise environments
	approved
	B
	10.0.0
	EHNBF
	S1

	SP-090845
	22.220
	0067
	2
	10.0.0
	Rel‑10
	H(e)NB mobility related load optimization
	approved
	B
	10.0.0
	EHNBF
	S1

	SP-090847
	22.228
	0116
	3
	10.1.0
	Rel‑10
	Clarification to IUT service control requirement
	approved
	F
	10.0.0
	IMS_SC_eIDT
	S1

	SP-090846
	22.228
	0119
	1
	10.1.0
	Rel‑10
	Announcement towards the terminating user
	approved
	F
	10.0.0
	TEI10
	S1

	SP-090846
	22.228
	0120
	2
	10.1.0
	Rel‑10
	Request information of a called party
	approved
	B
	10.0.0
	TEI10
	S1

	SP-090846
	22.228
	0121
	2
	10.1.0
	Rel‑10
	IMS-Unallocated identity handling
	approved
	B
	10.0.0
	TEI10
	S1

	SP-090846
	22.228
	0122
	-
	10.1.0
	Rel‑10
	Add support for the mailto scheme to IMS
	approved
	B
	10.0.0
	TEI10
	S1

	SP-090847
	22.228
	0124
	2
	10.1.0
	Rel‑10
	Inclusion of an IETF reference for IUT
	approved
	F
	10.0.0
	IMS_SC_eIDT
	S1

	SP-090848
	22.234
	0031
	2
	8.1.0
	Rel‑10
	Adding reference to 22.278 for IFOM Requirements
	approved
	B
	10.0.0
	IFOM
	S1

	SP-090844
	22.246
	0029
	1
	8.5.0
	Rel‑9
	Updating to also include E-UTRAN for MBMS
	approved
	F
	9.0.0
	TEI9
	S1

	SP-090840
	22.259
	0016
	1
	9.1.0
	Rel‑9
	ME support in Rel‑9
	approved
	F
	9.2.0
	PAN_EPNM
	S1

	SP-090843
	22.278
	0070
	2
	9.4.0
	Rel‑9
	One active policy ruleset in ANDSF
	approved
	F
	9.5.0
	eANDSF
	S1

	SP-090848
	22.278
	0071
	4
	9.4.0
	Rel‑10
	Adding of IFOM Requirements
	revised
	B
	
	IFOM
	S1

	SP-090894
	22.278
	0071
	5
	9.4.0
	Rel‑10
	Adding of IFOM Requirements
	revised
	B
	
	IFOM
	S1

	SP-094902
	22.278
	0071
	6
	9.4.0
	Rel‑10
	Adding of IFOM Requirements
	revised
	B
	
	IFOM
	S1

	SP-094904
	22.278
	0071
	7
	9.4.0
	Rel‑10
	Adding of IFOM Requirements
	approved
	B
	10.0.0
	IFOM
	S1

	SP-090843
	22.278
	0074
	-
	8.9.0
	Rel‑8
	One active policy ruleset in ANDSF
	approved
	F
	8.10.0
	SAES
	S1

	SP-090794
	23.002
	0214
	1
	9.1.0
	Rel‑9
	correction for Sv and S102 interface_r9
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090794
	23.002
	0216
	1
	9.1.0
	Rel‑9
	Reference Point between MRFC and AS
	approved
	B
	9.2.0
	TEI9
	S2

	SP-090787
	23.002
	0217
	-
	9.1.0
	Rel‑9
	Include the Operator CSG list in the Uh reference point
	approved
	F
	9.2.0
	EHNB
	S2

	SP-090790
	23.002
	0218
	-
	9.1.0
	Rel‑9
	IMS emergency session continuity related architecture update
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS-SRVCC
	S2

	CP-090801
	23.003
	0200
	1
	9.0.0
	Rel‑9
	IMEI based NAI
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C4

	CP-090794
	23.003
	0205
	4
	9.0.0
	Rel‑9
	IMEI Based NAI
	approved
	F
	9.1.0
	TEI9
	C4

	CP-090801
	23.003
	0210
	1
	9.0.0
	Rel‑9
	Reintroducing Emergency APN for IMS based emergency call
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C4

	CP-090803
	23.003
	0212
	1
	9.0.0
	Rel‑9
	Format of ANDSF-SN  in roaming scenario
	approved
	B
	9.1.0
	eANDSF
	C4

	CP-091033
	23.003
	0214
	-
	8.6.0
	Rel‑8
	Tracking Area Code
	approved
	F
	8.7.0
	SAES
	C4

	CP-090764
	23.003
	0214
	-
	8.6.0
	Rel‑8
	Tracking Area Code
	reissued
	F
	
	SES
	C4

	CP-090764
	23.003
	0215
	-
	9.0.0
	Rel‑9
	Tracking Area Code
	revised
	A
	
	SES
	C4

	CP-091033
	23.003
	0215
	1
	9.0.0
	Rel‑9
	Tracking Area Code
	approved
	A
	9.1.0
	SES
	C4

	CP-091030
	23.003
	0216
	-
	8.6.0
	Rel‑8
	e-UTRAN Cell Global identity definition
	approved
	F
	8.7.0
	TEI8
	C4

	CP-090768
	23.003
	0216
	-
	8.6.0
	Rel‑8
	e-UTRAN Cell Global identity definition
	reissued
	F
	
	TEI8
	C4

	CP-091030
	23.003
	0217
	-
	9.0.0
	Rel‑9
	e-UTRAN Cell Global identity definition
	approved
	A
	9.1.0
	TEI8
	C4

	CP-090768
	23.003
	0217
	-
	9.0.0
	Rel‑9
	e-UTRAN Cell Global identity definition
	reissued
	A
	
	TEI8
	C4

	CP-090792
	23.007
	0066
	-
	9.1.0
	Rel‑9
	Paging signalling optimization after SGSN failure
	approved
	B
	9.2.0
	TEI9
	C4

	CP-090792
	23.007
	0067
	-
	9.1.0
	Rel‑9
	Paging signalling optimization after MME failure
	approved
	B
	9.2.0
	TEI9
	C4

	CP-090798
	23.007
	0068
	-
	9.1.0
	Rel‑9
	Error Indication for MBMS
	approved
	B
	9.2.0
	MBMS_EPS
	C4

	CP-090765
	23.007
	0071
	1
	8.5.0
	Rel‑8
	Removal of Editor's Notes for Partial Failure
	approved
	F
	8.6.0
	SES
	C4

	CP-090765
	23.007
	0072
	1
	9.1.0
	Rel‑9
	Removal of Editor's Notes for Partial Failure
	approved
	A
	9.2.0
	SES
	C4

	CP-090766
	23.007
	0077
	1
	8.5.0
	Rel‑8
	Error Indication Handling for MBMS
	withdrawn
	F
	
	SES
	C4

	CP-090766
	23.007
	0078
	1
	9.1.0
	Rel‑9
	Error Indication Handling for MBMS
	withdrawn
	A
	
	SES
	C4

	CP-091034
	23.007
	0079
	2
	8.5.0
	Rel‑8
	Alignment of eNodeB failure sub-clause
	approved
	F
	8.6.0
	SAES
	C4

	CP-090766
	23.007
	0079
	2
	8.5.0
	Rel‑8
	Stage2 alignment of eNodeB Failure
	withdrawn
	F
	
	SES
	C4

	CP-090766
	23.007
	0080
	2
	9.1.0
	Rel‑9
	Stage2 alignment of eNodeB Failure
	withdrawn
	A
	
	SES
	C4

	CP-091034
	23.007
	0080
	3
	9.1.0
	Rel‑9
	Alignment of eNodeB failure sub-clause
	approved
	F
	9.2.0
	SAES
	C4

	CP-090766
	23.007
	0081
	2
	8.5.0
	Rel‑8
	Stage2 alignment of RNC Failure
	withdrawn
	F
	
	SES
	C4

	CP-091034
	23.007
	0081
	2
	8.5.0
	Rel‑8
	Alignment of RNC/BSC failure sub-clause
	approved
	F
	8.6.0
	SAES
	C4

	CP-090766
	23.007
	0082
	2
	9.1.0
	Rel‑9
	Stage2 alignment of RNC Failure
	withdrawn
	A
	
	SES
	C4

	CP-091034
	23.007
	0082
	3
	9.1.0
	Rel‑9
	Alignment of RNC/BSC failure sub-clause
	approved
	F
	9.2.0
	SAES
	C4

	CP-090801
	23.008
	0260
	2
	9.0.0
	Rel‑9
	Information storage for IMS emergency call over GRPS and EPS
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C4

	CP-090764
	23.008
	0261
	1
	8.7.0
	Rel‑8
	Correction on AMBR
	approved
	F
	8.8.0
	SES
	C4

	CP-090764
	23.008
	0262
	1
	9.0.0
	Rel‑9
	Correction on AMBR
	approved
	A
	9.1.0
	SES
	C4

	CP-090793
	23.008
	0263
	3
	9.0.0
	Rel‑9
	APN level APN-OI replacement
	approved
	C
	9.1.0
	TEI9
	C4

	CP-090764
	23.008
	0264
	1
	7.10.0
	Rel‑7
	Information Storage correction
	approved
	F
	7.11.0
	SES
	C4

	CP-090800
	23.008
	0266
	1
	9.0.0
	Rel‑9
	ICS-Flag
	approved
	B
	9.1.0
	IMS_SCC-ICS
	C4

	CP-090764
	23.008
	0267
	2
	8.7.0
	Rel‑8
	RFSP alignment in 23.008
	approved
	F
	8.8.0
	SES
	C4

	CP-090764
	23.008
	0268
	2
	9.0.0
	Rel‑9
	RFSP alignment in 23.008
	approved
	A
	9.1.0
	SES
	C4

	CP-090801
	23.008
	0274
	-
	9.0.0
	Rel‑9
	Information storage for IMS emergency call over EPS non 3GPP access
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C4

	CP-090764
	23.008
	0278
	1
	8.7.0
	Rel‑8
	Missing description of EPS entities
	approved
	F
	8.8.0
	SES
	C4

	CP-090764
	23.008
	0279
	-
	8.7.0
	Rel‑8
	"Corrections to clause ""eNB F-TEID for S1-U"""
	approved
	F
	8.8.0
	SES
	C4

	CP-090764
	23.008
	0280
	-
	9.0.0
	Rel‑9
	"Corrections to clause ""eNB F-TEID for S1-U"""
	approved
	A
	9.1.0
	SES
	C4

	CP-090758
	23.008
	0281
	-
	5.13.0
	Rel‑5
	Application Server Identity List
	approved
	F
	5.14.0
	IMS
	C4

	CP-090758
	23.008
	0282
	-
	6.14.0
	Rel‑6
	Application Server Identity List
	approved
	A
	6.15.0
	IMS
	C4

	CP-090758
	23.008
	0283
	-
	7.10.0
	Rel‑7
	Application Server Identity List
	approved
	A
	7.11.0
	IMS
	C4

	CP-090764
	23.008
	0284
	2
	9.0.0
	Rel‑9
	S4-SGSN and Gn/Gp-SGSN
	approved
	A
	9.1.0
	SES
	C4

	CP-090764
	23.008
	0285
	2
	8.7.0
	Rel‑8
	S4-SGSN and Gn/Gp-SGSN
	approved
	F
	8.8.0
	SES
	C4

	CP-090764
	23.008
	0286
	1
	9.0.0
	Rel‑9
	Information Storage correction
	approved
	A
	9.1.0
	SES
	C4

	CP-090802
	23.008
	0287
	2
	9.0.0
	Rel‑9
	PDN Connection ID
	approved
	B
	9.1.0
	MUPSP
	C4

	CP-091010
	23.018
	0167
	2
	8.2.0
	Rel‑9
	Mobile Termination on Pre-paging whilst the MS is moving to another MSC
	revised
	C
	
	TEI9
	C4

	CP-091039
	23.018
	0167
	3
	8.2.0
	Rel‑9
	Mobile Termination on Pre-paging whilst the MS is moving to another MSC
	postponed
	C
	
	TEI9
	C4

	CP-090912
	23.038
	0234
	3
	8.2.0
	Rel‑8
	Define data coding scheme for the ETWS warning mesSge
	approved
	F
	8.3.0
	ETWS
	C1

	CP-090912
	23.038
	0235
	3
	9.0.0
	Rel‑9
	Define data coding scheme for the ETWS warning mesSge
	approved
	A
	9.1.0
	ETWS
	C1

	CP-090925
	23.038
	0236
	-
	9.0.0
	Rel‑9
	Uniquely identify the I1 protocol in USSD
	approved
	B
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-090912
	23.041
	0038
	1
	8.4.0
	Rel‑8
	Additional ETWS requirements for the BSC - CBC Cell Broadcast protocol
	approved
	F
	8.5.0
	ETWS
	C1

	CP-090912
	23.041
	0039
	-
	9.1.0
	Rel‑9
	Additional ETWS requirements for the BSC - CBC Cell Broadcast protocol
	approved
	F
	9.2.0
	ETWS
	C1

	CP-090912
	23.041
	0040
	1
	8.4.0
	Rel‑8
	Clarification on ETWS secondary notification
	approved
	F
	8.5.0
	ETWS
	C1

	CP-090912
	23.041
	0041
	1
	9.1.0
	Rel‑9
	Clarification on ETWS secondary notification
	approved
	A
	9.2.0
	ETWS
	C1

	CP-090912
	23.041
	0042
	1
	8.4.0
	Rel‑8
	Correction of duplicate detection in the UE
	approved
	F
	8.5.0
	ETWS
	C1

	CP-090912
	23.041
	0043
	1
	9.1.0
	Rel‑9
	Correction of duplicate detection in the UE
	approved
	A
	9.2.0
	ETWS
	C1

	SP-090775
	23.060
	0929
	1
	8.6.0
	Rel‑8
	ISR Corrections during PDP context activation and modification
	approved
	F
	8.7.0
	SES
	S2

	SP-090775
	23.060
	0930
	1
	9.2.0
	Rel‑9
	ISR Corrections during PDP context activation and modification
	approved
	A
	9.3.0
	SES
	S2

	SP-090775
	23.060
	0961
	3
	8.6.0
	Rel‑8
	Remove APN Restriction from Update Bearer Request
	approved
	F
	8.7.0
	SES
	S2

	SP-090775
	23.060
	0962
	3
	9.2.0
	Rel‑9
	Remove APN Restriction from Update Bearer Request
	approved
	A
	9.3.0
	SES
	S2

	SP-090775
	23.060
	0968
	2
	8.6.0
	Rel‑8
	QCI change during an MS-Initiated EPS Bearer Modification Procedure
	approved
	F
	8.7.0
	SES
	S2

	SP-090775
	23.060
	0969
	1
	9.2.0
	Rel‑9
	QCI change during an MS-Initiated EPS Bearer Modification Procedure
	approved
	A
	9.3.0
	SES
	S2

	SP-090796
	23.060
	0971
	2
	9.2.0
	Rel‑9
	Missing P-GW actions during Secondary PDP context activation procedure
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090775
	23.060
	0979
	1
	8.6.0
	Rel‑8
	S13' not visible in architecture
	approved
	F
	8.7.0
	SES
	S2

	SP-090775
	23.060
	0980
	1
	9.2.0
	Rel‑9
	S13' not visible in architecture
	approved
	A
	9.3.0
	SES
	S2

	SP-090788
	23.060
	0981
	-
	9.2.0
	Rel‑9
	Emergency bearer services without dynamic PCC
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090788
	23.060
	0982
	1
	9.2.0
	Rel‑9
	Correct the timer in old SGSN in Iu mode RAU Procedure
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090792
	23.060
	0985
	-
	9.2.0
	Rel‑9
	Adding a reference to LCS functionality
	approved
	F
	9.3.0
	LCS_EPS-CPS
	S2

	SP-090796
	23.060
	0986
	-
	9.2.0
	Rel‑9
	Aligning the parameters in bearer correlation mesSges with TS 29.274
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090788
	23.060
	0987
	-
	9.2.0
	Rel‑9
	Inactivity timer for emergency at GGSN
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090796
	23.060
	0990
	1
	9.2.0
	Rel‑9
	Removal of unnecesSry notifications from SGSN to HSS
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090788
	23.060
	0991
	1
	9.2.0
	Rel‑9
	Skip IMSI request for Emergency Attach
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090775
	23.060
	0994
	1
	8.6.0
	Rel‑8
	Release Access Bearer MesSges
	approved
	F
	8.7.0
	SES
	S2

	SP-090775
	23.060
	0995
	1
	9.2.0
	Rel‑9
	Release Access Bearer MesSges
	approved
	A
	9.3.0
	SES
	S2

	SP-090796
	23.060
	0997
	1
	9.2.0
	Rel‑9
	Correct the SGSN behaviour in the RAB or Iu release procedure
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090775
	23.060
	0998
	-
	8.6.0
	Rel‑8
	Additional combined RAU/LAU trigger
	approved
	F
	8.7.0
	SES
	S2

	SP-090775
	23.060
	0999
	-
	9.2.0
	Rel‑9
	Additional combined RAU/LAU trigger
	approved
	A
	9.3.0
	SES
	S2

	SP-090788
	23.060
	1005
	-
	9.2.0
	Rel‑9
	Handover to GERAN Editor's note cleanup
	approved
	D
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090775
	23.060
	1006
	4
	8.6.0
	Rel‑8
	Removal of CGI/SI/RAI Change support indication from S4-SGSN
	approved
	F
	8.7.0
	SES
	S2

	SP-090775
	23.060
	1007
	2
	9.2.0
	Rel‑9
	Removal of CGI/SI/RAI Change support indication from S4-SGSN
	approved
	A
	9.3.0
	SES
	S2

	SP-090775
	23.060
	1008
	1
	8.6.0
	Rel‑8
	GBR bearer handling at RNC Failure
	approved
	F
	8.7.0
	SES
	S2

	SP-090775
	23.060
	1009
	1
	9.2.0
	Rel‑9
	GBR bearer handling at RNC Failure
	approved
	A
	9.3.0
	SES
	S2

	SP-090796
	23.060
	1010
	-
	9.2.0
	Rel‑9
	Initiating RAU upon change of UE mode of operation
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090796
	23.060
	1011
	-
	9.2.0
	Rel‑9
	Alignment of Note on Iu mode radio capability handling with EPS design
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090788
	23.060
	1012
	-
	9.2.0
	Rel‑9
	No prevention of cell reselection to GERAN for IMS emergency calls
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090787
	23.060
	1018
	2
	9.2.0
	Rel‑9
	Include the Operator CSG list in the UE
	approved
	F
	9.3.0
	EHNB
	S2

	SP-090787
	23.060
	1019
	2
	9.2.0
	Rel‑9
	Inbound mobility to a CSG or hybrid cell
	approved
	B
	9.3.0
	EHNB
	S2

	SP-090788
	23.060
	1021
	1
	9.2.0
	Rel‑9
	RRC connection for EMC service
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090766
	23.060
	1026
	-
	7.8.0
	Rel‑7
	Correction to inter-release QoS (MBR) compatibility
	approved
	F
	7.9.0
	TEI7
	S2

	SP-090766
	23.060
	1027
	-
	8.6.0
	Rel‑8
	Correction to inter-release QoS (MBR) compatibility
	approved
	A
	8.7.0
	TEI7
	S2

	SP-090766
	23.060
	1028
	-
	9.2.0
	Rel‑9
	Correction to inter-release QoS (MBR) compatibility
	approved
	A
	9.3.0
	TEI7
	S2

	SP-090796
	23.060
	1029
	4
	9.2.0
	Rel‑9
	Enhanced ARP
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090775
	23.060
	1030
	2
	8.6.0
	Rel‑8
	APN-OI handling an inter-access handovers
	approved
	F
	8.7.0
	SES
	S2

	SP-090775
	23.060
	1031
	2
	9.2.0
	Rel‑9
	APN-OI handling an inter-access handovers
	approved
	A
	9.3.0
	SES
	S2

	SP-090775
	23.060
	1039
	1
	8.6.0
	Rel‑8
	Correction to APN-OI Replacement handling to support interworking with pre Rel‑8 SGSN
	approved
	F
	8.7.0
	SES
	S2

	SP-090775
	23.060
	1040
	1
	9.2.0
	Rel‑9
	Correction to APN-OI Replacement handling to support interworking with pre Rel‑8 SGSN
	approved
	A
	9.3.0
	SES
	S2

	CP-090918
	23.122
	0141
	4
	8.7.0
	Rel‑8
	Correction to the manual CSG ID selection
	approved
	F
	8.8.0
	HomeNB-LTE, HomeNB-3G
	C1

	CP-090930
	23.122
	0142
	2
	9.0.0
	Rel‑9
	PLMN selection during emergency attach
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090935
	23.122
	0143
	-
	9.0.0
	Rel‑9
	Correct definitions related to CSG
	approved
	F
	9.1.0
	EHNB-CT1
	C1

	CP-090922
	23.122
	0146
	-
	9.0.0
	Rel‑9
	Correction of condition for tracking area updating
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090900
	23.122
	0147
	-
	8.7.0
	Rel‑8
	Adding missing requirements for PLMN selection in EPS
	approved
	F
	8.8.0
	SES
	C1

	CP-090900
	23.122
	0148
	-
	9.0.0
	Rel‑9
	Adding missing requirements for PLMN selection in EPS
	approved
	A
	9.1.0
	SES
	C1

	SP-090764
	23.167
	0164
	-
	7.11.0
	Rel‑7
	Replacing reference to draft-ietf-geopriv-dhcp-civil by RFC 4676
	approved
	F
	7.12.0
	EMC1
	S2

	SP-090764
	23.167
	0165
	-
	8.4.0
	Rel‑8
	Replacing reference to draft-ietf-geopriv-dhcp-civil by RFC 4676
	approved
	A
	8.5.0
	EMC1
	S2

	SP-090764
	23.167
	0166
	-
	9.2.0
	Rel‑9
	Replacing reference to draft-ietf-geopriv-dhcp-civil by RFC 4676
	approved
	A
	9.3.0
	EMC1
	S2

	SP-090790
	23.167
	0168
	-
	9.2.0
	Rel‑9
	IMS emergency session continuity related architecture update
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS-SRVCC
	S2

	SP-090766
	23.203
	0370
	2
	7.11.0
	Rel‑7
	Notification about RAT-type change
	approved
	F
	7.12.0
	TEI7
	S2

	SP-090766
	23.203
	0371
	2
	8.7.0
	Rel‑8
	Notification about RAT-type change
	approved
	A
	8.8.0
	TEI7
	S2

	SP-090766
	23.203
	0372
	2
	9.2.0
	Rel‑9
	Notification about RAT-type change
	approved
	A
	9.3.0
	TEI7
	S2

	SP-090794
	23.203
	0373
	4
	9.2.0
	Rel‑9
	Bidirectional filters
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090776
	23.203
	0374
	1
	8.7.0
	Rel‑8
	Correction on BCM over Gx and Gxx
	approved
	F
	8.8.0
	SES
	S2

	SP-090776
	23.203
	0375
	1
	9.2.0
	Rel‑9
	Correction on BCM over Gx and Gxx
	approved
	A
	9.3.0
	SES
	S2

	SP-090776
	23.203
	0378
	-
	8.7.0
	Rel‑8
	Correction of the description of The UE IP address change event trigger
	approved
	F
	8.8.0
	SES
	S2

	SP-090776
	23.203
	0379
	-
	9.2.0
	Rel‑9
	Correction of the description of The UE IP address change event trigger
	approved
	A
	9.3.0
	SES
	S2

	SP-090787
	23.203
	0381
	1
	9.2.0
	Rel‑9
	Modification of CSG based charging
	approved
	F
	9.3.0
	EHNB
	S2

	SP-090794
	23.203
	0383
	1
	9.2.0
	Rel‑9
	BBERF provides Subscribed APN-AMBR to the PCRF
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090776
	23.203
	0385
	-
	8.7.0
	Rel‑8
	Corrections to annex A.4
	approved
	F
	8.8.0
	SES
	S2

	SP-090776
	23.203
	0386
	1
	9.2.0
	Rel‑9
	Corrections to annex A.4
	approved
	A
	9.3.0
	SES
	S2

	SP-090794
	23.216
	0119
	2
	9.1.0
	Rel‑9
	T-IMSI reallocation and LA during SRVCC
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090794
	23.216
	0120
	-
	9.1.0
	Rel‑9
	SRVCC to GERAN/UTRAN: Use of BSSMAP and RANAP
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090774
	23.216
	0121
	-
	8.5.0
	Rel‑8
	Network Capability Correction for SRVCC
	approved
	F
	8.6.0
	SES-SRVCC
	S2

	SP-090774
	23.216
	0122
	-
	9.1.0
	Rel‑9
	Network Capability Correction for SRVCC
	approved
	A
	9.2.0
	SES-SRVCC
	S2

	SP-090790
	23.216
	0123
	1
	9.1.0
	Rel‑9
	SRVCC capability indication correction
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS-SRVCC
	S2

	SP-090794
	23.216
	0124
	-
	9.1.0
	Rel‑9
	Removal of incorrect statement about MM Context
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090774
	23.216
	0125
	-
	8.5.0
	Rel‑8
	UE T-ADS and SRVCC UEs
	approved
	F
	8.6.0
	SES-SRVCC
	S2

	SP-090774
	23.216
	0126
	-
	9.1.0
	Rel‑9
	UE T-ADS and SRVCC UEs
	approved
	A
	9.2.0
	SES-SRVCC
	S2

	CP-090923
	23.218
	0124
	2
	8.4.0
	Rel‑9
	Allowing direct routing between AS and MRFC
	approved
	B
	9.0.0
	TEI9
	C1

	CP-090936
	23.218
	0125
	-
	8.4.0
	Rel‑9
	Registration of IMS media plane security capabilities
	approved
	B
	9.0.0
	MEDIASEC_CORE
	C1

	CP-090894
	23.218
	0126
	-
	7.9.0
	Rel‑7
	Updating of GRUU references
	approved
	F
	7.10.0
	GRUU
	C1

	CP-090894
	23.218
	0127
	-
	8.4.0
	Rel‑8
	Updating of GRUU references
	approved
	A
	8.5.0
	GRUU
	C1

	SP-090794
	23.221
	0096
	-
	9.1.0
	Rel‑9
	Cleanup of domain selection principles
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090794
	23.221
	0098
	1
	9.1.0
	Rel‑9
	Enabling LTE capability of the voice centric UE
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090777
	23.221
	0099
	1
	8.5.0
	Rel‑8
	Voice Domain Selection for Iu mode
	approved
	F
	8.6.0
	SES
	S2

	SP-090794
	23.221
	0103
	3
	9.1.0
	Rel‑9
	UE behaviour when configured with 'IMS PS Voice only' setting
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090772
	23.221
	0104
	2
	8.5.0
	Rel‑8
	SMS domain selection
	approved
	F
	8.6.0
	SES-CSFB
	S2

	SP-090772
	23.221
	0105
	2
	9.1.0
	Rel‑9
	SMS domain selection
	approved
	A
	9.2.0
	SES-CSFB
	S2

	SP-090795
	23.226
	0005
	2
	8.0.0
	Rel‑9
	Correction to introduce interworking and emergency services aspects of GTT-IP
	approved
	F
	9.0.0
	TEI9
	S2

	SP-090765
	23.228
	0880
	1
	7.15.0
	Rel‑7
	References to IETF documents
	approved
	F
	7.16.0
	IMS2
	S2

	SP-090765
	23.228
	0881
	1
	8.10.0
	Rel‑8
	References to IETF documents
	approved
	A
	8.11.0
	IMS2
	S2

	SP-090765
	23.228
	0882
	1
	9.1.0
	Rel‑9
	References to IETF documents
	approved
	A
	9.2.0
	IMS2
	S2

	SP-090795
	23.228
	0889
	1
	9.1.0
	Rel‑9
	Reference Point between MRFC and AS
	approved
	B
	9.2.0
	TEI9
	S2

	SP-090795
	23.228
	0891
	1
	9.1.0
	Rel‑9
	Optional & mandatory features supported by the IMS-AGW
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090795
	23.228
	0899
	2
	9.1.0
	Rel‑9
	Support of IMS/SDP preconditions and network initiated bearer establishment
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090786
	23.228
	0900
	3
	8.10.0
	Rel‑8
	Wildcarded IMPU uSge
	approved
	F
	8.11.0
	TEI8
	S2

	SP-090786
	23.228
	0901
	3
	9.1.0
	Rel‑9
	Wildcarded IMPU uSge
	approved
	A
	9.2.0
	TEI8
	S2

	SP-090795
	23.228
	0902
	1
	9.1.0
	Rel‑9
	Reactive transcoding terminology generalization
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090777
	23.236
	0038
	-
	8.0.0
	Rel‑8
	IDNNS setting following LTE to UTRAN change
	approved
	F
	8.1.0
	SES
	S2

	SP-090791
	23.237
	0230
	-
	9.2.0
	Rel‑9
	Correction to SCC AS functionalities
	approved
	F
	9.3.0
	IMS_SCC-SPI
	S2

	SP-090791
	23.237
	0232
	-
	9.2.0
	Rel‑9
	General corrections to indicate support Access Transfer of video session
	approved
	F
	9.3.0
	IMS_SCC-SPI
	S2

	SP-090791
	23.237
	0233
	-
	9.2.0
	Rel‑9
	A correction to the 'Basic Assumptions' of PS-CS Service Continuity
	approved
	F
	9.3.0
	IMS_SCC-SPI
	S2

	SP-090768
	23.237
	0234
	2
	8.5.0
	Rel‑8
	Correcting terminations clause inline with TS 23.292
	approved
	F
	8.6.0
	IMS-Cont
	S2

	SP-090768
	23.237
	0235
	3
	9.2.0
	Rel‑9
	Correcting terminations clause inline with TS 23.292
	approved
	A
	9.3.0
	IMS-Cont
	S2

	SP-090791
	23.237
	0236
	1
	9.2.0
	Rel‑9
	Clarifications to the support of I1
	approved
	F
	9.3.0
	IMS_SCC-SPI
	S2

	SP-090791
	23.237
	0237
	1
	9.2.0
	Rel‑9
	Support for single held sessions in SRVCC
	approved
	F
	9.3.0
	IMS_SCC-SPI
	S2

	SP-090799
	23.237
	0238
	2
	9.2.0
	Rel‑10
	IUT extention to different IMS subscriptions under the Sme operator
	approved
	B
	10.0.0
	IMS_SC_eIDT
	S2

	SP-090791
	23.237
	0242
	1
	9.2.0
	Rel‑9
	Information provided when sending IUT request
	approved
	F
	9.3.0
	IMS_SCC-SPI
	S2

	SP-090791
	23.237
	0243
	-
	9.2.0
	Rel‑9
	Updates of the references to IUT 'Remote Leg Update' section
	approved
	F
	9.3.0
	IMS_SCC-SPI
	S2

	SP-090791
	23.237
	0244
	1
	9.2.0
	Rel‑9
	Clarifying terminology and requirement regarding Service Continuity and Access Transfer
	approved
	F
	9.3.0
	IMS_SCC-SPI
	S2

	SP-090791
	23.237
	0245
	1
	9.2.0
	Rel‑9
	Clarifying the PS-CS Access Transfer for voice and video
	approved
	F
	9.3.0
	IMS_SCC-SPI
	S2

	SP-090800
	23.237
	0246
	2
	9.2.0
	Rel‑10
	Introduction of SRVCC for alerting phase
	approved
	B
	10.0.0
	TEI10
	S2

	SP-090790
	23.237
	0247
	1
	9.2.0
	Rel‑9
	IMS emergency session continuity related architecture update
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS-SRVCC
	S2

	SP-090793
	23.246
	0258
	1
	9.2.0
	Rel‑9
	MBMS buffering and flow shaping
	approved
	F
	9.3.0
	MBMS_EPS
	S2

	SP-090795
	23.251
	0018
	-
	9.0.0
	Rel‑9
	UE selecting network in shared network
	approved
	F
	9.1.0
	TEI9
	S2

	CP-090924
	23.259
	0014
	1
	9.1.0
	Rel‑9
	Corrections to TS 23.259
	approved
	F
	9.2.0
	PAN_EPNM
	C1

	CP-090924
	23.259
	0015
	1
	9.1.0
	Rel‑9
	Editorial corrections
	approved
	F
	9.2.0
	PAN_EPNM
	C1

	CP-090924
	23.259
	0022
	2
	9.1.0
	Rel‑9
	Addition of  PN-deregistration procedure for PNE
	approved
	F
	9.2.0
	PAN_EPNM
	C1

	SP-090792
	23.271
	0364
	-
	9.1.0
	Rel‑9
	Clean up EPS concurrent session identification
	approved
	F
	9.2.0
	LCS_EPS-CPS
	S2

	SP-090795
	23.271
	0366
	-
	9.1.0
	Rel‑9
	Adding SLh reference point between the GMLC and the HSS
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090792
	23.271
	0367
	1
	9.1.0
	Rel‑9
	Note about support for multiple parallel positioning attempts on the Sme UE
	approved
	F
	9.2.0
	LCS_EPS-CPS
	S2

	SP-090766
	23.271
	0369
	3
	7.9.0
	Rel‑7
	Removing LCS control plane and IMS emergency for EPS
	approved
	F
	7.10.0
	TEI7
	S2

	SP-090766
	23.271
	0370
	3
	8.0.0
	Rel‑8
	Removing LCS control plane and IMS emergency for EPS
	approved
	A
	8.1.0
	TEI7
	S2

	SP-090792
	23.271
	0372
	1
	9.1.0
	Rel‑9
	Include serving cell id in Location Requests
	approved
	F
	9.2.0
	LCS_EPS-CPS
	S2

	SP-090795
	23.272
	0123
	1
	9.1.0
	Rel‑9
	MME name IE in SGSP-LOCATION-UPDATE message_r9
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090773
	23.272
	0132
	1
	8.5.0
	Rel‑8
	Correcting uSge of 'CSFB not preferred' and TA/LA update procedure
	approved
	F
	8.6.0
	SES-CSFB
	S2

	SP-090773
	23.272
	0133
	1
	9.1.0
	Rel‑9
	Correcting uSge of 'CSFB not preferred' and TA/LA update procedure
	approved
	A
	9.2.0
	SES-CSFB
	S2

	SP-090773
	23.272
	0134
	1
	8.5.0
	Rel‑8
	Correction on referring to Attach steps in TS 23.401
	approved
	F
	8.6.0
	SES-CSFB
	S2

	SP-090773
	23.272
	0135
	1
	9.1.0
	Rel‑9
	Correction on referring to Attach steps in TS 23.401
	approved
	A
	9.2.0
	SES-CSFB
	S2

	SP-090773
	23.272
	0136
	1
	8.5.0
	Rel‑8
	CS Fallback to UTRAN/GERAN and CS Fallback to 1xRTT in the Sme PLMN
	approved
	F
	8.6.0
	SES-CSFB
	S2

	SP-090773
	23.272
	0137
	1
	9.1.0
	Rel‑9
	CS Fallback to UTRAN/GERAN and CS Fallback to 1xRTT in the Sme PLMN
	approved
	A
	9.2.0
	SES-CSFB
	S2

	SP-090773
	23.272
	0138
	3
	8.5.0
	Rel‑8
	PS Bearer handling in redirection/NACC/CCO based CSFB
	approved
	F
	8.6.0
	SES-CSFB
	S2

	SP-090773
	23.272
	0139
	3
	9.1.0
	Rel‑9
	PS Bearer handling in redirection/NACC/CCO based CSFB
	approved
	A
	9.2.0
	SES-CSFB
	S2

	SP-090795
	23.272
	0145
	-
	9.1.0
	Rel‑9
	SMS over S102
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090778
	23.272
	0150
	-
	8.5.0
	Rel‑8
	Which nodes should/should not perform paging retransmission when using SGs
	approved
	F
	8.6.0
	SES
	S2

	SP-090778
	23.272
	0151
	-
	9.1.0
	Rel‑9
	Which nodes should/should not perform paging retransmission when using SGs
	approved
	A
	9.2.0
	SES
	S2

	SP-090795
	23.272
	0159
	1
	9.1.0
	Rel‑9
	Switch off detach by pre-registered 1xCSFB UE
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090795
	23.272
	0160
	1
	9.1.0
	Rel‑9
	Clarification on CSFB and SMS over SGs support
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090795
	23.272
	0161
	2
	9.1.0
	Rel‑9
	CS Fallback for MO-LR in Rel9
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090771
	23.272
	0167
	1
	8.5.0
	Rel‑8
	SGs Service Request for Voice calls, O+M counters, and User Alerting/No reply timer
	approved
	F
	8.6.0
	SES-CSFB
	S2

	SP-090771
	23.272
	0168
	3
	9.1.0
	Rel‑9
	SGs Service Request for Voice calls and User Alerting/No reply timer and Correction to the CSFB figures related to the S1-AP interface
	approved
	F
	9.2.0
	TEI9
	S2

	SP-090773
	23.272
	0169
	2
	8.5.0
	Rel‑8
	ISR and SMS over SGs
	approved
	F
	8.6.0
	SES-CSFB
	S2

	RP-091406
	23.272
	0170
	3
	9.1.0
	Rel‑9
	Supporting dual-rx 1xCSFB terminals
	revised
	B
	
	TEI9
	S2

	RP-091446
	23.272
	0170
	4
	9.1.0
	Rel‑9
	Supporting dual-rx 1xCSFB terminals
	revised
	B
	
	TEI9
	S2

	RP-091456
	23.272
	0170
	5
	9.1.0
	Rel‑9
	Supporting dual-rx 1xCSFB terminals
	tech endorsed
	B
	
	TEI9
	S2

	SP-090882
	23.272
	0170
	6
	9.1.0
	Rel‑9
	Supporting dual-rx 1xCSFB terminals
	approved
	B
	9.2.0
	TEI9
	S2

	SP-090773
	23.272
	0171
	-
	9.1.0
	Rel‑9
	ISR and SMS over SGs
	approved
	A
	9.2.0
	SES-CSFB
	S2

	SP-090791
	23.292
	0123
	-
	9.3.0
	Rel‑9
	Correction on non ICS UE Communication Hold-Resume
	approved
	F
	9.4.0
	IMS_SCC-ICS
	S2

	SP-090767
	23.292
	0127
	-
	8.5.0
	Rel‑8
	Fallback to terminating session via CS access
	approved
	F
	8.6.0
	ICSRA-St2
	S2

	SP-090767
	23.292
	0128
	-
	9.3.0
	Rel‑9
	Fallback to terminating session via CS access
	approved
	A
	9.4.0
	ICSRA-St2
	S2

	SP-090767
	23.292
	0129
	1
	8.5.0
	Rel‑8
	Correction on ECT flow
	approved
	F
	8.6.0
	ICSRA-St2
	S2

	SP-090767
	23.292
	0130
	1
	9.3.0
	Rel‑9
	Correction on ECT flow
	approved
	A
	9.4.0
	ICSRA-St2
	S2

	CP-090796
	23.380
	0020
	1
	9.0.0
	Rel‑9
	Stage 2 : P-CSCF restoration procedures
	approved
	B
	9.1.0
	eIMS_RP
	C4

	SP-090780
	23.401
	1198
	1
	8.7.0
	Rel‑8
	MM context after TAU Reject
	approved
	F
	8.8.0
	SES
	S2

	SP-090780
	23.401
	1199
	1
	9.2.0
	Rel‑9
	MM context after TAU Reject
	approved
	A
	9.3.0
	SES
	S2

	SP-090783
	23.401
	1200
	1
	8.7.0
	Rel‑8
	Clarification on DRX parameter handling
	approved
	F
	8.8.0
	SES
	S2

	SP-090783
	23.401
	1201
	1
	9.2.0
	Rel‑9
	Clarification on DRX parameter handling
	approved
	A
	9.3.0
	SES
	S2

	SP-090783
	23.401
	1212
	1
	8.7.0
	Rel‑8
	Attach type correction
	approved
	F
	8.8.0
	SES
	S2

	SP-090783
	23.401
	1213
	2
	9.2.0
	Rel‑9
	Attach type correction
	approved
	A
	9.3.0
	SES
	S2

	SP-090797
	23.401
	1215
	1
	9.2.0
	Rel‑9
	Add Serving Network IE in the Attach/TAU/RAU/HO procedures.
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090779
	23.401
	1218
	2
	8.7.0
	Rel‑8
	Clarification for X2-based handover
	approved
	F
	8.8.0
	SES
	S2

	SP-090779
	23.401
	1219
	2
	9.2.0
	Rel‑9
	Clarification for X2-based handover
	approved
	A
	9.3.0
	SES
	S2

	SP-090779
	23.401
	1220
	3
	8.7.0
	Rel‑8
	Correction about inter RAT handover procedure between GERAN A/Gb mode and E-UTRAN in annex D
	approved
	F
	8.8.0
	SES
	S2

	SP-090779
	23.401
	1221
	3
	9.2.0
	Rel‑9
	Correction about inter RAT handover procedure between GERAN A/Gb mode and E-UTRAN in annex D
	approved
	A
	9.3.0
	SES
	S2

	SP-090797
	23.401
	1227
	1
	9.2.0
	Rel‑9
	Clarification about the update of the UE AMBR for bearer modification
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090784
	23.401
	1254
	2
	8.7.0
	Rel‑8
	Refactoring Security Parameters for Maintainability
	approved
	F
	8.8.0
	SES
	S2

	SP-090784
	23.401
	1255
	2
	9.2.0
	Rel‑9
	Refactoring Security Parameters for Maintainability
	approved
	A
	9.3.0
	SES
	S2

	SP-090797
	23.401
	1281
	2
	9.2.0
	Rel‑9
	Bearer status sychronization in service request procedure
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090784
	23.401
	1282
	1
	8.7.0
	Rel‑8
	Clean up some obsolete Gtpv2 IEs
	approved
	F
	8.8.0
	SES
	S2

	SP-090784
	23.401
	1283
	1
	9.2.0
	Rel‑9
	Clean up some obsolete Gtpv2 IEs
	approved
	A
	9.3.0
	SES
	S2

	SP-090789
	23.401
	1295
	1
	9.2.0
	Rel‑9
	Clarification of mobility restriction handling for emergency bearers
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090783
	23.401
	1300
	1
	8.7.0
	Rel‑8
	Correction for Data Forwarding
	approved
	F
	8.8.0
	SES
	S2

	SP-090783
	23.401
	1301
	1
	8.7.0
	Rel‑8
	Correction to MesSge granularity of GTPv2 messages
	approved
	F
	8.8.0
	SES
	S2

	SP-090783
	23.401
	1302
	1
	9.2.0
	Rel‑9
	Correction to MesSge granularity of GTPv2 messages
	approved
	A
	9.3.0
	SES
	S2

	SP-090782
	23.401
	1307
	-
	8.7.0
	Rel‑8
	Network Triggered Service Request further clarification
	approved
	F
	8.8.0
	SES
	S2

	SP-090782
	23.401
	1308
	-
	9.2.0
	Rel‑9
	Network Triggered Service Request further clarification
	approved
	A
	9.3.0
	SES
	S2

	SP-090779
	23.401
	1309
	-
	8.7.0
	Rel‑8
	Removal of S-GW resources for indirect forwarding in Inter RAT handover
	approved
	F
	8.8.0
	SES
	S2

	SP-090779
	23.401
	1310
	-
	9.2.0
	Rel‑9
	Removal of S-GW resources for indirect forwarding in Inter RAT handover
	approved
	A
	9.3.0
	SES
	S2

	SP-090780
	23.401
	1311
	1
	8.7.0
	Rel‑8
	Corrections on the Load re-balancing between MMEs in TAU procedure
	approved
	F
	8.8.0
	SES
	S2

	SP-090780
	23.401
	1312
	1
	9.2.0
	Rel‑9
	Corrections on the Load re-balancing between MMEs in TAU procedure
	approved
	A
	9.3.0
	SES
	S2

	SP-090797
	23.401
	1314
	1
	9.2.0
	Rel‑9
	Clarification of UE or MME requested PDN disconnection procedure
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090797
	23.401
	1316
	1
	9.2.0
	Rel‑9
	Correction for the start of the timer for release of the indirect forwarding resources
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090782
	23.401
	1317
	-
	8.7.0
	Rel‑8
	Clarify the transfer of MS Info Change Reporting Action IE between CN nodes
	approved
	F
	8.8.0
	SES
	S2

	SP-090782
	23.401
	1318
	-
	9.2.0
	Rel‑9
	Clarify the transfer of MS Info Change Reporting Action IE between CN nodes
	approved
	A
	9.3.0
	SES
	S2

	SP-090789
	23.401
	1319
	1
	9.2.0
	Rel‑9
	Correct the timer in old MME in RAU procedure
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090789
	23.401
	1322
	2
	9.2.0
	Rel‑9
	Avoid overload impact to PS EMC call-back service
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090797
	23.401
	1324
	-
	9.2.0
	Rel‑9
	Correction on information storage
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090797
	23.401
	1325
	-
	9.2.0
	Rel‑9
	UnnecesSry 'P-GW F-TEID' in Modify bearer request message
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090797
	23.401
	1326
	1
	9.2.0
	Rel‑9
	Remove 'TEID' in Delete Session Request /Response mesSge
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090781
	23.401
	1328
	1
	8.7.0
	Rel‑8
	Mapping of APN-AMBR to MBR by UE
	approved
	F
	8.8.0
	SES
	S2

	SP-090781
	23.401
	1329
	1
	9.2.0
	Rel‑9
	Mapping of APN-AMBR to MBR by UE
	approved
	A
	9.3.0
	SES
	S2

	SP-090770
	23.401
	1330
	-
	8.7.0
	Rel‑8
	Correction to S1 Release procedure description
	approved
	F
	8.8.0
	SES-SA-FP_LTE-GTP-St2
	S2

	SP-090770
	23.401
	1331
	-
	9.2.0
	Rel‑9
	Correction to S1 Release procedure description
	approved
	A
	9.3.0
	SES-SA-FP_LTE-GTP-St2
	S2

	SP-090797
	23.401
	1334
	-
	9.2.0
	Rel‑9
	Fix for CSFB terminated calls rejection in eNodeB
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090797
	23.401
	1335
	1
	9.2.0
	Rel‑9
	Removal of unnecesSry notifications from MME to HSS
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090797
	23.401
	1336
	-
	9.2.0
	Rel‑9
	Correction to the flow chart of UTRAN to E-UTRAN Inter RAT handover procedure
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090789
	23.401
	1337
	1
	9.2.0
	Rel‑9
	Update the IMEI Check during the Emergency Attach procedure
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090780
	23.401
	1338
	1
	8.7.0
	Rel‑8
	Correction to the figure for Routing Area Update without S-GW change
	approved
	F
	8.8.0
	SES
	S2

	SP-090780
	23.401
	1339
	1
	9.2.0
	Rel‑9
	Correction to the figure for Routing Area Update without S-GW change
	approved
	A
	9.3.0
	SES
	S2

	SP-090789
	23.401
	1341
	4
	9.2.0
	Rel‑9
	ISR is not activated for emergency attached UE
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090789
	23.401
	1345
	1
	9.2.0
	Rel‑9
	Clarify EMC service in RAU procedure
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090797
	23.401
	1347
	1
	9.2.0
	Rel‑9
	Providing the selected and equivalent PLMN to target eNB in attach and handover
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090784
	23.401
	1348
	3
	8.7.0
	Rel‑8
	On X2 based inter-PLMN HO
	approved
	F
	8.8.0
	SES
	S2

	SP-090784
	23.401
	1349
	3
	9.2.0
	Rel‑9
	On X2 based inter-PLMN HO
	approved
	A
	9.3.0
	SES
	S2

	SP-090789
	23.401
	1351
	2
	9.2.0
	Rel‑9
	RRC connection for EMC service
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090784
	23.401
	1352
	-
	8.7.0
	Rel‑8
	Alignment in Detach procedure
	approved
	F
	8.8.0
	SES
	S2

	SP-090784
	23.401
	1353
	-
	9.2.0
	Rel‑9
	Alignment in Detach procedure
	approved
	A
	9.3.0
	SES
	S2

	SP-090780
	23.401
	1356
	-
	8.7.0
	Rel‑8
	Clarification of TAU procedure
	approved
	F
	8.8.0
	SES
	S2

	SP-090780
	23.401
	1357
	-
	9.2.0
	Rel‑9
	Clarification of TAU procedure
	approved
	A
	9.3.0
	SES
	S2

	SP-090779
	23.401
	1358
	4
	8.7.0
	Rel‑8
	Clarification of X2 handover procedure failure
	approved
	F
	8.8.0
	SES
	S2

	SP-090779
	23.401
	1359
	4
	9.2.0
	Rel‑9
	Clarification of X2 handover procedure failure
	approved
	A
	9.3.0
	SES
	S2

	SP-090781
	23.401
	1360
	1
	8.7.0
	Rel‑8
	Removal QoS Negotiated in the modify bearer request mesSge
	approved
	F
	8.8.0
	SES
	S2

	SP-090781
	23.401
	1361
	1
	9.2.0
	Rel‑9
	Removal QoS Negotiated in the modify bearer request mesSge
	approved
	A
	9.3.0
	SES
	S2

	SP-090782
	23.401
	1362
	-
	8.7.0
	Rel‑8
	Correction on the UE requested PDN connectivity procdure
	approved
	F
	8.8.0
	SES
	S2

	SP-090782
	23.401
	1363
	-
	9.2.0
	Rel‑9
	Correction on the UE requested PDN connectivity procdure
	approved
	A
	9.3.0
	SES
	S2

	SP-090797
	23.401
	1368
	-
	9.2.0
	Rel‑9
	Addition of the Reference and Miscellaneous corrections
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090781
	23.401
	1369
	1
	8.7.0
	Rel‑8
	GBR bearer handling at eNodeB Failure
	approved
	F
	8.8.0
	SES
	S2

	SP-090781
	23.401
	1370
	1
	9.2.0
	Rel‑9
	GBR bearer handling at eNodeB Failure
	approved
	A
	9.3.0
	SES
	S2

	SP-090769
	23.401
	1371
	1
	8.7.0
	Rel‑8
	Data Coding Scheme for ETWS
	approved
	F
	8.8.0
	ETWS
	S2

	SP-090769
	23.401
	1372
	1
	9.2.0
	Rel‑9
	Data Coding Scheme for ETWS
	approved
	A
	9.3.0
	ETWS
	S2

	SP-090789
	23.401
	1373
	-
	9.2.0
	Rel‑9
	Registration of the PGW/APN pair for UE Requested EMC PDN connections
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090789
	23.401
	1374
	-
	9.2.0
	Rel‑9
	Handling of Location Update Failure for Emergency Attach
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090782
	23.401
	1375
	3
	8.7.0
	Rel‑8
	Alignment of UE Radio capability handling with RAN 2 decisions on UTRAN RAC handling
	approved
	F
	8.8.0
	SES
	S2

	SP-090782
	23.401
	1376
	3
	9.2.0
	Rel‑9
	Alignment of UE Radio capability handling with RAN 2 decisions on UTRAN RAC handling
	approved
	A
	9.3.0
	SES
	S2

	SP-090779
	23.401
	1377
	-
	8.7.0
	Rel‑8
	Allocation of S-GW resources for indirect forwarding in Inter RAT handover
	approved
	F
	8.8.0
	SES
	S2

	SP-090779
	23.401
	1378
	-
	9.2.0
	Rel‑9
	Allocation of S-GW resources for indirect forwarding in Inter RAT handover
	approved
	A
	9.3.0
	SES
	S2

	SP-090783
	23.401
	1379
	-
	8.7.0
	Rel‑8
	SCTP reference correction
	approved
	F
	8.8.0
	SES
	S2

	SP-090783
	23.401
	1380
	-
	9.2.0
	Rel‑9
	SCTP reference correction
	approved
	A
	9.3.0
	SES
	S2

	SP-090787
	23.401
	1382
	2
	9.2.0
	Rel‑9
	Access control in handover to CSG cells
	approved
	B
	9.3.0
	EHNB
	S2

	SP-090789
	23.401
	1394
	2
	9.2.0
	Rel‑9
	No ISR for UE with ongoing Emergency Bearer Service
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090789
	23.401
	1395
	1
	9.2.0
	Rel‑9
	The MME capability for supporting IMS emergency services in the Sme PLMN
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090787
	23.401
	1396
	1
	9.2.0
	Rel‑9
	Clarification for informing PGW about ULI and CSG info
	approved
	F
	9.3.0
	EHNB
	S2

	SP-090784
	23.401
	1405
	1
	8.7.0
	Rel‑8
	Determine the Maximum APN restriction in PDN disconnection
	approved
	F
	8.8.0
	SES
	S2

	SP-090784
	23.401
	1406
	1
	9.2.0
	Rel‑9
	Determine the Maximum APN restriction in PDN disconnection
	approved
	A
	9.3.0
	SES
	S2

	SP-090787
	23.401
	1408
	2
	9.2.0
	Rel‑9
	Include the Operator CSG list in the UE
	approved
	F
	9.3.0
	EHNB
	S2

	SP-090784
	23.401
	1410
	-
	8.7.0
	Rel‑8
	GWCN sharing for LTE
	approved
	F
	8.8.0
	SES
	S2

	SP-090784
	23.401
	1411
	-
	9.2.0
	Rel‑9
	GWCN sharing for LTE
	approved
	A
	9.3.0
	SES
	S2

	SP-090781
	23.401
	1413
	2
	8.7.0
	Rel‑8
	Add the function of QoS mapping to the PGW
	approved
	F
	8.8.0
	SES
	S2

	SP-090781
	23.401
	1414
	2
	9.2.0
	Rel‑9
	Add the function of QoS mapping to the PGW
	approved
	A
	9.3.0
	SES
	S2

	SP-090797
	23.401
	1416
	3
	9.2.0
	Rel‑9
	Bearer release in PGW for X2 HO with SGW relocation
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090787
	23.401
	1418
	1
	9.2.0
	Rel‑9
	Access control in handover to CSG cells
	approved
	F
	9.3.0
	EHNB
	S2

	SP-090783
	23.401
	1426
	2
	8.7.0
	Rel‑8
	Correction to APN-OI Replacement handling to support interworking with pre Rel‑8 SGSN
	approved
	F
	8.8.0
	SES
	S2

	SP-090783
	23.401
	1427
	2
	9.2.0
	Rel‑9
	Correction to APN-OI Replacement handling to support interworking with pre Rel‑8 SGSN
	approved
	A
	9.3.0
	SES
	S2

	SP-090779
	23.401
	1430
	3
	8.7.0
	Rel‑8
	Correction to APN-OI handling an inter-access handovers
	approved
	F
	8.8.0
	SES
	S2

	SP-090779
	23.401
	1431
	2
	9.2.0
	Rel‑9
	Correction to APN-OI handling an inter-access handovers
	approved
	A
	9.3.0
	SES
	S2

	SP-090797
	23.401
	1439
	2
	9.2.0
	Rel‑9
	Capability notification for CS Fallback selection for LCS MO-LR
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090781
	23.401
	1440
	2
	8.7.0
	Rel‑8
	GBR bearer release when MME fail to page the UE
	approved
	F
	8.8.0
	SES
	S2

	SP-090781
	23.401
	1441
	2
	9.2.0
	Rel‑9
	GBR bearer release when MME fail to page the UE
	approved
	A
	9.3.0
	SES
	S2

	SP-090782
	23.401
	1444
	1
	8.7.0
	Rel‑8
	Alignment of UE Radio capability handling with GERAN decisions
	approved
	F
	8.8.0
	SES
	S2

	SP-090782
	23.401
	1445
	1
	9.2.0
	Rel‑9
	Alignment of UE Radio capability handling with GERAN decisions
	approved
	A
	9.3.0
	SES
	S2

	SP-090797
	23.401
	1447
	1
	9.2.0
	Rel‑9
	Data forwarding handling to align with RAN WG3
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090798
	23.402
	0823
	-
	9.2.0
	Rel‑9
	Adding Description for GW Control and QoS Rules Provision Procedure
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090798
	23.402
	0825
	1
	9.2.0
	Rel‑9
	Cleanup of forwarding tunnels for E-UTRAN-HRPD active mode handover
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090798
	23.402
	0827
	1
	9.2.0
	Rel‑9
	Update the procedure of the optimized idle mode mobility to CDMA 2000 HRPD Access
	approved
	F
	9.3.0
	TEI9
	S2

	SP-090785
	23.402
	0830
	1
	8.7.0
	Rel‑8
	HSS/AAA-initiated detach procedure for S2
	approved
	F
	8.8.0
	SES
	S2

	SP-090785
	23.402
	0831
	1
	9.2.0
	Rel‑9
	HSS/AAA-initiated detach procedure for S2
	approved
	A
	9.3.0
	SES
	S2

	SP-090789
	23.402
	0834
	3
	9.2.0
	Rel‑9
	Clarification how to release the non-EMC bearers in the handover from E-UTRAN to HRPD
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090789
	23.402
	0835
	1
	9.2.0
	Rel‑9
	Scope of IMS Emergency Session Support for 23.402
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090785
	23.402
	0836
	2
	8.7.0
	Rel‑8
	Remove empty clause 14 - interaction with other services
	approved
	D
	8.8.0
	SES
	S2

	SP-090785
	23.402
	0837
	1
	9.2.0
	Rel‑9
	Remove empty clause 14 - interaction with other services
	approved
	A
	9.3.0
	SES
	S2

	SP-090785
	23.402
	0840
	3
	8.7.0
	Rel‑8
	APN-OI handling an inter-access handovers
	approved
	F
	8.8.0
	SES
	S2

	SP-090785
	23.402
	0841
	3
	9.2.0
	Rel‑9
	APN-OI handling an inter-access handovers
	approved
	A
	9.3.0
	SES
	S2

	SP-090785
	23.402
	0849
	-
	8.7.0
	Rel‑8
	Clarification on PDN GW Selection for Chained case
	approved
	F
	8.8.0
	SES
	S2

	SP-090785
	23.402
	0850
	-
	9.2.0
	Rel‑9
	Clarification on PDN GW Selection for Chained case
	approved
	A
	9.3.0
	SES
	S2

	SP-090785
	23.402
	0851
	-
	8.7.0
	Rel‑8
	Corrections to S2c Detach and PDN disconnection procedures
	approved
	F
	8.8.0
	SES
	S2

	SP-090785
	23.402
	0852
	-
	9.2.0
	Rel‑9
	Corrections to S2c Detach and PDN disconnection procedures
	approved
	A
	9.3.0
	SES
	S2

	CP-090919
	24.008
	1294
	10
	8.7.0
	Rel‑8
	Protecting the allowed CSG list
	approved
	F
	8.8.0
	HomeNB-3G
	C1

	CP-090918
	24.008
	1373
	1
	8.7.0
	Rel‑8
	Correction for detach procedure
	approved
	F
	8.8.0
	HomeNB-3G
	C1

	CP-090918
	24.008
	1374
	1
	9.0.0
	Rel‑9
	Correction for detach procedure
	approved
	A
	9.1.0
	HomeNB-3G
	C1

	CP-090930
	24.008
	1375
	2
	9.0.0
	Rel‑9
	Add paging optimization procedure for CSG cell
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS,EHNB-CT1
	C1

	CP-090935
	24.008
	1376
	3
	9.0.0
	Rel‑9
	Clarification on the Closed mode CSG cell
	approved
	F
	9.1.0
	EHNB-CT1
	C1

	CP-090922
	24.008
	1377
	3
	9.0.0
	Rel‑9
	UE voice capabilities/settings in MS network capability
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090922
	24.008
	1378
	5
	9.0.0
	Rel‑9
	Triggering conditions update for RAU
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090935
	24.008
	1379
	3
	9.0.0
	Rel‑9
	Operator CSG List
	approved
	F
	9.1.0
	EHNB-CT1
	C1

	CP-090899
	24.008
	1381
	1
	8.7.0
	Rel‑8
	Handling of cause #15 in UE with S1 mode support
	approved
	F
	8.8.0
	SES
	C1

	CP-090899
	24.008
	1382
	1
	9.0.0
	Rel‑9
	Handling of cause #15 in UE with S1 mode support
	approved
	A
	9.1.0
	SES
	C1

	CP-090917
	24.008
	1384
	1
	8.7.0
	Rel‑8
	Clarification on setting SI value after SRVCC handover
	approved
	F
	8.8.0
	SES-SRVCC
	C1

	CP-090930
	24.008
	1386
	1
	9.0.0
	Rel‑9
	Detach on Timeout  of Periodical Upate Timer
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090917
	24.008
	1388
	1
	9.0.0
	Rel‑9
	Clarification on setting SI value after SRVCC handover
	approved
	A
	9.1.0
	SES-SRVCC
	C1

	CP-090915
	24.008
	1395
	2
	8.7.0
	Rel‑8
	LAU clarification for ISR and CSFB interworking
	approved
	F
	8.8.0
	SES-CSFB
	C1

	CP-090915
	24.008
	1396
	2
	9.0.0
	Rel‑9
	LAU clarification for ISR and CSFB interworking
	approved
	A
	9.1.0
	SES-CSFB
	C1

	CP-090935
	24.008
	1397
	5
	9.0.0
	Rel‑9
	Processing the reject cause code #25 for the Operator CSG List
	approved
	B
	9.1.0
	EHNB-CT1
	C1

	CP-090920
	24.008
	1398
	-
	8.7.0
	Rel‑8
	PDP type IPv4v6 address length corrections
	approved
	F
	8.8.0
	TEI8
	C1

	CP-090920
	24.008
	1399
	-
	9.0.0
	Rel‑9
	PDP type IPv4v6 address length corrections
	approved
	A
	9.1.0
	TEI8
	C1

	CP-090930
	24.008
	1400
	2
	9.0.0
	Rel‑9
	PDP Context activation and modification for emergency bearer services
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090922
	24.008
	1401
	1
	9.0.0
	Rel‑9
	Correction to conditions for GMM initiating service request
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090915
	24.008
	1402
	1
	8.7.0
	Rel‑8
	Missing establishment cause code mapping for CS fallback
	approved
	F
	8.8.0
	SES-CSFB
	C1

	CP-090915
	24.008
	1403
	1
	9.0.0
	Rel‑9
	Missing establishment cause code mapping for CS fallback
	approved
	A
	9.1.0
	SES-CSFB
	C1

	CP-090919
	24.008
	1409
	4
	9.0.0
	Rel‑9
	Protecting the allowed CSG list
	approved
	A
	9.1.0
	HomeNB-3G
	C1

	CP-090922
	24.008
	1410
	-
	9.0.0
	Rel‑9
	Introduction of Enhanced Multiplexing for Single TBF capability
	approved
	B
	9.1.0
	TEI9
	C1

	CP-090898
	24.008
	1411
	-
	8.7.0
	Rel‑8
	Correction for seperation bit of AMF
	approved
	F
	8.8.0
	SES
	C1

	CP-090899
	24.008
	1412
	-
	8.7.0
	Rel‑8
	Key derivation in idle mode inter-RAT mobility
	approved
	F
	8.8.0
	SES
	C1

	CP-090899
	24.008
	1413
	-
	9.0.0
	Rel‑9
	Key derivation in idle mode inter-RAT mobility
	approved
	A
	9.1.0
	SES
	C1

	CP-090898
	24.008
	1414
	-
	9.0.0
	Rel‑9
	Correction for seperation bit of AMF
	approved
	A
	9.1.0
	SES
	C1

	CP-090930
	24.008
	1420
	-
	9.0.0
	Rel‑9
	GMM state machine on the UE side for emergency attach
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090930
	24.008
	1421
	2
	9.0.0
	Rel‑9
	GMM context handling for emergency attach
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090930
	24.008
	1423
	2
	9.0.0
	Rel‑9
	MS behaviour in case of EMC
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090930
	24.008
	1424
	2
	9.0.0
	Rel‑9
	Deactivate non-EMC bearers with CSG ID not in allowed CSG list
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090930
	24.008
	1425
	1
	9.0.0
	Rel‑9
	Handling of the forbidden list
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090930
	24.008
	1426
	2
	9.0.0
	Rel‑9
	Authentication procedure for EMC attach
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090922
	24.008
	1427
	1
	9.0.0
	Rel‑9
	Introduction of generic notification procedure
	approved
	B
	9.1.0
	TEI9
	C1

	CP-090930
	24.008
	1428
	-
	9.0.0
	Rel‑9
	Checks restrictions on attach for emergency bearer services
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090930
	24.008
	1437
	1
	9.0.0
	Rel‑9
	GPRS update status while UE is attached for emergency bearer services
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090939
	24.008
	1438
	-
	9.0.0
	Rel‑9
	128-bit ciphering key for SRVCC
	approved
	F
	9.1.0
	A5/4-GEA4
	C1

	CP-090939
	24.008
	1439
	-
	9.0.0
	Rel‑9
	Correction to the definition of the UMTS security context and faulty mesSge
	approved
	F
	9.1.0
	A5/4-GEA4
	C1

	CP-090977
	24.008
	1440
	-
	8.7.0
	Rel‑8
	"Alignment with TS23.401 caused by changing the term CSFB to ""CSFB and SMS over SGs""."
	revised
	F
	
	SAES-CSFB
	C1

	CP-091035
	24.008
	1440
	1
	8.7.0
	Rel‑8
	"Alignment with TS23.401 caused by changing the term CSFB to ""CSFB and SMS over SGs""."
	revised
	F
	
	SAES-CSFB
	C1

	CP-091051
	24.008
	1440
	2
	8.7.0
	Rel‑8
	"Alignment with TS23.401 caused by changing the term CSFB to ""CSFB and SMS over SGs""."
	approved
	F
	8.8.0
	SAES-CSFB
	C1

	CP-090978
	24.008
	1441
	-
	9.0.0
	Rel‑9
	"Alignment with TS23.401 caused by changing the term CSFB to ""CSFB and SMS over SGs""."
	revised
	A
	
	SAES-CSFB
	C1

	CP-091036
	24.008
	1441
	1
	9.0.0
	Rel‑9
	"Alignment with TS23.401 caused by changing the term CSFB to ""CSFB and SMS over SGs""."
	revised
	A
	
	SAES-CSFB
	C1

	CP-091052
	24.008
	1441
	2
	9.0.0
	Rel‑9
	"Alignment with TS23.401 caused by changing the term CSFB to ""CSFB and SMS over SGs""."
	approved
	A
	9.1.0
	SAES-CSFB
	C1

	CP-090788
	24.084
	0002
	1
	8.0.0
	Rel‑9
	MPTY notifications to remote SIP parties
	approved
	F
	9.0.0
	TEI9
	C4

	CP-090891
	24.141
	0100
	1
	6.11.0
	Rel‑6
	Change of ua-profile package to xcap-diff package
	approved
	F
	6.12.0
	PRESNC
	C1

	CP-090891
	24.141
	0101
	1
	7.6.0
	Rel‑7
	Change of ua-profile package to xcap-diff package
	approved
	A
	7.7.0
	PRESNC
	C1

	CP-090891
	24.141
	0102
	1
	8.3.0
	Rel‑8
	Change of ua-profile package to xcap-diff package
	approved
	A
	8.4.0
	PRESNC
	C1

	CP-090923
	24.147
	0076
	-
	9.0.0
	Rel‑9
	Using conferencing MO
	approved
	B
	9.1.0
	TEI9
	C1

	CP-090940
	24.147
	0077
	-
	9.0.0
	Rel‑9
	Obsolete drafts referenced
	approved
	D
	9.1.0
	IMSProtoc3
	C1

	CP-090920
	24.147
	0080
	1
	8.2.0
	Rel‑8
	3-way session creation correction
	approved
	F
	8.3.0
	TEI8
	C1

	CP-090920
	24.147
	0081
	1
	9.0.0
	Rel‑9
	3-way session creation correction
	approved
	A
	9.1.0
	TEI8
	C1

	CP-090915
	24.167
	0044
	2
	8.3.0
	Rel‑8
	Correction to take into account Voice Domain Selection for Iu mode
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090931
	24.173
	0072
	5
	8.5.0
	Rel‑9
	Service Specific Access Control enforcement
	approved
	B
	9.0.0
	SSC
	C1

	CP-090904
	24.173
	0073
	1
	8.5.0
	Rel‑8
	Addition of Customized alerting tones (CAT) service
	approved
	F
	8.6.0
	CAT-SS
	C1

	CP-090932
	24.173
	0074
	-
	8.5.0
	Rel‑9
	Addition of Customized ringing signal (CRS) service
	approved
	F
	9.0.0
	CRS
	C1

	CP-090920
	24.173
	0075
	-
	8.5.0
	Rel‑8
	Removal of editor's note on Reverse Charging
	approved
	F
	8.6.0
	TEI8
	C1

	CP-090921
	24.182
	0040
	1
	9.2.0
	Rel‑9
	Clarification of the requirements on the network side
	approved
	F
	9.3.0
	eCAT-SS
	C1

	CP-090921
	24.182
	0041
	2
	9.2.0
	Rel‑9
	correction of CAT Copy and CAT stop procedures
	approved
	F
	9.3.0
	eCAT-SS
	C1

	CP-090921
	24.182
	0042
	1
	9.2.0
	Rel‑9
	Clean up the CAT
	approved
	D
	9.3.0
	eCAT-SS
	C1

	CP-090921
	24.182
	0044
	1
	9.2.0 
	Rel‑9
	CAT Gateway model callflow correction
	approved
	A
	9.3.0
	eCAT-SS
	C1

	CP-090904
	24.182
	0046
	-
	8.3.0
	Rel‑8
	Removal of editor's note in 24.182
	approved
	F
	8.4.0
	CAT-SS
	C1

	CP-090904
	24.182
	0047
	-
	9.2.0
	Rel‑9
	Removal of editor's note in 24.182
	approved
	A
	9.3.0
	CAT-SS
	C1

	CP-090904
	24.182
	0048
	-
	8.3.0
	Rel‑8
	The features of the CAT are described inaccurately
	approved
	F
	8.4.0
	CAT-SS
	C1

	CP-090923
	24.229
	2834
	3
	9.1.0
	Rel‑9
	Correction to introduce support for IMSVoPS
	approved
	F
	9.2.0
	TEI9
	C1

	CP-090923
	24.229
	2835
	2
	9.1.0
	Rel‑9
	Transcoding Control at MRF using RFC 4711
	approved
	B
	9.2.0
	TEI9
	C1

	CP-090890
	24.229
	2836
	-
	6.23.0
	Rel‑6
	Inclusion of draft-ietf-sipcore-invfix
	approved
	F
	6.24.0
	IMS2
	C1

	CP-090890
	24.229
	2837
	-
	7.17.0
	Rel‑7
	Inclusion of draft-ietf-sipcore-invfix
	approved
	A
	7.18.0
	IMS2
	C1

	CP-090890
	24.229
	2838
	-
	8.9.0
	Rel‑8
	Inclusion of draft-ietf-sipcore-invfix
	approved
	A
	8.10.0
	IMS2
	C1

	CP-090890
	24.229
	2839
	-
	9.1.0
	Rel‑9
	Inclusion of draft-ietf-sipcore-invfix
	approved
	A
	9.2.0
	IMS2
	C1

	CP-090890
	24.229
	2840
	1
	6.23.0
	Rel‑6
	Inclusion of draft-ietf-sip-ipv6-abnf-fix
	approved
	F
	6.24.0
	IMS2
	C1

	CP-090890
	24.229
	2841
	1
	7.17.0
	Rel‑7
	Inclusion of draft-ietf-sip-ipv6-abnf-fix
	approved
	A
	7.18.0
	IMS2
	C1

	CP-090890
	24.229
	2842
	1
	8.9.0
	Rel‑8
	Inclusion of draft-ietf-sip-ipv6-abnf-fix
	approved
	A
	8.10.0
	IMS2
	C1

	CP-090890
	24.229
	2843
	1
	9.1.0
	Rel‑9
	Inclusion of draft-ietf-sip-ipv6-abnf-fix
	approved
	A
	9.2.0
	IMS2
	C1

	CP-090891
	24.229
	2844
	-
	6.23.0
	Rel‑6
	Change of ua-profile package to xcap-diff package
	approved
	F
	6.24.0
	PRESNC
	C1

	CP-090891
	24.229
	2845
	-
	7.17.0
	Rel‑7
	Change of ua-profile package to xcap-diff package
	approved
	A
	7.18.0
	PRESNC
	C1

	CP-090891
	24.229
	2846
	-
	8.9.0
	Rel‑8
	Change of ua-profile package to xcap-diff package
	approved
	A
	8.10.0
	PRESNC
	C1

	CP-090891
	24.229
	2847
	-
	9.1.0
	Rel‑9
	Change of ua-profile package to xcap-diff package
	approved
	A
	9.2.0
	PRESNC
	C1

	CP-090892
	24.229
	2848
	-
	7.17.0
	Rel‑7
	Release 7 IETF reference updates for emergency call
	approved
	F
	7.18.0
	EMC1
	C1

	CP-090892
	24.229
	2849
	-
	8.9.0
	Rel‑8
	Release 7 IETF reference updates for emergency call
	approved
	A
	8.10.0
	EMC1
	C1

	CP-090892
	24.229
	2850
	-
	9.1.0
	Rel‑9
	Release 7 IETF reference updates for emergency call
	approved
	A
	9.2.0
	EMC1
	C1

	CP-090940
	24.229
	2854
	-
	9.1.0
	Rel‑9
	Inclusion of draft-ietf-sip-record-route-fix
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090940
	24.229
	2855
	1
	9.1.0
	Rel‑9
	Correction of support of trust domain boundaries for identity
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090923
	24.229
	2856
	1
	9.1.0
	Rel‑9
	Inclusion of roles for XCAP client / server at the Ut reference point for supplementary services
	approved
	F
	9.2.0
	TEI9
	C1

	CP-090920
	24.229
	2857
	-
	8.9.0
	Rel‑8
	Update of draft-ietf-sip-body-handling reference to RFC 5621
	approved
	F
	8.10.0
	TEI8
	C1

	CP-090920
	24.229
	2858
	-
	9.1.0
	Rel‑9
	Update of draft-ietf-sip-body-handling reference to RFC 5621
	approved
	A
	9.2.0
	TEI8
	C1

	CP-090895
	24.229
	2859
	-
	7.17.0
	Rel‑7
	Update of draft-ietf-sip-body-handling reference to RFC 5621
	approved
	F
	7.18.0
	IMSProtoc
	C1

	CP-090940
	24.229
	2860
	-
	9.1.0
	Rel‑9
	xsd file alignment with main document
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090940
	24.229
	2861
	1
	9.1.0
	Rel‑9
	Textual layout errors in Annex A
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090936
	24.229
	2863
	2
	9.1.0
	Rel‑9
	Media plane security
	approved
	B
	9.2.0
	MEDIASEC_CORE
	C1

	CP-090940
	24.229
	2866
	1
	9.1.0
	Rel‑9
	3rd party registration failure
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090923
	24.229
	2869
	4
	9.1.0
	Rel‑9
	Detecting requests destined for a PSP
	approved
	F
	9.2.0
	TEI9
	C1

	CP-090941
	24.229
	2873
	5
	9.1.0
	Rel‑9
	Digest Authentication without Authorization header in initial REGISTER mesSge
	postponed
	C
	
	IMSProtoc3
	C1

	CP-090902
	24.229
	2874
	3
	8.9.0
	Rel‑8
	Alignment of 24.229 with draft-ietf-sipcore-info-events
	revised
	F
	
	IMSProtoc2
	C1

	CP-090984
	24.229
	2874
	4
	8.9.0
	Rel‑8
	Alignment of 24.229 with draft-ietf-sipcore-info-events
	revised
	F
	
	IMSProtoc2
	C1

	CP-091015
	24.229
	2874
	5
	8.9.0
	Rel‑8
	Alignment of 24.229 with draft-ietf-sipcore-info-events
	approved
	F
	8.10.0
	IMSProtoc2
	C1

	CP-090902
	24.229
	2875
	3
	9.1.0
	Rel‑9
	Alignment of 24.229 with draft-ietf-sipcore-info-events
	revised
	A
	
	IMSProtoc2
	C1

	CP-090985
	24.229
	2875
	4
	9.1.0
	Rel‑9
	Alignment of 24.229 with draft-ietf-sipcore-info-events
	revised
	A
	
	IMSProtoc2
	C1

	CP-091016
	24.229
	2875
	5
	9.1.0
	Rel‑9
	Alignment of 24.229 with draft-ietf-sipcore-info-events
	approved
	A
	9.2.0
	IMSProtoc2
	C1

	CP-090940
	24.229
	2877
	1
	9.1.0
	Rel‑9
	Correction of indication to the user that an emergency call was made
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090940
	24.229
	2881
	2
	9.1.0
	Rel‑9
	Annex A /183 (Session Progress) response
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090890
	24.229
	2882
	-
	6.23.0
	Rel‑6
	Annex A / c and m paramters in media description in SDP
	approved
	F
	6.24.0
	IMS2
	C1

	CP-090890
	24.229
	2883
	-
	7.17.0
	Rel‑7
	Annex A / c and m paramters in media description in SDP
	approved
	A
	7.18.0
	IMS2
	C1

	CP-090890
	24.229
	2884
	-
	8.9.0
	Rel‑8
	Annex A / c and m paramters in media description in SDP
	approved
	A
	8.10.0
	IMS2
	C1

	CP-090890
	24.229
	2885
	-
	9.1.0
	Rel‑9
	Annex A / c and m paramters in media description in SDP
	approved
	A
	9.2.0
	IMS2
	C1

	CP-090890
	24.229
	2886
	-
	6.23.0
	Rel‑6
	Annex A / User-Agent in PUBLISH responses
	approved
	F
	6.24.0
	IMS2
	C1

	CP-090890
	24.229
	2887
	-
	7.17.0
	Rel‑7
	Annex A / User-Agent in PUBLISH responses
	approved
	A
	7.18.0
	IMS2
	C1

	CP-090890
	24.229
	2888
	-
	8.9.0
	Rel‑8
	Annex A / User-Agent in PUBLISH responses
	approved
	A
	8.10.0
	IMS2
	C1

	CP-090890
	24.229
	2889
	-
	9.1.0
	Rel‑9
	Annex A / User-Agent in PUBLISH responses
	approved
	A
	9.2.0
	IMS2
	C1

	CP-090943
	24.229
	2891
	1
	9.1.0
	Rel‑9
	Annex A / Allow events
	revised
	F
	
	IMSProtoc3
	C1

	CP-090830
	24.229
	2891
	2
	6.11.0
	Rel‑9
	Annex A / Allow events
	revised
	F
	
	IMSProtoc3
	C1

	CP-091049
	24.229
	2891
	3
	9.1.0
	Rel‑9
	Annex A / Allow events
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090940
	24.229
	2892
	1
	9.1.0
	Rel‑9
	Annex A /MIME-Version header
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090940
	24.229
	2893
	2
	9.1.0
	Rel‑9
	Annex A / Require header
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090940
	24.229
	2894
	1
	9.1.0
	Rel‑9
	Application of trust domains to the P-Early-media header field
	approved
	B
	9.2.0
	IMSProtoc3
	C1

	CP-090923
	24.229
	2895
	2
	9.1.0
	Rel‑9
	Allowing direct routing between AS and MRFC
	approved
	B
	9.2.0
	TEI9
	C1

	CP-090936
	24.229
	2900
	3
	9.1.0
	Rel‑9
	Registration of IMS media plane security capabilities
	approved
	B
	9.2.0
	MEDIASEC_CORE
	C1

	CP-090890
	24.229
	2902
	1
	6.23.0
	Rel‑6
	Reference update for draft-ietf-sip-session-timer
	approved
	F
	6.24.0
	IMS2
	C1

	CP-090893
	24.229
	2903
	-
	7.17.0
	Rel‑7
	Updating of outbound and related references
	approved
	F
	7.18.0
	FBI-PCBL
	C1

	CP-090893
	24.229
	2904
	-
	8.9.0
	Rel‑8
	Updating of outbound and related references
	approved
	A
	8.10.0
	FBI-PCBL
	C1

	CP-090893
	24.229
	2905
	-
	9.1.0
	Rel‑9
	Updating of outbound and related references
	approved
	A
	9.2.0
	FBI-PCBL
	C1

	CP-090894
	24.229
	2906
	-
	7.17.0
	Rel‑7
	Updating of GRUU references
	approved
	F
	7.18.0
	GRUU
	C1

	CP-090894
	24.229
	2907
	-
	8.9.0
	Rel‑8
	Updating of GRUU references
	approved
	A
	8.10.0
	GRUU
	C1

	CP-090894
	24.229
	2908
	-
	9.1.0
	Rel‑9
	Updating of GRUU references
	approved
	A
	9.2.0
	GRUU
	C1

	CP-090940
	24.229
	2909
	-
	9.1.0
	Rel‑9
	Miscellaneous editorial corrections
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090892
	24.229
	2910
	1
	7.17.0
	Rel‑7
	Removal of outstanding Editor's notes for EMC1
	approved
	F
	7.18.0
	EMC1
	C1

	CP-090892
	24.229
	2911
	1
	8.9.0
	Rel‑8
	Removal of outstanding Editor's notes for EMC1
	approved
	A
	8.10.0
	EMC1
	C1

	CP-090892
	24.229
	2912
	1
	9.1.0
	Rel‑9
	Removal of outstanding Editor's notes for EMC1
	approved
	A
	9.2.0
	EMC1
	C1

	CP-090896
	24.229
	2913
	-
	8.9.0
	Rel‑8
	Removal of outstanding Editor's note for ServID
	approved
	F
	8.10.0
	ServID
	C1

	CP-090896
	24.229
	2914
	-
	9.1.0
	Rel‑9
	Removal of outstanding Editor's note for ServID
	approved
	A
	9.2.0
	ServID
	C1

	CP-090903
	24.229
	2915
	-
	8.9.0
	Rel‑8
	Removal of outstanding Editor's note for Overlap
	approved
	F
	8.10.0
	Overlap
	C1

	CP-090903
	24.229
	2916
	-
	9.1.0
	Rel‑9
	Removal of outstanding Editor's note for Overlap
	approved
	A
	9.2.0
	Overlap
	C1

	CP-090902
	24.229
	2919
	1
	8.9.0
	Rel‑8
	Removal of outstanding Editor's notes on PANI
	approved
	F
	8.10.0
	IMSProtoc2
	C1

	CP-090940
	24.229
	2924
	2
	9.1.0
	Rel‑9
	Definition of globally Globally Routeable SIP URI
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090940
	24.229
	2925
	1
	9.1.0
	Rel‑9
	Handling of Request-URI with tel URI and sip URI containing user=phone by the BGCF
	approved
	C
	9.2.0
	IMSProtoc3
	C1

	CP-090940
	24.229
	2926
	2
	9.1.0
	Rel‑9
	Additional routeing capabilities
	approved
	B
	9.2.0
	IMSProtoc3
	C1

	CP-090902
	24.229
	2931
	-
	8.9.0
	Rel‑8
	Handling of Route by the I-CSCF
	approved
	F
	8.10.0
	IMSProtoc2
	C1

	CP-090902
	24.229
	2932
	1
	9.1.0
	Rel‑9
	Handling of Route by the I-CSCF
	approved
	A
	9.2.0
	IMSProtoc2
	C1

	CP-090902
	24.229
	2933
	1
	8.9.0
	Rel‑8
	Annex A/ P-Charging-Vector 
	approved
	F
	8.10.0
	IMSProtoc2
	C1

	CP-090902
	24.229
	2934
	1
	9.1.0
	Rel‑9
	Annex A/ P-Charging-Vector 
	approved
	A
	9.2.0
	IMSProtoc2
	C1

	CP-090902
	24.229
	2935
	2
	8.9.0
	Rel‑8
	REGISTERs for Keeping NAT binding /Annex F
	approved
	F
	8.10.0
	IMSProtoc2
	C1

	CP-090902
	24.229
	2936
	2
	9.1.0
	Rel‑9
	REGISTERs for Keeping NAT binding /Annex F
	approved
	A
	9.2.0
	IMSProtoc2
	C1

	CP-090938
	24.229
	2940
	1
	9.1.0
	Rel‑9
	Ml reference point additions – general aspects
	approved
	B
	9.2.0
	EMC2
	C1

	CP-090938
	24.229
	2941
	1
	9.1.0
	Rel‑9
	Ml reference point additions – location determination summary
	approved
	B
	9.2.0
	EMC2
	C1

	CP-090938
	24.229
	2942
	3
	9.1.0
	Rel‑9
	Ml reference point additions – E-CSCF changes
	approved
	B
	9.2.0
	EMC2
	C1

	CP-090938
	24.229
	2943
	3
	9.1.0
	Rel‑9
	Ml reference point additions – new LRF functionality
	approved
	B
	9.2.0
	EMC2
	C1

	CP-090938
	24.229
	2944
	-
	9.1.0
	Rel‑9
	Ml reference point additions – profile changes
	approved
	B
	9.2.0
	EMC2
	C1

	CP-090902
	24.229
	2945
	-
	8.9.0
	Rel‑8
	Correction of profile table on the role for UE
	approved
	F
	8.10.0
	IMSProtoc2
	C1

	CP-090902
	24.229
	2946
	-
	9.1.0
	Rel‑9
	Correction of profile table on the role for UE
	approved
	A
	9.2.0
	IMSProtoc2
	C1

	CP-090936
	24.229
	2951
	2
	9.1.0
	Rel‑9
	Indicating End-to-Access Edge Media Plane Security in session set-up
	approved
	B
	9.2.0
	MEDIASEC_CORE
	C1

	CP-090895
	24.229
	2952
	2
	7.17.0
	Rel‑7
	Correct Phone-Context parameter coding
	approved
	F
	7.18.0
	IMSProtoc
	C1

	CP-090895
	24.229
	2953
	2
	8.9.0
	Rel‑8
	Correct Phone-Context parameter coding
	approved
	A
	8.10.0
	IMSProtoc
	C1

	CP-090895
	24.229
	2954
	2
	9.1.0
	Rel‑9
	Correct Phone-Context parameter coding
	approved
	A
	9.2.0
	IMSProtoc
	C1

	CP-090940
	24.229
	2955
	2
	9.1.0
	Rel‑9
	Human readable UE name
	approved
	C
	9.2.0
	IMSProtoc3
	C1

	CP-090927
	24.229
	2959
	2
	9.1.0
	Rel‑9
	E-CSCF invoking EATF
	approved
	B
	9.2.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-090930
	24.229
	2960
	2
	9.1.0
	Rel‑9
	IMEI in unauthenticated emergency call in EPS and GPRS
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090930
	24.229
	2961
	1
	9.1.0
	Rel‑9
	Emergency bearer activation in EPS and GPRS
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090892
	24.229
	2962
	-
	7.17.0
	Rel‑7
	Alignment of 24.229 with draft-patel-ecrit-sos-parameter-07
	approved
	F
	7.18.0
	EMC1
	C1

	CP-090892
	24.229
	2963
	-
	8.9.0
	Rel‑8
	Alignment of 24.229 with draft-patel-ecrit-sos-parameter-07
	approved
	A
	8.10.0
	EMC1
	C1

	CP-090892
	24.229
	2964
	-
	9.1.0
	Rel‑9
	Alignment of 24.229 with draft-patel-ecrit-sos-parameter-07
	approved
	A
	9.2.0
	EMC1
	C1

	CP-090892
	24.229
	2965
	1
	7.17.0
	Rel‑7
	"Removal of editor's note in 5.4.8.2 – use of ""sos"" in GRUU"
	approved
	F
	7.18.0
	EMC1
	C1

	CP-090892
	24.229
	2966
	1
	8.9.0
	Rel‑8
	"Removal of editor's note in 5.4.8.2 – use of ""sos"" in GRUU"
	approved
	A
	8.10.0
	EMC1
	C1

	CP-090892
	24.229
	2967
	1
	9.1.0
	Rel‑9
	"Removal of editor's note in 5.4.8.2 – use of ""sos"" in GRUU"
	approved
	A
	9.2.0
	EMC1
	C1

	CP-090981
	24.229
	2968
	2
	7.17.0
	Rel‑7
	Update to annex J based on draft-patel-dispatch-cpc-oli-parameter
	approved
	F
	7.18.0
	IMSProtoc
	C1

	CP-090982
	24.229
	2969
	2
	8.9.0
	Rel‑8
	Update to annex J based on draft-patel-dispatch-cpc-oli-parameter
	approved
	A
	8.10.0
	IMSProtoc
	C1

	CP-090983
	24.229
	2970
	2
	9.1.0
	Rel‑9
	Update to annex J based on draft-patel-dispatch-cpc-oli-parameter
	approved
	A
	9.2.0
	IMSProtoc
	C1

	CP-090923
	24.229
	2971
	1
	9.1.0
	Rel‑9
	Reason header in provisional Responses
	approved
	B
	9.2.0
	TEI9
	C1

	CP-090940
	24.229
	2976
	-
	9.1.0
	Rel‑9
	Correcting SIP interface to VoiceXML media services
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090940
	24.229
	2980
	1
	9.1.0
	Rel‑9
	Annex A: Support of INFO for CAT and CRS
	approved
	B
	9.2.0
	IMSProtoc3
	C1

	CP-090940
	24.229
	2981
	2
	9.1.0
	Rel‑9
	Removal of editor's note on 199 provisional response
	approved
	F
	9.2.0
	IMSProtoc3
	C1

	CP-090942
	24.229
	2993
	2
	9.1.0
	Rel‑9
	Digest Authentication without Authorization header in initial REGISTER mesSge
	postponed
	C
	
	IMSProtoc3
	C1

	CP-090929
	24.237
	0048
	2
	9.0.0
	Rel‑9
	Call flow for Remote party releases Collaborative Session
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0096
	3
	9.0.0
	Rel‑9
	Signalling flow for Controller UE Releases media flow on Controller UE
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0097
	3
	9.0.0
	Rel‑9
	Signalling flow for Controller UE Releases media flow on Controllee UE
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0099
	3
	9.0.0
	Rel‑9
	Signalling flow for Controllee UE modify media on Itself
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0100
	6
	9.0.0
	Rel‑9
	Signalling flow for Remote party adds new media on controllee UE
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0101
	3
	9.0.0
	Rel‑9
	Signalling flow for Remote Party releases media
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0110
	3
	9.0.0
	Rel‑9
	MSC Server assisted mid-call feature - CS to PS - Alt1
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0116
	4
	9.0.0
	Rel‑9
	Roles for target UE discovery for Inter-UE Transfer
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0117
	5
	9.0.0
	Rel‑9
	Roles of SCC AS for target UE discovery for Inter-UE Transfer
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0122
	1
	9.0.0
	Rel‑9
	MSC Server assisted mid-call feature - flow updates - Alt1
	approved
	C
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0124
	1
	9.0.0
	Rel‑9
	MSC Server assisted mid-call feature - capability exchange update
	approved
	C
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0125
	1
	9.0.0
	Rel‑9
	MSC Server assisted mid-call feature - PS to CS and SRVCC updates - Alt1
	approved
	C
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0128
	1
	9.0.0
	Rel‑9
	MSC Server assisted mid-call feature - PS to PS updates
	approved
	C
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0131
	-
	9.0.0
	Rel‑9
	SCC UE not defined
	approved
	D
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090927
	24.237
	0132
	-
	9.0.0
	Rel‑9
	Renaming of E-SCC AS to EATF
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-090927
	24.237
	0133
	2
	9.0.0
	Rel‑9
	E-SRVCC session origination
	approved
	C
	9.1.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-090927
	24.237
	0134
	2
	9.0.0
	Rel‑9
	E-SRVCC access transfer
	approved
	C
	9.1.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-090929
	24.237
	0136
	2
	9.0.0
	Rel‑9
	Call flow fo transferring a media to a controllee UE
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090928
	24.237
	0146
	1
	9.0.0
	Rel‑9
	Correction on PS-CS transfer information flow
	approved
	F
	9.1.0
	IMS_SCC-ICS
	C1

	CP-090929
	24.237
	0149
	1
	9.0.0
	Rel‑9
	MSC Server assisted mid-call feature - tranSction identifiers
	approved
	C
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090911
	24.237
	0152
	2
	8.3.0
	Rel‑8
	Enabling Session Continuity functionality
	approved
	F
	8.4.0
	IMS-Cont
	C1

	CP-090911
	24.237
	0153
	1
	9.0.0
	Rel‑9
	Enabling Session Continuity functionality
	approved
	A
	9.1.0
	IMS-Cont
	C1

	CP-090929
	24.237
	0155
	2
	9.0.0
	Rel‑9
	SC UE procedures for collaborative session establishment for transferring media
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0156
	2
	9.0.0
	Rel‑9
	SC UE procedures for collaborative session establishment adding new media
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0157
	2
	9.0.0
	Rel‑9
	SCC AS procedures for collaborative session establishment for transferring media
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090911
	24.237
	0159
	1
	8.3.0
	Rel‑8
	Address the Editor' Note in A.3.2
	approved
	F
	8.4.0
	IMS-Cont
	C1

	CP-090911
	24.237
	0160
	1
	9.0.0
	Rel‑9
	Address the Editor' Note in A.3.2
	approved
	A
	9.1.0
	IMS-Cont
	C1

	CP-090911
	24.237
	0161
	1
	8.3.0
	Rel‑8
	Address the Editor' Note in A.8.2
	approved
	F
	8.4.0
	IMS-Cont
	C1

	CP-090911
	24.237
	0162
	1
	9.0.0
	Rel‑9
	Address the Editor' Note in A.8.2
	approved
	A
	9.1.0
	IMS-Cont
	C1

	CP-090929
	24.237
	0164
	2
	9.0.0
	Rel‑9
	PS to CS transfer for speech and video session with MSC Server assisted mid-call feature
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0170
	2
	9.0.0
	Rel‑9
	IUT Procedures
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0171
	2
	9.0.0
	Rel‑9
	Call flow for adding media to controllee UE
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0173
	2
	9.0.0
	Rel‑9
	SC UE procedures for collaborative session establishment with new media
	revised
	B
	
	IMS_SCC-SPI
	C1

	CP-091047
	24.237
	0173
	3
	9.0.0
	Rel‑9
	SCC AS procedures for collaborative session establishment with new media
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0174
	3
	9.0.0
	Rel‑9
	Procedures for releasing media on controllee UE by controller UE
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0175
	3
	9.0.0
	Rel‑9
	Procedure for adding new media by remote party
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0176
	3
	9.0.0
	Rel‑9
	Procedure for releasing media on ontroller UE by controller UE
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0177
	3
	9.0.0
	Rel‑9
	Procedure for modifying media on contrllee UE by itself
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090929
	24.237
	0178
	2
	9.0.0
	Rel‑9
	Signalling flow for Controllee UE releases media
	approved
	B
	9.1.0
	IMS_SCC-SPI
	C1

	CP-090908
	24.238
	0004
	1
	8.1.0
	Rel‑8
	Removal of editor's note from 24.238
	approved
	F
	8.2.0
	REDOC_3GPP2
	C1

	CP-090923
	24.238
	0005
	2
	8.1.0
	Rel‑9
	Correction of icsi-ref feature tag
	approved
	F
	9.0.0
	TEI9
	C1

	CP-090910
	24.239
	0004
	1
	8.1.0
	Rel‑8
	Correction of FA XML schema - activation
	approved
	F
	8.2.0
	FA
	C1

	CP-090910
	24.239
	0005
	1
	8.1.0
	Rel‑8
	Removal of editor's notes from 24.239
	approved
	F
	8.2.0
	FA
	C1

	CP-090924
	24.259
	0006
	3
	8.2.0
	Rel‑9
	Procedures of PNE registration
	approved
	B
	9.0.0
	PAN_EPNM
	C1

	CP-090924
	24.259
	0007
	2
	8.2.0
	Rel‑9
	Procedures of PNE registration
	approved
	B
	9.0.0
	PAN_EPNM
	C1

	CP-090924
	24.259
	0008
	1
	8.2.0
	Rel‑9
	Overview of PNM in Rel‑9
	approved
	B
	9.0.0
	PAN_EPNM
	C1

	CP-090924
	24.259
	0009
	-
	8.2.0
	Rel‑9
	Procedures of PNE redirection
	approved
	B
	9.0.0
	PAN_EPNM
	C1

	CP-090906
	24.279
	0068
	1
	8.1.0
	Rel‑8
	Remove the Editor's Notes in TS 24.279
	revised
	F
	
	UUSIW
	C1

	CP-091041
	24.279
	0068
	2
	8.1.0
	Rel‑8
	Remove the Editor's Notes in TS 24.279
	approved
	F
	8.2.0
	UUSIW
	C1

	CP-090918
	24.285
	0005
	-
	8.2.0
	Rel‑8
	Correction of the OMA DM object  for the Allowed CSG list
	approved
	F
	8.3.0
	HomeNB-3G, HomeNB-LTE
	C1

	CP-090918
	24.285
	0006
	-
	9.0.0
	Rel‑9
	Correction of the OMA DM object  for the Allowed CSG list
	approved
	A
	9.1.0
	HomeNB-3G, HomeNB-LTE
	C1

	CP-090935
	24.285
	0007
	-
	9.0.0
	Rel‑9
	Support of CSG Type for Operator CSG List
	approved
	F
	9.1.0
	EHNB-CT1
	C1

	CP-090915
	24.292
	0063
	3
	8.3.0
	Rel‑8
	Correction to take into account Voice Domain Selection for Iu mode
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090915
	24.292
	0064
	3
	9.1.0
	Rel‑9
	Correction to take into account Voice Domain Selection for Iu mode
	approved
	A
	9.2.0
	SES-CSFB
	C1

	CP-090928
	24.292
	0069
	-
	9.1.0
	Rel‑9
	Update of CW XML in flows
	approved
	F
	9.2.0
	IMS_SCC-ICS
	C1

	CP-090913
	24.292
	0070
	-
	8.3.0
	Rel‑8
	Updating of GRUU references
	approved
	F
	8.4.0
	ICSRA
	C1

	CP-090913
	24.292
	0071
	-
	9.1.0
	Rel‑9
	Updating of GRUU references
	approved
	A
	9.2.0
	ICSRA
	C1

	CP-090925
	24.292
	0072
	2
	9.1.0
	Rel‑9
	ICS UE using I1
	approved
	B
	9.2.0
	IMS_SCC-ICS_I1
	C1

	CP-090925
	24.292
	0073
	2
	9.1.0
	Rel‑9
	SCC AS for service control over I1
	approved
	B
	9.2.0
	IMS_SCC-ICS_I1
	C1

	CP-090925
	24.292
	0074
	1
	9.1.0
	Rel‑9
	Call control over I1 and voice over CS
	approved
	B
	9.2.0
	IMS_SCC-ICS_I1
	C1

	CP-090913
	24.292
	0075
	1
	8.3.0
	Rel‑8
	Enabling ICS functionality
	approved
	F
	8.4.0
	ICSRA
	C1

	CP-090913
	24.292
	0076
	1
	9.1.0
	Rel‑9
	Enabling ICS functionality
	approved
	A
	9.2.0
	ICSRA
	C1

	CP-090925
	24.292
	0079
	2
	9.1.0
	Rel‑9
	Introduction I1 BYE interworking
	approved
	B
	9.2.0
	IMS_SCC-ICS_I1
	C1

	CP-090928
	24.292
	0080
	2
	9.1.0
	Rel‑9
	Video media over CS bearer
	approved
	C
	9.2.0
	IMS_SCC-ICS
	C1

	CP-090913
	24.292
	0081
	1
	8.3.0
	Rel‑8
	Specification of Circuit Switched SDP contents for ICS
	approved
	F
	8.4.0
	ICSRA
	C1

	CP-090913
	24.292
	0082
	-
	9.1.0
	Rel‑9
	Specification of Circuit Switched SDP contents for ICS
	approved
	A
	9.2.0
	ICSRA
	C1

	CP-090919
	24.301
	0192
	11
	8.3.0
	Rel‑8
	Protecting the allowed CSG list
	approved
	F
	8.4.0
	HomeNB-LTE
	C1

	CP-090916
	24.301
	0434
	10
	8.3.0
	Rel‑8
	Combined Attach and TAU for "SMS only" and "CS fallback not preferred", and related UE behaviour
	approved
	C
	8.4.0
	SES-CSFB
	C1

	CP-090916
	24.301
	0435
	3
	8.3.0
	Rel‑8
	"Detach for ""SMS only"""
	approved
	C
	8.4.0
	SES-CSFB
	C1

	CP-090922
	24.301
	0485
	5
	9.0.0
	Rel‑9
	ESM retransmission and PTI mismatch issue
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090930
	24.301
	0496
	2
	9.0.0
	Rel‑9
	Stop paging optimization for emergency attached UE
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS,EHNB-CT1
	C1

	CP-090930
	24.301
	0497
	4
	9.0.0
	Rel‑9
	RRC establishment cause for Emergency Service
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090935
	24.301
	0498
	3
	9.0.0
	Rel‑9
	Clarification on the Closed mode CSG cell
	approved
	F
	9.1.0
	EHNB-CT1, IMS_EMER_GPRS_EPS
	C1

	CP-090922
	24.301
	0499
	2
	9.0.0
	Rel‑9
	Corrections for description of UE behaviour in state EMM-REGISTERED
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090935
	24.301
	0500
	3
	9.0.0
	Rel‑9
	Operator CSG List
	approved
	F
	9.1.0
	EHNB-CT1
	C1

	CP-090899
	24.301
	0504
	1
	8.3.0
	Rel‑8
	Mapped QCI Handling in UE
	approved
	F
	8.4.0
	SES
	C1

	CP-090899
	24.301
	0505
	1
	9.0.0
	Rel‑9
	Mapped QCI Handling in UE
	approved
	A
	9.1.0
	SES
	C1

	CP-090930
	24.301
	0507
	1
	9.0.0
	Rel‑9
	Correction on Timer handling
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090898
	24.301
	0511
	-
	8.3.0
	Rel‑8
	Correction of criterion to trigger TAU
	approved
	F
	8.4.0
	SES
	C1

	CP-090898
	24.301
	0512
	-
	9.0.0
	Rel‑9
	Correction of criterion to trigger TAU
	approved
	A
	9.1.0
	SES
	C1

	CP-090930
	24.301
	0513
	1
	9.0.0
	Rel‑9
	Specification of EPS emergency bearer services attach rules
	approved
	C
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090930
	24.301
	0515
	4
	9.0.0
	Rel‑9
	TAU authentication while attached for emergency services
	approved
	C
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090915
	24.301
	0517
	3
	8.3.0
	Rel‑8
	UE mode of operation corrections and additions
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090915
	24.301
	0518
	3
	9.0.0
	Rel‑9
	UE mode of operation corrections and additions
	approved
	A
	9.1.0
	SES-CSFB
	C1

	CP-090935
	24.301
	0521
	4
	9.0.0
	Rel‑9
	Processing the reject cause code #25 for the Operator CSG
	approved
	B
	9.1.0
	EHNB-CT1
	C1

	CP-090930
	24.301
	0523
	-
	9.0.0
	Rel‑9
	Deactivating non-emergency bearers
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090922
	24.301
	0524
	3
	9.0.0
	Rel‑9
	Clarification for TAU trigger for NAS recovery
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090916
	24.301
	0525
	4
	8.3.0
	Rel‑8
	Correction to the SMS paging procedure
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090916
	24.301
	0526
	4
	9.0.0
	Rel‑9
	Correction to the SMS paging procedure
	approved
	A
	9.1.0
	SES-CSFB
	C1

	CP-090922
	24.301
	0529
	1
	9.0.0
	Rel‑9
	Correction to conditions for EMM initiating service request
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090930
	24.301
	0530
	-
	9.0.0
	Rel‑9
	EMM state machine in the UE for emergency attach
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090930
	24.301
	0534
	4
	9.0.0
	Rel‑9
	EPS security context storage while emergency EPS security context exists
	approved
	F
	9.1.0
	SES
	C1

	CP-090899
	24.301
	0539
	2
	8.3.0
	Rel‑8
	From MBR of default PDP context to APN-AMBR of default EPS bearer
	approved
	F
	8.4.0
	SES
	C1

	CP-090899
	24.301
	0540
	2
	9.0.0
	Rel‑9
	From MBR of default PDP context to APN-AMBR of default EPS bearer
	approved
	A
	9.1.0
	SES
	C1

	CP-090922
	24.301
	0542
	1
	9.0.0
	Rel‑9
	Correction of length values for ESM mesSge container IEIs
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090898
	24.301
	0545
	1
	8.3.0
	Rel‑8
	Correction to SMC procedure for establishment of mapped EPS  security context in EMM-IDLE
	approved
	F
	8.4.0
	SES
	C1

	CP-090898
	24.301
	0546
	1
	9.0.0
	Rel‑9
	Correction to SMC procedure for establishment of mapped EPS  security context in EMM-IDLE
	approved
	A
	9.1.0
	SES
	C1

	CP-090898
	24.301
	0547
	1
	8.3.0
	Rel‑8
	Correction to establishment of mapped EPS security context during inter-system handover
	approved
	F
	8.4.0
	SES
	C1

	CP-090898
	24.301
	0548
	1
	9.0.0
	Rel‑9
	Correction to establishment of mapped EPS security context during inter-system handover
	approved
	A
	9.1.0
	SES
	C1

	CP-090898
	24.301
	0549
	1
	8.3.0
	Rel‑8
	Correction to the storage of the EPS security context
	approved
	F
	8.4.0
	SES
	C1

	CP-090898
	24.301
	0550
	1
	9.0.0
	Rel‑9
	Correction to the storage of the EPS security context
	approved
	A
	9.1.0
	SES
	C1

	CP-090898
	24.301
	0551
	4
	8.3.0
	Rel‑8
	Correction to the EPS security context handling
	approved
	F
	8.4.0
	SES
	C1

	CP-090898
	24.301
	0552
	4
	9.0.0
	Rel‑9
	Correction to the EPS security context handling
	approved
	A
	9.1.0
	SES
	C1

	CP-090898
	24.301
	0553
	2
	8.3.0
	Rel‑8
	Correction to the EPS authentication procedure
	approved
	F
	8.4.0
	SES
	C1

	CP-090898
	24.301
	0554
	2
	9.0.0
	Rel‑9
	Correction to the EPS authentication procedure
	approved
	A
	9.1.0
	SES
	C1

	CP-090899
	24.301
	0555
	4
	8.3.0
	Rel‑8
	Transition to the EMM-DEREGISTERED state and EPS security context actions
	approved
	F
	8.4.0
	SES
	C1

	CP-090899
	24.301
	0556
	4
	9.0.0
	Rel‑9
	Transition to the EMM-DEREGISTERED state and EPS security context actions
	approved
	A
	9.1.0
	SES
	C1

	CP-090898
	24.301
	0561
	4
	8.3.0
	Rel‑8
	Clarification of local detach
	approved
	F
	8.4.0
	SES
	C1

	CP-090898
	24.301
	0562
	4
	9.0.0
	Rel‑9
	Clarification of local detach
	approved
	A
	9.1.0
	SES
	C1

	CP-090922
	24.301
	0563
	2
	9.0.0
	Rel‑9
	Clarifications on EPS security and minor corrections
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090916
	24.301
	0564
	4
	9.0.0
	Rel‑9
	Combined Attach and TAU for "SMS only" and "CS fallback not preferred", and related UE behaviour
	approved
	C
	9.1.0
	SES-CSFB
	C1

	CP-090919
	24.301
	0567
	5
	9.0.0
	Rel‑9
	Protecting the allowed CSG list
	approved
	A
	9.1.0
	HomeNB-LTE
	C1

	CP-090916
	24.301
	0568
	2
	8.3.0
	Rel‑8
	Ignoring paging for CS fallback to A/Gb or Iu mode by an SMS only UE
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090916
	24.301
	0569
	2
	9.0.0
	Rel‑9
	Ignoring paging for CS fallback to A/Gb or Iu mode by an SMS only UE
	approved
	F
	9.1.0
	SES-CSFB
	C1

	CP-090899
	24.301
	0570
	3
	8.3.0
	Rel‑8
	Default value for T3412
	approved
	F
	8.4.0
	SES
	C1

	CP-090899
	24.301
	0571
	3
	9.0.0
	Rel‑9
	Default value for T3412
	approved
	A
	9.1.0
	SES
	C1

	CP-090922
	24.301
	0574
	2
	9.0.0
	Rel‑9
	Enhanced CS fallback to 1xRTT
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090900
	24.301
	0575
	5
	8.3.0
	Rel‑8
	NAS count handling in idle mode inter-RAT mobility
	approved
	F
	8.4.0
	SES
	C1

	CP-090900
	24.301
	0576
	5
	9.0.0
	Rel‑9
	NAS count handling in idle mode inter-RAT mobility
	approved
	A
	9.1.0
	SES
	C1

	CP-090900
	24.301
	0577
	2
	8.3.0
	Rel‑8
	NAS count handling on inter-RAT mobility
	approved
	F
	8.4.0
	SES
	C1

	CP-090900
	24.301
	0578
	2
	9.0.0
	Rel‑9
	NAS count handling on inter-RAT mobility
	approved
	A
	9.1.0
	SES
	C1

	CP-090899
	24.301
	0579
	-
	8.3.0
	Rel‑8
	Integrity protection of DETACH REQUEST
	approved
	F
	8.4.0
	SES
	C1

	CP-090899
	24.301
	0580
	-
	9.0.0
	Rel‑9
	Integrity protection of DETACH REQUEST
	approved
	A
	9.1.0
	SES
	C1

	CP-090926
	24.301
	0581
	4
	9.0.0
	Rel‑9
	Generic Transport of NAS mesSges
	approved
	B
	9.1.0
	LCS_EPS-CPS  
	C1

	CP-090915
	24.301
	0583
	1
	8.3.0
	Rel‑8
	Clarification of diSbling E-UTRAN capabilities
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090915
	24.301
	0584
	1
	9.0.0
	Rel‑9
	Clarification of diSbling E-UTRAN capabilities
	approved
	A
	9.1.0
	SES-CSFB
	C1

	CP-090930
	24.301
	0585
	1
	9.0.0
	Rel‑9
	Handling of only Emergency Bearers existing scenarios 
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090930
	24.301
	0588
	1
	9.0.0
	Rel‑9
	Remove Support of  Emergency HO from HRPD to E-UTRAN
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090930
	24.301
	0589
	1
	9.0.0
	Rel‑9
	EMM context handling for emergency attach
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090916
	24.301
	0590
	2
	9.0.0
	Rel‑9
	"Detach for ""SMS only"""
	approved
	A
	9.1.0
	SES-CSFB
	C1

	CP-090915
	24.301
	0591
	1
	8.3.0
	Rel‑8
	1xCSFB triggers for RRC establishment
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090915
	24.301
	0592
	1
	9.0.0
	Rel‑9
	1xCSFB triggers for RRC establishment
	approved
	A
	9.1.0
	SES-CSFB
	C1

	CP-090922
	24.301
	0593
	2
	9.0.0
	Rel‑9
	Detach with re-attach required
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090922
	24.301
	0594
	-
	9.0.0
	Rel‑9
	Paging cycles for EPS using S-TMSI
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090900
	24.301
	0597
	1
	8.3.0
	Rel‑8
	Defining the value of NAS COUNTs
	approved
	F
	8.4.0
	SES
	C1

	CP-090900
	24.301
	0598
	1
	9.0.0
	Rel‑9
	Defining the value of NAS COUNTs
	approved
	A
	9.1.0
	SES
	C1

	CP-090898
	24.301
	0601
	-
	8.3.0
	Rel‑8
	Correcting the handling of multiple authentication failures in the UE
	approved
	F
	8.4.0
	SES
	C1

	CP-090898
	24.301
	0602
	-
	9.0.0
	Rel‑9
	Correcting the handling of multiple authentication failures in the UE
	approved
	A
	9.1.0
	SES
	C1

	CP-090899
	24.301
	0603
	1
	8.3.0
	Rel‑8
	Handling of missing NAS Secuirt Mode Complete when generating mapped context
	approved
	F
	8.4.0
	SES
	C1

	CP-090899
	24.301
	0604
	1
	9.0.0
	Rel‑9
	Handling of missing NAS Secuirt Mode Complete when generating mapped context
	approved
	A
	9.1.0
	SES
	C1

	CP-090900
	24.301
	0605
	1
	8.3.0
	Rel‑8
	Security handling when NAS COUNT wrap around
	approved
	F
	8.4.0
	SES
	C1

	CP-090900
	24.301
	0606
	1
	9.0.0
	Rel‑9
	Security handling when NAS COUNT wrap around
	approved
	A
	9.1.0
	SES
	C1

	CP-090930
	24.301
	0607
	2
	9.0.0
	Rel‑9
	Deactivate non-EMC bearers with CSG ID not in allowed CSG list
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090922
	24.301
	0611
	1
	9.0.0
	Rel‑9
	Introduction of generic notification procedure
	approved
	B
	9.1.0
	TEI9
	C1

	CP-090922
	24.301
	0615
	1
	9.0.0
	Rel‑9
	Clarifications on security
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090930
	24.301
	0618
	1
	9.0.0
	Rel‑9
	Rules for integrity protection with NULL algorithm
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090899
	24.301
	0619
	1
	8.3.0
	Rel‑8
	TFT corrections
	approved
	F
	8.4.0
	SES
	C1

	CP-090899
	24.301
	0620
	1
	9.0.0
	Rel‑9
	TFT corrections
	approved
	A
	9.1.0
	SES
	C1

	CP-090922
	24.301
	0621
	2
	9.0.0
	Rel‑9
	Interpretation of GPRS timer value of 0
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090930
	24.301
	0625
	1
	9.0.0
	Rel‑9
	Handling authentication failure during TAU
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-090935
	24.301
	0626
	1
	9.0.0
	Rel‑9
	Removal of definition of Allowed CSG list
	approved
	F
	9.1.0
	EHNB-CT1
	C1

	CP-090916
	24.301
	0628
	1
	8.3.0
	Rel‑8
	Abnormal cases in the UE for "SMS only" and "CS Fallback not preferred"
	approved
	C
	8.4.0
	SES-CSFB
	C1

	CP-090916
	24.301
	0629
	1
	9.0.0
	Rel‑9
	Abnormal cases in the UE for "SMS only" and "CS Fallback not preferred"
	approved
	C
	9.1.0
	SES-CSFB
	C1

	CP-090898
	24.301
	0632
	2
	8.3.0
	Rel‑8
	Correction to the NAS security mode control procedure
	approved
	F
	8.4.0
	SES
	C1

	CP-090898
	24.301
	0633
	2
	9.0.0
	Rel‑9
	Correction to the NAS security mode control procedure
	approved
	A
	9.1.0
	SES
	C1

	CP-090979
	24.301
	0636
	-
	8.3.0
	Rel‑8
	"Alignment with TS23.401 caused by changing the term CSFB to ""CSFB and SMS over SGs""."
	revised
	F
	
	SAES-CSFB
	C1

	CP-091037
	24.301
	0636
	1
	8.3.0
	Rel‑8
	"Alignment with TS23.401 caused by changing the term CSFB to ""CSFB and SMS over SGs"""
	revised
	F
	
	SAES-CSFB
	C1

	CP-091053
	24.301
	0636
	2
	8.3.0
	Rel‑8
	"Alignment with TS23.401 caused by changing the term CSFB to ""CSFB and SMS over SGs""."
	approved
	F
	8.4.0
	SAES-CSFB
	C1

	CP-090980
	24.301
	0637
	-
	9.0.0
	Rel‑9
	"Alignment with TS23.401 caused by changing the term CSFB to ""CSFB and SMS over SGs""."
	revised
	A
	
	SAES-CSFB
	C1

	CP-091038
	24.301
	0637
	1
	9.0.0
	Rel‑9
	"Alignment with TS23.401 caused by changing the term CSFB to ""CSFB and SMS over SGs"""
	revised
	A
	
	SAES-CSFB
	C1

	CP-091054
	24.301
	0637
	2
	9.0.0
	Rel‑9
	"Alignment with TS23.401 caused by changing the term CSFB to ""CSFB and SMS over SGs""."
	approved
	A
	9.1.0
	SAES-CSFB
	C1

	CP-090937
	24.302
	0079
	1
	9.0.0
	Rel‑9
	ANDSF Discovery in roaming scenarios
	approved
	B
	9.1.0
	eANDSF
	C1

	CP-090937
	24.302
	0082
	2
	9.0.0
	Rel‑9
	ANDSF discovery procedures performed by a UE
	approved
	B
	9.1.0
	eANDSF
	C1

	CP-090937
	24.302
	0083
	3
	9.0.0
	Rel‑9
	Secure connection between UE and ANDSF
	approved
	B
	9.1.0
	eANDSF
	C1

	CP-090901
	24.302
	0084
	1
	8.3.0
	Rel‑8
	Correction to multiple PDN support for PMIP
	approved
	F
	8.4.0
	SES
	C1

	CP-090901
	24.302
	0086
	2
	8.3.0
	Rel‑8
	UE's IP configuration during IPsec tunnel establishemnet with the ePDG
	approved
	F
	8.4.0
	SES
	C1

	CP-090934
	24.302
	0087
	6
	9.0.0
	Rel‑9
	Implementation of stage 2 requirements for MUPSP
	approved
	B
	9.1.0
	MUPSP
	C1

	CP-090901
	24.302
	0089
	1
	8.3.0
	Rel‑8
	Tunnel set up after WLAN PLMN selection
	approved
	F
	8.4.0
	SES
	C1

	CP-090901
	24.302
	0090
	1
	9.0.0
	Rel‑9
	Tunnel set up after WLAN PLMN selection
	approved
	A
	9.1.0
	SES
	C1

	CP-090937
	24.302
	0091
	2
	9.0.0
	Rel‑9
	UE behavior when connectin to v-ANDSF
	approved
	B
	9.1.0
	eANDSF
	C1

	CP-090901
	24.302
	0095
	2
	9.0.0
	Rel‑9
	UE's IP configuration during IPsec tunnel establishemnet with the ePDG
	approved
	A
	9.1.0
	SES
	C1

	CP-090901
	24.302
	0096
	2
	8.3.0
	Rel‑8
	PDN connection reject during the IPsec tunnel establishment
	approved
	F
	8.4.0
	SES
	C1

	CP-090901
	24.302
	0097
	2
	9.0.0
	Rel‑9
	PDN connection reject during the IPsec tunnel establishment
	approved
	A
	9.1.0
	SES
	C1

	CP-090901
	24.302
	0098
	1
	8.3.0
	Rel‑8
	Removal of outdated or redundant editor's notes ahead of CT#46
	approved
	F
	8.4.0
	SES
	C1

	CP-090901
	24.302
	0099
	1
	9.0.0
	Rel‑9
	Removal of outdated or redundant editor's notes ahead of CT#46
	approved
	A
	9.1.0
	SES
	C1

	CP-090901
	24.302
	0101
	1
	8.3.0
	Rel‑8
	Addition of abbreviations
	approved
	F
	8.4.0
	SES
	C1

	CP-090901
	24.302
	0102
	1
	9.0.0
	Rel‑9
	Addition of abbreviations
	approved
	A
	9.1.0
	SES
	C1

	CP-090901
	24.303
	0028
	-
	8.3.0
	Rel‑8
	RFC5555 missing reference
	approved
	F
	8.4.0
	SES
	C1

	CP-090901
	24.303
	0029
	2
	9.0.0
	Rel‑9
	Clarification of Binding Error mesSge
	approved
	F
	9.1.0
	SES
	C1

	CP-090901
	24.303
	0030
	-
	8.3.0
	Rel‑8
	A bit in BRI mesSge
	approved
	F
	8.4.0
	SES
	C1

	CP-090901
	24.303
	0031
	1
	8.3.0
	Rel‑8
	UE procedures at BRI reception
	approved
	F
	8.4.0
	SES
	C1

	CP-090937
	24.312
	0033
	3
	8.3.0
	Rel‑9
	PLMN information to ANDSF for roaming UE
	approved
	B
	9.0.0
	eANDSF
	C1

	CP-090901
	24.312
	0034
	2
	8.3.0
	Rel‑8
	Aligning ANDSF MO to request from IEEE 802.11 and to refer to IEEE 802.11u
	approved
	F
	8.4.0
	SES
	C1

	CP-090901
	24.312
	0036
	-
	8.3.0
	Rel‑8
	Naming of ANDSF MO tree
	approved
	F
	8.4.0
	SES
	C1

	CP-090914
	24.327
	0016
	1
	8.3.0
	Rel‑8
	Static configured HNP uSge
	approved
	F
	8.4.0
	IWLAN_Mob
	C1

	CP-090923
	24.341
	0026
	1
	8.2.0
	Rel‑9
	SM termination and deregistration corrections
	approved
	F
	9.0.0
	TEI9
	C1

	CP-090897
	24.341
	0027
	1
	7.3.0
	Rel‑7
	Correction to "Submitting a short mesSge" for a SM-over-IP sender
	approved
	F
	7.4.0
	SMSIP
	C1

	CP-090897
	24.341
	0028
	1
	8.2.0
	Rel‑8
	Correction to "Submitting a short mesSge" for a SM-over-IP sender
	approved
	A
	8.3.0
	SMSIP
	C1

	CP-090905
	24.407
	0004
	-
	8.1.0
	Rel‑8
	Action on the originating network to apply privacy
	approved
	F
	8.2.0
	MAINT_R2
	C1

	CP-090905
	24.423
	0003
	1
	8.1.0
	Rel‑8
	Change of ua-profile package to xcap-diff package
	approved
	F
	8.2.0
	MAINT_R2
	C1

	CP-090905
	24.503
	0066
	1
	8.6.0
	Rel‑8
	Inconsistency between text and XML schema
	approved
	F
	8.7.0
	MAINT_R2
	C1

	CP-090890
	24.503
	0068
	1
	8.6.0
	Rel‑8
	Annex A / c and m paramters in media description in SDP
	approved
	F
	8.7.0
	IMS2
	C1

	CP-090890
	24.503
	0069
	1
	8.6.0
	Rel‑8
	Annex A / User-Agent in PUBLISH responses
	approved
	F
	8.7.0
	IMS2
	C1

	CP-090905
	24.503
	0070
	4
	8.6.0
	Rel‑8
	Support of INFO for AoC
	approved
	F
	8.7.0
	MAINT_R2
	C1

	CP-090905
	24.503
	0071
	1
	8.6.0
	Rel‑8
	Correction to Annex A /Caller preferences directives
	approved
	F
	8.7.0
	MAINT_R2
	C1

	CP-090905
	24.503
	0072
	2
	8.6.0
	Rel‑8
	Annex A/ correction on the support of security mechanism
	approved
	F
	8.7.0
	MAINT_R2
	C1

	CP-090907
	24.503
	0073
	1
	8.6.0
	Rel‑8
	Connection of complex UEs  to IMS
	approved
	F
	8.7.0
	IMS_Corp
	C1

	CP-090902
	24.503
	0074
	-
	8.6.0
	Rel‑8
	Editorial correction of P-Access- Network-Info  values
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090893
	24.503
	0075
	-
	8.6.0
	Rel‑8
	Updating of outbound and related references
	approved
	F
	8.7.0
	FBI-PCBL
	C1

	CP-090894
	24.503
	0076
	-
	8.6.0
	Rel‑8
	Updating of GRUU references
	approved
	F
	8.7.0
	GRUU
	C1

	CP-090905
	24.504
	0025
	-
	8.6.0
	Rel‑8
	Determining if served user shall be added to History-Info
	approved
	F
	8.7.0
	MAINT_R2
	C1

	CP-090894
	24.504
	0026
	-
	8.6.0
	Rel‑8
	Updating of GRUU references
	approved
	F
	8.7.0
	GRUU
	C1

	CP-090905
	24.504
	0027
	-
	8.6.0
	Rel‑8
	CDIV redirection parameters mapping
	approved
	F
	8.7.0
	MAINT_R2
	C1

	CP-090928
	24.604
	0033
	2
	9.1.0
	Rel‑9
	CDIV serv-cap corrections and example
	approved
	F
	9.2.0
	IMS_SCC-ICS
	C1

	CP-090923
	24.604
	0034
	1
	9.1.0
	Rel‑9
	Alignment of cp:identity interpretation between ICB and CDIV
	approved
	C
	9.2.0
	TEI9
	C1

	CP-090905
	24.604
	0035
	1
	8.5.0
	Rel‑8
	Determining if served user shall be added to History-Info
	approved
	F
	8.6.0
	MAINT_R2
	C1

	CP-090905
	24.604
	0036
	1
	9.1.0
	Rel‑9
	Determining if served user shall be added to History-Info
	approved
	A
	9.2.0
	MAINT_R2
	C1

	CP-090894
	24.604
	0040
	-
	8.5.0
	Rel‑8
	Updating of GRUU references
	approved
	F
	8.6.0
	GRUU
	C1

	CP-090894
	24.604
	0041
	-
	9.1.0
	Rel‑9
	Updating of GRUU references
	approved
	A
	9.2.0
	GRUU
	C1

	CP-090923
	24.604
	0042
	2
	9.1.0
	Rel‑9
	Correction of CDIV service interactions
	approved
	F
	9.2.0
	TEI9
	C1

	CP-090923
	24.605
	0009
	1
	9.0.0
	Rel‑9
	Correction of icsi-ref feature tag
	approved
	F
	9.1.0
	TEI9
	C1

	CP-090923
	24.607
	0008
	-
	8.3.0
	Rel‑9
	Ut applicability for OIP
	approved
	F
	9.0.0
	TEI9
	C1

	CP-090905
	24.607
	0009
	1
	8.3.0
	Rel‑8
	Action on the originating network to apply privacy
	approved
	F
	8.4.0
	MAINT_R2
	C1

	CP-090923
	24.608
	0005
	1
	8.2.0
	Rel‑8
	Restriction of P-Asserted-Identity
	approved
	F
	8.3.0
	TEI9
	C1

	CP-090923
	24.608
	0006
	-
	8.2.0
	Rel‑9
	Ut applicability for TIP
	approved
	F
	9.0.0
	TEI9
	C1

	CP-090909
	24.608
	0007
	-
	8.2.0
	Rel‑8
	Correction of reference to simservs TS
	approved
	F
	8.3.0
	REDOC_TIS-C1
	C1

	CP-090923
	24.610
	0009
	1
	8.3.0
	Rel‑9
	Correction of icsi-ref feature tag
	approved
	F
	9.0.0
	TEI9
	C1

	CP-090928
	24.611
	0017
	2
	9.1.0
	Rel‑9
	CB serv-cap corrections
	approved
	B
	9.2.0
	IMS_SCC-ICS
	C1

	CP-090928
	24.611
	0018
	1
	9.1.0
	Rel‑9
	Corrections to EXAMPLE
	approved
	F
	9.2.0
	IMS_SCC-ICS
	C1

	CP-090905
	24.623
	0011
	1
	8.1.0
	Rel‑8
	Change of ua-profile package to xcap-diff package
	revised
	F
	
	MAINT_R2
	C1

	CP-091040
	24.623
	0011
	2
	8.1.0
	Rel‑8
	Change of ua-profile package to xcap-diff package
	approved
	F
	8.2.0
	MAINT_R2
	C1

	CP-091040
	24.623
	0012
	1
	9.1.1
	Rel‑9
	Change of ua-profile package to xcap-diff package
	approved
	A
	9.2.0
	MAINT_R2
	C1

	CP-090905
	24.623
	0012
	1
	9.1.1
	Rel‑9
	Change of ua-profile package to xcap-diff package
	revised
	A
	
	MAINT_R2
	C1

	CP-090928
	24.623
	0013
	2
	9.1.1
	Rel‑9
	Authorization policy update
	approved
	F
	9.2.0
	IMS_SCC-ICS
	C1

	CP-090928
	24.623
	0014
	1
	9.1.1
	Rel‑9
	Service capabilities fragment
	approved
	F
	9.2.0
	IMS_SCC-ICS
	C1

	CP-090928
	24.623
	0015
	-
	9.1.1
	Rel‑9
	Correct .xml schema
	approved
	F
	9.2.0
	IMS_SCC-ICS
	C1

	CP-090933
	24.642
	0022
	4
	9.0.0
	Rel‑9
	Moving CC request records out of suppl. service settings
	approved
	C
	9.1.0
	eMMTel-CC
	C1

	CP-090920
	24.647
	0008
	2
	8.2.0
	Rel‑9
	Correction of AOC mandatory behaviour
	approved
	B
	9.0.0
	TEI8
	C1

	RP-091286
	25.101
	0676
	1
	9.1.0
	Rel‑9
	Introduction of Extended UMTS1500 requirements for TS25.101 (Technically endorsed at RAN 4 52bis in R4-093624)
	approved
	B
	9.2.0
	UMTSLTE1500
	R4

	RP-091263
	25.101
	0677
	2
	8.8.0
	Rel‑8
	Clarification of CQI reporting requirement applicability (Technically endorsed at RAN 4 52bis in R4-093830)
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-091290
	25.101
	0679
	1
	9.1.0
	Rel‑9
	Combination of DC-HSDPA and MIMO, CQI requirements (Technically endorsed at RAN 4 52bis in R4-093831)
	approved
	B
	9.2.0
	RANimp-DC_MIMO
	R4

	RP-091290
	25.101
	0680
	2
	9.1.0
	Rel‑9
	Combination of DC-HSDPA and MIMO, FRC requirements (Technically endorsed at RAN 4 52bis in R4-093832)
	approved
	B
	9.2.0
	RANimp-DC_MIMO
	R4

	RP-091290
	25.101
	0681
	1
	9.1.0
	Rel‑9
	Combination of DC-HSDPA and MIMO, RF requirements (Technically endorsed at RAN 4 52bis in R4-093833)
	approved
	B
	9.2.0
	RANimp-DC_MIMO
	R4

	RP-091288
	25.101
	0682
	1
	9.1.0
	Rel‑9
	RF transmitter requirements for DC-HSUPA (Technically endorsed at RAN 4 52bis in R4-094072)
	approved
	B
	9.2.0
	RANimp-DC_HSUPA
	R4

	RP-091289
	25.101
	0683
	-
	9.1.0
	Rel‑9
	25.101 CR introduction of Dual Band DC-HSDPA (Technically Endorsed in R4-52, R4-093464)
	approved
	B
	9.2.0
	RANimp-MultiBand_DC_HSDPA
	R4

	RP-091260
	25.101
	0685
	-
	7.16.0
	Rel‑7
	RAN5 related changes to enhanced CELL_FACH test cases
	approved
	F
	7.17.0
	TEI7
	R4

	RP-091291
	25.101
	0689
	2
	9.1.0
	Rel‑9
	Introduction of requirements for TxAA falback mode
	approved
	B
	9.2.0
	RANimp-TxAA_nonMIMO
	R4

	RP-091296
	25.101
	0690
	-
	9.1.0
	Rel‑9
	Clarification of CQI reporting requirement applicability
	approved
	A
	9.2.0
	TEI8
	R4

	RP-091287
	25.101
	0692
	-
	8.8.0
	Rel‑8
	Correction of Band XI requirements for TS25.101 Rel‑8
	approved
	F
	8.9.0
	UMTSLTE1500
	R4

	RP-091357
	25.101
	0693
	-
	8.8.0
	Rel‑8
	RAN5 related changes to enhanced CELL_FACH test cases
	revised
	A
	
	TEI8
	R4

	RP-091371
	25.101
	0693
	1
	8.8.0
	Rel‑8
	RAN5 related changes to enhanced CELL_FACH test cases
	approved
	A
	8.9.0
	TEI7
	R4

	RP-091358
	25.101
	0694
	-
	9.1.0
	Rel‑9
	RAN5 related changes to enhanced CELL_FACH test cases
	revised
	A
	
	TEI9
	R4

	RP-091372
	25.101
	0694
	1
	9.1.0
	Rel‑9
	RAN5 related changes to enhanced CELL_FACH test cases
	approved
	A
	9.2.0
	TEI7
	R4

	RP-091285
	25.102
	0313
	-
	8.5.0
	Rel‑9
	UE performance requirements in  high speed train condition for LCR TDD (Technically endorsed at RAN 4 52bis in R4-093542)
	approved
	B
	9.0.0
	RInImp9-LCRTDD350
	R4

	RP-091260
	25.102
	0314
	1
	7.15.0
	Rel‑7
	Maximum output power with E-DCH for TDD And FRC (Technically endorsed at RAN 4 52bis in R4-093559)
	approved
	F
	7.16.0
	TEI7
	R4

	RP-091260
	25.102
	0315
	1
	8.5.0
	Rel‑8
	Maximum output power with E-DCH for TDD And FRC (Technically endorsed at RAN 4 52bis in R4-093559)
	approved
	A
	8.6.0
	TEI7
	R4

	RP-091281
	25.102
	0316
	-
	8.5.0
	Rel‑8
	Editorial corrections of 25.102.
	approved
	F
	8.6.0
	MBSFN-DOB
	R4

	RP-091286
	25.104
	0339
	-
	9.1.0
	Rel‑9
	Introduction of Extended UMTS1500 requirements for TS25.104 (Technically endorsed at RAN 4 52bis in R4-093625)
	approved
	B
	9.2.0
	UMTSLTE1500
	R4

	RP-091276
	25.104
	0340
	-
	8.8.0
	Rel‑8
	Testing in case of Rx diversity, Tx diversity and MIMO (Technically endorsed at RAN 4 52bis in R4-093982)
	approved
	F
	8.9.0
	TEI8
	R4

	RP-091276
	25.104
	0341
	-
	9.1.0
	Rel‑9
	Testing in case of Rx diversity, Tx diversity and MIMO (Technically endorsed at RAN 4 52bis in R4-093982)
	approved
	A
	9.2.0
	TEI8
	R4

	RP-091289
	25.104
	0342
	-
	9.1.0
	Rel‑9
	Introduction of BS requirements for DB-DC-HSDPA (Technically Endorsed in R4-52, R4-092697)
	approved
	B
	9.2.0
	RANimp-MultiBand_DC_HSDPA
	R4

	RP-091288
	25.104
	0343
	-
	9.1.0
	Rel‑9
	Introduction of the BS requirements for DC-HSUPA (Technically Endorsed in R4-52, R4-093332)
	approved
	B
	9.2.0
	RANimp-DC_HSUPA
	R4

	RP-091277
	25.104
	0344
	-
	8.8.0
	Rel‑8
	Corrections on blocking performance requirement for Medium range BS for Band XII to Band XIV
	approved
	F
	8.9.0
	TEI8
	R4

	RP-091277
	25.104
	0345
	-
	9.1.0
	Rel‑9
	Corrections on blocking performance requirement for Medium range BS for Band XII to Band XIV
	approved
	A
	9.2.0
	TEI8
	R4

	RP-091277
	25.104
	0346
	-
	8.8.0
	Rel‑8
	Corrections on additional spectrum emission limits for Bands XII, XIII, XIV
	approved
	F
	8.9.0
	TEI8
	R4

	RP-091277
	25.104
	0347
	-
	9.1.0
	Rel‑9
	Corrections on additional spectrum emission limits for Bands XII, XIII, XIV
	approved
	A
	9.2.0
	TEI8
	R4

	RP-091296
	25.104
	0348
	1
	9.1.0
	Rel‑9
	Correction to the transmitter intermodulation
	approved
	F
	9.2.0
	TEI9
	R4

	RP-091268
	25.104
	0349
	1
	8.8.0
	Rel‑8
	Protection of E-UTRA for UTRA BS 
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-091268
	25.104
	0350
	1
	9.1.0
	Rel‑9
	Protection of E-UTRA for UTRA BS 
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091290
	25.104
	0351
	1
	9.1.0
	Rel‑9
	Definition and minimum requirement for time alignment error for DC-HSDPA-MIMO
	approved
	B
	9.2.0
	RANimp-DC_MIMO
	R4

	RP-091278
	25.104
	0355
	-
	8.8.0
	Rel‑8
	Time alignment error definition correction for DC-HSDPA
	approved
	F
	8.9.0
	TEI8
	R4

	RP-091296
	25.104
	0356
	-
	9.1.0
	Rel‑9
	Time alignment error definition correction for DC-HSDPA
	approved
	A
	9.2.0
	TEI9
	R4

	RP-091287
	25.104
	0357
	-
	8.8.0
	Rel‑8
	Correction of Band XI requirements for TS25.104 Rel‑8
	approved
	F
	8.9.0
	UMTSLTE1500
	R4

	RP-091285
	25.105
	0247
	-
	8.5.0
	Rel‑9
	BS performance requirements in high speed train condition for LCR TDD (Technically endorsed at RAN 4 52bis in R4-093541)
	approved
	B
	9.0.0
	RInImp9-LCRTDD350
	R4

	RP-091260
	25.105
	0248
	-
	7.12.0
	Rel‑7
	Correcting code rate in E-DCH FRCs for 1.28Mcps TDD
	approved
	F
	7.13.0
	TEI7
	R4

	RP-091260
	25.105
	0249
	-
	8.5.0
	Rel‑8
	Correcting code rate in E-DCH FRCs for 1.28Mcps TDD
	approved
	A
	8.6.0
	TEI7
	R4

	RP-091276
	25.105
	0250
	-
	8.5.0
	Rel‑8
	Testing in case of Rx diversity, Tx diversity and MIMO
	approved
	F
	8.6.0
	TEI8
	R4

	RP-091277
	25.106
	0063
	-
	8.2.0
	Rel‑8
	Corrections on additional spectrum emission limits for Bands XII, XIII, XIV
	approved
	F
	8.3.0
	TEI8
	R4

	RP-091286
	25.113
	0043
	-
	9.0.0
	Rel‑9
	Introduction of Extended UMTS1500 requirements for TS25.113 (Technically endorsed at RAN 4 52bis in R4-093626)
	approved
	B
	9.1.0
	UMTSLTE1500
	R4

	RP-091279
	25.113
	0044
	-
	8.4.0
	Rel‑8
	BS emission applicability correction (Technically endorsed at RAN 4 52bis in R4-094024)
	approved
	F
	8.5.0
	TEI8
	R4

	RP-091279
	25.113
	0045
	-
	9.0.0
	Rel‑9
	BS emission applicability correction (Technically endorsed at RAN 4 52bis in R4-094024)
	approved
	A
	9.1.0
	TEI8
	R4

	RP-091287
	25.113
	0046
	-
	8.4.0
	Rel‑8
	Correction of Band XI requirements for TS25.113 Rel‑8
	approved
	F
	8.5.0
	UMTSLTE1500
	R4

	RP-091260
	25.123
	0426
	-
	7.9.0
	Rel‑7
	Correction on the inter-frequency measurement capability of 1.28Mcps TDD UE
	approved
	F
	7.10.0
	TEI7
	R4

	RP-091260
	25.123
	0427
	-
	8.4.0
	Rel‑8
	Correction on the inter-frequency measurement capability of 1.28Mcps TDD UE
	approved
	A
	8.5.0
	TEI7
	R4

	RP-091274
	25.123
	0428
	1
	8.4.0
	Rel‑9
	E-UTRA TDD RSRP absolute accuracy measurement in UTRA TDD
	approved
	F
	9.0.0
	LTE-RF
	R4

	RP-091274
	25.123
	0429
	1
	8.4.0
	Rel‑9
	E-UTRA TDD RSRQ absolute accuracy measurement in UTRA TDD
	approved
	F
	9.0.0
	LTE-RF
	R4

	RP-091274
	25.123
	0430
	1
	8.4.0
	Rel‑8
	Update for E-UTRAN in TS25.123
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091280
	25.123
	0432
	-
	8.4.0
	Rel‑8
	Correction for UE measurements in CELL_FACH State for 1.28Mcps TDD for R8
	approved
	F
	8.5.0
	RANimp-EnhState1.28TDD
	R4

	RP-091274
	25.123
	0433
	-
	8.4.0
	Rel‑9
	E-UTRA FDD RSRP Absolute Accuracy Test Case in UTRAN TDD Mode
	approved
	F
	9.0.0
	LTE-RF
	R4

	RP-091274
	25.123
	0434
	-
	8.4.0
	Rel‑9
	E-UTRA FDD RSRQ Absolute Accuracy Test Case in UTRAN TDD Mode
	approved
	F
	9.0.0
	LTE-RF
	R4

	RP-091286
	25.133
	1010
	-
	9.1.0
	Rel‑9
	Introduction of Extended UMTS1500 requirements for TS25.133 (Technically endorsed at RAN 4 52bis in R4-093627)
	approved
	B
	9.2.0
	UMTSLTE1500
	R4

	RP-091290
	25.133
	1013
	-
	9.1.0
	Rel‑9
	Clarification of NRPM computation when DC-HSDPA and MIMO is configured (Technically endorsed at RAN 4 52bis in R4-094060)
	approved
	B
	9.2.0
	RANimp-DC_MIMO
	R4

	RP-091288
	25.133
	1014
	-
	9.1.0
	Rel‑9
	RRM requirements for DC-HSUPA (Technically endorsed at RAN 4 52bis in R4-094073)
	approved
	B
	9.2.0
	RANimp-DC_HSUPA
	R4

	RP-091283
	25.133
	1016
	1
	8.8.0
	Rel‑8
	Corrections to Enhanced Serving HS-DSCH cell change test case
	approved
	F
	8.9.0
	RANimp-HSDSCH
	R4

	RP-091283
	25.133
	1017
	1
	9.1.0
	Rel‑9
	Corrections to Enhanced Serving HS-DSCH cell change test case
	approved
	A
	9.2.0
	RANimp-HSDSCH
	R4

	RP-091273
	25.133
	1018
	1
	9.1.0
	Rel‑9
	UTRAN FDD  E-UTRAN TDD RSRQ Measurement Accuracy Tests
	approved
	F
	9.2.0
	LTE-RF
	R4

	RP-091289
	25.133
	1020
	-
	9.1.0
	Rel‑9
	Measurement requirements of secondary carrier for DB-DC-HSDPA
	approved
	B
	9.2.0
	RANimp-MultiBand_DC_HSDPA
	R4

	RP-091288
	25.133
	1021
	-
	9.1.0
	Rel‑9
	UE capabilities for support of event triggering and reporting criteria for DC-HSUPA
	approved
	B
	9.2.0
	RANimp-DC_HSUPA
	R4

	RP-091288
	25.133
	1022
	1
	9.1.0
	Rel‑9
	UL interruption time requirements for DC-HSUPA
	approved
	B
	9.2.0
	RANimp-DC_HSUPA
	R4

	RP-091278
	25.133
	1023
	-
	8.8.0
	Rel‑8
	Clarification of measurement requirements of secondary carrier for DC-HSDPA
	approved
	F
	8.9.0
	TEI8
	R4

	RP-091271
	25.133
	1024
	-
	8.8.0
	Rel‑8
	E-UTRA Changes for 25.133
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-091271
	25.133
	1025
	-
	9.1.0
	Rel‑9
	E-UTRA Changes for 25.133
	approved
	F
	9.2.0
	LTE-RF
	R4

	RP-091273
	25.133
	1026
	-
	9.1.0
	Rel‑9
	UTRAN  E-UTRAN FDD RSRP Measurement Accuracy Tests
	approved
	F
	9.2.0
	LTE-RF
	R4

	RP-091273
	25.133
	1027
	-
	9.1.0
	Rel‑9
	UTRAN FDD  E-UTRAN TDD RSRP Measurement Accuracy Tests
	approved
	F
	9.2.0
	LTE-RF
	R4

	RP-091273
	25.133
	1028
	-
	9.1.0
	Rel‑9
	UTRAN  E-UTRAN FDD RSRQ Measurement Accuracy Tests
	approved
	F
	9.2.0
	LTE-RF
	R4

	RP-091281
	25.133
	1029
	-
	8.8.0
	Rel‑8
	Editorial corrections for TS25.133
	approved
	F
	8.9.0
	TEI8
	R4

	RP-091281
	25.133
	1030
	1
	9.1.0
	Rel‑9
	Editorial corrections for TS25.133
	approved
	A
	9.2.0
	TEI8
	R4

	RP-091287
	25.133
	1031
	-
	8.8.0
	Rel‑8
	Correction of Band XI requirements for TS25.133 Rel‑8
	approved
	F
	8.9.0
	UMTSLTE1500
	R4

	RP-091286
	25.141
	0517
	-
	9.1.0
	Rel‑9
	Introduction of Extended UMTS1500 requirements for TS25.141 (Technically endorsed at RAN 4 52bis in R4-093628)
	approved
	B
	9.2.0
	UMTSLTE1500
	R4

	RP-091276
	25.141
	0518
	-
	8.8.0
	Rel‑8
	Testing in case of Rx diversity, Tx diversity and MIMO (Technically endorsed at RAN 4 52bis in R4-093983)
	approved
	F
	8.9.0
	TEI8
	R4

	RP-091276
	25.141
	0519
	-
	9.1.0
	Rel‑9
	Testing in case of Rx diversity, Tx diversity and MIMO (Technically endorsed at RAN 4 52bis in R4-093983)
	approved
	A
	9.2.0
	TEI8
	R4

	RP-091288
	25.141
	0520
	-
	9.1.0
	Rel‑9
	Introduction of the BS requirements for DC-HSUPA (Technically Endorsed in R4-52, R4-093331)
	approved
	B
	9.2.0
	RANimp-DC_HSUPA
	R4

	RP-091289
	25.141
	0521
	-
	9.1.0
	Rel‑9
	Introduction of BS requirements for DB-DC-HSDPA (Technically Endorsed in R4-52, R4-093416)
	approved
	B
	9.2.0
	RANimp-MultiBand_DC_HSDPA
	R4

	RP-091277
	25.141
	0522
	-
	8.8.0
	Rel‑8
	Corrections on additional spectrum emission limits for Bands XII, XIII, XIV
	approved
	F
	8.9.0
	TEI8
	R4

	RP-091277
	25.141
	0523
	-
	9.1.0
	Rel‑9
	Corrections on additional spectrum emission limits for Bands XII, XIII, XIV
	approved
	A
	9.2.0
	TEI8
	R4

	RP-091296
	25.141
	0524
	1
	9.1.0
	Rel‑9
	Correction to the transmitter intermodulation
	approved
	F
	9.2.0
	TEI9
	R4

	RP-091260
	25.141
	0525
	-
	7.14.0
	Rel‑7
	MIMO related corrections to the Time alignment error requirement
	approved
	F
	7.15.0
	TEI7
	R4

	RP-091278
	25.141
	0526
	1
	8.8.0
	Rel‑8
	MIMO and DC-HSDPA related corrections to the Time alignment error requirement
	approved
	F
	8.9.0
	TEI8
	R4

	RP-091296
	25.141
	0527
	1
	9.1.0
	Rel‑9
	Time alignment error definition correction for DC-HSDPA
	approved
	A
	9.2.0
	TEI9
	R4

	RP-091268
	25.141
	0528
	1
	8.8.0
	Rel‑8
	Protection of E-UTRA for UTRA BS 
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-091268
	25.141
	0529
	1
	9.1.0
	Rel‑9
	Protection of E-UTRA for UTRA BS 
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091287
	25.141
	0533
	-
	8.8.0
	Rel‑8
	Correction of Band XI requirements for TS25.141 Rel‑8
	approved
	F
	8.9.0
	UMTSLTE1500
	R4

	RP-091260
	25.142
	0253
	-
	7.12.0
	Rel‑7
	Correcting code rate in E-DCH FRCs for 1.28Mcps TDD
	approved
	F
	7.13.0
	TEI7
	R4

	RP-091260
	25.142
	0254
	-
	8.4.0
	Rel‑8
	Correcting code rate in E-DCH FRCs for 1.28Mcps TDD
	approved
	A
	8.5.0
	TEI7
	R4

	RP-091285
	25.142
	0255
	-
	8.4.0
	Rel‑9
	BS test requirements in  high speed train condition for LCR TDD
	approved
	B
	9.0.0
	RInImp9-LCRTDD350
	R4

	RP-091276
	25.142
	0256
	-
	8.4.0
	Rel‑8
	Testing in case of Rx diversity, Tx diversity and MIMO
	approved
	F
	8.5.0
	TEI8
	R4

	RP-091277
	25.143
	0078
	-
	8.3.0
	Rel‑8
	Corrections on additional spectrum emission limits for Bands XII, XIII, XIV
	approved
	F
	8.4.0
	TEI8
	R4

	RP-091281
	25.143
	0079
	-
	8.3.0
	Rel‑8
	Editorial corrections to 25.143
	approved
	F
	8.4.0
	TEI8
	R4

	RP-091170
	25.211
	0274
	2
	9.0.0
	Rel‑9
	Introduction of DC-HSUPA
	approved
	B
	9.1.0
	RANimp-DC_HSUPA
	R1

	RP-091259
	25.211
	0277
	2
	8.5.0
	Rel‑8
	Clarification of STTD configuration for DC-HSDPA
	approved
	F
	8.6.0
	RANimp-DCHSDPA
	R1

	RP-091171
	25.211
	0278
	2
	9.0.0
	Rel‑9
	Clarification of Tx diversity mode and phase reference for DC-HSDPA and MIMO operation
	approved
	F
	9.1.0
	RANimp-DC_MIMO
	R1

	RP-091160
	25.211
	0279
	-
	7.8.0
	Rel‑7
	Clarification to MIMO phase references
	approved
	F
	7.9.0
	MIMO-Phys
	R1

	RP-091160
	25.211
	0280
	-
	8.5.0
	Rel‑8
	Clarification to MIMO phase references
	approved
	A
	8.6.0
	MIMO-Phys
	R1

	RP-091160
	25.211
	0281
	-
	9.0.0
	Rel‑9
	Clarification to MIMO phase references
	approved
	A
	9.1.0
	MIMO-Phys
	R1

	RP-091170
	25.212
	0281
	2
	9.0.0
	Rel‑9
	Introduction of DC-HSUPA
	approved
	B
	9.1.0
	RANimp-DC_HSUPA
	R1

	RP-091171
	25.212
	0283
	3
	9.0.0
	Rel‑9
	MIMO configuration per downlink frequency in DC-MIMO operation
	approved
	F
	9.1.0
	RANimp-DC_MIMO
	R1

	RP-091170
	25.213
	0103
	2
	9.0.0
	Rel‑9
	Introduction of DC-HSUPA
	approved
	B
	9.1.0
	RANimp-DC_HSUPA
	R1

	RP-091161
	25.213
	0104
	1
	7.6.0
	Rel‑7
	Clarification of the quantization of E-DPDCH power offset without E-DPCCH boosting
	approved
	F
	7.7.0
	RANimp-16QamUplink
	R1

	RP-091161
	25.213
	0105
	1
	8.4.0
	Rel‑8
	Clarification of the quantization of E-DPDCH power offset without E-DPCCH boosting
	approved
	A
	8.5.0
	RANimp-16QamUplink
	R1

	RP-091161
	25.213
	0106
	-
	9.0.0
	Rel‑9
	Clarification of the quantization of E-DPDCH power offset without E-DPCCH boosting
	approved
	A
	9.1.0
	RANimp-16QamUplink
	R1

	RP-091170
	25.214
	0570
	5
	9.0.0
	Rel‑9
	Introduction of DC-HSUPA
	approved
	B
	9.1.0
	RANimp-DC_HSUPA
	R1

	RP-091163
	25.214
	0571
	1
	7.13.0
	Rel‑7
	Clarification of CQI nominal timer and CQI DTX TIMER
	approved
	F
	7.14.0
	RANimp-CPC
	R1

	RP-091162
	25.214
	0572
	1
	7.13.0
	Rel‑7
	Clarification of HS-SCCH monitoring when 64QAM is configured
	approved
	F
	7.14.0
	RANimp-64QamDownlink
	R1

	RP-091164
	25.214
	0573
	1
	8.7.0
	Rel‑8
	Clarification of HS-SCCH monitoring
	approved
	F
	8.8.0
	RANimp-64QamDownlink
	R1

	RP-091171
	25.214
	0574
	3
	9.0.0
	Rel‑9
	MIMO configuration per downlink frequency in DC-MIMO operation
	approved
	F
	9.1.0
	RANimp-DC_MIMO
	R1

	RP-091174
	25.214
	0578
	1
	9.0.0
	Rel‑9
	Clarification to TxAA extension in dual cell
	approved
	F
	9.1.0
	RANimp-TxAA_nonMIMO
	R1

	RP-091164
	25.214
	0580
	-
	9.0.0
	Rel‑9
	Clarification of HS-SCCH monitoring
	approved
	A
	9.1.0
	RANimp-64QamDownlink
	R1

	RP-091163
	25.214
	0581
	-
	8.7.0
	Rel‑8
	Clarification of CQI nominal timer and CQI DTX TIMER
	approved
	A
	8.8.0
	RANimp-CPC
	R1

	RP-091163
	25.214
	0582
	-
	9.0.0
	Rel‑9
	Clarification of CQI nominal timer and CQI DTX TIMER
	approved
	A
	9.1.0
	RANimp-CPC
	R1

	RP-091165
	25.214
	0588
	-
	8.7.0
	Rel‑8
	Table Index Correction
	approved
	F
	8.8.0
	RANimp-64QamMimoHsdpa
	R1

	RP-091165
	25.214
	0589
	-
	9.0.0
	Rel‑9
	Table Index Correction
	approved
	A
	9.1.0
	RANimp-64QamMimoHsdpa
	R1

	RP-091159
	25.214
	0590
	1
	7.13.0
	Rel‑7
	HSDPA MIMO codebook restriction
	postponed
	F
	
	MIMO-Phys
	R1

	RP-091159
	25.214
	0591
	1
	8.7.0
	Rel‑8
	HSDPA MIMO codebook restriction
	postponed
	A
	
	MIMO-Phys
	R1

	RP-091159
	25.214
	0592
	1
	9.0.0
	Rel‑9
	HSDPA MIMO codebook restriction
	postponed
	A
	
	MIMO-Phys
	R1

	RP-091170
	25.215
	0196
	2
	9.0.0
	Rel‑9
	Introduction of DC-HSUPA
	approved
	B
	9.1.0
	RANimp-DC_HSUPA
	R1

	RP-091166
	25.221
	0189
	1
	8.6.0
	Rel‑8
	Correction on E-AGCH and SPS E-PUCH Association and Timing for 1.28Mcps TDD
	approved
	F
	8.7.0
	RANimp-LCRCPC
	R1

	RP-091176
	25.221
	0195
	1
	8.6.0
	Rel‑9
	Modification to HSPA timing relationship for TS0 for 1.28Mcps TDD
	approved
	B
	9.0.0
	TEI9
	R1

	RP-091166
	25.221
	0197
	-
	8.6.0
	Rel‑8
	Timing association between HS-SCCH and SPS HS-PDSCH for LCR TDD
	approved
	F
	8.7.0
	RANimp-LCRCPC
	R1

	RP-091166
	25.222
	0185
	1
	8.6.0
	Rel‑8
	Correction to the Resource repetition period of SPS operation for 1.28Mcps TDD
	approved
	F
	8.7.0
	RANimp-LCRCPC
	R1

	RP-091176
	25.222
	0192
	1
	8.6.0
	Rel‑9
	Modification to HS-SCCH for TS0 for 1.28Mcps TDD
	approved
	B
	9.0.0
	TEI9
	R1

	RP-091258
	25.224
	0217
	5
	8.5.0
	Rel‑8
	Correction of Out of synchroniStion handling for 1.28Mcps TDD CPC usage
	approved
	F
	8.6.0
	RANimp-LCRCPC
	R1

	RP-091166
	25.224
	0230
	3
	8.5.0
	Rel‑8
	Correction on Control Channel DRX description for 1.28Mcps TDD
	approved
	F
	8.6.0
	RANimp-LCRCPC
	R1

	RP-091166
	25.224
	0232
	1
	8.5.0
	Rel‑8
	Clarification of the Control Channel DRX operation for 1.28Mcps TDD
	approved
	F
	8.6.0
	RANimp-LCRCPC
	R1

	RP-091167
	25.224
	0234
	1
	8.5.0
	Rel‑8
	Terminology correction for 1.28Mcps TDD standalone midamble channel
	approved
	F
	8.6.0
	RANimp-MIMOLCR
	R1

	RP-091169
	25.224
	0236
	-
	8.5.0
	Rel‑8
	Clarification of HS-DSCH channel quality indication procedure in CELL_FACH state for 1.28Mcps TDD
	approved
	F
	8.6.0
	RANimp-EnhState1.28TDD
	R1

	RP-091175
	25.225
	0094
	3
	8.3.0
	Rel‑9
	Introduction of Cell Portion for 1.28 Mcps TDD
	approved
	B
	9.0.0
	CP_LCRTDD
	R1

	RP-091308
	25.302
	0189
	-
	7.7.0
	Rel‑7
	Updates to Rel‑7 HSDPA MIMO for FDD
	approved
	F
	7.8.0
	MIMO-L23
	R2

	RP-091308
	25.302
	0190
	-
	8.4.0
	Rel‑8
	Updates to Rel‑7 HSDPA MIMO for FDD
	approved
	A
	8.5.0
	MIMO-L23
	R2

	RP-091325
	25.302
	0191
	1
	8.4.0
	Rel‑8
	Introduction of DC-HSDPA for FDD
	approved
	F
	8.5.0
	RANimp-DCHSDPA
	R2

	RP-091336
	25.302
	0192
	-
	8.4.0
	Rel‑9
	Introduction of DC-HSUPA, DC-HSDPA+MIMO, and Dual Band HSDPA for FDD
	approved
	B
	9.0.0
	RANimp-DC_HSUPA, RANimp-DC_MIMO, RANimp-MultiBand_DC_HSDPA
	R2

	RP-091343
	25.304
	0222
	-
	8.7.0
	Rel‑9
	Clarifications on autonomous search function for CSG
	approved
	F
	9.0.0
	EHNB-RAN2
	R2

	RP-091343
	25.304
	0224
	3
	8.7.0
	Rel‑9
	Stage3 CR for UMTS hybrid cell Idle Mode Mobility
	approved
	B
	9.0.0
	EHNB-RAN2
	R2

	RP-091330
	25.304
	0225
	-
	8.7.0
	Rel‑8
	Correction to the manual CSG ID selection procedure
	approved
	F
	8.8.0
	HNB-supp
	R2

	RP-091343
	25.304
	0229
	-
	8.7.0
	Rel‑9
	Access Stratum support for manual CSG selection across PLMN (CR 25.304 Rel‑9)
	approved
	F
	9.0.0
	EHNB-RAN2
	R2

	RP-091343
	25.304
	0232
	1
	8.7.0
	Rel‑9
	Renaming Allowed CSG List (25.304 Rel‑9)
	approved
	F
	9.0.0
	EHNB-RAN2
	R2

	RP-091315
	25.306
	0247
	-
	8.8.0
	Rel‑8
	Making features "Absolute priority reselection to GERAN", "Absolute priority reselection to UTRA inter-frequency" optional (Option1)
	approved
	F
	8.9.0
	LTE-L23
	R2

	RP-091315
	25.306
	0248
	1
	9.0.0
	Rel‑9
	Making features "Absolute priority reselection to GERAN", "Absolute priority reselection to UTRA inter-frequency" optional (Option1)
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-091338
	25.306
	0249
	1
	9.0.0
	Rel‑9
	L2 buffer sizes for DC-MIMO and E-DCH category combinations
	approved
	F
	9.1.0
	RANimp-DC_MIMO
	R2

	RP-091336
	25.306
	0250
	-
	9.0.0
	Rel‑9
	Email discussion outcome for [67b#17] UMTS: DC-HSUPA in 25.306
	approved
	B
	9.1.0
	RANimp-DC_HSUPA
	R2

	RP-091339
	25.306
	0252
	-
	9.0.0
	Rel‑9
	RAN1 RAN2 alignment on TxAA
	approved
	F
	9.1.0
	RANimp-TxAA_nonMIMO
	R2

	RP-091347
	25.306
	0253
	2
	9.0.0
	Rel‑9
	Introduction of TS0 capability for 1.28Mcps TDD
	approved
	B
	9.1.0
	TEI9
	R2

	RP-091259
	25.306
	0254
	-
	8.8.0
	Rel‑8
	Support for carrier-specific STTD configuration for DC-HSDPA
	approved
	C
	8.9.0
	RANimp-DCHSDPA
	R2

	RP-091259
	25.306
	0255
	-
	9.0.0
	Rel‑9
	Support for carrier-specific STTD configuration for DC-HSDPA
	approved
	A
	9.1.0
	RANimp-DCHSDPA
	R2

	RP-091333
	25.307
	0094
	-
	9.0.0
	Rel‑9
	Editorial corrections for Introduction of Band XIX
	approved
	F
	9.1.0
	RInImp9-UMTSLTE800
	R2

	RP-091335
	25.307
	0095
	1
	4.14.0
	Rel‑4
	Introduction of band XXI - 25.307
	approved
	B
	4.15.0
	UMTSLTE1500
	R2

	RP-091335
	25.307
	0096
	1
	5.13.0
	Rel‑5
	Introduction of band XXI - 25.307
	approved
	B
	5.14.0
	UMTSLTE1500
	R2

	RP-091335
	25.307
	0097
	1
	6.10.0
	Rel‑6
	Introduction of band XXI - 25.307
	approved
	B
	6.11.0
	UMTSLTE1500
	R2

	RP-091335
	25.307
	0098
	1
	7.6.0
	Rel‑7
	Introduction of band XXI - 25.307
	approved
	B
	7.7.0
	UMTSLTE1500
	R2

	RP-091335
	25.307
	0099
	1
	8.4.0
	Rel‑8
	Introduction of band XXI - 25.307
	approved
	B
	8.5.0
	UMTSLTE1500
	R2

	RP-091335
	25.307
	0100
	1
	9.0.0
	Rel‑9
	Introduction of band XXI - 25.307
	approved
	B
	9.1.0
	UMTSLTE1500
	R2

	RP-091336
	25.319
	0051
	-
	9.1.0
	Rel‑9
	Corrections to DC-HSUPA operation
	approved
	F
	9.2.0
	RANimp-DC_HSUPA
	R2

	RP-091310
	25.319
	0053
	-
	7.7.0
	Rel‑7
	Correction on SI sent mechanism for 1.28Mcps TDD_r8
	approved
	F
	7.8.0
	LCRTDD-EDCH-L23
	R2

	RP-091310
	25.319
	0054
	-
	8.7.0
	Rel‑8
	Correction on SI sent mechanism for 1.28Mcps TDD_r8
	approved
	A
	8.8.0
	LCRTDD-EDCH-L23
	R2

	RP-091310
	25.319
	0055
	-
	9.1.0
	Rel‑9
	Correction on SI sent mechanism for 1 28Mcps TDD_r9
	approved
	A
	9.2.0
	LCRTDD-EDCH-L23
	R2

	RP-091336
	25.319
	0056
	-
	9.1.0
	Rel‑9
	NBAP/RNSAP for deactivation or activation of secondary carrier in non serving Node B
	approved
	B
	9.2.0
	RANimp-DC_HSUPA
	R2

	RP-091336
	25.319
	0057
	-
	9.1.0
	Rel‑9
	Removal of RL Failure Indication at deactivation of secondary carrier
	approved
	F
	9.2.0
	RANimp-DC_HSUPA
	R2

	RP-091310
	25.321
	0561
	-
	7.14.0
	Rel‑7
	Clarification of the transmission power of SI-only MAC-e PDU for 1.28Mcps TDD
	approved
	F
	7.15.0
	LCRTDD-EDCH-L23
	R2

	RP-091310
	25.321
	0562
	-
	8.7.0
	Rel‑8
	Clarification of the transmission power of SI-only MAC-e PDU for 1.28Mcps TDD
	approved
	A
	8.8.0
	LCRTDD-EDCH-L23
	R2

	RP-091310
	25.321
	0563
	-
	9.0.0
	Rel‑9
	Clarification of the transmission power of SI-only MAC-e PDU for 1.28Mcps TDD
	approved
	A
	9.1.0
	LCRTDD-EDCH-L23
	R2

	RP-091329
	25.321
	0564
	1
	8.7.0
	Rel‑8
	Clarification on when to include SI in MAC-i PDU
	approved
	F
	8.8.0
	RANimp-UplinkL2dataRates
	R2

	RP-091329
	25.321
	0565
	1
	9.0.0
	Rel‑9
	Clarification on when to include SI in MAC-i PDU
	approved
	A
	9.1.0
	RANimp-UplinkL2dataRates
	R2

	RP-091322
	25.321
	0566
	-
	8.7.0
	Rel‑8
	Corrections to some figures in MAC specification
	approved
	F
	8.8.0
	RANimp-EnhState1.28TDD
	R2

	RP-091322
	25.321
	0567
	-
	9.0.0
	Rel‑9
	Corrections to some figures in MAC specification
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R2

	RP-091311
	25.321
	0570
	-
	7.14.0
	Rel‑7
	TSN or SI field presences in case of  consecutive BCCH/PCCH re-ordering PDUs
	approved
	F
	7.15.0
	RANimp-EnhState
	R2

	RP-091311
	25.321
	0571
	-
	8.7.0
	Rel‑8
	TSN or SI field presences in case of  consecutive BCCH/PCCH re-ordering PDUs
	approved
	A
	8.8.0
	RANimp-EnhState
	R2

	RP-091311
	25.321
	0572
	-
	9.0.0
	Rel‑9
	TSN or SI field presences in case of  consecutive BCCH/PCCH re-ordering PDUs
	approved
	A
	9.1.0
	RANimp-EnhState
	R2

	RP-091347
	25.321
	0573
	-
	9.0.0
	Rel‑9
	Unoptimized usage of the SID, N representation in MAC-hs header
	approved
	C
	9.1.0
	TEI9, HSDPA-L23
	R2

	RP-091310
	25.321
	0574
	-
	7.14.0
	Rel‑7
	Clarification for scheduling information reporting for 1.28Mcps TDD
	approved
	F
	7.15.0
	LCRTDD-EDCH-L23
	R2

	RP-091310
	25.321
	0575
	-
	8.7.0
	Rel‑8
	Clarification for scheduling information reporting for 1.28Mcps TDD
	approved
	A
	8.8.0
	LCRTDD-EDCH-L23
	R2

	RP-091310
	25.321
	0576
	-
	9.0.0
	Rel‑9
	Clarification for scheduling information reporting for 1.28Mcps TDD
	approved
	A
	9.1.0
	LCRTDD-EDCH-L23
	R2

	RP-091313
	25.321
	0581
	-
	7.14.0
	Rel‑7
	Corrections to MAC-ehs reset
	approved
	F
	7.15.0
	RANimp-L2DataRates
	R2

	RP-091313
	25.321
	0582
	-
	8.7.0
	Rel‑8
	Corrections to MAC-ehs reset
	approved
	A
	8.8.0
	RANimp-L2DataRates
	R2

	RP-091313
	25.321
	0583
	-
	9.0.0
	Rel‑9
	Corrections to MAC-ehs reset
	approved
	A
	9.1.0
	RANimp-L2DataRates
	R2

	RP-091338
	25.321
	0594
	1
	9.0.0
	Rel‑9
	Maximum number of MAC-ehs reordering SDUs per TTI
	approved
	F
	9.1.0
	RANimp-DC_MIMO
	R2

	RP-091329
	25.321
	0595
	-
	8.7.0
	Rel‑8
	Editorial correction on E-TFC selection for TDD
	approved
	F
	8.8.0
	RANimp-UplinkL2dataRates
	R2

	RP-091329
	25.321
	0596
	-
	9.0.0
	Rel‑9
	Editorial correction on E-TFC selection for TDD
	approved
	A
	9.1.0
	RANimp-UplinkL2dataRates
	R2

	RP-091322
	25.321
	0597
	-
	8.7.0
	Rel‑8
	Clarification on Cell Reselection Indication procedure for 1.28 Mcps TDD
	approved
	F
	8.8.0
	RANimp-EnhState1.28TDD
	R2

	RP-091322
	25.321
	0598
	-
	9.0.0
	Rel‑9
	Clarification on Cell Reselection Indication procedure for 1.28 Mcps TDD
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R2

	RP-091329
	25.321
	0608
	-
	8.7.0
	Rel‑8
	Clarification on when to include SI in MAC-i PDU for 1.28Mcps TDD
	approved
	F
	8.8.0
	RANimp-UplinkL2dataRates
	R2

	RP-091329
	25.321
	0609
	-
	9.0.0
	Rel‑9
	Clarification on when to include SI in MAC-i PDU for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-UplinkL2dataRates
	R2

	RP-091244
	25.321
	0613
	1
	9.0.0
	Rel‑9
	Capturing RAN2 agreement for DC-HSUPA in MAC
	approved
	B
	9.1.0
	RANimp-DC_HSUPA
	R2

	RP-091329
	25.322
	0369
	-
	8.6.0
	Rel‑8
	Introduction of POLL_SUFI in UL data transfer
	approved
	F
	8.7.0
	RANimp-UplinkL2dataRates
	R2

	RP-091336
	25.322
	0373
	-
	8.6.0
	Rel‑9
	Partial radio awareness for DC-HSUPA capable UEs
	approved
	B
	9.0.0
	RANimp-DC_HSUPA
	R2

	RP-091328
	25.323
	0317
	2
	8.4.2
	Rel‑8
	UM RLC ciphering error detection and recovery
	approved
	F
	8.5.0
	RInImp8-CsHspa
	R2

	RP-091307
	25.331
	3818
	-
	7.14.0
	Rel‑7
	Adding missing reference for HS_SCCH_LESS_STATUS variable
	approved
	F
	7.15.0
	RANimp-CPC
	R2

	RP-091307
	25.331
	3819
	-
	8.8.0
	Rel‑8
	Adding missing reference for HS_SCCH_LESS_STATUS variable
	approved
	A
	8.9.0
	RANimp-CPC
	R2

	RP-091307
	25.331
	3820
	-
	9.0.0
	Rel‑9
	Adding missing reference for HS_SCCH_LESS_STATUS variable
	approved
	A
	9.1.0
	RANimp-CPC
	R2

	RP-091306
	25.331
	3822
	-
	7.14.0
	Rel‑7
	Clarification on deferred measurement control reading
	approved
	F
	7.15.0
	TEI7
	R2

	RP-091306
	25.331
	3823
	-
	8.8.0
	Rel‑8
	Clarification on deferred measurement control reading
	approved
	A
	8.9.0
	TEI7
	R2

	RP-091306
	25.331
	3824
	-
	9.0.0
	Rel‑9
	Clarification on deferred measurement control reading
	approved
	A
	9.1.0
	TEI7
	R2

	RP-091321
	25.331
	3825
	1
	8.8.0
	Rel‑8
	Clarification for initial SPS Tx pattern parameter for 1.28Mcps TDD
	approved
	F
	8.9.0
	RANimp-LCRCPC
	R2

	RP-091321
	25.331
	3826
	1
	9.0.0
	Rel‑9
	Clarification for initial SPS Tx pattern parameter for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-LCRCPC
	R2

	RP-091327
	25.331
	3830
	2
	8.8.0
	Rel‑8
	Clarification of common E-DCH mac-d flow for CCCH transmission
	approved
	F
	8.9.0
	RANimp-UplinkEnhState
	R2

	RP-091327
	25.331
	3831
	2
	9.0.0
	Rel‑9
	Clarification of common E-DCH mac-d flow for CCCH transmission
	approved
	A
	9.1.0
	RANimp-UplinkEnhState
	R2

	RP-091310
	25.331
	3832
	1
	7.14.0
	Rel‑7
	Clarification of Power Offset for Scheduling Info for 1.28Mcps TDD (change 1)
	approved
	F
	7.15.0
	LCRTDD-EDCH-L23
	R2

	RP-091310
	25.331
	3833
	1
	8.8.0
	Rel‑8
	Clarification of Power Offset for Scheduling Info for 1.28Mcps TDD (change 1)
	approved
	A
	8.9.0
	LCRTDD-EDCH-L23
	R2

	RP-091310
	25.331
	3834
	1
	9.0.0
	Rel‑9
	Clarification of Power Offset for Scheduling Info for 1.28Mcps TDD (change 1)
	approved
	A
	9.1.0
	LCRTDD-EDCH-L23
	R2

	RP-091310
	25.331
	3835
	1
	8.8.0
	Rel‑8
	Clarification of Power Offset for Scheduling Info for 1.28Mcps TDD (change 2)
	approved
	F
	8.9.0
	LCRTDD-EDCH-L23
	R2

	RP-091310
	25.331
	3836
	1
	9.0.0
	Rel‑9
	Clarification of Power Offset for Scheduling Info for 1.28Mcps TDD (change 2)
	approved
	A
	9.1.0
	LCRTDD-EDCH-L23
	R2

	RP-091325
	25.331
	3840
	-
	8.8.0
	Rel‑8
	Clarification on the configuration of TX diversity mode on DPCH in DC-HSDPA
	approved
	F
	8.9.0
	RANimp-DCHSDPA
	R2

	RP-091325
	25.331
	3841
	-
	9.0.0
	Rel‑9
	Clarification on the configuration of TX diversity mode on DPCH in DC-HSDPA
	approved
	A
	9.1.0
	RANimp-DCHSDPA
	R2

	RP-091325
	25.331
	3842
	-
	8.8.0
	Rel‑8
	Clarification to the number of HARQ processes in DC-HSDPA
	approved
	F
	8.9.0
	RANimp-DCHSDPA
	R2

	RP-091318
	25.331
	3843
	-
	8.8.0
	Rel‑8
	Correction of nesting levels greater 15 in ASN.1 IE definitions
	approved
	F
	8.9.0
	TEI8
	R2

	RP-091318
	25.331
	3844
	-
	9.0.0
	Rel‑9
	Correction of nesting levels greater 15 in ASN.1 IE definitions
	approved
	A
	9.1.0
	TEI8
	R2

	RP-091324
	25.331
	3845
	1
	8.8.0
	Rel‑8
	Correction of number of NI per frame for 3.84 Mcps TDD MBSFN IMB
	approved
	F
	8.9.0
	MBSFN-DOB
	R2

	RP-091324
	25.331
	3846
	1
	9.0.0
	Rel‑9
	Correction of number of NI per frame for 3.84 Mcps TDD MBSFN IMB
	approved
	A
	9.1.0
	MBSFN-DOB
	R2

	RP-091314
	25.331
	3847
	1
	8.8.0
	Rel‑8
	Correction of the UE behviour after RRC connection Reject with redirection to EUTRA
	approved
	F
	8.9.0
	LTE-L23 
	R2

	RP-091314
	25.331
	3848
	1
	9.0.0
	Rel‑9
	Correction of the UE behviour after RRC connection Reject with redirection to EUTRA
	approved
	A
	9.1.0
	LTE-L23 
	R2

	RP-091323
	25.331
	3849
	1
	8.8.0
	Rel‑8
	Corrections to ASN1 of enhanced CELL_FACH state
	revised
	F
	
	RANimp-EnhState1.28TDD
	R2

	RP-091377
	25.331
	3849
	2
	8.8.0
	Rel‑8
	One correction to ASN1 of enhanced CELL_FACH state for LCR TDD
	approved
	F
	8.9.0
	RANimp-EnhState1.28TDD
	R2

	RP-091323
	25.331
	3850
	1
	9.0.0
	Rel‑9
	Corrections to ASN1 of enhanced CELL_FACH state
	revised
	A
	
	RANimp-EnhState1.28TDD
	R2

	RP-091378
	25.331
	3850
	2
	9.0.0
	Rel‑9
	One correction to ASN1 of enhanced CELL_FACH state for LCR TDD
	approved
	F
	9.1.0
	RANimp-EnhState1.28TDD
	R2

	RP-091338
	25.331
	3851
	-
	9.0.0
	Rel‑9
	Corrections to DC-HSDPA combined with MIMO
	approved
	F
	9.1.0
	RANimp-DC_MIMO
	R2

	RP-091338
	25.331
	3852
	-
	9.0.0
	Rel‑9
	CR on the HARQ configuration options for DC-HSDPA
	approved
	C
	9.1.0
	RANimp-DC_MIMO
	R2

	RP-091347
	25.331
	3853
	-
	9.0.0
	Rel‑9
	IMS Emergency Support Indication in BCCH
	approved
	B
	9.1.0
	TEI9
	R2

	RP-091312
	25.331
	3854
	1
	7.14.0
	Rel‑7
	MAC-es/e reset when 16QAM operation starts or stops(REL-7)
	approved
	F
	7.15.0
	RANimp-16QamUplink
	R2

	RP-091312
	25.331
	3855
	1
	8.8.0
	Rel‑8
	MAC-es/e reset when 16QAM operation starts or stops(REL-8)
	approved
	A
	8.9.0
	RANimp-16QamUplink
	R2

	RP-091312
	25.331
	3856
	1
	9.0.0
	Rel‑9
	MAC-es/e reset when 16QAM operation starts or stops(REL-8)
	approved
	A
	9.1.0
	RANimp-16QamUplink
	R2

	RP-091315
	25.331
	3857
	-
	8.8.0
	Rel‑8
	Making features "Absolute priority reselection to GERAN", "Absolute priority reselection to UTRA inter-frequency" optional (Option1)
	approved
	F
	8.9.0
	TEI8, LTE-L23
	R2

	RP-091315
	25.331
	3858
	-
	9.0.0
	Rel‑9
	Making features "Absolute priority reselection to GERAN", "Absolute priority reselection to UTRA inter-frequency" optional (Option1)
	approved
	A
	9.1.0
	TEI8, LTE-L23
	R2

	RP-091321
	25.331
	3861
	-
	8.8.0
	Rel‑8
	Correction on Control Channel DRX description in CELL_DCH state for 1.28Mcps TDD
	approved
	F
	8.9.0
	RANimp-LCRCPC
	R2

	RP-091321
	25.331
	3862
	-
	9.0.0
	Rel‑9
	Correction on Control Channel DRX description in CELL_DCH state for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-LCRCPC
	R2

	RP-091321
	25.331
	3863
	-
	8.8.0
	Rel‑8
	Clarification of the actions related to HS_DSCH_RECEPTION variable for 1.28Mcps TDD
	approved
	F
	8.9.0
	RANimp-LCRCPC
	R2

	RP-091321
	25.331
	3864
	-
	9.0.0
	Rel‑9
	Clarification of the actions related to HS_DSCH_RECEPTION variable for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-LCRCPC
	R2

	RP-091306
	25.331
	3867
	-
	8.8.0
	Rel‑8
	Corrections to the Frequency quality estimate in 1.28Mcps TDD
	approved
	A
	8.9.0
	TEI7
	R2

	RP-091306
	25.331
	3868
	-
	9.0.0
	Rel‑9
	Corrections to the Frequency quality estimate in 1.28Mcps TDD
	approved
	A
	9.1.0
	TEI7
	R2

	RP-091306
	25.331
	3869
	-
	7.14.0
	Rel‑7
	Corrections to the Frequency quality estimate in 1.28Mcps TDD
	approved
	F
	7.15.0
	TEI7
	R2

	RP-091317
	25.331
	3871
	-
	8.8.0
	Rel‑8
	Inconsistency between tabular and ASN.1 for Adjacent Frequency measurements without compressed mode
	approved
	F
	8.9.0
	TEI8
	R2

	RP-091317
	25.331
	3872
	-
	9.0.0
	Rel‑9
	Inconsistency between tabular and ASN.1 for Adjacent Frequency measurements without compressed mode
	approved
	A
	9.1.0
	TEI8
	R2

	RP-091347
	25.331
	3873
	3
	9.0.0
	Rel‑9
	Introduction of TS0 enhancement for 1.28Mcps TDD
	approved
	B
	9.1.0
	TEI9
	R2

	RP-091305
	25.331
	3876
	2
	6.23.0
	Rel‑6
	UE behaviour upon a removal of the serving HS-DSCH/E-DCH radio link
	approved
	F
	6.24.0
	TEI6 
	R2

	RP-091305
	25.331
	3877
	1
	7.14.0
	Rel‑7
	UE behaviour upon a removal of the serving HS-DSCH/E-DCH radio link
	approved
	A
	7.15.0
	TEI6
	R2

	RP-091305
	25.331
	3878
	1
	8.8.0
	Rel‑8
	UE behaviour upon a removal of the serving HS-DSCH/E-DCH radio link
	approved
	A
	8.9.0
	TEI6
	R2

	RP-091305
	25.331
	3879
	1
	9.0.0
	Rel‑9
	UE behaviour upon a removal of the serving HS-DSCH/E-DCH radio link
	approved
	A
	9.1.0
	TEI6 
	R2

	RP-091305
	25.331
	3880
	-
	6.23.0
	Rel‑6
	Maximum Power Reduction (MPR) and event 6D reporting
	approved
	F
	6.24.0
	TEI6 
	R2

	RP-091305
	25.331
	3881
	-
	7.14.0
	Rel‑7
	Maximum Power Reduction (MPR) and event 6D reporting
	approved
	A
	7.15.0
	TEI6
	R2

	RP-091305
	25.331
	3882
	-
	8.8.0
	Rel‑8
	Maximum Power Reduction (MPR) and event 6D reporting
	approved
	A
	8.9.0
	TEI6
	R2

	RP-091305
	25.331
	3883
	-
	9.0.0
	Rel‑9
	Maximum Power Reduction (MPR) and event 6D reporting
	approved
	A
	9.1.0
	TEI6 
	R2

	RP-091308
	25.331
	3884
	1
	7.14.0
	Rel‑7
	RRC Signaling of S-CPICH power offset for MIMO UEs
	approved
	F
	7.15.0
	MIMO-L23
	R2

	RP-091308
	25.331
	3885
	1
	8.8.0
	Rel‑8
	RRC Signaling of S-CPICH power offset for MIMO UEs
	approved
	A
	8.9.0
	MIMO-L23   
	R2

	RP-091308
	25.331
	3886
	2
	9.0.0
	Rel‑9
	RRC Signaling of S-CPICH power offset for MIMO UEs
	approved
	A
	9.1.0
	MIMO-L23  
	R2

	RP-091325
	25.331
	3889
	-
	8.8.0
	Rel‑8
	Clarification of the definition of the multicell support
	approved
	F
	8.9.0
	RANimp-DCHSDPA
	R2

	RP-091325
	25.331
	3890
	-
	9.0.0
	Rel‑9
	Clarification of the definition of the multicell support
	approved
	A
	9.1.0
	RANimp-DCHSDPA
	R2

	RP-091317
	25.331
	3893
	-
	8.8.0
	Rel‑8
	Clarification on the UE state after fast dormancy request
	approved
	F
	8.9.0
	TEI8
	R2

	RP-091317
	25.331
	3894
	-
	9.0.0
	Rel‑9
	Clarification on the UE state after fast dormancy request
	approved
	A
	9.1.0
	TEI8
	R2

	RP-091319
	25.331
	3895
	1
	8.8.0
	Rel‑8
	Clarifications on fast dormancy procedure
	rejected
	C
	
	TEI8
	R2

	RP-091319
	25.331
	3896
	1
	9.0.0
	Rel‑9
	Clarifications on fast dormancy procedure
	rejected
	A
	
	TEI8
	R2

	RP-091233
	25.331
	3896
	2
	9.0.0
	Rel‑9
	Fast dormancy procedure enhancement
	rejected
	A
	
	TEI8
	R2

	RP-091327
	25.331
	3897
	-
	8.8.0
	Rel‑8
	Clarification on the transmission of MAC-c PDUs (R8)
	approved
	F
	8.9.0
	RANimp-UplinkEnhState
	R2

	RP-091327
	25.331
	3898
	-
	9.0.0
	Rel‑9
	Clarification on the transmission of MAC-c PDUs (R9)
	approved
	A
	9.1.0
	RANimp-UplinkEnhState
	R2

	RP-091337
	25.331
	3899
	1
	9.0.0
	Rel‑9
	Dual band and DC+MIMO capability signalling
	approved
	F
	9.1.0
	RANimp-MultiBand_DC_HSDPA
	R2

	RP-091325
	25.331
	3903
	-
	8.8.0
	Rel‑8
	HARQ memory partitioning configuration for DC-HSDPA
	approved
	F
	8.9.0
	RANimp-DCHSDPA
	R2

	RP-091339
	25.331
	3904
	-
	9.0.0
	Rel‑9
	Introduction of DC-HSDPA combined with TxAA extension
	approved
	B
	9.1.0
	RANimp-TxAA_nonMIMO
	R2

	RP-091338
	25.331
	3905
	-
	9.0.0
	Rel‑9
	Bundling DC-MIMO and TSN extension together in RRC
	approved
	F
	9.1.0
	RANimp-DC_MIMO
	R2

	RP-091338
	25.331
	3906
	-
	9.0.0
	Rel‑9
	Indication of MIMO support in RRC Connection Request
	approved
	F
	9.1.0
	RANimp-DC_MIMO
	R2

	RP-091338
	25.331
	3910
	-
	9.0.0
	Rel‑9
	Removal of redundant IE
	approved
	F
	9.1.0
	RANimp-DC_MIMO
	R2

	RP-091346
	25.331
	3911
	-
	9.0.0
	Rel‑9
	Transmission of UE inactive period during Inter-RAT handover to UTRAN
	approved
	C
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091336
	25.331
	3914
	2
	9.0.0
	Rel‑9
	Introduction of DC-HSUPA
	approved
	B
	9.1.0
	RANimp-DC_HSUPA
	R2

	RP-091306
	25.331
	3918
	2
	7.14.0
	Rel‑7
	Modification of inter RAT handover info for 1.28 Mcps TDD
	approved
	F
	7.15.0
	TEI7
	R2

	RP-091306
	25.331
	3919
	2
	8.8.0
	Rel‑8
	Modification of inter RAT handover info for 1.28 Mcps TDD
	approved
	A
	8.9.0
	TEI7
	R2

	RP-091306
	25.331
	3920
	2
	9.0.0
	Rel‑9
	Modification of inter RAT handover info for 1.28 Mcps TDD
	approved
	A
	9.1.0
	TEI7
	R2

	RP-091322
	25.331
	3921
	-
	8.8.0
	Rel‑8
	Correction to MEASUREMENT CONTROL reception in enhanced CELL_FACH for 1.28 Mcps TDD
	approved
	F
	8.9.0
	RANimp-EnhState1.28TDD
	R2

	RP-091322
	25.331
	3922
	-
	9.0.0
	Rel‑9
	Correction to MEASUREMENT CONTROL reception in enhanced CELL_FACH for 1.28 Mcps TDD
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R2

	RP-091322
	25.331
	3923
	-
	8.8.0
	Rel‑8
	Clarification of PICH selection scheme for 1.28 Mcps TDD
	approved
	F
	8.9.0
	RANimp-EnhState1.28TDD
	R2

	RP-091322
	25.331
	3924
	-
	9.0.0
	Rel‑9
	Clarification of PICH selection scheme for 1.28 Mcps TDD
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R2

	RP-091321
	25.331
	3927
	-
	8.8.0
	Rel‑8
	Correction to CPC operation for 1.28 Mcps TDD
	approved
	F
	8.9.0
	RANimp-LCRCPC
	R2

	RP-091321
	25.331
	3928
	-
	9.0.0
	Rel‑9
	Correction to CPC operation for 1.28 Mcps TDD
	approved
	A
	9.1.0
	RANimp-LCRCPC
	R2

	RP-091258
	25.331
	3929
	1
	8.8.0
	Rel‑8
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	approved
	F
	8.9.0
	RANimp-LCRCPC
	R2

	RP-091258
	25.331
	3930
	1
	9.0.0
	Rel‑9
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	approved
	A
	9.1.0
	RANimp-LCRCPC
	R2

	RP-091320
	25.331
	3936
	1
	8.8.0
	Rel‑8
	UE support for E-UTRAN measurements and reporting in connected mode
	approved
	F
	8.9.0
	TEI8
	R2

	RP-091320
	25.331
	3937
	1
	9.0.0
	Rel‑9
	UE support for E-UTRAN measurements and reporting in connected mode
	revised
	A
	
	TEI8
	R2

	RP-091450
	25.331
	3937
	2
	9.0.0
	Rel‑9
	UE support for E-UTRAN measurements and reporting in connected mode
	revised
	A
	
	TEI8
	R2

	RP-091453
	25.331
	3937
	3
	9.0.0
	Rel‑9
	UE support for E-UTRAN measurements and reporting in connected mode
	approved
	F
	9.1.0
	TEI9
	R2

	RP-091343
	25.331
	3940
	2
	9.0.0
	Rel‑9
	CR on Support of inbound mobility to CSG cell and Hybrid cell
	approved
	B
	9.1.0
	EHNB-RAN2
	R2

	RP-091309
	25.331
	3943
	1
	7.14.0
	Rel‑7
	RRC Signaling of S-CPICH information
	postponed
	C
	
	MIMO-L23
	R2

	RP-091309
	25.331
	3944
	2
	8.8.0
	Rel‑8
	RRC Signaling of S-CPICH information
	postponed
	A
	
	MIMO-L23
	R2

	RP-091308
	25.331
	3945
	1
	7.14.0
	Rel‑7
	Optional support of Tx diversity on DL control channels for MIMO capable UEs
	approved
	C
	7.15.0
	MIMO-L23
	R2

	RP-091308
	25.331
	3946
	1
	8.8.0
	Rel‑8
	Optional support of Tx diversity on DL control channels for MIMO capable UEs
	approved
	A
	8.9.0
	MIMO-L23   
	R2

	RP-091325
	25.331
	3947
	-
	8.8.0
	Rel‑8
	Searching on the adjacent cell without the need for compressed mode - Rel‑8
	approved
	F
	8.9.0
	RANimp-DCHSDPA
	R2

	RP-091325
	25.331
	3948
	-
	9.0.0
	Rel‑9
	Searching on the adjacent cell without the need for compressed mode - Rel‑9
	approved
	A
	9.1.0
	RANimp-DCHSDPA
	R2

	RP-091337
	25.331
	3953
	2
	9.0.0
	Rel‑9
	Optionality of search on the secondary carrier - Rel‑9
	approved
	B
	9.1.0
	RANimp-MultiBand_DC_HSDPA
	R2

	RP-091259
	25.331
	3955
	1
	8.8.0
	Rel‑8
	Carrier-specific STTD configuration for DC-HSDPA
	approved
	C
	8.9.0
	RANimp-DCHSDPA
	R2

	RP-091259
	25.331
	3956
	1
	9.0.0
	Rel‑9
	Carrier-specific STTD configuration for DC-HSDPA
	approved
	A
	9.1.0
	RANimp-DCHSDPA
	R2

	RP-091314
	25.331
	3959
	1
	8.8.0
	Rel‑8
	Correction to UE behaviour after handover to UTRAN from EUTRAN or GERAN
	approved
	F
	8.9.0
	LTE-L23
	R2

	RP-091314
	25.331
	3960
	1
	9.0.0
	Rel‑9
	Correction to UE behaviour after handover to UTRAN from EUTRAN or GERAN
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-091329
	25.331
	3965
	-
	8.8.0
	Rel‑8
	Clarification that a configuration with RB mapping options for flexible RLC PDU size and mac-es/e is invalid
	approved
	F
	8.9.0
	RANimp-UplinkL2dataRates
	R2

	RP-091329
	25.331
	3966
	-
	9.0.0
	Rel‑9
	Clarification that a configuration with RB mapping options for flexible RLC PDU size and mac-es/e is invalid
	approved
	A
	9.1.0
	RANimp-UplinkL2dataRates
	R2

	RP-091328
	25.331
	3967
	2
	8.8.0
	Rel‑8
	UM RLC ciphering error detection and recovery
	approved
	F
	8.9.0
	RInImp8-CsHspa
	R2

	RP-091328
	25.331
	3968
	1
	9.0.0
	Rel‑9
	UM RLC ciphering error detection and recovery
	approved
	A
	9.1.0
	RInImp8-CsHspa
	R2

	RP-091328
	25.331
	3969
	-
	8.8.0
	Rel‑8
	CS voice over HSPA SDU discard timer configuration
	approved
	F
	8.9.0
	RInImp8-CsHspa
	R2

	RP-091328
	25.331
	3970
	-
	9.0.0
	Rel‑9
	CS voice over HSPA SDU discard timer configuration
	approved
	A
	9.1.0
	RInImp8-CsHspa
	R2

	RP-091325
	25.331
	3972
	1
	8.8.0
	Rel‑8
	Correction to the implicit HARQ memory partitioning procedure for DC-HSDPA
	approved
	F
	8.9.0
	RANimp-DCHSDPA
	R2

	RP-091322
	25.331
	3975
	-
	8.8.0
	Rel‑8
	Supporting CCCH transmission on secondary frequency for 1.28Mcps TDD
	approved
	F
	8.9.0
	RANimp-EnhState1.28TDD
	R2

	RP-091322
	25.331
	3976
	-
	9.0.0
	Rel‑9
	Supporting CCCH transmission on secondary frequency for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R2

	RP-091317
	25.331
	3982
	-
	8.8.0
	Rel‑8
	Update UE variable VALUE_TAG to include SIB types 19 and 20
	approved
	F
	8.9.0
	TEI8
	R2

	RP-091317
	25.331
	3983
	-
	9.0.0
	Rel‑9
	Update UE variable VALUE_TAG to include SIB types 19 and 20
	approved
	A
	9.1.0
	TEI8
	R2

	RP-091306
	25.331
	3984
	1
	7.14.0
	Rel‑7
	Correction to the reference in clause 14.9.2
	approved
	D
	7.15.0
	TEI7
	R2

	RP-091306
	25.331
	3985
	1
	8.8.0
	Rel‑8
	Correction to the reference in clause 14.9.2
	approved
	A
	8.9.0
	TEI7
	R2

	RP-091306
	25.331
	3986
	1
	9.0.0
	Rel‑9
	Correction to the reference in clause 14.9.2
	approved
	A
	9.1.0
	TEI7
	R2

	RP-091309
	25.331
	3988
	1
	9.0.0
	Rel‑9
	RRC Signaling of S-CPICH information
	postponed
	A
	
	MIMO-L23   
	R2

	RP-091308
	25.331
	3989
	-
	9.0.0
	Rel‑9
	Optional support of Tx diversity on DL control channels for MIMO capable UEs
	approved
	A
	9.1.0
	MIMO-L23   
	R2

	RP-091347
	25.331
	3990
	-
	9.0.0
	Rel‑9
	Addition of DGNSS Validity Period
	approved
	C
	9.1.0
	TEI9
	R2

	RP-091335
	25.331
	3995
	1
	9.0.0
	Rel‑9
	Introduction of band XXI - 25.331
	approved
	B
	9.1.0
	UMTSLTE1500
	R2

	RP-091317
	25.331
	4000
	-
	8.8.0
	Rel‑8
	Standard Time Information Transmission in 1.28Mcps TDD System
	approved
	F
	8.9.0
	TEI8
	R2

	RP-091317
	25.331
	4001
	-
	9.0.0
	Rel‑9
	Standard Time Information Transmission in 1.28Mcps TDD System
	approved
	A
	9.1.0
	TEI8
	R2

	RP-091338
	25.331
	4002
	-
	9.0.0
	Rel‑9
	New values for buffer sizes
	approved
	F
	9.1.0
	RANimp-DC_MIMO
	R2

	RP-091246
	25.331
	4004
	-
	8.8.0
	Rel‑8
	Modification to Fast Dormancy in PCH States
	withdrawn
	C
	
	TEI8
	R2

	RP-091247
	25.331
	4005
	-
	9.0.0
	Rel‑9
	Modification to Fast Dormancy in PCH States
	withdrawn
	A
	
	TEI8
	R2

	RP-091375
	25.331
	4006
	-
	8.8.0
	Rel‑8
	Common E-DCH MAC-d flow List ASN.1 definition correction
	approved
	F
	8.9.0
	RANimp-UplinkEnhState
	R2

	RP-091376
	25.331
	4007
	-
	9.0.0
	Rel‑9
	Common E-DCH MAC-d flow List ASN.1 definition correction
	approved
	A
	9.1.0
	RANimp-UplinkEnhState
	R2

	RP-091326
	25.346
	0049
	-
	8.3.0
	Rel‑8
	Correction for the Synchronisation Sequence
	approved
	F
	8.4.0
	RANimp-HSPAEvo
	R2

	RP-091343
	25.367
	0010
	1
	9.1.0
	Rel‑9
	CR on Add Hybrid cell into the manual CSG ID selection in 25.367
	approved
	B
	9.2.0
	EHNB-RAN2
	R2

	RP-091343
	25.367
	0011
	2
	9.1.0
	Rel‑9
	Draft CR capturing HNB inbound mobility agreements
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-091343
	25.367
	0012
	-
	9.1.0
	Rel‑9
	Removal of description related to small repetition of SIB3/4
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-091330
	25.367
	0013
	-
	8.2.0
	Rel‑8
	Correction to definition of CSG cell
	approved
	F
	8.3.0
	HNB-supp
	R2

	RP-091343
	25.367
	0014
	1
	9.1.0
	Rel‑9
	Renaming Allowed CSG List (25.367 Rel‑9)
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-091330
	25.367
	0015
	-
	9.1.0
	Rel‑9
	Correction to definition of CSG cell.
	approved
	A
	9.2.0
	HNB-supp
	R2

	RP-091330
	25.367
	0016
	-
	8.2.0
	Rel‑8
	Correction to the manual CSG ID selection description
	approved
	F
	8.3.0
	HNB-supp
	R2

	RP-091191
	25.413
	1008
	4
	9.0.0
	Rel‑9
	Support for paging optimization with CSG membership changes
	approved
	F
	9.1.0
	EHNB-RAN3
	R3

	RP-091191
	25.413
	1018
	1
	9.0.0
	Rel‑9
	Target Cell ID for HNB in-bound HO
	approved
	B
	9.1.0
	EHNB-RAN3
	R3

	RP-091191
	25.413
	1037
	1
	9.0.0
	Rel‑9
	Inclusion of CSG information for access control in 3G handover procedures and UE prioritization in 3G hybrid cells
	approved
	B
	9.1.0
	EHNB-RAN3
	R3

	RP-091179
	25.419
	0138
	1
	8.0.0
	Rel‑8
	Correction of ETWS for Rel8 HSPA
	approved
	F
	8.1.0
	TEI8
	R3

	RP-091188
	25.423
	1540
	-
	9.0.0
	Rel‑9
	Introduction of Cell Portion for 1.28 Mcps TDD
	approved
	B
	9.1.0
	CP_LCRTDD
	R3

	RP-091187
	25.423
	1541
	1
	9.0.0
	Rel‑9
	Single Stream MIMO for DC-HSDPA
	approved
	B
	9.1.0
	RANimp-DC_MIMO, RANimp-TxAA_nonMIMO
	R3

	RP-091186
	25.423
	1542
	-
	9.0.0
	Rel‑9
	Activation and deactivation of secondary carrier in non serving Node B
	approved
	B
	9.1.0
	RANimp-DC_HSUPA
	R3

	RP-091182
	25.423
	1543
	1
	8.6.0
	Rel‑8
	Correction of abnormal conditions for Dual cell HS-DSCH in RL Addition procedure
	approved
	F
	8.7.0
	RANimp-DCHSDPA
	R3

	RP-091182
	25.423
	1544
	1
	9.0.0
	Rel‑9
	Correction of abnormal conditions for Dual cell HS-DSCH in RL Addition procedure
	approved
	A
	9.1.0
	RANimp-DCHSDPA
	R3

	RP-091180
	25.423
	1550
	-
	8.6.0
	Rel‑8
	Clarification of the meaning of BIT STRING type IEs for SPS operation for 1.28Mcps TDD
	approved
	F
	8.7.0
	RANimp-LCRCPC
	R3

	RP-091180
	25.423
	1551
	1
	9.0.0
	Rel‑9
	Clarification of the meaning of BIT STRING type IEs for SPS operation for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-LCRCPC
	R3

	RP-091181
	25.423
	1557
	1
	8.6.0
	Rel‑8
	Application of MAC-e Reset Indicator for MAC-i Reset
	approved
	F
	8.7.0
	RANimp-UplinkL2dataRates
	R3

	RP-091181
	25.423
	1558
	1
	9.0.0
	Rel‑9
	Application of MAC-e Reset Indicator for MAC-i Reset
	approved
	A
	9.1.0
	RANimp-UplinkL2dataRates
	R3

	RP-091182
	25.423
	1559
	-
	8.6.0
	Rel‑8
	Further Corrections for DC-HSDPA
	approved
	F
	8.7.0
	RANimp-DCHSDPA
	R3

	RP-091182
	25.423
	1560
	-
	9.0.0
	Rel‑9
	Further Corrections for DC-HSDPA
	approved
	A
	9.1.0
	RANimp-DCHSDPA
	R3

	RP-091178
	25.423
	1561
	-
	7.14.0
	Rel‑7
	Cause value mismatch between Rel7 and Rel8/Rel9
	approved
	F
	7.15.0
	TEI7
	R3

	RP-091179
	25.423
	1562
	-
	8.6.0
	Rel‑8
	Wrong ref in tabular
	approved
	F
	8.7.0
	TEI8
	R3

	RP-091179
	25.423
	1563
	1
	9.0.0
	Rel‑9
	Wrong ref in tabular
	approved
	A
	9.1.0
	TEI8
	R3

	RP-091179
	25.423
	1566
	2
	8.6.0
	Rel‑8
	STTD is cell specific in Dual-Cell HSDPA
	approved
	F
	8.7.0
	TEI8
	R3

	RP-091179
	25.423
	1567
	-
	9.0.0
	Rel‑9
	STTD is cell specific in Dual-Cell HSDPA
	approved
	A
	9.1.0
	TEI8
	R3

	RP-091186
	25.423
	1568
	2
	9.0.0
	Rel‑9
	Introduction of Dual-Cell E-DCH mode of operation
	approved
	B
	9.1.0
	RANimp-DC_HSUPA
	R3

	RP-091187
	25.423
	1571
	-
	9.0.0
	Rel‑9
	Removal of MAC-ehs format indicator and update to cell capability
	approved
	F
	9.1.0
	RANimp-DC_MIMO
	R3

	RP-091179
	25.423
	1572
	-
	8.6.0
	Rel‑8
	"Correction on IE "E-AGCH Table Choice"""
	approved
	F
	8.7.0
	TEI8
	R3

	RP-091179
	25.423
	1573
	-
	9.0.0
	Rel‑9
	"Correction on IE "E-AGCH Table Choice"""
	approved
	A
	9.1.0
	TEI8
	R3

	RP-091186
	25.423
	1574
	1
	9.0.0
	Rel‑9
	Introduction of Re9 HSPA Capability into RNSAP
	approved
	B
	9.1.0
	RANimp-DC_HSUPA, RANimp-DC_MIMO, RANimp-TxAA_nonMIMO
	R3

	RP-091188
	25.425
	0143
	-
	8.3.0
	Rel‑9
	Introduction of Cell Portion for 1.28 Mcps TDD
	approved
	F
	9.0.0
	CP_LCRTDD
	R3

	RP-091181
	25.425
	0145
	-
	8.3.0
	Rel‑8
	Correction on value range for Number of MAC-is SDU in frame
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R3

	RP-091180
	25.425
	0146
	1
	8.3.0
	Rel‑8
	Correction to the NodeB procedure when receiving uplink synchronization failure from physical layer for 1.28Mcp TDD
	approved
	F
	8.4.0
	RANimp-EnhState1.28TDD
	R3

	RP-091186
	25.427
	0148
	1
	8.1.0
	Rel‑9
	Introduction of Dual-Cell HSUPA
	approved
	B
	9.0.0
	RANimp-DC_HSUPA
	R3

	RP-091181
	25.427
	0149
	-
	8.1.0
	Rel‑8
	Correction on value range for Number of MAC-is SDU in frame
	approved
	F
	8.2.0
	RANimp-UplinkL2dataRates
	R3

	RP-091188
	25.433
	1671
	-
	9.0.0
	Rel‑9
	Introduction of Cell Portion for 1.28 Mcps TDD
	approved
	B
	9.1.0
	CP_LCRTDD
	R3

	RP-091187
	25.433
	1672
	1
	9.0.0
	Rel‑9
	Single Stream MIMO for DC-HSDPA
	approved
	B
	9.1.0
	RANimp-DC_MIMO, RANimp-TxAA_nonMIMO
	R3

	RP-091186
	25.433
	1673
	-
	9.0.0
	Rel‑9
	Activation and deactivation of secondary carrier in non serving Node B
	approved
	B
	9.1.0
	RANimp-DC_HSUPA
	R3

	RP-091178
	25.433
	1674
	1
	7.14.0
	Rel‑7
	Correction to ASN.1 for MiMO Power offset
	approved
	F
	7.15.0
	MIMO-IurIub
	R3

	RP-091178
	25.433
	1675
	-
	8.6.0
	Rel‑8
	Correction to ASN.1 for MiMO Power offset
	approved
	A
	8.7.0
	MIMO-IurIub
	R3

	RP-091178
	25.433
	1676
	-
	9.0.0
	Rel‑9
	Correction to ASN.1 for MiMO Power offset
	approved
	A
	9.1.0
	MIMO-IurIub
	R3

	RP-091181
	25.433
	1677
	-
	8.6.0
	Rel‑8
	Clarification of DPC mode configuration for common E-DCH
	approved
	F
	8.7.0
	RANimp-UplinkEnhState
	R3

	RP-091181
	25.433
	1678
	-
	9.0.0
	Rel‑9
	Clarification of DPC mode configuration for common E-DCH
	approved
	A
	9.1.0
	RANimp-UplinkEnhState
	R3

	RP-091182
	25.433
	1679
	1
	8.6.0
	Rel‑8
	Correction of abnormal conditions for Dual cell HS-DSCH in RL Addition procedure
	approved
	F
	8.7.0
	RANimp-DCHSDPA
	R3

	RP-091182
	25.433
	1680
	1
	9.0.0
	Rel‑9
	Correction of abnormal conditions for Dual cell HS-DSCH in RL Addition procedure
	approved
	A
	9.1.0
	RANimp-DCHSDPA
	R3

	RP-091180
	25.433
	1687
	2
	8.6.0
	Rel‑8
	Correction on ASN.1 errors in IE Common E-DCH System Information Response LCR for 1.28Mcps TDD
	approved
	F
	8.7.0
	RANimp-EnhState1.28TDD
	R3

	RP-091180
	25.433
	1688
	2
	9.0.0
	Rel‑9
	Correction on ASN.1 errors in IE Common E-DCH System Information Response LCR for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R3

	RP-091180
	25.433
	1689
	2
	8.6.0
	Rel‑8
	Correction on the SPS resource configuration for 1.28Mcps TDD
	approved
	F
	8.7.0
	RANimp-LCRCPC
	R3

	RP-091180
	25.433
	1690
	2
	9.0.0
	Rel‑9
	Correction on the SPS resource configuration for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-LCRCPC
	R3

	RP-091180
	25.433
	1695
	1
	8.6.0
	Rel‑8
	Addition of asn.1 definition for the E-DCH Semi-Persistent Resource Reservation Indicator IE
	approved
	F
	8.7.0
	RANimp-LCRCPC
	R3

	RP-091180
	25.433
	1696
	1
	9.0.0
	Rel‑9
	Addition of asn.1 definition for the E-DCH Semi-Persistent Resource Reservation Indicator IE
	approved
	A
	9.1.0
	RANimp-LCRCPC
	R3

	RP-091180
	25.433
	1697
	1
	8.6.0
	Rel‑8
	Clarifiction of several IEs names for 1.28 Mcps TDD
	approved
	F
	8.7.0
	RANimp-EnhState1.28TDD
	R3

	RP-091180
	25.433
	1698
	1
	9.0.0
	Rel‑9
	Clarifiction of several IEs names for 1.28 Mcps TDD
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R3

	RP-091180
	25.433
	1699
	-
	8.6.0
	Rel‑8
	Correction of an error in the HS-DSCH Common System Information LCR IE
	approved
	F
	8.7.0
	RANimp-EnhState1.28TDD
	R3

	RP-091180
	25.433
	1700
	1
	9.0.0
	Rel‑9
	Correction of an error in the HS-DSCH Common System Information LCR IE
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R3

	RP-091180
	25.433
	1701
	1
	8.6.0
	Rel‑8
	Correction of HARQ Memory Partitioning configuration in Enhanced Cell_FACH Operation for 1.28 Mcps TDD
	approved
	F
	8.7.0
	RANimp-EnhState1.28TDD
	R3

	RP-091180
	25.433
	1702
	1
	9.0.0
	Rel‑9
	Correction of HARQ Memory Partitioning configuration in Enhanced Cell_FACH Operation for 1.28 Mcps TDD
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R3

	RP-091180
	25.433
	1703
	-
	8.6.0
	Rel‑8
	Clarification of Priority Queue ID for Ehanced CELL_FACH for 1.28Mcps TDD
	approved
	F
	8.7.0
	RANimp-EnhState1.28TDD
	R3

	RP-091180
	25.433
	1704
	1
	9.0.0
	Rel‑9
	Clarification of Priority Queue ID for Ehanced CELL_FACH for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R3

	RP-091188
	25.433
	1707
	2
	9.0.0
	Rel‑9
	The Power configuration method per Cell Portion for 1.28 Mcps TDD
	approved
	F
	9.1.0
	CP_LCRTDD
	R3

	RP-091181
	25.433
	1713
	1
	8.6.0
	Rel‑8
	Application of MAC-e Reset Indicator for MAC-i Reset
	approved
	F
	8.7.0
	RANimp-UplinkL2DataRates
	R3

	RP-091181
	25.433
	1714
	1
	9.0.0
	Rel‑9
	Application of MAC-e Reset Indicator for MAC-i Reset
	approved
	A
	9.1.0
	RANimp-UplinkL2DataRates
	R3

	RP-091182
	25.433
	1715
	-
	8.6.0
	Rel‑8
	Further Corrections for DC-HSDPA
	approved
	F
	8.7.0
	RANimp-DCHSDPA
	R3

	RP-091182
	25.433
	1716
	-
	9.0.0
	Rel‑9
	Further Corrections for DC-HSDPA
	approved
	A
	9.1.0
	RANimp-DCHSDPA
	R3

	RP-091181
	25.433
	1717
	-
	8.6.0
	Rel‑8
	Introduction of E-RNTI in RL Information in RL Setup Request
	approved
	F
	8.7.0
	RANimp-UplinkEnhState
	R3

	RP-091181
	25.433
	1718
	-
	9.0.0
	Rel‑9
	Introduction of E-RNTI in RL Information in RL Setup Request
	approved
	A
	9.1.0
	RANimp-UplinkEnhState
	R3

	RP-091186
	25.433
	1719
	4
	9.0.0
	Rel‑9
	Introduction of Dual Cell HSUPA
	approved
	B
	9.1.0
	RANimp-DC_HSUPA
	R3

	RP-091179
	25.433
	1722
	2
	8.6.0
	Rel‑8
	STTD is cell specific in Dual-Cell HSDPA
	approved
	F
	8.7.0
	TEI8
	R3

	RP-091179
	25.433
	1723
	-
	9.0.0
	Rel‑9
	STTD is cell specific in Dual-Cell HSDPA
	approved
	A
	9.1.0
	TEI8
	R3

	RP-091187
	25.433
	1729
	-
	9.0.0
	Rel‑9
	Removal of MAC-ehs format indicator and update to cell capability
	approved
	F
	9.1.0
	RANimp-DC_MIMO
	R3

	RP-091179
	25.433
	1730
	-
	8.6.0
	Rel‑8
	"Correction on IE "E-AGCH Table Choice"""
	approved
	F
	8.7.0
	TEI8
	R3

	RP-091179
	25.433
	1731
	-
	9.0.0
	Rel‑9
	"Correction on IE "E-AGCH Table Choice"""
	approved
	A
	9.1.0
	TEI8
	R3

	RP-091186
	25.433
	1732
	1
	9.0.0
	Rel‑9
	Introduction of Re9 HSPA Capability into NBAP
	approved
	B
	9.1.0
	RANimp-DC_HSUPA, RANimp-DC_MIMO, RANimp-TxAA_nonMIMO
	R3

	RP-091195
	25.433
	1733
	-
	9.0.0
	Rel‑9
	Introduction of dormant mode
	approved
	B
	9.1.0
	TEI9
	R3

	RP-091180
	25.435
	0206
	4
	8.3.0
	Rel‑8
	Correction to the NodeB procedure when receiving uplink synchronization failure from physical layer for 1.28Mcp TDD
	approved
	F
	8.4.0
	RANimp-EnhState1.28TDD
	R3

	RP-091188
	25.435
	0207
	-
	8.3.0
	Rel‑9
	Introduction of Cell Portion for 1.28 Mcps TDD
	approved
	B
	9.0.0
	CP_LCRTDD
	R3

	RP-091179
	25.435
	0208
	-
	8.3.0
	Rel‑8
	Correction on the description of HS-DSCH DATA FRAME TYPE2
	approved
	F
	8.4.0
	TEI8
	R3

	RP-091181
	25.435
	0211
	-
	8.3.0
	Rel‑8
	Silent Mode for Common E-DCH
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R3

	RP-091181
	25.435
	0212
	-
	8.3.0
	Rel‑8
	Correction on value range for Number of MAC-is SDU in frame
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R3

	RP-091180
	25.435
	0214
	1
	8.3.0
	Rel‑8
	Correction of the limitation to FACH indicator for 1.28Mcps TDD
	approved
	F
	8.4.0
	RANimp-EnhState1.28TDD
	R3

	RP-091180
	25.435
	0216
	1
	8.3.0
	Rel‑8
	Clarification for eDRX Indication
	approved
	F
	8.4.0
	RANimp-EnhState1.28TDD
	R3

	RP-091190
	25.446
	0001
	2
	8.0.0
	Rel‑9
	Reusing SYNC for LTE
	approved
	B
	9.0.0
	MBMS_LTE
	R3

	RP-091182
	25.446
	0002
	1
	8.0.0
	Rel‑8
	Ignorance of Total Number of Packet and Total Number of Octet in case of Soft Combining and MBSFN
	approved
	F
	8.1.0
	RANimp-HSPAEvo
	R3

	RP-091182
	25.446
	0003
	2
	8.0.0
	Rel‑8
	Correction for SYNC Protocol
	approved
	F
	8.1.0
	RANimp-HSPAEvo
	R3

	RP-091190
	25.446
	0004
	-
	8.0.0
	Rel‑9
	SYNC PDU TYPE2 not applicable for LTE MBMS
	approved
	F
	9.0.0
	MBMS_LTE
	R3

	RP-091190
	25.446
	0005
	1
	8.0.0
	Rel‑9
	CR on Mechanism for consecutive packet loss in 25.446
	approved
	B
	9.0.0
	MBMS_LTE
	R3

	RP-091185
	25.461
	0054
	1
	9.0.0
	Rel‑9
	Introduction of Extended UMTS/LTE1500 requirements for TS25.461
	approved
	B
	9.1.0
	UMTSLTE1500
	R3

	RP-091185
	25.461
	0055
	1
	8.2.0
	Rel‑8
	Correction of Band XI/11 requirements for TS25.461 Rel‑8
	approved
	B
	8.3.0
	UMTSLTE1500
	R3

	RP-091185
	25.466
	0023
	1
	9.0.0
	Rel‑9
	Introduction of Extended UMTS/LTE1500 requirements for TS25.466
	approved
	B
	9.1.0
	UMTSLTE1500
	R3

	RP-091191
	25.467
	0039
	4
	9.0.1
	Rel‑9
	CS Mux on uplink
	approved
	B
	9.1.0
	EHNB-RAN3
	R3

	RP-091195
	25.467
	0053
	2
	9.0.1
	Rel‑9
	Enhanced Interference Management Mechanisms for HNB
	approved
	B
	9.1.0
	TEI9
	R3

	RP-091191
	25.467
	0057
	-
	9.0.1
	Rel‑9
	Introducing changes for supporting ETWS in Home Node B (Rel‑9)
	approved
	B
	9.1.0
	EHNB-RAN3
	R3

	RP-091184
	25.467
	0058
	1
	8.3.0
	Rel‑8
	Add assigned SCTP Port Number for RUA and HNBAP
	approved
	F
	8.4.0
	HNB-Arch
	R3

	RP-091184
	25.467
	0059
	1
	8.3.0
	Rel‑8
	Add assigned SCTP Port Number for RUA and HNBAP
	approved
	A
	8.4.0
	HNB-Arch
	R3

	RP-091191
	25.467
	0061
	-
	9.0.1
	Rel‑9
	Addition of use of COMMON ID message to convey Hybrid cell membership information
	approved
	B
	9.1.0
	EHNB-RAN3
	R3

	RP-091184
	25.467
	0066
	-
	8.3.0
	Rel‑8
	Clean up of 25.467
	approved
	F
	8.4.0
	HNB-arch
	R3

	RP-091184
	25.467
	0067
	-
	9.0.1
	Rel‑9
	Clean up of 25.467
	approved
	A
	9.1.0
	HNB-arch
	R3

	RP-091184
	25.467
	0068
	1
	8.3.0
	Rel‑8
	Removal of FFS's in the stage2 for HNB
	approved
	F
	8.4.0
	HNB-arch
	R3

	RP-091191
	25.467
	0070
	1
	9.0.1
	Rel‑9
	Mitigating IMSI spoofing in non-CSG UE registration
	approved
	B
	9.1.0
	EHNB-RAN3
	R3

	RP-091191
	25.467
	0071
	1
	9.0.1
	Rel‑9
	UE registration in case of HNB-GW access control
	approved
	B
	9.1.0
	EHNB-RAN3
	R3

	RP-091191
	25.467
	0072
	1
	9.0.1
	Rel‑9
	Inbound Mobility to CSG and Hybrid Cells
	approved
	B
	9.1.0
	EHNB-RAN3
	R3

	RP-091191
	25.468
	0020
	1
	8.1.0
	Rel‑9
	RUA enhancement to handle inbound Mobility
	approved
	B
	9.0.0
	EHNB-RAN3
	R3

	RP-091191
	25.468
	0021
	2
	8.1.0
	Rel‑9
	CSG Membership signalling during UE implicit registration
	approved
	B
	9.0.0
	EHNB-RAN3
	R3

	RP-091191
	25.469
	0027
	4
	8.3.0
	Rel‑9
	CS Mux port exchange
	approved
	B
	9.0.0
	EHNB-RAN3
	R3

	RP-091191
	25.469
	0030
	4
	8.3.0
	Rel‑9
	Support for multiple access mode HNBs
	approved
	B
	9.0.0
	EHNB-RAN3
	R3

	RP-091184
	25.469
	0033
	-
	8.3.0
	Rel‑8
	Correction to ASN.1 references
	approved
	F
	8.4.0
	HNB-Arch
	R3

	RP-091184
	25.469
	0034
	1
	8.3.0
	Rel‑8
	Addition of cause value for Invalid UE identity
	approved
	F
	8.4.0
	HNB-Arch
	R3

	RP-091191
	25.469
	0037
	1
	8.3.0
	Rel‑9
	Introducing changes for supporting ETWS in Home Node B in 25.469
	approved
	B
	9.0.0
	EHNB-RAN3
	R3

	RP-091191
	25.469
	0039
	1
	8.3.0
	Rel‑9
	Hybrid access signalling during UE and HNB registration
	approved
	B
	9.0.0
	EHNB-RAN3
	R3

	RP-091328
	25.993
	0115
	1
	8.3.0
	Rel‑8
	Editorial modification to 25.993
	approved
	D
	8.4.0
	RInImp8-CsHspa
	R2

	SP-090703
	26.102
	0024
	1
	8.2.0
	Rel‑8
	Correction of payload field size for mapping of GSM FR on Nb interface
	approved
	F
	8.3.0
	AoIP-CSoIP
	S4

	SP-090716
	26.114
	0075
	4
	9.0.0
	Rel‑9
	Replacement of non-compound RTCP with Reduced-Size RTCP
	approved
	C
	9.1.0
	TEI9
	S4

	SP-090704
	26.114
	0082
	6
	9.0.0
	Rel‑9
	Adding Support for Explicit Congestion Notification
	approved
	B
	9.1.0
	LTEimp-Vocoder
	S4

	SP-090708
	26.114
	0088
	1
	9.0.0
	Rel‑9
	Managing MTSI Media Adaptation
	approved
	B
	9.1.0
	M3A
	S4

	SP-090716
	26.114
	0089
	1
	9.0.0
	Rel‑9
	MTSI DDF for QoE
	approved
	F
	9.1.0
	TEI9
	S4

	SP-090716
	26.114
	0091
	1
	9.0.0
	Rel‑9
	Variable encoding of video to facilitate quality-recovery techniques
	approved
	F
	9.1.0
	TEI9
	S4

	SP-090710
	26.234
	0145
	2
	9.0.0
	Rel‑9
	Adaptive HTTP Streaming in PSS
	approved
	B
	9.1.0
	PMA-MBS_Ext
	S4

	SP-090710
	26.234
	0146
	1
	9.0.0
	Rel‑9
	PSS DDF for QoE
	approved
	F
	9.1.0
	PMA-MBS_Ext
	S4

	SP-090710
	26.234
	0147
	1
	9.0.0
	Rel‑9
	PSS QoE reporting during buffering periods
	approved
	F
	9.1.0
	PMA-MBS_Ext
	S4

	SP-090711
	26.234
	0148
	2
	9.0.0
	Rel‑9
	Video profile and level updates
	approved
	C
	9.1.0
	PMA-IVS
	S4

	SP-090710
	26.234
	0150
	1
	9.0.0
	Rel‑9
	Update of Digital Rights Management Extensions for PSS
	approved
	C
	9.1.0
	PMA-MBS_Ext
	S4

	SP-090707
	26.237
	0021
	1
	9.0.0
	Rel‑9
	IMS based MBMS download service
	approved
	B
	9.1.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-090707
	26.237
	0022
	1
	9.0.0
	Rel‑9
	Inter UE Transfer
	approved
	B
	9.1.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-090701
	26.237
	0023
	2
	9.0.0
	Rel‑9
	Clarification on IMS based PSS streaming
	approved
	A
	9.1.0
	IMS_PSS_MBMS_US
	S4

	SP-090701
	26.237
	0024
	2
	8.3.0
	Rel‑8
	Clarification on IMS based PSS streaming
	approved
	F
	8.4.0
	IMS_PSS_MBMS_US
	S4

	SP-090707
	26.237
	0025
	3
	9.0.0
	Rel‑9
	SIP Info for content switching
	approved
	F
	9.1.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-090701
	26.237
	0026
	1
	8.3.0
	Rel‑8
	SIP Info for content switching
	approved
	F
	8.4.0
	IMS_PSS_MBMS_US
	S4

	SP-090707
	26.237
	0027
	1
	9.0.0
	Rel‑9
	Session set-up for IMS based download unicast service
	approved
	B
	9.1.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-090707
	26.237
	0028
	1
	9.0.0
	Rel‑9
	Architecture for IMS based download unicast service
	approved
	B
	9.1.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-090701
	26.237
	0029
	1
	8.3.0
	Rel‑8
	Clarification on Content Identifier in Session Initialization Procedure
	approved
	F
	8.4.0
	IMS_PSS_MBMS_US
	S4

	SP-090701
	26.237
	0030
	1
	8.3.0
	Rel‑8
	Service Selection Information Update
	approved
	F
	8.4.0
	IMS_PSS_MBMS_US
	S4

	SP-090707
	26.237
	0031
	-
	9.0.0
	Rel‑9
	XML schema and syntax for nBookmark service
	approved
	B
	9.1.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-090710
	26.244
	0029
	2
	8.2.0
	Rel‑9
	New Profile to support Adaptive HTTP-based Streaming in 3GP File Format
	approved
	B
	9.0.0
	PMA-MBS_Ext
	S4

	SP-090710
	26.244
	0030
	2
	8.2.0
	Rel‑9
	File format video and branding updates
	approved
	C
	9.0.0
	PMA-MBS_Ext
	S4

	SP-090702
	26.267
	0005
	1
	8.2.0
	Rel‑8
	Correction to text in clause 4.3
	approved
	F
	8.3.0
	eCall_Phase2
	S4

	SP-090716
	26.346
	0160
	-
	9.0.0
	Rel‑9
	Correction of unreadable picture
	approved
	D
	9.1.0
	TEI9
	S4

	SP-090710
	26.346
	0161
	1
	9.0.0
	Rel‑9
	MBMS DDF for QoE
	approved
	F
	9.1.0
	PMA-MBS_Ext
	S4

	SP-090710
	26.346
	0162
	1
	9.0.0
	Rel‑9
	MBMS QoE reporting during buffering periods
	approved
	F
	9.1.0
	PMA-MBS_Ext
	S4

	SP-090711
	26.346
	0163
	2
	9.0.0
	Rel‑9
	Video profile and level updates
	approved
	C
	9.1.0
	PMA-IVS
	S4

	SP-090702
	26.969
	0001
	2
	8.0.0
	Rel‑8
	Editorial corrections and clarifications of characterization test results
	approved
	F
	8.1.0
	eCall_Phase2
	S4

	CP-090920
	27.007
	0195
	-
	8.9.0
	Rel‑8
	Correction of direction of data for +CPOS
	approved
	F
	8.10.0
	TEI8
	C1

	CP-090920
	27.007
	0196
	-
	9.1.0
	Rel‑9
	Correction of direction of data for +CPOS
	approved
	A
	9.2.0
	TEI8
	C1

	CP-090922
	27.007
	0197
	1
	9.1.0
	Rel‑9
	Correction of uSge of underscore (default values) for 27.007
	approved
	F
	9.2.0
	TEI9
	C1

	CP-090900
	27.007
	0199
	1
	8.9.0
	Rel‑8
	Correction of outstanding Editor's note on +WS46
	approved
	F
	8.10.0
	SES
	C1

	CP-090900
	27.007
	0200
	1
	9.1.0
	Rel‑9
	Correction of outstanding Editor's note on +WS46
	approved
	A
	9.2.0
	SES
	C1

	CP-090793
	29.002
	0932
	2
	8.11.0
	Rel‑9
	APN level APN-OI-Replacement
	approved
	C
	9.0.0
	TEI9
	C4

	CP-090800
	29.002
	0933
	1
	8.11.0
	Rel‑9
	ICS-Flag
	approved
	B
	9.0.0
	IMS_SCC-ICS
	C4

	CP-090801
	29.002
	0935
	1
	8.11.0
	Rel‑9
	Evolved ARP
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	C4

	CP-090783
	29.002
	0936
	1
	8.11.0
	Rel‑8
	UE reachability
	approved
	F
	8.12.0
	TEI8
	C4

	CP-090791
	29.002
	0939
	2
	8.11.0
	Rel‑9
	Support MT Roaming Retry on Pre-paging
	revised
	C
	
	TEI9
	C4

	CP-091043
	29.002
	0939
	3
	8.11.0
	Rel‑9
	Support MT Roaming Retry on Pre-paging
	postponed
	C
	
	TEI9
	C4

	CP-090760
	29.002
	0940
	-
	7.13.0
	Rel‑7
	Alignment of specifications on USge of MAP_SEND_AUTHENTICATION_INFO
	approved
	F
	7.14.0
	TEI7
	C4

	CP-090760
	29.002
	0941
	1
	8.11.0
	Rel‑8
	Alignment of specifications on USge of MAP_SEND_AUTHENTICATION_INFO
	approved
	A
	8.12.0
	TEI7
	C4

	CP-091030
	29.002
	0942
	1
	8.11.0
	Rel‑8
	SMS over SGs charging
	approved
	F
	8.12.0
	SES
	C4

	CP-090768
	29.002
	0942
	1
	8.11.0
	Rel‑8
	SMS over SGs charging
	withdrawn
	F
	
	SES
	C4

	CP-090764
	29.010
	0124
	2
	8.0.0
	Rel‑8
	Addition of missing cause code mapping for EPC
	approved
	F
	8.1.0
	SES
	C4

	CP-090786
	29.010
	0125
	1
	8.0.0
	Rel‑9
	RANAP Cause and S1AP Cause mapping
	approved
	F
	9.0.0
	TEI9
	C4

	CP-090757
	29.013
	0001
	1
	3.0.0
	R99
	ISDN BC mapping
	approved
	F
	3.1.0
	TEI
	C4

	CP-090757
	29.013
	0002
	-
	4.0.1
	Rel‑4
	ISDN BC mapping
	approved
	A
	4.1.0
	TEI
	C4

	CP-090757
	29.013
	0003
	-
	5.0.0
	Rel‑5
	ISDN BC mapping
	approved
	A
	5.1.0
	TEI
	C4

	CP-090757
	29.013
	0004
	-
	6.0.0
	Rel‑6
	ISDN BC mapping
	approved
	A
	6.1.0
	TEI
	C4

	CP-090757
	29.013
	0005
	-
	7.0.0
	Rel‑7
	ISDN BC mapping
	approved
	A
	7.1.0
	TEI
	C4

	CP-090757
	29.013
	0006
	-
	8.0.0
	Rel‑8
	ISDN BC mapping
	approved
	A
	8.1.0
	TEI
	C4

	CP-090922
	29.018
	0055
	1
	8.2.0
	Rel‑9
	Paging signalling optimization after SGSN failure
	approved
	B
	9.0.0
	TEI9
	C1

	CP-090922
	29.018
	0056
	1
	8.2.0
	Rel‑9
	Paging clarifications
	approved
	F
	9.0.0
	TEI9
	C1

	CP-090786
	29.060
	0719
	2
	9.0.0
	Rel‑9
	GGSN FQDN
	approved
	B
	9.1.0
	TEI9
	C4

	CP-090801
	29.060
	0720
	4
	9.0.0
	Rel‑9
	Evolved ARP
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C4

	CP-090801
	29.060
	0721
	1
	9.0.0
	Rel‑9
	Unauthenticated or missing IMSI for Emergency Service
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C4

	CP-090786
	29.060
	0722
	-
	9.0.0
	Rel‑9
	MS TimeZone and ULI included in Resp mesSges
	approved
	B
	9.1.0
	TEI9
	C4

	CP-090804
	29.060
	0723
	4
	9.0.0
	Rel‑9
	Support for CSG based charging
	approved
	B
	9.1.0
	EHNB
	C4

	CP-090771
	29.060
	0724
	-
	8.9.0
	Rel‑8
	Updating the error indication sub-clause
	approved
	F
	8.10.0
	SES
	C4

	CP-090771
	29.060
	0725
	-
	9.0.0
	Rel‑9
	Updating the error indication sub-clause
	approved
	F
	9.1.0
	SES
	C4

	CP-090786
	29.060
	0728
	-
	9.0.0
	Rel‑9
	PDP Context Updated for Dual Stack Support in GTPv1
	approved
	F
	9.1.0
	TEI9
	C4

	CP-090769
	29.060
	0729
	1
	8.9.0
	Rel‑8
	Enhanced handling of RFSP index at the SGSN. GTPv1
	approved
	F
	8.10.0
	SES
	C4

	CP-090769
	29.060
	0730
	1
	9.0.0
	Rel‑9
	Enhanced handling of RFSP index at the SGSN. GTPv1
	approved
	A
	9.1.0
	SES
	C4

	CP-090826
	29.060
	0731
	2
	6.20.0
	Rel‑6
	Addition of ôReliable INTER RAT PS HANDOVERö indicator
	approved
	F
	6.21.0
	SPSHAGB
	C4

	CP-090827
	29.060
	0732
	2
	7.14.0
	Rel‑7
	Addition of ôReliable INTER RAT PS HANDOVERö indicator
	approved
	A
	7.15.0
	SPSHAGB
	C4

	CP-090828
	29.060
	0733
	2
	8.9.0
	Rel‑8
	Addition of ôReliable INTER RAT PS HANDOVERö indicator
	approved
	A
	8.10.0
	SPSHAGB
	C4

	CP-090829
	29.060
	0734
	2
	9.0.0
	Rel‑9
	Addition of ôReliable INTER RAT PS HANDOVERö indicator
	approved
	A
	9.1.0
	SPSHAGB
	C4

	CP-090968
	29.060
	0735
	-
	9.0.0
	Rel‑9
	Essential correction to the PDP type in the End User Address IE
	approved
	F
	9.1.0
	TEI9
	C4

	CP-090853
	29.061
	0316
	1
	9.0.0
	Rel‑9
	MBMS-Access-indicator AVP
	approved
	B
	9.1.0
	MBMS_EPS
	C3

	CP-090853
	29.061
	0317
	1
	9.0.0
	Rel‑9
	BM-SC interworking model of MBMS‑GW
	approved
	B
	9.1.0
	MBMS_EPS
	C3

	CP-090853
	29.061
	0318
	1
	9.0.0
	Rel‑9
	SGmb specific Experimental-Result-Code AVP values
	approved
	B
	9.1.0
	MBMS_EPS
	C3

	CP-090853
	29.061
	0319
	-
	9.0.0
	Rel‑9
	Clarification of the MBMS-HC-Indicator AVP
	approved
	B
	9.1.0
	MBMS_EPS
	C3

	CP-090852
	29.061
	0321
	1
	9.0.0
	Rel‑9
	P-CSCF failover procedures
	approved
	B
	9.1.0
	eIMS_RP
	C3

	CP-090853
	29.061
	0322
	-
	9.0.0
	Rel‑9
	Remove re-used AVPs in Table 20.5.1
	approved
	B
	9.1.0
	MBMS_EPS
	C3

	CP-090762
	29.109
	0060
	2
	7.11.0
	Rel‑7
	Zh 2G GBA support clarification
	reissued
	F
	
	TEI7
	C4

	CP-091031
	29.109
	0060
	2
	7.11.0
	Rel‑7
	2G GBA Option not supported in HSS
	approved
	F
	7.12.0
	TEI7
	C4

	CP-090762
	29.109
	0061
	2
	7.11.0
	Rel‑7
	Zh Sync failure recovery
	reissued
	F
	
	TEI7
	C4

	CP-091031
	29.109
	0061
	2
	7.11.0
	Rel‑7
	Synchronization Failure Recovery over Zh
	approved
	F
	7.12.0
	TEI7
	C4

	CP-091031
	29.109
	0062
	2
	7.11.0
	Rel‑7
	Zh and Zn Unable to Comply
	approved
	F
	7.12.0
	TEI7
	C4

	CP-090762
	29.109
	0062
	2
	7.11.0
	Rel‑7
	Zh unable to comply
	revised
	F
	
	TEI7
	C4

	CP-090762
	29.109
	0063
	2
	8.3.0
	Rel‑8
	Zh 2G GBA support clarification
	reissued
	A
	
	TEI7
	C4

	CP-091031
	29.109
	0063
	2
	8.3.0
	Rel‑8
	2G GBA Option not supported in HSS
	approved
	A
	8.4.0
	TEI7
	C4

	CP-090762
	29.109
	0064
	2
	8.3.0
	Rel‑8
	Zh Sync failure recovery
	reissued
	A
	
	TEI7
	C4

	CP-091031
	29.109
	0064
	2
	8.3.0
	Rel‑8
	Synchronization Failure Recovery over Zh
	approved
	A
	8.4.0
	TEI7
	C4

	CP-090762
	29.109
	0065
	2
	8.3.0
	Rel‑8
	Zh unable to comply
	revised
	A
	
	TEI7
	C4

	CP-091031
	29.109
	0065
	3
	8.3.0
	Rel‑8
	Zh and Zn Unable to Comply
	approved
	A
	8.4.0
	TEI7
	C4

	CP-090782
	29.109
	0066
	1
	8.3.0
	Rel‑8
	Zh identity unknown handling
	approved
	F
	8.4.0
	TEI8
	C4

	CP-090782
	29.109
	0067
	2
	8.3.0
	Rel‑8
	Zh general clarifications
	approved
	F
	8.4.0
	TEI8
	C4

	CP-090762
	29.109
	0068
	2
	9.0.0
	Rel‑9
	Zh 2G GBA support clarification
	reissued
	A
	
	TEI7
	C4

	CP-091031
	29.109
	0068
	2
	9.0.0
	Rel‑9
	2G GBA Option not supported in HSS
	approved
	A
	9.1.0
	TEI7
	C4

	CP-091031
	29.109
	0069
	2
	9.0.0
	Rel‑9
	Synchronization Failure Recovery over Zh
	approved
	A
	9.1.0
	TEI7
	C4

	CP-090762
	29.109
	0069
	2
	9.0.0
	Rel‑9
	Zh Sync failure recovery
	reissued
	A
	
	TEI7
	C4

	CP-090762
	29.109
	0070
	2
	9.0.0
	Rel‑9
	Zh unable to comply
	revised
	A
	
	TEI7
	C4

	CP-091031
	29.109
	0070
	3
	9.0.0
	Rel‑9
	Zh and Zn Unable to Comply
	approved
	A
	9.1.0
	TEI7
	C4

	CP-090782
	29.109
	0071
	1
	9.0.0
	Rel‑9
	Zh identity unknown handling
	approved
	A
	9.1.0
	TEI8
	C4

	CP-090782
	29.109
	0072
	2
	9.0.0
	Rel‑9
	Zh general clarifications
	approved
	A
	9.1.0
	TEI8
	C4

	CP-090922
	29.118
	0034
	1
	8.3.0
	Rel‑9
	Paging signalling optimization after MME failure
	approved
	B
	9.0.0
	TEI9
	C1

	CP-090922
	29.118
	0035
	2
	8.3.0
	Rel‑9
	Paging Clarifications
	approved
	F
	9.0.0
	TEI9
	C1

	CP-090916
	29.118
	0036
	1
	8.3.0
	Rel‑8
	Paging procedure in MME for supporting SMS only
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090916
	29.118
	0037
	1
	8.3.0
	Rel‑8
	Location update initiation for SMS over SGs only
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090915
	29.118
	0038
	6
	8.3.0
	Rel‑8
	Corrections for SGs Service Request
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090916
	29.118
	0039
	2
	8.3.0
	Rel‑8
	Correction for Online and offline charging parameters
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090915
	29.118
	0040
	1
	8.3.0
	Rel‑8
	Correction of definition of MME name
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090915
	29.118
	0041
	1
	8.3.0
	Rel‑8
	Implicit detach procedure in VLR correction
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090916
	29.118
	0042
	-
	8.3.0
	Rel‑8
	Remove use case of UE not supporting combined attach for 'SMS only'
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090915
	29.118
	0043
	1
	8.3.0
	Rel‑8
	Handling of EPS detach indication
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090915
	29.118
	0044
	-
	8.3.0
	Rel‑8
	Correction of reference to TS 23.195
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090915
	29.118
	0046
	-
	8.3.0
	Rel‑8
	HSS location update procedure and location update procedure for non-EPS services
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090915
	29.118
	0047
	1
	8.3.0
	Rel‑8
	Correction of values of IMSI detach from EPS service type IE and IMSI detach from non-EPS service type IE
	approved
	F
	8.4.0
	SES-CSFB
	C1

	CP-090922
	29.118
	0048
	1
	8.3.0
	Rel‑9
	Add UE EMM Mode IE in SGSP-SERVICE-REQUEST message
	approved
	B
	9.0.0
	TEI9
	C1

	CP-090851
	29.162
	0039
	4
	9.2.0
	Rel‑9
	Media Inactivity Detection
	approved
	B
	9.3.0
	IMS_IBCF
	C3

	CP-090851
	29.162
	0041
	6
	9.2.0
	Rel‑9
	Handling of RTCP
	approved
	B
	9.3.0
	IMS_IBCF
	C3

	CP-090851
	29.162
	0042
	2
	9.2.0
	Rel‑9
	QoS Packet Marking
	approved
	B
	9.3.0
	IMS_IBCF
	C3

	CP-090851
	29.162
	0043
	2
	9.2.0
	Rel‑9
	Termination Heartbeat Procedure
	approved
	B
	9.3.0
	IMS_IBCF
	C3

	CP-090851
	29.162
	0045
	2
	9.2.0
	Rel‑9
	Mandatory features in TrGW
	approved
	F
	9.3.0
	IMS_IBCF
	C3

	CP-090851
	29.162
	0046
	2
	9.2.0
	Rel‑9
	Specification clean-up
	approved
	F
	9.3.0
	IMS_IBCF
	C3

	CP-090851
	29.162
	0047
	1
	9.2.0
	Rel‑9
	Abbreviations Tidy-Up
	approved
	B
	9.3.0
	IMS_IBCF
	C3

	CP-090851
	29.162
	0048
	-
	9.2.0
	Rel‑9
	Non-Call Related Procedure Alignment
	approved
	F
	9.3.0
	IMS_IBCF
	C3

	CP-090851
	29.162
	0049
	1
	9.2.0
	Rel‑9
	Use of IP Interface Type
	approved
	B
	9.3.0
	IMS_IBCF
	C3

	CP-090851
	29.162
	0050
	3
	9.2.0
	Rel‑9
	Traffic Policing
	approved
	B
	9.3.0
	IMS_IBCF
	C3

	CP-090855
	29.163
	0311
	1
	8.8.0
	Rel‑9
	CS-IMS interworking for SRVCC emergency calls
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS_SRVCC
	C3

	CP-090835
	29.163
	0312
	5
	7.16.0
	Rel‑7
	Correction of CPC parameter mapping
	approved
	F
	7.17.0
	IMS-CCR-IWCS
	C3

	CP-090835
	29.163
	0313
	5
	8.8.0
	Rel‑8
	Correction of CPC parameter mapping
	approved
	A
	8.9.0
	IMS-CCR-IWCS
	C3

	CP-090848
	29.163
	0314
	-
	8.8.0
	Rel‑8
	CDIV redirection parameters mapping
	approved
	F
	8.9.0
	IMS-CCR-IWCS
	C3

	CP-090849
	29.163
	0315
	1
	8.8.0
	Rel‑9
	Fallback to speech for CS originated multimedia call
	approved
	B
	9.0.0
	TEI9
	C3

	CP-090848
	29.163
	0319
	5
	8.8.0
	Rel‑8
	Support interworking of Call Forwarding information
	approved
	F
	8.9.0
	IMS-CCR-IWCS
	C3

	CP-090834
	29.163
	0321
	2
	7.16.0
	Rel‑7
	Reference to Reason Header in Responses
	approved
	F
	7.17.0
	FBI
	C3

	CP-090834
	29.163
	0322
	3
	8.8.0
	Rel‑8
	Reference to Reason Header in Responses
	approved
	A
	8.9.0
	FBI
	C3

	CP-090835
	29.163
	0323
	3
	7.16.0
	Rel‑7
	Interworking ISUP OLI parameter
	approved
	F
	7.17.0
	IMS-CCR-IWCS
	C3

	CP-090835
	29.163
	0324
	2
	8.8.0
	Rel‑8
	Interworking ISUP OLI parameter
	approved
	B
	8.9.0
	IMS-CCR-IWCS
	C3

	CP-090835
	29.163
	0325
	1
	7.16.0
	Rel‑7
	Mapping for Communication Barring Service
	approved
	F
	7.17.0
	IMS-CCR-IWCS
	C3

	CP-090835
	29.163
	0326
	1
	8.8.0
	Rel‑8
	Mapping for Communication Barring Service
	approved
	A
	8.9.0
	IMS-CCR-IWCS
	C3

	CP-090849
	29.163
	0327
	4
	8.8.0
	Rel‑9
	Mapping of ISUP Cause values in CPG or ACM to SIP reason header in provisional responses
	approved
	B
	9.0.0
	TEI9
	C3

	CP-090834
	29.163
	0329
	2
	7.16.0
	Rel‑7
	Mapping of From header at O-MGCF
	approved
	F
	7.17.0
	FBI
	C3

	CP-090834
	29.163
	0330
	2
	8.8.0
	Rel‑8
	Mapping of From header at O-MGCF
	approved
	A
	8.9.0
	FBI
	C3

	CP-090854
	29.165
	0021
	5
	9.0.0
	Rel‑9
	Requirements for HOLD service over II-NNI
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0022
	5
	9.0.0
	Rel‑9
	Requirements for CW service over II-NNI
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090844
	29.165
	0023
	-
	8.3.0
	Rel‑8
	Aligning references to P-Asserted-Service
	approved
	F
	8.4.0
	FBI2-IOPSI
	C3

	CP-090844
	29.165
	0024
	3
	9.0.0
	Rel‑9
	Aligning references to P-Asserted-Service
	approved
	A
	9.1.0
	FBI2-IOPSI
	C3

	CP-090844
	29.165
	0025
	-
	8.3.0
	Rel‑8
	Annex A header updated with Answer-Mode, Priv-Answer-Mode and P-Answer-State
	approved
	F
	8.4.0
	FBI2-IOPSI
	C3

	CP-090844
	29.165
	0026
	-
	9.0.0
	Rel‑9
	Annex A header updated with Answer-Mode, Priv-Answer-Mode and P-Answer-State
	approved
	A
	9.1.0
	FBI2-IOPSI
	C3

	CP-090854
	29.165
	0031
	6
	9.0.0
	Rel‑9
	Filling of the table about major capabilities on II-NNI
	approved
	F
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0032
	1
	9.0.0
	Rel‑9
	Customized Ringing Signal (CRS) modification
	approved
	F
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0033
	2
	9.0.0
	Rel‑9
	Completing the Personal Network Management (PNM) supplementary service
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0034
	1
	9.0.0
	Rel‑9
	Aligning existing supplementary services
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0035
	1
	9.0.0
	Rel‑9
	Completing the Flexible Alerting (FA) supplementary service
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0036
	1
	9.0.0
	Rel‑9
	Completing the Closed User Group (CUG) supplementary service
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0037
	3
	9.0.0
	Rel‑9
	Completing the Three-Party (3PTY) and Conference (CONF) supplementary services
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0038
	3
	9.0.0
	Rel‑9
	Completing the Anonymous Communication Rejection (ACR) supplementary service
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0039
	3
	9.0.0
	Rel‑9
	Completing Completion of Communications to Busy Subscriber (CCBS) and Completion of Communications by No Reply (CCNR) supplementary services
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0040
	-
	9.0.0
	Rel‑9
	Completing MesSge Waiting Indication (MWI) supplementary service
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0041
	1
	9.0.0
	Rel‑9
	Completing the Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR) needs to be completed.
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0042
	3
	9.0.0
	Rel‑9
	Completing the Communication Barring (CB) supplementary service
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0043
	2
	9.0.0
	Rel‑9
	Completing Explicit Communication Transfert (ECT)
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0044
	3
	9.0.0
	Rel‑9
	Completing Communication DIVersion (CDIV) supplementary services
	approved
	B
	9.1.0
	II-NNI
	C3

	CP-090854
	29.165
	0046
	2
	9.0.0
	Rel‑9
	Deletion of an editors note on OIR service
	approved
	F
	9.1.0
	II-NNI
	C3

	CP-090844
	29.165
	0047
	3
	9.0.0
	Rel‑9
	Annex A header updated
	approved
	A
	9.1.0
	FBI2-IOPSI
	C3

	CP-090844
	29.165
	0048
	3
	8.3.0
	Rel‑8
	Annex A header updated
	approved
	F
	8.4.0
	FBI2-IOPSI
	C3

	CP-090799
	29.168
	0007
	4
	8.2.0
	Rel‑9
	Enhancements to Warnig Notifications to support PWS/CMAS Requirements
	approved
	B
	9.0.0
	PWS-ST3
	C4

	CP-090780
	29.168
	0008
	1
	8.2.0
	Rel‑8
	Missing OMC-ID & other corrections
	approved
	F
	8.3.0
	ETWS
	C4

	CP-090780
	29.168
	0009
	-
	8.2.0
	Rel‑8
	Correction of Warning MesSge Transmission procedure
	approved
	F
	8.3.0
	ETWS
	C4

	CP-090801
	29.205
	0017
	2
	9.0.0
	Rel‑9
	Introduction of IMEI IE to Mobile APM for SrVCC Emergency Calls
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS_SRVCC ?
	C4

	CP-090836
	29.212
	0332
	1
	8.5.0
	Rel‑8
	Adding time zone event related AVP in the RAA
	approved
	F
	8.6.0
	PCC
	C3

	CP-090836
	29.212
	0333
	-
	9.0.0
	Rel‑9
	Adding time zone event related AVP in the RAA
	approved
	A
	9.1.0
	PCC
	C3

	CP-090836
	29.212
	0334
	2
	7.10.0
	Rel‑7
	RAT type in the initial CCR
	approved
	F
	7.11.0
	PCC
	C3

	CP-090836
	29.212
	0335
	2
	8.5.0
	Rel‑8
	RAT type in the initial CCR
	approved
	A
	8.6.0
	PCC
	C3

	CP-090836
	29.212
	0336
	2
	9.0.0
	Rel‑9
	RAT type in the initial CCR
	approved
	A
	9.1.0
	PCC
	C3

	CP-090840
	29.212
	0337
	1
	8.5.0
	Rel‑8
	Mapping for GRPS QoS Class Identifier to from UMTS QoS parameters
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0338
	1
	9.0.0
	Rel‑9
	Mapping for GRPS QoS Class Identifier to from UMTS QoS parameters
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090857
	29.212
	0346
	2
	9.0.0
	Rel‑9
	USge Reporting in Gx
	approved
	B
	9.1.0
	PCC-Enh
	C3

	CP-090856
	29.212
	0347
	4
	9.0.0
	Rel‑9
	Completion of Gx procedures for IMS Emergency calls 
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C3

	CP-090840
	29.212
	0351
	5
	8.5.0
	Rel‑8
	Mapping of access network codes
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0352
	5
	9.0.0
	Rel‑9
	Mapping of access network codes
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0353
	3
	9.0.0
	Rel‑9
	Addition of allowed values for QCI AVP
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0354
	4
	8.5.0
	Rel‑8
	Addition of allowed values for QCI AVP
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0355
	2
	8.5.0
	Rel‑8
	Corrections on setting of IP-CAN Type value
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0356
	2
	9.0.0
	Rel‑9
	Corrections on setting of IP-CAN Type value
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0359
	1
	8.5.0
	Rel‑8
	Corrections to applicability of some AVPs
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0360
	1
	9.0.0
	Rel‑9
	Corrections to applicability of some AVPs
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090836
	29.212
	0363
	1
	8.5.0
	Rel‑8
	Corrections to PCC rule provisioning
	approved
	A
	8.6.0
	PCC
	C3

	CP-090836
	29.212
	0364
	1
	9.0.0
	Rel‑9
	Corrections to PCC rule provisioning
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0365
	2
	8.5.0
	Rel‑8
	Clarification of the Event-Report-Indication AVP
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0366
	2
	9.0.0
	Rel‑9
	Clarification of the Event-Report-Indication AVP
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090836
	29.212
	0367
	1
	7.10.0
	Rel‑7
	Clarification and correction of IPv6 procedures over Gx
	approved
	F
	7.11.0
	PCC
	C3

	CP-090836
	29.212
	0368
	1
	8.5.0
	Rel‑8
	Clarification and correction of IPv6 procedures over Gx
	approved
	F
	8.6.0
	PCC
	C3

	CP-090836
	29.212
	0369
	1
	9.0.0
	Rel‑9
	Clarification and correction of IPv6 procedures over Gx
	approved
	A
	9.1.0
	PCC
	C3

	CP-090840
	29.212
	0370
	3
	8.5.0
	Rel‑8
	Supported Features for Rel‑8 Gx
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090857
	29.212
	0371
	4
	9.0.0
	Rel‑9
	Supported Features for Rel‑9 Gx and Gxx
	approved
	B
	9.1.0
	PCC-Enh
	C3

	CP-090836
	29.212
	0372
	-
	7.10.0
	Rel‑7
	Corrections to PCC rule provisioning
	approved
	F
	7.11.0
	PCC
	C3

	CP-090836
	29.212
	0373
	2
	7.10.0
	Rel‑7
	Report the UE time zone information to the PCRF
	approved
	F
	7.11.0
	PCC
	C3

	CP-090857
	29.212
	0374
	2
	9.0.0
	Rel‑9
	PCC Support for CSG
	approved
	B
	9.1.0
	PCC-Enh
	C3

	CP-090836
	29.212
	0375
	1
	7.10.0
	Rel‑7
	Correction for the missing Charging-Rule-Base-Name
	approved
	F
	7.11.0
	PCC
	C3

	CP-090836
	29.212
	0376
	1
	8.5.0
	Rel‑8
	Correction for the missing Charging-Rule-Base-Name
	approved
	A
	8.6.0
	PCC
	C3

	CP-090836
	29.212
	0377
	1
	9.0.0
	Rel‑9
	Correction for the missing Charging-Rule-Base-Name
	approved
	A
	9.1.0
	PCC
	C3

	CP-090840
	29.212
	0378
	1
	8.5.0
	Rel‑8
	QCI change during an MS-Initiated EPS Bearer Modification Procedure
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0379
	1
	9.0.0
	Rel‑9
	QCI change during an MS-Initiated EPS Bearer Modification Procedure
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0380
	1
	8.5.0
	Rel‑8
	Cleaning of the Editor's Notes
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0381
	1
	9.0.0
	Rel‑9
	Cleaning of the Editor's Notes
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0382
	1
	8.5.0
	Rel‑8
	3GPP-RAT-Type support for backward compatibility
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0383
	1
	9.0.0
	Rel‑9
	3GPP-RAT-Type support for backward compatibility
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0386
	3
	8.5.0
	Rel‑8
	EPC-based non-3GPP Annex
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0387
	3
	9.0.0
	Rel‑9
	EPC-based non-3GPP Annex
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0388
	1
	8.5.0
	Rel‑8
	Resolve editors note on MCC/MNC AVP
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0389
	1
	9.0.0
	Rel‑9
	Resolve editors note on MCC/MNC AVP
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090857
	29.212
	0392
	2
	9.0.0
	Rel‑9
	Correction to applicability of the PDN-Connection-ID AVP
	approved
	B
	9.1.0
	PCC-Enh
	C3

	CP-090840
	29.212
	0393
	2
	8.5.0
	Rel‑8
	PCC/QoS rule modification failure handling
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090840
	29.212
	0395
	1
	9.0.0
	Rel‑9
	PCC/QoS rule modification failure handling
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0206
	2
	8.5.0
	Rel‑8
	ARP for the bearer binding
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0207
	2
	9.0.0
	Rel‑9
	ARP for the bearer binding
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0211
	1
	8.5.0
	Rel‑8
	Handling of Bearer Control Mode in roaming cases
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0212
	1
	9.0.0
	Rel‑9
	Handling of Bearer Control Mode in roaming cases
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090856
	29.213
	0215
	2
	9.0.0
	Rel‑9
	IMS Emergency information Flows
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C3

	CP-090837
	29.213
	0223
	2
	7.8.0
	Rel‑7
	IMS Session Termination
	approved
	F
	7.9.0
	PCC
	C3

	CP-090837
	29.213
	0224
	2
	8.5.0
	Rel‑8
	IMS Session Termination
	approved
	A
	8.6.0
	PCC
	C3

	CP-090837
	29.213
	0225
	2
	9.0.0
	Rel‑9
	IMS Session Termination
	approved
	A
	9.1.0
	PCC
	C3

	CP-090841
	29.213
	0226
	1
	8.5.0
	Rel‑8
	Correction to the BBERF-initiated gateway control session termination
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0227
	1
	9.0.0
	Rel‑9
	Correction to the BBERF-initiated gateway control session termination
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0228
	1
	8.5.0
	Rel‑8
	Correction to the scope of 29.213
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0229
	1
	9.0.0
	Rel‑9
	Correction to the scope of 29.213
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0230
	3
	8.5.0
	Rel‑8
	Deferred session linking handling in roaming scenario
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0231
	3
	9.0.0
	Rel‑9
	Deferred session linking handling in roaming scenario
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090857
	29.213
	0232
	1
	9.0.0
	Rel‑9
	The PCEF reports the uSge information to the PCRF
	approved
	B
	9.1.0
	PCC-Enh
	C3

	CP-090857
	29.213
	0233
	1
	9.0.0
	Rel‑9
	The SPR stores uSge allowance in the IP-CAN session termination flows
	approved
	B
	9.1.0
	PCC-Enh
	C3

	CP-090837
	29.213
	0234
	2
	7.8.0
	Rel‑7
	Clarification and correction of IPv6 call flows and procedures
	approved
	F
	7.9.0
	PCC
	C3

	CP-090837
	29.213
	0235
	2
	8.5.0
	Rel‑8
	Clarification and correction of IPv6 call flows and procedures
	approved
	A
	8.6.0
	PCC
	C3

	CP-090837
	29.213
	0236
	2
	9.0.0
	Rel‑9
	Clarification and correction of IPv6 call flows and procedures
	approved
	A
	9.1.0
	PCC
	C3

	CP-090837
	29.213
	0237
	1
	7.8.0
	Rel‑7
	Error about IP QoS and UMTS QoS parameters in 29.213
	approved
	F
	7.9.0
	PCC
	C3

	CP-090837
	29.213
	0238
	1
	8.5.0
	Rel‑8
	Small terminology correction in 29.213
	approved
	A
	8.6.0
	PCC
	C3

	CP-090837
	29.213
	0239
	1
	9.0.0
	Rel‑9
	Small terminology correction in 29.213
	approved
	A
	9.1.0
	PCC
	C3

	CP-090837
	29.213
	0240
	1
	7.8.0
	Rel‑7
	AF procedure for the Specific-Action
	approved
	F
	7.9.0
	PCC
	C3

	CP-090841
	29.213
	0243
	-
	8.5.0
	Rel‑8
	Cleaning of the Editor's Notes
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0244
	-
	9.0.0
	Rel‑9
	Cleaning of the Editor's Notes
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0245
	1
	8.5.0
	Rel‑8
	PCEF-Initiated IP-CAN session modification flows
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0246
	1
	9.0.0
	Rel‑9
	PCEF-Initiated IP-CAN session modification flows
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090857
	29.213
	0247
	-
	9.0.0
	Rel‑9
	USge monitoring support in the flows
	approved
	B
	9.1.0
	PCC-Enh
	C3

	CP-090841
	29.213
	0248
	2
	8.5.0
	Rel‑8
	V-PCRF VPLMN  Policy Enforcement   Acceptable QoS  Offer for HR
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0249
	2
	9.0.0
	Rel‑9
	V-PCRF VPLMN  Policy Enforcement  Acceptable QoS  Offer for HR
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0250
	4
	8.5.0
	Rel‑8
	V-PCRF VPLMN  Policy Enforcement   Acceptable QoS  Offer for VA
	approved
	F
	8.6.0
	SES-St3-PCC
	C3

	CP-090841
	29.213
	0251
	4
	9.0.0
	Rel‑9
	V-PCRF VPLMN  Policy Enforcement  Acceptable QoS  Offer for VA
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090852
	29.213
	0256
	2
	9.0.0
	Rel‑9
	P-CSCF Restoration procedure
	approved
	B
	9.1.0
	eIMS_RP
	C3

	CP-090837
	29.213
	0257
	1
	7.8.0
	Rel‑7
	Correction to the Enabling of IP Flows in 29.213
	approved
	F
	7.9.0
	PCC
	C3

	CP-090837
	29.213
	0258
	1
	8.5.0
	Rel‑8
	Correction to the Enabling of IP Flows in 29.213
	approved
	A
	8.6.0
	PCC
	C3

	CP-090837
	29.213
	0259
	1
	9.0.0
	Rel‑9
	Correction to the Enabling of IP Flows in 29.213
	approved
	A
	9.1.0
	PCC
	C3

	CP-090842
	29.214
	0115
	3
	8.6.0
	Rel‑8
	Access network charging identifier handling in Rx
	approved
	F
	8.7.0
	SES-St3-PCC
	C3

	CP-090842
	29.214
	0116
	3
	9.1.0
	Rel‑9
	Access Network Charging Identifier handling in Rx
	approved
	A
	9.2.0
	SES-St3-PCC
	C3

	CP-090857
	29.214
	0117
	2
	9.1.0
	Rel‑9
	PCC handling of SDP of early session disposition type
	approved
	B
	9.2.0
	PCC-Enh
	C3

	CP-090838
	29.214
	0118
	1
	7.8.0
	Rel‑7
	Use of IPv6 Prefix
	approved
	F
	7.9.0
	PCC
	C3

	CP-090838
	29.214
	0119
	1
	8.6.0
	Rel‑8
	Use of IPv6 Prefix
	approved
	A
	8.7.0
	PCC
	C3

	CP-090838
	29.214
	0120
	1
	9.1.0
	Rel‑9
	Use of IPv6 Prefix
	approved
	A
	9.2.0
	PCC
	C3

	CP-090842
	29.214
	0121
	2
	8.6.0
	Rel‑8
	Corrections for PCC/QoS rule modification failure
	approved
	F
	8.7.0
	SES-St3-PCC
	C3

	CP-090842
	29.214
	0122
	3
	9.1.0
	Rel‑9
	Corrections for PCC/QoS rule modification failure
	approved
	A
	9.2.0
	SES-St3-PCC
	C3

	CP-090842
	29.214
	0126
	4
	8.6.0
	Rel‑8
	Supported Features for Rel‑8 Rx
	approved
	F
	8.7.0
	SES-St3-PCC
	C3

	CP-090857
	29.214
	0127
	4
	9.1.0
	Rel‑9
	Supported Features for Rel‑9 Rx
	approved
	B
	9.2.0
	PCC-Enh
	C3

	CP-090838
	29.214
	0128
	1
	7.8.0
	Rel‑7
	Rx request handling
	approved
	F
	7.9.0
	PCC
	C3

	CP-090838
	29.214
	0129
	1
	8.6.0
	Rel‑8
	Rx request handling
	approved
	A
	8.7.0
	PCC
	C3

	CP-090838
	29.214
	0130
	1
	9.1.0
	Rel‑9
	Rx request handling
	approved
	A
	9.2.0
	PCC
	C3

	CP-090843
	29.215
	0041
	3
	8.3.0
	Rel‑8
	Handling of Bearer Control Mode in S9 reference point
	approved
	F
	8.4.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0042
	3
	9.0.0
	Rel‑9
	Handling of Bearer Control Mode in S9 reference point
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090857
	29.215
	0043
	1
	9.0.0
	Rel‑9
	USge Reporting in S9
	approved
	B
	9.1.0
	PCC-Enh
	C3

	CP-090843
	29.215
	0044
	3
	8.3.0
	Rel‑8
	Bearer control mode selection over S9
	approved
	F
	8.4.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0045
	3
	9.0.0
	Rel‑9
	Bearer control mode selection over S9
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0046
	-
	8.3.0
	Rel‑8
	Correction to the Multiple BBERF handling
	approved
	F
	8.4.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0047
	-
	9.0.0
	Rel‑9
	Correction to the Multiple BBERF handling
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0048
	2
	8.3.0
	Rel‑8
	Deferred session linking handling in home routed case
	approved
	F
	8.4.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0049
	2
	9.0.0
	Rel‑9
	Deferred session linking handling in home routed case
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0050
	5
	8.3.0
	Rel‑8
	Deferred session linking handling in visited access case
	approved
	F
	8.4.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0051
	5
	9.0.0
	Rel‑9
	Deferred session linking handling in visited access case
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090857
	29.215
	0052
	3
	9.0.0
	Rel‑9
	Session linking handling of MUPSP in home routed case
	approved
	B
	9.1.0
	PCC-Enh
	C3

	CP-090857
	29.215
	0053
	5
	9.0.0
	Rel‑9
	Session linking handling of MUPSP in visited access case
	approved
	B
	9.1.0
	PCC-Enh
	C3

	CP-090843
	29.215
	0056
	-
	8.3.0
	Rel‑8
	V-AF Subscription to Notification of Signalling Path Status
	approved
	F
	8.4.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0057
	-
	9.0.0
	Rel‑9
	V-AF Subscription to Notification of Signalling Path Status
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0058
	1
	8.3.0
	Rel‑8
	V-PCRF Handling  of  BBERF CCR/CCA MesSges
	approved
	F
	8.4.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0059
	1
	9.0.0
	Rel‑9
	V-PCRF Handling  of  BBERF CCR/CCA MesSges
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0062
	-
	8.3.0
	Rel‑8
	Supported-Features for S9
	approved
	F
	8.4.0
	SES-St3-PCC
	C3

	CP-090857
	29.215
	0063
	2
	9.0.0
	Rel‑9
	Supported-Features for S9
	approved
	B
	9.1.0
	PCC-Enh
	C3

	CP-090843
	29.215
	0064
	-
	8.3.0
	Rel‑8
	Adding the missed AVP in the RAA command of S9
	approved
	F
	8.4.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0065
	-
	9.0.0
	Rel‑9
	Adding the missed AVP in the RAA command of S9
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0069
	2
	8.3.0
	Rel‑8
	Destination Realm
	approved
	F
	8.4.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0070
	2
	9.0.0
	Rel‑9
	Destination Realm
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0073
	-
	8.3.0
	Rel‑8
	Use of Access Network charging network
	approved
	F
	8.4.0
	SES-St3-PCC
	C3

	CP-090843
	29.215
	0074
	-
	9.0.0
	Rel‑9
	Use of Access Network charging network
	approved
	A
	9.1.0
	SES-St3-PCC
	C3

	CP-090781
	29.228
	0452
	1
	8.6.0
	Rel‑8
	Unregistered user clarification
	approved
	F
	8.7.0
	TEI8
	C4

	CP-090778
	29.228
	0456
	2
	8.6.0
	Rel‑8
	Session Priority
	approved
	F
	8.7.0
	PRIOR-MM
	C4

	CP-090781
	29.228
	0457
	2
	8.6.0
	Rel‑8
	HSS behaviour after PPA with unknown user
	approved
	F
	8.7.0
	TEI8
	C4

	CP-090781
	29.228
	0458
	1
	8.6.0
	Rel‑8
	Check of the S-CSCF name
	approved
	F
	8.7.0
	TEI8
	C4

	CP-090761
	29.228
	0459
	-
	7.11.0
	Rel‑7
	IMPI must be sent in SR for UE initiated requests
	approved
	F
	7.12.0
	TEI7
	C4

	CP-090761
	29.228
	0460
	-
	8.6.0
	Rel‑8
	IMPI must be sent in SR for UE initiated requests
	approved
	A
	8.7.0
	TEI7
	C4

	CP-090784
	29.229
	0182
	2
	8.7.0
	Rel‑8
	SIP Digest AVP Flag Settings
	approved
	F
	8.8.0
	PktCbl-Sec
	C4

	CP-090781
	29.229
	0185
	1
	8.7.0
	Rel‑8
	Unregistered user clarification
	approved
	F
	8.8.0
	TEI8
	C4

	CP-090778
	29.229
	0188
	2
	8.7.0
	Rel‑8
	Session Priority
	approved
	F
	8.8.0
	PRIOR-MM
	C4

	CP-090768
	29.229
	0189
	-
	8.7.0
	Rel‑8
	Validity of Feature Bit Value in Feature-List AVP
	withdrawn
	F
	
	TEI8
	C4

	CP-091030
	29.229
	0189
	-
	8.7.0
	Rel‑8
	Validity of Feature Bit Value in Feature-List AVP
	approved
	F
	8.8.0
	TEI8
	C4

	CP-090800
	29.230
	0154
	1
	9.0.0
	Rel‑9
	ICS-Flag
	approved
	B
	9.1.0
	IMS_SCC-ICS
	C4

	CP-091032
	29.230
	0155
	-
	8.7.0
	Rel‑8
	From GMLC-Address to GMLC-Number
	approved
	F
	8.8.0
	SAES
	C4

	CP-090779
	29.230
	0155
	-
	8.7.0
	Rel‑8
	From GMLC-Address to GMLC-Number
	reissued
	F
	
	SES
	C4

	CP-090779
	29.230
	0156
	-
	9.0.0
	Rel‑9
	From GMLC-Address to GMLC-Number
	reissued
	A
	
	SES
	C4

	CP-091032
	29.230
	0156
	-
	9.0.0
	Rel‑9
	From GMLC-Address to GMLC-Number
	approved
	A
	9.1.0
	SAES
	C4

	CP-090778
	29.230
	0159
	-
	8.7.0
	Rel‑8
	Session Priority
	approved
	F
	8.8.0
	PRIOR
	C4

	CP-090778
	29.230
	0160
	-
	9.0.0
	Rel‑9
	Session Priority
	approved
	A
	9.1.0
	PRIOR
	C4

	CP-090797
	29.230
	0163
	2
	9.0.0
	Rel‑9
	Introduction of SLh application related AVPs and Experimental Result codes
	approved
	F
	9.1.0
	TEI9
	C4

	CP-090762
	29.230
	0164
	-
	7.13.0
	Rel‑8
	Diameter error identity unknown
	reissued
	A
	
	TEI7
	C4

	CP-091031
	29.230
	0164
	-
	8.7.0
	Rel‑8
	Missing AVP error codes
	approved
	F
	8.8.0
	TEI7
	C4

	CP-090762
	29.230
	0165
	-
	8.7.0
	Rel‑9
	Diameter error identity unknown
	reissued
	A
	
	TEI8
	C4

	CP-091031
	29.230
	0165
	-
	9.0.0
	Rel‑9
	Missing AVP error codes
	approved
	F
	9.1.0
	TEI8
	C4

	CP-090762
	29.230
	0166
	-
	7.3.0
	Rel‑7
	Diameter error identity unknown
	reissued
	F
	
	TEI7
	C4

	CP-091031
	29.230
	0166
	-
	7.13.0
	Rel‑7
	Missing AVP error codes
	approved
	F
	7.14.0
	TEI8
	C4

	CP-090797
	29.230
	0167
	1
	9.0.0
	Rel‑9
	Introduction of SLg application related AVPs and Experimental Result codes
	approved
	F
	9.1.0
	TEI9
	C4

	CP-090763
	29.232
	0628
	-
	8.8.1
	Rel‑8
	Commands Using IP Interface Type
	approved
	F
	8.9.0
	SIP_Nc
	C4

	CP-090759
	29.234
	0144
	-
	6.13.0
	Rel‑6
	IETF RFC 5580 Alignment
	approved
	F
	6.14.0
	WLAN-IW
	C4

	CP-090759
	29.234
	0145
	-
	7.10.0
	Rel‑7
	IETF RFC 5580 Alignment
	approved
	A
	7.11.0
	WLAN-IW
	C4

	CP-090759
	29.234
	0146
	-
	8.1.0
	Rel‑8
	IETF RFC 5580 Alignment
	approved
	A
	8.2.0
	WLAN-IW
	C4

	CP-090839
	29.235
	0053
	-
	8.4.0
	Rel‑8
	Handling of a MGW identifier from external SIP-I network
	approved
	F
	8.5.0
	SIP_Nc
	C3

	CP-090839
	29.235
	0054
	-
	9.2.0
	Rel‑9
	Handling of a MGW identifier from external SIP-I network
	approved
	A
	9.3.0
	SIP_Nc
	C3

	CP-090850
	29.235
	0055
	3
	9.2.0
	Rel‑9
	Media Inactivity Detection
	approved
	B
	9.3.0
	CS-IBCF
	C3

	CP-090850
	29.235
	0059
	3
	9.2.0
	Rel‑9
	RTCP Handling
	approved
	B
	9.3.0
	CS_IBCF
	C3

	CP-090850
	29.235
	0061
	1
	9.2.0
	Rel‑9
	QoS Packet Marking
	approved
	B
	9.3.0
	CS-IBCF
	C3

	CP-090850
	29.235
	0063
	3
	9.2.0
	Rel‑9
	Termination Heartbeat Procedure
	approved
	B
	9.3.0
	CS-IBCF
	C3

	CP-090850
	29.235
	0065
	3
	9.2.0
	Rel‑9
	Mandatory Features in the CS-TrGW
	approved
	B
	9.3.0
	CS-IBCF
	C3

	CP-090850
	29.235
	0066
	-
	9.2.0
	Rel‑9
	Non-Call Related Procedure Alignment
	approved
	F
	9.3.0
	CS-IBCF
	C3

	CP-090850
	29.235
	0067
	2
	9.2.0
	Rel‑9
	Traffic Policing
	approved
	B
	9.3.0
	CS-IBCF
	C3

	CP-090858
	29.235
	0068
	1
	9.2.0
	Rel‑9
	Reference Tidy-Up
	approved
	F
	9.3.0
	SIP_Nc
	C3

	CP-090858
	29.235
	0069
	1
	9.2.0
	Rel‑9
	Miscellaneous Corrections
	approved
	F
	9.3.0
	SIP_Nc
	C3

	CP-090768
	29.272
	0147
	4
	8.4.0
	Rel‑8
	Clarification on Some Subscription Data List Handling in MME/SGSN
	withdrawn
	F
	
	SES
	C4

	CP-091030
	29.272
	0147
	4
	8.4.0
	Rel‑8
	Clarification on Some Subscription Data List Handling in MME/SGSN
	approved
	F
	8.5.0
	SES
	C4

	CP-090768
	29.272
	0148
	4
	9.0.0
	Rel‑9
	Clarification on Some Subscription Data List Handling in MME/SGSN
	withdrawn
	A
	
	SES
	C4

	CP-091030
	29.272
	0148
	4
	9.0.0
	Rel‑9
	Clarification on Some Subscription Data List Handling in MME/SGSN
	approved
	A
	9.1.0
	SES
	C4

	CP-090793
	29.272
	0149
	1
	9.0.0
	Rel‑9
	APN level APN-OI-Replacement
	approved
	C
	9.1.0
	TEI9
	C4

	CP-090800
	29.272
	0150
	2
	9.0.0
	Rel‑9
	ICS-Flag
	approved
	B
	9.1.0
	IMS_SCC-ICS
	C4

	CP-090767
	29.272
	0151
	2
	8.4.0
	Rel‑8
	RFSP alignment in 29.272
	approved
	F
	8.5.0
	SES
	C4

	CP-090767
	29.272
	0152
	2
	9.0.0
	Rel‑9
	RFSP alignment in 29.272
	approved
	A
	9.1.0
	SES
	C4

	CP-090801
	29.272
	0153
	1
	9.0.0
	Rel‑9
	Emergency in Notifiy Command
	approved
	B
	9.1.0
	IMS_EMER_GPRS_EPS
	C4

	CP-090767
	29.272
	0154
	2
	8.4.0
	Rel‑8
	Wildcard APN
	approved
	F
	8.5.0
	SES
	C4

	CP-090767
	29.272
	0155
	2
	9.0.0
	Rel‑9
	Wildcard APN
	approved
	A
	9.1.0
	SES
	C4

	CP-090767
	29.272
	0156
	1
	8.4.0
	Rel‑8
	Lifetime of Charging Characteristics after Change
	approved
	F
	8.5.0
	SES
	C4

	CP-090767
	29.272
	0157
	1
	9.0.0
	Rel‑9
	Lifetime of Charging Characteristics after Change
	approved
	A
	9.1.0
	SES
	C4

	CP-090768
	29.272
	0158
	2
	8.4.0
	Rel‑8
	Correction on the UE initiated detach procedure
	withdrawn
	F
	
	SES
	C4

	CP-091030
	29.272
	0158
	2
	8.4.0
	Rel‑8
	Correction on the UE initiated detach procedure
	approved
	F
	8.5.0
	SES
	C4

	CP-091030
	29.272
	0159
	2
	9.0.0
	Rel‑9
	Correction on the UE initiated detach procedure
	approved
	A
	9.1.0
	SES
	C4

	CP-090768
	29.272
	0159
	2
	9.0.0
	Rel‑9
	Correction on the UE initiated detach procedure
	withdrawn
	A
	
	SES
	C4

	CP-090767
	29.272
	0162
	2
	8.4.0
	Rel‑8
	FQDN for S6a NOR
	approved
	F
	8.5.0
	SES
	C4

	CP-090767
	29.272
	0163
	2
	9.0.0
	Rel‑9
	FQDN for S6a NOR
	approved
	A
	9.1.0
	SES
	C4

	CP-090767
	29.272
	0164
	-
	8.4.0
	Rel‑8
	HPLMN-ODB AVP correction
	approved
	F
	8.5.0
	SES
	C4

	CP-090767
	29.272
	0165
	-
	9.0.0
	Rel‑9
	HPLMN-ODB AVP correction
	approved
	A
	9.1.0
	SES
	C4

	CP-090779
	29.272
	0166
	-
	8.4.0
	Rel‑8
	From GMLC-Address to GMLC-Number
	reissued
	F
	
	SES
	C4

	CP-091032
	29.272
	0166
	-
	8.4.0
	Rel‑8
	From GMLC-Address to GMLC-Number
	approved
	F
	8.5.0
	SAES
	C4

	CP-091032
	29.272
	0167
	-
	9.0.0
	Rel‑9
	From GMLC-Address to GMLC-Number
	approved
	A
	9.1.0
	SAES
	C4

	CP-090779
	29.272
	0167
	-
	9.0.0
	Rel‑9
	From GMLC-Address to GMLC-Number
	reissued
	A
	
	SES
	C4

	CP-091030
	29.272
	0170
	1
	8.4.0
	Rel‑8
	Static PDN GW
	approved
	F
	8.5.0
	SES
	C4

	CP-090768
	29.272
	0170
	1
	8.4.0
	Rel‑8
	Static PDN GW
	withdrawn
	F
	
	SES
	C4

	CP-091030
	29.272
	0171
	1
	9.0.0
	Rel‑9
	Static PDN GW
	approved
	A
	9.1.0
	SES
	C4

	CP-090768
	29.272
	0171
	1
	9.0.0
	Rel‑9
	Static PDN GW
	withdrawn
	A
	
	SES
	C4

	CP-090768
	29.272
	0176
	1
	8.4.0
	Rel‑8
	Clarification on USge of Re-Synchronization-Info AVP
	withdrawn
	F
	
	SES
	C4

	CP-091030
	29.272
	0176
	1
	8.4.0
	Rel‑8
	Clarification on USge of Re-Synchronization-Info AVP
	approved
	F
	8.5.0
	SES
	C4

	CP-091030
	29.272
	0177
	1
	9.0.0
	Rel‑9
	Clarification on USge of Re-Synchronization-Info AVP
	approved
	A
	9.1.0
	SES
	C4

	CP-090768
	29.272
	0177
	1
	9.0.0
	Rel‑9
	Clarification on USge of Re-Synchronization-Info AVP
	withdrawn
	A
	
	SES
	C4

	CP-090768
	29.272
	0178
	1
	8.4.0
	Rel‑8
	Clarification on the Number of PDP-Contexts in the GPRS-Subscription-Data AVP
	withdrawn
	F
	
	SES
	C4

	CP-091030
	29.272
	0178
	1
	8.4.0
	Rel‑8
	Clarification on the Number of PDP-Contexts in the GPRS-Subscription-Data AVP
	approved
	F
	8.5.0
	SES
	C4

	CP-091030
	29.272
	0179
	1
	9.0.0
	Rel‑9
	Clarification on the Number of PDP-Contexts in the GPRS-Subscription-Data AVP
	approved
	A
	9.1.0
	SES
	C4

	CP-090768
	29.272
	0179
	1
	9.0.0
	Rel‑9
	Clarification on the Number of PDP-Contexts in the GPRS-Subscription-Data AVP
	withdrawn
	A
	
	SES
	C4

	CP-090767
	29.272
	0184
	-
	8.4.0
	Rel‑8
	APN-Configuration-Profile uSge in IDR
	approved
	F
	8.5.0
	SES
	C4

	CP-090767
	29.272
	0185
	-
	9.0.0
	Rel‑9
	APN-Configuration-Profile uSge in IDR
	approved
	A
	9.1.0
	SES
	C4

	CP-090768
	29.272
	0186
	2
	8.4.0
	Rel‑8
	IMEI encoding
	withdrawn
	F
	
	SES
	C4

	CP-091030
	29.272
	0186
	2
	8.4.0
	Rel‑8
	IMEI encoding
	approved
	F
	8.5.0
	SES
	C4

	CP-090768
	29.272
	0187
	2
	9.0.0
	Rel‑9
	IMEI encoding
	withdrawn
	A
	
	SES
	C4

	CP-091030
	29.272
	0187
	2
	9.0.0
	Rel‑9
	IMEI encoding
	approved
	A
	9.1.0
	SES
	C4

	CP-090768
	29.272
	0188
	1
	8.4.0
	Rel‑8
	APN-Configuration Service-Selection values
	withdrawn
	F
	
	SES
	C4

	CP-091030
	29.272
	0188
	1
	8.4.0
	Rel‑8
	APN-Configuration Service-Selection values
	approved
	F
	8.5.0
	SES
	C4

	CP-091030
	29.272
	0189
	1
	9.0.0
	Rel‑9
	APN-Configuration Service-Selection values
	approved
	A
	9.1.0
	SES
	C4

	CP-090768
	29.272
	0189
	1
	9.0.0
	Rel‑9
	APN-Configuration Service-Selection values
	withdrawn
	A
	
	SES
	C4

	CP-090768
	29.272
	0190
	1
	8.4.0
	Rel‑8
	QoS attributes
	withdrawn
	F
	
	SES
	C4

	CP-091030
	29.272
	0190
	1
	8.4.0
	Rel‑8
	QoS attributes
	approved
	F
	8.5.0
	SES
	C4

	CP-091030
	29.272
	0191
	1
	9.0.0
	Rel‑9
	QoS attributes
	approved
	A
	9.1.0
	SES
	C4

	CP-090768
	29.272
	0191
	1
	9.0.0
	Rel‑9
	QoS attributes
	withdrawn
	A
	
	SES
	C4

	CP-090789
	29.272
	0196
	1
	9.0.0
	Rel‑9
	Subscription-Data clarification for UE Reachability
	approved
	B
	9.1.0
	TEI9
	C4

	CP-091030
	29.272
	0197
	2
	8.4.0
	Rel‑8
	Vendor-Specific Application ID
	approved
	F
	8.5.0
	SES
	C4

	CP-090768
	29.272
	0197
	2
	8.4.0
	Rel‑8
	Vendor-Specific Application ID
	withdrawn
	F
	
	SES
	C4

	CP-091030
	29.272
	0198
	2
	9.0.0
	Rel‑9
	Vendor-Specific Application ID
	approved
	A
	9.1.0
	SES
	C4

	CP-090768
	29.272
	0198
	2
	9.0.0
	Rel‑9
	Vendor-Specific Application ID
	withdrawn
	A
	
	SES
	C4

	CP-090776
	29.272
	0199
	1
	8.4.0
	Rel‑8
	Destination Realm
	approved
	F
	8.5.0
	SES
	C4

	CP-090776
	29.272
	0200
	1
	9.0.0
	Rel‑9
	Destination Realm
	approved
	A
	9.1.0
	SES
	C4

	CP-090767
	29.272
	0201
	-
	8.4.0
	Rel‑8
	Correction to ME identity check procedure
	approved
	F
	8.5.0
	SES
	C4

	CP-090767
	29.272
	0202
	-
	9.0.0
	Rel‑9
	Correction to ME identity check procedure
	approved
	A
	9.1.0
	SES
	C4

	CP-090767
	29.272
	0203
	-
	8.4.0
	Rel‑8
	Reference of 3GPP-Charging-Characteristics
	approved
	F
	8.5.0
	SES
	C4

	CP-090767
	29.272
	0204
	-
	9.0.0
	Rel‑9
	Reference of 3GPP-Charging-Characteristics
	approved
	A
	9.1.0
	SES
	C4

	CP-090767
	29.272
	0205
	-
	8.4.0
	Rel‑8
	Reset procedure MME/SGSN behavior
	approved
	F
	8.5.0
	SES
	C4

	CP-090767
	29.272
	0206
	-
	9.0.0
	Rel‑9
	Reset procedure MME/SGSN behavior
	approved
	A
	9.1.0
	SES
	C4

	CP-090793
	29.273
	0122
	2
	9.0.0
	Rel‑9
	APN level APN-OI-Replacement
	approved
	C
	9.1.0
	TEI9
	C4

	CP-090774
	29.273
	0125
	3
	8.3.0
	Rel‑8
	Correction of Allowed PDN Types
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0126
	3
	9.0.0
	Rel‑9
	Delete Indirect Data Forwarding Tunnel mesSges
	approved
	A
	9.1.0
	SES
	C4

	CP-090774
	29.273
	0127
	2
	8.3.0
	Rel‑8
	Incorrect HSS behaviour on deregistration
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0128
	2
	9.0.0
	Rel‑9
	Incorrect HSS behaviour on deregistration
	approved
	A
	9.1.0
	SES
	C4

	CP-090774
	29.273
	0129
	2
	8.3.0
	Rel‑8
	MIP6 Agent Info
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0130
	2
	9.0.0
	Rel‑9
	MIP6 Agent Info
	approved
	A
	9.1.0
	SES
	C4

	CP-090774
	29.273
	0131
	-
	8.3.0
	Rel‑8
	Nonce
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0132
	-
	9.0.0
	Rel‑9
	Nonce
	approved
	A
	9.1.0
	SES
	C4

	CP-090774
	29.273
	0135
	1
	8.3.0
	Rel‑8
	3GPP AAA Server detailed behaviour at HSS Initiated Update of User Profile
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0136
	-
	9.0.0
	Rel‑9
	3GPP AAA Server detailed behaviour at HSS Initiated Update of User Profile
	approved
	A
	9.1.0
	SES
	C4

	CP-090774
	29.273
	0139
	2
	8.3.0
	Rel‑8
	Static PDN GW
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0140
	2
	9.0.0
	Rel‑9
	Static PDN GW
	approved
	A
	9.1.0
	SES
	C4

	CP-090787
	29.273
	0141
	-
	9.0.0
	Rel‑9
	Removal of Definition of APN-Configuration
	approved
	F
	9.1.0
	TEI9
	C4

	CP-090774
	29.273
	0142
	1
	8.3.0
	Rel‑8
	PGW deregistration via S6b
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0143
	1
	9.0.0
	Rel‑9
	PGW deregistration via S6b
	approved
	A
	9.1.0
	SES
	C4

	CP-090774
	29.273
	0144
	1
	8.3.0
	Rel‑8
	Add Supported-Features to STa/SWa
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0145
	1
	9.0.0
	Rel‑9
	Add Supported-Features to STa/SWa
	approved
	A
	9.1.0
	SES
	C4

	CP-090774
	29.273
	0146
	-
	8.3.0
	Rel‑8
	Add Supported-Features to SWm
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0147
	-
	9.0.0
	Rel‑9
	Add Supported-Features to SWm
	approved
	A
	9.1.0
	SES
	C4

	CP-090774
	29.273
	0148
	-
	8.3.0
	Rel‑8
	Add Supported-Features to SWx
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0149
	-
	9.0.0
	Rel‑9
	Add Supported-Features to SWx
	approved
	A
	9.1.0
	SES
	C4

	CP-090774
	29.273
	0150
	-
	8.3.0
	Rel‑8
	Add Supported-Features to S6b
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0151
	-
	9.0.0
	Rel‑9
	Add Supported-Features to S6b
	approved
	A
	9.1.0
	SES
	C4

	CP-090774
	29.273
	0152
	1
	8.3.0
	Rel‑8
	Correction of Application ID
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0153
	1
	9.0.0
	Rel‑9
	Correction of Application ID
	approved
	A
	9.1.0
	SES
	C4

	CP-090774
	29.273
	0154
	1
	8.3.0
	Rel‑8
	Error Codes
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0155
	1
	9.0.0
	Rel‑9
	Error Codes
	approved
	A
	9.1.0
	SES
	C4

	CP-090774
	29.273
	0156
	-
	8.3.0
	Rel‑8
	HSS/AAA-Initiated Disconnection
	approved
	F
	8.4.0
	SES
	C4

	CP-090774
	29.273
	0157
	-
	9.0.0
	Rel‑9
	HSS/AAA-Initiated Disconnection
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0355
	1
	8.3.1
	Rel‑8
	Selection Mode IE
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0356
	1
	9.0.1
	Rel‑9
	Selection Mode IE
	approved
	A
	9.1.0
	SES
	C4

	CP-090798
	29.274
	0357
	2
	9.0.1
	Rel‑9
	PTP bearer fallback
	approved
	B
	9.1.0
	MBMS_EPS
	C4

	CP-090770
	29.274
	0358
	-
	8.3.1
	Rel‑8
	Bearer QoS in Modify Bearer Request
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0359
	-
	9.0.1
	Rel‑9
	Bearer QoS in Modify Bearer Request
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0360
	1
	8.3.1
	Rel‑8
	Release Access Bearer Request
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0361
	1
	9.0.1
	Rel‑9
	Bearer context in Create Session mesSges
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0362
	-
	8.3.1
	Rel‑8
	Bearer context in Create Session mesSges
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0363
	-
	9.0.1
	Rel‑9
	Bearer context in Create Session mesSges
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0364
	-
	8.3.1
	Rel‑8
	ISRAI flag in the Forward Relocation Complete Notification
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0365
	-
	9.0.1
	Rel‑9
	ISRAI flag in the Forward Relocation Complete Notification
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0368
	-
	8.3.1
	Rel‑8
	Mapping between RAI, P-TMSI, P-TMSI signature and GUTI
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0369
	-
	9.0.1
	Rel‑9
	Mapping between RAI, P-TMSI, P-TMSI signature and GUTI
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0370
	1
	8.3.1
	Rel‑8
	APN IE encoding
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0371
	1
	9.0.1
	Rel‑9
	APN IE encoding
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0372
	1
	8.3.1
	Rel‑8
	Correction on the condition for resource release of other CN node
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0373
	1
	9.0.1
	Rel‑9
	Correction on the condition for resource release of other CN node
	approved
	A
	9.1.0
	SES
	C4

	CP-090969
	29.274
	0374
	2
	8.3.1
	Rel‑8
	APN Restriction
	approved
	F
	8.4.0
	SAES
	C4

	CP-090970
	29.274
	0375
	2
	9.0.1
	Rel‑9
	APN Restriction
	approved
	A
	9.1.0
	SAES
	C4

	CP-090770
	29.274
	0376
	1
	8.3.1
	Rel‑8
	"Cause value ""Invalid reply from remote peer"""
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0377
	1
	9.0.1
	Rel‑9
	"Cause value ""Invalid reply from remote peer"""
	approved
	A
	9.1.0
	TEI9
	C4

	CP-090770
	29.274
	0379
	1
	8.3.1
	Rel‑8
	Indication Flags in Delete Session Request
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0380
	1
	9.0.1
	Rel‑9
	Indication Flags in Delete Session Request
	approved
	A
	9.1.0
	TEI9
	C4

	CP-090770
	29.274
	0381
	1
	8.3.1
	Rel‑8
	Suspend
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0382
	1
	9.0.1
	Rel‑9
	Suspend
	approved
	A
	9.1.0
	TEI9
	C4

	CP-090770
	29.274
	0385
	-
	8.3.1
	Rel‑8
	Removal of forwarding Charging Gateway Address/Name to S4-SGSN
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0386
	-
	9.0.1
	Rel‑9
	Removal of forwarding Charging Gateway Address/Name to S4-SGSN
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0387
	2
	8.3.1
	Rel‑8
	Charging ID in S4-SGSN
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0388
	2
	9.0.1
	Rel‑9
	Charging ID in S4-SGSN
	approved
	A
	9.1.0
	TEI9
	C4

	CP-090770
	29.274
	0389
	-
	8.3.1
	Rel‑8
	Correction of MesSge Direction for Create Session Response
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0390
	-
	9.0.1
	Rel‑9
	Correction of MesSge Direction for Create Session Response
	approved
	A
	9.1.0
	TEI9
	C4

	CP-090770
	29.274
	0391
	1
	8.3.1
	Rel‑8
	PPC (Prohibit Payload Compression) alignment with Stage-2
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0392
	1
	9.0.1
	Rel‑9
	PPC (Prohibit Payload Compression) alignment with Stage-2
	approved
	A
	9.1.0
	TEI9
	C4

	CP-090770
	29.274
	0393
	2
	9.0.1
	Rel‑9
	UE TimeZone and ULI included in Bearer Response mesSges
	approved
	A
	9.1.0
	SES
	C4

	CP-090804
	29.274
	0395
	4
	9.0.1
	Rel‑9
	Support for CSG based charging
	approved
	B
	9.1.0
	EHNB
	C4

	CP-090770
	29.274
	0396
	3
	8.3.1
	Rel‑8
	User Location Information
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0397
	3
	9.0.1
	Rel‑9
	User Location Information
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0398
	2
	8.3.1
	Rel‑8
	PDN Type
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0399
	2
	9.0.1
	Rel‑9
	PDN Type
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0402
	-
	8.3.1
	Rel‑8
	Removal of ULI from Release Access Bearer Req
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0403
	-
	9.0.1
	Rel‑9
	Removal of ULI from Release Access Bearer Req
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0404
	-
	8.3.1
	Rel‑8
	Removal of NSPI IE
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0405
	-
	9.0.1
	Rel‑9
	Removal of NSPI IE
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0406
	2
	8.3.1
	Rel‑8
	Indication IE clarifications
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0407
	2
	9.0.1
	Rel‑9
	Indication IE clarifications
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0408
	3
	8.3.1
	Rel‑8
	Addition of uplink, downlink F-TEIDs in Create Indirect Data Forwarding Tunnel Request and Response mesSges
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0409
	3
	9.0.1
	Rel‑9
	Addition of uplink, downlink F-TEIDs in Create Indirect Data Forwarding Tunnel Request and Response mesSges
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0410
	2
	8.3.1
	Rel‑8
	Clarifications on use of the Sender-F-TEID for CP in HO procedure
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0411
	2
	9.0.1
	Rel‑9
	Clarifications on use of the Sender-F-TEID for CP in HO procedure
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0416
	-
	8.3.1
	Rel‑8
	Clarifications to MSISDN coding
	approved
	F
	8.4.0
	SES
	C4

	CP-090770
	29.274
	0417
	-
	9.0.1
	Rel‑9
	Clarifications to MSISDN coding
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0418
	2
	8.3.1
	Rel‑8
	Enhanced handling of RFSP index at the SGSN/MME
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0419
	2
	9.0.1
	Rel‑9
	Enhanced handling of RFSP index at the SGSN/MME
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0422
	2
	8.3.1
	Rel‑8
	TFT related error handling
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0423
	2
	9.0.1
	Rel‑9
	TFT related error handling
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0424
	4
	8.3.1
	Rel‑8
	Essential correction to the Indirect Data Forwarding procedure
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0425
	4
	9.0.1
	Rel‑9
	Essential correction to the Indirect Data Forwarding procedure
	approved
	A
	9.1.0
	SES
	C4

	CP-090770
	29.274
	0430
	1
	8.3.1
	Rel‑8
	UE TimeZone and ULI included in Bearer Response mesSges
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0433
	1
	8.3.1
	Rel‑8
	Correcting miSligned IE presence type statements
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0434
	1
	9.0.1
	Rel‑9
	Correcting miSligned IE presence type statements
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0437
	1
	8.3.1
	Rel‑8
	Correcting PCO conditions in Modify Bearer Response
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0438
	1
	9.0.1
	Rel‑9
	Removing contradictions from Modify Bearer procedure
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0441
	2
	8.3.1
	Rel‑8
	Delete Indirect Data Forwarding Tunnel mesSges
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0442
	2
	9.0.1
	Rel‑9
	Delete Indirect Data Forwarding Tunnel mesSges
	approved
	A
	9.1.0
	SES
	C4

	CP-090777
	29.274
	0447
	1
	8.3.1
	Rel‑8
	SRVCC - voice bearer handling in PS HO / DTM scenarios
	approved
	F
	8.4.0
	SES-SRVCC
	C4

	CP-090777
	29.274
	0448
	1
	9.0.1
	Rel‑9
	SRVCC - voice bearer handling in PS HO / DTM scenarios
	approved
	A
	9.1.0
	SES-SRVCC
	C4

	CP-090974
	29.274
	0449
	2
	8.3.1
	Rel‑8
	NAS Count value
	revised
	F
	
	SAES
	C4

	CP-091024
	29.274
	0449
	3
	8.3.1
	Rel‑8
	NAS Count value
	approved
	F
	8.4.0
	SAES
	C4

	CP-090975
	29.274
	0450
	2
	9.0.1
	Rel‑9
	NAS Count value
	approved
	A
	9.1.0
	SAES
	C4

	CP-090769
	29.274
	0451
	1
	8.3.1
	Rel‑8
	Charging Characteristics value for active PDN connections 
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0452
	1
	9.0.1
	Rel‑9
	Charging Characteristics value for active PDN connections
	approved
	A
	9.1.0
	SES
	C4

	CP-090786
	29.274
	0453
	1
	9.0.1
	Rel‑9
	eNodeB cause and RANAP codes corrections
	approved
	F
	9.1.0
	TEI9
	C4

	CP-090769
	29.274
	0454
	-
	8.3.1
	Rel‑8
	NSPI in the PFI
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0455
	-
	9.0.1
	Rel‑9
	NSPI in the PFI
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0456
	-
	8.3.1
	Rel‑8
	Enhanced SRNS Relocation Procedure
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0457
	-
	9.0.1
	Rel‑9
	Enhanced SRNS Relocation Procedure
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0458
	-
	8.3.1
	Rel‑8
	Forward Access Context Acknowledge
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0459
	-
	9.0.1
	Rel‑9
	Forward Access Context Acknowledge
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0460
	-
	8.3.1
	Rel‑8
	Correct the mesSge Modify Bearer Request
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0461
	-
	9.0.1
	Rel‑9
	Correct the mesSge Modify Bearer Request
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0470
	1
	8.3.1
	Rel‑8
	cleanup Suspend Notification
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0471
	1
	9.0.1
	Rel‑9
	cleanup Suspend Notification
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0474
	-
	8.3.1
	Rel‑8
	Forward Relocation Request: Selected PLMN ID
	approved
	F
	8.4.0
	SES
	C4

	CP-090769
	29.274
	0475
	1
	9.0.1
	Rel‑9
	Forward Relocation Request: Selected PLMN ID
	approved
	A
	9.1.0
	SES
	C4

	CP-090769
	29.274
	0482
	1
	8.3.1
	Rel‑8
	Change Reporting Support Indication
	rejected
	F
	
	SES
	C4

	CP-090769
	29.274
	0483
	1
	9.0.1
	Rel‑9
	Change Reporting Support Indication
	rejected
	A
	
	SES
	C4

	CP-090770
	29.274
	0484
	1
	9.0.1
	Rel‑9
	Change Reporting Action Values
	approved
	A
	9.1.0
	SEAS
	C4

	CP-090770
	29.274
	0485
	-
	8.3.1
	Rel‑8
	Change Reporting Action Values
	approved
	F
	8.4.0
	SES
	C4

	CP-090972
	29.274
	0486
	-
	8.3.1
	Rel‑8
	Presence conditions of APN restriction IEs
	withdrawn
	F
	
	SAES
	C4

	CP-090973
	29.274
	0487
	-
	9.0.1
	Rel‑9
	Presence conditions of APN restriction IEs
	withdrawn
	A
	
	SAES
	C4

	CP-090971
	29.275
	0133
	5
	8.4.0
	Rel‑8
	UE-specific Error Indication
	approved
	F
	8.5.0
	SAES
	C4

	CP-090801
	29.275
	0134
	-
	8.4.0
	Rel‑9
	IMEI based NAI
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	C4

	CP-090801
	29.275
	0135
	-
	8.4.0
	Rel‑9
	Unauthenticated IMSI
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	C4

	CP-090802
	29.275
	0136
	2
	8.4.0
	Rel‑9
	Multiple PDN to the Sme APN for PMIP-based Interfaces
	approved
	B
	9.0.0
	MUPSP
	C4

	CP-090802
	29.275
	0137
	1
	8.4.0
	Rel‑9
	BCE extensions for MUPSP
	approved
	B
	9.0.0
	MUPSP
	C4

	CP-090775
	29.275
	0139
	1
	8.4.0
	Rel‑8
	IPv4 Address Release for PMIPv6 based S2a
	approved
	F
	8.5.0
	SES
	C4

	CP-090775
	29.275
	0140
	2
	8.4.0
	Rel‑8
	Correct IPv4 Home Address Reply option IE name
	approved
	F
	8.5.0
	SES
	C4

	CP-090775
	29.275
	0142
	3
	8.4.0
	Rel‑8
	Modification of Organization of Heartbeat Mechanism Clauses
	approved
	F
	8.5.0
	SES
	C4

	CP-090775
	29.275
	0143
	-
	8.4.0
	Rel‑8
	FFS Cleanup for Service Selection Mobility Option
	approved
	F
	8.5.0
	SES
	C4

	CP-090775
	29.275
	0144
	1
	8.4.0
	Rel‑8
	IPv4 default-router address option
	approved
	F
	8.5.0
	SES
	C4

	CP-090775
	29.275
	0145
	1
	8.4.0
	Rel‑8
	Clarifications on the formant of APN
	approved
	F
	8.5.0
	SES
	C4

	CP-090775
	29.275
	0146
	1
	8.4.0
	Rel‑8
	Removing access type mapping table from annex B
	approved
	F
	8.5.0
	SES
	C4

	CP-090775
	29.275
	0152
	1
	8.4.0
	Rel‑8
	Clarifications on the format of Service Selection Mobility Option
	approved
	F
	8.5.0
	SES
	C4

	CP-090775
	29.275
	0154
	-
	8.4.0
	Rel‑8
	Correct  fields of revocation mesSge
	approved
	F
	8.5.0
	SES
	C4

	CP-090795
	29.276
	0033
	-
	9.0.0
	Rel‑9
	Adding the RTD information in UPLINK CDMA2000 TUNNELING
	approved
	C
	9.1.0
	TEI9
	C4

	CP-090764
	29.276
	0035
	-
	8.3.0
	Rel‑8
	GRE Keys CR Misimplementation
	approved
	F
	8.4.0
	SES
	C4

	CP-090764
	29.276
	0036
	-
	9.0.0
	Rel‑9
	GRE Keys CR Misimplementation
	approved
	A
	9.1.0
	SES
	C4

	CP-090772
	29.277
	0011
	-
	8.3.0
	Rel‑8
	S102 UDP port number
	approved
	F
	8.4.0
	SES
	C4

	CP-090785
	29.277
	0012
	-
	8.3.0
	Rel‑9
	Addition of Round Trip Delay to S102
	approved
	C
	9.0.0
	TEI9
	C4

	CP-090944
	29.280
	0009
	2
	9.0.0
	Rel‑9
	Sv enhancement due to ICS interworking
	rejected
	F
	
	IMS_EMER_ GPRS_EPS _SRVCC
	C4

	CP-090777
	29.280
	0010
	1
	8.2.0
	Rel‑8
	MSISDN Correction
	approved
	F
	8.3.0
	SES-SRVCC
	C4

	CP-090777
	29.280
	0011
	1
	9.0.0
	Rel‑9
	MSISDN Correction
	approved
	A
	9.1.0
	SES-SRVCC
	C4

	CP-090825
	29.280
	0012
	2
	9.0.0
	Rel‑9
	Alignment with stage 2 for SRVCC HO cancellation procedure
	approved
	F
	9.1.0
	SAES-SRVCC
	C4

	CP-090773
	29.281
	0022
	1
	8.3.0
	Rel‑8
	End Marker
	approved
	F
	8.4.0
	SES
	C4

	CP-090773
	29.281
	0023
	1
	9.0.0
	Rel‑9
	End Marker
	approved
	A
	9.1.0
	SES
	C4

	CP-090773
	29.281
	0024
	-
	8.3.0
	Rel‑8
	GTP-U sequence number handling
	approved
	F
	8.4.0
	SES
	C4

	CP-090773
	29.281
	0025
	-
	9.0.0
	Rel‑9
	GTP-U sequence number handling
	approved
	A
	9.1.0
	SES
	C4

	CP-090801
	29.282
	0007
	-
	8.2.0
	Rel‑9
	Unauthenticated IMSI
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	C4

	CP-090802
	29.282
	0008
	1
	8.2.0
	Rel‑9
	Multiple PDN to the Sme APN for PMIP-based Interfaces
	approved
	B
	9.0.0
	MUPSP
	C4

	CP-090847
	29.292
	0023
	-
	8.3.0
	Rel‑8
	Missing P-Asserted-Identity/Privacy combination on terminating side (OIP)
	approved
	F
	8.4.0
	ICSRA
	C3

	CP-090847
	29.292
	0024
	6
	8.3.0
	Rel‑8
	CW and NDUB interaction added
	approved
	F
	8.4.0
	ICSRA
	C3

	CP-090847
	29.292
	0025
	-
	8.3.0
	Rel‑8
	Correct incorrect clause reference
	approved
	F
	8.4.0
	ICSRA
	C3

	CP-090778
	29.328
	0285
	2
	8.6.0
	Rel‑8
	Session Priority
	approved
	F
	8.7.0
	PRIOR-MM
	C4

	CP-090790
	29.328
	0288
	-
	8.6.0
	Rel‑9
	Correction on Identity Set for PSI
	approved
	F
	9.0.0
	TEI9
	C4

	CP-090778
	29.329
	0138
	-
	8.4.0
	Rel‑8
	Session Priority
	approved
	F
	8.5.0
	PRIOR
	C4

	CP-090967
	29.332
	0145
	-
	6.13.1
	Rel‑6
	Correction to profile for Commands Marked Optional
	approved
	F
	6.14.0
	IMS-CCR-Mn
	C4

	CP-090967
	29.332
	0146
	-
	7.11.0
	Rel‑7
	Correction to profile for Commands Marked Optional
	approved
	A
	7.12.0
	IMS-CCR-Mn
	C4

	CP-090967
	29.332
	0147
	-
	8.6.0
	Rel‑8
	Correction to profile for Commands Marked Optional
	approved
	A
	8.7.0
	IMS-CCR-Mn
	C4

	CP-090763
	29.332
	0148
	-
	8.6.0
	Rel‑8
	Commands using IP interface Type 
	approved
	F
	8.7.0
	SIP_Nc
	C4

	CP-090845
	29.458
	0005
	1
	8.3.0
	Rel‑8
	RTTI  Schema corrections
	approved
	F
	8.4.0
	MAINT_R2
	C3

	CP-090846
	29.658
	0004
	1
	8.3.0
	Rel‑8
	RTTI  Schema corrections
	approved
	F
	8.4.0
	REDOC_TIS-C3
	C3

	CP-090846
	29.658
	0006
	2
	8.3.0
	Rel‑8
	IANA Registration template for application/vnd.etsi.sci+xml
	approved
	F
	8.4.0
	REDOC_TIS-C3
	C3

	CP-090988
	31.101
	0039
	2
	7.0.1
	Rel‑7
	Reference update
	approved
	F
	7.1.0
	TEI7
	C6

	CP-091011
	31.101
	0040
	2
	8.0.0
	Rel‑8
	Reference update
	approved
	F
	8.1.0
	TEI8
	C6

	CP-090988
	31.102
	0393
	1
	7.14.0
	Rel‑7
	Reference update
	approved
	F
	7.15.0
	TEI7
	C6

	CP-091011
	31.102
	0394
	1
	8.7.0
	Rel‑8
	Reference update
	approved
	F
	8.8.0
	TEI8
	C6

	CP-090990
	31.102
	0410
	3
	9.0.0
	Rel‑9
	Introduction of operator controlled CSG list for H(e)NB
	approved
	B
	9.1.0
	EHNB-CT6
	C6

	CP-090991
	31.102
	0423
	-
	9.0.0
	Rel‑9
	Correction to application session termination
	approved
	F
	9.1.0
	TEI9
	C6

	CP-090992
	31.102
	0424
	-
	8.7.0
	Rel‑8
	Correction of incorrect tag value
	approved
	F
	8.8.0
	TEI8
	C6

	CP-090992
	31.102
	0425
	-
	9.0.0
	Rel‑9
	Correction of incorrect tag value
	approved
	A
	9.1.0
	TEI8
	C6

	CP-090990
	31.102
	0426
	1
	8.7.0
	Rel‑8
	Correction of Allowed CSG list
	approved
	F
	8.8.0
	EHNB-CT6
	C6

	CP-090990
	31.102
	0427
	1
	9.0.0
	Rel‑9
	Correction of Allowed CSG list
	approved
	A
	9.1.0
	EHNB-CT6
	C6

	CP-090991
	31.102
	0428
	-
	9.0.0
	Rel‑9
	Editorial correction on tables in NAF Key Centre tag and NAF Key Centre information
	approved
	D
	9.1.0
	TEI9
	C6

	CP-091012
	31.103
	0063
	1
	8.1.0
	Rel‑9
	Correction to application session termination
	approved
	F
	9.0.0
	TEI9
	C6

	CP-090988
	31.103
	0064
	1
	7.5.0
	Rel‑7
	Reference update
	approved
	F
	7.6.0
	TEI7
	C6

	CP-091008
	31.103
	0064
	2
	7.5.0
	Rel‑7
	Reference update
	withdrawn
	F
	
	TEI7
	C6

	CP-091011
	31.103
	0065
	1
	8.1.0
	Rel‑8
	Reference update
	approved
	F
	8.2.0
	TEI8
	C6

	CP-091009
	31.103
	0065
	2
	8.1.0
	Rel‑8
	Reference update
	withdrawn
	F
	
	TEI8
	C6

	CP-090994
	31.111
	0220
	2
	8.7.0
	Rel‑9
	Discovery of surrounding CSG cells
	approved
	B
	9.0.0
	TEI9
	C6

	CP-090994
	31.111
	0227
	1
	8.7.0
	Rel‑9
	CSG cell selection event
	approved
	B
	9.0.0
	TEI9
	C6

	CP-090988
	31.115
	0009
	1
	7.1.0
	Rel‑7
	References update
	approved
	F
	7.2.0
	TEI7
	C6

	CP-091011
	31.115
	0010
	1
	8.0.1
	Rel‑8
	References update
	approved
	F
	8.1.0
	TEI8
	C6

	CP-090995
	31.115
	0011
	1
	8.0.1
	Rel‑9
	secured message structure for HTTP
	approved
	B
	9.0.0
	TEI9
	C6

	CP-090988
	31.116
	0014
	1
	7.0.0
	Rel‑7
	References update
	approved
	F
	7.1.0
	TEI7
	C6

	CP-091011
	31.116
	0015
	1
	8.0.0
	Rel‑8
	References update
	approved
	F
	8.1.0
	TEI8
	C6

	CP-090996
	31.116
	0016
	-
	8.0.0
	Rel‑9
	Remote APDU over HTTP
	approved
	B
	9.0.0
	TEI9
	C6

	CP-091011
	31.120
	0002
	1
	8.0.0
	Rel‑8
	Reference update
	approved
	F
	8.1.0
	TEI8
	C6

	CP-090997
	31.121
	0130
	-
	8.2.0
	Rel‑8
	Correction of EF UST in clause 4.4.1
	approved
	F
	8.3.0
	TEI8
	C6

	CP-090998
	31.121
	0131
	3
	8.2.0
	Rel‑8
	Definition of the UICC presence detection test when connected to E-UTRAN/EPC
	approved
	F
	8.3.0
	SAES-USIM_LTE-Test
	C6

	CP-090998
	31.121
	0132
	3
	8.2.0
	Rel‑8
	Definition of ACL related test cases for E-UTRA
	approved
	F
	8.3.0
	SAES-USIM_LTE-Test
	C6

	CP-090998
	31.121
	0133
	1
	8.2.0
	Rel‑8
	Editorial correction of the naming of RRCConnectionRequest
	approved
	F
	8.3.0
	SAES-USIM_LTE-Test
	C6

	CP-090998
	31.121
	0135
	-
	8.2.0
	Rel‑8
	Update of  CGS list tests
	approved
	F
	8.3.0
	SAES-USIM_LTE-Test
	C6

	CP-090999
	31.124
	0186
	1
	8.3.1
	Rel‑8
	Essential correction of 27.22.4.7.3
	approved
	F
	8.4.0
	TEI8
	C6

	CP-091000
	31.124
	0187
	1
	8.3.1
	Rel‑8
	Update of TS 31.124 for terminals supporting E-UTRAN
	approved
	F
	8.4.0
	SAES-USIM_LTE-Test
	C6

	CP-091000
	31.124
	0188
	2
	8.3.1
	Rel‑8
	Introduction of Open Channel tests for E-UTRAN
	approved
	F
	8.4.0
	SAES-USIM_LTE-Test
	C6

	CP-091011
	31.130
	0040
	1
	8.2.0
	Rel‑8
	References update
	approved
	F
	8.3.0
	TEI8
	C6

	CP-090988
	31.130
	0041
	1
	7.8.1
	Rel‑7
	References update
	approved
	F
	7.9.0
	TEI7
	C6

	CP-091013
	31.130
	0042
	1
	8.2.0
	Rel‑8
	Support of missing event EVENT_EVENT_DOWNLOAD_NETWORK_REJECTION
	approved
	F
	8.3.0
	TEI8
	C6

	CP-091013
	31.130
	0045
	1
	8.2.0
	Rel‑8
	Support of missing constants in USAT Terminal Profile
	approved
	F
	8.3.0
	TEI8
	C6

	CP-091011
	31.131
	0002
	1
	8.0.0
	Rel‑8
	References update
	approved
	F
	8.1.0
	TEI8
	C6

	CP-090988
	31.131
	0003
	-
	7.0.0
	Rel‑7
	References update
	approved
	F
	7.1.0
	TEI7
	C6

	CP-090988
	31.133
	0003
	1
	7.2.2
	Rel‑7
	References update
	approved
	F
	7.3.0
	TEI7
	C6

	CP-091011
	31.133
	0004
	-
	8.0.0
	Rel‑8
	References update
	approved
	F
	8.1.0
	TEI8
	C6

	CP-091011
	31.220
	0001
	-
	8.0.0
	Rel‑8
	References update
	approved
	F
	8.1.0
	TEI8
	C6

	SP-090718
	32.102
	0047
	-
	8.2.0
	Rel‑9
	Updates of entities of the mobile system
	approved
	F
	9.0.0
	OAM8
	S5

	SP-090718
	32.102
	0048
	1
	8.2.0
	Rel‑8
	Updates of entities of the mobile system
	approved
	F
	8.3.0
	OAM8
	S5

	SP-090719
	32.111-5
	0006
	-
	8.1.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.111-7
	0002
	-
	8.1.0
	Rel‑9
	Discontinuation of the maintenance of WSDL/XML schema folders
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.140
	0007
	-
	9.0.0
	Rel‑9
	Refining and adding more SuM use cases
	approved
	B
	9.1.0
	OAM9-SuM
	S5

	SP-090719
	32.151
	0016
	-
	9.1.0
	Rel‑9
	Add template text for Scope clause for all IRP IS
	approved
	B
	9.2.0
	OAM9
	S5

	SP-090719
	32.152
	0013
	-
	9.0.0
	Rel‑9
	Add a new Annex B on Application of Stereotypes SupportIOC and IOC
	approved
	F
	9.1.0
	OAM9
	S5

	SP-090719
	32.152
	0014
	-
	9.0.0
	Rel‑9
	Clarify rules for <<names>> stereotype
	approved
	F
	9.1.0
	OAM9
	S5

	SP-090719
	32.153
	0001
	-
	8.0.0
	Rel‑9
	Discontinuation of the maintenance of WSDL/XML schema folders
	approved
	C
	9.0.0
	OAM9
	S5

	SP-090719
	32.175
	0005
	-
	8.1.0
	Rel‑9
	Discontinuation of the maintenance of XML schema folders
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090720
	32.251
	0122
	-
	8.7.0
	Rel‑8
	PLMN and RAT Change removed as conditions for ôList of Service Dataö
	approved
	F
	8.8.0
	CH8
	S5

	SP-090720
	32.251
	0123
	-
	9.1.0
	Rel‑9
	PLMN and RAT Change removed as conditions for ôList of Service Dataö
	approved
	A
	9.2.0
	CH8
	S5

	SP-090720
	32.251
	0124
	-
	8.7.0
	Rel‑8
	Removal  of forwarding CGF Address to S4-SGSN  from S-GW
	approved
	F
	8.8.0
	CH8
	S5

	SP-090720
	32.251
	0125
	-
	9.1.0
	Rel‑9
	Removal  of forwarding CGF Address to S4-SGSN  from S-GW
	approved
	A
	9.2.0
	CH8
	S5

	SP-090720
	32.251
	0126
	-
	8.7.0
	Rel‑8
	Re-align Charging description for S4-SGSN.
	approved
	F
	8.8.0
	CH8
	S5

	SP-090720
	32.251
	0127
	-
	9.1.0
	Rel‑9
	Re-align Charging description for S4-SGSN.
	approved
	A
	9.2.0
	CH8
	S5

	SP-090721
	32.251
	0128
	-
	9.1.0
	Rel‑9
	Add User CSG information to the CDR
	approved
	B
	9.2.0
	CH9
	S5

	SP-090722
	32.260
	0076
	-
	9.1.0
	Rel‑9
	Support of RTTI in IMS online charging
	approved
	B
	9.2.0
	IMSTSS-RTTI-CH
	S5

	SP-090720
	32.260
	0077
	-
	8.8.0
	Rel‑8
	Correction on priority session treatment - alignment with TS 22.153
	approved
	F
	8.9.0
	CH8
	S5

	SP-090720
	32.260
	0078
	-
	9.1.0
	Rel‑9
	Correction on priority session treatment - alignment with TS 22.153
	approved
	A
	9.2.0
	CH8
	S5

	SP-090721
	32.260
	0079
	-
	9.1.0
	Rel‑9
	Modification on SDP handling in IMS Charging
	approved
	C
	9.2.0
	CH9
	S5

	SP-090721
	32.260
	0080
	-
	9.1.0
	Rel‑9
	Account Expiration Information from OCS to IMS Application Servers
	approved
	B
	9.2.0
	CH9
	S5

	SP-090722
	32.260
	0081
	-
	9.1.0
	Rel‑9
	Addition of ACR triggering SIP method and correction
	approved
	C
	9.2.0
	IMSTSS-RTTI-CH
	S5

	SP-090724
	32.273
	0018
	-
	9.1.0
	Rel‑9
	Add Session Update procedure for EPS
	approved
	B
	9.2.0
	MBMS_EPS
	S5

	SP-090724
	32.273
	0019
	-
	9.1.0
	Rel‑9
	Clean up of Session Start and Session Stop procedures for EPS
	approved
	D
	9.2.0
	MBMS_EPS
	S5

	SP-090724
	32.273
	0020
	-
	9.1.0
	Rel‑9
	Add MBMS Access Indicator
	approved
	B
	9.2.0
	MBMS_EPS
	S5

	SP-090724
	32.273
	0021
	-
	9.1.0
	Rel‑9
	Add new triggers for C-BMSC-CDR closure for EPS
	approved
	B
	9.2.0
	MBMS_EPS
	S5

	SP-090722
	32.275
	0022
	-
	9.1.0
	Rel‑9
	Add ôConference (CONF)ö MMTel supplementary service Online Charging scenario
	approved
	B
	9.2.0
	eMMTel-SS-CH
	S5

	SP-090722
	32.275
	0023
	-
	9.1.0
	Rel‑9
	MMTel Online charging scenarios simplification - IMS-GWF interaction removal
	approved
	C
	9.2.0
	eMMTel-SS-CH
	S5

	SP-090722
	32.275
	0024
	-
	9.1.0
	Rel‑9
	Add ôCONF (3PTY)ö MMTel supplementary service Online Charging scenario
	approved
	B
	9.2.0
	eMMTel-SS-CH
	S5

	SP-090722
	32.275
	0025
	-
	9.1.0
	Rel‑9
	Add Messages description for MMTel Online Charging
	approved
	B
	9.2.0
	eMMTel-SS-CH
	S5

	SP-090721
	32.280
	0004
	-
	9.0.0
	Rel‑9
	Aligning Diameter commands and AVPs with TS 32.299
	approved
	F
	9.1.0
	CH9
	S5

	SP-090721
	32.296
	0010
	-
	9.0.0
	Rel‑9
	Correction of Re application ID
	approved
	D
	9.1.0
	CH9
	S5

	SP-090720
	32.298
	0122
	-
	8.6.0
	Rel‑8
	Correction of PDP/PDN Type
	approved
	F
	8.7.0
	CH8
	S5

	SP-090720
	32.298
	0123
	-
	9.1.0
	Rel‑9
	Correction of PDP/PDN Type
	approved
	A
	9.2.0
	CH8
	S5

	SP-090720
	32.298
	0124
	-
	8.6.0
	Rel‑8
	Alignment with TS 32.251 for ôVolume Limitö and ôTime Limitö in Change-Condition AVP
	approved
	F
	8.7.0
	CH8
	S5

	SP-090720
	32.298
	0125
	-
	9.1.0
	Rel‑9
	Alignment with TS 32.251 for ôVolume Limitö and ôTime Limitö in Change-Condition AVP
	approved
	A
	9.2.0
	CH8
	S5

	SP-090720
	32.298
	0126
	-
	8.6.0
	Rel‑8
	Alignment with TS 32.251 for ôUser location Changeö Condition in  ServiceConditionChange and ChangeCondition
	approved
	F
	8.7.0
	CH8
	S5

	SP-090720
	32.298
	0127
	-
	9.1.0
	Rel‑9
	Alignment with TS 32.251 for ôUser location Changeö Condition in  ServiceConditionChange and ChangeCondition
	approved
	A
	9.2.0
	CH8
	S5

	SP-090720
	32.298
	0128
	-
	8.6.0
	Rel‑8
	Correction of interOperatorIdentifiers information alignment with TS 32.260
	approved
	F
	8.7.0
	CH8
	S5

	SP-090720
	32.298
	0129
	-
	9.1.0
	Rel‑9
	Correction of interOperatorIdentifiers information alignment with TS 32.260
	approved
	A
	9.2.0
	CH8
	S5

	SP-090720
	32.298
	0130
	-
	8.6.0
	Rel‑8
	Clarify ôChange Conditionö setting for containers level and ôCause for record Closingö for CDR level for P-GW and S-GW.
	approved
	F
	8.7.0
	CH8
	S5

	SP-090720
	32.298
	0131
	-
	9.1.0
	Rel‑9
	Clarify ôChange Conditionö setting for containers level and ôCause for record Closingö for CDR level for P-GW and S-GW.
	approved
	A
	9.2.0
	CH8
	S5

	SP-090720
	32.298
	0132
	-
	8.6.0
	Rel‑8
	Correction on priority session treatment - alignment with TS 22.153
	approved
	F
	8.7.0
	CH8
	S5

	SP-090720
	32.298
	0133
	-
	9.1.0
	Rel‑9
	Correction on priority session treatment - alignment with TS 22.153
	approved
	A
	9.2.0
	CH8
	S5

	SP-090721
	32.298
	0134
	-
	9.1.0
	Rel‑9
	Editorial clean-up
	approved
	D
	9.2.0
	CH9
	S5

	SP-090721
	32.298
	0135
	-
	9.1.0
	Rel‑9
	Add CSG parameters for CSG based offline charging
	approved
	B
	9.2.0
	CH9
	S5

	SP-090720
	32.299
	0278
	-
	8.8.0
	Rel‑8
	Alignment of Address-Type AVP with 32.274
	approved
	F
	8.9.0
	CH8
	S5

	SP-090720
	32.299
	0279
	-
	9.1.0
	Rel‑9
	Alignment of Address-Type AVP with 32.274
	approved
	A
	9.2.0
	CH8
	S5

	SP-090720
	32.299
	0280
	-
	8.8.0
	Rel‑8
	Alignment with TS 32.251 for ôVolume Limitö and ôTime Limitö in Change-Condition AVP
	approved
	F
	8.9.0
	CH8
	S5

	SP-090720
	32.299
	0281
	-
	9.1.0
	Rel‑9
	Alignment with TS 32.251 for ôVolume Limitö and ôTime Limitö in Change-Condition AVP
	approved
	A
	9.2.0
	CH8
	S5

	SP-090720
	32.299
	0282
	-
	8.8.0
	Rel‑8
	Multiple Change-Condition AVP for simultaneous Condition changes
	approved
	F
	8.9.0
	CH8
	S5

	SP-090720
	32.299
	0283
	-
	9.1.0
	Rel‑9
	Multiple Change-Condition AVP for simultaneous Condition changes
	approved
	A
	9.2.0
	CH8
	S5

	SP-090721
	32.299
	0284
	-
	9.1.0
	Rel‑9
	Editorial clean-up
	approved
	D
	9.2.0
	CH9
	S5

	SP-090722
	32.299
	0285
	-
	9.1.0
	Rel‑9
	MMTel related AVP applicable for Online Charging
	approved
	B
	9.2.0
	eMMTel-SS-CH
	S5

	SP-090720
	32.299
	0286
	-
	8.8.0
	Rel‑8
	Correction on priority session treatment - alignment with TS 22.153
	approved
	F
	8.9.0
	CH8
	S5

	SP-090720
	32.299
	0287
	-
	9.1.0
	Rel‑9
	Correction on priority session treatment
	approved
	A
	9.2.0
	CH8
	S5

	SP-090720
	32.299
	0288
	-
	8.8.0
	Rel‑8
	Alignment with TS 32.251 for ôUser location Changeö Condition in Change-Condition AVP
	approved
	F
	8.9.0
	CH8
	S5

	SP-090720
	32.299
	0289
	-
	9.1.0
	Rel‑9
	Alignment with TS 32.251 for ôUser location Changeö Condition in Change-Condition AVP
	approved
	A
	9.2.0
	CH8
	S5

	SP-090720
	32.299
	0290
	-
	8.8.0
	Rel‑8
	Alignment between Change-Condition AVP value with ASN1 ServiceConditionChange value ôserviceStopö
	approved
	F
	8.9.0
	CH8
	S5

	SP-090720
	32.299
	0291
	-
	9.1.0
	Rel‑9
	Alignment between Change-Condition AVP value with ASN1 ServiceConditionChange value ôserviceStopö
	approved
	A
	9.2.0
	CH8
	S5

	SP-090721
	32.299
	0292
	-
	9.1.0
	Rel‑9
	AVP for Account Expiration Information from OCS to IMS Application Servers
	approved
	B
	9.2.0
	CH9
	S5

	SP-090721
	32.299
	0293
	-
	9.1.0
	Rel‑9
	Aligning AoC- Information AVP with RTTI and subscription information
	approved
	C
	9.2.0
	CH9
	S5

	SP-090720
	32.299
	0294
	-
	8.8.0
	Rel‑8
	Correction of Number Portability and Carrier Select information AVPs
	approved
	F
	8.9.0
	CH8
	S5

	SP-090720
	32.299
	0295
	-
	9.1.0
	Rel‑9
	Correction of Number Portability and Carrier Select information AVPs
	approved
	A
	9.2.0
	CH8
	S5

	SP-090721
	32.299
	0296
	-
	9.1.0
	Rel‑9
	Add CSG parameters for CSG based online and offline charging
	approved
	B
	9.2.0
	CH9
	S5

	SP-090719
	32.300
	0009
	-
	9.0.0
	Rel‑9
	Clarify IOC instance naming rule
	approved
	C
	9.1.0
	OAM9
	S5

	SP-090719
	32.302
	0010
	-
	8.0.0
	Rel‑9
	CR R9 32.302 Align usage of SupportIOC according to repertoire and template
	approved
	C
	9.0.0
	OAM9
	S5

	SP-090719
	32.305
	0004
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.307
	0003
	-
	8.1.0
	Rel‑9
	Discontinuation of the maintenance of WSDL/XML schema folders
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.312
	0006
	-
	8.0.0
	Rel‑9
	CR R9 32.312 Align usage of SupportIOC according to repertoire and template
	approved
	C
	9.0.0
	OAM9
	S5

	SP-090719
	32.317
	0003
	-
	8.1.0
	Rel‑9
	Discontinuation of the maintenance of WSDL/XML schema folders
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.325
	0001
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.335
	0005
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.345
	0003
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.347
	0001
	-
	8.0.0
	Rel‑9
	Discontinuation of the maintenance of WSDL/XML schema folders
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.365
	0002
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.385
	0003
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.395
	0003
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.405
	0056
	-
	9.1.0
	Rel‑9
	Addition of P-CCPCH RSCP related measurements
	approved
	B
	9.2.0
	OAM9-PM
	S5

	SP-090719
	32.405
	0057
	-
	9.1.0
	Rel‑9
	Addition of UTRAN RSCP related measurements
	approved
	B
	9.2.0
	OAM9-PM
	S5

	SP-090719
	32.405
	0058
	-
	9.1.0
	Rel‑9
	Addition of UE timing advance related measurements
	approved
	B
	9.2.0
	OAM9-PM
	S5

	SP-090719
	32.405
	0059
	-
	9.1.0
	Rel‑9
	Addition of UTRAN AOA value related measurements
	approved
	B
	9.2.0
	OAM9-PM
	S5

	SP-090719
	32.405
	0060
	-
	9.1.0
	Rel‑9
	Addition of UE timeslot ISCP related measurements
	approved
	B
	9.2.0
	OAM9-PM
	S5

	SP-090719
	32.405
	0061
	-
	9.1.0
	Rel‑9
	Addition of UTRAN timeslot ISCP related measurements
	approved
	B
	9.2.0
	OAM9-PM
	S5

	SP-090719
	32.405
	0062
	-
	9.1.0
	Rel‑9
	Addition of UE transmitted power related measurements
	approved
	B
	9.2.0
	OAM9-PM
	S5

	SP-090719
	32.405
	0063
	-
	9.1.0
	Rel‑9
	Addition of UpPTS interference related measurements
	approved
	B
	9.2.0
	OAM9-PM
	S5

	SP-090719
	32.405
	0064
	-
	9.1.0
	Rel‑9
	Add performance measurements for hspa evolution
	approved
	B
	9.2.0
	OAM9
	S5

	SP-090719
	32.405
	0065
	-
	9.1.0
	Rel‑9
	Add RAB establishment related performance measurements according to data rates
	approved
	B
	9.2.0
	OAM9
	S5

	SP-090719
	32.409
	0014
	-
	9.0.0
	Rel‑9
	Addition of AS Session control related measurements
	approved
	B
	9.1.0
	OAM9
	S5

	SP-090719
	32.415
	0002
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.417
	0001
	-
	8.0.0
	Rel‑9
	Discontinuation of the maintenance of WSDL/XML schema folders
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.423
	0032
	-
	9.0.0
	Rel‑9
	Clarify Trace Reference and Trace Recording Session Reference format
	approved
	F
	9.1.0
	OAM9
	S5

	SP-090719
	32.435
	0006
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.445
	0004
	-
	9.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage, remove its reference in the informative Annex containing the link to the XML schema folder
	approved
	F
	9.1.0
	OAM9
	S5

	SP-090718
	32.502
	0002
	-
	8.1.0
	Rel‑8
	Correct reference for NotifyScManagementProfileDeletion
	approved
	F
	8.2.0
	OAM8-NIM
	S5

	SP-090719
	32.532
	0016
	-
	9.1.0
	Rel‑9
	To remove editor notes related to NASWM operations
	approved
	F
	9.2.0
	OAM9-NE_SWM
	S5

	SP-090719
	32.532
	0017
	-
	9.1.0
	Rel‑9
	Extend requirements traceability table for IOC swmProfile
	approved
	D
	9.2.0
	OAM9-NE_SWM
	S5

	SP-090719
	32.532
	0018
	-
	9.1.0
	Rel‑9
	To update SwManagement IRP Class Diagram
	approved
	F
	9.2.0
	OAM9-NE_SWM
	S5

	SP-090719
	32.533
	0010
	-
	9.1.0
	Rel‑9
	To correct IDL definitions and remove reference to Kernel CM for CORBA SS
	approved
	F
	9.2.0
	OAM9-NE_SWM
	S5

	SP-090718
	32.533
	0011
	-
	8.1.0
	Rel‑8
	Remove inconsistent notification parameter
	approved
	F
	8.2.0
	OAM8-NIM
	S5

	SP-090719
	32.533
	0012
	-
	9.1.0
	Rel‑9
	Remove inconsistent notification parameter
	approved
	A
	9.2.0
	OAM9-NIM
	S5

	SP-090718
	32.582
	0001
	-
	8.0.0
	Rel‑8
	Delete LIPA definition from 32.582
	approved
	F
	8.1.0
	OAM8
	S5

	SP-090723
	32.583
	0005
	-
	9.1.0
	Rel‑9
	Correction of errors in clause number reference, figure number reference, and figure numbering
	approved
	D
	9.2.0
	HNB_eHNB-OAM_Type1
	S5

	SP-090719
	32.584
	0004
	-
	8.1.0
	Rel‑9
	Discontinuation of the maintenance of WSDL/XML schema folders
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.602
	0009
	1
	8.0.0
	Rel‑9
	Align with standard usage of inheritance in class diagram
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090718
	32.602
	0010
	-
	8.0.0
	Rel‑8
	Clarify scope parameter for getMoAttributes operation
	approved
	F
	8.1.0
	OAM8
	S5

	SP-090719
	32.603
	0019
	-
	8.0.0
	Rel‑9
	Use the inherited ManagedGenericIRP methods
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090718
	32.603
	0020
	-
	8.0.0
	Rel‑8
	Increase the linked IS version by the CR for IS to clarify scope parmaters for getMoAttributes operation
	approved
	F
	8.1.0
	OAM8
	S5

	SP-090719
	32.607
	0001
	-
	8.0.0
	Rel‑9
	Discontinuation of the maintenance of WSDL/XML schema folders
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090718
	32.607
	0002
	-
	8.0.0
	Rel‑8
	Increase the linked IS version by the CR for IS to clarify scope parmaters for getMoAttributes operation
	approved
	F
	8.1.0
	OAM8
	S5

	SP-090718
	32.612
	0026
	-
	8.0.0
	Rel‑8
	Clarify ScopeType Definition for BulkCM IRP
	approved
	F
	8.1.0
	OAM8
	S5

	SP-090718
	32.613
	0017
	-
	8.0.0
	Rel‑8
	Increase the linked IS version by the CR for IS to clarify scope parmaters for upload operation
	approved
	F
	8.1.0
	OAM8
	S5

	SP-090719
	32.615
	0031
	-
	8.1.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090718
	32.615
	0032
	-
	8.1.0
	Rel‑8
	Increase the linked IS version by the CR for IS to clarify scope parmaters for upload operation
	approved
	F
	8.2.0
	OAM8
	S5

	SP-090719
	32.617
	0001
	-
	8.0.0
	Rel‑9
	Discontinuation of the maintenance of WSDL/XML schema folders
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090718
	32.617
	0001
	-
	8.0.0
	Rel‑8
	Increase the linked IS version by the CR for IS to clarify scope parmaters for upload operation
	approved
	F
	8.1.0
	OAM8
	S5

	SP-090719
	32.622
	0033
	-
	8.2.0
	Rel‑9
	Correct the text in Scope clause
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.622
	0034
	-
	8.2.0
	Rel‑9
	Replace GenericIRP by ManagedGenericIRP as SupportIOC
	approved
	C
	9.0.0
	OAM9
	S5

	SP-090719
	32.622
	0035
	-
	8.2.0
	Rel‑9
	To update Generic NRM to add NASWM notification for ManagedElement
	approved
	B
	9.0.0
	OAM9-NE_SWM
	S5

	SP-090719
	32.623
	0021
	-
	8.1.0
	Rel‑9
	Align with IS - remove GenericIRP
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.625
	0027
	-
	8.0.0
	Rel‑9
	Align with IS - upgrade to Release 9
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.625
	0028
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.635
	0026
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.642
	0052
	-
	8.2.0
	Rel‑9
	Correction of association diagrams and the role of  æAssociatedWithÆ
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.643
	0036
	-
	8.0.0
	Rel‑9
	Add missing IOCs and correct attributes - Align with 32.642
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.645
	0038
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.652
	0022
	-
	8.0.0
	Rel‑9
	Correction of imported IOC UtranCell and ExternalUtranCell from 32.642
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.655
	0013
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.665
	0002
	-
	8.1.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.667
	0002
	-
	8.0.0
	Rel‑9
	Discontinuation of the maintenance of WSDL/XML schema folders
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.675
	0004
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.695
	0002
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.715
	0004
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.725
	0002
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage, remove its reference in the informative Annex containing the link to the XML schema folder
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.735
	0009
	-
	8.0.0
	Rel‑9
	Discontinuation of the maintenance of XML schema folders
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.745
	0007
	-
	8.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage, remove its reference in the informative Annex containing the link to the XML schema folder
	approved
	F
	9.0.0
	OAM9
	S5

	SP-090719
	32.752
	0006
	-
	9.0.0
	Rel‑9
	Correct the definition of IOC EP_RP_EPS
	approved
	F
	9.1.0
	OAM9
	S5

	SP-090719
	32.755
	0006
	-
	9.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.1.0
	OAM9
	S5

	SP-090719
	32.762
	0018
	-
	9.1.0
	Rel‑9
	Add attributes to EUtranCellTDD and ExternalEUtranCellTDD
	approved
	B
	9.2.0
	OAM9
	S5

	SP-090719
	32.762
	0019
	-
	9.1.0
	Rel‑9
	CR R9 32.762 Add load balancing control
	approved
	B
	9.2.0
	OAM9
	S5

	SP-090719
	32.762
	0020
	-
	9.1.0
	Rel‑9
	Remove the repeated definition of EP_RP_EPS
	approved
	F
	9.2.0
	OAM9
	S5

	SP-090719
	32.762
	0021
	-
	9.1.0
	Rel‑9
	Import QCISet IOC to E-UTRAN NRM IRP
	approved
	B
	9.2.0
	OAM9
	S5

	SP-090719
	32.762
	0022
	-
	9.1.0
	Rel‑9
	Indicate primary PLMN Id in plmnIdList attribute
	approved
	C
	9.2.0
	OAM9
	S5

	SP-090719
	32.763
	0013
	-
	9.1.0
	Rel‑9
	Remove the mapping of IOC EP_RP_EPS - Align with 32.762
	approved
	F
	9.2.0
	OAM9
	S5

	SP-090719
	32.763
	0014
	-
	9.1.0
	Rel‑9
	Add attributes to EUtranCellTDD and ExternalEUtranCellTDD
	approved
	B
	9.2.0
	OAM9
	S5

	SP-090719
	32.763
	0015
	-
	9.1.0
	Rel‑9
	Indicate primary PLMN id in plmnIdList attribute
	approved
	C
	9.2.0
	OAM9
	S5

	SP-090721
	32.763
	0016
	-
	9.1.0
	Rel‑9
	CR R9 32.763 Add load balancing control
	approved
	B
	9.2.0
	OAM9
	S5

	SP-090719
	32.765
	0009
	-
	9.1.0
	Rel‑9
	Add attributes to EUtranCellTDD and ExternalEUtranCellTDD
	approved
	B
	9.2.0
	OAM9
	S5

	SP-090719
	32.765
	0010
	-
	9.1.0
	Rel‑9
	Indicate primary PLMN id in plmnIdList attribute
	approved
	C
	9.2.0
	OAM9
	S5

	SP-090719
	32.765
	0011
	-
	9.1.0
	Rel‑9
	CR R9 32.765 Add load balancing control
	approved
	B
	9.2.0
	OAM9
	S5

	SP-090861
	33.102
	0209
	1
	8.4.0
	Rel‑8
	Mandating integrity protection of reject messages that cause CSG list to be modified
	approved
	F
	8.5.0
	EHNB-Sec
	S3

	SP-090861
	33.102
	0210
	1
	9.0.0
	Rel‑9
	Mandating integrity protection of reject messages that cause CSG list to be modified
	approved
	A
	9.1.0
	EHNB-Sec
	S3

	SP-090823
	33.102
	0211
	1
	9.0.0
	Rel‑9
	Replacing KDF definition with a reference
	approved
	A
	9.1.0
	SAES
	S3

	SP-090823
	33.102
	0212
	-
	8.4.0
	Rel‑8
	Replacing KDF definition with a reference
	approved
	F
	8.5.0
	SAES
	S3

	SP-090824
	33.102
	0213
	1
	9.0.0
	Rel‑9
	Security considerations for emergency sessions in HSPA SRVCC
	approved
	F
	9.1.0
	TEI9
	S3

	SP-090824
	33.102
	0214
	1
	9.0.0
	Rel‑9
	Delete the CS keys in the MSC enhanced for SRVCC in case there is desynchronization of CS keys between the UE and the network in HSPA SRVCC
	approved
	F
	9.1.0
	TEI9
	S3

	SP-090824
	33.102
	0215
	1
	9.0.0
	Rel‑9
	Security for PS emergency sessions
	approved
	F
	9.1.0
	TEI9
	S3

	SP-090821
	33.102
	0216
	1
	9.0.0
	Rel‑9
	Handling of Kc128 upon power-on or reinsertion of the USIM.
	approved
	F
	9.1.0
	A5/4-GEA4
	S3

	SP-090817
	33.107
	0085
	-
	8.9.1
	Rel‑8
	Correction on LI correlation for S4-SGSN
	approved
	F
	8.10.0
	LI8
	S3

	SP-090817
	33.107
	0086
	-
	8.9.1
	Rel‑8
	Correction on events names
	approved
	F
	8.10.0
	LI8
	S3

	SP-090817
	33.107
	0087
	-
	8.9.1
	Rel‑8
	Restoring clause header 9.4.5
	approved
	F
	8.10.0
	LI8
	S3

	SP-090817
	33.107
	0088
	-
	8.9.1
	Rel‑8
	Correction on PDP context modification event
	approved
	F
	8.10.0
	LI8
	S3

	SP-090817
	33.108
	0126
	-
	8.8.0
	Rel‑8
	Correction of misalignments for values of ôinitiatorö parameter for EPS
	approved
	F
	8.9.0
	LI8
	S3

	SP-090818
	33.108
	0127
	-
	9.0.0
	Rel‑9
	Missing TAU Failure Reason parameter mapping for MME interception
	approved
	A
	9.1.0
	LI8
	S3

	SP-090817
	33.108
	0128
	-
	9.0.0
	Rel‑9
	Correction of misalignments for values of ôinitiatorö parameter for EPS
	approved
	A
	9.1.0
	LI8
	S3

	SP-090817
	33.108
	0129
	-
	8.8.0
	Rel‑8
	Missing TAU Failure Reason parameter mapping for MME interception
	approved
	F
	8.9.0
	LI8
	S3

	SP-090817
	33.108
	0130
	-
	8.8.0
	Rel‑8
	Correction on LI correlation for S4-SGSN
	approved
	F
	8.9.0
	LI8
	S3

	SP-090817
	33.108
	0131
	-
	8.8.0
	Rel‑8
	Correction on the length of RAI parameter in ASN.1 module for HI2 EPS
	approved
	F
	8.9.0
	LI8
	S3

	SP-090817
	33.108
	0132
	-
	9.0.0
	Rel‑9
	Correction on LI correlation for S4-SGSN
	approved
	A
	9.1.0
	LI8
	S3

	SP-090817
	33.108
	0133
	-
	9.0.0
	Rel‑9
	Correction on the length of RAI parameter in ASN.1 module for HI2 EPS
	approved
	A
	9.1.0
	LI8
	S3

	SP-090816
	33.203
	0168
	-
	8.7.0
	Rel‑8
	Removal of editorÆs note on draft-ietf-sip-outbound (Rel‑8)
	approved
	F
	8.8.0
	IMS-Sec
	S3

	SP-090816
	33.203
	0169
	-
	9.2.0
	Rel‑9
	Removal of editorÆs note on draft-ietf-sip-outbound (Rel‑9)
	approved
	A
	9.3.0
	IMS-Sec
	S3

	SP-090866
	33.203
	0171
	-
	9.2.0
	Rel‑9
	Correction of erroneous interface name
	approved
	F
	9.3.0
	IMS-Sec
	S3

	SP-090858
	33.203
	0173
	1
	8.7.0
	Rel‑8
	Removal of editorÆs note on X.509 Certificate profile aligment
	approved
	F
	8.8.0
	TEI9
	S3

	SP-090858
	33.203
	0174
	1
	9.2.0
	Rel‑9
	X.509 Certificate profile aligment
	approved
	F
	9.3.0
	TEI9
	S3

	SP-090816
	33.203
	0175
	-
	8.7.0
	Rel‑8
	Removing editorÆs notes in Annex P
	approved
	F
	8.8.0
	IMS-Sec
	S3

	SP-090816
	33.203
	0176
	1
	9.2.0
	Rel‑9
	Removing editorÆs notes in Annex P
	approved
	A
	9.3.0
	SEC-IMS
	S3

	SP-090820
	33.220
	0146
	-
	9.1.0
	Rel‑9
	KDF clarification
	approved
	A
	9.2.0
	eGBAPush
	S3

	SP-090820
	33.220
	0147
	-
	8.7.0
	Rel‑8
	KDF clarification
	approved
	F
	8.8.0
	eGBAPush
	S3

	SP-090822
	33.220
	0148
	-
	9.1.0
	Rel‑9
	Ua security protocol identifier for IMS media plane security
	approved
	F
	9.2.0
	MEDIASEC
	S3

	SP-090820
	33.223
	0017
	1
	8.5.0
	Rel‑9
	Registration of GPL capabilities
	approved
	B
	9.0.0
	eGBAPush
	S3

	SP-090820
	33.224
	0001
	2
	9.0.0
	Rel‑9
	Description of GPL_U solution
	approved
	F
	9.1.0
	eGBAPush
	S3

	SP-090860
	33.246
	0154
	1
	8.4.0
	Rel‑9
	Impacts of EPS to MBMS security
	approved
	C
	9.0.0
	SAES
	S3

	SP-090859
	33.310
	0024
	1
	9.0.0
	Rel‑9
	Some corrections for TS 33.310
	approved
	F
	9.1.0
	TEI9
	S3

	SP-090811
	33.401
	0309
	1
	8.5.0
	Rel‑8
	selected algorithms forwarding to the target eNB in intra LTE  handover
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0310
	1
	9.1.0
	Rel‑9
	selected algorithms forwarding to the target eNB in intra LTE  handover
	approved
	A
	9.2.0
	SAES
	S3

	SP-090812
	33.401
	0311
	-
	9.1.0
	Rel‑9
	Clarification of Current security context
	approved
	F
	9.2.0
	SAES
	S3

	SP-090812
	33.401
	0313
	2
	9.1.0
	Rel‑9
	Security interworking between E-UTRAN and GERAN in 128-bit encryption
	approved
	F
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0315
	1
	8.5.0
	Rel‑8
	Correction of protection of the NAS security mode reject message (Rel‑8)
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0316
	1
	9.1.0
	Rel‑9
	Correction of protection of the NAS security mode reject message (Rel‑9)
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0317
	2
	8.5.0
	Rel‑8
	EPS NAS security context storage
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0318
	2
	9.1.0
	Rel‑9
	EPS NAS security context storage
	approved
	A
	9.2.0
	SAES
	S3

	SP-090812
	33.401
	0319
	1
	9.1.0
	Rel‑9
	Clarification of SIM user handover from UTRAN to E-UTRAN
	postponed
	F
	
	SAES
	S3

	SP-090811
	33.401
	0320
	1
	8.5.0
	Rel‑8
	key replacement clarification
	approved
	F
	8.6.0
	SAES
	S3

	SP-090812
	33.401
	0321
	-
	9.1.0
	Rel‑9
	Clarification of confidentiality protection in EC
	approved
	F
	9.2.0
	SAES
	S3

	SP-090812
	33.401
	0322
	2
	9.1.0
	Rel‑9
	Authentication failure during emergency call
	approved
	F
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0324
	3
	9.1.0
	Rel‑9
	Correction of ECM states
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0325
	-
	8.5.0
	Rel‑8
	Clarifications to context handling in idle mode procedures
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0326
	1
	9.1.0
	Rel‑9
	Clarifications to context handling in idle mode procedures
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0327
	1
	8.5.0
	Rel‑8
	Clarifications to context handling in IRAT handover
	approved
	F
	8.6.0
	SAES
	S3

	SP-090812
	33.401
	0328
	1
	9.1.0
	Rel‑9
	Clarifications to context handling in IRAT handover
	approved
	F
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0329
	-
	8.5.0
	Rel‑8
	Correction to store security context to ME
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0330
	1
	9.1.0
	Rel‑9
	Correction to store security context to ME
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0331
	1
	8.5.0
	Rel‑8
	Corrections to state transition
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0332
	1
	9.1.0
	Rel‑9
	Corrections to state transition
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0333
	1
	8.5.0
	Rel‑8
	Not resetting STARTPS to 0 in HO from EUTRAN to UTRAN and not resetting STARTCS to 0 in SRVCC (Rel‑8).
	approved
	F
	8.6.0
	SAES
	S3

	SP-090812
	33.401
	0334
	-
	9.1.0
	Rel‑9
	Clarification for algorithm selection during IRAT handover to EUTRAN
	approved
	F
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0335
	-
	8.5.0
	Rel‑8
	Corrections for 33.401
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0336
	-
	9.1.0
	Rel‑9
	Corrections for 33.401
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0337
	1
	8.5.0
	Rel‑8
	Concurrency of inter-MME handovers and NAS downlink messages (Rel‑8)
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0338
	1
	9.1.0
	Rel‑9
	Concurrency of inter-MME handovers and NAS downlink messages (Rel‑9)
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0339
	-
	8.5.0
	Rel‑8
	Partial native EPS security context  NAS COUNT value
	approved
	F
	8.6.0
	SAES
	S3

	SP-090812
	33.401
	0340
	-
	9.1.0
	Rel‑9
	Partial native EPS security context  NAS COUNT value
	approved
	F
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0341
	1
	8.5.0
	Rel‑8
	Alignment of Context modifications behaviour (Rel‑8)
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0342
	1
	8.5.0
	Rel‑8
	Clarification of NAS integrity protection activation
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0343
	1
	9.1.0
	Rel‑9
	Clarification of NAS integrity protection activation
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0347
	2
	8.5.0
	Rel‑8
	Nas-token and key calculation at idle mobility from E-UTRAN to UTRAN/GERAN (Rel‑8)
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0348
	2
	9.1.0
	Rel‑9
	Nas-token and key calculation at idle mobility from E-UTRAN to UTRAN/GERAN (Rel‑9)
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0351
	-
	8.5.0
	Rel‑8
	Clarifying the calculation of KeNB when there is more than one NAS SMC (Rel‑8)
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0352
	-
	9.1.0
	Rel‑9
	Clarifying the calculation of KeNB when there is more than one NAS SMC (Rel‑9)
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0353
	3
	8.5.0
	Rel‑8
	Behaviour for lost NAS SMC message when creating mapped context (Rel‑8)
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0354
	3
	9.1.0
	Rel‑9
	Behaviour for lost NAS SMC message when creating mapped context (Rel‑9)
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0355
	4
	8.5.0
	Rel‑8
	Clarification of Authentication Data and transition to EMM-DEREGISTERED and Correction of text on authentication data transfer
	approved
	F
	8.6.0
	SAES
	S3

	SP-090812
	33.401
	0356
	4
	9.1.0
	Rel‑9
	Clarification of Authentication Data and transition to EMM-DEREGISTERED and Correction of text on authentication data transfer
	approved
	F
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0357
	4
	8.5.0
	Rel‑8
	Key-Chaining issue in I-RAT handover to UTRAN
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0358
	-
	8.5.0
	Rel‑8
	NCC Initialization in eNB at the Initial Connection Setup
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0359
	-
	9.1.0
	Rel‑9
	NCC Initialization in eNB at the Initial Connection Setup
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0360
	1
	9.1.0
	Rel‑9
	key replacement clarification
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0361
	3
	8.5.0
	Rel‑8
	Correction of ECM states
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0362
	1
	9.1.0
	Rel‑9
	Replacing KDF definition with a reference
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0363
	1
	8.5.0
	Rel‑8
	Replacing KDF definition with a reference
	approved
	F
	8.6.0
	SAES
	S3

	SP-090812
	33.401
	0364
	1
	9.1.0
	Rel‑9
	Correction of interworking between GERAN and E-UTRAN
	approved
	F
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0365
	-
	8.5.0
	Rel‑8
	Correcting A.11
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0366
	-
	9.1.0
	Rel‑9
	Correcting A.11
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0367
	1
	9.1.0
	Rel‑9
	Not resetting STARTPS to 0 in HO from EUTRAN to UTRAN and not resetting STARTCS to 0 in SRVCC (Rel‑9).
	approved
	A
	9.2.0
	SAES
	S3

	SP-090812
	33.401
	0368
	-
	9.1.0
	Rel‑9
	Security considerations for emergency sessions in SRVCC
	approved
	F
	9.2.0
	SAES
	S3

	SP-090812
	33.401
	0369
	1
	9.1.0
	Rel‑9
	Delete the CK keys in the MSC server enhanced for SRVCC in case there is desynchronization of CS keys between the UE and the network in SRVCC
	approved
	F
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0370
	-
	8.5.0
	Rel‑8
	NAS COUNT handling during IRAT handover
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0371
	-
	9.1.0
	Rel‑9
	NAS COUNT handling during IRAT handover
	approved
	A
	9.2.0
	SAES
	S3

	SP-090811
	33.401
	0372
	-
	8.5.0
	Rel‑8
	Concurrency of inter-RAT handovers and NAS SMC procedure (Rel‑8)
	approved
	F
	8.6.0
	SAES
	S3

	SP-090811
	33.401
	0373
	-
	9.1.0
	Rel‑9
	Concurrency of inter-RAT handovers and NAS SMC procedure (Rel‑9)
	approved
	A
	9.2.0
	SAES
	S3

	SP-090812
	33.401
	0375
	1
	9.1.0
	Rel‑9
	Using P-TMSI signature when attaching to SGSN using a GUTI (Rel‑9)
	approved
	F
	9.2.0
	SAES
	S3

	SP-090813
	33.402
	0082
	-
	9.1.0
	Rel‑9
	Correction of CMIPv4 Key derivation and SPI calculation for WiMAX interworking
	approved
	A
	9.2.0
	SAES
	S3

	SP-090813
	33.402
	0083
	-
	8.5.0
	Rel‑8
	Correction of CMIPv4 Key derivation and SPI calculation for WiMAX interworking
	approved
	F
	8.6.0
	SAES
	S3

	SP-090813
	33.402
	0084
	1
	9.1.0
	Rel‑9
	Replacing KDF definition with a reference
	approved
	A
	9.2.0
	SAES
	S3

	SP-090813
	33.402
	0085
	1
	8.5.0
	Rel‑8
	Replacing KDF definition with a reference
	approved
	F
	8.6.0
	SAES
	S3

	SP-090814
	33.402
	0086
	-
	9.1.0
	Rel‑9
	Deletion of erroneous notes relating to fast re-authentication
	approved
	F
	9.2.0
	SAES
	S3

	SP-090815
	33.820
	0042
	2
	8.2.0
	Rel‑9
	Enhancements to SAV Description
	approved
	F
	9.0.0
	FS_HNB_sec
	S3

	SP-090815
	33.820
	0043
	1
	8.2.0
	Rel‑8
	H(e)NB Distress Indication
	approved
	B
	8.3.0
	FS_HNB_Sec
	S3

	SP-090815
	33.820
	0045
	1
	8.2.0
	Rel‑8
	Storage of CSG Lists and CSG Type in the USIM
	approved
	B
	8.3.0
	FS_HNB_sec
	S3

	SP-090815
	33.820
	0046
	2
	8.2.0
	Rel‑8
	Analysis of Device Integrity Validation Methods
	approved
	B
	8.3.0
	FS_HNB_sec
	S3

	SP-090815
	33.820
	0048
	1
	8.2.0
	Rel‑8
	Hybrid Validation Questionnaire
	approved
	B
	8.3.0
	FS_HNB_sec
	S3

	SP-090815
	33.820
	0050
	2
	8.2.0
	Rel‑8
	Feasibility Study for Semi-Autonomous Validation
	approved
	B
	8.3.0
	FS_HNB_sec
	S3

	SP-090819
	33.980
	0022
	-
	8.0.0
	Rel‑9
	Missing logout for interworking
	approved
	B
	9.0.0
	GBA-IdM
	S3

	RP-091124
	34.108
	0782
	-
	8.8.0
	Rel‑8
	Addition of radio bearer parameters for UE HS-DSCH Physical Layer category 21, 22, 23 and 24 (Dual Cell)
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091118
	34.108
	0783
	-
	8.8.0
	Rel‑8
	Corrections to the default RRC CONNECTION SETUP message
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091130
	34.108
	0784
	-
	8.8.0
	Rel‑8
	Default SIB configuration for 3.84 Mcps TDD IMB
	approved
	F
	8.9.0
	MBSFN_IMB_UEConTest
	R5

	RP-091130
	34.108
	0785
	-
	8.8.0
	Rel‑8
	MBSFN service availability for 3.84 Mcps TDD IMB
	approved
	F
	8.9.0
	MBSFN_IMB_UEConTest
	R5

	RP-091130
	34.108
	0786
	-
	8.8.0
	Rel‑8
	Reference radio condition for 3.84 Mcps TDD IMB
	approved
	F
	8.9.0
	MBSFN_IMB_UEConTest
	R5

	RP-091135
	34.108
	0787
	-
	8.8.0
	Rel‑8
	Introduction of MIMO in Typical radio parameter sets for 1.28Mcps TDD
	approved
	F
	8.9.0
	RANimp-UEConTest_MIMOLCRTDD
	R5

	RP-091123
	34.108
	0788
	-
	8.8.0
	Rel‑8
	Update 5.5.1.4 for MBSFN TC Reference test conditions
	approved
	F
	8.9.0
	MBMSE-UEConTest_RANPhysFDD
	R5

	RP-091118
	34.108
	0789
	-
	8.8.0
	Rel‑8
	Inclusion of common HS-DSCH and E-DCH info in SIB5 to be used by new enhanced CELL_FACH test cases for LCR TDD
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091129
	34.108
	0790
	-
	8.8.0
	Rel‑8
	Addition Reference Radio Bearer configurations used in MAC-ehs and MAC-i/is testing for LCR TDD
	approved
	F
	8.9.0
	ImprovedL2LCRTDD_UEConTest
	R5

	RP-091115
	34.108
	0791
	-
	8.8.0
	Rel‑8
	Editorial correction in clause 8.1.2.1
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091117
	34.108
	0792
	-
	8.8.0
	Rel‑8
	Correction of RADIO BEARER SETUP for 5.2B
	approved
	F
	8.9.0
	TEI6_Test
	R5

	RP-091124
	34.108
	0793
	-
	8.8.0
	Rel‑8
	New radio bearar test case 14.6.1f for Dual-Cell
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091119
	34.108
	0794
	-
	8.8.0
	Rel‑8
	Correction to condition A27 for Improved L2 UL Testing and generic table formatting
	approved
	F
	8.9.0
	TEI8_Test
	R5

	RP-091119
	34.108
	0795
	-
	8.8.0
	Rel‑8
	Correction to Default Radio Bearer Conditions for Improved L2 UL RLC AM test cases
	approved
	F
	8.9.0
	TEI8_Test
	R5

	RP-091128
	34.108
	0796
	1
	8.8.0
	Rel‑8
	Correction to Default message contents
	approved
	F
	8.9.0
	ETWS_UMTS_UEConTestFDD
	R5

	RP-091119
	34.108
	0797
	-
	8.8.0
	Rel‑8
	Align USIM content to the latest REl-8 USIM files
	approved
	F
	8.9.0
	TEI8_Test
	R5

	RP-091124
	34.108
	0798
	-
	8.8.0
	Rel‑8
	Update of the default RADIO BEARER SETUP message for RF testing of Dual Carrier Adjacent Channels for HSDPA
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091124
	34.108
	0799
	-
	8.8.0
	Rel‑8
	New RF procedure for Dual Cell HSDPA
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091119
	34.108
	0800
	-
	8.8.0
	Rel‑8
	Correction to radio bearer configuration 6.10.2.4.6.6 for improvedL2 UL
	approved
	F
	8.9.0
	TEI8_Test
	R5

	RP-091119
	34.114
	0004
	-
	8.2.0
	Rel‑8
	OTA antenna performance: New informative Annex for Recommended performance in 34.114
	approved
	F
	8.3.0
	TEI8_Test
	R5

	RP-091121
	34.121-1
	1194
	-
	8.8.0
	Rel‑8
	CR to 34.121-1: Update to UTRA FDD - E-UTRA FDD cell search (fading) test case
	approved
	F
	8.9.0
	LTE-UEConTest_RF
	R5

	RP-091121
	34.121-1
	1195
	-
	8.8.0
	Rel‑8
	CR to 34.121-1: Update to UTRA FDD - E-UTRA FDD HO test case
	approved
	F
	8.9.0
	LTE-UEConTest_RF
	R5

	RP-091121
	34.121-1
	1196
	-
	8.8.0
	Rel‑8
	CR to 34.121-1: Addtion of UTRA FDD - E-UTRA FDD HO test: unknown target cell
	approved
	F
	8.9.0
	LTE-UEConTest_RF
	R5

	RP-091124
	34.121-1
	1197
	-
	8.8.0
	Rel‑8
	Addition of Connection Diagrams for DC-HSDPA receiver tests
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091124
	34.121-1
	1198
	-
	8.8.0
	Rel‑8
	Addition of DC-HSDPA receiver test cases to annex F
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091124
	34.121-1
	1199
	-
	8.8.0
	Rel‑8
	Adding test tolerances and connection diagram references into DC-HSDPA receiver tests
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091117
	34.121-1
	1200
	-
	8.8.0
	Rel‑8
	Correction to 9.2.3D for supported UE categories
	approved
	F
	8.9.0
	TEI6_Test
	R5

	RP-091126
	34.121-1
	1201
	-
	8.8.0
	Rel‑8
	Introduction of Type 3i test case uncertainties and Test Tolerances
	approved
	F
	8.9.0
	RANimp_UEConTest_ReceiverType3i
	R5

	RP-091124
	34.121-1
	1202
	-
	8.8.0
	Rel‑8
	Update to DC-HSDPA related sections 9.2 of TS 34.121-1
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091124
	34.121-1
	1203
	-
	8.8.0
	Rel‑8
	Update to Reporting CQI test cases for DC-HSDPA
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091124
	34.121-1
	1204
	-
	8.8.0
	Rel‑8
	Updates to Annexure A to Annexure F. in 34.121-1
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091124
	34.121-1
	1205
	-
	8.8.0
	Rel‑8
	Addition of AWGN definition for DC-HSDPA tests
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091117
	34.121-1
	1206
	-
	8.8.0
	Rel‑8
	Clarification for Maximum Output Power with HS-DPCCH and E-DCH 5.2B Test case
	approved
	F
	8.9.0
	TEI6_Test
	R5

	RP-091118
	34.121-1
	1207
	2
	8.8.0
	Rel‑8
	Update of tests 9.6.1 and 9.6.2 (HS-DSCH and HS-SCCH in CELL_FACH state)
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091124
	34.121-2
	0068
	-
	8.8.0
	Rel‑8
	Updates to Applicability table  corresponding to DC-HSDPA tests
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091124
	34.121-2
	0069
	1
	8.8.0
	Rel‑8
	Addition of DC-HSDPA receiver tests into TS 34.121-2
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091130
	34.122
	0308
	-
	8.3.0
	Rel‑8
	Introduction of 3.84 Mcps TDD IMB option in 34.122
	approved
	F
	8.4.0
	MBSFN_IMB_UEConTest
	R5

	RP-091130
	34.122
	0309
	-
	8.3.0
	Rel‑8
	Receiver characteristics for 3.84 Mcps TDD IMB
	approved
	F
	8.4.0
	MBSFN_IMB_UEConTest
	R5

	RP-091119
	34.122
	0310
	-
	8.3.0
	Rel‑8
	Maximum output power with E-DCH for TDD And FRC
	approved
	F
	8.4.0
	TEI8_Test
	R5

	RP-091130
	34.122
	0311
	-
	8.3.0
	Rel‑8
	Tests to verify the demodulation of MTCH for 3.84 Mcps TDD IMB UEs
	approved
	F
	8.4.0
	MBSFN_IMB_UEConTest
	R5

	RP-091119
	34.122
	0312
	-
	8.3.0
	Rel‑8
	Adding Demodulation test case for LCR TDD 64QAM
	approved
	F
	8.4.0
	TEI8_Test
	R5

	RP-091119
	34.122
	0313
	-
	8.3.0
	Rel‑8
	Adding CQI test for LCR TDD 64QAM
	approved
	F
	8.4.0
	TEI8_Test
	R5

	RP-091121
	34.122
	0314
	-
	8.3.0
	Rel‑8
	Combined UTRA TDD - UTRA TDD and E-UTRA FDD cell search in fading
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091130
	34.122
	0315
	-
	8.3.0
	Rel‑8
	DL reference measurement parameters for 3.84 Mcps TDD IMB tests
	approved
	F
	8.4.0
	MBSFN_IMB_UEConTest
	R5

	RP-091117
	34.123-1
	2583
	-
	8.8.0
	Rel‑8
	Correction to test case 11.2.3.2
	approved
	F
	8.9.0
	TEI6_Test
	R5

	RP-091115
	34.123-1
	2584
	-
	8.8.0
	Rel‑8
	Correction to RRC testcase 8.1.10.1
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091130
	34.123-1
	2585
	-
	8.8.0
	Rel‑8
	Tests to verify Idle mode procedures for 3.84 Mcps TDD IMB UE
	approved
	F
	8.9.0
	MBSFN_IMB_UEConTest
	R5

	RP-091130
	34.123-1
	2586
	-
	8.8.0
	Rel‑8
	Tests to verify MBSFN specific procedures for 3.84 Mcps TDD IMB UEs
	approved
	F
	8.9.0
	MBSFN_IMB_UEConTest
	R5

	RP-091124
	34.123-1
	2587
	-
	8.8.0
	Rel‑8
	DC activation by HS-DSCH serving cell change from non-DC-HSDPA capable cell to DC-HSDPA capable cell.
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091120
	34.123-1
	2588
	-
	8.8.0
	Rel‑8
	New test case: Active set update in soft handover with simultaneous activation/deactivation of 64QAM and MIMO
	approved
	F
	8.9.0
	RANimp-UEConTest_64QamMimoHsdpa
	R5

	RP-091120
	34.123-1
	2589
	-
	8.8.0
	Rel‑8
	New test case: Physical Channel Reconfiguration Failure (64QAM and MIMO activated, physical channel failure and reversion to old channel)
	approved
	F
	8.9.0
	RANimp-UEConTest_64QamMimoHsdpa
	R5

	RP-091120
	34.123-1
	2590
	-
	8.8.0
	Rel‑8
	New test case: Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (HHO to another frequency, MIMO and 64QAM enabled)
	approved
	F
	8.9.0
	RANimp-UEConTest_64QamMimoHsdpa
	R5

	RP-091127
	34.123-1
	2591
	-
	8.8.0
	Rel‑8
	New Enh-UL for CELL_FACH test case for RACH procedure with both normal AIs and extended AIs (using E-AICH)
	approved
	F
	8.9.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-091115
	34.123-1
	2592
	-
	8.8.0
	Rel‑8
	Removal of GPRS P-channels from GERAN Inter-RAT RRC test cases (8.3.9.3, 8.3.11.2 and 8.3.11.11)
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091127
	34.123-1
	2593
	-
	8.8.0
	Rel‑8
	Addition of a New Test Case for Enhanced UL in Cell_FACH - DTCH/DCCH transmission - explicit common E-DCH resource release by E-AGCH
	approved
	F
	8.9.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-091129
	34.123-1
	2594
	-
	8.8.0
	Rel‑8
	Addition Conformance requirement in test case 7.1.5a.6 for LCR TDD
	approved
	F
	8.9.0
	ImprovedL2LCRTDD_UEConTest
	R5

	RP-091129
	34.123-1
	2595
	-
	8.8.0
	Rel‑8
	Addition contents of  LCR TDD in MAC-ehs test cases
	approved
	F
	8.9.0
	ImprovedL2LCRTDD_UEConTest
	R5

	RP-091115
	34.123-1
	2596
	-
	8.8.0
	Rel‑8
	Correction to GCF WI 10 MRAT testcase 8.4.1.33
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091116
	34.123-1
	2597
	-
	8.8.0
	Rel‑8
	Correction to GCF WI 14 HSDPA testcase 8.2.2.42
	approved
	F
	8.9.0
	TEI5_Test
	R5

	RP-091115
	34.123-1
	2598
	-
	8.8.0
	Rel‑8
	Correction to WI 12, RRC testcases 8.2.6.39 and 8.2.6.44
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091118
	34.123-1
	2599
	-
	8.8.0
	Rel‑8
	Corrections to CPC testcase 8.1.2.19
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091115
	34.123-1
	2600
	-
	8.8.0
	Rel‑8
	Corrections to CPC testcase in clause 8.2..1 & 8.2.2
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091118
	34.123-1
	2601
	-
	8.8.0
	Rel‑8
	Corrections to CPC testcase in clause 8.2.6
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091118
	34.123-1
	2602
	-
	8.8.0
	Rel‑8
	Corrections to CPC testcase in clause 8.3.1 & 8.3.4
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091115
	34.123-1
	2603
	-
	8.8.0
	Rel‑8
	Corrections to GCF priority GMM test cases for T3340 timer expiry at UE
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091127
	34.123-1
	2604
	-
	8.8.0
	Rel‑8
	Correction to clause title 7.1.8 applicable to Enh UL in CELL_FACH MAC test cases
	approved
	F
	8.9.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-091118
	34.123-1
	2605
	-
	8.8.0
	Rel‑8
	Testcase names and numbering correction to 34.123-2 in  for LCR TDD
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091124
	34.123-1
	2606
	-
	8.8.0
	Rel‑8
	Update of generic radio bearer test procedure (14.1.3.5a) for Dual-Cell radio bearer testing.
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091118
	34.123-1
	2607
	-
	8.8.0
	Rel‑8
	Addition of new test case 6.2.2.3a for 1.28M TDD
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091118
	34.123-1
	2608
	-
	8.8.0
	Rel‑8
	Addition of new test case 6.2.2.2a for 1.28M TDD
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091124
	34.123-1
	2609
	-
	8.8.0
	Rel‑8
	New radio bearar test case 14.6.6e for Dual-Cell
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091119
	34.123-1
	2610
	-
	8.8.0
	Rel‑8
	Correction to Improved L2 UL Test cases 7.1.7.1 and 7.1.7.4
	approved
	F
	8.9.0
	TEI8_Test
	R5

	RP-091119
	34.123-1
	2611
	-
	8.8.0
	Rel‑8
	Correction to Improved L2 UL test case 7.2.3.38
	approved
	F
	8.9.0
	TEI8_Test
	R5

	RP-091120
	34.123-1
	2612
	-
	8.8.0
	Rel‑8
	New test case: Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (simultaneous activation and deactivation of 64QAM and MIMO)
	approved
	F
	8.9.0
	RANimp-UEConTest_64QamMimoHsdpa
	R5

	RP-091124
	34.123-1
	2613
	-
	8.8.0
	Rel‑8
	DC deactivation by HS-DSCH - serving cell change from DC-HSDPA capable cell to non DC-HSDPA capable cell
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091115
	34.123-1
	2614
	-
	8.8.0
	Rel‑8
	Correction to GCF WI-12 test case 16.3
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091133
	34.123-1
	2615
	-
	8.8.0
	Rel‑8
	Addition of a New Test Case for eCall - Registration of eCall only capable UE
	approved
	F
	8.9.0
	UMTS_eCall_UEConTest
	R5

	RP-091133
	34.123-1
	2616
	-
	8.8.0
	Rel‑8
	Addition of a New Test Case for eCall - Test Call using eCall capable UE
	approved
	F
	8.9.0
	UMTS_eCall_UEConTest
	R5

	RP-091133
	34.123-1
	2617
	-
	8.8.0
	Rel‑8
	"Addition of a New Test Case for eCall - eCall using eCall capable UE with ""eCall onlyö subscription on USIM"
	approved
	F
	8.9.0
	UMTS_eCall_UEConTest
	R5

	RP-091118
	34.123-1
	2618
	-
	8.8.0
	Rel‑8
	Corrections to 64QAM testcase 8.2.6.62
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091118
	34.123-1
	2619
	-
	8.8.0
	Rel‑8
	Corrections to UL 16QAM testcase 8.2.6.64
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091118
	34.123-1
	2620
	-
	8.8.0
	Rel‑8
	Corrections to UL 16QAM testcase 8.3.4.12
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091118
	34.123-1
	2621
	-
	8.8.0
	Rel‑8
	Corrections to 64QAM testcase 8.3.4.13
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091118
	34.123-1
	2622
	-
	8.8.0
	Rel‑8
	Active set update in soft handover: Radio Link addition/removal and serving HS-DSCH / E-DCH cell change, with activation/deactivation of MIMO
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091125
	34.123-1
	2623
	-
	8.8.0
	Rel‑8
	Addition of a New Test Case for location updating request rejected
	approved
	F
	8.9.0
	HNB-UEConTestFDD
	R5

	RP-091125
	34.123-1
	2624
	-
	8.8.0
	Rel‑8
	Addition of a New Test Case for Support of HNB - Inter frequency CSG Cell Reselection / UE is in Idle, Cell_PCH and URA_PCH states
	approved
	F
	8.9.0
	HNB-UEConTestFDD
	R5

	RP-091125
	34.123-1
	2625
	-
	8.8.0
	Rel‑8
	Addition of a New Test Case for Support of HNB - Intra frequency CSG Cell Reselection / UE is in Idle, Cell_PCH and URA_PCH states
	approved
	F
	8.9.0
	HNB-UEConTestFDD
	R5

	RP-091130
	34.123-1
	2626
	-
	8.8.0
	Rel‑8
	Tests to verify MCCH out of sequence handling for 3.84 Mcps TDD IMB UEs
	approved
	F
	8.9.0
	MBSFN_IMB_UEConTest
	R5

	RP-091130
	34.123-1
	2627
	-
	8.8.0
	Rel‑8
	Tests to verify the unacknowledged mode operation for 3.84 Mcps TDD IMB UEs
	approved
	F
	8.9.0
	MBSFN_IMB_UEConTest
	R5

	RP-091120
	34.123-1
	2628
	-
	8.8.0
	Rel‑8
	Correction of radio bearar test case 14.6.1e for combination 64QAM and MIMO.
	approved
	F
	8.9.0
	RANimp-UEConTest_64QamMimoHsdpa
	R5

	RP-091120
	34.123-1
	2629
	-
	8.8.0
	Rel‑8
	Correction of radio bearar test case 14.6.6d for combination 64QAM and MIMO
	approved
	F
	8.9.0
	RANimp-UEConTest_64QamMimoHsdpa
	R5

	RP-091124
	34.123-1
	2630
	-
	8.8.0
	Rel‑8
	New radio bearar test case 14.6.6f for Dual-Cell
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091124
	34.123-1
	2631
	-
	8.8.0
	Rel‑8
	New radio bearar test case 14.6.1g for Dual-Cell
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091134
	34.123-1
	2632
	-
	8.8.0
	Rel‑8
	Introduction of MAC test case for HS-DSCH SPS operation for 1.28Mcps TDD
	approved
	F
	8.9.0
	RANimp-UEConTest_CPCLCRTDD
	R5

	RP-091115
	34.123-1
	2633
	1
	8.8.0
	Rel‑8
	Correction to test case 8.1.2.21
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091115
	34.123-1
	2634
	2
	8.8.0
	Rel‑8
	Correction to test case 8.1.2.22
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091115
	34.123-1
	2635
	1
	8.8.0
	Rel‑8
	nTitle: Correction to test case 8.1.2.21a
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091115
	34.123-1
	2636
	1
	8.8.0
	Rel‑8
	Correction to test case 8.1.2.22a
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091115
	34.123-1
	2637
	-
	8.8.0
	Rel‑8
	Title: Removal of test cases 8.1.2.23, 8.1.2.23a, 8.1.2.24, 8.1.2.24a
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091125
	34.123-1
	2638
	-
	8.8.0
	Rel‑8
	Addition of a New Test Case for combined routing area updating request rejected
	approved
	F
	8.9.0
	HNB-UEConTestFDD
	R5

	RP-091119
	34.123-1
	2639
	1
	8.8.0
	Rel‑8
	Correction to ImprovedL2 radio bearer tc 14.7.3a
	approved
	F
	8.9.0
	TEI8_Test
	R5

	RP-091119
	34.123-1
	2640
	1
	8.8.0
	Rel‑8
	Correction to Improved L2 radio bearer tc 14.7.6c
	approved
	F
	8.9.0
	TEI8_Test
	R5

	RP-091130
	34.123-2
	0441
	-
	8.8.0
	Rel‑8
	Add 3.84 Mcps TDD IMB related items to capability tables
	approved
	F
	8.9.0
	MBSFN_IMB_UEConTest
	R5

	RP-091124
	34.123-2
	0442
	-
	8.8.0
	Rel‑8
	Addition of ICS-parameters for FDD HS-DSCH physical layer categories 21, 22, 23 and 24
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091120
	34.123-2
	0443
	-
	8.8.0
	Rel‑8
	Applicability of Rel‑8 64QAM and MIMO RRC test cases
	approved
	F
	8.9.0
	RANimp-UEConTest_64QamMimoHsdpa
	R5

	RP-091127
	34.123-2
	0444
	-
	8.8.0
	Rel‑8
	Applicability of new Enh-UL for CELL_FACH test case
	approved
	F
	8.9.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-091124
	34.123-2
	0445
	-
	8.8.0
	Rel‑8
	Applicability of new radio bearar test cases 14.6.1f, 14.6.1g, 14.6.6e and 14.6.6f for Dual Cell
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091118
	34.123-2
	0446
	-
	8.8.0
	Rel‑8
	Modifying applicability to the Rel. 7  test cases - Chapter 8
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091133
	34.123-2
	0447
	-
	8.8.0
	Rel‑8
	Adding applicability of the test cases for  eCall
	approved
	F
	8.9.0
	UMTS_eCall_UEConTest
	R5

	RP-091124
	34.123-2
	0448
	-
	8.8.0
	Rel‑8
	Applicability of new RRC test cases for Dual Cell HSDPA
	approved
	F
	8.9.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-091123
	34.123-2
	0449
	-
	8.8.0
	Rel‑8
	Addition of applicability of MBSFN RRC test cases
	approved
	F
	8.9.0
	MBMSE-UEConTest_RANPhysFDD
	R5

	RP-091118
	34.123-2
	0450
	-
	8.8.0
	Rel‑8
	Corrections to DL 64QAM and UL 16QAM RRC testcase applicabilities
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091118
	34.123-2
	0451
	-
	8.8.0
	Rel‑8
	Applicability of Rel‑7 MIMO test case
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091115
	34.123-2
	0452
	-
	8.8.0
	Rel‑8
	Correction to 34.123-2 Annex C
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091118
	34.123-2
	0453
	1
	8.8.0
	Rel‑8
	Modifying applicability to the Rel. 7  test cases - Chapter 14
	approved
	F
	8.9.0
	TEI7_Test
	R5

	RP-091125
	34.123-2
	0454
	-
	8.8.0
	Rel‑8
	Addition applicability of 6 New Test Cases for Support of HNB
	approved
	F
	8.9.0
	HNB-UEConTestFDD
	R5

	RP-091130
	34.123-2
	0455
	-
	8.8.0
	Rel‑8
	Add test applicability and conditions for  3.84 Mcps TDD IMB idle mode procedure tests
	approved
	F
	8.9.0
	MBSFN_IMB_UEConTest
	R5

	RP-091115
	34.123-2
	0456
	3
	8.8.0
	Rel‑8
	Title: Correction to test cases 8.1.2.21, 8.1.2.21a,8.1.2.22,8.1.2.22a,8.1.2.23,8.1.2.23a,8.1.2.24,8.1.2.24a
	approved
	F
	8.9.0
	TEI_Test
	R5

	RP-091119
	34.123-3
	2676
	-
	8.3.0
	Rel‑8
	Routine maintenance for divergent updates
	approved
	F
	8.4.0
	TEI8_Test
	R5

	RP-091115
	34.123-3
	2677
	-
	8.3.0
	Rel‑8
	Removal of GPRS P-channels from GERAN test model and ASPs
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091113
	34.123-3
	2678
	-
	8.3.0
	Rel‑8
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	8.4.0
	TEI8_Test
	R5

	RP-091114
	34.123-3
	2679
	-
	8.3.0
	Rel‑8
	Addition of  GCF WI-101 Rel‑7 Ciphering test case 8.2.2.43a to HSPA7_ENH ATS 
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2680
	-
	8.3.0
	Rel‑8
	Addition of GCF WI-101 Rel‑7 Ciphering test case 8.1.7.4 to HSPA7_ENH ATS 
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2681
	-
	8.3.0
	Rel‑8
	Addition of GCF WI 70 Rel‑7 CPC test case 8.2.3.37
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2682
	-
	8.3.0
	Rel‑8
	Correction to CPC RRC test case 8.2.2.53
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2683
	-
	8.3.0
	Rel‑8
	Correction to GCF WI 24/1 test case 6.2.1.10
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-091114
	34.123-3
	2684
	-
	8.3.0
	Rel‑8
	Corrections to CPC testcases
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2685
	-
	8.3.0
	Rel‑8
	Corrections to RAB Test Cases 
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2686
	-
	8.3.0
	Rel‑8
	Corrections to GCF Rel‑99, Rel‑5 and Rel‑6 test cases
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2687
	-
	8.3.0
	Rel‑8
	Correction to the test step ts_RRC_receiveConnSetupCmpl_CheckA5_3
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-091114
	34.123-3
	2688
	-
	8.3.0
	Rel‑8
	Correction to the GCF WI-014 HSDPA TC 8.2.1.27, 8.3.4.9, 8.2.6.40
	approved
	F
	8.4.0
	TEI5_Test
	R5

	RP-091114
	34.123-3
	2689
	-
	8.3.0
	Rel‑8
	Addition of  GCF WI-101 Rel‑7 Ciphering test case 8.1.7.3c to HSPA7_ENH ATS 
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2690
	-
	8.3.0
	Rel‑8
	Addition of  GCF WI-101 Rel‑7 Ciphering test case 8.1.7.3b to HSPA7_ENH ATS 
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2691
	-
	8.3.0
	Rel‑8
	Addition of  GCF WI-101 Rel‑7 Ciphering test case 8.1.7.3 to HSPA7_ENH ATS 
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2692
	-
	8.3.0
	Rel‑8
	Correction to GCF WI 24/1 test case 6.1.1.9
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-091114
	34.123-3
	2693
	-
	8.3.0
	Rel‑8
	Correction to R99 FACH to DCH and DCH to FACH transition RRC test cases
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2694
	-
	8.3.0
	Rel‑8
	Correction to GCF WI 68 RRC test case 8.2.2.57
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2695
	-
	8.3.0
	Rel‑8
	Correction to GCF WI-10 IR_U test case 8.4.1.33
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2696
	-
	8.3.0
	Rel‑8
	Correction to WK37 TTCN
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2697
	-
	8.3.0
	Rel‑8
	Correction to GCF WI-101 SNOW 3G TC 8.2.2.43a
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2698
	-
	8.3.0
	Rel‑8
	TTCN Correction in TC 6.1.2.6
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2699
	-
	8.3.0
	Rel‑8
	Addition of GCF WI-101 Rel‑7 SNOW Ciphering test case 8.3.11.1a to HS_ENH_r7 ATS v8.2.0.
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2700
	-
	8.3.0
	Rel‑8
	Correction to ts_TransitToURA_PCH_P17_P18 in RRC ATS
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2701
	-
	8.3.0
	Rel‑8
	Correction to RRC Connection Request test steps to update Release Indication
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2702
	-
	8.3.0
	Rel‑8
	Correction to HSDPA, HSUPA and HSPA7 DCH to FACH and FACH to DCH transition test cases
	approved
	F
	8.4.0
	TEI5_Test
	R5

	RP-091114
	34.123-3
	2703
	-
	8.3.0
	Rel‑8
	Corrections to Rel‑6 testcases to make F-DPCH optional
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-091114
	34.123-3
	2704
	-
	8.3.0
	Rel‑8
	Corrections to Rel‑7 testcases to make F-DPCH optional
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2705
	-
	8.3.0
	Rel‑8
	Correction to Rel‑7 Enhanced L2 test case 8.2.2.57
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2706
	-
	8.3.0
	Rel‑8
	Corrections to Rel‑7 64QAM  testcase 14.6.6b
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2707
	-
	8.3.0
	Rel‑8
	Correction to GCF WI-101 Rel‑7 Ciphering test case 8.2.2.43a
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2708
	-
	8.3.0
	Rel‑8
	Addition of GCF WI-101 GCF Rel‑7 Ciphering test case 8.2.2.43b to HSPA7_ENH ATS 
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2709
	-
	8.3.0
	Rel‑8
	Addition of  GCF WI-101 Rel‑7 Ciphering test case 8.1.7.3d to HSPA7_ENH ATS 
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2710
	-
	8.3.0
	Rel‑8
	Addition of CS voice over HSPA RAB test case 14.7.9
	approved
	B
	8.4.0
	TEI8_Test
	R5

	RP-091114
	34.123-3
	2711
	-
	8.3.0
	Rel‑8
	Addition of GCF WI 70 Rel‑7 CPC MAC test case 7.1.6.3.4
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2712
	-
	8.3.0
	Rel‑8
	Addition of GCF WI 70 Rel‑7 CPC MAC test case 7.1.6.3.3
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2713
	-
	8.3.0
	Rel‑8
	Addition of RFT067 test case 6.2.1.8a.2
	approved
	B
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2714
	-
	8.3.0
	Rel‑8
	Addition of RFT067 test case 6.2.1.8a.1
	approved
	B
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2715
	-
	8.3.0
	Rel‑8
	Addition of RFT067 test case 6.2.1.2a
	approved
	B
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2716
	-
	8.3.0
	Rel‑8
	Incorrect implementation of CR R5s090082
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2717
	-
	8.3.0
	Rel‑8
	Addition of GCF WI 101 Rel‑7 Snow 3G InterRAT test case 8.3.11.1b
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2718
	-
	8.3.0
	Rel‑8
	Corrections to test steps and constraints with identical names
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-091114
	34.123-3
	2719
	-
	8.3.0
	Rel‑8
	Corrections to L2 Enhancement RAB test case 14.7.6b
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091114
	34.123-3
	2720
	-
	8.3.0
	Rel‑8
	Addition of GCF WI 101 Rel‑7 Snow 3G InterRAT test case 8.3.7.1b
	approved
	B
	8.4.0
	TEI7_Test
	R5

	RP-091286
	34.124
	0034
	-
	9.0.0
	Rel‑9
	Introduction of Extended UMTS1500 requirements for TS34.124 (Technically endorsed at RAN 4 52bis in R4-093629)
	approved
	B
	9.1.0
	UMTSLTE1500
	R4

	RP-091287
	34.124
	0035
	-
	8.3.0
	Rel‑8
	Correction of Band XI requirements for TS34.124 Rel‑8
	approved
	F
	8.4.0
	UMTSLTE1500
	R4

	RP-091118
	34.229-1
	0211
	-
	8.3.0
	Rel‑8
	Update SDP speech offer for test case 12.13, annex C.11 and C.16
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091118
	34.229-1
	0212
	-
	8.3.0
	Rel‑8
	Update SDP speech offer for test cases 15.6
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091118
	34.229-1
	0213
	-
	8.3.0
	Rel‑8
	Update SDP speech offer for test cases 16.1, 16.2, 16.3 and 16.4
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091118
	34.229-1
	0214
	-
	8.3.0
	Rel‑8
	Update SDP speech offer for test cases 17.2 and 17.6
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091118
	34.229-1
	0215
	-
	8.3.0
	Rel‑8
	Correct gruu requirements in annex A
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091116
	34.229-1
	0216
	-
	8.3.0
	Rel‑8
	Update test case 14.2 with XML correction
	approved
	F
	8.4.0
	TEI5_Test
	R5

	RP-091116
	34.229-1
	0217
	-
	8.3.0
	Rel‑8
	Correct XML schema in 380 Alternative Service message
	approved
	F
	8.4.0
	TEI5_Test
	R5

	RP-091118
	34.229-1
	0218
	-
	8.3.0
	Rel‑8
	Update IMS test case 8.1, 8.5, 8.6 and 8.7 with registration expire corrections
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091118
	34.229-1
	0219
	-
	8.3.0
	Rel‑8
	Update IMS test case 8.1, 8.5, 8.6 and 8.7 with subscribe correction
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091118
	34.229-1
	0220
	-
	8.3.0
	Rel‑8
	Update test case 12.2
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091118
	34.229-1
	0221
	-
	8.3.0
	Rel‑8
	Update test cases 16.11, 16.12 and 16.13 with multiple SDP check
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091118
	34.229-1
	0222
	-
	8.3.0
	Rel‑8
	Update test cases 17.2, 17.6 and 17.18 with multiple SDP check
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091116
	34.229-2
	0055
	-
	8.3.0
	Rel‑8
	Update applicability for test cases 14.1 and 14.2
	approved
	F
	8.4.0
	TEI5_Test
	R5

	RP-091118
	34.229-2
	0056
	-
	8.3.0
	Rel‑8
	Update applicability for test case 12.2
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091118
	34.229-2
	0057
	-
	8.3.0
	Rel‑8
	Update table A.12
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-091119
	34.229-3
	0049
	-
	8.1.0
	Rel‑8
	CR to 34.229-3 (prose) update to v820
	approved
	F
	8.2.0
	TEI8_Test
	R5

	RP-091156
	34.229-3
	0049
	-
	8.1.0
	Rel‑8
	CR to 34.229-3 (prose) update to v820
	approved
	F
	8.2.0
	TEI8_Test
	R5

	RP-091264
	36.101
	0334
	-
	8.7.0
	Rel‑8
	Test case numbering in TDD PDSCH performance test (Technically endorsed at RAN 4 52bis in R4-093522)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091264
	36.101
	0335
	-
	9.1.0
	Rel‑9
	Test case numbering in TDD PDSCH performance test (Technically endorsed at RAN 4 52bis in R4-093523)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091261
	36.101
	0336
	-
	8.7.0
	Rel‑8
	Adding beamforming model for user-specfic reference signal (Technically endorsed at RAN 4 52bis in R4-093524)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091261
	36.101
	0337
	-
	9.1.0
	Rel‑9
	Adding beamforming model for user-specfic reference signal (Technically endorsed at RAN 4 52bis in R4-093525)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091263
	36.101
	0338
	1
	8.7.0
	Rel‑8
	Adding redundancy sequences to PMI test (Technically endorsed at RAN 4 52bis in R4-093580)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091263
	36.101
	0339
	1
	9.1.0
	Rel‑9
	Adding redundancy sequences to PMI test (Technically endorsed at RAN 4 52bis in R4-093581)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091264
	36.101
	0340
	-
	8.7.0
	Rel‑8
	Throughput value correction at FRC for Maximum input level (Technically endorsed at RAN 4 52bis in R4-093659)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091264
	36.101
	0341
	-
	9.1.0
	Rel‑9
	Throughput value correction at FRC for Maximum input level (Technically endorsed at RAN 4 52bis in R4-093660)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091261
	36.101
	0342
	-
	8.7.0
	Rel‑8
	Correction to the modulated E-UTRA interferer (Technically endorsed at RAN 4 52bis in R4-093661)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091261
	36.101
	0343
	-
	9.1.0
	Rel‑9
	Correction to the modulated E-UTRA interferer (Technically endorsed at RAN 4 52bis in R4-093662)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091264
	36.101
	0344
	1
	8.7.0
	Rel‑8
	OCNG: Patterns and present use in tests (Technically endorsed at RAN 4 52bis in R4-093663)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091264
	36.101
	0345
	1
	9.1.0
	Rel‑9
	OCNG: Patterns and present use in tests (Technically endorsed at RAN 4 52bis in R4-093664)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091264
	36.101
	0346
	-
	8.7.0
	Rel‑8
	OCNG: Use in receiver and performance tests (Technically endorsed at RAN 4 52bis in R4-093665)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091264
	36.101
	0347
	-
	9.1.0
	Rel‑9
	OCNG: Use in receiver and performance tests (Technically endorsed at RAN 4 52bis in R4-093666)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091263
	36.101
	0348
	-
	8.7.0
	Rel‑8
	Miscellaneous corrections on CSI requirements (Technically endorsed at RAN 4 52bis in R4-093676)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091263
	36.101
	0349
	-
	9.1.0
	Rel‑9
	Miscellaneous corrections on CSI requirements (Technically endorsed at RAN 4 52bis in R4-093676)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091261
	36.101
	0350
	-
	8.7.0
	Rel‑8
	Removal of RLC modes (Technically endorsed at RAN 4 52bis in R4-093677)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091261
	36.101
	0351
	-
	9.1.0
	Rel‑9
	Removal of RLC modes (Technically endorsed at RAN 4 52bis in R4-093677)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091261
	36.101
	0352
	-
	8.7.0
	Rel‑8
	CR Rx diversity requirement (Technically endorsed at RAN 4 52bis in R4-093703)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091261
	36.101
	0353
	-
	9.1.0
	Rel‑9
	CR Rx diversity requirement (Technically endorsed at RAN 4 52bis in R4-093703)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091261
	36.101
	0354
	-
	8.7.0
	Rel‑8
	A-MPR notation in NS_07 (Technically endorsed at RAN 4 52bis in R4-093706)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091261
	36.101
	0355
	-
	9.1.0
	Rel‑9
	A-MPR notation in NS_07 (Technically endorsed at RAN 4 52bis in R4-093706)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091263
	36.101
	0358
	-
	8.7.0
	Rel‑8
	Single- and multi-PMI requirements (Technically endorsed at RAN 4 52bis in R4-093846)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091263
	36.101
	0359
	-
	9.1.0
	Rel‑9
	Single- and multi-PMI requirements (Technically endorsed at RAN 4 52bis in R4-093846)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091263
	36.101
	0362
	-
	8.7.0
	Rel‑8
	CQI reference measurement channel (Technically endorsed at RAN 4 52bis in R4-093970)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091263
	36.101
	0363
	-
	9.1.0
	Rel‑9
	CQI reference measurement channel (Technically endorsed at RAN 4 52bis in R4-093970)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091292
	36.101
	0364
	-
	9.1.0
	Rel‑9
	LTE MBSFN Channel Model (Technically endorsed at RAN 4 52bis in R4-094020)
	approved
	B
	9.2.0
	MBMS_LTE
	R4

	RP-091264
	36.101
	0366
	-
	8.7.0
	Rel‑8
	Numbering of PDSCH (User-Specific Reference Symbols) Demodulation Tests
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091264
	36.101
	0367
	-
	9.1.0
	Rel‑9
	Numbering of PDSCH (User-Specific Reference Symbols) Demodulation Tests
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091264
	36.101
	0368
	-
	8.7.0
	Rel‑8
	Numbering of PDCCH/PCFICH, PHICH, PBCH Demod Tests
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091264
	36.101
	0369
	-
	9.1.0
	Rel‑9
	Numbering of PDCCH/PCFICH, PHICH, PBCH Demod Tests
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091261
	36.101
	0370
	-
	8.7.0
	Rel‑8
	Remove [ ] from Reference Measurement Channels in Annex A
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091261
	36.101
	0371
	-
	9.1.0
	Rel‑9
	Remove [ ] from Reference Measurement Channels in Annex A
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091264
	36.101
	0372
	1
	8.7.0
	Rel‑8
	Corrections to RMC-s for Maximum input level test for low UE categories
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091264
	36.101
	0373
	1
	9.1.0
	Rel‑9
	Corrections to RMC-s for Maximum input level test for low UE categories
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091261
	36.101
	0376
	-
	8.7.0
	Rel‑8
	Correction of UE-category for R.30
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091261
	36.101
	0377
	-
	9.1.0
	Rel‑9
	Correction of UE-category for R.30
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091286
	36.101
	0378
	-
	9.1.0
	Rel‑9
	Introduction of Extended LTE1500 requirements for TS36.101
	approved
	B
	9.2.0
	UMTSLTE1500
	R4

	RP-091262
	36.101
	0383
	-
	8.7.0
	Rel‑8
	CR: Removal of 1.4 MHz and 3 MHz channel bandwidths from additional spurious emissions requirements for Band 1 PHS protection
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091262
	36.101
	0384
	-
	9.1.0
	Rel‑9
	CR: Removal of 1.4 MHz and 3 MHz channel bandwidths from additional spurious emissions requirements for Band 1 PHS protection
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091262
	36.101
	0385
	3
	8.7.0
	Rel‑8
	Clarification of measurement conditions of spurious emission requirements at the edge of spurious domain
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091262
	36.101
	0386
	3
	9.1.0
	Rel‑9
	Clarification of measurement conditions of spurious emission requirements at the edge of spurious domain
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091262
	36.101
	0389
	-
	8.7.0
	Rel‑8
	Spurious emission table correction for TDD bands 33 and 38.
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091262
	36.101
	0390
	-
	9.1.0
	Rel‑9
	Spurious emission table correction for TDD bands 33 and 38.
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091262
	36.101
	0391
	2
	8.7.0
	Rel‑8
	36.101 Symbols and abreviations for Pcmax
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091262
	36.101
	0392
	2
	9.1.0
	Rel‑9
	36.101 Symbols and abreviations for Pcmax
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091262
	36.101
	0393
	-
	8.7.0
	Rel‑8
	UTRAACLR1 requirement definition for 1.4 and 3 MHz BW completed
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091262
	36.101
	0394
	-
	9.1.0
	Rel‑9
	UTRAACLR1 requirement definition for 1.4 and 3 MHz BW completed
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091263
	36.101
	0395
	-
	8.7.0
	Rel‑8
	Introduction of the ACK/NACK feedback modes for TDD requirements
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091263
	36.101
	0396
	-
	9.1.0
	Rel‑9
	Introduction of the ACK/NACK feedback modes for TDD requirements
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091262
	36.101
	0403
	2
	8.7.0
	Rel‑8
	CR Power control exception R8
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091262
	36.101
	0404
	3
	9.1.0
	Rel‑9
	CR Power control exception R8
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091262
	36.101
	0415
	1
	8.7.0
	Rel‑8
	Relative power tolerance: special case for receiver tests
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091262
	36.101
	0416
	1
	9.1.0
	Rel‑9
	Relative power tolerance: special case for receiver tests
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091263
	36.101
	0419
	1
	8.7.0
	Rel‑8
	CSI reporting: test configuration for CQI fading requirements
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091263
	36.101
	0420
	1
	9.1.0
	Rel‑9
	CSI reporting: test configuration for CQI fading requirements
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091284
	36.101
	0421
	1
	9.1.0
	Rel‑9
	Inclusion of Band 20 UE RF parameters
	approved
	B
	9.2.0
	RInImp9-UMTSLTE800EU
	R4

	RP-091264
	36.101
	0424
	-
	8.7.0
	Rel‑8
	Editorial corrections and updates to Clause 8.2.1 FDD demodulation test cases
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091264
	36.101
	0425
	-
	9.1.0
	Rel‑9
	Editorial corrections and updates to Clause 8.2.1 FDD demodulation test cases
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091262
	36.101
	0426
	-
	8.7.0
	Rel‑8
	CR: time mask 
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091262
	36.101
	0427
	-
	9.1.0
	Rel‑9
	CR: time mask 
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091264
	36.101
	0429
	-
	8.7.0
	Rel‑8
	Correction of the payload size for PDCCH/PCFICH performance requirements
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091264
	36.101
	0430
	-
	9.1.0
	Rel‑9
	Correction of the payload size for PDCCH/PCFICH performance requirements
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091263
	36.101
	0431
	-
	8.7.0
	Rel‑8
	Transport format and test point updates to RI reporting test cases
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091263
	36.101
	0432
	-
	9.1.0
	Rel‑9
	Transport format and test point updates to RI reporting test cases
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091263
	36.101
	0433
	-
	8.7.0
	Rel‑8
	Transport format and test setup updates to frequency-selective interference CQI tests
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091263
	36.101
	0434
	-
	9.1.0
	Rel‑9
	Transport format and test setup updates to frequency-selective interference CQI tests
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091263
	36.101
	0435
	-
	8.7.0
	Rel‑8
	CR RI reporting configuration in PUCCH 1-1 test
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091263
	36.101
	0436
	-
	9.1.0
	Rel‑9
	CR RI reporting configuration in PUCCH 1-1 test
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091261
	36.101
	0437
	-
	8.7.0
	Rel‑8
	Addition of R.11-1 TDD references
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091261
	36.101
	0438
	-
	9.1.0
	Rel‑9
	Addition of R.11-1 TDD references
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091292
	36.101
	0439
	-
	9.1.0
	Rel‑9
	Performance requirements for LTE MBMS
	approved
	B
	9.2.0
	MBMS_LTE
	R4

	RP-091287
	36.101
	0440
	-
	8.7.0
	Rel‑8
	Correction of Band 11 requirements for TS36.101 Rel‑8
	approved
	F
	8.8.0
	UMTSLTE1500
	R4

	RP-091262
	36.101
	0441
	-
	8.7.0
	Rel‑8
	In Band Emissions Requirements Correction CR
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091262
	36.101
	0442
	1
	9.1.0
	Rel‑9
	In Band Emissions Requirements Correction CR
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091262
	36.101
	0443
	1
	8.7.0
	Rel‑8
	PCMAX definition
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091262
	36.101
	0444
	1
	9.1.0
	Rel‑9
	PCMAX definition
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091286
	36.104
	0093
	-
	9.1.0
	Rel‑9
	Introduction of Extended LTE1500 requirements for TS36.104 (Technically endorsed at RAN 4 52bis in R4-093633)
	approved
	B
	9.2.0
	UMTSLTE1500
	R4

	RP-091265
	36.104
	0094
	-
	8.7.0
	Rel‑8
	Correction to ICS requirement (Technically endorsed at RAN 4 52bis in R4-093639)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091265
	36.104
	0095
	-
	9.1.0
	Rel‑9
	Correction to ICS requirement (Technically endorsed at RAN 4 52bis in R4-093639)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091265
	36.104
	0096
	-
	8.7.0
	Rel‑8
	CR eNB FDD EVM (Technically endorsed at RAN 4 52bis in R4-093713)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091265
	36.104
	0097
	-
	9.1.0
	Rel‑9
	CR eNB FDD EVM (Technically endorsed at RAN 4 52bis in R4-093713)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091265
	36.104
	0098
	-
	8.7.0
	Rel‑8
	Correction on terminology for noise bandwidth (Technically endorsed at RAN 4 52bis in R4-093740)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091265
	36.104
	0099
	-
	9.1.0
	Rel‑9
	Correction on terminology for noise bandwidth (Technically endorsed at RAN 4 52bis in R4-093740)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091266
	36.104
	0100
	-
	8.7.0
	Rel‑8
	LTE operating band unwanted emissions correction (Technically endorsed at RAN 4 52bis in R4-093801)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091266
	36.104
	0101
	-
	9.1.0
	Rel‑9
	LTE operating band unwanted emissions correction (Technically endorsed at RAN 4 52bis in R4-093801)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091266
	36.104
	0102
	-
	8.7.0
	Rel‑8
	Multi-path fading propagation conditions reference correction (Technically endorsed at RAN 4 52bis in R4-093927)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091266
	36.104
	0103
	-
	9.1.0
	Rel‑9
	Multi-path fading propagation conditions reference correction (Technically endorsed at RAN 4 52bis in R4-093927)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091266
	36.104
	0104
	-
	8.7.0
	Rel‑8
	Clarification on Spurious emissions limits for BS co-existed with another BS (Technically endorsed at RAN 4 52bis in R4-094011)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091266
	36.104
	0105
	-
	9.1.0
	Rel‑9
	Clarification on Spurious emissions limits for BS co-existed with another BS (Technically endorsed at RAN 4 52bis in R4-094011)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091266
	36.104
	0106
	-
	9.1.0
	Rel‑9
	Correction to the transmitter intermodulation (Technically endorsed at RAN 4 52bis in R4-094084)
	approved
	F
	9.2.0
	LTE-RF
	R4

	RP-091270
	36.104
	0108
	1
	8.7.0
	Rel‑8
	Clarification on PRACH False alarm probability
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091270
	36.104
	0109
	1
	9.1.0
	Rel‑9
	Clarification on PRACH False alarm probability
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091295
	36.104
	0110
	1
	9.1.0
	Rel‑9
	E-UTRA BS classification
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091295
	36.104
	0111
	1
	9.1.0
	Rel‑9
	Home eNode B maximum output power
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091295
	36.104
	0112
	1
	9.1.0
	Rel‑9
	Home eNode B in-channel selectivity requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091295
	36.104
	0113
	1
	9.1.0
	Rel‑9
	Home eNode B receiver intermodulation requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091293
	36.104
	0114
	2
	9.1.0
	Rel‑9
	Demodulation requirements of Pico NodeB
	approved
	B
	9.2.0
	LTEimp-Pico_eNB-RF
	R4

	RP-091269
	36.104
	0115
	-
	8.7.0
	Rel‑8
	UL Timing Adjustment test clarifications 
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091269
	36.104
	0116
	-
	9.1.0
	Rel‑9
	UL Timing Adjustment test clarifications 
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091265
	36.104
	0117
	-
	8.7.0
	Rel‑8
	Corrections on frequency range of unwanted emissions requirements
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091265
	36.104
	0118
	-
	9.1.0
	Rel‑9
	Corrections on frequency range of unwanted emissions requirements
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091276
	36.104
	0121
	-
	8.7.0
	Rel‑8
	Testing in case of Rx diversity, Tx diversity and MIMO
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091276
	36.104
	0122
	-
	9.1.0
	Rel‑9
	Testing in case of Rx diversity, Tx diversity and MIMO
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091265
	36.104
	0123
	-
	8.7.0
	Rel‑8
	Table reference correction 
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091265
	36.104
	0124
	-
	9.1.0
	Rel‑9
	Table reference correction
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091295
	36.104
	0125
	1
	9.1.0
	Rel‑9
	Home eNode B ACLR requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091295
	36.104
	0126
	1
	9.1.0
	Rel‑9
	Home eNode B ACS and narrow band blocking requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091295
	36.104
	0127
	1
	9.1.0
	Rel‑9
	Home eNode B Blocking requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091294
	36.104
	0128
	1
	9.1.0
	Rel‑9
	Home eNode B dynamic range requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091294
	36.104
	0129
	1
	9.1.0
	Rel‑9
	Home eNode B frequency error requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091294
	36.104
	0130
	2
	9.1.0
	Rel‑9
	Home eNode B performance requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091294
	36.104
	0131
	1
	9.1.0
	Rel‑9
	Home eNode B operating band unwanted emissions requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091294
	36.104
	0132
	1
	9.1.0
	Rel‑9
	Home eNode B reference sensitivity level requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091294
	36.104
	0133
	2
	9.1.0
	Rel‑9
	Home eNode B spurious emission requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091284
	36.104
	0135
	1
	9.1.0
	Rel‑9
	Inclusion of Band 20 BS RF parameters
	approved
	B
	9.2.0
	RInImp9-UMTSLTE800EU
	R4

	RP-091265
	36.104
	0138
	-
	8.7.0
	Rel‑8
	Corrections on blocking performance requirement for Band 17
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091265
	36.104
	0139
	-
	9.1.0
	Rel‑9
	Corrections on blocking performance requirement for Band 17
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091294
	36.104
	0140
	-
	9.1.0
	Rel‑9
	CR-Protection of Adjacent Channels Owned by Other Operators
	approved
	B
	9.2.0
	HeNB-RF_FDD
	R4

	RP-091293
	36.104
	0141
	-
	9.1.0
	Rel‑9
	Introduction of LTE Pico NodeB class
	approved
	B
	9.2.0
	LTEimp-Pico_eNB-RF
	R4

	RP-091287
	36.104
	0142
	-
	8.7.0
	Rel‑8
	Correction of Band 11 requirements for TS36.104 Rel‑8
	approved
	F
	8.8.0
	UMTSLTE1500
	R4

	RP-091282
	36.106
	0010
	-
	8.3.0
	Rel‑8
	Update of operating band unwanted emissions for LTE Repeater
	approved
	F
	8.4.0
	TEI8
	R4

	RP-091286
	36.113
	0003
	-
	9.0.0
	Rel‑9
	Introduction of Extended LTE1500 requirements for TS36.113 (Technically endorsed at RAN 4 52bis in R4-093634)
	approved
	B
	9.1.0
	UMTSLTE1500
	R4

	RP-091271
	36.113
	0004
	-
	8.1.0
	Rel‑8
	BS emission applicability correction (Technically endorsed at RAN 4 52bis in R4-093641)
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-091271
	36.113
	0005
	-
	9.0.0
	Rel‑9
	BS emission applicability correction (Technically endorsed at RAN 4 52bis in R4-093641)
	approved
	A
	9.1.0
	LTE-RF
	R4

	RP-091284
	36.113
	0006
	-
	9.0.0
	Rel‑9
	Introduction of EU 800 MHz band in TS 36.113 (Technically endorsed at RAN 4 52bis in R4-093642)
	approved
	B
	9.1.0
	RInImp9-UMTSLTE800EU
	R4

	RP-091287
	36.113
	0007
	-
	8.1.0
	Rel‑8
	Correction of Band 11 requirements for TS36.113 Rel‑8
	approved
	F
	8.2.0
	UMTSLTE1500
	R4

	RP-091286
	36.124
	0002
	-
	9.0.0
	Rel‑9
	Introduction of Extended LTE1500 requirements for TS36.124 (Technically endorsed at RAN 4 52bis in R4-093635)
	approved
	B
	9.1.0
	UMTSLTE1500
	R4

	RP-091284
	36.124
	0003
	-
	9.0.0
	Rel‑9
	Introduction of EU 800 MHz band in TS 36.124 (Technically endorsed at RAN 4 52bis in R4-093643)
	approved
	B
	9.1.0
	RInImp9-UMTSLTE800EU
	R4

	RP-091287
	36.124
	0004
	-
	8.0.0
	Rel‑8
	Correction of Band 11 requirements for TS36.124 Rel‑8
	approved
	F
	8.1.0
	UMTSLTE1500
	R4

	RP-091275
	36.133
	0328
	-
	8.7.0
	Rel‑8
	Defining requirements for UTRA TDD measurements for SON (Technically endorsed at RAN 4 52bis in R4-093511)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091275
	36.133
	0329
	-
	9.1.0
	Rel‑9
	Defining requirements for UTRA TDD measurements for SON (Technically endorsed at RAN 4 52bis in R4-093512)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091272
	36.133
	0330
	-
	8.7.0
	Rel‑8
	Modification of test case of E-UTRA TDD intra frequency cell reselection (Technically endorsed at RAN 4 52bis in R4-093520)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091272
	36.133
	0331
	-
	8.7.0
	Rel‑8
	Modification of test case of E-UTRA TDD inter frequency cell reselection (Technically endorsed at RAN 4 52bis in R4-093521)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091272
	36.133
	0332
	-
	9.1.0
	Rel‑9
	Modification of test case of E-UTRA TDD intra frequency cell reselection (Technically endorsed at RAN 4 52bis in R4-093552)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091272
	36.133
	0333
	-
	9.1.0
	Rel‑9
	Modification of test case of E-UTRA TDD inter frequency cell reselection (Technically endorsed at RAN 4 52bis in R4-093553)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091286
	36.133
	0334
	-
	9.1.0
	Rel‑9
	Introduction of Extended LTE1500 requirements for TS36.133 (Technically endorsed at RAN 4 52bis in R4-093636)
	approved
	B
	9.2.0
	UMTSLTE1500
	R4

	RP-091272
	36.133
	0335
	-
	8.7.0
	Rel‑8
	Addition of E-UTRA TDD to UTRA FDD reselection test cases (Technically endorsed at RAN 4 52bis in R4-093686)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091272
	36.133
	0336
	-
	9.1.0
	Rel‑9
	Addition of E-UTRA TDD to UTRA FDD reselection test cases (Technically endorsed at RAN 4 52bis in R4-093686)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091271
	36.133
	0337
	-
	8.7.0
	Rel‑8
	Correction of missing accuracy requirements for UTRAN FDD (Technically endorsed at RAN 4 52bis in R4-093689)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091271
	36.133
	0338
	-
	9.1.0
	Rel‑9
	Correction of missing accuracy requirements for UTRAN FDD (Technically endorsed at RAN 4 52bis in R4-093689)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091275
	36.133
	0339
	-
	8.7.0
	Rel‑8
	CR cdma2000 HRPD measurement period (Technically endorsed at RAN 4 52bis in R4-093720)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091275
	36.133
	0340
	-
	9.1.0
	Rel‑9
	CR cdma2000 HRPD measurement period (Technically endorsed at RAN 4 52bis in R4-093720)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091275
	36.133
	0341
	-
	8.7.0
	Rel‑8
	CR cdma2000 1x measurement period (Technically endorsed at RAN 4 52bis in R4-093721)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091275
	36.133
	0342
	-
	9.1.0
	Rel‑9
	CR cdma2000 1x measurement period (Technically endorsed at RAN 4 52bis in R4-093721)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091272
	36.133
	0343
	-
	8.7.0
	Rel‑8
	Correction for E-UTRAN FDD - UTRAN FDD Cell Search in DRX Test Cases (Technically endorsed at RAN 4 52bis in R4-093890)
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091272
	36.133
	0344
	-
	9.1.0
	Rel‑9
	Correction for E-UTRAN FDD - UTRAN FDD Cell Search in DRX Test Cases (Technically endorsed at RAN 4 52bis in R4-093890)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091272
	36.133
	0345
	-
	8.7.0
	Rel‑8
	Revise geometry factors for Intra freq Reselection Test Cases
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091272
	36.133
	0346
	-
	9.1.0
	Rel‑9
	Revise geometry factors for Intra freq Reselection Test Cases
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091271
	36.133
	0347
	-
	8.7.0
	Rel‑8
	Corrections on RRM parameters for Bands 12, 14, 17
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091271
	36.133
	0348
	-
	9.1.0
	Rel‑9
	Corrections on RRM parameters for Bands 12, 14, 17
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091271
	36.133
	0350
	1
	8.7.0
	Rel‑8
	Corrections to PDSCH RMC-s
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091271
	36.133
	0351
	1
	9.1.0
	Rel‑9
	Corrections to PDSCH RMC-s
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091271
	36.133
	0352
	-
	8.7.0
	Rel‑8
	Corrections of TS36.133
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091271
	36.133
	0353
	-
	9.1.0
	Rel‑9
	Corrections of TS36.133
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091275
	36.133
	0356
	1
	9.1.0
	Rel‑9
	UTRA TDD P-CCPCH RSCP absolute accuracy measurement in E-UTRAN
	approved
	F
	9.2.0
	LTE-RF
	R4

	RP-091275
	36.133
	0357
	-
	8.7.0
	Rel‑8
	E-UTRAN TDD - UTRAN TDD cell search for SON
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091275
	36.133
	0358
	1
	9.1.0
	Rel‑9
	E-UTRAN TDD - UTRAN TDD cell search for SON
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091275
	36.133
	0360
	-
	8.7.0
	Rel‑8
	Cell Search Requirements for Intra-LTE Handover to Unknown Target Cell
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091275
	36.133
	0361
	-
	9.1.0
	Rel‑9
	Cell Search Requirements for Intra-LTE Handover to Unknown Target Cell
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091273
	36.133
	0365
	-
	9.1.0
	Rel‑9
	Combined E-UTRAN interfrequency and GSM cell search test cases (Scenario set 3.2)
	approved
	F
	9.2.0
	LTE-RF
	R4

	RP-091271
	36.133
	0366
	1
	8.7.0
	Rel‑8
	Correction in UE UTRA TDD P-CCPCH RSCP measurement capability for R8
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091271
	36.133
	0367
	1
	9.1.0
	Rel‑9
	Correction in UE UTRA TDD P-CCPCH RSCP measurement capability for R9
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091273
	36.133
	0374
	-
	9.1.0
	Rel‑9
	E-UTRAN  GSM RSSI Measurement Accuracy Tests
	approved
	F
	9.2.0
	LTE-RF
	R4

	RP-091273
	36.133
	0375
	-
	9.1.0
	Rel‑9
	E-UTRAN  UTRAN FDD CPICH RSCP Measurement Accuracy Tests
	approved
	F
	9.2.0
	LTE-RF
	R4

	RP-091273
	36.133
	0376
	-
	9.1.0
	Rel‑9
	E-UTRAN  UTRAN FDD CPICH Ec/No Measurement Accuracy Tests
	approved
	F
	9.2.0
	LTE-RF
	R4

	RP-091275
	36.133
	0377
	-
	8.7.0
	Rel‑8
	Cell Timing Change Requirements for Event Triggered Reporting
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091275
	36.133
	0378
	-
	9.1.0
	Rel‑9
	Cell Timing Change Requirements for Event Triggered Reporting
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091271
	36.133
	0379
	-
	8.7.0
	Rel‑8
	Correction to Power Headroom Requirements
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091271
	36.133
	0380
	-
	9.1.0
	Rel‑9
	Correction to Power Headroom Requirements
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091271
	36.133
	0381
	-
	8.7.0
	Rel‑8
	Editorial corrections to 36.133
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091271
	36.133
	0382
	-
	9.1.0
	Rel‑9
	Editorial corrections to 36.133
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091271
	36.133
	0386
	-
	8.7.0
	Rel‑8
	Editorial corrections to the time units for RRC Re-establishment test cases
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091271
	36.133
	0387
	-
	9.1.0
	Rel‑9
	Editorial corrections to the time units for RRC Re-establishment test cases
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091272
	36.133
	0388
	1
	8.7.0
	Rel‑8
	Introduction of cell search test case in DRX to verify L3 filtering
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091272
	36.133
	0389
	1
	9.1.0
	Rel‑9
	Introduction of cell search test case in DRX to verify L3 filtering
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091271
	36.133
	0390
	-
	8.7.0
	Rel‑8
	Correction to ONCG Patterns
	approved
	F
	8.8.0
	LTE-RF
	R4

	RP-091271
	36.133
	0391
	-
	9.1.0
	Rel‑9
	Correction to ONCG Patterns
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091287
	36.133
	0392
	-
	8.7.0
	Rel‑8
	Correction of Band 11 requirements for TS36.133 Rel‑8
	approved
	F
	8.8.0
	UMTSLTE1500
	R4

	RP-091286
	36.141
	0095
	-
	9.1.0
	Rel‑9
	Introduction of Extended LTE1500 requirements for TS36.141 (Technically endorsed at RAN 4 52bis in R4-093637)
	approved
	B
	9.2.0
	UMTSLTE1500
	R4

	RP-091265
	36.141
	0096
	-
	8.4.0
	Rel‑8
	Corrections to ICS requirement (Technically endorsed at RAN 4 52bis in R4-093640)
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091267
	36.141
	0097
	-
	8.4.0
	Rel‑8
	Clarification of the test method for blocking (Technically endorsed at RAN 4 52bis in R4-093769)
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091267
	36.141
	0098
	-
	9.1.0
	Rel‑9
	Clarification of the test method for blocking (Technically endorsed at RAN 4 52bis in R4-093769)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091267
	36.141
	0099
	-
	8.4.0
	Rel‑8
	Adding missing EARFCN for band 33 and 34 (Technically endorsed at RAN 4 52bis in R4-093770)
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091267
	36.141
	0100
	-
	9.1.0
	Rel‑9
	Adding missing EARFCN for band 33 and 34 (Technically endorsed at RAN 4 52bis in R4-093770)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091267
	36.141
	0101
	-
	8.4.0
	Rel‑8
	Incorrect FRC A3-2 Coded block size (Technically endorsed at RAN 4 52bis in R4-093771)
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091267
	36.141
	0102
	-
	9.1.0
	Rel‑9
	Incorrect FRC A3-2 Coded block size (Technically endorsed at RAN 4 52bis in R4-093771)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091266
	36.141
	0103
	-
	8.4.0
	Rel‑8
	LTE operating band unwanted emissions correction (Technically endorsed at RAN 4 52bis in R4-093802)
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091266
	36.141
	0104
	-
	9.1.0
	Rel‑9
	LTE operating band unwanted emissions correction (Technically endorsed at RAN 4 52bis in R4-093802)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091267
	36.141
	0105
	-
	8.4.0
	Rel‑8
	HARQ feedback clarification addition (Annex B) (Technically endorsed at RAN 4 52bis in R4-093997)
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091267
	36.141
	0106
	-
	9.1.0
	Rel‑9
	HARQ feedback clarification addition (Annex B) (Technically endorsed at RAN 4 52bis in R4-093997)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091266
	36.141
	0107
	-
	8.4.0
	Rel‑8
	Clarification on Spurious emissions limits for BS co-existed with another BS (Technically endorsed at RAN 4 52bis in R4-094012)
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091266
	36.141
	0108
	-
	9.1.0
	Rel‑9
	Clarification on Spurious emissions limits for BS co-existed with another BS (Technically endorsed at RAN 4 52bis in R4-094012)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091265
	36.141
	0109
	-
	9.1.0
	Rel‑9
	Corrections to ICS requirement (Technically endorsed at RAN 4 52bis in R4-093640)
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091270
	36.141
	0110
	1
	8.4.0
	Rel‑8
	Clarification on PRACH False alarm probability
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091270
	36.141
	0111
	1
	9.1.0
	Rel‑9
	Clarification on PRACH False alarm probability
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091295
	36.141
	0112
	1
	9.1.0
	Rel‑9
	E-UTRA BS classification
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091295
	36.141
	0113
	1
	9.1.0
	Rel‑9
	Home eNode B maximum output power
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091295
	36.141
	0114
	1
	9.1.0
	Rel‑9
	Home eNode B in-channel selectivity requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091295
	36.141
	0115
	1
	9.1.0
	Rel‑9
	Home eNode B receiver intermodulation requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091269
	36.141
	0116
	1
	8.4.0
	Rel‑8
	UL Timing Adjustment test clarifications 
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091269
	36.141
	0117
	1
	9.1.0
	Rel‑9
	UL Timing Adjustment test clarifications 
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091266
	36.141
	0118
	-
	8.4.0
	Rel‑8
	Multi-path fading propagation conditions reference correction
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091266
	36.141
	0119
	-
	9.1.0
	Rel‑9
	Multi-path fading propagation conditions reference correction
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091265
	36.141
	0120
	-
	8.4.0
	Rel‑8
	Corrections on frequency range of unwanted emissions requirements
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091265
	36.141
	0121
	-
	9.1.0
	Rel‑9
	Corrections on frequency range of unwanted emissions requirements
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091266
	36.141
	0122
	1
	9.1.0
	Rel‑9
	Correction to the transmitter intermodulation
	approved
	F
	9.2.0
	LTE-RF
	R4

	RP-091276
	36.141
	0123
	-
	8.4.0
	Rel‑8
	Testing in case of Rx diversity, Tx diversity and MIMO
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091276
	36.141
	0124
	-
	9.1.0
	Rel‑9
	Testing in case of Rx diversity, Tx diversity and MIMO
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091295
	36.141
	0130
	1
	9.1.0
	Rel‑9
	Home eNode B ACLR requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091295
	36.141
	0131
	1
	9.1.0
	Rel‑9
	Home eNode B ACS and narrow band blocking requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091295
	36.141
	0132
	1
	9.1.0
	Rel‑9
	Home eNode B Blocking requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091294
	36.141
	0133
	1
	9.1.0
	Rel‑9
	Home eNode B dynamic range requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091294
	36.141
	0134
	1
	9.1.0
	Rel‑9
	Home eNode B frequency error requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091294
	36.141
	0135
	2
	9.1.0
	Rel‑9
	Home eNode B performance requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091294
	36.141
	0136
	1
	9.1.0
	Rel‑9
	Home eNode B operating band unwanted emissions requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091294
	36.141
	0137
	1
	9.1.0
	Rel‑9
	Home eNode B reference sensitivity level requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091294
	36.141
	0138
	2
	9.1.0
	Rel‑9
	Home eNode B spurious emission requirement
	approved
	B
	9.2.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-091284
	36.141
	0140
	2
	9.1.0
	Rel‑9
	Inclusion of Band 20 BS Test parameters
	approved
	B
	9.2.0
	RInImp9-UMTSLTE800EU
	R4

	RP-091267
	36.141
	0143
	1
	8.4.0
	Rel‑8
	Applicability of uncertainty for transmitter transient period
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-091267
	36.141
	0144
	1
	9.1.0
	Rel‑9
	Applicability of uncertainty for transmitter transient period
	approved
	A
	9.2.0
	LTE-RF
	R4

	RP-091287
	36.141
	0145
	-
	8.4.0
	Rel‑8
	Correction of Band 11 requirements for TS36.141 Rel‑8
	approved
	F
	8.5.0
	UMTSLTE1500
	R4

	RP-091282
	36.143
	0013
	1
	8.2.0
	Rel‑8
	Update of operating band unwanted emissions for LTE Repeater
	approved
	F
	8.3.0
	TEI8
	R4

	RP-091282
	36.143
	0014
	-
	8.2.0
	Rel‑8
	Update of Repeater stimulus signals
	approved
	F
	8.3.0
	TEI8
	R4

	RP-091177
	36.201
	0004
	1
	8.3.0
	Rel‑9
	Editorial corrections to 36.201
	approved
	F
	9.0.0
	LTE-Phys
	R1

	RP-091172
	36.211
	0139
	2
	8.8.0
	Rel‑9
	Introduction of LTE positioning
	approved
	B
	9.0.0
	LCS_LTE
	R1

	RP-091177
	36.211
	0140
	3
	8.8.0
	Rel‑9
	Editorial corrections to 36.211
	approved
	D
	9.0.0
	LTE-Phys
	R1

	RP-091257
	36.211
	0141
	1
	8.8.0
	Rel‑9
	Introduction of enhanced dual layer transmission
	approved
	B
	9.0.0
	LTEimp-eDL
	R1

	RP-091168
	36.211
	0142
	-
	8.8.0
	Rel‑8
	Clarification of the transmit condition for UE specific reference signals
	approved
	F
	8.9.0
	LTE-Phys
	R1

	RP-091177
	36.212
	0088
	1
	8.7.0
	Rel‑9
	Editorial corrections to 36.212
	approved
	D
	9.0.0
	LTE-Phys
	R1

	RP-091168
	36.212
	0089
	-
	8.7.0
	Rel‑8
	Clarification on bitwidth of RI
	approved
	F
	8.8.0
	LTE-Phys
	R1

	RP-091168
	36.212
	0094
	-
	8.7.0
	Rel‑8
	Correction to Channel interleaver for PUSCH RE Mapping
	approved
	F
	8.8.0
	LTE-Phys
	R1

	RP-091257
	36.212
	0095
	1
	8.7.0
	Rel‑9
	Introduction of enhanced dual layer transmission
	approved
	B
	9.0.0
	LTEimp-eDL
	R1

	RP-091172
	36.213
	0248
	1
	8.8.0
	Rel‑9
	Introduction of LTE positioning
	approved
	B
	9.0.0
	LCS_LTE
	R1

	RP-091172
	36.213
	0254
	-
	8.8.0
	Rel‑9
	Clarification of PDSCH and PRS in combination for LTE positioning
	approved
	B
	9.0.0
	LCS_LTE
	R1

	RP-091177
	36.213
	0255
	5
	8.8.0
	Rel‑9
	Editorial corrections to 36.213
	approved
	D
	9.0.0
	LTE-Phys
	R1

	RP-091257
	36.213
	0256
	1
	8.8.0
	Rel‑9
	Introduction of enhanced dual layer transmission
	approved
	B
	9.0.0
	LTEimp-eDL
	R1

	RP-091177
	36.213
	0257
	1
	8.8.0
	Rel‑9
	Add shorter SR periodicity 
	approved
	B
	9.0.0
	LTE-Phys
	R1

	RP-091256
	36.213
	0258
	-
	8.8.0
	Rel‑9
	Introduction of LTE MBMS
	approved
	B
	9.0.0
	MBMS_LTE
	R1

	RP-091172
	36.214
	0011
	1
	8.7.0
	Rel‑9
	Introduction of LTE positioning
	approved
	B
	9.0.0
	LCS_LTE
	R1

	RP-091314
	36.300
	0144
	-
	8.10.0
	Rel‑8
	CR on the usage of Transparent Mode MAC
	approved
	F
	8.11.0
	LTE-L23  
	R2

	RP-091314
	36.300
	0145
	-
	9.1.0
	Rel‑9
	CR on the usage of Transparent Mode MAC
	approved
	A
	9.2.0
	LTE-L23  
	R2

	RP-091343
	36.300
	0146
	2
	9.1.0
	Rel‑9
	Capturing HeNB inbound mobility agreements
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-091331
	36.300
	0147
	1
	8.10.0
	Rel‑8
	ETWS correction to 36.300
	approved
	F
	8.11.0
	ETWS
	R2

	RP-091331
	36.300
	0148
	1
	9.1.0
	Rel‑9
	ETWS correction to 36.300
	approved
	A
	9.2.0
	ETWS
	R2

	RP-091314
	36.300
	0149
	-
	8.10.0
	Rel‑8
	Inclusion of INTER RAT HANDOVER INFO at HO from UTRAN to GERAN
	approved
	F
	8.11.0
	LTE-L23
	R2

	RP-091314
	36.300
	0150
	-
	9.1.0
	Rel‑9
	Inclusion of INTER RAT HANDOVER INFO at HO from UTRAN to GERAN
	approved
	A
	9.2.0
	LTE-L23
	R2

	RP-091341
	36.300
	0151
	1
	9.1.0
	Rel‑9
	MBMS Agreements
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-091346
	36.300
	0152
	-
	9.1.0
	Rel‑9
	Measurement Overview
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-091345
	36.300
	0153
	1
	9.1.0
	Rel‑9
	High level feature description of CMAS
	approved
	B
	9.2.0
	PWS-RAN
	R2

	RP-091344
	36.300
	0154
	1
	9.1.0
	Rel‑9
	RACH optimization in 36.300
	approved
	B
	9.2.0
	SON
	R2

	RP-091314
	36.300
	0155
	1
	8.10.0
	Rel‑8
	Correction on the precondition for cell reselection to HRPD
	approved
	F
	8.11.0
	LTE-L23
	R2

	RP-091314
	36.300
	0156
	1
	9.1.0
	Rel‑9
	Correction on the precondition for cell reselection to HRPD
	approved
	A
	9.2.0
	LTE-L23
	R2

	RP-091346
	36.300
	0158
	1
	9.1.0
	Rel‑9
	Miscellaneous corrections to 36.300 (Rel‑9)
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-091343
	36.300
	0162
	-
	9.1.0
	Rel‑9
	Renaming Allowed CSG List (36.300, Rel‑9)
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-091344
	36.300
	0165
	-
	9.1.0
	Rel‑9
	The scope and method for HO negotiations
	approved
	C
	9.2.0
	SON
	R2

	RP-091151
	36.300
	0166
	1
	9.1.0
	Rel‑9
	Access control for handover procedures to LTE CSG/hybrid cells
	approved
	B
	9.2.0
	EHNB-RAN3
	R2

	RP-091341
	36.300
	0167
	-
	9.1.0
	Rel‑9
	Admission Control in MCE
	approved
	B
	9.2.0
	MBMS_LTE
	R2

	RP-091341
	36.300
	0168
	-
	9.1.0
	Rel‑9
	Clarification on SFN Synchronization
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-091341
	36.300
	0169
	1
	9.1.0
	Rel‑9
	BMSC-MCE signaling synchronization in session start message
	approved
	B
	9.2.0
	MBMS_LTE
	R2

	RP-091341
	36.300
	0170
	-
	9.1.0
	Rel‑9
	CR on multiplexing decision and DSP length
	approved
	B
	9.2.0
	MBMS_LTE
	R2

	RP-091237
	36.300
	0171
	-
	9.1.0
	Rel‑9
	M3AP stage 2
	approved
	B
	9.2.0
	MBMS_LTE
	R2

	RP-091150
	36.300
	0172
	1
	9.1.0
	Rel‑9
	M2AP stage 2
	approved
	B
	9.2.0
	MBMS_LTE
	R2

	RP-091340
	36.300
	0173
	-
	9.1.0
	Rel‑9
	CR for Transportation support for LPPa
	approved
	B
	9.2.0
	LCS_LTE
	R2

	RP-091341
	36.300
	0174
	-
	9.1.0
	Rel‑9
	Introduction of MBMS for LTE: C- and U-Plane synchronisation principles
	approved
	B
	9.2.0
	MBMS_LTE
	R2

	RP-091341
	36.300
	0175
	-
	9.1.0
	Rel‑9
	CR on Mechanism for Consecutive Packet Loss in 36.300
	approved
	B
	9.2.0
	MBMS_LTE
	R2

	RP-091332
	36.300
	0176
	-
	8.10.0
	Rel‑8
	Overload reduction
	approved
	F
	8.11.0
	LTE-Interfaces
	R2

	RP-091332
	36.300
	0177
	-
	9.1.0
	Rel‑9
	Overload reduction
	approved
	A
	9.2.0
	LTE-Interfaces
	R2

	RP-091344
	36.300
	0178
	-
	9.1.0
	Rel‑9
	The scope and method for HO negotiations
	approved
	C
	9.2.0
	SON
	R2

	RP-091344
	36.300
	0179
	-
	9.1.0
	Rel‑9
	Introduction of MRO procedures in stage 2
	approved
	B
	9.2.0
	SON
	R2

	RP-091341
	36.300
	0180
	1
	9.1.0
	Rel‑9
	MCE to MME session start response
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-091332
	36.300
	0181
	-
	8.10.0
	Rel‑8
	In order delivery of the multiple NAS PDUs
	approved
	F
	8.11.0
	LTE-Interfaces
	R2

	RP-091332
	36.300
	0182
	-
	9.1.0
	Rel‑9
	In order delivery of the multiple NAS PDUs
	approved
	A
	9.2.0
	LTE-Interfaces
	R2

	RP-091341
	36.302
	0011
	-
	8.2.0
	Rel‑9
	Addition of MBMS reception types
	approved
	B
	9.0.0
	MBMS_LTE
	R2

	RP-091346
	36.302
	0012
	-
	8.2.0
	Rel‑9
	Remove FFSs from RAN2 specifications
	approved
	F
	9.0.0
	TEI9, LTE-L23
	R2

	RP-091345
	36.302
	0014
	-
	8.2.0
	Rel‑9
	Proposed CR to 36.302 on Introduction of CMAS
	approved
	B
	9.0.0
	PWS-RAN
	R2

	RP-091314
	36.304
	0097
	-
	8.7.0
	Rel‑8
	Clarification on Parameters for Cell Selection
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-091314
	36.304
	0098
	-
	9.0.0
	Rel‑9
	Clarification on Parameters for Cell Selection
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-091346
	36.304
	0099
	-
	9.0.0
	Rel‑9
	Clarifications on autonomous search function for CSG
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.304
	0100
	1
	9.0.0
	Rel‑9
	Correction of Treselection inconsistency regarding frequency groups
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.304
	0102
	-
	9.0.0
	Rel‑9
	CR to 36.304 - Handling of barring in case of priority based reselection
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.304
	0103
	-
	9.0.0
	Rel‑9
	"Functions supported for the UE ""limited service state"""
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091334
	36.304
	0104
	3
	9.0.0
	Rel‑9
	UE's behaviour when camping on cell supporting emergency call
	approved
	B
	9.1.0
	IMS_EMER_LTE  
	R2

	RP-091343
	36.304
	0106
	2
	9.0.0
	Rel‑9
	Stage3 CR for LTE hybrid cell Idle Mode Mobility
	approved
	B
	9.1.0
	EHNB-RAN2
	R2

	RP-091314
	36.304
	0108
	-
	8.7.0
	Rel‑8
	Correction related to Location Registration  in manual CSG ID selection procedure.
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-091314
	36.304
	0109
	-
	9.0.0
	Rel‑9
	Correction related to Location Registration  in manual CSG ID selection procedure.
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-091314
	36.304
	0110
	-
	8.7.0
	Rel‑8
	Correction related to PLMN selection  in manual CSG ID selection procedure.
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-091343
	36.304
	0114
	-
	9.0.0
	Rel‑9
	Access Stratum support for manual CSG selection across PLMN (CR 36.304 Rel‑9)
	approved
	F
	9.1.0
	EHNB-RAN2
	R2

	RP-091343
	36.304
	0117
	-
	9.0.0
	Rel‑9
	Renaming Allowed CSG List (36.304 Rel‑9)
	approved
	F
	9.1.0
	EHNB-RAN2
	R2

	RP-091341
	36.304
	0119
	-
	9.0.0
	Rel‑9
	Proposed CR to 36.304 on Introduction of MBMS
	approved
	B
	9.1.0
	MBMS_LTE
	R2

	RP-091340
	36.305
	0001
	1
	9.0.0
	Rel‑9
	Removal of UE-based OTDOA and ECID from LPP stage 2
	approved
	C
	9.1.0
	LCS_LTE
	R2

	RP-091340
	36.305
	0004
	-
	9.0.0
	Rel‑9
	Removal of capability storage at MME
	approved
	C
	9.1.0
	LCS_LTE
	R2

	RP-091340
	36.305
	0005
	-
	9.0.0
	Rel‑9
	Transfer of LPPa PDU over S1
	approved
	F
	9.1.0
	LCS_LTE
	R2

	RP-091314
	36.314
	0019
	-
	8.2.0
	Rel‑8
	CR on the PRB usage per traffic class taking multiple antenna transmission into account
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-091341
	36.321
	0401
	2
	9.0.0
	Rel‑9
	Capturing MBMS agreements in MAC
	approved
	B
	9.1.0
	MBMS_LTE
	R2

	RP-091314
	36.321
	0402
	2
	8.7.0
	Rel‑8
	Clarification on BSR trigger
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-091314
	36.321
	0403
	2
	9.0.0
	Rel‑9
	Clarification on BSR trigger
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-091346
	36.321
	0404
	-
	9.0.0
	Rel‑9
	Correction on HARQ Process ID for DL SPS and DRX
	approved
	D
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091314
	36.321
	0405
	-
	8.7.0
	Rel‑8
	RNTI for CCCH
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-091314
	36.321
	0406
	-
	9.0.0
	Rel‑9
	RNTI for CCCH
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-091346
	36.321
	0407
	1
	9.0.0
	Rel‑9
	SR prohibit mechanism for UL SPS
	approved
	B
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.321
	0409
	-
	9.0.0
	Rel‑9
	Clarification on monitoring of PDCCH
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.321
	0410
	-
	9.0.0
	Rel‑9
	Introduction of SR prohibit timer
	approved
	B
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091341
	36.322
	0087
	-
	8.7.0
	Rel‑9
	Capturing MBMS agreements in RLC
	approved
	B
	9.0.0
	MBMS_LTE
	R2

	RP-091346
	36.331
	0253
	1
	9.0.0
	Rel‑9
	(Rel‑9)-clarification on the description of redirectedCarrierInfo
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.331
	0254
	1
	9.0.0
	Rel‑9
	Adding references to RRC processing delay for inter-RAT mobiltiy messages
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091314
	36.331
	0255
	-
	8.7.0
	Rel‑8
	Alignment of srs-Bandwidth with 36.211
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-091314
	36.331
	0256
	-
	9.0.0
	Rel‑9
	Alignment of srs-Bandwidth with 36.211
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-091341
	36.331
	0257
	5
	9.0.0
	Rel‑9
	Baseline CR capturing eMBMS agreements
	approved
	B
	9.1.0
	MBMS_LTE
	R2

	RP-091343
	36.331
	0258
	3
	9.0.0
	Rel‑9
	Capturing agreements on inbound mobility
	approved
	B
	9.1.0
	EHNB-RAN2
	R2

	RP-091314
	36.331
	0259
	-
	8.7.0
	Rel‑8
	Clarification of preRegistrationZoneID/secondaryPreRegistrationZoneID
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-091314
	36.331
	0260
	-
	9.0.0
	Rel‑9
	Clarification of preRegistrationZoneID/secondaryPreRegistrationZoneID
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-091346
	36.331
	0261
	-
	9.0.0
	Rel‑9
	Clarification on NCC for IRAT HO
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091314
	36.331
	0262
	-
	8.7.0
	Rel‑8
	Clarification on P-max
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-091314
	36.331
	0263
	-
	9.0.0
	Rel‑9
	Clarification on P-max
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-091314
	36.331
	0264
	1
	8.7.0
	Rel‑8
	Clarification on the definition of maxCellMeas
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-091314
	36.331
	0265
	1
	9.0.0
	Rel‑9
	Clarification on the definition of maxCellMeas
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-091346
	36.331
	0266
	-
	9.0.0
	Rel‑9
	Correction of q-RxLevMin reference in SIB7
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.331
	0267
	-
	9.0.0
	Rel‑9
	Correction on SPS-Config field descriptions
	approved
	D
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.331
	0268
	1
	9.0.0
	Rel‑9
	correction on the definition of CellsTriggeredList
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091345
	36.331
	0269
	-
	9.0.0
	Rel‑9
	Correction relating to CMAS UE capability
	approved
	F
	9.1.0
	PWS-RAN
	R2

	RP-091314
	36.331
	0270
	1
	8.7.0
	Rel‑8
	Feature grouping bit for SRVCC handover
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-091314
	36.331
	0271
	1
	9.0.0
	Rel‑9
	Feature grouping bit for SRVCC handover
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-091314
	36.331
	0272
	1
	9.0.0
	Rel‑9
	Correction and completion of extension guidelines
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-091344
	36.331
	0273
	-
	9.0.0
	Rel‑9
	RACH optimization Stage-3
	approved
	B
	9.1.0
	SON
	R2

	RP-091345
	36.331
	0274
	-
	9.0.0
	Rel‑9
	Stage 3 correction for CMAS
	approved
	F
	9.1.0
	PWS-RAN
	R2

	RP-091314
	36.331
	0275
	2
	8.7.0
	Rel‑8
	Correction and completion of extension guidelines
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-091346
	36.331
	0276
	1
	9.0.0
	Rel‑9
	SR prohibit mechanism for UL SPS
	approved
	B
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.331
	0277
	-
	9.0.0
	Rel‑9
	Parameters used for enhanced 1xRTT CS fallback
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.331
	0281
	-
	9.0.0
	Rel‑9
	Correction on UTRAN UE Capability transfer
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.331
	0285
	-
	9.0.0
	Rel‑9
	Maximum number of CDMA2000 neighbors in SIB8
	approved
	C
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091316
	36.331
	0287
	-
	8.7.0
	Rel‑8
	Introducing FGI for PDSCH mode 4 and 6
	postponed
	B
	
	LTE-L23
	R2

	RP-091340
	36.331
	0288
	1
	9.0.0
	Rel‑9
	Introduction of UE Rx-Tx Time Difference measurement
	approved
	F
	9.1.0
	LCS_LTE
	R2

	RP-091346
	36.331
	0297
	-
	9.0.0
	Rel‑9
	Introduction of SR prohibit timer
	approved
	B
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.331
	0298
	-
	9.0.0
	Rel‑9
	Remove FFSs from RAN2 specifications
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091343
	36.331
	0301
	1
	9.0.0
	Rel‑9
	Renaming Allowed CSG List (36.331 Rel‑9)
	approved
	F
	9.1.0
	EHNB-RAN2
	R2

	RP-091346
	36.331
	0305
	-
	9.0.0
	Rel‑9
	Re-introduction of message segment discard time
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.331
	0306
	1
	9.0.0
	Rel‑9
	Application of ASN.1 extension guidelines
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.331
	0309
	1
	9.0.0
	Rel‑9
	Support for Dual Radio 1xCSFB
	approved
	B
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091346
	36.331
	0311
	-
	9.0.0
	Rel‑9
	Shorter SR periodicity
	approved
	B
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091342
	36.331
	0316
	-
	9.0.0
	Rel‑9
	CR to 36.331 for Introduction of Dual Layer Transmission
	approved
	B
	9.1.0
	LTEimp-eDL
	R2

	RP-091343
	36.331
	0318
	1
	9.0.0
	Rel‑9
	Draft CR to 36.331 on Network ordered SI reporting
	approved
	B
	9.1.0
	EHNB-RAN2
	R2

	RP-091346
	36.331
	0322
	-
	9.0.0
	Rel‑9
	UE e1xcsfb capabilities correction
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-091316
	36.331
	0325
	-
	9.0.0
	Rel‑9
	Introducing FGI for PDSCH mode 4 and 6
	postponed
	A
	
	LTE-L23
	R2

	RP-091331
	36.331
	0326
	1
	8.7.0
	Rel‑8
	Clarification on coding of ETWS related IEs
	approved
	F
	8.8.0
	ETWS
	R2

	RP-091331
	36.331
	0327
	1
	9.0.0
	Rel‑9
	Clarification on coding of ETWS related IEs
	approved
	A
	9.1.0
	ETWS
	R2

	RP-091189
	36.410
	0007
	1
	8.2.0
	Rel‑9
	CR for transportation support for LPPa
	approved
	B
	9.0.0
	LCS_LTE
	R3

	RP-091183
	36.412
	0016
	1
	8.5.0
	Rel‑8
	SCTP destination Port
	approved
	F
	8.6.0
	LTE-interfaces
	R3

	RP-091191
	36.413
	0513
	4
	9.0.0
	Rel‑9
	Support for paging optimization with CSG membership changes
	approved
	F
	9.1.0
	EHNB-RAN3
	R3

	RP-091191
	36.413
	0550
	3
	9.0.0
	Rel‑9
	Inclusion of Access Mode and Subscription Status for UE prioritisation in LTE hybrid cells
	approved
	B
	9.1.0
	EHNB-RAN3
	R3

	RP-091194
	36.413
	0557
	-
	9.0.0
	Rel‑9
	Handling of Multiple concurrent CMAS Warning Notifications
	approved
	B
	9.1.0
	PWS-RAN
	R3

	RP-091183
	36.413
	0560
	1
	8.7.0
	Rel‑8
	Correction of Transport Layer Address
	approved
	F
	8.8.0
	LTE-interfaces
	R3

	RP-091189
	36.413
	0563
	2
	9.0.0
	Rel‑9
	CR for transportation support for LPPa
	approved
	B
	9.1.0
	LCS_LTE
	R3

	RP-091195
	36.413
	0567
	3
	9.0.0
	Rel‑9
	Introducing the "Data Forwarding Not Possible" indication to HANDOVER REQUEST
	approved
	F
	9.1.0
	TEI9
	R3

	RP-091183
	36.413
	0568
	-
	8.7.0
	Rel‑8
	ASN.1 correction for BroadcastCompleteAreaList
	approved
	F
	8.8.0
	LTE-interfaces
	R3

	RP-091183
	36.413
	0569
	-
	9.0.0
	Rel‑9
	ASN.1 correction for BroadcastCompleteAreaList
	approved
	A
	9.1.0
	LTE-interfaces
	R3

	RP-091183
	36.413
	0571
	1
	9.0.0
	Rel‑9
	Correction on abnormal handling of  Subscriber Profile ID for RAT/Frequency priority
	approved
	A
	9.1.0
	LTE-interfaces
	R3

	RP-091368
	36.413
	0580
	1
	9.0.0
	Rel‑9
	Align IE's in Tabular for two messages with their ASN.1 for R9
	approved
	F
	9.1.0
	LTE-Interfaces
	R3

	RP-091183
	36.413
	0580
	1
	9.0.0
	Rel‑9
	Align IE's in Tabular for two messages with their ASN.1 for R9
	reissued
	A
	
	LTE-Interfaces
	R3

	RP-091183
	36.413
	0581
	1
	8.7.0
	Rel‑8
	Missing reference and unclear handling of the CDMA2000 Sector ID
	approved
	F
	8.8.0
	LTE-Interfaces
	R3

	RP-091183
	36.413
	0589
	2
	9.0.0
	Rel‑9
	Rejection criteria for overload
	approved
	A
	9.1.0
	LTE-interfaces
	R3

	RP-091183
	36.413
	0592
	2
	9.0.0
	Rel‑9
	Introduction of inbound Mobility
	revised
	B
	
	LTE-interfaces
	R3

	RP-091369
	36.413
	0592
	3
	9.0.0
	Rel‑9
	Introduction of inbound Mobility
	approved
	B
	9.1.0
	EHNB-RAN3
	R3

	RP-091194
	36.413
	0605
	1
	9.0.0
	Rel‑9
	Repetition Period for CMAS
	approved
	B
	9.1.0
	PWS-RAN
	R3

	RP-091183
	36.413
	0606
	-
	8.7.0
	Rel‑8
	Correction of E-RAB Modify
	approved
	F
	8.8.0
	LTE-interfaces
	R3

	RP-091183
	36.413
	0607
	-
	9.0.0
	Rel‑9
	Correction of E-RAB Modify
	approved
	A
	9.1.0
	LTE-interfaces
	R3

	RP-091183
	36.413
	0616
	1
	9.0.0
	Rel‑9
	Clarification on handover restriction
	approved
	A
	9.1.0
	LTE-interfaces
	R3

	RP-091183
	36.413
	0618
	2
	9.0.0
	Rel‑9
	Correction of Transport Layer Address
	approved
	A
	9.1.0
	LTE-interfaces
	R3

	RP-091183
	36.413
	0621
	1
	9.0.0
	Rel‑9
	Missing reference and unclear handling of the CDMA2000 Sector ID
	approved
	A
	9.1.0
	LTE-Interfaces
	R3

	RP-091183
	36.422
	0014
	1
	8.5.0
	Rel‑8
	Specification of SCTP destination port number
	approved
	F
	8.6.0
	LTE-interfaces
	R3

	RP-091192
	36.423
	0307
	-
	9.0.0
	Rel‑9
	Introduction of signalling support for Composite Available Capacity with relative units
	approved
	B
	9.1.0
	SON
	R3

	RP-091192
	36.423
	0308
	2
	9.0.0
	Rel‑9
	Configuration adaptation for MLB on X2
	approved
	B
	9.1.0
	SON
	R3

	RP-091183
	36.423
	0309
	1
	8.7.0
	Rel‑8
	Clarification on operational use of updated configuration data
	approved
	F
	8.8.0
	LTE-Interfaces
	R3

	RP-091183
	36.423
	0310
	1
	9.0.0
	Rel‑9
	Clarification on operational use of updated configuration data
	approved
	A
	9.1.0
	LTE-Interfaces
	R3

	RP-091192
	36.423
	0317
	2
	9.0.0
	Rel‑9
	Automatic PRACH information exchange over X2 for SON
	approved
	B
	9.1.0
	SON
	R3

	RP-091192
	36.423
	0333
	1
	9.0.0
	Rel‑9
	Introduction of Radio Link Failure Indication procedure
	approved
	B
	9.1.0
	SON
	R3

	RP-091192
	36.423
	0334
	1
	9.0.0
	Rel‑9
	Introduction of Handover Report procedure
	approved
	B
	9.1.0
	SON
	R3

	RP-091192
	36.423
	0335
	-
	9.0.0
	Rel‑9
	Introduction of signalling support for Composite Available Capacity with relative units
	approved
	B
	9.1.0
	SON
	R3

	RP-091121
	36.508
	0068
	-
	8.3.0
	Rel‑8
	Correction to 4.3.1.2.6 TDD reference test frequencies for Operating Band 38
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.508
	0069
	-
	8.3.0
	Rel‑8
	Correction CR to 36.508: Set the default parameter for offsetFreq in MeasObjectGERAN Information Element
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091131
	36.508
	0070
	-
	8.3.0
	Rel‑8
	Addition of HSPA UTRA reference radio bearer parameters for E-UTRA Inter-RAT testing
	revised
	F
	
	UMTSLTE1500_UEConTest
	R5

	RP-091407
	36.508
	0070
	1
	8.3.0
	Rel‑8
	Addition of HSPA UTRA reference radio bearer parameters for E-UTRA Inter-RAT testing
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0071
	-
	8.3.0
	Rel‑8
	Introduction of RS power boosting to reduce interference
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0072
	-
	8.3.0
	Rel‑8
	Corrections to default RRC message contents
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0073
	-
	8.3.0
	Rel‑8
	Clarification for Cell Configuration Identifiers in 36.508
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0074
	-
	8.3.0
	Rel‑8
	Correction to the generic procedure for IP allocation and more
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0075
	-
	8.3.0
	Rel‑8
	Addition of new generic procedure for TAU after inter-RAT HO from UTRA
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091121
	36.508
	0076
	-
	8.3.0
	Rel‑8
	Update of header chapter 5.2 in 36.508
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091122
	36.508
	0077
	-
	8.3.0
	Rel‑8
	Correction to the default NAS message contents
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0078
	-
	8.3.0
	Rel‑8
	cell frequency allocation
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0079
	-
	8.3.0
	Rel‑8
	Correction for IP address allocation
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0080
	-
	8.3.0
	Rel‑8
	LAI and TMSI in ATTACH ACCEPT and TAU ACCEPT messages
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0081
	-
	8.3.0
	Rel‑8
	Addition of generic procedure for IP address allocation / configuration in U-plane
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0082
	-
	8.3.0
	Rel‑8
	Correction of test procedures in TS 36.508
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0083
	-
	8.3.0
	Rel‑8
	Update of MAC configuration for disabling PHR and BSR for L2 test cases
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0084
	-
	8.3.0
	Rel‑8
	Addition of default UTRA message contents to TS 36.508
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0085
	-
	8.3.0
	Rel‑8
	Clarification to the mapping of GERAN cells and the default parameter values
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0086
	-
	8.3.0
	Rel‑8
	Correction of TFTs for reference dedicated EPS bearer contexts
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0087
	-
	8.3.0
	Rel‑8
	Cleanup of default NAS message contents
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.508
	0088
	-
	8.3.0
	Rel‑8
	LTE-Sig: Assignment of different rootSequenceIndex for cells at the same frequency
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.509
	0012
	-
	8.3.0
	Rel‑8
	Clarification on encoding of DRB Identity in LB setup DRB IE
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.509
	0013
	3
	8.3.0
	Rel‑8
	IP control signalling in UE test mode
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091121
	36.521-1
	0159
	-
	8.3.1
	Rel‑8
	"Correction CR to 36.521-1: Additional Spectrum Emission Mask test need to be updated to include the network signalled value ""NS_07ö message contents exceptions"
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0160
	-
	8.3.1
	Rel‑8
	Update for test period description in the general section
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0161
	-
	8.3.1
	Rel‑8
	LTE-RF: CR for Power Control Absolute power tolerance test case
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0162
	-
	8.3.1
	Rel‑8
	LTE-RF: CR for UE minimum output power test case
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0163
	-
	8.3.1
	Rel‑8
	Corrections to Annex A.4
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0164
	-
	8.3.1
	Rel‑8
	LTE-RF: CR for In band emission for non-allocated RB
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0165
	-
	8.3.1
	Rel‑8
	Completion of Statistical testing (36.521 Annex G)
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0166
	-
	8.3.1
	Rel‑8
	Corrections to Annex E
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0167
	-
	8.3.1
	Rel‑8
	Removal of [ ] from 7.6.1, 7.8.1, and 7.5 of Annex F3.3
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0168
	-
	8.3.1
	Rel‑8
	Update on 8.2.1
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0169
	-
	8.3.1
	Rel‑8
	LTE RF: Symbols Update on Configured UE Transmitted Power
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0170
	-
	8.3.1
	Rel‑8
	LTE-RF: CR to Tranmission signal quality
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0171
	-
	8.3.1
	Rel‑8
	LTE-RF: CR for Power Control Relative power tolerance test case
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0172
	-
	8.3.1
	Rel‑8
	LTE-RF: CR to ON/OFF Time mask test cases
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0173
	-
	8.3.1
	Rel‑8
	Measurement period for TX-Tests
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0174
	-
	8.3.1
	Rel‑8
	CR to 36.521-1: Update to Spurious Emissions test cases
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0175
	-
	8.3.1
	Rel‑8
	CR to 36.521-1: Update to ACLR test case
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0176
	-
	8.3.1
	Rel‑8
	LTE-RF: CR for UE configured UE transmitted output power test case
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0177
	-
	8.3.1
	Rel‑8
	Test description for CQI test cases under AWGN conditions
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0178
	-
	8.3.1
	Rel‑8
	LTE RF: Blocking Characteristics update
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0179
	-
	8.3.1
	Rel‑8
	LTE RF: Spurious Response Update
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0180
	-
	8.3.1
	Rel‑8
	LTE-RF: CR for MPR test case
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0181
	-
	8.3.1
	Rel‑8
	LTE RF: Applicability of 6.2.4 A-MPR
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0182
	-
	8.3.1
	Rel‑8
	Correction to Demodulation of PHICH test cases
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0183
	-
	8.3.1
	Rel‑8
	Introduction of CQI reporting test with frequency-selective interference
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0184
	-
	8.3.1
	Rel‑8
	Update to the test procedure and message contents of TDD PMI reporting test cases
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0185
	-
	8.3.1
	Rel‑8
	Measurement uncertainties and Test Tolerances for transmit quality test cases
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0186
	-
	8.3.1
	Rel‑8
	Update for 36.521-1 Annex A
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0187
	-
	8.3.1
	Rel‑8
	CR on 36.521-1, 'Introduction of clause 8.2.1.1 test case uncertainties and Test Tolerances'
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0188
	-
	8.3.1
	Rel‑8
	Update to the test procedure of SEM test cases of 36.521-1
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0189
	-
	8.3.1
	Rel‑8
	Update of 6.6.1 OBW
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0190
	-
	8.3.1
	Rel‑8
	Correction to SEM
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0191
	-
	8.3.1
	Rel‑8
	Update of 6.7 Transmit intermodulation
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0192
	-
	8.3.1
	Rel‑8
	CR to 36.521-1: Update to UE max output power test case
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0193
	-
	8.3.1
	Rel‑8
	CR to 36.521-1: Update to Additional Spurious Emissions test case
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0194
	-
	8.3.1
	Rel‑8
	CR to TDD PHICH demodulation test cases
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0195
	-
	8.3.1
	Rel‑8
	Correction to FDD PMI reporting test cases
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0196
	-
	8.3.1
	Rel‑8
	Tx power range and core update for Receiver tests
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0197
	-
	8.3.1
	Rel‑8
	Update on 7.4, 7.5, and 7.8.1
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0198
	-
	8.3.1
	Rel‑8
	Intorduction of RI reporting test
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0199
	-
	8.3.1
	Rel‑8
	Update to 6.5 Transmit signal quality test cases
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0200
	-
	8.3.1
	Rel‑8
	LTE-RF: CR for Aggregate power control tolerance test case
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0201
	-
	8.3.1
	Rel‑8
	Correction CR to 36.521-1: Update for Demodulation of PDSCH (FDD) tests to correct CR merges results from RAN5#44
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0202
	-
	8.3.1
	Rel‑8
	Number of used HARQ processes in DL Performance tests
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0203
	-
	8.3.1
	Rel‑8
	LTE RF: A-SEM update and A-MPR verification
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0204
	2
	8.3.1
	Rel‑8
	CR to 36.521-1: Update to A-MPR test case
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0205
	-
	8.3.1
	Rel‑8
	CR to 36.521-1: Update to Derivation of Test Requirements for A-MPR
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0206
	1
	8.3.1
	Rel‑8
	Update TDD PDSCH test cases
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-1
	0207
	2
	8.3.1
	Rel‑8
	Minimum test time for performance tests
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-2
	0008
	-
	8.2.0
	Rel‑8
	Correction CR to 36.521-2: Applicability changes to update the Demodulation of PDSCH (FDD) tests based on the CR merge results from RAN5#44
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-2
	0009
	-
	8.2.0
	Rel‑8
	Update of RRM Confomance test applicability for RLM in DRX test cases
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-2
	0010
	-
	8.2.0
	Rel‑8
	CR to 36.521-2: Applicability additions for new RRM (FDD) tests
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0054
	-
	8.1.0
	Rel‑8
	Removal of test state 4 in RRM test cases
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0055
	-
	8.1.0
	Rel‑8
	CR to 36.521-3 Annexs of E-UTRAN cell reselection test cases
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0056
	-
	8.1.0
	Rel‑8
	CR for E-UTRAN FDD - UTRAN TDD handover
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0057
	-
	8.1.0
	Rel‑8
	CR for E-UTRAN TDD - UE Transmit Timing Accuracy
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0058
	-
	8.1.0
	Rel‑8
	CR for E-UTRAN FDD - UTRAN TDD event triggered reporting under fading propagation conditions
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0059
	-
	8.1.0
	Rel‑8
	Correction to TDD RSRP and RSRQ measurement requirements
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0060
	-
	8.1.0
	Rel‑8
	Correction CR to 36.521-3: E-UTRAN FDD - FDD cell re-selection intra frequency case and inter frequency case conformance minimum requirements updates
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0061
	-
	8.1.0
	Rel‑8
	Correction CR to 36.521-3: E-UTRAN FDD - UTRAN FDD cell re-selection: UTRA FDD is of higher priority and UTRA FDD is of lower priority conformance minimum requirements
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0062
	-
	8.1.0
	Rel‑8
	Correction CR to 36.521-3: E-UTRAN FDD - FDD Inter Frequency event triggered reporting under fading propagation conditions in asynchronous cells case
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0063
	-
	8.1.0
	Rel‑8
	Correction CR to 36.521-3: E-UTRAN FDD - FDD Inter Frequency event triggered reporting when DRX is used under fading propagation conditions
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0064
	-
	8.1.0
	Rel‑8
	Correction CR to 36.521-3: E-UTRAN FDD - FDD Intra Frequency event triggered reporting under fading propagation conditions
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0065
	-
	8.1.0
	Rel‑8
	Correction CR to 36.521-3: E-UTRAN FDD - UE Transmit Timing Accuracy case
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0066
	-
	8.1.0
	Rel‑8
	Correction CR to 36.521-3: E-UTRAN FDD - FDD inter frequency event triggered reporting when DRX is used
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0067
	-
	8.1.0
	Rel‑8
	Correcton CR to 36.521-3: General RRM Updates
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0068
	-
	8.1.0
	Rel‑8
	Update TC 8.7.2 E-UTRAN TDD - UTRAN TDD cell search when DRX is used under fading propagation conditions
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0069
	-
	8.1.0
	Rel‑8
	Update TC 8.10.2 E-UTRAN TDD - GSM event triggered reporting when DRX is used in AWGN
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0070
	-
	8.1.0
	Rel‑8
	Update TC 8.2.1 E-UTRAN TDD - TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0071
	-
	8.1.0
	Rel‑8
	update of Annex H.2.3 in 36.521-3
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0072
	-
	8.1.0
	Rel‑8
	CR to the inconsistent expression in UE Measurements Procedures
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0073
	-
	8.1.0
	Rel‑8
	Update: Radio Link Monitoring test cases: no DRX
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0074
	-
	8.1.0
	Rel‑8
	Correction CR to 36.521-3: E-UTRAN FDD - FDD Inter Frequency Absolute RSRP Accuracy case
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0075
	-
	8.1.0
	Rel‑8
	Update to RRM TC:E-UTRAN FDD - UTRAN TDD cell re-selection
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0076
	-
	8.1.0
	Rel‑8
	CR to the RA response window's name in Random Access conformance requirements
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0077
	-
	8.1.0
	Rel‑8
	Addition of test scenario CR to 36.521-3: E-UTRAN FDD - UTRAN FDD cell re-selection in fading propagation conditions: UTRA FDD is of lower priority
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0078
	1
	8.1.0
	Rel‑8
	Addtion of new TC to 36.521-3:E-UTRAN TDD - GSM Handover: Unknown Target Cell
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0079
	1
	8.1.0
	Rel‑8
	Add new TC 5.1.6 E-UTRAN TDD - TDD inter frequency handover: unknown target cell
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0080
	-
	8.1.0
	Rel‑8
	CR to 36.521-3: Update of E-UTRA FDD to HRPD Handover and E-UTRA FDD to cdma2000 1xRTT Handover test cases
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0081
	-
	8.1.0
	Rel‑8
	Addition of test scenario CR to 36.521-3: E-UTRAN FDD - GSM Cell Search when DRX is used
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0082
	-
	8.1.0
	Rel‑8
	Addition of test scenario CR to 36.521-3: E-UTRAN FDD - UTRAN FDD Cell Search when DRX is used
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0083
	-
	8.1.0
	Rel‑8
	RRM:Update of test case 8.4.1 TDD inter-frequency event triggered reporting
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0084
	-
	8.1.0
	Rel‑8
	LTE-RF: Update to Annex E Cell Configuration Mapping
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0085
	-
	8.1.0
	Rel‑8
	Correction CR to 36.521-3: Addition of message contents exceptions for E-UTRAN inter frequency and inter-RAT Cell Search for when DRX is used
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0086
	-
	8.1.0
	Rel‑8
	Correction CR to 36.521-3: E-UTRAN FDD - UTRA FDD Handover case
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0087
	-
	8.1.0
	Rel‑8
	CR to 36.521-3: Update to FDD Intra-frequency RRC Re-establishment test case
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0088
	-
	8.1.0
	Rel‑8
	CR to 36.521-3: Update to FDD Inter-frequency RRC Re-establishment test case
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0089
	-
	8.1.0
	Rel‑8
	Update TC 8.7.1 E-UTRAN TDD - UTRAN TDD event triggered reporting under fading propagation conditions
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0090
	-
	8.1.0
	Rel‑8
	Correction CR to 36.521-3: E-UTRAN FDD - GSM event triggered reporting in AWGN case
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0091
	-
	8.1.0
	Rel‑8
	Addition of new TC to 36.521-3: E-UTRAN TDD to E-UTRAN TDD and UTRA TDD cell search test case
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0092
	-
	8.1.0
	Rel‑8
	Addition of test scenario CR to 36.521-3: E-UTRAN FDD - UTRAN FDD Handover: Unknown Target Cell
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0093
	-
	8.1.0
	Rel‑8
	Addtion of new TC to 36.521-3 E-UTRAN TDD - UTRAN TDD HO test: unknown target cell
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0094
	-
	8.1.0
	Rel‑8
	Addition of test scenario CR to 36.521-3: E-UTRAN FDD - FDD inter frequency Handover test cases: Unknown Target Cell
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0095
	-
	8.1.0
	Rel‑8
	Addition of test scenario CR to 36.521-3: E-UTRAN FDD - GSM Handover: Unknown Target Cell
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0096
	-
	8.1.0
	Rel‑8
	Addition of new TC to 36.521-3: E-UTRAN TDD - E-UTRAN TDD and E-UTRAN TDD Inter-frequency event triggered reporting under fading propagation conditions test case
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0097
	-
	8.3.0
	Rel‑8
	E-UTRAN FDD Radio Link Monitoring test for Out-of-sync in DRX
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0098
	-
	8.1.0
	Rel‑8
	E-UTRAN FDD Radio Link Monitoring test for in-sync in DRX
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0099
	-
	8.1.0
	Rel‑8
	E-UTRAN TDD Radio Link Monitoring test for Out-of-sync in DRX
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0100
	-
	8.1.0
	Rel‑8
	E-UTRAN TDD Radio Link Monitoring test for in-sync in DRX
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0101
	-
	8.1.0
	Rel‑8
	RRM:Update of test case 8.3.1 FDD inter-frequency event triggered reporting
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0102
	-
	8.1.0
	Rel‑8
	Correction CR to 36.521-3: E-UTRAN FDD - FDD Handover intra frequency and inter frequency case
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0103
	-
	8.1.0
	Rel‑8
	Introduction of uncertainties for RRM test cases 4.2.1 and 4.2.2
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0104
	1
	8.1.0
	Rel‑8
	Addition of new TC to 36.521-3: E-UTRAN TDD – UTRAN FDD cell re-selection test
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0105
	-
	8.1.0
	Rel‑8
	Modification of clause 4.2.2 in 36.521-3
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0106
	-
	8.1.0
	Rel‑8
	Modification of clause 4.2.2 in 36.521-3
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	RP-091121
	36.521-3
	0107
	-
	8.1.0
	Rel‑8
	Test Case of E-UTRAN TDD to GSM Handover
	approved
	F
	8.2.0
	LTE-UEConTest_RF
	R5

	GP-092405
	36.523-1
	0435
	-
	8.3.2
	Rel‑8
	6.2.3.21 Inter-RAT Cell Reselection / from GPRS Packet_Transfer (NCO mode) to E_UTRA TS 36.523-1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0436
	-
	8.3.2
	Rel‑8
	Removal of TC 8.1.2.10 from TS 36.523-1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0437
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Various corrections to RRC Part 2 clause of 36.523-1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0438
	-
	8.3.2
	Rel‑8
	Removal of TC 8.2.1.2 from TS 36.523-1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0439
	-
	8.3.2
	Rel‑8
	Removal of TC 8.2.1.4 from TS 36.523-1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0440
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update to test case 8.2.4.5
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0441
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Update to test case 8.2.4.9
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0442
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of test case 9.2.3.1.9a
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0443
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of test case 9.3.1.16
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0444
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update test case 6.1.2.11
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0445
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction for Measurement test cases
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0446
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.14
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0447
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of EMM test case 9.2.3.3.5
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0448
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of EMM test case 9.3.1.7a
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0449
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of E-UTRAN test case 8.3.1.11
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0450
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Update of EMM test  case 9.2.3.1.5
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0451
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Removal of TC 8.4.2.6
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0452
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction to test case 6.1.1.1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0453
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.1.1.25
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0454
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update to test case 9.2.2.1.1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0455
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.2.1.2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0456
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update to test case 9.2.2.1.6
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091132
	36.523-1
	0457
	-
	8.3.2
	Rel‑8
	Addition of new DSMIPv6 test case for Discovery of the Home Agent via DNS
	approved
	F
	8.4.0
	DSMIPv6-UEConfTest
	R5

	RP-091132
	36.523-1
	0458
	-
	8.3.2
	Rel‑8
	Addition of new DSMIPv6 test case for Security association establishment without Home Agent reallocation procedure
	approved
	F
	8.4.0
	DSMIPv6-UEConfTest
	R5

	RP-091122
	36.523-1
	0459
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new RRC test case 8.4.5.4
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0460
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new RRC test case 8.4.7.3
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0461
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new RRC test case 8.4.7.4
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0462
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Correction of TC 9.2.1.1.1 Attach Procedure / Success (valid GUTI)
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0463
	-
	8.3.2
	Rel‑8
	GCF Priority x - Proposed removal of TC 9.3.1.2 Service Request  initiated by UE for uplink signalling
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0464
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Proposed removal of TC 9.2.1.1.5  Attach Procedure / Success / ATTACH ACCEPT message includes the PDN address assigned to the UE
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0465
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 9.2.3.3.6 E-UTRAN RRC connection failure / reselection of UTRAN cell / NAS signaling to release old S1 interface connection
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0466
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.1.4.6
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0467
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of TC 9-1-2-5 for IP handling over U-plane
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0468
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Update of TC 9-1-2-1 for IP handling over U-plane
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0469
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of TC 9-3-1-7 for IP handling over U-plane
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0470
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of TC 9-1-2-4 for IP handling over U-plane
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0471
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Test Case 9.1.4.2 Clause title formatting error
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0472
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction to RRC test case 8.5.1.1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0473
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.2.3.5
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0474
	-
	8.3.2
	Rel‑8
	GCF Priority 1: Cell number allignment in Test case 9.1.3.1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0475
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Cell number allignment in Test case 9.1.3.2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0476
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Cell number allignment in Test case 9.4.1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0477
	-
	8.3.2
	Rel‑8
	GCF Priority 2: Cell number allignment in Test case 9.4.3
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0478
	-
	8.3.2
	Rel‑8
	GCF Priority 2: Correction to Test case 7.1.4.2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0479
	-
	8.3.2
	Rel‑8
	GCF Priority 2: Correction to Test case 7.1.4.14
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0480
	-
	8.3.2
	Rel‑8
	GCF Priority 2 -  update test case 8.5.1.3
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0481
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of RLC test case 7.2.3.13
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0482
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of TC 9-1-2-3 for IP handling over U-plane
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0483
	-
	8.3.2
	Rel‑8
	GCF Priority 1 and Priority 2- EMM Successful Attach consistent description
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0484
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction test cases 8.3.2.1, 8.3.2.7
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0485
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Various editorial corrections to RLC section
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0486
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Update to Idle Mode test case 6.1.2.2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0487
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Updated to test case 6.1.2.6
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0488
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction to test case 6.3.6
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0489
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction to test case 6.1.2.7
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0490
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.1.2.9
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0491
	-
	8.3.2
	Rel‑8
	GCF Priority 2 & 3 - Correction to test cases 9.2.1.1.9 and 9.2.1.1.12
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0492
	-
	8.3.2
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.7.1.1 DL-SCH TBS selection/DCI format 1/RA type0
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0493
	-
	8.3.2
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.7.1.2 DL-SCH TBS selection/DCI format 1/RA type1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0494
	-
	8.3.2
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.7.1.3 DL-SCH TBS selection/DCI format 1A/RA type2/Localized VRB
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0495
	-
	8.3.2
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.7.1.4 DL-SCH TBS selection/DCI format 1A/RA type2/Distributed VRB
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0496
	-
	8.3.2
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.7.2.1 UL-SCH TBS selection/DCI format 0
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0497
	1
	8.3.2
	Rel‑8
	GCF Priority 1: Update of E-UTRA MAC test case 7.1.4.7
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0498
	-
	8.3.2
	Rel‑8
	GCF Priority 1:  Update of E-UTRA MAC test case 7.1.3.7
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0499
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update to test case 9.2.1.1.7
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0500
	-
	8.3.2
	Rel‑8
	GCF Priority 3: Introduction of a new EMM test case 9.2.3.1.6' Normal tracking area update / UE with ISR active moves to E-UTRAN '
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0501
	-
	8.3.2
	Rel‑8
	GCF Priority 3: Introduction of 9.2.3.1.17 Normal tracking area update / rejected / Roaming not allowed in this tracking area
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0502
	-
	8.3.2
	Rel‑8
	GCF Priority 3: Introduction of 9.2.3.1.18 Normal tracking area update / rejected / EPS services not allowed in this PLMN
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0503
	-
	8.3.2
	Rel‑8
	GCF Priority 3: Addition of new test case 9.2.1.1.24:  Attach / Abnormal case / Change of cell into a new tracking area
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0504
	-
	8.3.2
	Rel‑8
	GCF Priority 3: Addition of new test case 9.2.1.1.26:  Attach / Abnormal case / Detach procedure collision
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0505
	-
	8.3.2
	Rel‑8
	GCF Priority 2: Correction to Test case 7.1.3.2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0506
	-
	8.3.2
	Rel‑8
	GCF Priority 1: Correction to EMM test case 9.3.1.1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0507
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of test cases 9.2.1.1.9, 9.2.1.1.10, 9.2.1.1.11 Attach / rejected / IMSI invalid / Illegal UE / EPS and non-EPS services not allowed
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0508
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 9.2.3.2.1 Combined tracking area update / successful
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0509
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 9.2.3.3.1 First Iu mode to S1 mode intersystem change after attach: go to E-UTRAN RRC idle: RAU to UTRAN
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0510
	-
	8.3.2
	Rel‑8
	Disabling PHR and periodic BSR for L2 test cases in 36.523-1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0511
	-
	8.3.2
	Rel‑8
	Correction of test case 6.1.2.13
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0512
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.1.4.13
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0513
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.1.4.10
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0514
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of E-UTRAN test case 8.3.3.3 for Measurement configuration control and reporting / SON / ANR: CGI reporting of GERAN cell
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0515
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of E-UTRAN test case 8.3.3.2 :Measurement configuration control and reporting / SON / ANR: CGI reporting of UTRAN cell
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0516
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Update of Multi-layer Procedures part TC 13.1.1 Activation and deactivation of additional data radio bearer in E-UTRA
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0517
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Update of RRC part TC 8.5.1.2 RRC Connection Re-establishment: Success (after Radio Link Failure)
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0518
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Update of RRC test case 8.2.1.7
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0519
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Update to test case 7.2.3.4
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0520
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Correction of TC 8.5.4.1 UE capability transfer / Success
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0521
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Update of PDCP test case 7.3.3.1 : Ciphering and Deciphering: Correct functionality of EPS AS encription algorithms (SNOW 3G)
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0522
	-
	8.3.2
	Rel‑8
	GCF Priority 1: Correction to RRC test case 8.2.1.1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0523
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Update of EMM test case 9.2.3.1.1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0524
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Various corrections to Idle Mode clause of 36.523-1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0525
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update to test case 8.1.2.5
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0526
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update to test case 8.1.2.7
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0527
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Various corrections to RRC Part 3 clause of 36.523-1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0528
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Correction to E-UTRA DRB test case 12.2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0529
	3
	8.3.2
	Rel‑8
	GCF Priority 1 - Update of Multi-layer Procedures part TC 13.2.1 RRC Connection Reconfiguration: E-UTRA to E-UTRA
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0530
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Update of applicabilty entry for DRB test case 12.3
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0531
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of the test case 6.2.3.3
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0532
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of Idle Mode Operations test case 6.1.2.5 Cell reselection for inter-band operation
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0533
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of Idle Mode Operations test case 6.6.2.3.7
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0534
	-
	8.3.2
	Rel‑8
	GCF Priority 2: Correction to the MAC DRX test cases preamble
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0535
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 9.2.1.1.13 Attach / rejected / PLMN not allowed
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0536
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 9.2.1.1.14 Attach / rejected / tracking area not allowed
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0537
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 9.2.1.1.15 Attach / rejected / roaming not allowed in this tracking area
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0538
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - New TC 9.2.1.1.16 Attach / rejected /  EPS services not allowed in this PLMN
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0539
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 9.2.1.1.17 Attach / rejected / no suitable cells in tracking area
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0540
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 9.2.1.2.4 Combined attach procedure / Success / EPS services only / MSC temporarily not reachable
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0541
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 10.2.1 Dedicated EPS bearer context activation / Success
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0542
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 10.3.1 EPS bearer context modification / Success
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0543
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 10.6.1 UE requested PDN disconnect procedure accepted by the network
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0544
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of RRC test case 8.3.2.7 : Measurement configuration control and reporting / inter-RAT measurements: event B2 (measurement HRPD cells)
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0545
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of RRC test case 8.3.2.6
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0546
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of RRC test case 8.4.1.4
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0547
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update of RRC test case 8.4.1.2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0548
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update to test case 8.4.2.2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0549
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update to test case 8.4.2.4
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0550
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of test case 6.2.3.6
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0551
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Update to test case 8.1.1.2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0552
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of test case 8.2.4.4
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0553
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Update to test case 8.1.3.5
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0554
	-
	8.3.2
	Rel‑8
	GCF Priority 2: Updates to TAU/RAU procedure for inter-system cell re-selection between A/Gb and S1 modes
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0555
	-
	8.3.2
	Rel‑8
	GCF Priority 2: Updates to Attach Procedure / Success (last visited TAI, TAI list and equivalent PLMN list handling)
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0556
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction to TC 8.1.3.8
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0557
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Update test case 8.3.1.4
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0558
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Update of RRC test case 8.2.2.1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0559
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Update of RRC test case 8.2.2.2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0560
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Various corrections to EMM clause of 36.523-1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0561
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new test case 9.2.1.2.5
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0562
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.1.2.6
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0563
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of test case 9.2.1.2.7
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0564
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of test case 9.2.1.2.11
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0565
	1
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of test case 9.2.1.2.13
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0566
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new test case 9.2.1.2.15
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0567
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of test cases 9.2.3.1.23 and 9.2.3.1.24
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0568
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new test case 9.2.3.1.25
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0569
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new test case 9.2.3.2.9
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0570
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Update to test case 9.3.1.4
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0571
	-
	8.3.2
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.9
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0572
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new test case 8.3.3.4
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0573
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new test case 8.3.3.5
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0574
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new  test case 10.7.3
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0575
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new  test case 10.7.4
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0576
	-
	8.3.2
	Rel‑8
	GCF Priority TBC - Addition of new  test case 10.7.5
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0577
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new  test case 10.8.2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0578
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new  test case 10.8.3
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0579
	-
	8.3.2
	Rel‑8
	GCF Priority TBC - Addition of new  test case 10.8.4
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0580
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new  test case 10.8.5
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0581
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new  test case 10.8.6
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0582
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new test case 10.8.7
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0583
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 10.5.1 UE requested PDN connectivity procedure accepted by the network
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0584
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Addition of test case 11.1.4 MO-SMS over SGs in active mode
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0585
	-
	8.3.2
	Rel‑8
	GCF Priority 2 - Correction of TC 10.4.1 EPS bearer context deactivation / Success
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0586
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of EMM test case 9.1.2.6
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0587
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new EMM test case 9.1.5.2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0588
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new EMM test case 9.2.1.1.18
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0589
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of EMM test case 9.2.1.2.12
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0590
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of EMM test case 9.2.2.2.14
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0591
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of EMM test case 9.2.3.1.26
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0592
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of EMM test case 9.2.3.1.27
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0593
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of EMM test case 9.2.3.1.28
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0594
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of EMM test case 9.3.1.15
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0595
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of new test case 9.3.1.17
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0596
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Correction of TC 9.2.1.2.2 Combined attach procedure / Success / EPS services only  / IMSI unknown in HSS
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0597
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Correction of TC 9.2.1.2.3 Combined attach procedure / Success / EPS services only / MSC temporarily not reachable
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0598
	-
	8.3.2
	Rel‑8
	GCF Priority 3: Introduction of 9.2.3.1.19 Normal tracking area update / rejected / No Suitable Cells in tracking Area
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0599
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Update of E-UTRAN test case 9.2.1.1.20
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0600
	-
	8.3.2
	Rel‑8
	GCF Priority 3 - Correction of TC 9.2.1.1.19 Attach / Abnormal case / Failure due to non integrity protection
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0601
	-
	8.3.2
	Rel‑8
	GCF Priority 3: Addition of new test case 9.2.1.1.21:  Attach / Abnormal case / success after several attempts due to no network response
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0602
	-
	8.3.2
	Rel‑8
	GCF Priority 3: Addition of new test case 9.2.1.1.22: : Attach / Abnormal case / unssuccesful attach after 5 attempts
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-1
	0603
	1
	8.3.2
	Rel‑8
	GCF Priority 3 - Addition of test case 13.3.1.1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	GP-092406
	36.523-2
	0045
	-
	8.3.0
	Rel‑8
	6.2.3.21 Inter-RAT Cell Reselection / from GPRS Packet_Transfer (NCO mode) to E_UTRA TS 36.523-2
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0046
	-
	8.3.0
	Rel‑8
	Applicability of new TC 6.2.3.6
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0047
	-
	8.3.0
	Rel‑8
	Applicability of new/removed RRC Part 2 test cases
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0048
	-
	8.3.0
	Rel‑8
	Applicability of new ESM test cases
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0049
	-
	8.3.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case applicability
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0050
	-
	8.3.0
	Rel‑8
	Applicability for new IDLE MODE test case 6.1.2.13
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091132
	36.523-2
	0051
	-
	8.3.0
	Rel‑8
	Addition of applicability for new DSMIPv6 test cases
	approved
	F
	8.4.0
	DSMIPv6-UEConfTest
	R5

	RP-091122
	36.523-2
	0052
	-
	8.3.0
	Rel‑8
	Wrong reference in TC applicability condition C01
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0053
	-
	8.3.0
	Rel‑8
	GCF Priority 1 - Corrections to MAC test case applicability
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0054
	2
	8.3.0
	Rel‑8
	Applicability for clause 8.4 RRC Inter-RAT test cases NTT DOCOMO
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0055
	-
	8.3.0
	Rel‑8
	GCF Priority 3 - Correction to E-UTRA DRB test case 12.3
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0056
	-
	8.3.0
	Rel‑8
	GCF Priority 3 - Applicabilty of new E-UTRA DRB test case 12.3
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0057
	-
	8.3.0
	Rel‑8
	GCF Priority 2 - Addition of applicability for new test case 11.1.4
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0058
	-
	8.3.0
	Rel‑8
	Add applicabilities for test case 8.1.3.7 and 8.5.2.1
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0059
	-
	8.3.0
	Rel‑8
	GCF Priority 3 - Add applicabilities for new test case 8.3.1.11
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0060
	-
	8.3.0
	Rel‑8
	Update of Applicability table for Multi-layer Procedure test cases
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0061
	-
	8.3.0
	Rel‑8
	GCF Priority 3 - Addition of applicability for new LTE-C2k interworking test cases
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091122
	36.523-2
	0062
	-
	8.3.0
	Rel‑8
	EMM CRs from RAN5#45
	approved
	F
	8.4.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0001
	-
	8.0.0
	Rel‑8
	LTE ASP clarifications and update
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091157
	36.523-3
	0002
	-
	8.0.0
	Rel‑8
	CR to 36.523-3: Add new e-mail agreed LTE TTCN test cases in the TC list of Annex A and update Annex D
	approved
	F
	8.1.0
	TEI8_Test
	R5

	RP-091158
	36.523-3
	0003
	-
	8.0.0
	Rel‑8
	Resubmission of GCF WI 81 LTE RRC test case 8.1.2.1 on wk42 TTCN
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0004
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 LTE RRC test case 8.1.1.1
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0005
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 LTE RRC test case 8.1.3.1
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0006
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 82 EUTRA NAS test case 9.2.1.1.2
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0007
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 LTE MAC test case 7.1.1.1
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0008
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.3.1
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0009
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.3.2
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0010
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 82 EPC test case 9.2.2.2.1
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0011
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.3.3
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0012
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.3.3
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0013
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 82 EPC test case 9.3.2.1
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0014
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.3.7
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0015
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.3.6
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0016
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 EUTRA PDCP test case 7.3.3.1
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0017
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 EUTRA PDCP test case 7.3.3.4
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0018
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 EUTRA PDCP test case 7.3.3.3
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0019
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 EUTRA PDCP test case 7.3.3.2
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0020
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 EUTRA PDCP test case 7.3.4.2
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091158
	36.523-3
	0021
	-
	8.0.0
	Rel‑8
	Addition of GCF WI 81 EUTRA PDCP test case 7.3.4.1
	approved
	B
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-091173
	36.912
	0001
	-
	9.0.0
	Rel‑9
	Editorial correction on TR36.912
	approved
	F
	9.1.0
	FS_RAN_LTEA
	R1

	RP-091173
	36.912
	0002
	-
	9.0.0
	Rel‑9
	Updates on TR36.912
	approved
	B
	9.1.0
	FS_RAN_LTEA
	R1

	RP-091173
	36.912
	0003
	-
	9.0.0
	Rel‑9
	RAN2 agreements on Carrier aggregations, PDCP and Contention based uplink
	approved
	C
	9.1.0
	FS_RAN_LTEA
	R1

	RP-091248
	36.912
	0004
	-
	9.0.0
	Rel‑9
	Agreements on Carrier Aggregation
	withdrawn
	C
	
	FS_RAN_LTEA
	R2

	SP-090695
	41.101
	0040
	-
	4.17.0
	Rel‑4
	Corrections to list of Specifications
	approved
	F
	4.18.0
	TEI4
	SP

	SP-090695
	41.101
	0041
	-
	5.13.0
	Rel‑5
	Corrections to list of Specifications
	approved
	F
	5.14.0
	TEI5
	SP

	SP-090695
	41.101
	0042
	1
	6.11.0
	Rel‑6
	Corrections to list of Specifications
	approved
	F
	6.12.0
	TEI6
	SP

	SP-090695
	41.101
	0043
	-
	7.3.0
	Rel‑7
	Corrections to list of Specifications
	approved
	F
	7.4.0
	TEI7
	SP

	SP-090695
	41.101
	0044
	1
	8.1.0
	Rel‑8
	Corrections to list of Specifications
	approved
	F
	8.2.0
	TEI8
	SP

	SP-090821
	43.020
	0026
	1
	9.0.0
	Rel‑9
	algorithm selection for GSM subscriber in 128-bit encryption
	approved
	F
	9.1.0
	SAES
	S3

	GP-092337
	43.059
	0076
	5
	8.1.0
	Rel‑9
	Changes to Stage II allowing Parallel positioning
	approved
	B
	9.0.0
	HILT
	G1

	GP-092346
	43.064
	0083
	1
	8.3.0
	Rel‑9
	Removal of mandatory support for P-channels by mobile stations in A/Gb mode
	approved
	C
	9.0.0
	TEI9
	G1

	GP-092331
	43.129
	0072
	3
	8.1.0
	Rel‑8
	Introduction of PS Handover Complete Acknowledge MesSge
	approved
	F
	8.2.0
	GELTE
	G1

	GP-091875
	43.129
	0075
	1
	6.12.0
	Rel‑6
	Introduction of PS Handover Complete Acknowledge MesSge
	approved
	F
	6.13.0
	SPSHAGB
	G1

	GP-092222
	43.129
	0076
	2
	7.2.0
	Rel‑7
	Introduction of PS Handover Complete Acknowledge MesSge
	approved
	A
	7.3.0
	SPSHAGB
	G1

	GP-092468
	44.014
	0021
	2
	7.2.0
	Rel‑7
	Addition of EGPRS2 loopback modes
	Approved
	B
	7.3.0
	REDHOT, HUGE
	G2

	GP-092469
	44.014
	0022
	2
	8.0.0
	Rel‑8
	Addition of EGPRS2 loopback modes
	Approved
	B
	8.1.0
	REDHOT, HUGE
	G2

	GP-091941
	44.014
	0023
	-
	8.0.0
	Rel‑9
	Addition of RESET command for GNSS
	Approved
	B
	9.0.0
	AGNSSPTP-Perfreq
	G2

	GP-092035
	44.018
	0773
	3
	8.8.0
	Rel‑8
	Corrections to E-UTRAN information in SI2quater and MEASUREMENT INFORMATION mesSges
	Approved
	F
	8.9.0
	GELTE
	G2

	GP-092036
	44.018
	0774
	3
	9.2.0
	Rel‑9
	Corrections to E-UTRAN information in SI2quater and MEASUREMENT INFORMATION mesSges
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-092037
	44.018
	0775
	3
	8.8.0
	Rel‑8
	Corrections related to the removal of E-UTRAN information from PBCCH
	Approved
	F
	8.9.0
	GELTE
	G2

	GP-092038
	44.018
	0776
	3
	9.2.0
	Rel‑9
	Corrections related to the removal of E-UTRAN information from PBCCH
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-092039
	44.018
	0777
	-
	8.8.0
	Rel‑8
	Correction to Rel‑8 extension of ENHANCED MEASUREMENT REPORT
	Approved
	F
	8.9.0
	GELTE
	G2

	GP-092040
	44.018
	0778
	-
	9.2.0
	Rel‑9
	Correction to Rel‑8 extension of ENHANCED MEASUREMENT REPORT
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-092041
	44.018
	0779
	2
	8.8.0
	Rel‑8
	Removal of E-UTRAN_BA_IND
	Approved
	F
	8.9.0
	GELTE
	G2

	GP-092042
	44.018
	0797
	2
	9.2.0
	Rel‑9
	Removal of E-UTRAN_BA_IND
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-092043
	44.018
	0798
	2
	8.8.0
	Rel‑8
	Multiple instances of not allowed cells per EARFCN in GERAN/E-UTRAN interworking
	Approved
	F
	8.9.0
	GELTE
	G2

	GP-092044
	44.018
	0799
	3
	9.2.0
	Rel‑9
	Multiple instances of not allowed cells per EARFCN in GERAN/E-UTRAN interworking
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-092045
	44.018
	0802
	2
	8.8.0
	Rel‑8
	Handling of Serving Cell Priority Description
	Approved
	F
	8.9.0
	GELTE
	G2

	GP-092048
	44.018
	0808
	2
	9.2.0
	Rel‑9
	Handling of Serving Cell Priority Description
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-091935
	44.018
	0817
	-
	8.8.0
	Rel‑8
	Essential corrention to CSN.1 coding
	Approved
	F
	8.9.0
	TEI8
	G2

	GP-091936
	44.018
	0818
	-
	9.2.0
	Rel‑9
	Essential corrention to CSN.1 coding
	Approved
	A
	9.3.0
	TEI8
	G2

	GP-092238
	44.018
	0819
	1
	9.2.0
	Rel‑9
	Removal of mandatory support for P-channels by mobile stations in A/Gb mode
	Approved
	C
	9.3.0
	TEI9
	G2

	GP-091975
	44.018
	0820
	-
	9.2.0
	Rel‑9
	Introduction of MTD reporting on Hyperframe level
	Approved
	F
	9.3.0
	TEI9
	G2

	GP-092430
	44.018
	0823
	2
	8.8.0
	Rel‑8
	3G/ E-UTRAN CSG information in MEASUREMENT INFORMATION
	Approved
	F
	8.9.0
	GELTE
	G2

	GP-092431
	44.018
	0824
	2
	9.2.0
	Rel‑9
	3G/ E-UTRAN CSG information in MEASUREMENT INFORMATION
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-092464
	44.018
	0825
	3
	8.8.0
	Rel‑8
	Specification of the Establishment Cause in a Channel Request answering to paging during a CS Fallback procedure
	Approved
	F
	8.9.0
	GELTE
	G2

	GP-092229
	44.018
	0826
	1
	9.2.0
	Rel‑9
	Specification of the Establishment Cause in a Channel Request answering to paging during a CS Fallback procedure
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-092217
	44.018
	0827
	-
	7.18.0
	Rel‑7
	Corrections to Uplink / Downlink EGPRS Level IE specification
	Approved
	F
	7.19.0
	REDHOT, HUGE
	G2

	GP-092223
	44.018
	0828
	1
	8.8.0
	Rel‑8
	Corrections to Uplink / Downlink EGPRS Level IE specification
	Approved
	F
	8.9.0
	TEI8
	G2

	GP-092224
	44.018
	0829
	1
	9.2.0
	Rel‑9
	Corrections to Uplink / Downlink EGPRS Level IE specification
	Approved
	F
	9.3.0
	TEI8
	G2

	GP-092454
	44.018
	0830
	2
	8.8.0
	Rel‑8
	Clarifications on frequencies on their own in the SI2quater mesSge
	Approved
	F
	8.9.0
	TEI8
	G2

	GP-092455
	44.018
	0831
	2
	9.2.0
	Rel‑9
	Clarifications on frequencies on their own in the SI2quater mesSge
	Approved
	A
	9.3.0
	TEI8
	G2

	GP-092446
	44.018
	0832
	1
	8.8.0
	Rel‑8
	"Signalling to ""delete individual priorities"""
	Approved
	F
	8.9.0
	GELTE
	G2

	GP-092447
	44.018
	0833
	1
	9.2.0
	Rel‑9
	"Signalling to ""delete individual priorities"""
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-091872
	44.031
	0204
	-
	9.0.0
	Rel‑9
	Ephemeris Extension clarifications
	Approved
	F
	9.1.0
	TEI9
	G2

	GP-092236
	44.031
	0205
	2
	8.4.0
	Rel‑8
	Extended Reference Number clarification
	Approved
	A
	8.5.0
	TEI7
	G2

	GP-092237
	44.031
	0206
	2
	9.0.0
	Rel‑9
	Extended Reference Number clarification
	Approved
	A
	9.1.0
	TEI7
	G2

	GP-092235
	44.031
	0207
	-
	7.11.0
	Rel‑7
	Extended Reference Number clarification
	Approved
	F
	7.12.0
	TEI7
	G2

	GP-091942
	44.031
	0208
	-
	9.0.0
	Rel‑9
	ASN.1 correction
	Approved
	F
	9.1.0
	TEI9
	G2

	GP-092049
	44.060
	1288
	1
	8.6.0
	Rel‑8
	Misc corrections on GELTE
	Approved
	F
	8.7.0
	GELTE
	G2

	GP-092050
	44.060
	1289
	1
	9.1.0
	Rel‑9
	Misc corrections on GELTE
	Approved
	A
	9.2.0
	GELTE
	G2

	GP-092051
	44.060
	1290
	3
	8.6.0
	Rel‑8
	Corrections to E-UTRAN information in PACKET MEASUREMENT ORDER and PACKET CELL CHANGE ORDER mesSges
	Approved
	F
	8.7.0
	GELTE
	G2

	GP-092052
	44.060
	1291
	3
	9.1.0
	Rel‑9
	Corrections to E-UTRAN information in PACKET MEASUREMENT ORDER and PACKET CELL CHANGE ORDER mesSges
	Approved
	A
	9.2.0
	GELTE
	G2

	GP-092053
	44.060
	1292
	2
	8.6.0
	Rel‑8
	Corrections related to the removal of E-UTRAN information from PBCCH
	Approved
	F
	8.7.0
	GELTE
	G2

	GP-092054
	44.060
	1293
	2
	9.1.0
	Rel‑9
	Corrections related to the removal of E-UTRAN information from PBCCH
	Approved
	A
	9.2.0
	GELTE
	G2

	GP-092055
	44.060
	1294
	1
	8.6.0
	Rel‑8
	Removal of E-UTRAN_BA_IND
	Approved
	F
	8.7.0
	GELTE
	G2

	GP-092056
	44.060
	1295
	2
	9.1.0
	Rel‑9
	Removal of E-UTRAN_BA_IND
	Approved
	A
	9.2.0
	GELTE
	G2

	GP-092057
	44.060
	1301
	1
	7.18.0
	Rel‑7
	Clarification of CPS Field for Header Type 2
	Approved
	F
	7.19.0
	TEI7
	G2

	GP-092058
	44.060
	1302
	1
	8.6.0
	Rel‑8
	Clarification of CPS Field for Header Type 2
	Approved
	A
	8.7.0
	TEI7
	G2

	GP-092059
	44.060
	1303
	1
	9.1.0
	Rel‑9
	Clarification of CPS Field for Header Type 2
	Approved
	A
	9.2.0
	TEI7
	G2

	GP-092060
	44.060
	1308
	1
	7.18.0
	Rel‑7
	Clarification of CPS Field for Header Type 3
	Approved
	F
	7.19.0
	TEI7
	G2

	GP-092061
	44.060
	1309
	1
	8.6.0
	Rel‑8
	Clarification of CPS Field for Header Type 3
	Approved
	A
	8.7.0
	TEI7
	G2

	GP-092062
	44.060
	1310
	1
	9.1.0
	Rel‑9
	Clarification of CPS Field for Header Type 3
	Approved
	A
	9.2.0
	TEI7
	G2

	GP-092063
	44.060
	1316
	-
	7.18.0
	Rel‑7
	Clarification of CPS Field and uSge of Header Type
	Approved
	F
	7.19.0
	TEI7
	G2

	GP-092064
	44.060
	1317
	-
	8.6.0
	Rel‑8
	Clarification of CPS Field and uSge of Header Type
	Approved
	A
	8.7.0
	TEI7
	G2

	GP-092065
	44.060
	1318
	-
	9.1.0
	Rel‑9
	Clarification of CPS Field and uSge of Header Type
	Approved
	A
	9.2.0
	TEI7
	G2

	GP-092396
	44.060
	1321
	1
	8.6.0
	Rel‑8
	Essential corrention to CSN.1 coding
	Approved
	F
	8.7.0
	GDCDL
	G2

	GP-092397
	44.060
	1322
	1
	9.1.0
	Rel‑9
	Essential corrention to CSN.1 coding
	Approved
	A
	9.2.0
	GDCDL
	G2

	GP-092239
	44.060
	1323
	1
	9.1.0
	Rel‑9
	Removal of mandatory support for P-channels by mobile stations in A/Gb mode
	Approved
	C
	9.2.0
	TEI9
	G2

	GP-092434
	44.060
	1324
	2
	7.18.0
	Rel‑7
	Corrections to RTTI specific mesSge definitions
	Approved
	F
	7.19.0
	GDCDL, LATRED
	G2

	GP-092384
	44.060
	1325
	1
	8.6.0
	Rel‑8
	Corrections to RTTI specific mesSge definitions
	Approved
	A
	8.7.0
	GDCDL, LATRED
	G2

	GP-092385
	44.060
	1326
	1
	9.1.0
	Rel‑9
	Corrections to RTTI specific mesSge definitions
	Approved
	A
	9.2.0
	GDCDL, LATRED
	G2

	GP-092082
	44.060
	1329
	-
	6.26.0
	Rel‑6
	CSN1 Correction to Packet Cell Change Failure mesSge
	Approved
	F
	6.27.0
	TEI6
	G2

	GP-092083
	44.060
	1330
	-
	7.18.0
	Rel‑7
	CSN1 Correction to Packet Cell Change Failure mesSge
	Approved
	A
	7.19.0
	TEI6
	G2

	GP-092084
	44.060
	1331
	-
	8.6.0
	Rel‑8
	CSN1 Correction to Packet Cell Change Failure mesSge
	Approved
	A
	8.7.0
	TEI6
	G2

	GP-092085
	44.060
	1332
	-
	9.1.0
	Rel‑9
	CSN1 Correction to Packet Cell Change Failure mesSge
	Approved
	A
	9.2.0
	TEI6
	G2

	GP-092086
	44.060
	1333
	-
	6.26.0
	Rel‑6
	CSN1 Correction to Packet Cell Change Order mesSge
	Approved
	F
	6.27.0
	TEI6
	G2

	GP-092087
	44.060
	1334
	-
	7.18.0
	Rel‑7
	CSN1 Correction to Packet Cell Change Order mesSge
	Approved
	A
	7.19.0
	TEI6
	G2

	GP-092452
	44.060
	1337
	2
	8.6.0
	Rel‑8
	Clarification on modifying E-UTRAN NCL by PMO
	Approved
	F
	8.7.0
	GELTE
	G2

	GP-092453
	44.060
	1338
	2
	9.1.0
	Rel‑9
	Clarification on modifying E-UTRAN NCL by PMO
	Approved
	A
	9.2.0
	GELTE
	G2

	GP-092435
	44.060
	1342
	3
	7.18.0
	Rel‑7
	Clarification of Bitmap Generation for FANR
	Approved
	F
	7.19.0
	LATRED
	G2

	GP-092456
	44.060
	1344
	2
	8.6.0
	Rel‑8
	Clarification on Modification of 3G Cell Reselection list
	Approved
	F
	8.7.0
	TEI8
	G2

	GP-092457
	44.060
	1345
	2
	9.1.0
	Rel‑9
	Clarification on Modification of 3G Cell Reselection list
	Approved
	A
	9.2.0
	TEI8
	G2

	GP-092242
	44.060
	1346
	-
	8.6.0
	Rel‑8
	Misc corrections
	Approved
	F
	8.7.0
	GELTE
	G2

	GP-092243
	44.060
	1347
	-
	9.1.0
	Rel‑9
	Misc corrections
	Approved
	A
	9.2.0
	GELTE
	G2

	GP-092448
	44.060
	1348
	1
	8.6.0
	Rel‑8
	"Signalling to ""delete individual priorities"""
	Approved
	F
	8.7.0
	GELTE
	G2

	GP-092449
	44.060
	1349
	1
	9.1.0
	Rel‑9
	"Signalling to ""delete individual priorities"""
	Approved
	A
	9.2.0
	GELTE
	G2

	GP-092428
	44.060
	1350
	1
	8.6.0
	Rel‑8
	Clarification of Bitmap Generation for FANR
	Approved
	A
	8.7.0
	LATRED
	G2

	GP-092429
	44.060
	1351
	1
	9.1.0
	Rel‑9
	Clarification of Bitmap Generation for FANR
	Approved
	A
	9.2.0
	LATRED
	G2

	GP-092395
	44.060
	1352
	-
	7.18.0
	Rel‑7
	Essential corrention to CSN.1 coding
	Approved
	F
	7.19.0
	GDCDL
	G2

	GP-092248
	44.318
	0119
	1
	9.0.0
	Rel‑9
	Corrections to Handover Reporting Control IE
	Approved
	D
	9.1.0
	TEI9
	G2

	GP-092159
	45.001
	0063
	2
	9.0.0
	Rel‑9
	TSC Pairing for VAMOS aware UEs
	approved
	F
	9.1.0
	VAMOS
	G1

	GP-092347
	45.001
	0066
	1
	9.0.0
	Rel‑9
	Removal of mandatory support for P-channels by mobile stations in A/Gb mode
	approved
	C
	9.1.0
	TEI9
	G1

	GP-092350
	45.001
	0068
	2
	9.0.0
	Rel‑9
	Removal T-GSM 900
	approved
	A
	9.1.0
	GPRS
	G1

	GP-092348
	45.002
	0142
	1
	9.1.0
	Rel‑9
	Removal of mandatory support for P-channels by mobile stations in A/Gb mode
	approved
	C
	9.2.0
	TEI9
	G1

	GP-091963
	45.005
	0270
	4
	7.19.0
	Rel‑7
	Removal of Brackets, EGPRS2-A UL
	approved
	F
	7.20.0
	HUGE, LATRED
	G1

	GP-091964
	45.005
	0271
	4
	8.6.0
	Rel‑8
	Removal of Brackets, EGPRS2-A UL
	approved
	A
	8.7.0
	HUGE, LATRED
	G1

	GP-092127
	45.005
	0284
	2
	9.0.0
	Rel‑9
	Single Antenna Requirements for EGPRS2-B, UL
	approved
	F
	9.1.0
	HUGE
	G1

	GP-092317
	45.005
	0302
	5
	8.6.0
	Rel‑8
	Addition of requirement to test intra BSS IM attenuation at maximum carrier frequency spacing
	approved
	F
	8.7.0
	MCBTS
	G1

	GP-091965
	45.005
	0307
	3
	9.0.0
	Rel‑9
	Removal of Brackets, EGPRS2-A UL
	approved
	A
	9.1.0
	HUGE, LATRED
	G1

	GP-092188
	45.005
	0308
	4
	7.19.0
	Rel‑7
	Removal of Brackets, EGPRS2-B UL
	approved
	F
	7.20.0
	HUGE, LATRED
	G1

	GP-092306
	45.005
	0309
	5
	8.6.0
	Rel‑8
	Removal of Brackets, EGPRS2-B UL
	approved
	A
	8.7.0
	HUGE, LATRED
	G1

	GP-092190
	45.005
	0310
	4
	9.0.0
	Rel‑9
	Removal of Brackets, EGPRS2-B UL
	approved
	A
	9.1.0
	HUGE, LATRED
	G1

	GP-091989
	45.005
	0312
	2
	7.19.0
	Rel‑7
	Reference performance EGPRS2-B, UL, 400 kHz Adjacent channel interference, without brackets
	approved
	F
	7.20.0
	HUGE, LATRED
	G1

	GP-091990
	45.005
	0313
	2
	8.6.0
	Rel‑8
	Reference performance EGPRS2-B, UL, 400 kHz Adjacent channel interference, without brackets
	approved
	A
	8.7.0
	HUGE, LATRED
	G1

	GP-091991
	45.005
	0314
	2
	9.0.0
	Rel‑9
	Reference performance EGPRS2-B, UL, 400 kHz Adjacent channel interference, without brackets
	approved
	A
	9.1.0
	HUGE, LATRED
	G1

	GP-092128
	45.005
	0315
	-
	7.19.0
	Rel‑7
	Correction to remove brackets from pico-BTS requirements
	approved
	F
	7.20.0
	HUGE
	G1

	GP-092129
	45.005
	0316
	-
	8.6.0
	Rel‑8
	Correction to remove brackets from pico-BTS requirements
	approved
	A
	8.7.0
	HUGE
	G1

	GP-092130
	45.005
	0317
	-
	9.0.0
	Rel‑9
	Correction of remaining errors for EGPRS2 after the split between BTS and MS requirements
	approved
	F
	9.1.0
	HUGE
	G1

	GP-092148
	45.005
	0318
	1
	8.6.0
	Rel‑8
	Clarification of Nominal Error Rate (NER) requirements for other GSM900 than E-GSM
	approved
	F
	8.7.0
	MCBTS
	G1

	GP-092149
	45.005
	0319
	1
	9.0.0
	Rel‑9
	Correction of remaining errors for MCBTS after the split between BTS and MS requirements
	approved
	F
	9.1.0
	MCBTS
	G1

	GP-092318
	45.005
	0320
	3
	9.0.0
	Rel‑9
	Addition of requirement to test intra BSS IM attenuation at maximum carrier frequency spacing
	approved
	A
	9.1.0
	MCBTS
	G1

	GP-092466
	45.005
	0321
	2
	8.6.0
	Rel‑8
	Correction of application of spurious emission requirements for MCBTS
	approved
	F
	8.7.0
	MCBTS
	G1

	GP-092467
	45.005
	0322
	2
	9.0.0
	Rel‑9
	Correction of application of spurious emission requirements for MCBTS
	approved
	A
	9.1.0
	MCBTS
	G1

	GP-092151
	45.005
	0323
	1
	9.0.0
	Rel‑9
	Corrections of references
	approved
	F
	9.1.0
	RInImp9-Rfmulti-GERAN
	G1

	GP-092335
	45.005
	0324
	4
	9.0.0
	Rel‑9
	Corrections to minimum receiver requirements for Multi Standard BS in Annex P
	approved
	F
	9.1.0
	RInImp9-Rfmulti-GERAN
	G1

	GP-092131
	45.005
	0325
	-
	7.19.0
	Rel‑7
	Reference performance LATRED, EGPRS and EGPRS2, DL
	approved
	F
	7.20.0
	REDHOT
	G1

	GP-092132
	45.005
	0326
	-
	8.6.0
	Rel‑8
	Reference performance LATRED, EGPRS and EGPRS2, DL
	approved
	A
	8.7.0
	REDHOT
	G1

	GP-092133
	45.005
	0327
	-
	9.0.0
	Rel‑9
	Reference performance LATRED, EGPRS and EGPRS2, DL
	approved
	A
	9.1.0
	REDHOT
	G1

	GP-092134
	45.005
	0328
	1
	7.19.0
	Rel‑7
	Removal of brackets, EGPRS2: MS requirements
	approved
	F
	7.20.0
	REDHOT
	G1

	GP-092135
	45.005
	0329
	1
	8.6.0
	Rel‑8
	Removal of brackets, EGPRS2: MS requirements
	approved
	A
	8.7.0
	REDHOT
	G1

	GP-092136
	45.005
	0330
	1
	9.0.0
	Rel‑9
	Removal of brackets, EGPRS2: MS requirements
	approved
	A
	9.1.0
	REDHOT
	G1

	GP-091939
	45.005
	0339
	-
	9.0.0
	Rel‑9
	Correction to GANSS Dynamic Range Requirements
	approved
	F
	9.1.0
	AGNSSPTP-Perfreq
	G1

	GP-092326
	45.005
	0340
	1
	9.0.0
	Rel‑9
	GANSS minimum performance requirements – closing some open items in sensitivity scenarios
	approved
	C
	9.1.0
	AGNSSPTP-Perfreq
	G1

	GP-091997
	45.005
	0342
	-
	9.0.0
	Rel‑9
	Correction of Nominal Error Rate (NER) requirements for GSM700
	approved
	F
	9.1.0
	MCBTS
	G1

	GP-092310
	45.005
	0343
	1
	7.19.0
	Rel‑7
	EGPRS2-B uplink spectrum mask
	approved
	F
	7.20.0
	HUGE
	G1

	GP-092410
	45.005
	0344
	2
	7.19.0
	Rel‑7
	Correction to EGPRS2-A, 400 kHz ACI
	approved
	F
	7.20.0
	REDHOT, HUGE
	G1

	GP-092411
	45.005
	0345
	2
	8.6.0
	Rel‑8
	Correction to EGPRS2-A, 400 kHz ACI
	approved
	A
	8.7.0
	REDHOT, HUGE
	G1

	GP-092412
	45.005
	0346
	2
	9.0.0
	Rel‑9
	Correction to EGPRS2-A, 400 kHz ACI
	approved
	A
	9.1.0
	REDHOT, HUGE
	G1

	GP-092311
	45.005
	0347
	1
	8.6.0
	Rel‑8
	EGPRS2-B uplink spectrum mask
	approved
	A
	8.7.0
	HUGE
	G1

	GP-092312
	45.005
	0348
	1
	9.0.0
	Rel‑9
	EGPRS2-B uplink spectrum mask
	approved
	A
	9.1.0
	HUGE
	G1

	GP-092153
	45.008
	0411
	2
	8.4.0
	Rel‑8
	Corrections to 3G_SEARCH_PRIO
	approved
	F
	8.5.0
	GELTE
	G1

	GP-092154
	45.008
	0412
	2
	9.0.0
	Rel‑9
	Corrections to 3G_SEARCH_PRIO
	approved
	A
	9.1.0
	GELTE
	G1

	GP-092155
	45.008
	0413
	1
	8.4.0
	Rel‑8
	Corrections to requirements for priority-based reselection
	approved
	F
	8.5.0
	GELTE
	G1

	GP-092156
	45.008
	0414
	1
	9.0.0
	Rel‑9
	Corrections to requirements for priority-based reselection
	approved
	A
	9.1.0
	GELTE
	G1

	GP-092157
	45.008
	0415
	1
	8.4.0
	Rel‑8
	Correction to default value for THRESH_E-UTRAN_low
	approved
	F
	8.5.0
	GELTE
	G1

	GP-092158
	45.008
	0416
	1
	9.0.0
	Rel‑9
	Correction to default value for THRESH_E-UTRAN_low
	approved
	A
	9.1.0
	GELTE
	G1

	GP-092322
	45.008
	0417
	1
	8.4.0
	Rel‑8
	Correction on autonomous search of CSG cell
	approved
	F
	8.5.0
	GELTE
	G1

	GP-092323
	45.008
	0418
	1
	9.0.0
	Rel‑9
	Correction on autonomous search of CSG cell
	approved
	F
	9.1.0
	GELTE
	G1

	GP-092334
	45.008
	0419
	2
	8.4.0
	Rel‑8
	Removal of E-UTRAN_BA_IND
	approved
	F
	8.5.0
	GELTE
	G1

	GP-092330
	45.008
	0420
	1
	9.0.0
	Rel‑9
	Removal of E-UTRAN_BA_IND
	approved
	A
	9.1.0
	GELTE
	G1

	GP-091933
	45.008
	0421
	-
	8.4.0
	Rel‑8
	Corrections related to the removal of E-UTRAN information from PBCCH
	approved
	F
	8.5.0
	GELTE
	G1

	GP-092349
	45.008
	0423
	1
	9.0.0
	Rel‑9
	Removal of mandatory support for P-channels by mobile stations in A/Gb mode
	approved
	C
	9.1.0
	TEI9
	G1

	GP-092324
	45.008
	0424
	1
	8.4.0
	Rel‑8
	Further corrections to requirements for priority-based reselection
	approved
	F
	8.5.0
	GELTE
	G1

	GP-092325
	45.008
	0425
	1
	9.0.0
	Rel‑9
	Further corrections to requirements for priority-based reselection
	approved
	A
	9.1.0
	GELTE
	G1

	GP-092327
	45.008
	0428
	1
	8.4.0
	Rel‑8
	Abnormal cases for cell re-selection based on priority information
	approved
	F
	8.5.0
	GELTE
	G1

	GP-092328
	45.008
	0429
	1
	9.0.0
	Rel‑9
	Abnormal cases for cell re-selection based on priority information
	approved
	A
	9.1.0
	GELTE
	G1

	GP-091934
	45.008
	0431
	-
	9.0.0
	Rel‑9
	Corrections related to the removal of E-UTRAN information from PBCCH
	approved
	A
	9.1.0
	GELTE
	G1

	GP-091962
	45.010
	0056
	-
	8.4.0
	Rel‑9
	Introduction of MTD reporting on Hyperframe level
	approved
	F
	9.0.0
	TEI9
	G1

	GP-092160
	45.010
	0059
	-
	7.6.0
	Rel‑7
	Modification of PAN Related Reaction Times
	approved
	F
	7.7.0
	LATRED
	G1

	GP-092185
	45.010
	0060
	-
	8.4.0
	Rel‑8
	Modification of PAN Related Reaction Times
	approved
	A
	8.5.0
	LATRED
	G1

	GP-092066
	48.008
	0317
	1
	8.7.0
	Rel‑8
	AoIP: Clarification to AoIP Transport layer Address (BSS) modification restrictions
	Approved
	F
	8.8.0
	AOIP
	G2

	GP-092067
	48.008
	0318
	1
	9.0.0
	Rel‑9
	AoIP: Clarification to AoIP Transport layer Address (BSS) modification restrictions
	Approved
	A
	9.1.0
	AOIP
	G2

	GP-092068
	48.018
	0288
	4
	8.4.0
	Rel‑8
	Introduction of PS Handover Complete Acknowledge MesSge
	Approved
	F
	8.5.0
	GELTE
	G2

	GP-092069
	48.018
	0289
	2
	6.19.0
	Rel‑6
	Introduction of PS Handover Complete Acknowledge MesSge
	Approved
	F
	6.20.0
	SPSHAGB
	G2

	GP-092070
	48.018
	0290
	1
	7.12.0
	Rel‑7
	Introduction of PS Handover Complete Acknowledge MesSge
	Approved
	F
	7.13.0
	SPSHAGB
	G2

	GP-092433
	48.071
	0035
	6
	8.0.0
	Rel‑9
	Changes to Stage III enabling parallel positioning
	Approved
	F
	9.0.0
	HILT
	G2

	GP-092276
	51.010-1
	4248
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4248 Removal of PBCCH and PCCCH functionality in 41.3.6.6,41.3.6.7 (Rel‑8)
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092277
	51.010-1
	4249
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4249 Removal of PBCCH and PCCCH functionality in 41.3.6.8 (Rel‑8)
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092278
	51.010-1
	4250
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4250 Removal of PBCCH and PCCCH functionality in 41.3.6.9,41.3.6.10 (Rel‑8)
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092279
	51.010-1
	4251
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4251 Removal of PBCCH and PCCCH functionality in 51.3.6.6,51.3.6.7 (Rel‑8)
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092280
	51.010-1
	4252
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4252 Removal of PBCCH and PCCCH functionality in 51.3.6.8 (Rel‑8)
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092281
	51.010-1
	4253
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4253 Removal of PBCCH and PCCCH functionality in 51.3.6.9,51.3.6.10 (Rel‑8)
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092282
	51.010-1
	4254
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4254 20.22 – Changes on default Parameters following P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092283
	51.010-1
	4255
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4255 20.22.1 – Changes due to P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092284
	51.010-1
	4256
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4256 20.22.2 – Changes due to P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092285
	51.010-1
	4257
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4257 20.22.3 – Changes due to P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092286
	51.010-1
	4258
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4258 20.22.4 – Removal of the test following P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092287
	51.010-1
	4259
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4259 20.22.5 – Changes due to P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092275
	51.010-1
	4260
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4260 New Test case "Co-channel rejection in EGPRS2A configuration
	approved
	F
	9.0.0
	HUGE-MStest
	G3new

	GP-092288
	51.010-1
	4261
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4261 20.22.6 – Removal of the test following P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092289
	51.010-1
	4262
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4262 20.22.7 – Removal of the test following P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092290
	51.010-1
	4263
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4263 20.22.10 – Removal of the test following P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092291
	51.010-1
	4264
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4264 20.22.11 – Removal of the test following P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092292
	51.010-1
	4265
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4265 20.22.12 – Changes due to P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092293
	51.010-1
	4266
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4266 20.22.13 – Removal of the test following P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092294
	51.010-1
	4267
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4267 20.22.30.x – Changes due to P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-092295
	51.010-1
	4268
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4268 20.22.31.1 – Changes due to P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-091805
	51.010-1
	4269
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4269 Remove contents from clause 41.1.6
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-092266
	51.010-1
	4271
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4271 Remove P-channel from clause 41.3.1
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-092267
	51.010-1
	4272
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4272 Remove P-channels from clause 41.3.2
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-092268
	51.010-1
	4273
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4273 Remove P-channels from clause 41.3.3
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-091810
	51.010-1
	4274
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4274 Remove P-channels from clause 41.3.4
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-092269
	51.010-1
	4275
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4275 Remove P-channels from clause 41.3.5
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-092270
	51.010-1
	4276
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4276 Remove P-channels from clause 41.3.6
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-092271
	51.010-1
	4277
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4277 Remove P-channels from clause 51.3.1
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-091814
	51.010-1
	4278
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4278 Remove P-channels from clause 51.3.4
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-092272
	51.010-1
	4279
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4279 Remove P-channels from clause 51.3.5
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-091816
	51.010-1
	4280
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4280 Remove P-channels from clause 51.3.6
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-092297
	51.010-1
	4281
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4281 Removal of PBCCH and PCCCH functionality in 40.x
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-092299
	51.010-1
	4282
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4282 Removal of PBCCH and PCCCH functionality in 42.3.4
	approved
	C
	9.0.0
	TEI7_Test
	G3new

	GP-092298
	51.010-1
	4284
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4284 Removal of PBCCH and PCCCH functionality in 50.x
	approved
	C
	9.0.0
	TEI7_Test
	G3new

	GP-092300
	51.010-1
	4286
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4286 Removal of PBCCH and PCCCH functionality in 52.3.4
	approved
	C
	9.0.0
	TEI7_Test
	G3new

	GP-092264
	51.010-1
	4287
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4287 Removal of PBCCH and PCCCH functionality in 41.x according to WP table A.1
	approved
	C
	9.0.0
	TEI7_Test
	G3new

	GP-092265
	51.010-1
	4288
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4288 Removal of PBCCH and PCCCH functionality in 51.x according to WP table A.1
	approved
	C
	9.0.0
	TEI7_Test
	G3new

	GP-092351
	51.010-1
	4289
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4289 Removal of PBCCH and PCCCH functionality in 10.7 and 10.8
	approved
	C
	9.0.0
	TEI7_Test
	G3new

	GP-091830
	51.010-1
	4290
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4290 26.6.13.x Data bearers not correctly foreseen in Starting Time test cases
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092355
	51.010-1
	4292
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4292 26.7.4.2.2 Correction to MM test case (alignment to 34.123 NAS test case 9.4.2.2) 
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-091833
	51.010-1
	4293
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4293 34.2.3 Action "delete mesSge", is changed.
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092273
	51.010-1
	4294
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4294 42.x Removal of PBCCH and PCCCH functionality
	approved
	F
	9.0.0
	TEI9_Test
	G3new

	GP-092274
	51.010-1
	4295
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4295 52.x Removal of PBCCH and PCCCH functionality
	approved
	F
	9.0.0
	TEI9_Test
	G3new

	GP-092356
	51.010-1
	4296
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4296 26.18.1 Removal of T-GSM 900
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-091839
	51.010-1
	4297
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4297 51.6.1 Removal of T-GSM 900
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092376
	51.010-1
	4299
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4299 Addition of a New Test Case for eCall - Registration of eCall only capable MS
	approved
	F
	9.0.0
	eCall_MSTest
	G3new

	GP-092377
	51.010-1
	4300
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4300 Addition of a New Test Case for eCall - eCall using eCall capable MS  with "eCall only" subscription on SIM
	approved
	F
	9.0.0
	eCall_MSTest
	G3new

	GP-092371
	51.010-1
	4301
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4301 New Test case 58c.1.1a "Concurrent EGRS2A TBF using RTTI Latency reduction"
	approved
	F
	9.0.0
	HUGE-MStest
	G3new

	GP-092368
	51.010-1
	4302
	1
	8.3.0
	Rel‑9
	"CR 51.010-1-4302 New Test case 58c.3.2a ""Acknowledged Mode/ Downlink TBF/ Split RLC Data Block, in EGPRS2A""
	approved
	F
	9.0.0
	REDHOT-MStest
	G3new

	GP-092261
	51.010-1
	4303
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4303 New test case 58c.2.4a – Acknowledged Mode/Uplink/Verification of new coding schemes for EGPRS2A
	approved
	F
	9.0.0
	HUGE-MStest
	G3new

	GP-091848
	51.010-1
	4304
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4304 New test case 58c.2.5a – Acknowledged Mode/Uplink TBF/ Recalculation of CV on MCS change for EGPRS2A
	approved
	F
	9.0.0
	HUGE-MStest
	G3new

	GP-092372
	51.010-1
	4305
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4305 New test case 58c.2.8a – Acknowledged Mode/Uplink TBF/Link Adaptation Procedure for Initial Transmission in EGPRS2A
	approved
	F
	9.0.0
	HUGE-MStest
	G3new

	GP-092373
	51.010-1
	4306
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4306 New Test case 58c.2.10a – Acknowledged Mode / Uplink TBF / Initial Puncturing Scheme After MCS Switching, in EGPRS2A
	approved
	F
	9.0.0
	HUGE-MStest
	G3new

	GP-092369
	51.010-1
	4307
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4307 New Test case 14.18.4a – Intermodulation Rejection in EGPRS2A Configuration
	approved
	F
	9.0.0
	REDHOT-MStest
	G3new

	GP-092370
	51.010-1
	4308
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4308 New Test case 14.18.1a- Minimum Input level for Reference Performance in EGPRS2A Configuration
	approved
	F
	9.0.0
	REDHOT-MStest
	G3new

	GP-092263
	51.010-1
	4309
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4309 Modification to test case 26.6.11.2 and 26.6.11.3
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092352
	51.010-1
	4310
	2
	8.3.0
	Rel‑9
	CR 51.010-1-4310 Test Case 26.7.4.5.5.1 – Higher Priority PLMN / Automatic PLMN Selection Mode / Normal Service
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092357
	51.010-1
	4311
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4311 Test Case 26.7.4.5.5.2 – Higher Priority PLMN / Automatic PLMN Selection Mode / Limited Service
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092358
	51.010-1
	4312
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4312 Test Case 26.7.4.5.5.3 – Higher Priority PLMN / Automatic PLMN Selection Mode / Recovery of Lack of Service
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-091857
	51.010-1
	4313
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4313 Correction to TC 58a.2.1
	approved
	F
	9.0.0
	CTLATRED-MStest
	G3new

	GP-092359
	51.010-1
	4314
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4314 Correction of user applicability for testcases 26.7.4.5.5.1,26.7.4.5.5.2,26.7.4.5.5.3 and 26.7.4.5.5.4
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-091881
	51.010-1
	4315
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4315 13.17.2 waiting time incorrect for the steps using the TU low fading profile
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-091882
	51.010-1
	4316
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4316 13.17.1a - Frequency error and modulation accuracy in EGPRS2A configuration
	approved
	B
	9.0.0
	HUGE-MStest
	G3new

	GP-091904
	51.010-1
	4318
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4318 Addition of test case – 20.25.3a Intersystem Cell Reselection/Idle Mode/TDD_Qoffset
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092296
	51.010-1
	4320
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4320 44 Removal of P-Channels conditions
	approved
	F
	9.0.0
	TEI9_Test
	G3new

	GP-092198
	51.010-1
	4321
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4321 New test case sequence to test support of GEA4 encryption clause 44.2.5.2.1
	approved
	C
	9.0.0
	TEI7_Test
	G3new

	GP-092199
	51.010-1
	4322
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4322 New test case sequence to test support of GEA4 encryption clause 46.1.2.x
	approved
	C
	9.0.0
	TEI7_Test
	G3new

	GP-092379
	51.010-1
	4323
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4323 Create new test case 20.22.29c with GEA4 UEA2 uSge
	approved
	C
	9.0.0
	TEI7_Test
	G3new

	GP-092380
	51.010-1
	4324
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4324 Create new test case 60.1b with A5/4 UEA2 uSge
	approved
	C
	9.0.0
	TEI7_Test
	G3new

	GP-092401
	51.010-1
	4325
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4325 New test case sequence to test support of algorithm A5/4 in tc 26.6.8.x
	approved
	C
	9.0.0
	TEI7_Test
	G3new

	GP-092209
	51.010-1
	4326
	-
	8.3.0
	Rel‑9
	CR 51.010-1-4326 Formal closing of 51.010-1 V8.3.0
	approved
	B
	9.0.0
	TEI8_Test
	G3new

	GP-092360
	51.010-1
	4327
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4327 Modification to test case – 20.22.29 Packet Measurement order procedure / Downlink transfer / Normal case/ 3G cell reselection dedicated parameters for LCR TDD
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092362
	51.010-1
	4328
	1
	8.3.0
	Rel‑9
	CR 51.010-1-4328 Modification to test case – 20.25.4 Intersystem Cell Reselection/Idle Mode/Qsearch_I (TDD)
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-091786
	51.010-2
	0596
	1
	8.3.0
	Rel‑9
	CR 51.010-2 0596 rev 1 Introduction of band specific normalisation factors for AMR link adaptation test cases
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-091804
	51.010-2
	0608
	-
	8.3.0
	Rel‑9
	CR 51.010-2-0608 20.22.x – Updates following P-Channel removal.
	approved
	F
	9.0.0
	TEI8_Test
	G3new

	GP-091806
	51.010-2
	0609
	-
	8.3.0
	Rel‑9
	CR 51.010-2-0609 Remove applicability for TC 41.1.6
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-091817
	51.010-2
	0610
	-
	8.3.0
	Rel‑9
	CR 51.010-2-0610 15.1-Test case applicability change
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-091828
	51.010-2
	0611
	-
	8.3.0
	Rel‑9
	CR 51.010-2-0611 Updates for 51.010-2 in accordance with WP for PBCCH
	approved
	F
	9.0.0
	TEI7_Test
	G3new

	GP-092378
	51.010-2
	0614
	1
	8.3.0
	Rel‑9
	CR 51.010-2-0614 Introduction of new eCall test cases
	approved
	B
	9.0.0
	eCall_MSTest
	G3new

	GP-092367
	51.010-2
	0615
	1
	8.3.0
	Rel‑9
	CR 51.010-2-0615 Correction to Annex B for test case 58a.2.1
	approved
	F
	9.0.0
	CTLATRED-MStest
	G3new

	GP-092374
	51.010-2
	0620
	1
	8.3.0
	Rel‑9
	CR 51.010-2-0620 Introduction of new test cases 13.17.1a,14.18.1a,14.18.2a,14.18.4a,58c.1.1a,58c.2.4a,58c.2.5a,58c.2.8a,58c.2.10a58c.3.2a and EGPRS2
	approved
	B
	9.0.0
	REDHOT, HUGE
	G3new

	GP-092402
	51.010-2
	0621
	1
	8.3.0
	Rel‑9
	CR 51.010-2-0621 Introduction of Test for Packet Measurement order procedure / Downlink transfer / Normal case/ 3G cell reselection dedicated parameters for LCR TDD
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092403
	51.010-2
	0622
	1
	8.3.0
	Rel‑9
	CR 51.010-2-0622 Introduction of Test for Intersystem Cell Reselection/Idle Mode/TDD_Qoffset
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092404
	51.010-2
	0623
	1
	8.3.0
	Rel‑9
	CR 51.010-2-0623 Introduction of Test for Intersystem Cell Reselection/Idle Mode/TDD_Qsearch_I
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-092203
	51.010-2
	0625
	-
	8.3.0
	Rel‑9
	CR 51.010-2-0625 Updates for GEA4 and A5/4 in 51.010-2 and modifying applicability of Test Cases 20.22.29a, 20.22.29b and 60.1a
	approved
	C
	9.0.0
	TEI7_Test
	G3new

	GP-092210
	51.010-2
	0626
	-
	8.3.0
	Rel‑9
	CR 51.010-2-0626 Formal closing of 51.010-2 V8.3.0
	approved
	B
	9.0.0
	TEI8_Test
	G3new

	GP-091863
	51.010-5
	0086
	-
	8.3.0
	Rel‑9
	CR 51.010-5-0086 Update for the latest version of TTCN
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-091865
	51.010-5
	0087
	-
	8.3.0
	Rel‑9
	CR 51.010-5-0087 Correction to ciphering configuration for the IR_G test cases
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-091866
	51.010-5
	0088
	-
	8.3.0
	Rel‑9
	CR 51.010-5-0088 Correction to WK37 IR_G test cases (1)
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-091867
	51.010-5
	0089
	-
	8.3.0
	Rel‑9
	CR 51.010-5-0089 Correction to WK37 IR_G test cases (2)
	approved
	F
	9.0.0
	TEI_Test
	G3new

	GP-091868
	51.010-5
	0090
	-
	8.3.0
	Rel‑9
	CR 51.010-5-0090 Addition of GCF WI 101 Rel‑7 Snow 3G InterRAT test case 20.22.29b
	approved
	B
	9.0.0
	TEI7_Test
	G3new

	GP-091869
	51.010-5
	0091
	-
	8.3.0
	Rel‑9
	CR 51.010-5-0091 Addition of GCF WI 101 Rel‑7 Snow 3G InterRAT test case 20.22.29a
	approved
	B
	9.0.0
	TEI7_Test
	G3new

	GP-091870
	51.010-5
	0092
	-
	8.3.0
	Rel‑9
	CR 51.010-5-0092 Addition of GCF WI 101 Rel‑7 Snow 3G InterRAT test case 60.1a
	approved
	B
	9.0.0
	TEI7_Test
	G3new

	GP-092301
	51.021
	0078
	6
	7.7.0
	Rel‑7
	Removal of brackets, EGPRS2-A, UL
	approved
	F
	7.8.0
	HUGE, LATRED
	G1

	GP-092302
	51.021
	0079
	7
	8.4.0
	Rel‑8
	Removal of brackets, EGPRS2-A, UL
	approved
	A
	8.5.0
	HUGE, LATRED
	G1

	GP-092321
	51.021
	0095
	4
	8.4.0
	Rel‑8
	Correction of MCBTS capability for operating split frequency allocation
	approved
	F
	8.5.0
	MCBTS
	G1

	GP-092413
	51.021
	0098
	7
	8.4.0
	Rel‑8
	Introduction of test case for unwanted emissions in multicarrier operation with the carriers spread over the declared maximum Base Station RF bandwidth of the MCBTS
	approved
	F
	8.5.0
	MCBTS
	G1

	GP-092191
	51.021
	0102
	4
	7.7.0
	Rel‑7
	Removal of Brackets, EGPRS2-B UL
	approved
	F
	7.8.0
	HUGE, LATRED
	G1

	GP-092192
	51.021
	0103
	4
	8.4.0
	Rel‑8
	Removal of Brackets, EGPRS2-B UL
	approved
	A
	8.5.0
	HUGE, LATRED
	G1

	GP-091992
	51.021
	0104
	2
	7.7.0
	Rel‑7
	Reference performance EGPRS2-B, 400 kHz adjacent channel, without brackets
	approved
	F
	7.8.0
	HUGE
	G1

	GP-091993
	51.021
	0105
	2
	8.4.0
	Rel‑8
	Reference performance EGPRS2-B, 400 kHz adjacent channel, without brackets
	approved
	A
	8.5.0
	HUGE
	G1

	GP-092319
	51.021
	0106
	3
	8.4.0
	Rel‑8
	Correction of application of spurious emission requirements for MCBTS
	approved
	F
	8.5.0
	MCBTS
	G1

	GP-092147
	51.021
	0107
	-
	8.4.0
	Rel‑8
	Clarification of exceptions for MCBTS in single carrier operation and applicable lower limit on GSM850 and PCS1900 bands in requirements for Spectrum due to modulation and wide band noise
	approved
	F
	8.5.0
	MCBTS
	G1

	GP-092002
	51.021
	0108
	1
	8.4.0
	Rel‑8
	Correction of application of inband spurious emission requirements for MCBTS
	approved
	F
	8.5.0
	MCBTS
	G1

	GP-092150
	51.021
	0110
	2
	8.4.0
	Rel‑8
	Correction of MCBTS unwanted emission measurement conditions
	approved
	F
	8.5.0
	MCBTS
	G1

	GP-092017
	51.021
	0111
	-
	7.7.0
	Rel‑7
	Correction to EGPRS2-A UL, 400 kHz ACI
	approved
	F
	7.8.0
	HUGE
	G1

	GP-092018
	51.021
	0112
	-
	8.4.0
	Rel‑8
	Correction to EGPRS2-A UL, 400 kHz ACI
	approved
	A
	8.5.0
	HUGE
	G1

	GP-092332
	51.021
	0114
	-
	8.4.0
	Rel‑8
	Correction of references for Environmental conditions and requirements
	approved
	F
	8.5.0
	TEI8
	G1
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