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6.3.1.2
Definition of the MBMS Information

MBMS specific charging information is provided within the MBMS Information. The detailed structure of the MBMS Information can be found in table 6.3.1.2.

Table 6.3.1.2: Structure of the MBMS Information
	Field
	Category
	Description

	TMGI
	OM
	Used as defined in TS 29.061 [204].

	MBMS Service Type
	OM
	Used as defined in TS 29.061 [204].

	MBMS User Service Type
	Oc
	This field indicates type of service the MBMS user service that is being delivered. Only available in the BM-SC.

	File Repair Supported
	OC
	This field indicates whether the MBMS user service supports point-to-point file repair. Only available in the BM-SC.

	Required MBMS Bearer Capabilities
	OC
	Used as defined in TS 29.061 [204].

	MBMS 2G 3G Indicator
	OC
	Used as defined in TS 29.061 [204].

	RAI
	OC
	Used as defined in TS 29.061 [204]. Only available in the BM-SC.

	MBMS Service Area
	OC
	Used as defined in TS 29.061 [204].

	MBMS Session Identity
	OC
	Used as defined in TS 29.061 [204].

	MBMS GW Address
	OC
	This field holds the IP-address of the MBMS GW that generated the Charging Id when MBMS GW is stand-alone.

	CN IP Multicast Distribution
	Oc
	Used as defined in TS 29.061 [204].

	MBMS Access Indicator
	Oc
	Used as defined in TS 29.061 [204].


	End of modifications
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