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============ First Change =========
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
Void
[3]
3GPP TS 22.246: "Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1".

[4]
3GPP TS 22.101: "Service Aspects; Service Principles". 

[5]
TR-069 Amendment 2: "CPE WAN Management Protocol v1.1, Broadband Forum”, viewable at http://www.broadband-forum.org/technical/download/TR-069Amendment2.pdf
[6]
3GPP TS 25.304: "User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode”.

[7]
3GPP TS 36.304: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode". 

[8]
3GPP TS 22.115: "Service aspects; Charging and billing". 

[9]
3GPP TS 22.268: "Public Warning System (PWS) requirements".
[10]
3GPP TS 22.011: "Service accessibility".

[X1]
3GPP TS 31.115: "Secured packet structure for (Universal) Subscriber Identity Mobule (U)SIM Toolkit applications".

[X2]
3GPP TS 31.116: "Remote APDU Structure for (U)SIM Toolkit applications".

============ End of First Change ========
============ Second Change =========
5.10
USIM and H(e)NB 

Optionally, the H(e)NB may support identification and authentication of the H(e)NB Hosting Party by means of a USIM application. 

The USIM application may also contain information for the initial provisioning (e.g. the O&M system contact). 
If the H(e)NB supports the H(e)NB Hosting Party USIM, 

- The H(e)NB shall support the use of the operator’s USIM management platform to configure the Hosting Party USIM.
Note: USIM management is specified in 3GPP TS 31.115 [X1] and 3GPP TS 31.116 [X2].
=========== End of Second Change ========
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