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************* START OF 1. CHANGE *************

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

End-to-access edge security: This term refers to media protection extending between an IMS UE and the first IMS core network node in the media path without being terminated by any intermediary. 

End-to-end security: This term refers to media protection extending between two IMS UEs without being terminated by any intermediary.

IMS User Equipment: User equipment used for IMS media communications over access networks. Use of such equipment for IMS media communications over any 3GPP access network shall require presence of a UICC.


KMS User Identity: A KMS user identity is derived from a user's public SIP-URI and it is the NAI-part of the SIP URI.

3.2
Symbols

Void
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

DoS
Denial of Service

e2ae
End-to-access edge 
e2e
End-to-end 
FQDN
Fully Qualified Domain Name

HLR
Home Location Register

HSS
Home Subscriber System

IMS-ALG
IMS Application Level Gateway 
IMS UE
IMS User Equipment

KDF
Key Derivation Function

KMS
Key Management Service

MIKEY
Multimedia Internet KEYing
MNO
Mobile Network Operator

NAF
Network Application Function

NSPS
National Security and Public Safety

PKI
Public Key Infrastructure

TEK
Traffic Encryption Key

TGK
TEK Generation Key
************* END OF CHANGES *************
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