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Release 11 Features

	Unique_ID
	Name
	Acronym
	Resource
	Finish
	Hyperlink
	rapporteur
	Notes
	TSs_and_TRs

	480030
	System Improvements to Machine-Type Communications (MTC) Features
	MTC
	S1,S2,S3
	10/12/2010
	SP-100432
	KPN
	Enhancements to Rel-10 Feature UID_410031 (Network Improvements for Machine Type Communications) based on Rel-11 Study on Enhancements to MTC
	-

	480130
	Stage 1 for MTC enhancements
	MTC
	S1
	10/12/2010
	SP-100432
	KPN
	-
	22.368

	480031
	Unstructured Supplementary Service Data (USSD) simulation service in IMS
	USSI
	S1
	10/06/2010
	SP-100408
	Deutsche Telekom
	SP#48 approved WID & Stage 1 completed. Specify a "CS domain USSD" like service over IMS (see GSM Mobile User Initiated USSD)
	-

	480131
	Stage 1 for USSD simulation service in IMS
	USSI
	S1
	10/06/2010
	SP-100408
	Deutsche Telekom
	SP#48 completed
	22.173

	480038
	Network Provided Location Information for IMS
	NWK-PL2IMS
	S2
	23/06/2011
	SP-100358
	T-Mobile
	Architecture solutions making Cell/PLMN ID (the UE is camped on) available to IMS nodes when the mobile operator needs to record this information either to fulfill legal obligations or for charging purposes.
	-

	480138
	TR on Study on network provided location information to the IMS
	NWK-PL2IMS
	S2
	17/03/2011
	SP-100358
	T-Mobile
	-
	new TR 23.8bc

	480238
	Stage 2 for Network Provided Location Information for IMS
	NWK-PL2IMS
	S2
	23/06/2011
	SP-100358
	T-Mobile
	-
	23.060, 23.203, 23.228, 23.401


Release 11 Studies
	Unique_ID
	Name
	Acronym
	Resource
	Finish
	Hyperlink
	rapporteur
	Notes
	TSs_and_TRs

	480032
	Study on enhancements for Machine-Type Communications (MTC)
	FS_MTCe
	S1
	16/06/2011
	SP-100410
	Huawei
	Study Network improvements for MTC Device to MTC Device communications via one or more PLMNs (direct-mode communication between devices is out of scope), etc. Align also with ETSI TC M2M work.
	22.8xy

	480033
	Study for Support for 3GPP Voice Interworking with Enterprise  IP-PBX
	FS_VINE
	S1
	17/03/2011
	SP-100411
	Tatara Systems
	Support Interworking between 3GPP networks and Enterprise environments to provide enterprise voice services via 3GPP mobile devices
	22.8yz


Release 10 Features
	Unique_ID
	Name
	Acronym
	Resource
	Finish
	Hyperlink
	rapporteur
	Notes
	TSs_and_TRs

	480034
	Extended H(e)NB Security features (Stage 2)
	EHNBF-Sec
	S3
	23/09/2010
	SP-100257
	Huawei
	-
	33.320

	480005
	Stage 3 for Network Improvements for Machine-Type Communications
	NIMTC
	C1,C3,C4
	18/03/2011
	CP-100423
	Ericsson
	-
	-

	480105
	CT1 part of Stage 3 for Network Improvements for Machine-Type Communications
	NIMTC
	C1
	18/03/2011
	CP-100423
	Ericsson
	-
	24.008, 24.301

	480205
	CT3 part of Stage 3 for Network Improvements for Machine-Type Communications
	NIMTC
	C3
	18/03/2011
	CP-100423
	Ericsson
	-
	29.061, 29.007

	480305
	CT4 part of Stage 3 for Network Improvements for Machine-Type Communications
	NIMTC
	C4
	18/03/2011
	CP-100423
	Ericsson
	-
	23.003, 23.008, 29.002, 29.272, 29.274, 29.275, 29.060

	480006
	CT3 part of Stage 3 for Completion of Communications on Not Logged-in
	CCNL
	C3
	10/09/2010
	CP-100335
	Deutsche Telekom
	CP#48 revised WID CP-100243=>CP-100335 (added CT3 task)
	29.165

	480007
	Stage 3 for Selected IP Traffic Offload
	SIPTO
	C4,C1
	18/03/2011
	CP-100419
	Huawei
	-
	-

	480107
	CT4 part of Stage 3 for Selected IP Traffic Offload
	SIPTO
	C4
	18/03/2011
	CP-100419
	Huawei
	-
	23.007, 23.008, 29.002, 29.272, 29.281, 29.303

	480207
	CT1 part of Stage 3 for Selected IP Traffic Offload
	SIPTO
	C1
	18/03/2011
	CP-100419
	Huawei
	-
	24.008, 24.301

	480008
	Stage 3 for Local IP Access
	LIPA
	C4,C1
	18/03/2011
	CP-100292
	China Mobile
	-
	-

	480108
	CT4 part of Stage 3 for Local IP Access
	LIPA
	C4
	18/03/2011
	CP-100292
	China Mobile
	-
	23.008, 29.002, 29.060, 29.272, 29.274, 29.281, 29.303

	480208
	CT1 part of Stage 3 for Local IP Access
	LIPA
	C1
	18/03/2011
	CP-100292
	China Mobile
	-
	24.008, 24.301

	480009
	Stage 3 for IP Flow Mobility and seamless WLAN offload
	IFOM-CT
	C1,C3
	18/03/2011
	CP-100332
	Qualcomm
	-
	-

	480109
	CT1 part of Stage 3 for IP Flow Mobility and seamless WLAN offload
	IFOM-CT
	C1
	18/03/2011
	CP-100332
	Qualcomm
	-
	24.303, 24.327, 24.302, 24.312

	480209
	CT3 part of Stage 3 for IP Flow Mobility and seamless WLAN offload
	IFOM-CT
	C3
	18/03/2011
	CP-100332
	Qualcomm
	-
	29.212, 29.213, 29.214, 29.215

	480010
	Stage 3 for Optimal Media Routeing
	OMR
	C3,C1,C4
	18/03/2011
	CP-100327
	Alcatel-Lucent
	-
	-

	480110
	CT3 part of Stage 3 for Optimal Media Routeing
	OMR
	C3
	18/03/2011
	CP-100327
	Alcatel-Lucent
	-
	29.162, 29.163, 29.165, 29.235, new TS 29.079 (Optimal Media Routeing within IMS; Stage 3)

	480210
	CT1 part of Stage 3 for Optimal Media Routeing
	OMR
	C1
	18/03/2011
	CP-100327
	Alcatel-Lucent
	-
	24.229

	480310
	CT4 part of Stage 3 for Optimal Media Routeing
	OMR
	C4
	18/03/2011
	CP-100327
	Alcatel-Lucent
	-
	23.334

	480035
	SRVCC aspect of eMPS
	eMPS-SRVCC
	S2
	09/12/2010
	SP-100359
	Telcordia, NTT DoCoMo
	Analyze and if needed specify mechanisms for the priority handling of SRVCC with regard to LTE/EPC
	23.216, 23.854

	480011
	User Data Convergence - Data Model
	UDC_DM
	S1,C4
	18/03/2011
	CP-100422
	Telecom Italia
	SP#48 Stage 1 completed
	-

	480036
	Stage 1 for UDC Data Model
	UDC_DM
	S1
	10/06/2010
	CP-100422
	Telecom Italia
	SP#48 completed
	22.101

	480111
	Study on User Data Convergence (UDC) Data Model
	UDC_DM
	C4
	10/12/2010
	CP-100422
	Telecom Italia
	-
	new TR 29.935

	480211
	User Data Convergence (UDC) Data Model
	UDC_DM
	C4
	18/03/2011
	CP-100422
	Telecom Italia
	-
	29.335

	480037
	S2b Mobility based on GTP
	SMOG
	S2
	24/09/2010
	SP-100357
	Alcatel-Lucent
	Related to UID_470049 Study on S2b mobility based on GTP (TR 23.834), UID_350027 SAE for support for non-3GPP accesses (SAES-SA-FP_n3GPP). Stage 1 in Rel-8 UID_320022 Requirements for evolution of the 3GPP system architecture (AIPN-SAE)
	23.002, 23.203, 23.402

	480012
	Enhanced User Data Convergence (UDC) Model
	eUDC
	C4
	18/03/2011
	CP-100295
	China Mobile
	To specify the CRUD (Create/Read/Update/Delete) operations based on SOAP protocol, which may be used by the applications having no high real-time requirement to the data access operations
	29.335

	480039
	Protection against Unsolicited Communication for IMS (PUCI) - Phase 2
	PUCI2
	S3
	16/06/2011
	SP-100428
	NEC
	Continuation of Rel-9 UID_410027/410029. Builds on TR 33.937 Study of Mechanisms for PUCI
	new TR 33.8xy, TS 33.abc

	480040
	PSS and MBMS enhancements
	MBS_Enh
	S4
	24/03/2011
	SP-100305
	Ericsson
	Linked to Rel-9 Feature UID_430038 PSS and MBMS extensions (PMA-MBS_Ext). 
	26.234, 26.346

	480041
	Enhancements and Addition of Audio Tests to 26.131 and 26.132
	EAAT
	S4
	24/03/2011
	SP-100306
	Vodafone
	Reduce fragmentation in acoustic testing (3GPP SA4, ETSI STQ, GCF CAG, CTIA) & Review existing acoustic tests to determine need for new spec (if need, be proactive to review/introduce test material and drive alignment between the bodies in charge)
	26.131, 26.132

	480042
	IRP Overview, Profiles & Usage Guide
	OAM-NIM-IRP_OPU
	S5
	16/12/2010
	SP-100388
	Nokia Siemens Networks
	-
	new TS 32.xyz

	480013
	AT Commands for IMS-configuration
	AT_IMS
	C1
	18/03/2011
	CP-100376
	Ericsson
	Specify 1) IMS-related AT-commands to configure MT and 2) IMS-related unsolicited response codes from MT to present to end-user
	27.007

	480014
	Further improvements of II-NNI Stage 3 based on operational feedback and evolution of other specifications
	II-NNI2
	C3
	18/03/2011
	CP-100326
	Orange
	Improvements of Rel-9 Feature UID_440027 Operational description of the Inter-IMS Network to Network Interface (II-NNI)
	29.165

	480020
	Automatic Neighbour Relation (ANR) for UTRAN
	ANR_UTRAN
	R3,R2
	10/12/2010
	RP-100688
	ZTE
	Automatic Neighbour Relation (ANR) function for UTRAN relieves operators from the burden of manually managing the Neighbour cell Relations (NRs)
	UTRA

	480120
	Core part: Automatic Neighbour Relation (ANR) for UTRAN
	ANR_UTRAN-Core
	R3,R2
	10/12/2010
	RP-100688
	ZTE
	-
	25.331, 25.413, 25.423, new TS 25.4xy Automatic Neighbour Relation (ANR) for UTRAN; Stage 2

	480021
	Support of New Band Combinations for Dual-Band Dual Cell HSDPA
	DB_DC_HSDPA
	R4,R2
	16/09/2011
	RP-100657
	AT&T
	Rel-9 Dual-Band Dual-Cell HSDPA (UID_430015 Support for different bands for Dual-Cell HSDPA) has one combination per region in principle. This work adds additional combinations: Band I and XI (Region 3) and Band II and V (Region 2)
	UTRA

	480121
	Core part: Support of New Band Combinations for Dual-Band Dual Cell HSDPA
	DB_DC_HSDPA-Core
	R4,R2
	17/03/2011
	RP-100657
	AT&T
	UTRA
	25.101, 25.104, 25.141, 25.317

	480221
	Perf. part: Support of New Band Combinations for Dual-Band Dual Cell HSDPA
	DB_DC_HSDPA-Perf
	R4,R2
	16/09/2011
	RP-100657
	AT&T
	UTRA
	25.101, 25.104, 25.141, 25.317

	480022
	MIMO Testing in HSDPA
	MIMO_HSDPA
	R4
	10/12/2010
	RP-100687
	Qualcomm
	Performance requirements (RAN4 specifications)
	UTRA

	480122
	Perf. part: MIMO testing in HSDPA
	MIMO_HSDPA-Perf
	R4
	10/12/2010
	RP-100687
	Qualcomm
	-
	25.101

	480023
	LTE-Advanced Carrier Aggregation of Band 3 and Band 7
	LTE_CA_B3_B7
	R4
	16/12/2011
	RP-100668
	TeliaSonera
	In Europe Band 3, Band 7 and Band 20 are interesting for LTE and LTE-Advanced deployment. Different CA combinations for these bands are of high priority for Region 1. This work covers the Band 3 and Band 7 combination
	LTE

	480123
	Core part: LTE-Advanced Carrier Aggregation of Band 3 and Band 7
	LTE_CA_B3_B7-Core
	R4
	16/12/2011
	RP-100668
	TeliaSonera
	-
	36.101, 36.104, 36.113, 36.124, 36.133, 36.141, 36.307, 36.331, new TR 36.cde (LTE-Advanced CA of Band 3 and Band 7 for DL/UL with 40 MHz/20 MHz)

	480223
	Perf. part: LTE-Advanced Carrier Aggregation of Band 3 and Band 7
	LTE_CA_B3_B7-Perf
	R4
	16/12/2011
	RP-100668
	TeliaSonera
	-
	36.101, 36.104, 36.133, 36.307, new TR 36.cde (LTE-Advanced CA of Band 3 and Band 7 for DL/UL with 40 MHz/20 MHz)

	480024
	Expanded 1900 MHz Band for UTRA and LTE
	E1900
	R4,R2
	10/12/2010
	RP-100676
	Sprint
	Create a new band that expands UTRA and E-UTRA band 2 to include frequencies between 1910 – 1915 MHz and 1990-1995 MHz (US FCC allocation)
	UTRA, LTE

	480124
	Core part: Expanded 1900 MHz Band for UTRA and LTE
	E1900-Core
	R4,R2
	10/12/2010
	RP-100676
	Sprint
	-
	25.101, 25.104, 25.113, 25.133, 25.141, 25.461, 25.466, 36.101, 36.104, 36.113, 36.124, 36.133, 36.141, 36.307, 36.331,  new TR 36.8xy (Expanding 1900MHz Technical report)

	480224
	Perf. part: Expanded 1900 MHz Band for UTRA and LTE
	E1900-Perf
	R4,R2
	10/12/2010
	RP-100676
	Sprint
	-
	25.101, 25.104, 25.113, 25.133, 25.141, 25.461, 25.466, 36.101, 36.104, 36.113, 36.124, 36.133, 36.141, 36.307, 36.331,  new TR 36.8xy (Expanding 1900MHz Technical report)

	480025
	Multi-standard radio Base Station RF requirements for non-contiguous spectrum deployments
	MSR_NC
	R4
	17/03/2011
	RP-100689
	Ericsson
	-
	UTRA, LTE

	480125
	Core part: Multi-standard radio Base Station RF requirements for non-contiguous spectrum deployments
	MSR_NC-Core
	R4
	17/03/2011
	RP-100689
	Ericsson
	-
	25.104, 36.104, 37.104

	480225
	Perf. part: Multi-standard radio Base Station RF requirements for non-contiguous spectrum deployments
	MSR_NC-Core
	R4
	17/03/2011
	RP-100689
	Ericsson
	-
	25.141, 36.141, 37.141

	480026
	Service continuity in connected mode and location information for MBMS for LTE
	MBMS_LTE_SC
	R2,R3
	17/06/2011
	RP-100690
	Huawei
	-
	LTE

	480126
	Core part: Service continuity in connected mode and location information for MBMS for LTE
	MBMS_LTE_SC-Core
	R2,R3
	17/06/2011
	RP-100690
	Huawei
	-
	25.446, 36.300, 36.321, 36.322, 36.323, 36.331, 36.440, 36.441, 36.442, 36.443, 36.444, 36.445

	480027
	Further enhancements to MBMS for LTE
	MBMS_LTE_enh
	R2,R3
	10/12/2010
	RP-100691
	Huawei
	-
	LTE

	480127
	Core part: Further enhancements to MBMS for LTE
	MBMS_LTE_enh-Core
	R2,R3
	10/12/2010
	RP-100691
	Huawei
	-
	25.446, 36.300, 36.321, 36.322, 36.323, 36.331, 36.440, 36.441, 36.442, 36.443, 36.444, 36.445

	480002
	Tightened Link Level Performance Requirements for Single Antenna MS
	TIGHTER
	G1,G2,C1,G3new
	02/09/2011
	GP-101083
	Nokia
	GP#46 approved WID. Tighten single antenna MS link level performance reqs by at least 2dB for all relevant GSM services (Speech, AMR-NB GMSK, AMR-WB GMSK, GPRS, EGPRS, and EGPRS2, thereby improving the spectral efficiency)
	-

	480102
	CT1 part for TIGHTER
	TIGHTER
	C1
	04/03/2011
	GP-101083
	Nokia
	
	24.008 (Mobile radio interface Layer 3 specification; Core network protocols; Stage 3)

	480202
	TIGHTER Performance Requirements
	TIGHTER
	G1,G2
	04/03/2011
	GP-101084
	Nokia
	
	45.005, 45.015

	480302
	TIGHTER Testing
	TIGHTER
	G3new,G1,G2
	02/09/2011
	GP-101085
	Nokia
	
	51.010


Release 10 Testing
	Unique_ID
	Name
	Acronym
	Resource
	Finish
	Hyperlink
	rapporteur
	Notes
	TSs_and_TRs

	480018
	AGNSS Minimum Performance for UTRAN
	AGNSSTest_UTRAN
	R5
	18/03/2011
	RP-100609
	Thales
	-
	34.108, 34.109,34.123-1, 34.123-2, 34.123-3, new 34.172, TS 36.xy (Conformance specification; Location Services (LCS) test scenarios and assistance)

	480019
	UE conformance test part: LTE TDD in 2600MHz for US
	LTE_TDD_2600_US-UEConTest
	R5
	18/03/2011
	RP-100615
	Clearwire
	-
	36.508, 36.521-1, 36.521-2, 36.521-3, 36.523-1, 36.523-2, 36.523-3


Release 10 Studies
	Unique_ID
	Name
	Acronym
	Resource
	Finish
	Hyperlink
	rapporteur
	Notes
	TSs_and_TRs

	480043
	Study on Extended IMS Media Plane Security features
	FS_eMEDIASEC
	S3
	24/03/2011
	SP-100256
	Vodafone
	Continuation of Rel-9 Feature UID_430036 IMS Media Plane Security (MEDIASEC). Study solutions and extensions to features and functionality described in TR 33.828 and TS 33.328.
	33.8xy

	480048
	Study on Single Sign On (SSO) Application Security for IMS - based on SIP Digest
	FS_SSO_APS
	S3
	24/03/2011
	SP-100438
	Nokia
	 Study reuse of non-UICC credentials (in particular SIP Digest) to provide security for the access to applications. Provide reference material for IMS based non-UICC based SSO to applications
	33.8xy

	480044
	Study on Improved Video Coding Support
	FS_IVCS
	S4
	24/03/2011
	SP-100304
	Nokia, ETRI
	Mobile terminals shipped nowadays are compatible with several access technologies and equipped with larger screens and higher screen resolutions
	26.9xy

	480045
	Study on Alarm Correlation and Alarm Root Cause Analysis
	FS_AC_ARCA
	S5
	17/03/2011
	SP-100376
	Ericsson
	-
	32.8xy

	480046
	Study on Alignment of 3GPP PM IRP and TMF Interface Program (TIP) PM
	FS_3G_TMF_PM
	S5
	09/12/2010
	SP-100291
	Alcatel-Lucent
	-
	32.8xy

	480047
	Study on Management of Converged Networks
	FS_ManCon
	S5
	17/03/2011
	SP-100377
	Nokia Siemens Networks
	-
	32.8xy

	480015
	Study on impacts on UE-Core Network signalling from Energy Saving
	FS_UE-CN_ES
	C1
	18/03/2011
	CP-100330
	NEC
	Linked to SA5 UID_430044 (FS_OAM-ESM) & UID_470037 (OAM-ES), RAN3 UID_470015 (FS_Energy_LTE), RAN1 UID_460016 (FS_Energy_UMTS)
	24.826

	480016
	Study on User Data Convergence (UDC) evolution 
	FS_UDCe
	C4
	10/12/2010
	CP-100296
	Alcatel-Lucent
	Study UDC evolution from Features in Rel-9 UID_400034 and Rel-10 UID_4800xy UDC Data Model
	23.845

	480017
	Study on UICC access to IMS
	FS_IMS-UICC
	C6
	03/12/2010
	CP-100424
	Gemalto
	-
	31.828

	480028
	Study on Signaling and procedure for interference avoidance for in-device coexistence
	FS_SPIA_IDC
	R2
	10/12/2010
	RP-100671
	China Mobile
	 Study coexistence scenario of LTE and Industrial, Scientific and Medical (ISM) Radio within the same device working in adjacent frequencies.  Investigate suitable mechanisms for interference avoidance from signaling and procedure point of view.
	LTE 36.8xy

	480003
	Study on Signal Precoding enhancements for EGPRS2 DL
	FS_SPEED
	GP
	26/11/2010
	GP-101088
	Ericsson
	GP#46 approved SID. The concept of Precoded EGPRS2 DL provides significant performance gains for EGPRS2 (in interference and sensitivity limited scenarios, allowing significant increase to data capacity and spectral efficiency)
	TR x.y.z


Release 9 Testing
	Unique_ID
	Name
	Acronym
	Resource
	Finish
	Hyperlink
	rapporteur
	Notes
	TSs_and_TRs

	480029
	Conformance Test Aspects - CT1 aspects of IMS Emergency Calls over GPRS and EPS
	IMS_EMER_GPRS_EPS_UEConTest
	R5
	18/03/2011
	RP-100118
	Samsung
	Testing for UID_440036 CT1 aspects - Stage 3 of Support for IMS Emergency Calls over GPRS and EPS
	34.108, 34.123-1, 34.123-2, 34.123-3, 34.229-1, 34.229-2, 34.229-3, 36.508, 36.523-1, 36.523-2, 36.523-3


