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Annex E:
List of Change Requests and their status after TSG SA Meeting #48

E.1
CRs under SA WG1 responsibility
	CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100398
	22.011
	0161
	2
	9.3.0
	Rel‑10
	Access control for CSFB
	revised
	B
	
	TEI10

	SP-100430
	22.011
	0161
	2
	9.3.0
	Rel‑10
	Access control for CSFB
	approved
	B
	10.0.0
	TEI10

	SP-100442
	22.011
	0161
	4
	9.3.0
	Rel‑10
	Access control for CSFB
	approved
	B
	10.0.0
	TEI10

	SP-100398
	22.011
	0162
	2
	9.3.0
	Rel‑9
	Access control for CSFB for 1xRTT
	revised
	B
	
	TEI9

	SP-100430
	22.011
	0162
	3
	9.3.0
	Rel‑9
	Access control for CSFB for 1xRTT
	approved
	B
	9.4.0
	TEI9

	SP-100442
	22.011
	0162
	4
	9.3.0
	Rel‑9
	Access control for CSFB for 1xRTT
	approved
	B
	9.4.0
	TEI9

	SP-100397
	22.022
	0007
	-
	8.0.0
	Rel‑8
	Correction of Reference
	approved
	F
	8.1.0
	TEI8

	SP-100397
	22.022
	0008
	-
	9.0.0
	Rel‑9
	Correction of Reference
	approved
	A
	9.1.0
	TEI8

	SP-100403
	22.101
	0347
	4
	10.1.0
	Rel‑10
	Addition of Requirement for UDC Data Model
	rejected
	B
	
	TEI10

	SP-100415
	22.101
	0347
	5
	10.2.0
	Rel‑10
	Addition of Requirement for UDC Data Model
	revised
	B
	
	TEI10

	SP-100431
	22.101
	0347
	6
	10.2.0
	Rel‑10
	Addition of Requirement for UDC Data Model
	approved
	B
	10.3.0
	TEI10

	SP-100401
	22.101
	0350
	-
	10.2.0
	Rel‑10
	Correction of reference
	approved
	F
	10.3.0
	IESE

	SP-100404
	22.173
	0068
	1
	10.2.0
	Rel‑11
	USSD Simulation Service
	revised
	B
	
	USSI

	SP-100437
	22.173
	0068
	2
	10.2.0
	Rel‑11
	USSD Simulation Service
	approved
	B
	11.0.0
	USSI

	SP-100402
	22.220
	0100
	3
	10.2.0
	Rel‑10
	Enable/disable Selected IP Traffic Offload per H(e)NB
	approved
	F
	10.3.0
	LIPA_SIPTO

	SP-100399
	22.220
	0101
	4
	10.2.0
	Rel‑10
	Clarification of the CSG list  in networks, Operator CSG list (OCL) and Allowed CSG list (ACL)
	approved
	F
	10.3.0
	EHNBF

	SP-100400
	22.368
	0001
	2
	10.0.0
	Rel‑10
	Deletion of clause 5.2
	approved
	F
	10.1.0
	NIMTC

	SP-100400
	22.368
	0003
	2
	10.0.0
	Rel‑10
	Clarification of PAM
	approved
	F
	10.1.0
	NIMTC

	SP-100400
	22.368
	0005
	1
	10.0.0
	Rel‑10
	CR to TS22.368 Clarification of Location Specific Trigger
	approved
	F
	10.1.0
	NIMTC

	SP-100400
	22.368
	0006
	1
	10.0.0
	Rel‑10
	CR to TS22.368 Clarification of Infrequent Transmission
	approved
	F
	10.1.0
	NIMTC

	SP-100400
	22.368
	0008
	3
	10.0.0
	Rel‑10
	"Removing ""subscription"""
	revised
	F
	
	NIMTC

	SP-100434
	22.368
	0008
	4
	10.0.0
	Rel‑10
	"Removing ""subscription"""
	postponed
	F
	
	NIMTC

	SP-100400
	22.368
	0009
	3
	10.0.0
	Rel‑10
	Clarification of Requirements for Time Controlled MTC Feature
	approved
	F
	10.1.0
	NIMTC

	SP-100400
	22.368
	0010
	1
	10.0.0
	Rel‑10
	Clarification and completion of PAM requirements
	revised
	F
	
	NIMTC

	SP-100435
	22.368
	0010
	2
	10.0.0
	Rel‑10
	Clarification and completion of PAM requirements
	approved
	F
	10.1.0
	NIMTC

	SP-100400
	22.368
	0011
	1
	10.0.0
	Rel‑10
	Clarification of local network in Time Controlled
	approved
	F
	10.1.0
	NIMTC

	SP-100400
	22.368
	0013
	-
	10.0.0
	Rel‑10
	Correction of missing changes to clause 7.2.2
	approved
	F
	10.1.0
	NIMTC

	SP-100400
	22.368
	0014
	-
	10.0.0
	Rel‑10
	Correction of terminology
	approved
	F
	10.1.0
	NIMTC

	SP-100400
	22.368
	0015
	-
	10.0.0
	Rel‑10
	"Clarification of ""may"" in clause 7.2.2"
	approved
	F
	10.1.0
	NIMTC

	SP-100400
	22.368
	0017
	-
	10.0.0
	Rel‑10
	Correction of MTC User shall in 7.2.8
	approved
	F
	10.1.0
	NIMTC


30 CRs (22 approved)

E.2
CRs under SA WG2 responsibility
	CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100326
	23.002
	0219
	1
	9.2.0
	Rel‑9
	BSC - CBC Cell Broadcast interface: alignment with stage 3 specifications
	approved
	F
	9.3.0
	TEI9

	SP-100319
	23.002
	0220
	1
	9.2.0
	Rel‑9
	Reference to UDC architecture
	approved
	B
	9.3.0
	UDC-CN

	SP-100323
	23.002
	0221
	1
	9.2.0
	Rel‑9
	Add E-UTRAN CP LCS support
	approved
	F
	9.3.0
	LCS_EPS-CPS

	SP-100326
	23.060
	1062
	2
	9.4.0
	Rel‑9
	Correction of references in QoS profile section
	approved
	F
	9.5.0
	TEI9

	SP-100326
	23.060
	1067
	3
	9.4.0
	Rel‑9
	RFSP Index implementation guideline
	approved
	F
	9.5.0
	TEI9

	SP-100326
	23.060
	1068
	1
	9.4.0
	Rel‑9
	SGSN usage of UE provided settings for selecting an RFSP value
	approved
	F
	9.5.0
	TEI9

	SP-100326
	23.060
	1075
	1
	9.4.0
	Rel‑9
	Minor correction to network based T-ADS in combined GERAN/UTRAN RAs
	approved
	F
	9.5.0
	TEI9

	SP-100326
	23.060
	1076
	-
	9.4.0
	Rel‑9
	UE capability handling at inter-RAT handover
	approved
	F
	9.5.0
	TEI9

	SP-100326
	23.060
	1077
	-
	9.4.0
	Rel‑9
	Resource Release during Combined GPRS/IMSI Attach applicable to MME or SGSN
	approved
	F
	9.5.0
	TEI9

	SP-100321
	23.060
	1078
	1
	9.4.0
	Rel‑9
	Handling of Location Update Failure for Emergency Attach
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS

	SP-100326
	23.060
	1081
	1
	9.4.0
	Rel‑9
	E-ARP in the network initiated Secondary PDP Context procedure
	approved
	F
	9.5.0
	TEI9

	SP-100343
	23.060
	1083
	-
	9.4.0
	Rel‑10
	Adding the reference clause on the paging optimization function using CSG information
	approved
	F
	10.0.0
	TEI10

	SP-100343
	23.060
	1084
	1
	9.4.0
	Rel‑10
	Clarify the handling of the MM context in mobility procedures
	approved
	F
	10.0.0
	TEI10

	SP-100310
	23.060
	1085
	2
	8.8.0
	Rel‑8
	Correction of RAB release imitated PDP context modification
	approved
	F
	8.9.0
	SAES

	SP-100310
	23.060
	1086
	2
	9.4.0
	Rel‑9
	Correction of RAB release imitated PDP context modification
	approved
	A
	9.5.0
	SAES

	SP-100321
	23.060
	1087
	6
	9.4.0
	Rel‑9
	Align SGSN behaviour for Inter RAT RAU and Intra RAT RAU
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS

	SP-100326
	23.060
	1088
	-
	9.4.0
	Rel‑9
	Correction of RIM for GTPv2
	approved
	F
	9.5.0
	TEI9

	SP-100318
	23.060
	1089
	1
	9.4.0
	Rel‑9
	SGSN-initiated procedure on UE's CSG membership expiration
	approved
	F
	9.5.0
	EHNB

	SP-100341
	23.060
	1093
	3
	9.4.0
	Rel‑10
	Introduction of SIPTO for GPRS
	approved
	B
	10.0.0
	LIPA_SIPTO

	SP-100341
	23.060
	1094
	1
	9.4.0
	Rel‑10
	Definition of the SIPTO flag in the HSS/HLR and SGSN subscriber info
	approved
	B
	10.0.0
	LIPA_SIPTO

	SP-100341
	23.060
	1095
	2
	9.4.0
	Rel‑10
	Normative changes for SIPTO at Iu-ps
	approved
	B
	10.0.0
	LIPA_SIPTO

	SP-100341
	23.060
	1096
	3
	9.4.0
	Rel‑10
	Introduction of Selected IP Traffic Offload at Iu-ps
	approved
	B
	10.0.0
	LIPA_SIPTO

	SP-100341
	23.060
	1102
	2
	9.4.0
	Rel‑10
	Gateway selection for SIPTO
	approved
	B
	10.0.0
	LIPA_SIPTO

	SP-100326
	23.060
	1107
	1
	9.4.0
	Rel‑9
	Correction to APN-OI usage
	approved
	F
	9.5.0
	TEI9

	SP-100326
	23.060
	1108
	2
	9.4.0
	Rel‑9
	Dual-stack UE Should Request for Parallel Single Stack Contexts
	approved
	F
	9.5.0
	TEI9

	SP-100343
	23.060
	1109
	2
	9.4.0
	Rel‑10
	Introduction of IPv6 Prefix Delegation into 23.060
	approved
	C
	10.0.0
	TEI10

	SP-100371
	23.060
	1110
	-
	8.8.0
	Rel‑8
	Correction of RAB release imitated PDP context modification
	approved
	D
	8.9.0
	SAES

	SP-100371
	23.060
	1111
	-
	9.4.0
	Rel‑9
	Correction of RAB release initiated PDP context modification
	approved
	A
	9.5.0
	SAES

	SP-100327
	23.107
	0165
	3
	9.0.0
	Rel‑9
	Addition of new QoS parameters evolved ARP and APN-AMBR
	approved
	F
	9.1.0
	TEI9

	SP-100344
	23.167
	0173
	-
	9.4.0
	Rel‑10
	Adding back requirements for PSAP call back indicator in release 10
	approved
	F
	10.0.0
	TEI10

	SP-100328
	23.203
	0409
	2
	9.4.0
	Rel‑9
	Addition of APN-AMBR control to GPRS Annex
	approved
	F
	9.5.0
	TEI9

	SP-100311
	23.203
	0420
	1
	8.9.0
	Rel‑8
	Access Network Charging Correlation Information
	approved
	F
	8.10.0
	SAES

	SP-100311
	23.203
	0421
	1
	9.4.0
	Rel‑9
	Access Network Charging Correlation Information
	approved
	A
	9.5.0
	SAES

	SP-100328
	23.203
	0422
	-
	9.4.0
	Rel‑9
	Evolved ARP
	approved
	F
	9.5.0
	TEI9

	SP-100328
	23.203
	0423
	1
	9.4.0
	Rel‑9
	Traffic mapping information
	approved
	F
	9.5.0
	TEI9

	SP-100311
	23.203
	0424
	1
	8.9.0
	Rel‑8
	Clarification to Annex A.4
	approved
	F
	8.10.0
	SAES

	SP-100311
	23.203
	0425
	1
	9.4.0
	Rel‑9
	Clarification to Annex A.4
	approved
	A
	9.5.0
	SAES

	SP-100338
	23.203
	0426
	1
	9.4.0
	Rel‑10
	PCC extensions for IP flow mobility
	approved
	B
	10.0.0
	IFOM

	SP-100337
	23.203
	0427
	1
	9.4.0
	Rel‑10
	Account for MBR > GBR bearers
	approved
	B
	10.0.0
	ECSRA_LAA

	SP-100345
	23.203
	0429
	2
	9.4.0
	Rel‑10
	PCC changes to support IPv6 Prefix Delegation in the EPC architecture
	approved
	B
	10.0.0
	TEI10

	SP-100338
	23.203
	0430
	1
	9.4.0
	Rel‑10
	AF interaction enhancement for IFOM
	approved
	B
	10.0.0
	IFOM

	SP-100379
	23.203
	0431
	-
	8.9.0
	Rel‑8
	Removing Editor's Notes from frozen specs
	approved
	D
	8.10.0
	SAES

	SP-100379
	23.203
	0432
	-
	9.4.0
	Rel‑9
	Removing Editor's Notes from frozen specs
	approved
	A
	9.5.0
	SAES

	SP-100336
	23.204
	0088
	-
	10.0.0
	Rel‑10
	Scope and References Corrections of CPM-SMS IW
	approved
	F
	10.1.0
	CPM-SMS

	SP-100336
	23.204
	0089
	-
	10.0.0
	Rel‑10
	Clarify routing of messages for processing in the IP-SM-GW
	approved
	F
	10.1.0
	CPM-SMS

	SP-100329
	23.216
	0137
	1
	9.3.0
	Rel‑9
	SRVCC resume
	approved
	F
	9.4.0
	TEI9

	SP-100329
	23.216
	0140
	2
	9.3.0
	Rel‑9
	SRVCC issues related to handling over voice bearers to target system
	approved
	F
	9.4.0
	TEI9

	SP-100330
	23.221
	0114
	1
	9.3.0
	Rel‑9
	Correction of wrong reference in 23.221
	approved
	D
	9.4.0
	TEI9

	SP-100330
	23.221
	0116
	1
	9.3.0
	Rel‑9
	Definitions for voice domain preferences
	approved
	F
	9.4.0
	TEI9

	SP-100346
	23.228
	0912
	1
	10.0.0
	Rel‑10
	Clarifying that at least one Public User Identities shall take the form of a SIP URI
	approved
	F
	10.1.0
	TEI10

	SP-100346
	23.228
	0914
	1
	10.0.0
	Rel‑10
	Clarification on MMTel functionalities
	approved
	F
	10.1.0
	TEI10

	SP-100346
	23.228
	0919
	1
	10.0.0
	Rel‑10
	Correction to PCC initiated release of resources in Terminal Initiated Session Release
	approved
	F
	10.1.0
	TEI10

	SP-100346
	23.228
	0923
	2
	10.0.0
	Rel‑10
	Alias Public User Identities
	approved
	F
	10.1.0
	TEI10

	SP-100322
	23.237
	0271
	1
	9.4.0
	Rel‑9
	Merging content of clause 6b into clause 6c and renaming of leftover 'E-SCC AS' to 'EATF'
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-100322
	23.237
	0272
	1
	10.1.0
	Rel‑10
	Merging content of clause 6b into clause 6c and renaming of leftover 'E-SCC AS' to 'EATF'
	approved
	A
	10.2.0
	IMS_EMER_GPRS_EPS-SRVCC

	SP-100347
	23.237
	0275
	1
	10.1.0
	Rel‑10
	SCC AS anchoring for IUT
	approved
	F
	10.2.0
	TEI10

	SP-100347
	23.237
	0278
	1
	10.1.0
	Rel‑10
	Indicating UE's capability of supporting MSC server assisted mid-call feature
	approved
	F
	10.2.0
	TEI10

	SP-100340
	23.237
	0279
	1
	10.1.0
	Rel‑10
	IUT procedure for establishment of Collaborative Session concurrent with IMS session setup
	approved
	B
	10.2.0
	IMS_SC_eIDT

	SP-100347
	23.237
	0284
	2
	10.1.0
	Rel‑10
	PS-CS transfer: mid-call with outgoing call in alerting phase
	approved
	B
	10.2.0
	TEI10

	SP-100325
	23.246
	0264
	1
	9.4.0
	Rel‑9
	No support for ARP in E-UTRAN
	approved
	F
	9.5.0
	MBMS_EPS

	SP-100348
	23.271
	0385
	2
	9.3.0
	Rel‑10
	Provide Service Type to E-SMLC
	approved
	C
	10.0.0
	TEI10

	SP-100323
	23.271
	0386
	-
	9.3.0
	Rel‑9
	Update MME Exception Handling
	approved
	F
	9.4.0
	LCS_EPS-CPS

	SP-100331
	23.272
	0203
	3
	9.3.0
	Rel‑9
	Making Alert-MME Procedure optional
	approved
	F
	9.4.0
	TEI9

	SP-100331
	23.272
	0205
	2
	9.3.0
	Rel‑9
	Adding SMS Indicator to CS paging from MME to SGSN
	approved
	F
	9.4.0
	TEI9

	SP-100332
	23.272
	0208
	3
	9.3.0
	Rel‑9
	Correction to the roaming retry in CSFB for MT call
	approved
	F
	9.4.0
	TEI9

	SP-100312
	23.272
	0209
	1
	8.7.0
	Rel‑8
	Clarification about CSFB detach behaviour when ISR is activated
	approved
	F
	8.8.0
	SAES-CSFB

	SP-100312
	23.272
	0210
	1
	9.3.0
	Rel‑9
	Clarification about CSFB detach behaviour when ISR is activated
	approved
	A
	9.4.0
	SAES-CSFB

	SP-100331
	23.272
	0212
	2
	9.3.0
	Rel‑9
	Service Reject and Lower layer failure impacts for CSFB
	approved
	F
	9.4.0
	TEI9

	SP-100331
	23.272
	0217
	1
	9.3.0
	Rel‑9
	Distinct TAC and LAC needed for SMS over SGs 'legacy' billing/customer care
	approved
	F
	9.4.0
	TEI9

	SP-100349
	23.272
	0218
	2
	9.3.0
	Rel‑10
	CSFB triggered by LCS while UE is in active VoIP session
	revised
	B
	
	TEI10

	SP-100441
	23.272
	0218
	3
	9.3.0
	Rel‑10
	CSFB triggered by LCS while UE is in active VoIP session
	revised
	B
	
	TEI10

	SP-100444
	23.272
	0218
	4
	9.3.0
	Rel‑10
	CSFB triggered by LCS while UE is in active VoIP session
	approved
	B
	10.0.0
	TEI10

	SP-100331
	23.272
	0219
	-
	9.3.0
	Rel‑9
	CSFB Indication in PS handover
	approved
	F
	9.4.0
	TEI9

	SP-100316
	23.272
	0549
	1
	8.7.0
	Rel‑8
	Paging response in the roaming retry for CS fallback
	approved
	F
	8.8.0
	SAES-CSFB

	SP-100331
	23.272
	0562
	1
	9.3.0
	Rel‑9
	Alignment of ISR disabling in the case of IMS registered UE
	approved
	F
	9.4.0
	TEI9

	SP-100332
	23.272
	0563
	3
	9.3.0
	Rel‑9
	MM updates after CSFB procedure
	approved
	F
	9.4.0
	TEI9

	SP-100331
	23.272
	0564
	1
	9.3.0
	Rel‑9
	Resume functionality in CSFB
	approved
	F
	9.4.0
	TEI9

	SP-100331
	23.272
	0565
	1
	9.3.0
	Rel‑9
	Corrections to CSFB procedures
	approved
	F
	9.4.0
	TEI9

	SP-100331
	23.272
	0567
	1
	9.3.0
	Rel‑9
	Clarification on CSFB UE behaviour when MO-LR triggered in Rel8 NW
	approved
	F
	9.4.0
	TEI9

	SP-100331
	23.272
	0568
	1
	9.3.0
	Rel‑9
	Alignment of PS handover in case of emergency CS fallback
	approved
	F
	9.4.0
	TEI9

	SP-100312
	23.272
	0569
	1
	8.7.0
	Rel‑8
	Correction for CSFB detach procedure
	approved
	F
	8.8.0
	SAES-CSFB

	SP-100312
	23.272
	0570
	1
	9.3.0
	Rel‑9
	Correction for CSFB detach procedure
	approved
	A
	9.4.0
	SAES-CSFB

	SP-100331
	23.272
	0571
	-
	9.3.0
	Rel‑9
	Removal of UE Radio Capability for MT Call in Active State
	approved
	F
	9.4.0
	TEI9

	SP-100331
	23.272
	0572
	1
	9.3.0
	Rel‑9
	CSFB MO and MT corrections and cleanup
	approved
	F
	9.4.0
	TEI9

	SP-100331
	23.272
	0573
	3
	9.3.0
	Rel‑9
	Clarification on PLMN selection for CSFB when UTRAN/GERAN support network sharing
	approved
	F
	9.4.0
	TEI9

	SP-100317
	23.292
	0151
	1
	8.7.0
	Rel‑8
	Correction of broken reference
	approved
	F
	8.8.0
	TEI8

	SP-100331
	23.292
	0152
	2
	9.5.0
	Rel‑9
	Release of conference call when Gm is not possible after handover
	approved
	F
	9.6.0
	TEI9

	SP-100350
	23.292
	0155
	3
	10.0.0
	Rel‑10
	Incorporate CAT supplementary service
	approved
	B
	10.1.0
	TEI10

	SP-100342
	23.401
	1277
	2
	9.4.0
	Rel‑10
	Procedures for multi access PDN connectivity: initial attach and UE requested PDN connectivity
	approved
	B
	10.0.0
	MAPCON

	SP-100314
	23.401
	1468
	3
	8.9.0
	Rel‑8
	Correction of Update Location request signalling
	approved
	F
	8.10.0
	SAES

	SP-100314
	23.401
	1469
	3
	9.4.0
	Rel‑9
	Correction of Update Location request signalling
	approved
	A
	9.5.0
	SAES

	SP-100313
	23.401
	1470
	3
	8.9.0
	Rel‑8
	Refactoring security parameters
	approved
	F
	8.10.0
	SAES

	SP-100313
	23.401
	1471
	3
	9.4.0
	Rel‑9
	Refactoring security parameters
	approved
	A
	9.5.0
	SAES

	SP-100333
	23.401
	1472
	2
	9.4.0
	Rel‑9
	MME usage of UE provided settings for selecting an RFSP value
	approved
	F
	9.5.0
	TEI9

	SP-100333
	23.401
	1486
	3
	9.4.0
	Rel‑9
	The UE MM State in the old S4 SGSN/old MME during the TAU/RAU/HO procedure
	approved
	F
	9.5.0
	TEI9

	SP-100313
	23.401
	1487
	2
	8.9.0
	Rel‑8
	IP-CAN Session Modification procedure with RAT type changed in D.3.6
	approved
	F
	8.10.0
	SAES

	SP-100313
	23.401
	1488
	2
	9.4.0
	Rel‑9
	IP-CAN Session Modification procedure with RAT type changed in D.3.6
	approved
	A
	9.5.0
	SAES

	SP-100333
	23.401
	1497
	2
	9.4.0
	Rel‑9
	Renaming of pre-Rel‑8 QoS parameters
	approved
	F
	9.5.0
	TEI9

	SP-100333
	23.401
	1515
	3
	9.4.0
	Rel‑9
	RFSP Index implementation guideline
	approved
	F
	9.5.0
	TEI9

	SP-100313
	23.401
	1516
	2
	8.9.0
	Rel‑8
	Correction to the pre- Rel‑8 QoS mapping
	approved
	F
	8.10.0
	SAES

	SP-100313
	23.401
	1517
	2
	9.4.0
	Rel‑9
	Correction to the pre- Rel‑8 QoS mapping
	approved
	A
	9.5.0
	SAES

	SP-100313
	23.401
	1539
	1
	8.9.0
	Rel‑8
	Clarify the condition of MME initiated QoS modification
	approved
	F
	8.10.0
	SAES

	SP-100313
	23.401
	1540
	1
	9.4.0
	Rel‑9
	Clarify the condition of MME initiated QoS modification
	approved
	A
	9.5.0
	SAES

	SP-100313
	23.401
	1541
	1
	8.9.0
	Rel‑8
	Clarification about the MME behaviour during the TAU procedure
	approved
	F
	8.10.0
	SAES

	SP-100313
	23.401
	1542
	1
	9.4.0
	Rel‑9
	Clarification about the MME behaviour during the TAU procedure
	approved
	A
	9.5.0
	SAES

	SP-100313
	23.401
	1543
	4
	8.9.0
	Rel‑8
	Fix error on ISR deactivation in S1 HO with MME relocation without S-GW change
	approved
	F
	8.10.0
	SAES

	SP-100313
	23.401
	1544
	4
	9.4.0
	Rel‑9
	Fix error on ISR deactivation in S1 HO with MME relocation without S-GW change
	approved
	A
	9.5.0
	SAES

	SP-100386
	23.401
	1545
	4
	8.9.0
	Rel‑8
	Fix ISR activation procedure taking SGW/HSS capability into account
	revised
	F
	
	SAES

	SP-100419
	23.401
	1545
	5
	8.9.0
	Rel‑8
	Fix ISR activation procedure taking SGW capability into account
	rejected
	F
	
	SAES

	SP-100386
	23.401
	1546
	4
	9.4.0
	Rel‑9
	Fix ISR activation procedure taking SGW/HSS capability into account
	revised
	A
	
	SAES

	SP-100419
	23.401
	1546
	5
	9.4.0
	Rel‑9
	Fix ISR activation procedure taking SGW capability into account
	postponed
	A
	
	SAES

	SP-100313
	23.401
	1551
	4
	8.9.0
	Rel‑8
	TAU without MME change
	approved
	F
	8.10.0
	SAES

	SP-100313
	23.401
	1552
	4
	9.4.0
	Rel‑9
	TAU without MME change
	approved
	A
	9.5.0
	SAES

	SP-100314
	23.401
	1553
	1
	8.9.0
	Rel‑8
	Mapping of EPS QoS to R'99 QoS
	approved
	F
	8.10.0
	SAES

	SP-100314
	23.401
	1554
	4
	9.4.0
	Rel‑9
	Mapping of EPS QoS to R'99 QoS
	approved
	F
	9.5.0
	TEI9

	SP-100351
	23.401
	1556
	1
	9.4.0
	Rel‑10
	Adding the reference clause on the paging optimization function using CSG information
	approved
	F
	10.0.0
	TEI10

	SP-100351
	23.401
	1557
	1
	9.4.0
	Rel‑10
	Clarify the handling of the MM context in mobility procedures
	approved
	F
	10.0.0
	TEI10

	SP-100314
	23.401
	1564
	2
	8.9.0
	Rel‑8
	Correction of HSS update conditions
	approved
	F
	8.10.0
	SAES

	SP-100314
	23.401
	1565
	2
	9.4.0
	Rel‑9
	Correction of HSS update conditions
	approved
	A
	9.5.0
	SAES

	SP-100313
	23.401
	1566
	-
	8.9.0
	Rel‑8
	EPS bearer context handling during the IRAT handover
	approved
	F
	8.10.0
	SAES

	SP-100313
	23.401
	1567
	-
	9.4.0
	Rel‑9
	EPS bearer context handling during the IRAT handover
	approved
	A
	9.5.0
	SAES

	SP-100333
	23.401
	1568
	1
	9.4.0
	Rel‑9
	Correction of UE network capability
	approved
	F
	9.5.0
	TEI9

	SP-100333
	23.401
	1571
	-
	9.4.0
	Rel‑9
	Correction of RIM applicability
	approved
	F
	9.5.0
	TEI9

	SP-100318
	23.401
	1572
	1
	9.4.0
	Rel‑9
	MME initiated procedure on UE's CSG Membership expiration
	approved
	F
	9.5.0
	EHNB

	SP-100314
	23.401
	1573
	1
	8.9.0
	Rel‑8
	The PDN disconnection during S1 HO procedure
	approved
	F
	8.10.0
	SAES

	SP-100314
	23.401
	1574
	1
	9.4.0
	Rel‑9
	The PDN disconnection during S1 HO procedure
	approved
	A
	9.5.0
	SAES

	SP-100351
	23.401
	1577
	-
	9.4.0
	Rel‑10
	Deletion of Source eNodeB Identifier from HANDOVER REQUIRED
	approved
	F
	10.0.0
	TEI10

	SP-100351
	23.401
	1578
	1
	9.4.0
	Rel‑10
	Release of IPv4 address on v4v6 PDN connection
	approved
	F
	10.0.0
	TEI10

	SP-100351
	23.401
	1580
	-
	9.4.0
	Rel‑10
	Clarification on TEID usage
	approved
	F
	10.0.0
	TEI10

	SP-100337
	23.401
	1588
	1
	9.4.0
	Rel‑10
	Allow MBR > GBR
	approved
	B
	10.0.0
	ECSRA_LAA

	SP-100337
	23.401
	1589
	2
	9.4.0
	Rel‑10
	ECN grace period
	approved
	C
	10.0.0
	ECSRA_LAA

	SP-100341
	23.401
	1590
	2
	9.4.0
	Rel‑10
	Introduction of SIPTO for EPS
	approved
	B
	10.0.0
	LIPA_SIPTO

	SP-100314
	23.401
	1591
	2
	8.9.0
	Rel‑8
	Clarification of PDN GW initiated modification in idle mode
	approved
	F
	8.10.0
	SAES

	SP-100314
	23.401
	1592
	1
	9.4.0
	Rel‑9
	Clarification of PDN GW initiated modification in idle mode
	approved
	A
	9.5.0
	SAES

	SP-100341
	23.401
	1593
	1
	9.4.0
	Rel‑10
	Definition of the SIPTO flag in the HSS and MME subscriber info
	approved
	B
	10.0.0
	LIPA_SIPTO

	SP-100426
	23.401
	1594
	1
	8.9.0
	Rel‑8
	Clarification ISR activation procedure taking SGW capability into account
	rejected
	F
	
	SAES

	SP-100426
	23.401
	1595
	1
	9.4.0
	Rel‑9
	Clarification ISR activation procedure taking SGW capability into account
	postponed
	A
	
	SAES

	SP-100314
	23.401
	1596
	2
	8.9.0
	Rel‑8
	ISR maintain and deactivation during X2 HO
	approved
	F
	8.10.0
	SAES

	SP-100314
	23.401
	1597
	2
	9.4.0
	Rel‑9
	ISR maintain and deactivation during X2 HO
	approved
	A
	9.5.0
	SAES

	SP-100351
	23.401
	1599
	2
	9.4.0
	Rel‑10
	Introduction of IPv6 Prefix Delegation into 23.401
	approved
	B
	10.0.0
	TEI10

	SP-100418
	23.401
	1608
	2
	8.9.0
	Rel‑8
	The ISR capability of S-GW for ISR activation
	rejected
	F
	
	SAES

	SP-100418
	23.401
	1609
	1
	9.4.0
	Rel‑9
	The ISR capability of S-GW for ISR activation
	postponed
	A
	
	SAES

	SP-100341
	23.401
	1618
	3
	9.4.0
	Rel‑10
	PDN GW selection for SIPTO
	approved
	B
	10.0.0
	LIPA_SIPTO

	SP-100333
	23.401
	1619
	3
	9.4.0
	Rel‑9
	Introduce a SRB-Only PS HO method
	approved
	B
	9.5.0
	TEI9

	SP-100335
	23.401
	1624
	1
	9.4.0
	Rel‑9
	Correction to APN-OI usage
	revised
	F
	
	TEI9

	SP-100308
	23.401
	1624
	2
	9.4.0
	Rel‑9
	Correction to APN-OI usage
	approved
	F
	9.5.0
	TEI9

	SP-100333
	23.401
	1625
	1
	9.4.0
	Rel‑9
	Correction to AMBR handling when interworking to Gn/Gp SGSNs
	approved
	F
	9.5.0
	TEI9

	SP-100321
	23.401
	1626
	1
	9.4.0
	Rel‑9
	Emergency bearer correction in TAU procedures
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS

	SP-100314
	23.401
	1627
	1
	8.9.0
	Rel‑8
	S1-based handover cancel
	approved
	F
	8.10.0
	SAES

	SP-100314
	23.401
	1628
	1
	9.4.0
	Rel‑9
	S1-based handover cancel
	approved
	A
	9.5.0
	SAES

	SP-100351
	23.401
	1629
	1
	9.4.0
	Rel‑10
	Clarification on S-TMSI and GUMEI usage
	approved
	F
	10.0.0
	TEI10

	SP-100333
	23.401
	1630
	2
	9.4.0
	Rel‑9
	Dual-stack MS Should Request for Parallel Single Stack Contexts
	approved
	F
	9.5.0
	TEI9

	SP-100333
	23.401
	1632
	1
	9.4.0
	Rel‑9
	HSS does not need modification to support ISR
	approved
	F
	9.5.0
	TEI9

	SP-100324
	23.401
	1633
	1
	9.4.0
	Rel‑9
	Support for ECN in eUTRAN
	approved
	F
	9.5.0
	LTEimp-Vocoder

	SP-100342
	23.402
	0799
	1
	9.4.0
	Rel‑10
	Principles for multi access PDN connectivity
	approved
	B
	10.0.0
	MAPCON

	SP-100342
	23.402
	0800
	3
	9.4.0
	Rel‑10
	Procedures for multi access PDN connectivity: attach and UE requested PDN connectivity
	approved
	B
	10.0.0
	MAPCON

	SP-100342
	23.402
	0801
	1
	9.4.0
	Rel‑10
	Procedures for multi access PDN connectivity: handover
	approved
	B
	10.0.0
	MAPCON

	SP-100316
	23.402
	0857
	1
	8.8.0
	Rel‑8
	Addition of the PGW Identity Information and APN Removal Procedure
	approved
	F
	8.9.0
	SAES

	SP-100315
	23.402
	0860
	2
	9.4.0
	Rel‑9
	Authentication for Non-3GPP in Rel‑9
	approved
	A
	9.5.0
	SAES

	SP-100339
	23.402
	0871
	5
	9.4.0
	Rel‑10
	Definition and principles for non seamless WLAN offload
	approved
	B
	10.0.0
	IFOM

	SP-100352
	23.402
	0875
	1
	9.4.0
	Rel‑10
	Correction of ePDG Selection
	approved
	F
	10.0.0
	TEI10

	SP-100320
	23.402
	0876
	1
	9.4.0
	Rel‑9
	Corrections and clarifications to ANDSF requirements
	approved
	F
	9.5.0
	eANDSF

	SP-100315
	23.402
	0877
	-
	8.8.0
	Rel‑8
	Corrections to align S4 procedures for PMIP-based S5/S8
	approved
	F
	8.9.0
	SAES

	SP-100315
	23.402
	0878
	-
	9.4.0
	Rel‑9
	Corrections to align S4 procedures for PMIP-based S5/S8
	approved
	A
	9.5.0
	SAES

	SP-100315
	23.402
	0879
	1
	8.8.0
	Rel‑8
	DNSv6 address allocation in PMIPv6
	approved
	F
	8.9.0
	SAES

	SP-100315
	23.402
	0880
	1
	9.4.0
	Rel‑9
	DNSv6 address allocation in PMIPv6
	approved
	A
	9.5.0
	TEI9

	SP-100315
	23.402
	0881
	-
	8.8.0
	Rel‑8
	Use of EAP-AKA'
	approved
	F
	8.9.0
	SAES

	SP-100315
	23.402
	0882
	-
	9.4.0
	Rel‑9
	Use of EAP-AKA'
	approved
	A
	9.5.0
	SAES

	SP-100315
	23.402
	0883
	-
	8.8.0
	Rel‑8
	Corrections of Request Type_r8
	approved
	F
	8.9.0
	SAES

	SP-100315
	23.402
	0884
	-
	9.4.0
	Rel‑9
	Corrections of Request Type_r9
	approved
	A
	9.5.0
	SAES

	SP-100334
	23.402
	0885
	1
	9.4.0
	Rel‑9
	TAI and ECGI location change reporting procedure
	approved
	F
	9.5.0
	TEI9

	SP-100315
	23.402
	0886
	1
	8.8.0
	Rel‑8
	Authentication for Non-3GPP in Rel‑8
	approved
	F
	8.9.0
	SAES

	SP-100352
	23.402
	0888
	2
	9.4.0
	Rel‑10
	Enhanced security support for S2c
	approved
	B
	10.0.0
	TEI10

	SP-100352
	23.402
	0890
	2
	9.4.0
	Rel‑10
	IPv6 prefix delegation for S2c
	approved
	B
	10.0.0
	TEI10

	SP-100342
	23.402
	0892
	1
	9.4.0
	Rel‑10
	Addition of procedure for PDN GW Identity notification to AAA Server
	approved
	B
	10.0.0
	MAPCON

	SP-100342
	23.402
	0893
	2
	9.4.0
	Rel‑10
	Changes required to Detach to support Multiple PDN Connectivity
	revised
	B
	
	MAPCON

	SP-100436
	23.402
	0893
	3
	9.4.0
	Rel‑10
	Changes required to Detach to support Multiple PDN Connectivity
	approved
	B
	10.0.0
	MAPCON

	SP-100339
	23.402
	0895
	4
	9.4.0
	Rel‑10
	Introduction of Inter-System Routing Policies
	approved
	B
	10.0.0
	IFOM; MAPCON

	SP-100370
	23.402
	0902
	-
	8.8.0
	Rel‑8
	Removing Editor's Notes from frozen specs
	approved
	F
	8.9.0
	SAES

	SP-100370
	23.402
	0903
	-
	9.4.0
	Rel‑9
	Removing Editor's Notes from frozen specs
	approved
	A
	9.5.0
	SAES
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	SP-100253
	33.106
	0011
	-
	9.0.0
	Rel‑10
	Encryption Requirements
	approved
	C
	10.0.0
	LI10

	SP-100253
	33.106
	0012
	-
	9.0.0
	Rel‑10
	CAT LI Support
	approved
	B
	10.0.0
	LI10

	SP-100253
	33.106
	0013
	-
	9.0.0
	Rel‑10
	CRS LI Support
	approved
	B
	10.0.0
	LI10

	SP-100253
	33.106
	0014
	-
	9.0.0
	Rel‑10
	H(e)NB LI Support
	revised
	B
	
	LI10

	SP-100440
	33.106
	0015
	-
	9.0.0
	Rel‑10
	H(e)NB LI Support
	approved
	B
	10.0.0
	LI10

	SP-100364
	33.107
	0089
	-
	9.0.0
	Rel‑9
	Correction in IMS Conference text
	approved
	F
	9.1.0
	LI9

	SP-100253
	33.107
	0090
	-
	9.0.0
	Rel‑10
	Reporting of Dual Stack PDP address from the SGSN
	approved
	F
	10.0.0
	LI10

	SP-100363
	33.108
	0138
	-
	9.2.0
	Rel‑9
	ASN.1 Description of eps-sending-of-IRI Subdomain ID
	approved
	A
	9.3.0
	LI8

	SP-100383
	33.108
	0138
	-
	9.2.0
	Rel‑9
	ASN.1 Description of eps-sending-of-IRI Subdomain ID
	approved
	A
	9.3.0
	LI8

	SP-100363
	33.108
	0139
	-
	8.10.0
	Rel‑8
	ASN.1 Description of eps-sending-of-IRI Subdomain ID
	approved
	F
	8.11.0
	LI8

	SP-100383
	33.108
	0139
	-
	8.10.0
	Rel‑8
	ASN.1 Description of eps-sending-of-IRI Subdomain ID
	approved
	F
	8.11.0
	LI8

	SP-100253
	33.108
	0140
	-
	9.2.0
	Rel‑10
	Reporting of Dual Stack PDP address from the SGSN
	approved
	F
	10.0.0
	LI10

	SP-100378
	33.203
	0177
	1
	9.3.0
	Rel‑10
	SIP Digest without Authorization header in first REGISTER message
	approved
	B
	10.0.0
	TEI9

	SP-100251
	33.203
	0178
	-
	9.3.0
	Rel‑9
	Certificate profile aligment
	approved
	F
	9.4.0
	TEI9

	SP-100252
	33.203
	0179
	1
	9.3.0
	Rel‑10
	Certificate profile aligment
	reissued
	C
	
	TEI10

	SP-100368
	33.203
	0179
	1
	9.3.0
	Rel‑10
	Certificate profile aligment
	approved
	C
	10.0.0
	TEI10

	SP-100361
	33.203
	0181
	1
	9.3.0
	Rel‑9
	Deprecation of SHA-1 and other changes to certificate and CRL profiles
	approved
	C
	9.4.0
	TEI9

	SP-100251
	33.210
	0028
	-
	9.0.0
	Rel‑9
	Correction of explanations of abbreviations CSCF and IKEvx
	approved
	F
	9.1.0
	TEI9

	SP-100361
	33.220
	0149
	1
	9.2.0
	Rel‑9
	Deprecation of SHA-1 and other changes to certificate and CRL profiles
	approved
	C
	9.3.0
	TEI9

	SP-100361
	33.221
	0010
	1
	9.0.0
	Rel‑9
	Deprecation of SHA-1 and other changes to certificate and CRL profiles
	approved
	C
	9.1.0
	TEI9

	SP-100361
	33.222
	0030
	1
	9.0.0
	Rel‑9
	Deprecation of SHA-1 and other changes to certificate and CRL profiles
	approved
	C
	9.1.0
	TEI9

	SP-100251
	33.234
	0104
	-
	9.1.0
	Rel‑9
	Use of EAP Request/AKA Identity message
	approved
	F
	9.2.0
	TEI9

	SP-100361
	33.234
	0105
	1
	9.1.0
	Rel‑9
	Deprecation of SHA-1 and other changes to certificate, CRL and OCSP profiles
	approved
	C
	9.2.0
	TEI9

	SP-100250
	33.310
	0030
	2
	8.3.0
	Rel‑8
	Correction of SEG CA and TLS client/server CA certificate profiles (rel-8)
	approved
	F
	8.4.0
	TEI8

	SP-100250
	33.310
	0031
	2
	9.2.1
	Rel‑9
	Correction of SEG CA and TLS client/server CA certificate profiles (rel-9)
	approved
	A
	9.3.0
	TEI8

	SP-100252
	33.310
	0032
	1
	9.2.1
	Rel‑10
	Certificate profile aligment
	reissued
	C
	
	TEI10

	SP-100368
	33.310
	0032
	1
	9.2.1
	Rel‑10
	TS 33.310 Rel‑10 CR X.509 Certificate profile aligment
	approved
	C
	10.0.0
	TEI10

	SP-100361
	33.310
	0034
	1
	9.2.1
	Rel‑9
	CR to 33.310: Deprecation of SHA-1 and other changes to certificate and CRL profiles
	approved
	C
	9.3.0
	TEI9

	SP-100245
	33.320
	0019
	1
	9.1.0
	Rel‑9
	Removal of location verification from MME/HeNB GW
	approved
	F
	9.2.0
	EHNB-Sec

	SP-100245
	33.320
	0020
	1
	9.1.0
	Rel‑9
	Addition of missing shut-down requirement on loss of backhaul connection
	approved
	F
	9.2.0
	EHNB-Sec

	SP-100245
	33.320
	0021
	-
	9.1.0
	Rel‑9
	Cleanup of unused references and abbreviations
	approved
	F
	9.2.0
	EHNB-Sec

	SP-100245
	33.320
	0022
	-
	9.1.0
	Rel‑9
	Correction to description of H(e)NB-GW
	approved
	F
	9.2.0
	EHNB-Sec

	SP-100245
	33.320
	0024
	-
	9.1.0
	Rel‑9
	Correction to access control mechanism for H(e)NB
	approved
	F
	9.2.0
	EHNB-Sec

	SP-100245
	33.320
	0025
	2
	9.1.0
	Rel‑9
	Sections 7.5.2.1 and 8.3.3.1 Editor's Note Resolution
	approved
	F
	9.2.0
	EHNB-Sec

	SP-100245
	33.320
	0026
	1
	9.1.0
	Rel‑9
	Clause 8.2.2 Editor's Note Resolution
	approved
	F
	9.2.0
	EHNB-Sec

	SP-100245
	33.320
	0027
	2
	9.1.0
	Rel‑9
	Clause 4.1 Editor's Note Resolution
	approved
	F
	9.2.0
	EHNB-Sec

	SP-100361
	33.320
	0028
	1
	9.1.0
	Rel‑9
	CR to 33.320: Deprecation of SHA-1 and other changes to CRL and OCSP profiles
	approved
	C
	9.2.0
	TEI9

	SP-100245
	33.320
	0040
	1
	9.1.0
	Rel‑9
	Addition of missing trust relation requirement for CA issuing H(e)NB device certificate
NOTE: This CR incorrectly shows CR0028R1 on the cover sheet.
	revised
	F
	
	EHNB-Sec

	SP-100427
	33.320
	0040
	2
	9.1.0
	Rel‑9
	Addition of missing trust relation requirement for CA issuing H(e)NB device certificate
NOTE: This CR incorrectly shows CR0028R2 on the cover sheet.
	approved
	F
	9.2.0
	EHNB-Sec

	SP-100246
	33.328
	0025
	-
	9.1.0
	Rel‑9
	Editor's Note resolution in Sub. 5.4.2
	approved
	F
	9.2.0
	MEDIASEC

	SP-100246
	33.328
	0026
	1
	9.1.0
	Rel‑9
	e2ae indications
	approved
	F
	9.2.0
	MEDIASEC

	SP-100246
	33.328
	0027
	1
	9.1.0
	Rel‑9
	network impact for e2e security
	approved
	F
	9.2.0
	MEDIASEC

	SP-100246
	33.328
	0028
	1
	9.1.0
	Rel‑9
	abbreviations and editorial changes
	approved
	F
	9.2.0
	MEDIASEC

	SP-100246
	33.328
	0029
	-
	9.1.0
	Rel‑9
	Profiling of SDES
	approved
	F
	9.2.0
	MEDIASEC

	SP-100246
	33.328
	0030
	-
	9.1.0
	Rel‑9
	Correction of text on SDES parameters for e2ae security
	approved
	F
	9.2.0
	MEDIASEC

	SP-100246
	33.328
	0031
	-
	9.1.0
	Rel‑9
	Correction of text on SDES parameters for e2e security
	approved
	F
	9.2.0
	MEDIASEC

	SP-100246
	33.328
	0032
	-
	9.1.0
	Rel‑9
	Alignment with the updated MIKEY-TICKET draft
	approved
	F
	9.2.0
	MEDIASEC

	SP-100246
	33.328
	0033
	-
	9.1.0
	Rel‑9
	Registration Procedures
	approved
	F
	9.2.0
	MEDIASEC

	SP-100249
	33.401
	0408
	1
	9.3.1
	Rel‑9
	Correction of text on emergency call handling
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS

	SP-100383
	33.401
	0408
	1
	9.3.1
	Rel‑9
	Correction of text on emergency call handling
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS

	SP-100383
	33.401
	0408
	1
	9.3.1
	Rel‑9
	Correction of text on emergency call handling
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS

	SP-100249
	33.401
	0409
	1
	9.3.1
	Rel‑9
	Emergency Context Lifetime
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS

	SP-100383
	33.401
	0409
	1
	9.3.1
	Rel‑9
	Emergency Context Lifetime
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS

	SP-100383
	33.401
	0409
	1
	9.3.1
	Rel‑9
	Emergency Context Lifetime
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS

	SP-100362
	33.401
	0410
	1
	9.3.1
	Rel‑9
	Clarifying the uplink NAS COUNT for derivation of KeNB
	reissued
	F
	
	TEI9

	SP-100382
	33.401
	0410
	1
	9.3.1
	Rel‑9
	Clarifying the uplink NAS COUNT for derivation of KeNB
	approved
	F
	9.4.0
	TEI9

	SP-100362
	33.401
	0412
	1
	9.3.1
	Rel‑9
	Uplink and Downlink NAS COUNT increment for EIA0
	revised
	F
	
	TEI9

	SP-100383
	33.401
	0412
	2
	9.3.1
	Rel‑9
	Uplink and Downlink NAS COUNT increment for EIA0
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS

	SP-100383
	33.401
	0412
	2
	9.3.1
	Rel‑9
	Uplink and Downlink NAS COUNT increment for EIA0
	approved
	F
	9.4.0
	TEI9

	SP-100362
	33.401
	0413
	1
	9.3.1
	Rel‑9
	Correction for Emergency Attach (R9)
	reissued
	F
	
	TEI9

	SP-100383
	33.401
	0413
	1
	9.3.1
	Rel‑9
	Correction for Emergency Attach (R9)
	approved
	F
	9.4.0
	TEI9

	SP-100383
	33.401
	0413
	1
	9.3.0
	Rel‑9
	Corrections for Emergency Attach
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS

	SP-100362
	33.401
	0414
	1
	9.3.1
	Rel‑9
	IMEI sending clarification
	reissued
	F
	
	TEI9

	SP-100382
	33.401
	0414
	1
	9.3.1
	Rel‑9
	IMEI sending clarification
	approved
	F
	9.4.0
	TEI9

	SP-100362
	33.401
	0415
	1
	9.3.1
	Rel‑9
	Correction of TAU procedure after IRAT Handover to E-UTRAN
	reissued
	F
	
	TEI9

	SP-100382
	33.401
	0415
	1
	9.3.1
	Rel‑9
	Correction of TAU procedure after IRAT Handover to E-UTRAN
	approved
	F
	9.4.0
	TEI9

	SP-100362
	33.401
	0416
	1
	9.3.1
	Rel‑9
	Correction on key sending in S1 HANDOVER REQUIRED message
	reissued
	F
	
	TEI9

	SP-100382
	33.401
	0416
	1
	9.3.1
	Rel‑9
	Correction on key sending in S1 HANDOVER REQUIRED message
	approved
	F
	9.4.0
	TEI9

	SP-100362
	33.401
	0418
	1
	9.3.1
	Rel‑9
	Correction of  BEARER-ID to BEARER
	reissued
	F
	
	TEI9

	SP-100382
	33.401
	0418
	1
	9.3.1
	Rel‑9
	Correction of  BEARER-ID to BEARER
	approved
	F
	9.4.0
	TEI9

	SP-100362
	33.401
	0420
	1
	9.3.1
	Rel‑9
	Editorial Corrections (Rel9)
	reissued
	D
	
	TEI9

	SP-100382
	33.401
	0420
	1
	9.3.1
	Rel‑9
	Editorial Corrections (Rel9)
	approved
	D
	9.4.0
	TEI9

	SP-100249
	33.402
	0089
	1
	9.3.0
	Rel‑9
	33.402 CR R9: Addition of emergency call handling for non-3GPP access
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS

	SP-100383
	33.402
	0089
	1
	9.3.0
	Rel‑9
	33.402 CR R9: Addition of emergency call handling for non-3GPP access
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS

	SP-100383
	33.402
	0089
	1
	9.3.0
	Rel‑9
	Addition of emergency call handling for non-3GPP access
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS

	SP-100247
	33.812
	0020
	-
	9.1.0
	Rel‑9
	Network architecture
	approved
	F
	9.2.0
	FS_UM2M

	SP-100247
	33.812
	0021
	-
	9.1.0
	Rel‑9
	Use case analysis changes
	approved
	F
	9.2.0
	FS_UM2M

	SP-100247
	33.812
	0022
	1
	9.1.0
	Rel‑9
	TR 33.812 Requirements
	approved
	F
	9.2.0
	FS_UM2M

	SP-100246
	33.828
	0001
	1
	9.0.0
	Rel‑9
	Removal of editor's notes
	approved
	F
	9.1.0
	MEDIASEC

	SP-100251
	33.919
	0009
	-
	9.0.0
	Rel‑9
	Removal of Rel‑9 OSA outdated references
	approved
	F
	9.1.0
	TEI9

	SP-100248
	33.924
	0011
	2
	9.1.0
	Rel‑9
	Update of 535: Correction of split terminal scenario 1, 2, 3
	revised
	F
	
	GBA-Idm

	SP-100381
	33.924
	0011
	3
	9.1.0
	Rel‑9
	Update of 535: Correction of split terminal scenario 1, 2, 3
	approved
	F
	9.2.0
	GBA-Idm

	SP-100254
	33.937
	0013
	-
	9.1.0
	Rel‑9
	Removal of sentence on SMS related to Commercial Measures & additional Technical Measures to Protect against Bulk UC
	approved
	F
	9.2.0
	PUCI


83 CRs (70 approved)

E.4
CRs under SA WG4 responsibility

	CRs from SA WG4

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100300
	26.114
	0103
	4
	9.2.0
	Rel‑9
	Work Split of 3GPP MTSINP and MTSIMA Mos
	approved
	F
	9.3.0
	M3A

	SP-100296
	26.114
	0105
	1
	7.11.0
	Rel‑7
	Correction of AVP-AVPF negotiation procedure
	approved
	F
	7.12.0
	MTSI-MHI

	SP-100296
	26.114
	0106
	1
	8.5.0
	Rel‑8
	Correction of AVP-AVPF negotiation procedure
	approved
	A
	8.6.0
	MTSI-MHI

	SP-100296
	26.114
	0107
	1
	9.2.0
	Rel‑9
	Correction of AVP-AVPF negotiation procedure
	approved
	A
	9.3.0
	MTSI-MHI

	SP-100302
	26.234
	0169
	2
	9.2.0
	Rel‑9
	Essential Corrections to 3GPP Adaptive HTTP Streaming
	revised
	F
	
	PMA-MBS_Ext

	SP-100375
	26.234
	0169
	3
	9.2.0
	Rel‑9
	Essential Corrections to 3GPP Adaptive HTTP Streaming
	approved
	F
	9.3.0
	PMA-MBS_Ext

	SP-100303
	26.234
	0170
	-
	9.2.0
	Rel‑9
	Addition of Timed Graphics to PSS
	approved
	F
	9.3.0
	TG

	SP-100301
	26.234
	0171
	-
	9.2.0
	Rel‑9
	Correction of ISMACrypKMSID parameter
	approved
	F
	9.3.0
	PMA-MBS_Ext

	SP-100299
	26.237
	0035
	-
	9.2.0
	Rel‑9
	Corrections to Introduction
	approved
	F
	9.3.0
	IMS_PSS_MBMS_US_EXT

	SP-100299
	26.237
	0036
	2
	9.2.0
	Rel‑9
	Corrections to SIP messaging diagrams and descriptions
	approved
	F
	9.3.0
	IMS_PSS_MBMS_US_EXT

	SP-100299
	26.237
	0037
	2
	9.2.0
	Rel‑9
	Modification on IMS based PSS download session initiation
	approved
	F
	9.3.0
	IMS_PSS_MBMS_US_EXT

	SP-100299
	26.237
	0038
	1
	9.2.0
	Rel‑9
	IMS based PSS download session termination
	approved
	F
	9.3.0
	IMS_PSS_MBMS_US_EXT

	SP-100301
	26.244
	0032
	1
	9.1.0
	Rel‑9
	Essential Corrections for 3GP File Format to support Adaptive Streaming
	approved
	F
	9.2.0
	PMA-MBS_Ext

	SP-100297
	26.267
	0006
	-
	8.3.0
	Rel‑8
	Detector for handling PCM sample inversion in the network
	approved
	F
	8.4.0
	eCall_Phase2

	SP-100297
	26.267
	0007
	-
	9.0.0
	Rel‑9
	Detector for handling PCM sample inversion in the network
	approved
	A
	9.1.0
	eCall_Phase2

	SP-100297
	26.267
	0008
	-
	8.3.0
	Rel‑8
	Feedback signal modifications to increase robustness in the presence of network echo cancellers
	approved
	F
	8.4.0
	eCall_Phase2

	SP-100297
	26.267
	0009
	-
	9.0.0
	Rel‑9
	Feedback signal modifications to increase robustness in the presence of network echo cancellers
	approved
	A
	9.1.0
	eCall_Phase2

	SP-100297
	26.268
	0011
	1
	8.2.0
	Rel‑8
	Correction of ACK detection conditions
	approved
	F
	8.3.0
	eCall_Phase2

	SP-100297
	26.268
	0012
	1
	9.0.0
	Rel‑9
	Correction of ACK detection conditions
	approved
	A
	9.1.0
	eCall_Phase2

	SP-100297
	26.268
	0013
	1
	8.2.0
	Rel‑8
	Detector for handling PCM sample inversion in the network
	approved
	F
	8.3.0
	eCall_Phase2

	SP-100297
	26.268
	0014
	1
	9.0.0
	Rel‑9
	Detector for handling PCM sample inversion in the network
	approved
	A
	9.1.0
	eCall_Phase2

	SP-100297
	26.268
	0015
	1
	8.2.0
	Rel‑8
	Feedback signal modifications to increase robustness in the presence of network echo cancellers
	approved
	F
	8.3.0
	eCall_Phase2

	SP-100297
	26.268
	0016
	1
	9.0.0
	Rel‑9
	Feedback signal modifications to increase robustness in the presence of network echo cancellers
	approved
	A
	9.1.0
	eCall_Phase2

	SP-100298
	26.346
	0166
	-
	8.4.0
	Rel‑8
	Correcting the Access Bearer Identifier for different MBSFNs (IMB, TDD and FDD)
	approved
	F
	8.5.0
	PSS_MBMS_OMTV

	SP-100298
	26.346
	0167
	1
	9.2.0
	Rel‑9
	Correcting the Access Bearer Identifier for different MBSFNs (IMB, TDD and FDD)
	approved
	A
	9.3.0
	PSS_MBMS_OMTV

	SP-100303
	26.346
	0168
	1
	9.2.0
	Rel‑9
	Addition of Timed Graphics to MBMS
	approved
	F
	9.3.0
	TG


26 CRs (25 approved)

E.5
CRs under SA WG5 responsibility

	CRs from SA WG5

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
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	TSG status
	Cat
	New
version
	WI

	SP-100264
	32.150
	0016
	-
	9.1.0
	Rel‑10
	Move common definitions from TS 32.600 and clarify SS definition
	approved
	F
	10.0.0
	OAM10

	SP-100264
	32.153
	0002
	-
	9.0.0
	Rel‑10
	New rule for WSDL namespace URIs
	approved
	F
	10.0.0
	OAM10

	SP-100263
	32.172
	0021
	-
	9.1.1
	Rel‑9
	Correcting and extending Packet Access service parameters and modeling
	approved
	C
	9.2.0
	OAM9

	SP-100263
	32.175
	0011
	-
	9.1.1
	Rel‑9
	Aligning with the IS - Modifications to Packet Access Service Parameters and Modeling
	approved
	C
	9.2.0
	OAM9

	SP-100266
	32.240
	0022
	-
	9.0.0
	Rel‑9
	Inter Operator Identification setting description for Emergency IMS session charging
	approved
	F
	9.1.0
	CH9

	SP-100265
	32.240
	0023
	-
	8.5.0
	Rel‑8
	Alignement for "Inter Operator Identification" description setting for IMS Centralised service with TS 24.292
	approved
	F
	8.6.0
	CH8

	SP-100265
	32.240
	0024
	-
	9.0.0
	Rel‑9
	Alignement for "Inter Operator Identification" description setting for IMS Centralised service with TS 24.292
	approved
	A
	9.1.0
	CH8

	SP-100267
	32.251
	0142
	-
	10.0.0
	Rel‑10
	R10 CR 32.251 Small Corrections in Text of Descriptions.
	approved
	D
	10.1.0
	CH10

	SP-100265
	32.260
	0094
	-
	8.10.0
	Rel‑8
	Correction of trigger conditions
	approved
	F
	8.11.0
	CH8

	SP-100265
	32.260
	0095
	-
	9.3.0
	Rel‑9
	Correction of trigger conditions
	approved
	A
	9.4.0
	CH8

	SP-100265
	32.260
	0096
	-
	8.10.0
	Rel‑8
	Alignement for "Inter Operator Identification" description setting for IMS Centralised service with TS 24.292
	approved
	F
	8.11.0
	CH8

	SP-100265
	32.260
	0097
	-
	9.3.0
	Rel‑9
	Alignement for "Inter Operator Identification" description setting for IMS Centralised service with TS 24.292
	approved
	A
	9.4.0
	CH8

	SP-100266
	32.260
	0098
	-
	9.3.0
	Rel‑9
	Charging information for Emergency IMS Sessions
	approved
	F
	9.4.0
	CH9

	SP-100266
	32.260
	0099
	-
	9.3.0
	Rel‑10
	Charging information for Emergency IMS Sessions
	approved
	A
	10.0.0
	CH9

	SP-100268
	32.280
	0005
	-
	9.1.0
	Rel‑10
	Correction of AoC UNI Protocol Mapping
	approved
	C
	10.0.0
	eAoC

	SP-100266
	32.298
	0149
	-
	9.3.0
	Rel‑9
	Correction on ASN.1 definitions
	approved
	F
	9.4.0
	CH9

	SP-100266
	32.298
	0150
	-
	10.0.0
	Rel‑10
	Correction on ASN.1 definitions
	approved
	A
	10.1.0
	CH9

	SP-100266
	32.298
	0151
	-
	9.3.0
	Rel‑9
	Charging information for Emergency IMS Sessions
	approved
	F
	9.4.0
	CH9

	SP-100266
	32.298
	0152
	-
	10.0.0
	Rel‑10
	Charging information for Emergency IMS Sessions
	approved
	A
	10.1.0
	CH9

	SP-100265
	32.299
	0311
	-
	8.10.0
	Rel‑8
	Correction on AVP definitions
	approved
	F
	8.11.0
	CH8

	SP-100265
	32.299
	0312
	-
	9.3.0
	Rel‑9
	Correction on AVP definitions
	approved
	A
	9.4.0
	CH8

	SP-100260
	32.300
	0011
	-
	9.0.0
	Rel‑9
	Add missing encoding rules for Distinguished Name
	revised
	F
	
	OAM9

	SP-100412
	32.300
	0011
	1
	9.1.1
	Rel‑9
	Add missing encoding rules for Distinguished Name
	revised
	F
	
	OAM9

	SP-100429
	32.300
	0011
	2
	9.1.0
	Rel‑9
	Add missing encoding rules for Distinguished Name
	approved
	F
	9.2.0
	OAM9

	SP-100264
	32.406
	0002
	-
	9.0.0
	Rel‑10
	Correct reference of measurements cause
	approved
	F
	10.0.0
	OAM10

	SP-100264
	32.409
	0015
	-
	9.1.1
	Rel‑10
	Add the measurement of successful session establishment mean time
	approved
	B
	10.0.0
	OAM10

	SP-100264
	32.409
	0016
	-
	9.1.1
	Rel‑10
	Add the measurement of number of 200 OK (Successful) messages for the roamers
	approved
	B
	10.0.0
	OAM10

	SP-100264
	32.409
	0017
	-
	9.1.1
	Rel‑10
	Add emergency session related measurements
	approved
	B
	10.0.0
	OAM10

	SP-100260
	32.412
	0020
	-
	9.0.0
	Rel‑9
	Correct the information type of input parameter thresholdInfoList
	reissued
	F
	
	OAM9

	SP-100412
	32.412
	0020
	-
	9.0.0
	Rel‑9
	Correct the information type of input parameter thresholdInfoList
	approved
	F
	9.1.0
	OAM9

	SP-100264
	32.422
	0063
	-
	9.0.1
	Rel‑10
	Enhancement on E-UTRAN Trace Recording Session failure
	approved
	F
	10.0.0
	OAM10

	SP-100260
	32.422
	0064
	-
	9.0.1
	Rel‑9
	Clarification on E-UTRAN signalling based trace activation
	reissued
	F
	
	OAM9

	SP-100412
	32.422
	0064
	-
	9.0.1
	Rel‑9
	Clarification on E-UTRAN signalling based trace activation
	approved
	F
	9.1.0
	OAM9

	SP-100260
	32.422
	0065
	-
	9.0.1
	Rel‑9
	Corrections on UTRAN signalling based trace activation
	reissued
	F
	
	OAM9

	SP-100412
	32.422
	0065
	-
	9.0.1
	Rel‑9
	Corrections on UTRAN signalling based trace activation
	approved
	F
	9.1.0
	OAM9

	SP-100260
	32.422
	0066
	-
	9.0.1
	Rel‑9
	Correct List of EPC TRACE Starting Mechanisms
	reissued
	F
	
	OAM9

	SP-100412
	32.422
	0066
	-
	9.0.1
	Rel‑9
	Correct List of EPC TRACE Starting Mechanisms
	approved
	F
	9.1.0
	OAM9

	SP-100264
	32.425
	0013
	-
	10.0.0
	Rel‑10
	Editorial changes to clause References
	approved
	D
	10.1.0
	OAM10

	SP-100262
	32.425
	0014
	-
	9.2.0
	Rel‑9
	Missing measurement related to common LAs to support faster CS fallback in EPS
	approved
	F
	9.3.0
	OAM9

	SP-100262
	32.425
	0015
	-
	10.0.0
	Rel‑10
	Missing Measurement related to common LAs to support faster CS fallback in EPS
	approved
	A
	10.1.0
	OAM9

	SP-100262
	32.425
	0016
	-
	9.2.0
	Rel‑9
	Add the missing reference of causes in HO measurements
NOTE: This CR incorrectly shows CR0015 on the cover sheet.
	approved
	F
	9.3.0
	OAM9

	SP-100260
	32.425
	0017
	-
	9.2.0
	Rel‑9
	Add IP Throughput measurements
	reissued
	F
	
	OAM9

	SP-100412
	32.425
	0017
	-
	9.2.0
	Rel‑9
	Add IP Throughput measurements
	approved
	F
	9.3.0
	OAM9

	SP-100260
	32.425
	0018
	-
	10.0.0
	Rel‑10
	Add IP Throughput measurements
	reissued
	A
	
	OAM9

	SP-100412
	32.425
	0018
	-
	10.0.0
	Rel‑10
	Add IP Throughput measurements
	approved
	A
	10.1.0
	OAM9

	SP-100262
	32.425
	0019
	-
	10.0.0
	Rel‑10
	Add the missing reference of causes in HO measurements
	approved
	A
	10.1.0
	OAM9

	SP-100259
	32.425
	0020
	-
	8.2.0
	Rel‑8
	Correct L3 messages in measurement definitions
	approved
	F
	8.3.0
	OAM8-PM

	SP-100259
	32.425
	0021
	-
	9.2.0
	Rel‑9
	Correct L3 messages in measurement definitions
	approved
	A
	9.3.0
	OAM8-PM

	SP-100259
	32.425
	0022
	-
	10.0.0
	Rel‑10
	Correct L3 messages in measurement definitions
	approved
	A
	10.1.0
	OAM8-PM

	SP-100260
	32.450
	0003
	-
	9.0.0
	Rel‑9
	Add formulas for IP Throughput KPI
	reissued
	F
	
	OAM9

	SP-100412
	32.450
	0003
	-
	9.0.0
	Rel‑9
	Add formulas for IP Throughput KPI
	approved
	F
	9.1.0
	OAM9

	SP-100264
	32.500
	0001
	-
	9.0.0
	Rel‑10
	Modify reference title of reference 4, add new reference to TS 32.541 and modify related paragraphs and errors.
	approved
	F
	10.0.0
	OAM10

	SP-100260
	32.502
	0006
	-
	9.1.0
	Rel‑9
	Correction of UML for ARCF Handling
	reissued
	F
	
	OAM9

	SP-100264
	32.502
	0006
	-
	10.0.0
	Rel‑10
	Correction of errors in references and clause referencing.
	approved
	D
	10.1.0
	OAM10

	SP-100261
	32.503
	0001
	-
	9.0.0
	Rel‑9
	Alignment of CORBA SS with TS 32.502 for ARCF
	approved
	B
	9.1.0
	OAM9

	SP-100261
	32.505
	0010
	-
	9.1.0
	Rel‑9
	Alignment of XML with TS 32.502 for ARCF
	approved
	B
	9.2.0
	OAM9

	SP-100261
	32.507
	0001
	-
	9.0.0
	Rel‑9
	Alignment of SOAP SS with TS 32.507 for ARCF
	approved
	B
	9.1.0
	OAM9

	SP-100264
	32.581
	0007
	-
	10.0.0
	Rel‑10
	Missing Requirement for an operator's defined time period at the HNB
	approved
	F
	10.1.0
	OAM10

	SP-100264
	32.591
	0001
	-
	9.0.0
	Rel‑10
	Missing Requirement for an operator's defined time period at the HeNB
	approved
	F
	10.0.0
	OAM10

	SP-100264
	32.592
	0001
	-
	9.0.0
	Rel‑10
	Modify errors in spec references,  table number references, and valid value range
	approved
	F
	10.0.0
	OAM10

	SP-100264
	32.593
	0001
	-
	9.0.0
	Rel‑10
	Modify errors in abbreviations and misspelled SSL/TTL in 5.1.2.3.
	approved
	D
	10.0.0
	OAM10

	SP-100264
	32.594
	0001
	-
	9.0.0
	Rel‑10
	Remove unused reference and wrong keyword, and modify editorial errors.
	approved
	D
	10.0.0
	OAM10

	SP-100264
	32.600
	0003
	-
	9.0.1
	Rel‑10
	Removal of "3G/UMTS" restriction and cleanup of definitions
	approved
	F
	10.0.0
	OAM10

	SP-100260
	32.615
	0033
	-
	9.0.0
	Rel‑9
	Corrections to Bulk CM IRP XML
	reissued
	F
	
	OAM9

	SP-100412
	32.615
	0033
	-
	9.0.0
	Rel‑9
	Corrections to Bulk CM IRP XML
	approved
	F
	9.1.0
	OAM9

	SP-100260
	32.632
	0034
	-
	9.1.0
	Rel‑9
	Add missing attribute connectedHNBGW to IupsLink
	reissued
	F
	
	OAM9

	SP-100412
	32.632
	0034
	-
	9.1.0
	Rel‑9
	Add missing attribute connectedHNBGW to IupsLink
	approved
	F
	9.2.0
	OAM9

	SP-100264
	32.762
	0028
	-
	9.3.1
	Rel‑10
	Remove superflous attribute farEndNeIpAddr
	approved
	F
	10.0.0
	OAM10

	SP-100264
	32.782
	0001
	-
	9.0.0
	Rel‑10
	Remove the superfluous relationship of EP_RP_EPS
	approved
	F
	10.0.0
	OAM10

	SP-100264
	32.827
	0001
	-
	10.0.0
	Rel‑10
	Removal of unused references and addition of missing usecase
	approved
	D
	10.1.0
	OAM10


70 CRs (58 approved)

E.6
CRs under TSG SA responsibility to TSG SA#48

	CRs direct to TSG SA

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100365
	21.801
	0024
	4
	9.0.0
	Rel‑10
	References to Figures and Tables
	approved
	F
	10.0.0
	TEI10

	SP-100365
	21.801
	0023
	3
	9.0.0
	Rel‑10
	Clarification on usage of "shall be possible"
	rejected
	F
	
	TEI10

	SP-100365
	21.801
	0025
	3
	9.0.0
	Rel‑10
	Clarification on usage of "shall" and "may"
	rejected
	F
	
	TEI10

	SP-100395
	21.801
	0026
	-
	9.0.0
	Rel‑10
	Clarification on usage of "may", "may not", "can" and "cannot"
	revised
	F
	
	TEI10

	SP-100422
	21.801
	0026
	1
	9.0.0
	Rel‑10
	Clarification on usage of "may", "may not", "can" and "cannot"
	approved
	F
	10.0.0
	TEI10


5 CRs (2 approved)

TSG SA

3GPP

3GPP

TSG SA


