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	TS 23.060 clause 15.1.3.1 specifies that user location reporting can be requested independently per PDP context. However, it also states that reporting is per MS when the report is not combined with with other mobility management or session management signalling.
This can cause errors when different reporting actions are specified for different primary PDP contexts anchored at the same GGSN/P-GW.

This CR allows the reporting granularity to be decided by Stage 3 when the report is not combined with with other mobility management or session management signalling.

CT4 recognized this problem and previously corrected GTPv2 for S4 SGSN reporting in CR 0603, which changed TS 29.274 v9.2.0 to include per PDN connection identification in the reporting message. 

During its last meeting, CT4 provisionally agreed CR 0759, which changed TS 29.060 v9.2.0 to make the same change for GTP. This change, however, was dependent upon SA2 changing 23.060 according to this CR. 

The following is taken from the CT4#49bis report:

This change is same as the corresponding change approved for GTPv2 protocol.

It was agreed that the dependency to stage 2 has to be added.

CT4 agreed that this is not optimisation and the change should be done from Rel-8 onwards.
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	Make sending user location reporting message per Stage 3 decision when the report is not combined with with other mobility management or session management signalling.

	
	

	Consequences if 
(

not approved:
	Incorrect operation, an incorrect SA2 specification, and misalignment with CT4’s specification.
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***** Start of 1st CHANGE *****
15.1.3.1
Basic principles

The GGSN or P‑GW may request for each PDP context independently using the "MS info change report required" and/or the "CSG information change report required" parameter that the SGSN shall report changes at CGI/SAI/RAI level and/or changes of user CSG information to the GGSN. This may be controlled through the Policy and Charging Control architecture as defined in TS 23.203 [88]. If CGI/SAI and/or user CSG information are permitted to be sent to the GGSN operator according to SGSN operator's policy, the SGSN shall include an indication for the support of reporting changes in CGI/SAI/RAI and/or user CSG information when signalling to the GGSN during both mobility management and session management. If the level of support changes during a mobility management procedure then the S4-SGSN shall indicate the current level of support to the S-GW and shall in addition provide CGI/SAI even if the P-GW has not requested this information. This could for example happen during SGSN change when the level of support indicated by the old SGSN is not the same as in the new SGSN.

NOTE 1:
The inclusion of CGI/SAI will trigger a Modify Bearer Request message from S-GW to the P-GW and therefore this will make sure that the new level of support reaches the P-GW.

The GGSN/P-GW shall not request the SGSN to report CGI/SAI/RAI and/or user CSG information changes if it has not received the indication for support from the SGSN. In Iu-mode, the SGSN uses the Location Reporting procedures in clause 12.7.5 to request the RNC to report changes in SAI to the SGSN.

The SGSN should report to the GGSN/P-GW in the Change notification message where the report is not combined with other mobility management or session management signalling. The GGSN/P-GW may also request the SGSN to stop reporting CGI/SAI/RAI and/or user CSG information changes. The SGSN obeys the last explicit instruction from the GGSN/P‑GW.

NOTE 2:
Due to the increased signalling load, it is recommended that such reporting is only applied for a limited number of subscribers.

***** Start of 2nd CHANGE *****
15.1.3.2
Interaction with CGI / SAI / user CSG information reporting

The following procedures in figures 15.1.3‑1, and 15.1.3‑2 represent the notification of the CGI and SAI changes respectively to the GGSN.

The procedures only apply when the SGSN has been explicitly requested to report CGI or SAI and/or user CSG information changes.


[image: image1.emf] 

MS   BSS   SGSN   GGSN  

1. Cell Update  

2. Change notification  


Figure 15.1.3-1: Cell Update triggering a report of change in CGI
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Figure 15.1.3-2: Iu-mode Location report triggering a report of change in SAI
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Figure 15.1.3-3: User CSG Information Changes triggering a report of change in user CSG information

NOTE:
Step 1 is common for architecture variants using Gn/Gp based interaction with GGSN and using S4 based interaction with S‑GW and P‑GW. For an S4 based interaction with S‑GW and P‑GW, procedure steps (A) are defined in clause 15.1.3.2a.

1.
In Gb-mode, the SGSN receives a Cell Update indication via the mechanisms described in clause 6.9.1.1.


In Iu-mode, the SGSN receive a location report message (as per the location reporting procedures in clause 12.7.5)


The SGSN detects that the user CSG information has changed by comparing with the SGSN stored user CSG information.

2.
If the SGSN has been requested to report the CGI or SAI and/or user CSG information changes to the GGSN, the SGSN shall send the change notification to the GGSN indicating the new cell and/or new user CSG information. The SGSN stores the notified user CSG information. If dynamic PCC is deployed, and CGI or SAI changes need to be conveyed to the PCRF, then the GGSN shall send this information to the PCRF as defined in TS 23.203 [88].

***** Start of 3rd (last) CHANGE *****
15.1.3.2a
Interaction with CGI / SAI / user CSG information reporting using S4

The procedures described in figure 15.1.3-3 shows only the steps, due to use of S4, which are different from the Gn/Gp variant of the procedure given by clause 15.1.3.2.
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Figure 15.1.3-3: Cell Update triggering a report of change in CGI, Iu-mode Location report triggering a report of change in SAI and User CSG information change triggering a report of change in user CSG information

NOTE:
Step 1 is common for architecture variants with GTP based S5/S8 and PMIP‑based S5/S8. For a PMIP‑based S5/S8, procedure step (A1) is defined in TS 23.402 [90]. Step 2 concerns GTP based S5/S8.

1.
If the SGSN has been requested to report the CGI or SAI and/or user CSG information changes to the P‑GW (via the S‑GW), the SGSN shall send the change notification to the S‑GW indicating the new cell and/or new user CSG information. The SGSN stores the notified user CSG information.

2.
The S‑GW forwards the change notification to the P‑GW. If dynamic PCC is deployed, and CGI or SAI changes need to be conveyed to the PCRF, then the PGW shall send this information to the PCRF as defined in TS 23.203 [88].
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