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	It has been agreed to use a new IE “CSG Information Reporting Action” instead of reusing “MS Info Change Reporting Action” for PCEF to request reporting of user CSG information changes. However, this new IE has not been introduced to TS 23.203.
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1st Change
A.1.3.4
IP‑CAN bearer and IP‑CAN session related policy information

For GPRS the IP CAN bearer and IP CAN session related policy information in table A.4 shall apply in addition to the ones in table 6.4.

Table A.4: PCC related IP CAN bearer and IP‑CAN session related policy information

	Attribute
	Description
	PCRF permitted to modify the attribute
	Scope

	User CSG Information change in CSG cell
	Defines whether to report User CSG Information change when the UE enters/leaves/accesses via a CSG cell.
	Yes
	IP‑CAN session

	User CSG Information change in subscribed hybrid cell
	Defines whether to report User CSG Information change when the UE enters/leaves/accesses via a hybrid cell in which the subscriber is a CSG member.
	Yes
	IP‑CAN session

	User CSG Information change in un-subscribed hybrid cell (see note)
	Defines whether to report User CSG Information change when the UE enters/leaves/accesses via a hybrid cell in which the subscriber is not a CSG member.
	Yes
	IP‑CAN session

	NOTE:
Due to the increased signalling load, such reporting should be applied for a limited number of subscribers only.


Upon the initial interaction with the PCEF, the PCRF may provide CSG information reporting triggers indicating how to set the CSG Information Reporting Action IE for User CSG Information reporting.

The authorized QoS per bearer (UE-initiated IP‑CAN bearer activation/modification) and the authorized MBR per QCI (network initiated IP‑CAN bearer activation/modification) shall be mapped by the PCEF to the GBR and MBR of the PDP context as described in clause 6.2.2.4. The mapping of the QCI to the UMTS QoS profile parameters is defined in clause A.1.3.2.2.1.

2nd Change
A.4.3.4
IP-CAN bearer and IP-CAN session related policy information

For EPS the IP‑CAN bearer and IP‑CAN session related policy information in table A.4.3-4 shall apply in addition to the ones in table 6.4.

Table A.4.3-4: PCC related IP‑CAN bearer and IP‑CAN session related policy information

	Attribute
	Description
	PCRF permitted to modify the attribute
	Scope

	User CSG Information change in CSG cell
	Defines whether to report User CSG Information change when the UE enters/leaves/accesses via a CSG cell.
	Yes
	IP‑CAN session

	User CSG Information change in subscribed hybrid cell
	Defines whether to report User CSG Information change when the UE enters/leaves/accesses via a hybrid cell in which the subscriber is a CSG member.
	Yes
	IP‑CAN session

	User CSG Information change in un-subscribed hybrid cell (see note)
	Defines whether to report User CSG Information change when the UE enters/leaves/accesses via a hybrid cell in which the subscriber is not a CSG member.
	Yes
	IP‑CAN session

	NOTE:
Due to the increased signalling load, such reporting should be applied for a limited number of subscribers only.


Upon the initial interaction with the PCEF, the PCRF may provide CSG information reporting triggers indicating how to set the CSG Information Reporting Action IE for User CSG Information reporting.
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