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/* start of 1st change */ 
7.3
Media Aspects on Interworking

End to end codec negotiation shall be supported. When the codec negotiation fails, transcoding should be provided as an operator option. 

When transcoding applies, the quality degradation and additional latency due to decoding/encoding operation shall be minimized.
When the media plane is locally broken-out and/or locally broken-in within a visited network, the home network may instruct the visited network to perform transcoding.
To optimize the end-user experience, during the codec negotiation and subject to operator policy, a wideband codec should be preferred over a narrowband codec, subject to the capabilities of both ends.
/* start of 2nd change */ 
8.3
Concepts associated with IMS supplementary services

8.3.1
Administration of supplementary services

Provision, Withdrawal, Registration, Erasure, Activation, Deactivation and Invocation shall be as defined in [5].
Users shall be able to register, activate, deactivate, withdraw, interrogate and reconfigure IMS supplementary services via the UE, or web portals.
8.3.2 

Unstructured SS data operations

The Multimedia Telephony Service shall provide a consistent service experience to the user for mobile initiated USSD operations in MMI mode and reserved for HPLMN use, according to [12]. 

Note: 
Network initiated USSD operations – MMI mode and USSD operations – application mode are not supported. 
8.3.x

Network Announcement and Tones Insertion

The Multimedia Telephony Service shall be able to play network announcements or tones to the subscriber at any time during a session.
If there is an appropriate bilateral agreement, the home network shall be able to instruct the visited network to play a network announcement or tone to the subscriber at any time during a session.
/* no more changes */ 
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