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	Reason for change:
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	The static and dynamic SIPTO policy requirement is not very clear, so it is proposed to re-word the text.
For the user interaction requirement, the policy here is whether the operator wants to allow the user to decline SIPTO, how many times to ask the user if he wants to decline SIPTO, etc and not related to the actual policy of when to trigger SIPTO.
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	It was clarified that the SIPTO policies need to be configurable by OA&M procedures.
Removed “SIPTO” from “mobile operator SIPTO policies” in the requirement for user interaction.
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	Dynamic and static SIPTO policies are not clear.
Incorrect link between SIPTO policies and policy for user interaction.
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5.9
Selected IP Traffic Offload (SIPTO) for H(e)NB SubSystem
It shall be possible that a H(e)NB SubSystem supports Selected IP Traffic Offload to provide access for a UE connected via a H(e)NB (i.e. using H(e)NB radio access) to a defined IP network (e.g. the Internet). The following requirements apply to support Selected IP Traffic Offload for H(e)NB SubSystem:

· Selected IP Traffic Offload shall be possible to be done without traversing the mobile operator network, subject to regulatory requirements.

· The mobile operator and the H(e)NB Hosting Party, within the limits set by the mobile operator, shall be able to enable/disable Selected IP Traffic Offload per H(e)NB. 

-
Based on mobile operator policies, the network shall be able to allow the user to accept/decline offload before the traffic is offloaded.
Note: There is a possibility that the user's service experience will be different if the user's traffic is offloaded via SIPTO for H(e)NB Subsystems. 

-
The SIPTO policies may be defined per APN, per IP Flow class under any APN, or per IP Flow class under a specific APN. 

-
The mobile operator shall be able to configure the SIPTO policies via OA&M procedures.

Requirements that are common with Selected IP Traffic Offload for Macro-Cellular Access Network can be found in section 4.3.5 in [4].
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