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*** 1st change *****

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ANDSF
Access Network Discovery and Selection Function

CCoA
Collocated Care-of-address

DSMIPv6
Dual-Stack MIPv6

EPC
Evolved Packet Core

ePDG
Evolved Packet Data Gateway

EPS
Evolved Packet System

FACoA
Foreign Agent Care-of-Address

GW
Gateway

H‑ANDSF
Home-ANDSF

HRPD
High Rate Packet Data

HS‑GW
HRPD Serving Gateway

IFOM
IP Flow Mobility

IPMS
IP Mobility management Selection

LMA
Local Mobility Anchor

MAG
Mobile Access Gateway

MAPCON
Multi Access PDN Connectivity

MIPv4
Mobile IP version 4

MIPv6
Mobile IP version 6

MME
Mobility Management Entity
MTC
Machine-Type Communications

P‑GW
PDN Gateway

PMIP/PMIPv6
Proxy Mobile IP version 6

SectorID
Sector Address Identifier

S‑GW
Serving GW

V‑ANDSF
Visited-ANDSF

***  Next change *****

5.X
Support for Machine Type Communications (MTC)
5.X.1
General
Support for Machine Type Communications (MTC) is described in TS 23.401 [4]. The common procedures and functionalities are only captured in TS 23.401 [4].
5.X.2
PDN GW control of overload
The PDN GW may provide mechanisms for avoiding and handling overload situations. These include the rejection of PDN connection requests from UEs. 
When PMIP is used for S5/S8 interface, PDN GW may reject the PDN connection request (i.e. Proxy Binding Update)with indication that the APN is congested. In addition the PDN GW may indicate a “PDN-GW back-off time” for a specific APN to the MME in the reject message.
Other PDN GW functionalities and the behaviour of Serving GW/MME/SGSN upon receiving the reject messages are described in TS 23.401 [4].
5.X.3
Usage of low access priority indicator
For PDN connection establishment requests, the SGSN/MME includes the low access priority indicator in the request message to the Serving GW/PDN Gateway. The Serving GW shall forward the indicator to PDN GW in Proxy Binding Update message.
Other functions related to indicators are described in 23.401[4].
*** End of changes *****
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