Page 1



3GPP TSG SA WG2 Meeting #82E (Electronic)
(
S2-110042
17 - 21 January 2011, Elbonia
(Revision of S2-105663)
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	23.002
	CR
	0228
	(

rev
	2
	(

Current version:
	10.1.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Correction on the reference of S2b interface

	
	

	Source to WG:
(

	LG Electronics

	Source to TSG:
(

	SA WG2

	
	

	Work item code:
(

	TEI10
	
	Date: (

	06/01/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	S2b interface is based on GTP or Proxy Mobile IP version 6. However, the following text can occurs misunderstanding due to the reference on TS 24.304, Mobile IP version 4.

6.4.4.11
Interface between PDN-GW/S-GW and ePDG (S2b-interface)

It provides the user plane with related control and mobility support between ePDG and the Gateway. This interface is specified in TS 29.274 [90] and in TS 29.275 [93] for GTP and PMIP respectively, and TS 24.304 [94].
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	· clause 6.4.4.10

Cleraly state the protocol option about both references, TS 29.275 and TS 24.304.

· clause 6.4.4.11

Remove the reference, TS 24.304, in the clause on S2b interface.
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* * * First Change * * * *

6.4.4.10
Interface between Trusted non-3GPP IP Access and S-GW/P-GW (S2a-interface)

It provides the user plane with related control and mobility support between trusted non 3GPP IP access and the Gateway. This interface is specified in TS 29.275 [93] and TS 24.304 [94] for PMIP and Client Mobile IPv4 FA mode respectively.
* * * Next Change * * * *

6.4.4.11
Interface between PDN-GW/S-GW and ePDG (S2b-interface)

It provides the user plane with related control and mobility support between ePDG and the Gateway. This interface is specified in TS 29.274 [90] and in TS 29.275 [93] for GTP and PMIP respectively.
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